VP Telxas 
Instruments 


First-Generation 

TMS320 






User’s Guide 


1989 


Digital Signal Processor Products 





First-Generation 
TMS320 
User’s Guide 


Texas 

Instruments 



IMPORTANT NOTICE 


Texas Instruments (Tl) reserves the right to make changes to or to discontinue 
any semiconductor product or service identified in this publication without 
notice. Tl advises its customers to obtain the latest version of the relevant in¬ 
formation to verify, before placing orders, that the information being relied 
upon is current 

Tl warrants performance of its semiconductor products to current specifica¬ 
tions in accordance with Tl's standard warranty. Testing and other quality 
control techniques are utilized to the extent Tl deems necessary to support this 
warranty. Unless mandated by government requirements, specific testing of 
all parameters of each device is not necessarily performed. 

Tl assumes no liability for Tl applications assistance, customer product design, 
software performance, or infringement of patents or services described herein. 
Nor does Tl warrant or represent that license, either express or implied, is 
granted under any patent right, copyright, mask work right, or other intellec¬ 
tual property right of Tl covering or relating to any combination, machine, or 
process in which such semiconductor products or services might be or are 
used. 


Copyright © 1988, Texas Instruments Incorporated 
































































































































IV 



Contents 


Section Page 

1 Introduction 1-1 

1.1 General Description. 1-4 

1.2 Key Features . 1-6 

1.3 Typical Applications . 1-8 

1.4 How To Use This Manual . 1-9 

1.5 References . 1-11 

2 Pinouts and Signal Descriptions 2-1 

2.1 TMS320C1X Pinouts . 2-2 

2.2 TMS32010/Cl 0/Cl 5/El 5 Signal Descriptions . 2-3 

2.3 TMS320C17/E17 Signal Descriptions . 2-5 

3 Architecture 3-1 

3.1 Architectural Overview .. 3-3 

3.2 Functional Block Diagrams . 3-5 

3.3 Internal Hardware Summary . 3-7 

3.4 Memory Organization. 3-10 

3.4.1 Data Memory . 3-10 

3.4.2 Program Memory . 3-11 

3.4.3 Data Movement. 3-13 

3.4.4 Memory Maps . 3-13 

3.4.5 Auxiliary Registers . 3-14 

3.4.6 Memory Addressing Modes . 3-16 

3.5 Central Arithmetic Logic Unit (CALU) . 3-17 

3.5.1 Shifters . 3-18 

3.5.2 ALU and Accumulator . 3-19 

3.5.3 Multiplier, T and P Registers . 3-21 

3.6 System Control . 3-22 

3.6.1 Program Counter and Stack . 3-22 

3.6.2 Reset . 3-24 

3.6.3 Status Register . 3-25 

3.7 Input/Output Functions . 3-27 

3.7.1 Input/Output Operation . 3-28 

3.7.2 Table Read/Table Write Operation . 3-30 

3.7.3 General-Purpose I/O Pins (BIO and XF) . 3-31 

3.8 Interrupts . 3-32 

3.9 Serial Port (TMS320C17/El 7) 3-36 

3.9.1 Receive Registers . 3-36 

3.9.2 Transmit Registers . 3-39 

3.9.3 Timing and Framing Control . 3-41 

3.10 Companding Hardware {TMS320C17/El 7) 3-43 

3.10.1 M-Law/A-Law Encoder . 3-44 

3.10.2 M-Law/A-Law Decoder . 3-45 

3.11 Coprocessor Port (TMS320C17/El 7) 3-46 

3.12 System Control Register (TMS320C17/El 7) 3-51 


V 











































4 Assembly Language Instructions 4-1 

4.1 Memory Addressing Modes .. 4-2 

4.1.1 Direct Addressing Mode . 4-2 

4.1.2 Indirect Addressing Mode . 4-4 

4.1.3 Immediate Addressing Mode .. 4-6 

4.2 Instruction Set .. 4-7 

4.2.1 Symbols and Abbreviations ... 4-7 

4.2.2 Instruction Set Summary .. 4-8 

4.3 Individual Instruction Descriptions . .. 4-11 

5 Software Applications 5-1 

5.1 Processor Initialization .. 5-3 

5.1.1 TMS32010/Cl 0/Cl 5/El 5 Initialization . 5-3 

5.1.2 TMS320C17E1<7 Initialization .. 5-4 

5.2 Interrupt Management .. 5=7 

5.2.1 TMS32010/Cl 0/Cl 5/El 5 Interrupt Service Routines . 5-7 

5.2.2 TMS 320C17/El 7 Interrupt Service Routines . 5-10 

5.2.3 BIO Polling . 5-12 

5.2.4 Context Switching .,. 5-13 

5.3 Program Control . 5-16 

5.3.1 Software Stack Expansion . 5-16 

5.3.2 Subroutine Calls . 5-17 

5.3.3 Addressing and Loop Control with Auxiliary Registers . 5-19 

5.3.4 Computed GOTOs . 5-22 

5.4 Memory Management . 5-23 

5.4.1 Moving Data . 5-23 

5.4.2 Moving Constants into Data Memory .' . . . 5-25 

5.5 Logical and Arithmetic Operations . 5-29 

5.5.1 Bit Manipulation . 5-29 

5.5.2 Overflow Management . 5-30 

5.5.3 Scaling . 5-31 

5.5.4 Convolution Operations . 5-32 

5.5.5 Multiplication . 5-33 

5.5.6 Division 5-36 

5.5.7 Addition . 5-39 

5.5.8 Floating-Point Arithmetic. 5-40 

5.6 Application-Oriented Operations .. 5-42 

5.6.1 Companding . 5-42 

5.6.2 FIR/IIR Filtering . 5-46 

5.6.3 Adaptive Filtering . 5-47 

5.6.4 Fast Fourier Transforms (FFT) .. 5-50 

5.6.5 PID Control . 5-55 

5.6.6 Selftest Routines . 5-56 


VI 











































6 Hardware Applications 6-1 

6.1 Expansion Memory Interface . 6-2 

6.1.1 Program ROM Expansion.. 6-2 

6.1.2 Data RAM Expansion .. 6-4 

6.2 Codec Interface.. 6-6 

6.3 A/D and D/A Interface . 6-8 

6.4 I/O Ports 6-10 

6.5 Coprocessor Interface . 6-11 

6.6 System Applications . 6-13 

6.6.1 2400 bps Modem . 6-13 

6.6.2 Speech Synthesis System . 6-13 

6.6.3 Voice Store-and-Forward Message Center. 6-15 

A First-Generation TMS320 Data Sheet A-1 

B SMJ32010/C10 Data Sheets B-1 

C ROM Codes C-1 

D Quality and Reliability D-1 

E Development Support/Part Order Information E-1 

F Memories, Analog Converters, Sockets, and Crystals F-1 

G Programming the TMS320E15/E17 EPROM Cell G-1 


vii 














Illustrations 


Figure 


Page 


1-1 

2-1 

TMS320 Device Evolution . 

TMS320C1x Pin Assignments .. 

. 1-2 

. 2-2 

3-1 

TMS32010/Cl 0/Cl S/El 5 Block Diagram .. .. 

. 3-5 

3-2 

TMS320C17/El 7 Block Diagram . . 

. 3-6 

3-3 

On-Chip Data Memory ... 

. 3-11 

3-4 

External Program Memory Expansion Example . 

. 3-12 

3-5 

3-6 

Memory Maps for the TMS32010/Cl 0 . 

Memory Maps for the TMS320C15/El 5 and TMS320C17/El 7 

.. 3-13 

. 3-14 

3-7 

Auxiliary Register Counter .. 

. 3-15 

3-8 

Indirect Addressing Autoincrement .. 

. 3-15 

r^-Q 

InHirprt AHHrpccIng Antnfifirromfi.nt 

O *1 C 

3-10 

Methods of Instruction Operand Addressing ... 

. 3-16 

3-11 

Central Arithmetic Logic Unit (CALU) . . 

. . . . . 3-17 

3-12 

Instruction Pipeline Operation ... 

_ 3-23 

3-13 

Status Register Organization ... 

. . . . . 3-26 

3-14 

TMS320C1x External Device Interface . 

. 3-28 

3-15 

Input Instruction Timing ... 

. 3-29 

3-16 

Output Instruction Timing .... 

. 3-29 

3-17 

TBLR Instruction Timing .. . 

. 3-30 

3-18 

TBLW Instruction Timing ... 

. 3-30 

3-19 

TMS320C1x Simplified Interrupt Logic Diagram .. 

__ 3-33 

3-20 

Interrupt Timing .. 

. 3-34 

3-21 

3-22 

Interrupt Latch and Multiplexer . 

Serial Port and Companding Hardware .. 

..... 3-35 
. 3-37 

3-23 

Receive Timing for External Framing . 

. 3-37 

3-24 

Fixed-Data Rate for Internal Framing . 

. 3-38 

3-25 

Variable-Data Rate for Internal Framing . 

. 3-39 

3-26 

3-27 

Transmit Timing for External Framing . 

. . . . . 3-40 

Serial-Port Timing and Framing Control . . 

. 3-41 

3-28 

3-29 

TMS320C17/E17 Simplified Coprocessor Port Logic Diagram .... 

External Write Timing to the Coprocessor Port . 

. 3-46 

. 3-50 

3-30 

External Reafd Timing from the Coprocessor Port . 

. 3-50 

3- 31 

4- 1 

System Control Register . 

Direct Addressing Block Diagram .. 

. 3-51 

. 4-3 

5-1 

Long Division and SUBC Division . 

. 5-37 

6-1 

Minimum Program ROM Expansion . 

. 6-3 

6-2 

EPROM Interface to the TMS320C10-14 . 

. 6-4 

6-3 

Data RAM Expansion . 

. 6-5 

6-4 

Codec Interface for Standalone Serial Operation . 

. 6-7 

6-5 

A/D Converter to TMS320C10/Cl 5/El 5/Cl 7/El 7 Interface . 

. 6-8 

6-6 

D/A Converter to TMS320C10/Cl 5/El 5/Cl 7/El 7 Interface . 

. 6-9 

6-7 

I/O Port Interface Circuit ... 

. . . . . 6-10 

6-8 

TMS320C17/El 7 to TMS70C42 Interface . 

__ 6-11 

6-9 

TMS320C17/El 7 to TMS320C25 Interface . 

. 6-12 

6-10 

2400 bps Modem . 

. 6-13 

6-11 

Speech Synthesis System .. 

. 6-14 

6-12 

Answering Machine ... 

. 6-15 

C-1 

E-1 

TMS320 ROM Code Flowchart . 

TMS320C1X Development Tools .. 

. C-2 

. E-2 

viii 






















































E-2 TMS320C1X Development Tools . E-2 

E-3 TMS320C1X EVM/Single-User System . E-5 

E-4 TMS320C1X XDS/22 System Configuration . E-7 

E-5 TMS320 AIB System Configuration . E-9 

E-6 TMS320 Device Nomenclature . E-17 

E-7 TMS320 Development Tool Nomenclature . E-18 

F-1 Crystal Connection . F-144 

G-1 EPROM Adaptor Socket . G-1 

G-2 EPROM Programming Data Format . .. G-2 

G-3 TMS320E15/El 7 EPROM Conversion to TMS27C64 EPROM Pinout ... G-3 

G-4 Fast Programming Flowchart . G-6 

G-5 Fast Programming Timing . G-7 

G-6 EPROM Protection Flowchart . G-9 

G-7 EPROM Protection Timing . G-10 


Tables 


Table Page 

1- 1 TMS320C1X Processors Overview . 1-4 

1 -2 Typical Applications of the TMS320 Family . 1-8 

2- 1 TMS32010/Cl 0/Cl 5/El 5 Signal Descriptions . 2-3 

2- 2 TMS320C17/El 7 Signal Descriptions . 2-5 

3- 1 TMS320C1X Internal Hardware .. 3-8 

3-2 Accumulator Results of a Logical Operation . 3-20 

3-3 Status Register Field Definitions . 3-25 

3-4 Serial Clock (SCLK) Divide Ratios (X2/CLKIN = 20.48 MHz) . 3-42 

3-5 Serial- and Parallel-Mode Bit Configurations . 3-44 

3- 6 Control Register Bit Definitions . 3-52 

4- 1 Instruction Symbols . 4-7 

4- 2 Instruction Set Summary . 4-9 

5- 1 Control Register Bit Definitions . 5-5 

5-2 Program Space and Time Requirements for |j-/A-Law Companding . 5-42 

D-1 Microprocessor and Microcontroller Tests . D-5 

D-2 TMS320C1X Transistors . D-5 

E-1 TMS320C1X Digital Signal Processor Part Numbers . E-13 

E-2 TMS320C1X Support Tool Part Numbers . E-14 

E-3 Development Tool Connections to a Target System . E-15 

F-1 Commonly Used Crystal Frequencies . F-144 

G-1 TMS320E15/El7 Programming Mode Levels . G-4 

G-2 TMS320E15/El 7 EPROM Protect and Protect Verify Mode Levels . G-8 


IX 







































Section 1 


Introduction 


The TMS320 family of 16/32-bit single-chip digital signal processors com¬ 
bines the flexibility of a high-speed controller with the numerical capability of 
an array processor, offering an inexpensive alternative to custom VLSI and 
multichip bit-slice processors. 


The TMS32010, the first digital signal processor In the TMS320 family, was 
introduced in 1983. During that year, the TMS32010 was named "Product 
of the Year" by the magazine. Electronic Products. Its powerful Instruction set, 
inherent flexibility, high-speed number-crunching capabilities, and innovative 
architecture have made this high-performance, cost-effective processor the 
ideal solution to many telecommunications, computer, commercial, industrial, 
and military applications. 


The TMS320 family has now expanded Into three generations of processors: 
TMS320C1X, TMS320C2X, and TMS320C3x (see Figure 1 -1). Many features 
are common among these generations. Some specific features are added in 
each processor to provide different cost/performance tradeoffs. Software 
compatibility is maintained throughout the family to protect the user's invest¬ 
ment in architecture. Each processor has software and hardware tools to fa¬ 
cilitate rapid design. 
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Figure 1-1. TMS320 Device Evolution 


Throughout this document the first-generation device group within the 
TMS320 family will be referred to as TMS320C1x. The specific members of 
the first-generation TMS320 include: 

• TMS32010, the first 20-MHz digital signal processor 

• TMS320C10, a CMOS 20-MHz version of the TMS32010 

• TMS320C10-14, a 14-MHz version of the TMS320C10 

• TMS320C10-25, a 25-MHz version of the TMS320C10 

• TMS320C1 4, a TMS320C15 designed for a control system 

• TMS320E14. an EPROM version of the TMS320C14 

• TMS320C15, a TMS320C10 with expanded ROM and RAM 

• TMS320C15-25, a 25-MHz version of the TMS320C15 

• TMS320E15, an EPROM version of the TMS320C15 

• TMS320E15-25, a 25-MHz version of the TMS320E15 

• TMS320C17, a TMS320C15 with serial and coprocessor ports 

• TMS320E17, an EPROM version of the TMS320C17 
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This document describes the core CPU, memory, and basic I/O port architec¬ 
ture of the first-generation devices {TMS320C1x) in the TMS320 family. The 
peripherals for the TMS320C17/El 7 devices are also described. For de¬ 
scriptions pf the TMS320C14/E14 as well as software and hardware 
applications/examples, refer to the TMS320C14ITMS320E14 User's Guide 
(literature number SPRU032). 

The TMS320 family combines the high performance and specialized features 
necessary in digital signal processing (DSP) applications with an extensive 
program of development support, including hardware and software develop¬ 
ment tools, product documentation, textbooks, newsletters, DSP design 
workshops, and a variety of application reports. See Appendix E for a dis¬ 
cussion of the wide range of development tools available. 

Plans for expansion of the TMS320 family include more spinoffs of the exist¬ 
ing generations as well as more powerful future generations of digital signal 
processors. 
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Introduction - General Description 


1.1 General Description 

The combination of the T!\/lS320's Harvard-type architecture (separate pro¬ 
gram and data buses) and its special digital signal processing (DSP) instruc¬ 
tion set provides speed ahd flexibility to produce a microprocessor family 
capable of executing 6.25 MIPS (million instructions per second). While 
other processors implement functions through software or microcode, the 
TMS320 family optimizes performance by implementing functions within the 
hardware. This hardware-intensive approach provides the design engineer 
with power previously unavailable on a single chip. 

Table 1 -1 provides an overview of the TMS320C1x group of processors with 
comparisons of technology, memory, I/O, cycle timing, package type, and 
military support. 


Table 1-1. TI\/IS320C1x Processors Overview 


DEVICE 

TECH 

MEMORY 

ON-CHIP 

RAM ROM EPROM 

OFF-CHIP 

PROG 

l/0» 

SER PAR 

CYCLE 

TIME 

(ns) 

PACKAGE 

TYPEt 

DIP PLCC CER 

TMS3201 Ot 

NMOS 

144 

1.5K 

- 

4K 

- 

8x16 

200 

40 

- 

- 

TMS320C1 Ot 

CMOS 

144 

1.5K 

- 


- 

8x16 

KM 

40 

44 

- 

TMS320C10-14 

CMOS 

144 

1.5K 

- 


- 

8x16 

■il 

40 

44 

- 

TMS320C10-25 

CMOS 

144 

1.5K 

- 


- 

8x16 

mm 

40 

44 


TMS320C14§ 

CMOS 

256 

4K 

- 

4K 

1 

7x16ir 

160 

- 

68 

- 

TMS320E14§ 

CMOS 

256 

- 

4K 

4K 

1 

7x16ir 

160 

- 

- 

68 

TMS320C15§ 


256 

4K 

- 


■n 


200 

40 

44 

- 

TMS320C15-25 


256 

4K 

- 




160 

40 

44 


TMS320E15§ 

CMOS 

256 

- 

4K 




200 

40 

- 

44 

TMS320E15-25 


256 

- 

4K 


- 

8x16 

160 

40 


44 

TMS320C17 

CMOS 

256 

4K 

- 

- 

2 

6x16 if 

200 

40 

44 

- 

TMS320E17 

CMOS 

256 

- 

4K 

- 

2 

exie-T 

200 

40 

- 

44 


»SER = serial; PAR = parallel. 

tDIP = dual in-line pin; PLCC = plastic leaded chip carrier; CER = surface mount ceramic leaded chip 
carrier (CER-QUAD). 
tMilitary version available. 

SMIlitary versions planned; contact nearest Tl Field Sales Office for availability. 

IfOn-chip 16-bit I/O, four capture inputs, and six compare outputs are available. 

JOn-chip 16-bit coprocessor Interface is optional by pin selection. 


The first generation of the TMS320 family includes both NMOS and CMOS 
products. The TMS32010 microprocessor is the only NMOS device. The 
other members are processed in CMOS technology; TMS320C10, 
TMS320C10-14, TMS320C10-25, TMS320C14/El 4, TMS320C15/El 5, 
TMS320C15-25/E15-25, and TMS320C17/E17. 

The TMS32010, the first TMS320 family member, is a microprocessor capable 
of achieving a 16 x 16-blt multiply in a single 200-ns cycle. On-chip data 
memory of 144 words is available. Up to 4K words of off-chip program 
memory can be executed at full speed. The TMS32010 is also available in a 
microcomputer version, with 1.5K words of on-chip program ROM and up to 
2.5K words of off-chip program memory for a total of 4K words. This ROM- 
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code version can also operate entirely from off-chip ROM for ease of proto¬ 
typing, code update, and field upgradeability. 

The TMS320C10 has a 200-ns instruction cycle time and is object-code and 
pin-for-pin compatible with the TMS32010. The TMS320C10 is processed in 
CMOS technology, achieving a power dissipation less than one-sixth that of 
the NMOS device. Because of its low-power dissipation (165 mW), the 
TMS320C10 is ideal for power-sensitive applications such as digital tele¬ 
phony and portable consumer products. A masked ROM option is available for 
the TMS320C10. 

The TMS320C10-14, a 14-MHz version of the TM$320C10, provides a 
low-cost alternative for DSP applications not requiring the maximum operat¬ 
ing frequency of the TMS320C10. The device can execute 3.5 million in¬ 
structions per second and has a 280-ns instruction cycle time. 

The TMS320C10-25, a 25-MHz version of the TMS320C10, has a 160-ns 
instruction cycle time. Its lower power and higher speed make it well suited 
for high-performance DSP applications. 

The TMS320C14 and TMS320E14 are microcontrollers with an instruction 
cycle time of less than 160-ns, 256 words of on-chip RAM, and 4K words of 
on-chip program ROM (TMS320C14) or EPROM (TMS320E14). The 
TMS320C14/E14 feature an event manager with four capture inputs and six 
compare outputs, a bit-selectable I/O port, a serial port with programmable 
protocols and timer, a watchdog timer, and two general-purpose timers. These 
devices are object-code compatible with the TMS32010 and processed in 
CMOS technology. 

The TMS320C15 and TMS320E15 are fully object-code and pin-for-pin 
compatible with the TMS32010. Each offers an expanded on-chip RAM of 
256 words and an on-chip program ROM (TMS320C15) or EPROM 
(TMS320E15) of 4K words. The devices are processed in CMOS technology. 
Both are also available in the 160-ns versions, the TMS320C15-25 and 
TI\/IS320E15-25. 

The TMS320C17 and TMS320E17 are dedicated microcomputers. Each of¬ 
fers 256 words of on-chip RAM and 4K words of on-chip program ROM 
(TMS320C17) or EPROM (TMS320E17). The TMS320C17/El7 features a 
dual-channel serial interface, on-chip companding hardware (p-law/A-law), 
a serial port timer, and a latched 16-bit coprocessor port for direct micro¬ 
processor I/O interface. The devices are object-code compatible with the 
TMS32010 and processed in CMOS technology. 
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1.2 Key Features 

Some of the key features of the TMS320C1 x devices are listed below and on 
the following page. Specific devices for a particular feature are enclosed in 
parentheses. 

• Instruction cycle timing: 

160 ns (TMS320C10-25/C14/E14/C15-25/El 5-25) 

200 ns (TMS32010/010/Cl 5/El 5/Cl 7/El 7) 

280 ns (TMS320C10-14) 

• 144-/256-word on-chip data RAM 

• 1.5K-/4K-word on-chip program ROM 

• 4K-word on-chip program EPROM 

(TMS320E14/El 5/E15-25/El 7) 

• EPROM code protection for copyright security 

• 4K-word total external memory at full speed 

(TMS32010/C10/C10-14/Cl 0-25/Cl 4/ 

El 4/Cl 5/C15-25/El 5/El 5-25) 

• 16-bit bidirectional data bus at 50-Mbps transfer rate 

• 32-bit ALU/accumulator 

• 16- X 16-blt parallel multiplier with a 32-blt product 

• 0-to 16-bit barrel shifter 

• On-chip clock generator 

• Eight Input and eight output channels 

• Dual-channel serial port with timer 

(TMS320C17/E17) 

• Direct interface to combo-codecs 

(TMS320C17/E17) 

• On-chip M-law/A-law companding hardware 

(TMS320C17/E17) 

• 16-blt coprocessor Interface 

(TMS320C17/E17) 

• 16-pin bit-selectable I/O ports 

(TMS320C14/E14) 

• Serial port with programmable protocols 

(TMS320C14/ET4) 

• Event manager with capture inputs and compare outputs 

(TMS320C14/E14) 
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• Four independent timers (TMS320C14/El 4) 

- General-purpose (2) 

- Serial port 
“ Watchdog 

• 15 external/internal interrupts 

(TMS320CU/E14) 

• Single 5-V supply 

• Device packaging: 

- 40-pin DIP (TMS32010/Cl 0/Cl 0-14/Cl 0-25/Cl 5/ 

Cl 5-25/El 5/El 5-25/Cl 7/El 7) 

44-lead PLCC (TMS320C10/Cl 0-14/Cl 0-25/Cl 5/ 

Cl 5-25/Cl 7) 

68-lead PLCC (TMS320C14) 

- '44-lead CER-QUAD (TMS320E15/El 5-25/El 7) 

68-lead CER-QUAD (TMS320E14) 

• Technology: 

NMOS (TMS32010) 

CMOS (TMS320C10/Cl 0-14/Cl 0-25/Cl 4/El 4/Cl 5/ 
Cl 5-25/E15/El 5-25/Cl 7/El 7) 

• Commercial and military versions available. 
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1.3 Typical Applications 

The TMS320 family's unique versatility and realtime performance offer flexible 
design approaches in a variety of applications. In addition, TMS320 devices 
can simultaneously provide the multiple functions often required in those 
complex applications. Table 1 -2 lists typical TI\/IS320 family applications. 


Table 1-2. Typical Applications of the TMS320 Family 


GENERAL-PURPOSE DSP 

GRAPHICS/IMAGING 

INSTRUMENTATION 

Digital Filtering 

Convolution 

Correlation 

Hilbert Transforms 

Fast Fourier Transforms 

Adaptive Filtering 

Windowing 

Waveform Generation 

3-D Rotation 

Robot Vision 

Image Transmission/ 

Compression 

Pattern Recognition 

Image Enhancement 

Homomorphic Processing 
Workstations 

Animation/Digital Map 

Spectrum Analysis 

Function Generation 

Pattern Matching 

Seismic Processing 

Transient Analysis 

Digital Filtering 

Phase-Locked Loops 

VOICE/SPEECH 

CONTROL 

MILITARY 

Voice Mail 

Speech Vocoding 

Speech Recognition 

Speaker Verification 

Speech Enhancement 

Speech Synthesis 
Text-to-Speech 

Disk Control 

Servo Control 

Robot Control 

Laser Printer Control 

Engine Control 

Motor Control 

Secure Communications 
Radar Processing 

Sonar Processing 

Image Processing 

Navigation 

Missile Guidance 

Radio Frequency Modems 

TELECOMMUNICATIONS 

AUTOMOTIVE 

Echo Cancellation FAX 

ADPCM Transcoders Cellular Telephones 

Digital PBXs Speaker Phones 

Line Repeaters Digital Speech 

Channel Multiplexing Interpolation (DSI) 

1200 to 19200-bps Modems X.25 Packet Switching 

Adaptive Equalizers Video Conferencing 

DTMF Encoding/Decoding Spread Spectrum 

Data Encryption Communications 

Engine Control 

Vibration Analysis 

Antiskid Brakes 

Adaptive Ride Control 

Global Positioning 

Navigation 

Voice Commands 

Digital Radio 

Cellular Telephones 

CONSUMER 

INDUSTRIAL 

MEDICAL 

Radar Detectors 

Power Tools 

Digital Audio/TV 

Music Synthesizer 

Educational Toys 

Robotics 

Numeric Control 

Security Access 

Power Line Monitors 

/ 

Hearing Aids 

Patient Monitoring 
Ultrasound Equipment 
Diagnostic Tools 

Prosthetics 

Fetal Monitors 
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1.4 How To Use This Manual 


The purpose of this user's guide is to serve as a reference book for the first- 
generation TMS320 digital signal processors. Sections 2 through 6 provide 
specific information on architecture and operation of these devices. Appendix 
A furnishes electrical specifications and mechanical data Information. 

The following table lists each section and briefly describes the section con¬ 
tents. 

Section 2. Pinouts and Signal Descriptions. Drawings of the DIP and 

PLCC packages for TMS320C1x devices. Functional list¬ 
ings of the signals, their pin locations, and descriptions. 

Section 3. Architecture. TMS320C1x design description, hardware 

components, and device operation. Functional block dia¬ 
grams and internal hardware summary table. 

Section 4. Assembly Language Instructions. Addressing modes and 

format descriptions. Instruction set summary listed ac¬ 
cording to function. Alphabetized individual instruction 
descriptions with examples. 

Section 5. Software Applications. Software application examples for 

the use of various TI\/lS320C1x Instruction set features. 

Section 6. Hardware Applications. Hardware design techniques and 

application examples for Interfacing to codecs, external 
memory, or common 4-/8-/16-/32-bit microcomputers 
and microprocessors. 


Seven appendices are Included to provide additional information. 

Appendix A. First-Generation TMS320 Data Sheets. Electrical specifi¬ 
cations, timing, and mechanical data for all TMS320C1x 
devices. 

Appendix B. SMJ32010/C10 Data Sheets. Electrical specifications, 
timing, and mechanical data for these military devices. 

Appendix C. ROM Codes. Discussion of ROM codes (mask options) 
and the procedure for implementation. 

Appendix D. Quality and Reliability. Discussion of Texas Instruments 
quality and reliability criteria for evaluating performance. 


Appendix E. 


Development Support/Part Order Information. Listings of 
the hardware and software available to support the 
TMS320C1X devices. 
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Appendix F. 


Appendix G. 


Use This Manual 


Memories. Analog Converters. Sockets, and Crystals. 
Listings of the Tl memories, analog conversion devices, 
and sockets available to support the TMS320C1x devices 
in DSP applications. Crystal specifications and vendors. 

Programming the TMS320E15/E17 EPROM Cell. Proce¬ 
dure for programming and verifying the EPROM cell using 
the 28-pin TMS27C64. 
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1.5 References 


The following reference list contains useful information regarding functions, 
operations, and applications of digital signal processing. These books also 
provide other references to many useful technical papers. The reference list Is 
organized into categories of general DSP, speech. Image processing, and 
digital control theory; if known, each category is alphabetized by the author's 
last name. 


General Digital Signal Processing: 

Antoniou, Andreas, Digital Filters: Analysis and Design. New York, NY: 
McGraw-Hill Company, Inc., 1979. 

Brigham, E. Oran, The Fast Fourier Transform. Englewood Cliffs, NJ: 
Prentice-Hall, Inc., 1974. 

Burrus, C.S. and Parks, T.W., DFTJFFT and Convolution Algorithms. 
New York, NY: John Wiley and Sons, Inc., 1984. 

Digital Signal Processing Applications with the TMS320 Family, Texas 
Instruments, 1986; Prentice-Hall, Inc., 1987. 

Gold, Bernard and Rader, C.M., Digital Processing of Signals. New 
York, NY: McGraw-Hill Company, Inc., 1969. 

Hamming, R.W., Digital Filters. Englewood Cliffs, NJ: Prentice-Hall, 
Inc., 1977. 

IEEE ASSP DSP Committee (Editor), Programs for Digital Signal Pro¬ 
cessing. New York, NY: IEEE Press, 1979. 

Jackson, Leland B., Digital Filters and Signal Processing. Hingham, MA: 
Kluwer Academic Publishers, 1986. 

Jones, D.L. and Parks, T.W., A Digital Signal Processing Laboratory 
Using the TMS32010. Englewood Cliffs, NJ: Prentice-Hall, Inc., 1987. 

Lim,Jae and Oppenheim, Alan V., Advanced Topics in Signal 
Processing. Englewood Cliffs, NJ: Prentice-Hall, Inc., 1988. 

Morris, L. Robert, Digital Signal Processing Software. Ottawa, Canada: 
Carleton University, 1983. 

Oppenheim, Alan V. (Editor), Applications of Digital Signal Processing. 
Englewood Cliffs, NJ: Prentice-Hall, Inc., 1978. 

Oppenheim, Alan V. and Schafer, R.W., Digital Signal Processing. En¬ 
glewood Cliffs, NJ: Prentice-Hall, Inc., 1975. 

Oppenheim, Alan V. and Willsky, A.N. with Young, I.T., Signals and 
Systems. Englewood Cliffs, NJ: Prentice-Hall, Inc., 1983. 

Parks, T.W. and Burrus, C.S., Digital Filter Design. New York, NY: John 
Wiley and Sons, Inc., 1987. 
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Rabiner, Lawrence R. and Gold, Bernard, Theory and Application of Di¬ 
gital Signal Processing. Englewood Cliffs, NJ: Prentice-Hall, Inc., 1975. 

Treichler, J.R., Johnson, Jr., C.R., and Larimore, M.G., Theory and De¬ 
sign of Adaptive Filters. New York, NY: John Wiley and Sons, Inc., 
1987. 


Speech: 

Gray, A.H. and Markel, J.D., Linear Prediction of Speech. New York, 
NY: Springer-Verlag, 1976. 

Jayant, N.S. and Noll, Peter, Digital Coding of Waveforms. Englewood 
Cliffs, NJ: Prentice-Hall, Inc., 1984. 

Papamichalis, Panos, Practical Approaches to Speech Coding. Engle¬ 
wood Cliffs, NJ: Prentice-Hall, Inc., 1987. 

Rabiner, Lawrence R. and Schafer, R.W., Digital Processing of Speech 
Signals. Englewood Cliffs, NJ: Prentice-Hall, Inc., 1978. 


Image Processing: 

Andrews, H.C. and Hunt, B.R., Digital image Restoration. Englewood 
Cliffs, NJ: Prentice-Hall, Inc., 1977. 

Gonzales, Rafael C. and Wintz, Paul, Digital image Processing. Reading, 
MA: Addison-Wesley Publishing Company, Inc., 1977. 

Pratt, William K., Digital image Processing. New York, NY: John Wiley 
and Sons, 1978. 


Digital Control Theory: 

Astrom, K. and Wittenmark, B., Computer Controlled Systems. Engle¬ 
wood Cliffs, NJ: Prentice-Hall, Inc., 1984. 

Iserman, R., Digital Control Systems. New York, NY: Springer-Verlag, 
1981. 

Jacquot, R., Modern Digital Control Systems. New York, NY: Marcel 
Dekker, Inc., 1981. 

Katz, P., Digital Control Using Microprocessors. Englewood Cliffs, NJ: 
Prentice-Hall, Inc., 1981. 

Kuo, B.C., Digital Control Systems. New York, NY: Holt, Reinholt and 
Winston, Inc., 1980. 

Moroney, P., Issues in the implementation of Digital Feedback Com¬ 
pensators. Cambridge, MA: The MIT Press, 1983. 

Phillips, C. and Nagle, H., Digital Control System Analysis and Design. 
Englewood Cliffs, NJ: Prentice-Hall, Inc., 1984. 


1-12 




Section 2 


Pinouts and Signal Descriptions 


The TMS320C1X (first-generation TMS320) digital signal processors, except 
TMS320C14 and TMS320E14, are available In a 40-pln dual-in-line (DIP) 
package. The TMS320C14 is only available in the 68-pin plastic-leaded chip 
carrier (PLCC) and the TMS320E14 is only available in a 68-pln CER-QUAD 
package. The TMS320C10 and TI\/1S320C15/Cl 7 are also packaged in a 
44-pin plastic-leaded chip carrier (PLCC). The TMS320E15 and TMS320E17 
are available in 44-pln CER-QUAD packages, too. 


This section provides the pinouts and signal definitions in the following 
subsections: 

• TMS320C1X Pinouts (Section 2.1 on page 2-2) 

• TMS32010/C10/C15/E15 Signal Descriptions (Section 2.2 
on page 2-3) 

• TMS320C17/E17 Signal Descriptions (Section 2.3 on page 2-5) 


Electrical specifications and mechanical data are given in Appendix A which 
contains the First-Generation TMS320 and the TMS320C14/El 4 data sheets. 
For pinouts used in programming the TMS320E14/El 5/El 7 EPROMs, refer 
to Appendix G. 
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2.1 TMS320C1X Pinouts 


Figure 2-1 shows pinouts of the DIP packages for the TMS320C1x devices 
and the PLCC packages for the TMS320C10/C15/C17. For pinouts of the 
TMS320C14/E14, see Appendix A or refer to the TMS320C14ITMS320E14 
User's Guide (literature number SPRU032). 


TMS32010, TMS320C10 
TMS320C15, TMS320E15 
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(TOP VIEW) 


TMS320C17, TMS320E17 
N/JD PACKAGE 
(TOP VIEW) 
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Figure 2-1. TMS320C1x Pin Assignments 
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2.2 TMS32010/C10/C15/E15 Signal Descriptions 

The signal descriptions for the TMS32010/C10 and TMS320C15/E15 devices 
are provided in this section. Table 2-1 lists each signal, its pin location 
(DIP/PLCC), function, and operating mode(s), i.e., input, output, or high- 
impedance state as indicated by I, 0, or Z. The signals in Table 2-1 are 
grouped according to function and alphabetized within that grouping. 


Table 2-1. TMS32010/C10/C15/E15 Signal Descriptions 


SIGNAL 

PIN 

l/O/Zt 

DESCRIPTION 


(DIP/PLCC) 



ADDRESS/DATA BUSES 

All MSB 

27/31 

0 

Program memory address bus A11 (MSB) through AO (LSB) 

A10 

28/32 


and port addresses PA2 (MSB) through PAO (LSB). 

A9 

29/33 


Addresses A11 through AO are always active and never 

A8 

34/38 


go to high impedance. During execution of the IN and 

A7 

35/39 


OUT instructions, pins A2 through AO carry the port 

A6 

36/40 


addresses. (Address pins A11 through A3 are always 

A5 

37/41 


driven low on IN and OUT instruction) 

A4 

38/42 



A3 

39/43 



A2/PA2 

40/44 



A1/PA1 

1/2 



AO/PAO 

2/3 



D15 MSB 

18/21 

i/o/z 

Parallel data bus D15 (MSB) through DO (LSB). The data 

D14 



bus is always in the high-impedance state except when 

D13 



WE is active (low). 

D12 




D11 

14/16 



DIO 

13/15 



D9 

12/14 



D8 

11/13 



D7 

19/22 



D6 

20/23 



D5 

21/24 



D4 

22/25 



D3 

23/26 



D2 

24/27 



D1 

25/29 



DO LSB 

26/30 



INTERRUPT AND MISCELLANEOUS SIGNALS 

BIO 

9/10 

1 

External polling input. Polled by BIOZ instruction. If low, 
the device branches to the address specified by the instruc¬ 
tion. 

DEN 

32/36 

0 

Data enable for device input data. When active low, DEN 
indicates that the device will accept data from the data bus. 




DEN is only active during the first cycle of the IN instruc¬ 
tion. When DEN is active, MEN and WE will always be in- 




active (high). 


t Input/Output/High-impedance state 
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Table 2-1. TMS32010/C10/C15/E15 Signal Descriptions (Concluded) 


SIGNAL 

PIN 

(DIP/PLCC) 

l/o/zt 

DESCRIPTION 

TTTT 

5/6 

I 

External interrupt input. The interrupt signal Is generated by 
applying a negative-going edge to the I NT pin. The edge Is 
used to latch the interrupt flag register (INTF) until an In¬ 
terrupt is granted by the device. An active low level will also 
be sensed. 

MC/Mp 

3/4 

I 

Memory mode select pin. High selects the microcomputer 
mode, in which 1.5K words (4K on the TMS320C15/El 5) 
of on-chip program memory are available. This mode also 
allows an additional 2.5K words of program memory to re¬ 
side off-chip on the TMS32010/Cl 0. A low on MC/MP pin 
enables the microprocessor mode. In this mode, the entire 
memory space is external, I.e., addresses 0 through 4035. 

Men 

33/37 

0 

Memory enable. MEN will be active low on every machine 
cycle except when WE and DEN are active. MEN Is a control 
signal generated by the device to enable Instruction fetches 
from program memory. MEN will be active on instructions 
fetched from both internal and external memory. 

RS 

4/5 

I 

Reset input for initializing the device. When held at an ac- 
tive low for a minimum of five clock cycles, DEN, WE, and 
MEN are forced high; and, the data bus (D15 through DO) 
is not driven. The program counter (PC) and the address 
bus (A11 through AO) are then synchronously cleared after 
the next complete clock cycle from the falling edge of RS. 
Reset also disables the interrupt, clears the interrupt flag 
register, and leaves the overflow mode register unchanged. 
The device can be held in the reset state Indefinitely. 

We 

31/35 

0 

Write enable for device output data. When active low, WE 
indicates that data will be output from the device on the 
data bus. WE is only active during the first cycle of the OUT 
instruction and the second cycle of the TBLW instruction. 
When WE is active, MEN and DEN wiH always be inactive 
(high). 

SUPPLY/OSCILLATOR SIGNALS 

CLKOUT 

6/7 

0 

System clock output (one-fourth crystal/CLKIN frequency). 
Duty cycle Is fifty percent. 

Vcc 

30/34 

I 

5-V supply pin. 

Vss 

10/12 

I 

Ground pin. 

XI 

7/8 

0 

Crystal output pin for internal oscillator. If the Internal os¬ 
cillator is not used, this pin should be left unconnected. 

X2/CLKIN 

8/9 

I 

Input pin to th,e internal oscillator (X2) from the crystal. Al¬ 
ternatively, an input pin for an external oscillator (CLKIN). 


t Input/Output/High-impedance state 
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2.3 TMS320C17/E17 Signal Descriptions 

Table 2-2 lists each signal provided on the TMS320C17/El 1 , its pin location, 
function, and operating mode(s), i.e., input, output, or high-impedance state 
as indicated by I, 0, or Z. The signals in Table 2-2 are grouped according to 
function and alphabetized within that grouping. Note that the first signal and 
the signal following the slash are both used on the TMS320C17/E17. 


Table 2-2. TMS320C17/E17 Signal Descriptions 


SIGNAL 

PIN 

l/o/zt 

DESCRIPTION 


(DIP/PLCC) 



BIDIRECTIONAL DATA BUS 

D15/LD15 

18/21 

l/O/Z 

During the microcomputer mode, this represents a 1 6-bit 

D14/LD14 

17/20 


parallel data bus (D15 through DO). The data bus is 

D13/LD13 

16/19 


always in the high-impedance state, except when WE is 

D12/LD12 

15/17 


active (low) or when an IN instruction Is being executed 

D11/LD11 

14/16 


from either port 0 or port 1. 

D10/LD10 

13/15 



D9/LD9 

12/14 


During the coprocessor mode, the 16-bit data lines (LD15 

D8/LD8 

11/13 


through LDO) Is used for a coprocessor latch. The data 

D7/LD7 

19/22 


bus Is always held in a high-impedance state, except 

D6/LD6 

20/23 


when RD is active (low). 

D5/LD5 

21/24 



D4/LD4 

22/25 



D3/LD3 

23/26 



D2/LD2 

24/27 



D1/LD1 

25/28 



DO/LDO 

26/30 



PORT ADDRESS BUS 

PA2/TBLF 

40/44 

0 

I/O port address output/transmit buffer latch full flag. 

PA1/RBLE 

1/2 

0 

I/O port address output/receive buffer latch empty flag. 

PAO/HI/LO 

2/3 

l/O/Z 

I/O port address output/latch byte select pin. 




During the microcomputer mode, these pins carry the port 
address when using the IN and OUT Instructions. When 
using other instruction cycles, these pins carry the three 
LSBs of the program counter. 




During the coprocessor mode, these pins signal the status 
of the receive and the transmit buffer latches. 

INTERRUPT ANO MISCELLANEOUS SIGNALS 

BIO 

9/10 

1 

External polling input. Polled by BIOZ instruction. If low. 




the device branches to the address specified by the instruc¬ 
tion. When in the coprocessor mode, the BIO line is re- 




served for coprocessor interface and cannot be driven 
externally. 


t Input/Output/High-impedance state 
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Table 2-2. TMS320C17/E17 Signal Descriptions (Continued) 


SIGNAL 

PIN 

(DIP/PLCG) 

l/o/zt 

DESCRIPTION 

oeTJ/rU 

32/36 

l/O/Z 

Data enable for device input data/external read for the out¬ 
put latch. When active low, DEN indicates that the device 
will accept data from the data bus. DEN is only active during 
the first cycle of the IN instruction. WE will always be in¬ 
active (high) when DEN Is active. In the coprocessor mode, 
the external processor reads from the coprocessor latch by 
driving the RD line active (low), thus enabling the output 
latch to drive the latched data. When the data has been 
read, the external device will bring the RD line high. 

EXINT 

5/6 

1 

External interrupt Input. The interrupt signal is generated by 
applying a logic low level to the EXINT pin. The edge Is 
used to latch the system control register flag bit (CRO) until 
an Interrupt is granted by the device. When In the copro- 
cessor mode, the EXINT line is reserved for coprocessor In¬ 
terface and cannot be driven externally. 

MC 

3/4 

1 

Microcomputer mode select pin. The MC pin must be con¬ 
nected to the same state as the MC/PM pin. When these 
pins are low, the coprocessor port is enabled. When these 
pins are high, the microcomputer mode is enabled. 

MC/PM 

27/31 

1 

Microcomputer or peripheral/coprocessor mode select pin. 
This pin must be connected to the same state as the MC pin. 
When these pins are low, the coprocessor port is enabled. 
When these pins are high, the microcomputer mode is ena¬ 
bled. 

RS 

4/5 

1 

Reset input for initializing the device. When an active low 
is placed on the RS pin for a minimum of five clock cycles, 
both DEN and WE are forced high, and the data bus (D15 
through DO) goes to a high-impedance state. The serial port 
clock and transmit outputs also go to the high-impedance 
state. The program counter (PC) and the port address bus 
(PA2 through PAO) are then synchronously cleared after the 
next complete clock cycle from the falling edge of RS. 

We/Wr 

31/35 

I/O 

Write enable for device output data/external write enable for 
the input latch. When active low, WE Indicates that data 
will be output from the device on the data bus. WE is only 
active during the first cycle of the OUT instruction and the 
second cycle of the TBLW instruction. DEN will always be 
inactive (high) when WE is active. In the coprocessor mode, 
the external processor lowers the WR line and places data 
on the bus. It next raises the WR line to clock the data Into 
the on-chip latch. 


t Input/Output/High-impedance state 
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Table 2-2. TMS320C17/E17 Signal Descriptions (Concluded) 


SIGNAL 

PIN 

(DIP/PLCC) 

l/o/zt 

DESCRIPTION 

XF 

28/32 

0 

External logic output flag. Programmable via system control 
register bit 10 (CR10). This pin is the direct output of the 
CR10 latch. 

SUPPLY/OSCILLATOR SIGNALS 

CLKOUT 

6/7 

0 

System clock output (one-fourth crystal/CLKIN frequency). 

Vcc 

30/34 

1 

5-V supply pin. 

Vss 

10/12 

1 

Ground pin. 

X1 

7/8 

0 

Crystal output pin for internal oscillator. If the internal os¬ 
cillator Is not used, this pin should be left unconnected. 

X2/CLKIN 

8/9 i 

1 

Input pin to the internal oscillator (X2) from the crystal. Al¬ 
ternatively, an input pin for an external oscillator (CLKIN). 

SERIAL PORT SIGNALS 

DR1 

DRO 

33/37 

29/33 

1 

Serial-port receive-channel inputs. Serial data Is 
received in the receive registers via these pins. 

DX1 

DXO 

36/40 

35/39 

0/Z 

Serial-port transmit-channel outputs. Serial data Is 
transmitted from the transmit registers on these pins. These 
outputs are in the high-impedance state when not trans¬ 
mitting. 

FR 

37/41 

0 

Internal serial-port framing output. If internal framing is en¬ 
abled, serial-port transmit and receive operations occur si¬ 
multaneously on an active (high) FR framing pulse. Both 
short and long FR pulses are selectable to provide fixed and 
variable data-rate framing pulses for combo-codec interface. 
The FR frequency Is derived from the serial-port clock 
(SCLK) and system control register bits CR23-CR16. 

Fsr 

39/43 

1 

External serial-port receive-framing input. If external fram¬ 
ing is enabled via the system control register, data Is re¬ 
ceived _via_ the receive pins (DR1 and DRO) on the active 
(low) FSR input. The falling edge of FSR initiates the re¬ 
ceive process, and the rising edge sets the flag bit (CR1) in 
the system control register, causing an interrupt to occur If 
enabled. 

F§3? 

38/42 

1 

External serial-port transmit-framing input. If external 
framing Is enabled, data is transmitted on the transmit pins 
(DX1,DX0) on the active (low) FSX input. The falling edge 
of FSX Initiates the transmit process, and the rising edge 
sets the flag bit (CR2) in the system control register, caus¬ 
ing an interrupt to occur if enabled. 

SCLK 

34/38 

l/o/z 

Serial-port clock. Master clock for transmitting and receiv¬ 
ing serial-port data. Configurable as an input or output. 
SCLK must always be present for serial-port operation. As 
an Input, SCLK is the external clock that controls data 
transfers with the serial port. As an output, SCLK provides 
the serial clock for data transfers and framing-pulse syn¬ 
chronization. Its frequency Is derived from the 
TMS320C17/E17 system clock, X2/CLI^, and system 
control register bits CR27-CR24. Reset (RS) forces SCLK 
to the high-impedance state. 


t Input/Output/High-impedance state 
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Section 3 


Architecture 


The modified Harvard architecture of the TMS320C1x (first-generation 
TMS320) microprocessors increases throughput by allowing program fetch 
to overlap data operations. The hardware-intensive design of these devices 
provides performance previously unavailable on a single chip. Hardware is 
used to implement functions that other processors typically perform in soft¬ 
ware. For example, a TI\/IS320C1x device contains a hardware multiplier to 
perform the multiplication process during one Instruction cycle. Flexibility is 
further enhanced by the comprehensive instruction set which supports either 
general-purpose or digital signal processing applications. 


Major topics discussed in this section are listed below and on the next page. 

• Architectural Overview (Section 3.1 on page 3-3) 

• Functional Block Diagrams (Section 3.2 on page 3-5) 

• Internal Hardware Summary (Section 3.3 on page 3-7) 

• Memory Organization (Section 3.4 on page 3-10) 

Data and program memory 
Data movement 
Memory maps 
Auxiliary registers 

Microcomputer/microprocessor modes 
Addressing modes 

• Central Arithmetic Logic Unit (CALU) (Section 3.5 on page 3-17) 

Shifters, ALU, and accumulator 
Multiplier, T and P registers 

• System Control (Section 3.6 on page 3-22) 

Program counter and stack 
Reset 

Status register 

• I/O Functions (Section 3.7 on page 3-27) 

Input/output operation 

Table read/table write oper atio n 

General-purpose I/O pins (BIO and XF) 
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• Interrupts (Section 3.8 on page 3-32) 

• Serial Port (Section 3.9 on page 3-36) 

Receive and transmit registers 
Timing and framing control 

• Companding Hardware (Section 3.10 on page 3-43) 

Encoder and decoder 

• Coprocessor Port (Section 3.11 on page 3-46) 

• System Control Register (Section 3.12 on page 3-51) 
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3.1 Architectural Overview 

The TMS320 family utilizes a modified Harvard architecture for speed and 
flexibility. In a strict Harvard architecture, program and data memory lie in two 
separate spaces, permitting a full overlap of instruction fetch and execution. 
The TMS320 family's modification of the Harvard architecture allows transfers 
between program and data spaces, thereby increasing the flexibility of the 
device. This modification permits coefficients stored in program memory to be 
read into RAM, eliminating the need for a separate coefficient ROM. It also 
makes available immediate instructions and subroutines based on computed 
values. 

The TMS320C1X devices contain a 32-bit ALU and accumulator for support¬ 
ing double-precision, two's-complement arithmetic. The ALU is a general- 
purpose arithmetic unit; operations are done by using the 16-bit words taken 
from data RAM, the 16-blt words derived from Immediate instructions, or the 
32-bit result taken from the product register of the multiplier. In addition to 
the usual arithmetic instructions, the ALU can perform Boolean operations, 
providing the bit manipulation ability required of a high-speed controller. The 
accumulator stores the output from the ALU and is often an Input to the ALU. 
The accumulator Is 32 bits in length and is divided Into a high-order word 
(bits 31 through 16) and a low-order word (bits 15 through 0). Instructions 
are provided for storing the high- and low-order accumulator words in mem¬ 
ory. 

The multiplier performs a 16 x 16-bit two's-complement multiplication with a 
32-blt result in a single Instruction cycle. The multiplier consists of three ele¬ 
ments: the T Register, P Register, and multiplier array. The 16-bit T Register 
temporarily stores the multiplicand; the P Register stores the 32-bit product. 
Multiplier values either come from the data memory or are derived Immediately 
from/the MPYK (multiply immediate) Instruction word. The fast on-chip 
multiplier allows the device to efficiently perform fundamental DSP operations 
such as convolution, correlation, and filtering. 

Two shifters are available for manipulating data. The ALU barrel shifter per¬ 
forms a left-shift of 0 to 16 places on data memory words loaded into the 
ALU. This shifter extends the high-order bit of the data word and zero-fills 
the low-order bits for two's-complement arithmetic. The accumulator parallel 
shifter performs a left-shift of 0, 1, or 4 places on the entire accumulator and 
stores the resulting high-order accumulator bits into data RAM. Both shifters 
are useful for scaling and bit extraction. 

The TMS320C1X devices have 144/256 words of on-chip data RAM and 
1.5K/4K words of on-chip program ROM/EPROM to support program devel¬ 
opment. The EPROM cell utilizes standard PROM programmers and programs 
identically to a 64K CMOS EPROM (TMS27C64). The TMS320C1 x devices 
are capable of executing programs from up to 4K words of memory at full 
speed for those applications requiring external program memory space. This 
allows for external RAM-based systems to provide multiple functionality. The 
TMS320C17/El 7 does not provide memory expansion capability. 

The TMS32010/C10 and TMS320C15/El 5 devices offer two modes of op¬ 
eration defined by the state of the MC/MP pin: the microcomputer mode (high 
level) or the microprocessor mode (low level). In the microcomputer mode, 
on-chip ROM is mapped into the memory space with up to 4K words of 
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memory available. In the microprocessor mode, all 4K words of memory are 
external. 

The TIVIS320C1X devices contain S four-level hardware stack for saving the 
contents of the program counter during Interrupts and subroutine calls. In¬ 
structions are available for saving the device's complete context. PUSH and 
POP instructions permit a level of nesting restricted only by the amount of 
available RAM. The interrupts used in these devices are maskable. 

The 16-bit parallel data bus can be utilized to perform I/O functions in two 
cycles. The I/O ports are addressed by the three LSBs on the address lines. In 
addition, a polling input for bit test and branch operations (BIO) and an in¬ 
terrupt pin (INT) have been incorporated for increased system flexibility. Two 
of the I/O ports on the TMS320C17/E17 are dedicated to the serial port and 
companding hardware. I/O port 0 is dedicated to control register 0, which 
controls the serial port, interrupts, and companding hardware. I/O port 1 ac¬ 
cesses control register 1, as well as both serial port channels, and the com¬ 
panding hardware. The six remaining I/O ports are available for external 
parallel interfaces. On the TMS320C17/E17, port 5 may be used for copro¬ 
cessor interface. When port 5 Is used as the coprocessor interface, ports 2, 3, 
4, 6, and 7 are not accessible. 

The TMS320C17/E17 offers a dual-channel serial port capable of full-duplex 
serial communication and direct interface to combo-codecs. Receive and 
transmit registers that operate with 8-bit data samples are I/O-mapped. Either 
Internal or external framing signals for serial data transfers are selected through 
the system control register. The serial port clock provides the bit timing for 
transfers with the serial port, and may be either an input or output. A framing 
pulse signal provides framing pulses for combo-codec circuits, an 8-kHz 
sample clock for voice-band systems, or a timer for control applications. 

On-chip hardware can compand (COM press/ex PAN D) data in either p-law 
(U.S. and Japan) or A-law (European) format. The companding logic oper¬ 
ation Is configured via the system control register. Data may be companded 
in either a serial mode for operation on serial port data (converting between 
linear and logarithmic PCM) or a parallel mode for computation inside the 
device. The TMS320C17/E17 allows the hardware companding logic to op¬ 
erate with either sign-magnitude or two's-complement numbers. 

The coprocessor port on the TMS320C17/E17 provides a direct connection 
to most 4/8-bit microcomputers and 16/32-blt microprocessors. In the co¬ 
processor mode, the 16-bit parallel port is reconfigured to operate as a 16-bit 
latched bus interface. Data widths of either 8 or 16 bits may be selected for 
the coprocessor port, accessed through I/O port 5 using IN and OUT in¬ 
structions. The coprocessor interface allows the device to act as a peripheral 
(slave) microcomputer to a microprocessor, or as a master to a peripheral mi¬ 
crocomputer. In the microcomputer mode, the 16 data lines are used for the 
six parallel 16-bit I/O ports. 
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3.2 Functional Block Diagrams 

The functional block diagrams shown in this section outline the principal 
blocks and data paths within the TMS320C1x processors. Further details of 
functional blocks are given in the succeeding sections. The two block dia¬ 
grams also show all the device interface pins for the respective processors. 


XI 



Figure 3-1. TMS32010/C10/C15/E15 Block Diagram 
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LEGEND: 

ACC = ACCUMULATOR 
ARP » AUXILIARY REGISTER POINTER 
ARO = AUXILIARY REGISTER 0 
AR1 == AUXILIARY REGISTER 1 
DP = DATA PAGE POINTER 
♦TMS320C17/E17 only 


PC » PROGRAM COUNTER 
P P REGISTER 
T = T REGISTER 
TR = TRANSMIT REGISTER 
RR = RECEIVE REGISTER 


Figure 3-2. TMS320C17/E17 Block Diagram 
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3.3 Internal Hardware Summary 

The TMS320C1X internal hardware implements functions that other process¬ 
ors typically perform in software or microcode. For example, the device con¬ 
tains hardware for single-cycle 16 x 16-bit multiplication, data shifting, and 
address manipulation. This hardware-intensive approach provides computing 
power previously unavailable on a single chip. 

Table 3-1 presents a summary of the TMS320C1x internal hardware. This 
summary table, which includes the internal processing elements, registers, and 
buses, is alphabetized within each functional grouping. All of the symbols 
used in this table correspond to the symbols used in the block diagrams of 
Section 3.2, the succeeding block diagrams in this section, and the text 
throughout this document. 
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Table 3-1. TI\/IS320C1x internal Hardware 


UNIT 

SYMBOL 

FUNCTION 

Accumulator 

ACC 

A 32-bit accumulator divided into a high-order word (bits 

31 through 16) and a low-order word (bits 15 through 0). 
Used for storage of ALU output. 

Arithmetic Logic Unit 

ALU 

A 32-bit two's-complement arithmetic logic unit having 
two 32-bit input ports and one 32-bit output port feeding 
the accumulator. 

Auxiliary Registers 

AR0,AR1 

Two 16-bit registers used for data memory addressing and 
loop count control. Nine LSBs of each register are con¬ 
figured as up/down counters. 

Auxiliary Register Pointer 

ARP 

A status bit that indicates the currently active auxiliary 
register. 

Central Arithmetic Logic 
Unit 

CALU 

The grouping of the ALU, multiplier, accumulator, and 
shifters. 

Data Bus 

D(15-0) 

A 16-bit bus used to route data to and from RAM. 

Data Memory Page 

Pointer 

DP 

A status bit that points to the data RAM address of the 
current page. A data page contains 128 words. 

Data RAM 

- 

144 or 256 words of on-chip random access memory 
containing data. 

External Address Bus 

A(11-0)/ 

PA(2-0) 

A 12-bit bus used to address external program memory. 

The three LSBs are port addresses in the I/O mode. 

Interrupt Flag 

INTF 

A single-bit flag that indicates an interrupt request has 
occurred (is pending). 

Interrupt Mode 

INTM 

A status bit that masks the interrupt flag. 

Multiplier 

MULT 

A 16 x 16-bit parallel hardware multiplier. 

Overflow Flag 

OV 

A status bit flag that indicates an overflow in arithmetic 
operations. 

Overflow Mode 

OVM 

A status bit that defines a saturated or unsaturated mode 
in arithmetic operations. 

P Register 

P 

A 32-bit register containing the product of multiply oper¬ 
ations. 

Program Bus 

P{15-0) 

A 16-bit bus used to route instructions from program 
memory. 

Program Counter 

PC (11-0) 

A 12-bit register used to address program memory. The 
PC always contains the address of the next instruction to 
be executed. The PC contents are updated following each 
instruction decode operation. 

Program ROM/EPROM 


1.5K or 4K words of on-chip read only memory (ROM or 
EPROM) containing the program code. 

Shifters 


Two shifters: the ALU barrel shifter that performs a left- 
shift of 0 to 16 bits on data memory words loaded into the 
ALU, and the accumulator parallel shifter that performs a 
left-shift of 0, 1, or 4 places on the entire accumulator and 
places the resulting high-order bits into data RAM. 

Stack 

- 

A 4 X 12 hardware stack used to store the PC during in¬ 
terrupts or calls. 
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Table 3-1. TMS320C1x Internal Hardware (Concluded) 


UNIT 

SYMBOL 

FUNCTION 

Status Register 

ST 

A 16-bit status register that contains status and control 
bits. 

T Register 

T 

A 16-bit register containing the multiplicand during mul¬ 
tiply operations. 

Additional Hardware on the TMS320C17/E17 

Companding Hardware 


Data companding encoder/decoder in either p-law or A- 
law PCM conversion format. Two modes of operation; 
serial mode for operating on serial port data (linear/log¬ 
arithmic PCM conversions), or parallel mode for compu¬ 
tation inside the device. Companding is selected through 
the control register. 

Latched Data Bus 

LD(15-0) 

A 16-bit bidirectional latched data bus used in coproces¬ 
sor mode. This bus is connected internally to two latches, 
one for input and one for output 

Serial Port Clock 

SCLK 

The clock that provides the timing control for data trans¬ 
fers with the serial port. SCLK is configured through the 
control register. 

Serial Port Framing 

Control 

FR 

The FR signal provides serial port framing compatible with 
combo-codec devices. The FR pulse signifies a 
transmit/receive of new data on the serial port. 

Serial Port Receive 
Registers 

RR0,RR1 

8-bit serial port registers that receive 8-bit data samples. 

Serial Port Receive 

Shift Registers 

RS0,RS1 

8-bit registers used to shift in serial port data from pin 

DRO or DR1. 

Serial Port Transmit 
Registers 

TR0,TR1 

8-bit serial port transmit registers in a FIFO (first in, first 
out) configuration. 

Serial Port Transmit 

Shift Registers 

TSOJSI 

8-bit registers used to shift out serial port data onto pin 

DXO or DX1. 

System Control Register 

CR(31-0) 

A 32-bit register that controls interrupts, serial port chan¬ 
nels, companding hardware, and coprocessor port chan¬ 
nels. Control register 1, accessed through port 1, consists 
of the upper 16 bits (CR31-CR16). Control register 0, ac¬ 
cessed through port 0, consists of the lower 16 bits 
(CR15-CR0). 
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3.4 Memory Organization 

The TMS320C1X devices utilize a Harvard architecture, in which data and 
program memory reside in two separate spaces. The TMS320C1x provides 
144/256 16-bit words of on-chip data RAM and 1.5K/4K words of program 
ROM. On-chip program EPROM versions are available. This section describes 
the TMS320C1X data and program memory, data movement, memory maps, 
auxiliary registers, microcomputer/microprocessor modes, and memory ad¬ 
dressing modes. 

3.4.1 Data Memory 

Data memory consists of 144/256 words of 16-bit on-chip RAM (see Figure 
3-3). The TMS32010/Cl 0 provides 144 words. The TMS320C15/Cl 7 offers 
expanded on-chip RAM of 256 words. See Section 3.4.4 for memory map 
configurations. 

j To expand data memory, the data operands may be stored off-chip, and then 
read into the on-chip RAM as they are needed. Two instruction pairs, 
TBLR/TBLW and IN/OUT, are available for accomplishing this. The table read 
(TBLR) instruction can transfer values from program memory, either on-chip 
ROM or off-chip ROM/RAM, to the on-chip data RAM. The table write 
(TBLW) instruction transfers values from the data RAM to off-chip program 
RAM. These instructions take three cycles to execute. Wherr using the 
IN/OUT instruction pair, the IN instruction reads data from a peripheral and 
transfers it to the data RAM. With some extra hardware, the IN Instruction, 
together with the OUT instruction, can be used to read and write from the data 
RAM to large amounts of external storage addressed as a peripheral. This 
method Is faster since execution of the IN and OUT instructions takes only two 
cycles. See Section 6.1 for hardware applications using RAM/ROM expan¬ 
sion. 
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AUXILIARY FROM DATA 

REGISTERS PROGRAM PAGE 
I BUS POINTER 


47 


/8 


\MUX/ 


ADDRESS 


DATA RAM 
(144/256 
WORDS) 


DATA 


ri6 






Figure 3-3. On-Chip Data Memory 


3.4.2 Program Memory 

Program memory consists of 1.5K/4K words on the TMS320C1 x devices. The 
TMS32010/C10 provides 1.5K words, and the TMS320C15/Cl 7 provides 4K 
words. The on-chip program ROM of up to 4K words allows program exe¬ 
cution at full speed without the need for high-speed external program mem¬ 
ory. On-chip program EPROM of 4K words, provided on the 
TMS320E15/E17, presents two additional benefits. First, application devel¬ 
opment is greatly facilitated since the EPROM can be directly programmed by 
the user. Second, these devices implement a security feature that can be used 
to protect proprietary algorithms by preventing the EPROM contents from 
being read. 

Program memory operation is user-selectable by means of the MC/Mp 
( microcomputer/microprocessor) pin. Setting MC/MP high places the device 
in the microcomputer mode. Holding the pin low places the device in the 
microprocessor mode. 

In the microcomputer mode, only locations 0 through 1523 of the ROM on 
the TMS32010/C10 are available for the user's program. Locations 
1524-1535 are reserved by Texas Instruments for testing purposes. The device 
architecture allows for an additional 2.5K words of program memory to reside 
off-chip on the TMS32010/C10. ROM locations 0 through 3999 on the 
TMS320C15/Cl 7 are available for the user's program; locations 4000 through 
4095 are reserved for testing purposes. Reserved locations may not be utilized 
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by the user. In the microprocessor mode, all 4K words of memory are external 
Note that the microprocessor mode is not available for the TMS320C17/E17. 
See Section 3.4.4 for memory map configurations. 

External RAM or ROM can be interfaced to the TMS320C1x (see Section 6.1) 
for those applications requiring external program memory space. This provides 
multiple functionality for external RAM-based systems. The TMS320C17/E17 
provides no direct program memory expansion capability. 

Twelve output pins are available for addressing external memory. These pins. 
All (MSB) through AO (LSB), contain the buffered outputs of the program 
counter or the I/O port address. When an Instruction is fetched from off-chip 
memory, the MEN (memory enable) strobe will be generated to enable the ex¬ 
ternal memory. The Instruction Word is then transferred to the processor via 

Liic; udid uus> Oduiiuii o./ ). 

When in the microcomputer mode, the processor selects Internal program 
memory. The MEN strobe will still become active in this mode, and the address 
lines A11 through AO will still output the current value of the program counter 
although the instruction word will be read from internal program memory. 
Note that MEN is never active at the same time as the WE or DEN signals. In 
effect, MEN will go low every clock cycle except when an I/O function is being 
performed by the IN, OUT, or TBLW Instructions. In these multicycle in¬ 
structions, MEN goes low during the clock cycles In which WE or DEN do not 
go low. 

Figure 3-4 gives an example of external program memory expansion. Even 
when executing from external memory, the TMS320C1x performs at full 
speed. Note that some ports are reserved for on-chip peripheral logic. 



Figure 3-4. External Program Memory Expansion Example 
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3.4.3 Data Movement 

The TMS320C1X provides instructions for data movement functions that effi¬ 
ciently utilize the on-chip RAM. The DMOV (data move) function is useful 
for implementing algorithms that use the z"** delay operation, such as convo¬ 
lutions and digital filtering where data Is being passed through a time window. 

Implemented in on-chip RAM, the DMOV function allows a word to be copied 
from the currently addressed data memory location In on-chip RAM to the 
next higher location while the data from the addressed location is being op¬ 
erated upon in the same cycle (e.g., by the CALU). The LTD (load T register, 
accumulate previous product, and move data) instruction uses the data move 
function. 

3.4.4 Memory Maps 

The TMS320C1x devices provide three separate address spaces for program 
memory, data memory, and I/O, as shown in Figure 3-5 and Figure 3-6. 
Program memory is configured according to the state of the MC/MP pin. For 
further information about data and program memory, see Sections 3.4.1,3.4.2, 
and 3.4.3. I/O functions are discussed in Section 3.7. 
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Figure 3-5. Memory Maps for the TMS32010/C10 
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tOn the TMS320C17/E17, ports 0 and 1 are dedicated to the internal 
control register; no external I/O is available in the coprocessor mode. 


Figure 3-6. Memory Maps for the TMS320C15/E15 and 
TMS320C17/E17 


3.4.5 Auxiliary Registers 

The TMS320C1X devices provide two 16-bit auxiliary registers (ARO and 
AR1). This section discusses each register's function and how an auxiliary 
register is selected, loaded, and stored. 

The auxiliary registers may be used for indirect addressing of data memory, 
temporary data storage, and loop control. Indirect addressing allows place¬ 
ment of the data memory address of an instruction operand into the least- 
significant eight bits of an auxiliary register. The registers are selected by a 
single-bit Auxiliary Register Pointer (ARP) that is loaded with a value of 0 or 
1, designating ARO or AR1, respectively. The ARP is part of the status register, 
and can be stored in memory. 

When the auxiliary registers are autoincremented/decremented by an indirect 
addressing instruction or by the BANZ (branch on auxiliary register not zero) 
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instruction, the lowest nine bits are affected (see Figure 3-7). The auxiliary 
registers are useful as counters when the BANZ instruction is used. This 
counter portion of an auxiliary register is a 9-bit counter, as shown in Figure 
3-8 and Figure 3-9. 

The upper seven bits of an auxiliary register (i.e., bits 9 through 15) are unaf¬ 
fected by any autoincrement/decrement operation. This includes autoincre¬ 
ment of 111111111 (the lowest nine bits go to 0) and autodecrement of 
000000000 (the lowest nine bits go to 111111111); in each case, bits 9 
through 15 are unaffected. 

The auxiliary registers can be saved in and loaded from data memory with the 
SAR (store auxiliary register) and LAR (load auxiliary register) instructions. 
This is useful for performing context saves. SAR and LAR transfer entire 16-bit 
values to and from the auxiliary registers even though indirect addressing and 
loop counting utilize only a portion of the auxiliary register. See Section 4 for 
programming of the indirect addressing mode. 

The BANZ instruction permits the auxiliary registers to also be used as loop 
counters. BANZ checks If an auxiliary register is zero. If not. It decrements and 
branches. See Section 5.3.3 for loop code using the auxiliary registers. 
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Figure 3-7. Auxiliary Register Counter 
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Figure 3-8. Indirect Addressing Autoincrement 
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Figure 3-9. Indirect Addressing Autodecrement 


3.4.6 Memory Addressing Modes 

The TMS320C1X can address up to 4K words of program memory and up to 
144/256 words of data memory. Three forms of instruction operand ad¬ 
dressing can be used: direct indirect and immediate addressing. Figure 3-10 
illustrates operand addressing in the three modes. The addressing modes are 
described in detail in Section 4.1. 

In the direct addressing mode, the 1-bit data memory page pointer (DP) se¬ 
lects either page 0 consisting of memory locations 0-127 or page 1 consisting 
of locations 128-143/255. The data memory address (dma), specified by the 
seven LSBs of the instruction concatenated with the DP, addresses the desired 
word within the page. Note that DP is part of the status register and thus can 
be stored in data memory. 

Indirect addressing uses the lower eight bits of the auxiliary registers as the 
data memory address. This is sufficient to address all 256 data words; no 
paging is necessary with indirect addressing. The current auxiliary register is 
selected by the auxiliary register pointer (ARP). In addition, the auxiliary 
registers can be made to autoincrement/decrement during any given indirect 
instruction. Note that the increment/decrement occurs after the current in¬ 
struction Is finished executing. 

When an immediate operand is used, it is contained within the Instruction 
word itself. 
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Figure 3-10. Methods of Instruction Operand Addressing 
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3.5 Central Arithmetic Logic Unit (CALU) 

The Central Arithmetic Logic Unit (CALU) contains a 16 x 16-bit parallel 
multiplier, a 32-bit Arithmetic Logic Unit (ALU), a 32-bit accumulator (ACC), 
and two shifters. This section describes the CALU components and their 
functions. Figure 3-11 is a block diagram showing the components of the 
CALU. 



The following steps occur in the implementation of a typical ALU operation: 

1) Data is fetched from the RAM on the data bus. 

2) Data is passed through the barrel shifter where it can be left-shifted 0 
to 16 bits, depending on the value specified by the instruction. 

3) Data enters the ALU where it is operated upon and loaded into the ac¬ 
cumulator. 

4) The result obtained in the accumulator is passed through a parallel left- 
shifter present at the accumulator output to aid in scaling results. 

5) The result is stored in the data RAM. Since the accumulator is 32 bits 
wide, both halves must be stored separately. 
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One input to the ALU is always provided from the accumulator, and the other 
input may be provided from the P Register of the multiplier or the barrel shifter 
that is loaded from data memory. 

3.5.1 Shifters 

Two shifters are available for manipulating data: a barrel shifter for shifting 
data from the data RAM Into the ALU and a parallel shifter for shifting the 
accumulator into the data RAM (see Figure 3-11). 

The barrel shifter has a 16-bit input connected to the data bus and a 32-bit 
output connected to the ALU The barrel shifter produces a left shift of 0 to 
16 bits on all data memory words that are loaded into, subtracted from, or 
added to the accumulator by the LAC, SUB, and ADD instructions. The shifter 
zero-fills the LSBs and sign-extends the 16-bit data memory word to 32 bits 
by an arithmetic left-shift (i.e., the bits to the left of the MSB of the data word 
are filled with ones if the MSB is a one or with zeros if the MSB is a zero). 
This differs from a logical left-shift where the bits to the left of the MSB are 
always filled with zeros. A small amount of code is required to perform an 
arithmetic right-shift or a logical right-shift. 

The following examples illustrate the barrel shifter's function: 


• Data memory location 20 holds the two's-complement number: 7EBCh. 

The LAC (load accumulator) instruction is executed, specifying a left- 
shift of 4: 


LAC 20,4 

The accumulator then holds the following 32-blt signed two's- 
complement number: 


31 16 15 0 


0 0 0 7 


E 


B C 0 


Since the MSB of 7EBCh is a zero, the upper accumulator was zero- 
filled. 


• Data memory location 30 holds the two's-complement number: BEBCh. 


The LAC (load accumulator) instruction is executed, specifying a left- 
shift of 8: 

LAC 30,8 


The accumulator then holds the following 32-bit signed two's- 
complement number: 


31 16 15 0 


F F 8 E 


B C 0 0 


Since the MSB of 8EBCh is a one, the upper accumulator was filled with 
ones. 
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Instructions are provided that perform operations with the lower half of the 
accumulator and a data word without first sign-extending the data word (i.e., 
treating it as a 16-bit rather than a 32-bit word). The mnemonics of these in¬ 
structions typically end with an 'S/ indicating that sign-extension is sup¬ 
pressed (e.g., ADDS, SUBS). Along with the instructions that operate on the 
upper half of the accumulator, these instructions allow the manipulation of 
32-blt precision numbers. 

The parallel shifter is activated only by the SACH (store high-order accu¬ 
mulator word) instruction. This instruction causes the shifter to be loaded with 
the 32-bit contents of the accumulator. The data is then left-shifted. The 
most-significant 16 bits from the shifter are stored in RAM, resulting in a loss 
of the high-order bits of data. The contents of the accumulator remain un¬ 
changed. The parallel shifter can execute a shift of only 0, 1, or 4. Shifts of 1 
and 4 are used with multiplication operations. No right-shift is directly imple¬ 
mented. The following example illustrates the accumulator shifter's function: 


• The accumulator holds the following 32-bit signed two's-complement 
number: 


31 16 15 0 


A 3 4 B 


7 8 C D 


The SACH instruction is executed, specifying that a left-shift of four be 
performed on the high-order accumulator word before it is stored in data 
memory location 40: 

SACH 40,4 

Data memory location 40 then contains the two's-complement number: 
34B7h. The accumulator still retains 0A34B78CDh. 

3.5.2 ALU and Accumulator 

The 32-bit ALU and accumulator (see Figure 3-11) implement a wide range 
of arithmetic and logical functions, the majority of which execute in a single 
clock cycle. Once an operation is performed in the ALU, the result is trans¬ 
ferred to the accumulator where additional operations such as shifting may 
occur. Data that is input to the ALU may be scaled by the barrel shifter. 

The ALU is a general-purpose arithmetic logic unit that operates on 16-blt 
data words, producing a 32-bit result. The ALU can add, subtract, and perform 
logical operations. The accumulator is always the destination and the primary 
operand. The result of logical operations is shown in Table 3-2. A data mem¬ 
ory value (dma) is the operand for the lower half of the accumulator (bits 15 
through 0). Zero is the operand for the upper half of the accumulator. 
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Table 3-2. Accumulator Results of a Logical Operation 


FUNCTION 

ACC BITS 31-16 

ACC BITS 15-0 

XOR 

(O).XOR.(ACC (31-16)) 

(dma).XOR.(ACC (15-0)) 

AND 

(O).AND.(ACC (31-16)) 

(dma).AND.(ACC (15-0)) 

OR 

(O).OR.(ACC (31-16)) 

(dma).OR.(ACC (15-0)) 


The 32-bit accumulator stores the output from the ALU and is also often an 
input to the ALU. The accumulator is divided into two 16-bit words for stor¬ 
age in data memory: a high-order word (bits 31 through 16) and a low-order 
word (bits 15 through 0). The SACH and SACL instructions are used to store 
the high- and low-order accumulator words in data memor'/. These in¬ 
structions can be used in the implementation of double-precision arithmetic. 

A shifter at the output of the accumulator provides a left-shift of 0, 1, or 4 
places. This shift is performed while the data is being transferred to the data 
bus for storage. The contents of the accumulator remain unchanged. When 
the high-order word is shifted left, the LSBs are transferred from the low-order 
word, and the MSBs are lost. 

The accumulator also has the ability to simulate the effect of saturation in an¬ 
alog systems. This capability is implemented using the accumulator overflow 
saturation mode, which is controlled by the OVM (overflow mode) status 
register bit. The accumulator saturation mode is enabled or disabled by setting 
or resetting the OVM bit, respectively, through the use of the SOVM and 
ROVM (set and reset OVM bit) instructions. If OVM is set and accumulator 
operation results in an overflow, the accumulator is loaded with either the 
largest positive or negative number, depending on the sign of the operands 
and the actual result. The value of the accumulator upon saturation is 
TFFFFFFFh (positive) or SOOOOOOOh (negative). If OVM is reset and an ov¬ 
erflow occurs, the overflowed results are loaded into the accumulator without 
modification. (Note that logical operations cannot result in overflow.) 

It is particularly desirable to enable the saturation mode when the accumulator 
contents represent a signal value, since without saturation mode enabled, ov¬ 
erflows cause undesirable discontinuities in the represented waveform. When 
saturation mode is enabled, behavior of the accumulator more closely resem¬ 
bles the tendency of an analog system to limit or saturate at a maximum level 
when subjected to excessively large size signals. 

When an overflow occurs, the OV (overflow) bit in the status register is set, 
regardless of whether or not the OVM bit is set. The BV (branch on overflow) 
instruction, which branches only if OV is set, can be used to allow programs 
to make decisions based on whether or not an overflow has occurred and act 
accordingly. Once set, OV is reset only by the BV instruction, or by directly 
loading the status register. Since OV is part of the status register, its state can 
be stored in data memory using the SST (store status register) instruction or 
loaded using the LST (load status register) instruction. This allows the state 
of OV from different program contexts to be saved independently, if desired, 
and examined outside of time-critical code segments. 
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The TMS320C1X also has the capability of executing branch instructions that 
depend on the status of the ALU and accumulator. These instructions (BLZ, 
BLEZ, BGEZ, BGZ, BNZ, and BZ) cause a branch to be executed if a specific 
condition is met (see Section 4 for a complete list of TMS320C1x in¬ 
structions). 

3.5.3 Multiplier, T and P Registers 

, The TMS320C1 x utilizes a 16 x 16-blt hardware multiplier (see Figure 3-11), 
which is capable of computing a 32-bit product in a single machine cycle. The 
following two registers are associated with the multiplier: 

• A 16-blt Temporary Register (T) that holds one of the operands for the 
multiplier, and 

• A 32-bit Product Register (P) that holds the product. 

In order to use the multiplier, an operand must first be loaded into the T reg¬ 
ister from the data bus using an LT, LTA, or LTD instruction. Then, the MPY 
(multiply) or MPYK (multiply immediate) instruction provides the second 
operand (also from the data bus). If the MPY instruction is used, the multi¬ 
plier value is a 16-bit number. If the MPYK instruction is used, the value is a 
13-bit immediate constant contained In the MPYK instruction word. This 
13-bit constant is right-justified and sign-extended. After execution of the 
multiply instruction, the product will be placed in the P register. The product 
can then be added to, subtracted from, or loaded into the accumulator by ex¬ 
ecuting a PAG, APAC, SPAC, LTA, or LTD instruction. Pipelined multiply and 
accumulate operations can be accomplished with the LTA/LTD and 
MPY/MPYK instructions. Note that no provisions are made for the condition 
of BOOOh X BOOOh. If this condition arises, the product will be OCOOOOOOOh. 

Note that the contents of the P register cannot be restored without altering 
other registers. Interrupts are prevented from occurring until the instruction 
following the MPY/MPYK Instruction has been executed. Therefore, the mul¬ 
tiply instruction should always be followed by an instruction that combines 
the P register with the accumulator. 
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3.6 System Control 

System control on the TMS320C1x processors is provided by the program 
counter and stack, the external reset signal, Interrupts (see Section 3.8), and 
the status register. This section explains the function of these components In 
system control. On the TMS320C17/E17, a system control register controls 
the operation of the serial port, companding hardware, and the operation of 
the coprocessor port. The system control register for the TMS320C17/E17 is 
discussed in Section 3.12. 

3.6.1 Program Counter and Stack 

The program counter and stack enable the execution of branches, subroutine 
calls, interrupts, and table read/table write instructions. The program counter 
(PC) Is a 12-bit register that contains the program memory address of the next 
instruction to be executed. The TMS320C1x reads the Instruction from the 
program memory location addressed by the PC and Increments the PC In 
preparation for the next instruction prefetch. The PC Is initialized to zero by 
activating the reset (RS) line. 

The TMS320C1X devices utilize a modified Harvard architecture In which data 
memory and program memory lie in two separate spaces, thus permitting a full 
overlap of instruction fetch and execution. Figure 3-12 outlines the overlap 
of the instruction prefetch and execution. On the falling edge of CLKOUT, the 
program counter (PC) is loaded with the address of the Instruction (load PC 
2) to be prefetched while the current Instruction (execute 1) Is decoded and 
begins execution. The next instruction Is then fetched (fetch 2) while the 
current Instruction continues to execute (execute 1). Even as another prefetch 
occurs (fetch 3), both the current instruction (execute 2) and the previous 
instruction are still executing. This Is possible because of a highly pipelined 
internal structure. 
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Figure 3-12. instruction Pipeline Operation 


To permit the use of external program memory, the PC outputs are buffered 
and sent to the external address bus pins, A11 through AO. The PC outputs 
appear on the address bus during all modes of operation. The nine MSBs of 
the PC (A11 through A3) have unique outputs assigned to them, while the 
three LSBs are multiplexed with the port address lines, PA2 through PAO. The 
port address field is used by the I/O instructions, IN and OUT. 

Program memory Is always addressed by the contents of the PC. The contents 
of the PC can be changed by a branch instruction if the particular branch 
condition being tested is true. Otherwise, the branch instruction simply incre¬ 
ments the PC. All branches are absolute, rather than relative, i.e., a 12-bit 
value derived from the branch instruction word is loaded directly into the PC 
in order to accomplish the branch. When interrupts or subroutine call in¬ 
structions occur, the contents of the PC are pushed onto the stack to preserve 
return linkage to the previous program context. 

The stack is 12 bits wide and four levels deep. The PC stack is accessible 
through the use of the PUSH and POP instructions. The PUSH instruction 
pushes the twelve LSBs of the accumulator onto the top of the stack (TOS). 
Whenever the contents of the PC are pushed onto the TOS, the previous 
contents of each level are pushed down, and the fourth location of the stack 
is lost. Therefore, data will be lost if more than four successive pushes (stack 
overflow) occur before a pop. The reverse happens on pop operations. The 
POP instruction pops the TOS into the twelve LSBs of the accumulator. Any 
pop after three sequential pops yields the value at the fourth stack level. All 
four stack levels then contain the same value. Following the POP instruction, 
the TOS can be moved into data memory by storing the low-order accumula¬ 
tor word (SACL instruction). This allows expansion of the stack into data 
RAM. From data RAM, it can easily be copied into program RAM off-chip by 
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using the TBLW (table write) instruction. In this way, the stack can be ex¬ 
panded to very large levels. 

Note that the TBLR and TBLW instructions utilize one level of the stack; 
therefore, only three nested subroutines or interrupts can be accommodated 
without stack overflow occurring. 

To handle subroutines and interrupts of much higher nesting levels, part of the 
data RAM or external RAM can be allocated to stack management. In this 
case, the TOS is popped immediately at the start of a subroutine or interrupt 
routine and stored in RAM. At the end of the subroutine or interrupt routine, 
the stack value stored in RAM is pushed back onto the TOS before returning 
to the main routine. 


3.6.2 Reset 


Reset (^) is a non-maskable external interrupt that can be used at any time 
to put the TMS320C1X into a known state. Reset is typically applied after 
powerup when the machine is in a random state. The reset input must be held 
low for a minimum of five clock cycles. 

Driving the RS signal low causes the TMS320C1 x to terminate execution and 
forces the program counter to zero. RS affects various registers and status bits. 
At powerup, the state of the processor is undefined. For correct system op¬ 
eration after powerup, a reset signal must be asserted low to guarantee a reset 
of the device (see Section 5.1 for other important reset considerations). Pro¬ 
cessor execution begins at location 0, which normally contains a B (branch) 
statement to also direct program execution to the system initialization routine 
(see Section 5.1 for an initialization routine example). 

Upon receiving an ^ signal, the following actions take place: 

1) The control lines for DEN, WE, and MEN are forced high. 

2) The data bus D15-DO is placed in the high-impedance state. 

3) The Program Counter (PC) Is set to 0, and the address bus All-AO is 
driven with all zeroes after the next clock cycle from RS going low. 

4) The interrupt is disabled, and the interrupt flag register is reset to all 
zeroes. 

5) Control register bits on the TMS320C17/El 7 are set as follows: CR11 
is set to 0, CR15 to 1, and CR29 to 0. 

The TMS320C1 x can be held in the reset state indefinitely. Note that the ARP, 
DP, and OVM status bits are not initialized by reset. Accordingly, it is critical 
that these bits be initialized In software by the user following reset. 
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3.6.3 Status Register 

The status register consists of five hiatus bits. These status bits can be indi¬ 
vidually altered through dedicated instructions. In addition, the SST instruc¬ 
tion provides for storing the status register in data memory. The LST 
instruction loads the status register from data memory, with the exception of 
the INTM bit. This bit can be changed only by the EINT/DINT (enable/disable 
Interrupt) instructions. In this manner, the current status of the device may 
be saved on Interrupts and subroutine calls. 

Table 3-3 shows instructions that affect the status register contents. Note that 
several bits in the status registers are reserved and read from the status register 
as logic ones by the SST instruction. 

Table 3-3. Status Register Field Definitions 


FIELD 

FUNCTION 

ARP 

Auxiliary Register Pointer. This single-bit field selects the AR to be used 
in indirect addressing. ARP = 0 selects ARO; ARP = 1 selects AR1. ARP 
may be modified by executing instructions that permit the indirect ad¬ 
dressing option, and by the LARP, MAR, and LST instructions. 

DP 

Data Memory Page Pointer. The single-bit DP register is concatenated 
with the 7 LSBs of an instruction word to form a direct memory address 
of 8 bits. DP = 0 selects the first 128 words of data memory, i.e., page 0. 
DP = 1 selects page 1, the remaining words in data memory. DP may be 
modified by the LST, LDP, and LDPK Instructions. 

INTM 

Interrupt Mode Bit. When an interrupt is serviced, the INTM bit is auto¬ 
matically set to one before the interrupt service routine begins. INTM = 

0 enables all maskable interrupts; INTM = 1 disables all maskable inter¬ 
rupts. INTM is set and reset by the DINT and El NT instructions, respec- 
tlvely. RS also sets INTM. INTM has no effect on the unmaskable RS 
Interrupt. Note that INTM is unaffected by the LST instruction. 

OV 

Overflow Flag. OV = 0 indicates that the accumulator has not overflowed. 
OV = 1 Indicates that an overflow has occurred. Once an overflow occurs, 
the OV remains set until a reset, BV, or LST Instruction clears the OV. 

OVM 

Overflow Mode Bit. OVM = 0 disables the overflow mode, causing the 
overflowed results to remain In the accumulator. OVM = 1 enables the 
overflow mode, causing the accumulator to be set to either its most posi¬ 
tive or negative value upon encountering an overflow. The SOVM and 
ROVM Instructions set and reset this bit. LST may also be used to modify 
the OVM. 


The contents of the status register can be stored In data memory by executing 
the SST instruction. If the SST instruction is executed using the direct ad¬ 
dressing mode, the device automatically stores this Information on page 1 of 
data memory at the location specified by the instruction. Thus, an SST In¬ 
struction using the direct addressing mode can only specify an address less 
than 16 on the TMS32010/Cl 0 since the second page of memory contains 
only 16 words. The second page of memory on the TMS320C15/El 5 and 
TMS320C17/E17 contains 128 words. If the indirect addressing mode is se¬ 
lected, the contents of the status register may be stored In any RAM location 
selected by the auxiliary register. 
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The SST instruction does not modify the contents of the status register. Figure 
3-13 shows the position of the status bits as they appear in the appropriate 
data RAM location after execution of the SST instruction. 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 


OV 


OVM 


INTM 1 


1 ARP 


DP 


Figure 3-13. Status Register Organization 


The LST instruction may be executed to load the status register. LST does not 
assume status bits are on page one. When direct memory addressing has been 
used, the DP must be set to one for the LST instruction to access status bits 
stored on page one. The interrupt mode (INTM) bit cannot be changed by the 
LST instruction. Howev/er, a!! other status bits can be modified b'/ this in¬ 
struction. 


3-26 





Architecture - I/O Functions 


3.7 Input/Output Functions 

The TMS320C1X implements a variety of different I/O functions for use in 
communicating with external devices. The 16-bit parallel data bus can be 
utilized to perform I/O functions in two cycles using the IN and OUT in¬ 
structions. The I/O ports are addressed by the three LSBs of the address bus 
(PA2-PA0). In addition to I/O functions, a polling input (BIO) for both bit 
test and branch operations and an interrupt input (IWf) have been incorpo¬ 
rated for increased system flexibility. An external flag output pin (XF) is 
available on the TMS320C17/E17 to Implement single-bit digital output. 

I/O design is simplified by having I/O treated the same way as memory. I/O 
devices are mapped Into the I/O address space using the processor's external 
address and data buses In the same manner as memory-mapped devices. 

Input/output of data to and from a peripheral is accomplished by the IN and 
OUT instructions. Data is transferred over the 16-bit data bus to and from 
data memory by two independent strobes: data enable (DEN) and write enable 
(WE). 

The bidirectional external data bus is always In the high-impedance state, ex¬ 
cept when WE is active (low), or during an IN instruction from port 0 or port 
1 on the TMS320C17/E17 (see Section 3.7.1). WE goes low during the first 
cycle of the OUT Instruction and the second cycle of the TBLW instruction. 

Eight I/O addresses are available on the TMS32010/C10 and 
TMS320C15/El 5 for interfacing to peripheral devices: eight 16-bit multi¬ 
plexed input ports and eight 16-bit multiplexed output ports (see Figure 
3-14). Since the system control register, serial port transmit and receive reg¬ 
isters, and companding hardware have been mapped into I/O ports 0 and 1, 
only six input and six output ports are available on the TMS320C17/El 7 for 
interfacing to peripheral devices. 
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PER PORT 


Figure 3-14. TMS320C1x External Device Interface 


3.7.1 Input/Output Operation 

The three port address pins {PA2-PA0) output the port address duri ng IN and 
OUT instructions. Execution of an IN instruction generates the DEN strobe for 
transferring data from a peripheral device to the data RAM (see Figure 3-15). 
The IN instruction is the only instruction for which DEN will become active. 
Execution of an OUT instruction generates the WE strobe for transferring data 
from the data RAM to a peripheral device (see Figure 3-16). WE becomes ac¬ 
tive only during the OUT and TBLW (table write) instructions; see Appendix 
A for timing information. 

When the three multiplexed LSBs of the address bus (PA2 through PAO) are 
used as a port address by the IN or OUT Instruction, the remaining higher- 
order bits of the address bus (A11 through A3) are held at logic zero during 
execution of either instruction. 

On the TMS320C17/E17, the purpose and usage of these pins (PA2 - PAO) 
are dependent upon the selected mode of operation (MC/MP). In the micro¬ 
computer mode, the pins output the three LSBs of the program counter except 
during the IN and OUT instructions. During IN and OUT instructions, these 
three pins address the serial port, companding hardware, and off-chip I/O 
peripherals. During reset, the pins along with the program counter are syn¬ 
chronously cleared to zero during the cycle following RS low. Because pro¬ 
gram and data memodes are contained on-chip, only these three address lines 
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Figure 3-15. input Instruction Timing 


are outputted from the device. The memory enable (MEN) signal is not im¬ 
plemented on the TMS320C17/E17 devices since all instruction execution is. 
from on-chip program ROM. Additionally, the bidirectional external data bus 
on^the TMS320C17/E17 is always in the high-impedance state, except when 
WE is active (low) or during an IN instruction from port 0 or port 1. WE goes 
low during the first cycle of the OUT instruction to provide the write strobe for 
writing data to a peripheral. 

In the coprocessor mode, these pins (PA2 - PAO) have a different function; 
respectively referred to as TBLF (transfer buffer latch full), RBLE (receive buffer 
latch empty), and HI/LO (high or low transfer select of an 8-bit byte). Except 
for IN and OUT Instructions to Port 5, no other activity will be seen on these 
pins. In this mode, the IN and OUT instructions to Ports 0 and 1 also provide 
the processor with an access to the on-chip serial ports and companding 
hardware and to the coprocessor port latches. And, the data bus will be in a 
high-impedance state, unless RD is active (low). 


OUT 

INSTRUCTION 
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NEXT 
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Figure 3-16. Output Instruction Timing 


On the TMS320C17/E17, the system control register (see Section 3.12), serial 
port transmit and receive registers (Sections 3.9.1 and 3.9.2), and the com¬ 
panding hardware (Section 3.10) have been mapped into I/O ports 0 and 1. 
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During an OUT or IN instruction to port 0 or port data appears on the ex¬ 
ternal data bus (D15-DO). The data bus is not in the high-impedance state 
while accessing these dedicated I/O ports. Peripheral device interface should 
be to port addresses 2 through 7 to prevent bus conflicts with the system 
control register and serial port. Six 16-bit multiplexed input ports and six 
16-bit multiplexed output ports are available for Interfacing to peripheral de¬ 
vices. 

3.7.2 Table Read/Table Write Operation 

The TBLR and TBLW Instructions allow words to be transferred between 
program and data spaces. TBLR is used to read words from on-chip ROM or 
off-chip program ROM/RAM into the data RAM. TBLW Is used to write words 
from on-chip data RAM to off-chip program RAM on the 
TMS32010/C10/C15. External program memory cannot be addressed on the 
TMS320C17/E17. 

Execution of the TBLR Instruction generates MEN strobes to read the word 
from program memory (see Figure 3-17). Execution of a TBLW instruction 
generates a WE strobe (see Figure 3-18). Note that the data bus will be driven 
and the WE strobe will be generated even if the device Is in the microcomputer 
mode and a TBLW is performed to a program location residing In on-chip 
ROM. 

The dummy prefetch in Figure 3-17 and Figure 3-18 Is a prefetch of the in¬ 
struction following the TBLR or TBLW Instruction and is discarded. The In¬ 
struction following TBLR or TBLW is prefetched again at the jend of the TBLR 
or TBLW instruction. 


TBLR DATA TRANSFERRED NEXT 

INSTRUCTION DUMMY FROM PROGRAM INSTRUCTION 

PREFETCH PREFETCH MEMORY PREFETCH 



Figure 3-17. TBLR Instruction Timing 
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Figure 3-18. TBLW Instruction Timing 
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The MEN, DEN, and WE interface stobes are mutually exclusive. There are some 
very important considerations for those designs that utilize program memory. 
Since the OUT and TBLW instructions use only the WE signal to Indicate valid 
data, these instructions cannot be distinguished from one another on the basis 
of the interface strobes. Execution of TBLW instructions will write data to 
peripherals, and execution of OUT instructions will overwrite program memory 
locations 0 through 7. Since it is impossible to use TBLW to uniquely write 
to program memory locations 0 through 7, it is advisable to avoid mapping 
both I/O and external program RAM into locations 0 through 7. 

3.7.3 General-Purpose I/O Pins (BIO and XF) 

The TMS320C1X provides two general-purpose pins which are software- 
controlled. The BIO pin Is a branch control input pin for all of the TMS320C1 x 
processors. The XF pin on the TMS320C17/El 7 Is an external flag output pin. 

The BIO pi n is an external pin that supports bit test and branch operations. 
When the BIO input pin is active (low), execution of the BIOZ instruction 
causes a branch to occur. The BIO pin Is useful for monitoring peripheral de- 
, vice status. It is especially useful as an alternative to using an Interrupt when 
time-critical loops must not be disturbed. 

For systems using asynchronous inputs to the bTo pin on a TMS32010 
(NMOS) device, external hardware is required to ensur e pr oper execution of 
the BIOZ instruction. This hardware synchronizes the BIO Input signal with 
the rising edge of CLKOUT on the TMS32010. See Appendix A for informa¬ 
tion regarding this system design consideration. 

The XF (external flag) output pin, specific to the TMS320C17/E17, is an ex¬ 
ternal logic output flag. Programmed through control register bit 10 (CR10), 
this pin Is the direct output of the CR10 latch. When the CR10 bit is set to a 
1, the XF pin is set to a logic high; when CR10 is rese^ to a 0, the XF pin is 
driven low. 
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3.8 Interrupts 

The TMS320C1X provides an external interrupt input for communication with 
time-critical external operations. The interrupt can be generated either by ap¬ 
plying a negative-going edge or a logic low level to the interrupt input pin. 
On the TMS320C17/E17, there are also three additional internal interrupts, 
which are generated by the tWo serial ports. All interrupts on the TMS320C1 x 
are maskable through the use of the status register interrupt mode bit and 
various mask bits. When operating in the coprocessor mode on the 
TMS320C17/E17, the EXINT and ITo pins will be ignored. Internally compa¬ 
rable signals are supplied as a result of pulses on the RD and Wr pins in the 
coprocessor mode. 

For systems using asynchronous inputs to the interrupt (Tnt) pin on a 
TMS32010 (NMOS) device, external hardware is required to ensure proper 
processing of interrupts. This hardware synchronizes the INT input signal with 
the rising edge of CLKOUT on the TMS32010. See Appendix A for informa¬ 
tion regarding this system design consideration. 

A simplified diagram of the internal interrupt circuitry for TMS320C1x CMOS 
devices is shown in Figure 3-19. Note that the TMS32010 requires external 
synchronizing flip-flops on interrupts and BIO. These synchronizing flip-flops 
are not required on the TMS320C10/Cl 5/C17. 

When interrupts are enabled, an interrupt becomes active either due to a low- 
voltage input on the iNT pin or when a negative edge has been latched into 
the interrupt flag (INTF). If the interrupt mode register (INTM) is set to zero, 
an interrupt active signal to the internal interrupt processor becomes valid. 

Interrupt servicing begins with the following sequence of events: 

1) The interrupt is acknowledged, which clears the INTF (interrupt flag) 
bit to 0. 

2) The INTM (interrupt mode) bit is set to 1 to disable further interrupts. 

3) The current PC is pushed onto TOS (top of stack). 

4) The new PC is set to 2. 

The user begins interrupt servicing at program memory address 2h. At the end 
of the interrupt servicing, the user executes an El NT instruction to clear the 
INTM register (set to zero) to enable the interrupts. A DINT instruction or a 
hardware reset will also set the INTM register to one (see Figure 3-19), disa¬ 
bling interrupts. The user must execute an El NT instruction to enable inter¬ 
rupts again. 

Note that interrupt servicing will be delayed in each of the following cases: 

1) Until the end of all cycles of a multicycle instruction, 

2) Until the instruction following the MPY or MPYK instruction has com¬ 
pleted, or 

3) Until the instruction following the El NT instruction has been executed 
(when interrupts have been previously disabled). This allows the RET 
instruction to be executed after interrupts become enabled at the end of 
an interrupt routine. 
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INTERNAL 
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PROCESSOR 
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t Q = 0 indicates interrupts enabled. 

Q = 1 indicates interrupts disabled, 
t 0 = phase of internal clock. 

NOTE: The TMS32010 requires external synchronizing flip-flops. 

Figure 3-19. TMS320C1x Simplified Interrupt Logic Diagram 
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Figure 3-20 shows the instruction sequence that occurs once an interrupt 
becomes active. The dummy fetch is an instruction that is fetched but not ex¬ 
ecuted. This instruction will be refetched and executed after the interrupt 
routine is completed. 

The TI\/IS320C17/E17 has four maskable interrupts; EXINT, FSR, FSX, and FR. 
On these devices, the TMS32010/C10/C15 interrupt function has been ex¬ 
panded to fully support the serial-port interface. An interrupt latch and mul¬ 
tiplexer is used to generate the master interrupt signal, which functions 
identically to the INT interrupt on the TMS32010. Thus, all the maskable in¬ 
terrupts have the same priority and require the use of interrupt polling tech¬ 
niques when multiple Interrupts are enabled. 

Two steps must be taken to enable an active interrupt to the device. First, the 
Individual interrupt must be enabled by writing a logic 1 to the appropriate 
system control register bit (CR7-CR4). Then, the master interrupt circuitry is 
enabled via the EINT instruction. An interrupt flag represents a valid interrupt 
condition to the processor if interrupts have been enabled. Thus, prior to en¬ 
abling interrupts, the flag bits of all undesired interrup ts sho uld be cleared. In 
the coprocessor port mode, the external interrupt (EXINT) flag cannot be 
cleared until four cycles after the data fronri the coprocessor port has been 
read. In a reset initialization routine, the Interrupt flag bits (CR3-CR0) should 
be cleared before the EINT instruction to insure that a false interrupt does not 
occur (see Section 3.12 for detailed interrupt bit descriptions). 
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CLOCK CYCLE MINy /" 


FETCH ! 

DUMMY FETCH 

FETCH 

INSTRUCTION N j 

INSTRUCTION N + 1 

INSTRUCTION 002 


EXECUTE N 


DUMMY CYCLE EXECUTE 002 


Figure 3-20. Interrupt Timing 
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The interrupt latch synchronizes all Interrupts to the device output clock 
(CLKOUT). A block diagram of the interrupt latch and multiplexer Is shown 
in Figure 3-21. 

The external interrupt flag (EXINT) Is set by one of two conditions: (1 ) an 
asynchronous input to the device for external control, or (2) a master proces¬ 
sor Interrupt signal when the TMS320C17/E17 is being operated In copro¬ 
cessor mode. The EXINT flag cannot be cleared while an interrupt condition Is 
presented. 

The other three Interrupts are normally associated with the serial port framing 
signals. A bit In the system control r egist er ( CR9) desig nates wh ethe r FR is 
to be used for framing or alternatively, FSX and FSR. When FSX and FSR control 
the serial port framing, FR can function as an independent timer interrupt with 
the timer clocked by the SCLK sou rce. Whe n th e serial port is controlled by 
the Internal framing pulse (FR), the FSX and FSR Inputs are available as inde¬ 
pendent edge-triggered interrupts. 

Due to the asynchronous operation of the interrupts, the time between the 
occurrence of an active interrupt signal and the device actually vectoring to 
ROM location 2 Is four CLKOUT cycles; see Appendix A for further timing 
information. 


FSR FSX EXINT FR CR7-CR0 



FR MUX 
OUTPUT 


Figure 3-21. Interrupt Latch and Multiplexer 
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3.9 Serial Port (TMS320C17/El 7) 

Two of the I/O ports on the TMS320C17/E17 are dedicated to the serial port 
and companding hardware. I/O port 0 is dedicated to control register 0, which 
controls the serial port, interrupts, and companding hardware. I/O port 1 ac¬ 
cesses control register 1, as well as both serial port channels, and the com¬ 
panding hardware. The six remaining I/O ports are available for external 
parallel interfaces. 

The on-chip dual-channel serial port, provided on the TMS320C17/E17, Is 
capable of full-duplex serial communications and direct interface to combo- 
codec PCM systems, serial A/D converters, and other serial systems. The in¬ 
terface signals are directly compatible with codecs and many other serial 
devices, and require a minimum of external hardware. An example of a codec 
interface is provided in Section 6.2. For additional information on combo- 
codecs, refer to the TCM29C13IC14IC16IC17 Combined Single-Chip PCM 
Codec and Filter Data Sheet 

Two receive and two transmit registers are mapped into I/O port 1, and oper¬ 
ate with 8-bit data samples. Either internal or external framing signals for serial 
data transfers (MSB first) are selected via the system control register. The 
serial port clock, SCLK, provides the bit timing for transfers with the serial port, 
and may be either an input or output. A framing pulse signal provides framing 
pulses for combo-codec circuits, a sample clock for voice-band systems, or a 
timer for control applications. The serial port is accessed through IN and OUT 
instructions. A block diagram of the serial port and companding hardware is 
shown in Figure 3-22. 

3.9.1 Receive Registers 

Two receive registers are mapped into I/O port 1 via the port decode logic. 
Data is clocked into the shift registers on the next eight negative serial clock 
(SCLK) transitions after an active framing pulse is detected. SCLK controls 
the bit-level timing for all serial-port data transfers. Note that the MSB is al¬ 
ways shifted first. 

On an active framing pulse, serial data is clocked into the receive registers from 
the DR pins. Channel 0 data is received in shift register RSO from pin DRO, 
and channel 1 data is received in shift register RS1 from pin DR1. To read the 
data from the registers, an IN instruction is executed from port 1. On the first 
IN instruction after a framing pulse, channel 0 data is output onto the external 
data bus where it is read by the CPU. On the second IN instruction, channel 
1 data is output onto the external data bus. 

An active framing pulse Initiates the receive operation, as shown in Figure 
3-23. External framing pulses (FSR) are active low, and the internal framing 
(FR) signal is active high. With external framing (FSR), the falling edge of the 
framing pulse gates the serial-port clock to the receive shift registers, and the 
data is clocked into the shift registers on the next eight consecutive negative 
transitions of the clock. 
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Figure 3-23. Receive Timing for External Framing 
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The rising edge of the framing pulse transfe rs th e data from the receive shift 
registers to the receive registers and sets the FSR flag bit (CR1) in the syste m 
control register (see Figure 3-23), causing an interrupt to occur if the FSR is 
enabled. External framing pulses are sensed during the high portion of the 
SCLK cycle and latched internally with the falling edge of SCLK. Only one FSR 
state can be detected per SCLK period. 

Internal framing (FR) pulses can be selected in either fixed data-rate or vari¬ 
able data-rate modes for combo-codec interface. With the fixed data-rate 
mode, the FR pulse is one SCLK cycle wide, and appears In the cycle pre¬ 
ceding the first data bit. The falling edge of the pulse Initiates both the 
transmit and receive operations, as shown in Figure 3-24. Received data Is 
clocked into the receive shift registers on the next eight consecutive negative 
transitions of the clock. After data bit 8 has been received, data is transferred 
from the receive shift registers to the receive registers, and an Interrupt Is 
generated when the FR flag bit (CR3) is set in the system cont.^o! register, thus 
causing an interrupt to occur if enabled. 



DX1. DXO --^- ( 1 X " « > 



TRO, TR1 RSO, RS1 flag set 

transferred transferred 

to TSO, TS1 to RRO, RR1 


Figure 3-24. Fixed-Data Rate for Internal Framing 
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In the variable data-rate mode shown in Figure 3-25, the FR pulse Is eight 
SCLK cycles wide, and appears in the same SCLK cycle as the first data bit. 
The rising edge of the pulse initiates the transmit and receive operations. The 
falling edge of the pulse transfers data from the receive shift registers to the 
receive registers and sets the FR flag bit (CR3) In the system control register, 
causing an interrupt to occur if enabled. 



DX1, DXO 




DR1, DRO 



Data in 
TRO, TR1 
transferred 
to TSO, TS1 


I FR 

Data in interrupt 

RSO, RS1 flag set 

transferred 
to RRO, RR1 


Figure 3-25. Variable-Data Rate for Internal Framing 


3.9.2 Transmit Registers 

Two transmit registers are mapped into I/O port 1 via the port decode logic. 
The transmit registers are connected to the port 1 data bus in a FIFO (first in, 
first out) configuration. On the first OUT Instruction to port 1 after a framing 
pulse, the data to be transmitted Is put Into transmit register TRO. On the next 
framing pulse, the TRO contents are latched into transmit shift register TSO and 
the data is transmitted on channel 0 (pin DXO) on the next eight positive 
transitions of the serial-port clock (SCLK), as shown In Figure 3-26. External 
framing pulses (FSX) are active low, and the internal framing (FR) signal Is 
active high. Data sent to port 1 is always put into the transmit registers. Only 
when control register bit 11 (CR11) Is high will the data be enabled onto the 
transmit pins. The transmit pins are In the high-impedance state when not 
transmitting. External framing pulses are sensed during the high portion of the 
SCLK cycle and latched internally with the falling edge of SCLK. Only one FSX 
state can be detected per SCLK period. 
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TRO, TR1 interrupt 
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Figure 3-26. Transmit Timing for External Framing 


Internal framing (FR) pulses can be selected in either fixed data-rate or vari¬ 
able data-rate modes for combo-codec interface. With the fixed data-rate 
mode, the FR pulse is one SCLK cycle wide, and appears in the cycle pre¬ 
ceding the first data bit. The falling edge of the pulse initiates both the 
transmit and receive operations, as shown in Figure 3-24. Data is transferred 
from the transmit registers to the transmit shift registers. Transmitted data is 
clocked into the transmit shift registers on the next eight consecutive negative 
transitions from the clock. After data bit 8 has been transmitted, an interrupt 
is generated when the FR flag bit (CR3) is set in the system control register, 
thus causing an interrupt to occur if enabled. 

In the variable data-rate mode shown in Figure 3-25, the FR pulse is eight 
SCLK cycles wide, and appears in the same SCLK cycle as the first data bit. 
The rising edge of the pulse initiates the transmit and receive operations. The 
falling edge of the pulse sets the FR flag bit (CR3) in the system control reg¬ 
ister, causing an interrupt to occur if enabled. 

When two OUT instructions to port 1 are executed between framing pulses, 
both transmit registers are loaded with data for transmission. The first OUT 
Instruction loads data Into transmit register TRO. The second OUT pushes the 
data from TRO into TR1 and puts the new data into TRO. On an active framing 
pulse edge, the transmit register contents are latched Into the transmit shift 
registers and the data clocked out on the next eight consecutive positive 
transitions of SCLK. Thus, for single-channel operation, only one OUT In¬ 
struction to port 1 should be executed between framing pulses to insure data 
transmission on channel 0. Only TRO may be read back to the serial-port data 
bus by an IN Instruction. This feature Is used for the parallel companding 
mode. 

Both transmit channels always output data on an active framing pulse when 
CR11 is high. During single-channel operation (using channel 0), channel 1 
still transmits the data from transmit register TR1. Transmit channel 1 cannot 
be disabled during single-channel operation. 
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3.9.3 Timing and Framing Control 

The serial-port timing and framing control Is shown in Figure 3-27. The seri¬ 
al-port clock (SCLK) provides the timing control for data transfers with the 
serial port. SCLK may be configured as either an input or output through the 
control register. As an Input SCLK is an external serial system clock that 
provides the framing synchronization and timing for the serial port As an 
output SCLK provides the system clock for standalone serial applications and 
Is derived from the microcomputer system clock (X2/CLKIN). 



tRCLK = Load receive registers (RR0,RR1) from receive shift registers (RS0,RS1) 

Figure 3-27. Serial-Port Timing and Framing Control 
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The serial-port clock prescaler determines the divide ratio for SCLK when 
configured as an output. The TMS320C17/El 7 system clock (X2/CLKIN) is 
input to the prescaler, along with control register bits CR27-CR24. Table 3-4 
shows the prescale divide ratios selectable as divide by 10, 12, 14,16, 20, 24, 
28, and 32 through system control register bits CR27-CR24. These divide 
ratios are available only for SCLK when it is configured as an output from the 
device (see Section 3.12 for control register bit configurations). 

The frame multiplexer determines which framing pulses cause serial-port data 
transfers to occur and configures the internal framing pulse (FR) frequency. 
The inputs to the multiplexer are SCLK, control register bit 9 (CR9), control 
register bits CR2 3-C R16, external transmit framing (FSX) pulse, and external 
receive framing (FSR) pulse. The outputs of the multiplexer go to the serial- 
port control for receive and transmit timing generation for the serial-port reg¬ 
isters and to the FR multiplexer for determining which FR framing pulse will 
be generated. 

The outputs of the frame counter are input to the FR multiplexer for selection 
of long or short FR pulses. The short FR pulse provides fixed data-rate fram¬ 
ing pulses for standalone serial Interface to the Texas Instruments TCM29Cxx 
family of combo-codec circuits. The long FR framing pulse provides variable 
data-rate framing pulses to the combo-codec. 

The FR frequency Is determined at the beginning of the framing pulse cycle. 
The FR frequency is equal to SCLK/(CNT + 2) where CNT is the binary value 
of CR23-CR16. When reconfiguring the frequency, the upper control register 
bits determine the new divide ratio. However, the new frequency Is not im¬ 
plemented until the next FR framing pulse. 


Table 3-4. Serial Clock (SCLK) Divide Ratios (X2/CLKIN = 20.48 MHz) 


CR27 

CR26 

CR25 

CR24 

DIVIDE RATIO 

SCLK FREQUENCY 

UNIT 

0 

0 

0 

0 

32 

0.640 

MHz 

0 

0 

0 

1 

28 

0.731 

MHz 

0 

0 

1 

0 

24 

0.853 

MHz 

0 

1 

0 

0 

20 

1.024 

MHz 

1 

0 

0 

0 

16 

1.280 

MHz 

1 

0 

0 

1 

14 

1.463 

MHz 

1 

0 

1 

0 

12 

1.706 

MHz 

1 

1 

0 

0 

10 

2.048 

MHz 


3-42 





































































Architecture ~ Companding Hardware 


3.10 Companding Hardware (TMS320C17/E17) 

The on-chip companding hardware enables the TI\/IS320C17/E17 to compand 
(COMpress and exPAND) data in either p-law or A-law format with either 
sign-magnitude or two's-complement numbers. The standard employed In the 
United States and Japan Is p-law companding. The European standard is re¬ 
ferred to as A-law companding. Configuration and connections of the en¬ 
coder and decoder (see Figure 3-22) are controlled through the system 
control register. 

When sign magnitude is selected, the p-law encoding and decoding require a 
bias adjustment In the sample value. For p-law encoding, a bias of 33 must 
be added to the sign magnitude before encoding; likewise, after M-law de¬ 
coding, the bias of 33 must be subtracted from the sign-magnitude value. No 
additional bias adjustment is required for M-law encoding and decoding when 
the selected conversion uses two's-complement notation. Note that A-law 
encoding and decoding do not require a bias adjustment in either case. 

Upon reset, the TMS320C17/E17 is programmed to operate in sign-magni¬ 
tude mode. This mode can be changed by modifying control register bit 29 
(CR29). Refer to the TCM29C13ITCM29C14ITCM29C76ITCM29C17 Com¬ 
bined Single-Chip PCM Codec and Filter Data Sheet for further Information 
on companding. If software companding Is desired without the use of com¬ 
panding hardware, descriptive algorithms are given in the book, Digital Signal 
Processing Applications with the TMS320 Family (literature number 
SPRA012A); refer to the application report, "Companding Routines for the 
TMS32010/TMS32020." 

The specification for M-law and A-law log PCM is part of the CCITT G.711 
recommendation. Part of the coding format specifies certain bits to be inverted 
prior to transmission or upon receipt of transmitted data. The companding 
hardware In the TMS320C17/E17 implements the bit inversion as well as the 
logarithmic compression and decompression. 

Data may be companded via four modes: serial-port encode, serial-port de¬ 
code, parallel encode, and parallel decode. In the serial mode, transmitted data 
is encoded according to the specified companding law, and received data Is 
decoded to either sign-magnitude or two's-complement format. In the parallel 
modes, encoding or decoding Is performed on data from the RAM for com¬ 
putations within the device. Note that in parallel mode when two's- 
complement notation is selected, at least one instruction must be Inserted 
between successive OUT and IN instructions to I/O port 1. 

Table 3-5 shows the control register bit combinations that determine the serial 
or parallel modes of the companding hardware operation. Note that the serial 
and parallel companding modes require separate control register settings. 
When using the serial mode, parallel companding is not available unless the 
control register is reconfigured. 


3-43 




Architecture - Companding Hardware 


Table 3-5. Serial- and Parallel-Mode Bit Configurations 


CR BIT # 

13 12 11 

MODE OF OPERATION 

0 

0 

0 

Parallel mode. Encoder and decoder are disabled. No operation 
performed on data written to or read from port 1 . 

0 

0 

1 

Serial mode. Encoder and decoder are disabled. The transmit regis¬ 
ters are enabled for data transmission on an active framing pulse. The 
8 -bit value written to port 1 is transmitted and the 8 -bit value in the 
receive register is read with an IN instruction from port 1. 

0 

1 

0 

P 9 rallel encode. Encoder is enabled. A linear sample written to port 

1 with an OUT instruction is compressed to 8 -bit log PCM. The 8 -bit 
value is then read from port 1 with an IN instruction. 

0 

1 

1 

Serial encode. Encoder is enabled. A linear sample written to port 1 
ic QQnrjnrQccori 'jq 0 _hjt log PGM and put into the transmit register for 
transmission on an active framing pulse. 

1 

0 

0 

Parallel decode. Decoder is enabled. An 8 -blt log PCM data written 
to port 1 is decoded to linear notation with an IN instruction from 
port 1 . 

1 

0 

1 

Serial decode. Decoder is enabled. An 8 -blt log PCM sample from 
one of the receive registers is expanded to linear notation with an IN 
instruction from port 1 . 

1 

1 

0 

Parallel encode and decode. Encoder and decoder enabled. In this 
state, data is compressed on an OUT instruction to port 1 and then 
expanded with the IN Instruction from the port. 

1 

1 

1 

Serial encode and decode. Encoder and decoder enabled. Linear 
data written to port 1 Is encoded and put into one of the transmit 
registers for serial transmission. The 8 -bit log PCM data from one of 
the receive registers is decoded with an IN instruction from port 1. 


3.10.1 M-Law/A-Law Encoder 

The encoder compresses linear PCM (14 bits of dynamic range for n-law for¬ 
mat or 13 bits of dynamic range for A-law format) to 8-bit logarithmic PCM. 
Selection between M-law or A-law conversion is determined by the system 
control register bit 14 (CR14). This bit is input directly to the encoder to de¬ 
termine the conversion law to be used. The m-255 law conversion is per¬ 
formed if CR14 is logic 0, and A-law conversion if CR14 is logic 1. Data is 
input to the encoder from the data bus with an OUT instruction to port 1. The 
converted 8-bit log PCM sample is then presented to the multiplexer (MUX2 
shown In Figure 3-22). The multiplexer controls whether the encoder output 
or the eight low-order data bus bits are input to transmit register TRO of the 
serial port. Note that the transmit registers are connected to the port 1 data 
bus in a FIFO (first In, first out) configuration. The encoder compresses data 
written to port 1 at all times, but the output will be enabled to the TRO only 
when CR12 is logic 1. 


3-44 























Architecture - Companding Hardware 


3.10.2 


In the serial-encode mode, data written to port 1 is encoded, and the value 
put into transmit register TRO. The transmit register is then loaded with the 
8-bit value on an active framing pulse, and the 8 bits are clocked out on the 
positive edge of SCLK. 

For the parallel-encode mode, the linear-PCM value is written to port 1 with 
an OUT instruction. The encoded 8-bit value Is then stored in TRO. An IN 
instruction from port 1 reads TRO to the data bus for storage in RAM. Care 
should be taken to have only one OUT and one IN instruction to port 1 for 
each data sample In the parallel-encode mode. If there are two OUT in¬ 
structions to port 1, the first sample will be pushed into transmit register TR1, 
which cannot be read back to the data bus. Note that when two's- 
complement notation Is selected, there must be at least one Instruction exe¬ 
cuted after the OUT instruction to port 1 and before the IN instruction from 
port 1. 

-Law/A-Law Decoder 

The M-law/A-law decoder converts 8-bit log-PCM samples to linear PCM. 
The conversion-law selection is governed by control register bit 14 (CR14). 
The M-law conversion is performed If CR14 Is logic 0, and A-law conversion 
if CR14 Is logic 1. Data input to the decoder may come from either the seri¬ 
al-port receive registers or transmit register TRO. The multiplexer (MUX1 
shown in Figure 3-22) sends data to the data bus either through the decoder 
or directly to the bus. This multiplexer is controlled In part by control register 
bit 13 (CR13). If this bit Is logic 0, the multiplexer output Is sent to the data 
bus directly. If the bit is logic 1, the multiplexer output is sent to the data bus 
through the decoder. 

In the serial-decode mode, received data from the serial-port receive registers 
Is input to the decoder from the multiplexer, and the received data Is decoded 
according to either p-law or A-law format. 

For the parallel-decode mode, the 8-blt PCM sample to be decoded is written 
to port 1 with an OUT instruction. This stores the sample In transmit register 
TRO. The sample is then decoded by reading the value from port 1 with an IN 
Instruction. The IN instruction brings the sample from TRO through the mul¬ 
tiplexer (MUX1) to the decoder, which performs the expansion on the 8-bit 
sample. Again, there should be only one OUT and one IN Instruction to port 
1 for each sample to be decoded in order to avoid losing a sample In transrriit 
register TR1. Note that when two's-complement notation is selected, there 
must be at least one instruction executed after the OUT Instruction to port 1 
and before the IN instruction from port 1. 
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3.11 Coprocessor Port (TMS320C17/E17) 

The coprocessor port on the TMS320C17/E17 provides a direct interface to 
most 4/8-bit microcomputers and 16/32-bit microprocessors. The port is 
accessed through I/O port 5 using IN and OUT Instructions. The coprocessor 
interface allows the device to act as a peripheral (slave) microcomputer to a 
microprocessor, or as a master to a peripheral microcomputer such as the 
TMS7042. The coprocessor port is enabled by setting MC/PM and MC low. 
The microcomputer mode Is enabled by setting these two pins high. (Note 
that the MC/PM and MC pins must be in the same state.) In the microcom¬ 
puter mode, the 16 data lines are used for the 6 parallel 16-bit I/O ports. 

Interprocessor communication through the coprocessor Interface (see Figure 
3-28) is accomplished asynchronously as in memory-mapped I/O operations. 
In coprocessor mode, the 16-bit data bus is reconfigured to operate as a 
16-bit latched bus interface. Control bit 30 (CR30) in control register 1 is 
used to configure the coprocessor port to either an 8-bit or a 16-bit length for 
data transfers. Use of the HI/LO pin allows the full 16-bit data latches to be 
used even when the 8-bit mode is selected. 



Figure 3-28. TMS320C17/E17 Simplified Coprocessor Port Logic 

Diagram 
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Several key characteristics of the coprocessor interface are worth noting and 

listed below. 

• The BIO and EXIIMT signals are internal to the processor. No inputs should 
be made on the BIO and EXINT pins. 

• Only transfers made when HI/LO is in a low state can activate the inter¬ 
nal BIO and EXINT signals. 

• The interrupt condition is kept internally until it Is cleared by the 
TMS320C17/E17 reading the data In the coprocessor port latch. The 
interrupt flag cannot be cleared until the port is read. Four Instruction 
cycles must take place between the read (IN instruction) from the co¬ 
processor port (PA5) and the write to control register CRO to clear the 
interrupt flag. 

• When the TMS320C17/E17 reads the coprocessor port. It clears the data 
in the latch. 

• The 16 data lines (LD15-LDO) remam^ln a high-impedance state unless 
a logic low is asserted on RD. When RD Is asserted, theTMS320C17/E17 
drives the data bus with the data In the coprocessor port latch. 


The following sequences of events occur depending upon the configuration 
and use of the coprocessor port: 

• 16-blt data interface (CR30 = 1): 

- All 16 bits of the data port are available for 16-bit transfers to 

16/32-blt microprocessors. 

- The HI/LO pin Is maintained at a logic low level for all transfers. 

Transfers to the TMS320C17/El 7 (see Figure 3-29): 

1 ) The WR signal is driven low by the microprocessor. 

2) The RBLE (receive buffer latch^pty) signal transitions to a 
logic high level in response to WR. 

3) Data is written from LD15-LDO to the receive buffer latch 
when the WR signal is driven high by the microprocessor. 

4) The internal EXINT signal is generated, causing the interrupt 
flag to be set in the TMS320C17/El 7. 

5) The TI\/IS320C17/E17 responds to the Interrupt condition 
and reads port 5 using an IN instruction. 

6) The receive buffer Is cleared. (Subsequent reads by the 
TMS320C17/El 7 will be zero value.) 

7) The RBLE signal transitions to a logic low level, signaling the 
microprocessor that the receive buffer is empty. 

8) The internal EXINT signal is removed, allowing the Interrupt 
flag to be cleared. 

9) The interrupt fleg Is cleared by writing to control register 0. 
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- Transfers from the TMS320C17/E17 (see Figure 3-30): 

1) The RD signal is driven low by the microprocessor. 

2) The TBLF (transmit buffer latch full) signal transitions to a 
logic high level in response to RD. 

3) Data is driven from the transmit buffer latch to LD15-LD0 
until the RD signal is driven high by the microprocessor. 

4) The internal BIO signal transitions to a logic low level, indi¬ 
cating to the TMS320C17/E17 that the transmit buffer is 
empty. 

5) The TMS320C17/E17 responds to the BIO condition and 
writes to port 5 using an OUT instruction. 

6) The TBLF signal transitions to a logic low level, signaling the 
microprocessor that the transmit buffer is full. 

7) The Internal BIO signal transitions back to a logic high state. 


• 8-bit data interface (CR30 = 0): 

- Only the least-significant eight bits of the data port are available 
for 8-bit transfers to 4/8-bit microcomputers. 

- Eight-bit microcomputers may complete full 16-bit transfers by 
first transferring data with the HI/LO signal In ajogic high state 
(steps 1 through 4 below), and then with HI/LO In a logic low 
state. Composing 16-bit data in this manner requires two external 
bus cycles but only one internal port access. The HI/LO pin may 
be maintained at a logic low level if only 8-bit transfers are desired. 

- Transfers to the TMS320C17/El 7 (see Figure 3-29): 

1) The HI/LO signal is driven high by the microcomputer to al¬ 
low transfers to the upper eight bits of the internal latch. 

2) The WR signal Is driven low by the microcomputer. 

3) Data is written from LD7-LD0 to the receive buffer latch 
(D15-D8) when the WR signal Is driven high by the micro¬ 
computer. 

4) The HI/LO signal Is driven low by the microcomputer to allow 
transfers to the lower eight bits of the internal latch. 

5) The WR signal is driven low by the microcomputer. 

6) The RBLE (receive buffer latch empty) signal transitions to a 
logic high level. 

7) Data is written from LD7-LD0 to the receive buffer latch 
(D7-D0) when the WR signal is driven high by the micro¬ 
computer. 

8) The Internal EXINT signal is generated, causing the interrupt 
flag to be set in the TMS320C17/El 7. 

9) The TMS320C17/E17 responds to the Interrupt condition 
and reads port 5 using an IN instruction. 
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10) The receive buffer is cleared. (Subsequent reads by the 
TMS320C17/E17 will be zero value.) 

11 ) The RBLE signal transitions to a logic low level, signaling the 
microcomputer that the receive buffer is empty. 

12) The internal EXINT signal is removed, allowing the interrupt 
flag to be cleared. 

13) The interrupt flag is cleared by writing to control register 0. 

- Transfers from the TMS320C17/El 7 (see Figure 3-30): 

1) The HI/LO signal is driven high by the microcomputer to al¬ 
low transfers from the upper eight bits of the internal latch. 

2) The RD signal is driven low by the microcomputer. 

3) Data is driven from the transmit buffer latch (D15-D8) to 
LD7-LD0 until the ^ signal is driven high by the micro¬ 
computer. 

4) The HI/LO signal is driven low by the microcomputer to allow 
transfers from the lower eight bits of the internal latch. 

5) The RD signal is driven low by the microcomputer. 

6) The TBLF (transmit buffer latch full) signal transitions to a 
logic high level. 

7) Data Is driven from the transmit buffer latch (D7-D0) to 
LD7-LD0 until the RD signal Is driven high by the micro¬ 
computer. 

8) The internal BIO signal transitions to a logic low level, indi¬ 
cating to the TMS320C17/E17 that the transmit buffer is 
empty. 

9) The TMS320C17/E17 responds to the bTo condition and 
writes to port 5 using an OUT Instruction. 

10) The TBLF signal transitions to a logic low level, signaling the 
microcomputer that the transmit buffer is full. 

11) The Internal mo signal transitions back to a logic high state. 


Examples of the use of a coprocessor Interface are provided in Section 6.5 and 
the data sheet of Appendix A. 
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3.12 System Control Register (TMS320C17/E17) 

The TMS320C17/El 7 provides additional hardware for interfacing ease in 
serial applications. This hardware is interfaced to the microcomputer portion 
of the device via the external data bus (D15-D0). The additional hardware is 
controlled by a 32-bit system control register (see Figure 3-31), thereby 
eliminating any additions to the TI\/IS320 instruction set. 


CR(15-0) 


CR(31-16) 



Figure 3-31. System Control Register 


The lower 16 register bits (CR15-CR0) are accessed through port 0. These 
bits control interrupts, serial-port configuration, the external logic output flag. 
Internal and external framing pulses, and the p-law/A-law encoder and de¬ 
coder. The interrupt inputs (EXINT, FSX, FSR, and FR) are synchronized to 
CLKOUT and control the interrupt flag bits (CR3-CR0). The interrupts are 
maskable via the interrupt enable bits (CR7-CR4). Bit 8 (CR8) controls I/O 
port 1 configuration. 

The upper 16 bits (CR31-CR16) are accessed through port 1. These bits 
control the internal framing pulse (FR) output frequency, serial-clock divide 
ratios, pulse-width control for the FR framing pulse, and companding con¬ 
versions. The bit width of the coprocessor mode is controlled by CR30. 

The external data bus provides on-chip communication with the system con¬ 
trol register, serial port, companding hardware, and coprocessor port. With a 
write to port 0, the lower control register is addressed and data latched Into 
the register by the rising edge of the write enable (WE) signal. To write to the 
upper control register bits, bit 8 of the lower control register must be set to 
logic 1. If CR8 is logic 0, a write to port 1 accesses the serial port and com¬ 
panding hardware. 

Table 3-6 gives a detailed description of the control register bits and their 
operation. The control register bits are configured through OUT Instructions 
to port 0 and port 1. WE goes low during the first cycle of the OUT instruction, 
enabling the port data onto the external data bus. The control register bits are 
latched on the rising edge of WE. There is a propagation delay time for these 
bits to access the appropriate hardware (see Appendix A for timing informa¬ 
tion). An allowance for this write delay should be made when reconfiguring 
(writing to) the control register. The most critical factor is receiving an ex- 
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ternal framing pulse while reconfiguring the control register. If an external 
framing pulse is r^ecelved at that time. It may not be detected and the serial- 
port registers will contain random data (see Section 3.9 for further details). 


Table 3-6. Control Register Bit Definitions 


CR BIT # 

DESCRIPTION 

3-0 

Interrupt flags. When an interrupt occurs on any of the four maskable interrupts, the 
appropriate flag is set to logic 1 whether the interrupt is enabled or disabled. To clear 
the flag, a logic 1 Is written to the appropriate bit by an OUT instruction to port 0. 
The bits may be read by an IN instruction to determine interrupt sources when multiple 
Interrupts are enabled. 

Bit# Flag 

0 EXINT 

1 FSR 

2 FSX 

3 FR 

7-4 

Interrupt enable bits. When one of these bits is set to logic 1, an interrupt occurring 
on that input sets the appropriate flag and activates the microcomputer interrupt cir¬ 
cuitry. When disabled, the interrupt flag Is still set, but the device is not interrupted. 

Bit# Flag 

4 EXINT 

5 FSR 

6 FSX 

7 FR 

8 

Port 1 control bit. When set to logic 0, I/O port 1 is connected to either the serial-port 
registers or the companding hardware, depending on the state of CR11. When set to 
logic 1, I/O port 1 Is connected to the upper control register. This bit must be set with 
an OUT instruction to port 0 before port 1 may access the upper control register bits 
CR31-CR16.' 

9 

External framing enable. This bit controls which framing pulses cause serial port data 
transmission to occur. When set to logic 0, serial port transmit and receive operations 
occur simultaneously and are controlled by the internal framing (FR) pulse. When set 
to logic 1, transmit operations are controlled by the external transmit framing (FSX) 
pulse, and receive operations are controlled by the external receive framing (FSR) 
pulse. 

10 

XF output latch. This bit controls the logic level of the external logic output flag (XF) 
pin. A write delay time occurs when reconfiguring this latch (see Appendix A for 
timing Information). 

11 

Serial port enable. When set to logic 0, the transmit and receive registers are disabled 
in order to use the parallel companding mode. When set to logic 1, the serial port 
registers are enabled and data transfers with the serial port are via OUT and IN in¬ 
structions to port 1. A reset sets this bit to zero. 
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Table 3-6. Control Register Bit Definitions (Concluded) 


CR BIT # 

DESCRIPTION 

12 

|j-law/A-law encoder enable. When set to logic 0, the encoder is disabled. When set 
to logic 1, the encoder is enabled, and data written to port 1 is p-law or A-law en¬ 
coded. The encoder must be enabled for compression of linear data in both the serial 
and parallel modes of operation. 

13 

M-law/A-law decoder enable. When set to logic 0, the decoder is disabled. When set 
to logic 1, the decoder is enabled, and data read from port 1 is p-law or A-law de¬ 
coded to linear format. The decoder rhust be enabled for expansion of log PCM data 
in both the serial and parallel modes of operation. 

14 

p-law or A-law encode/decode select. When set to logic 0, the companding hardware 
performs p-255-law conversion. When set to logic 1, the companding hardware per¬ 
forms A-law conversion. 

15 

Serial clock control. When set to logic 0, the serial port clock (SCLK) is an output, 
and its frequency is derived from the microcomputer system clock, X2/CLKIN. When 
set to logic 1, SCLK is an input that provides the clock for all data transfers with the 
serial port and the frame counter in timing logic. A reset sets this bit to one. 

23-16 

Frame counter modulus. The value of these bits determines the divide ratio for the 
FR output frequency. The FR frequency is given as SCLK/(CNT + 2) where CNT is a 
binary value of CR23-CR16. The following should be noted when configuring the 
divide ratio: 

1. CNT must be in the range given by 7 ^ CNT 254. 

2. Bits are operational whether SCLK is an input or an output. 

27-24 

SCLK prescale control bits. As an output, SCLK is derived from the microcomputer 
system clock, X2/CLKIN. Prescale divide ratios are selectable through these control 
bits (see Section 3.9.3 for the available divide ratios). 

28 

FR pulse-width control. This bit controls the pulse width of the FR output to select 
data-transfer rates with combo-codec circuits. When set to logic 0, the FR output 
framing pulse is one SCLK cycle wide for the fixed data-rate mode and appears in the 
serial-clock cycle preceding the first serial-bit transmission. When set to logic 1, the 
FR output framing pulse is eight SCLK cycles wide for the variable data-rate mode. 

In this mode, the framing pulse is active high for the duration of the eight bits trans¬ 
mitted and received. 

29 

Two's-complement p-law/A-law conversion enable. When set to logic 0, sign-mag¬ 
nitude companding is enabled. When set to logic 1, two's-complement companding 
is enabled. When two's-complement companding has been selected along with the 
parallel companding mode of operation, one instruction must be inserted between 
successive OUT and IN instructions to port 1. A reset sets this bit to zero. 

30 

8/16-bit length coprocessor mode select. When set to logic 0, the 8-bit byte length 
is used. When set to logic 1, the 16-bit word length is selected. 

31 

Reserved for future expansion. This bit should be set to zero. 
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Section 4 


Assembly Language Instructions 


The instruction set of the TMS320C1x (first-generation TMS320) processors 
supports numeric-intensive signal processing operations and general-purpose 
applications, such as high-speed control. The instruction set shown in Table 
4-2 consists primarily of single-cycle, single-word instructions, permitting 
execution rates of up to 6.25 million instructions per second. Only infrequently 
used branch and I/O instructions are multi-cycle. 

For operations involving multiplication, the TMS320C1x instruction set offers 
a single-cycle instruction (MPY). For ease of use in a Harvard architecture, 
table read (TBLR) and table write (TBLW) Instructions are provided, which 
allow information transfer between data and program memory. The IN and 
OUT instructions permit a data word to be read into the on-chip RAM In only 
two cycles. The SUBC (conditional subtract) instruction performs the shifting 
and conditional branching necessary to Implement a divide efficiently and 
quickly. 

This section describes the TMS320C1x assembly language instructions. In¬ 
cluded in this section are the following major topics: 

• Memory Addressing Modes (Section 4.1 on page 4-2) 

Direct addressing 

Indirect addressing (using two auxiliary registers) 

Immediate addressing 

• Instruction Set (Section 4.2 on page 4-7) 

Symbols and abbreviations used in the instructions 
Instruction set summary (listed according to function) 

• Individual Instruction Descriptions (Section 4.3 on page 4-11) 

Presented In alphabetical order and providing the following: 

- Assembler syntax 

- Operands 

- Execution 

- Encoding 

- Description 

- Words 

- Cycles 

- Example(s) 
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4.1 Memory Addressing Modes 

The TMS320C1X instruction set provides three memory addressing modes: 

• Direct addressing mode 

• Indirect addressing mode 

• Immediate addressing mode. 

Both direct and indirect addressing can be used to access data memory. Direct 
addressing concatenates seven bits of the instruction word with the 1 -bit data 
memory page pointer to form the 8-bit data memory address. Indirect ad¬ 
dressing accesses data memory through the two auxiliary registers. In imme¬ 
diate addressing, the data is based on a portion of the instruction word(s). 
The following sections describe each addressing mode and give the opcode 
formats and some examples for each mode. 

4.1.1 Direct Addressing Mode y 

In the direct memory addressing mode, the instruction word contains the 
lower seven bits of the data memory address (dma). This field Is concatenated 
with the one-bit data memory page pointer (DP) register to form the full 8-bit 
data memory address. This implements a paging scheme in which the first 
page contains 128 words and the second page contains 16/128 words. In a 
typical application, infrequently accessed system variables, such as those used 
when performing an Interrupt routine, are stored on the second page. The 
7-bit address in the Instruction points to the specific location within that data 
memory page. The DP register Is loaded through the LDP (load data memory 
page pointer), LDPK (load data memory page pointer immediate), or LST 
(load statu? bits from data memory) instructions. The data page pointer is part 
of the status register and thus can be stored In data memory. 


Note: 

The data page pointer is not Initialized by reset and Is therefore undefined 
after powerup. The TMS320C1x development tools, however, utilize de¬ 
fault values for many parameters, including the data page pointer. Because 
of this, programs that do not explicitly Initialize the data page pointer may 
execute improperly depending on whether they are executed on a 
TMS320C1X device or using a development tool. Thus, it is critical that 
all programs initialize the data page pointer in software. 


Figure 4-1 Illustrates how the 8-bit data address is formed. 
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I DP (1)1 

7 7 LSBS FROM 

INSTRUCTION 
REGISTER OR) 


8-BlT DATA ADDRESS 


Figure 4-1. Direct Addressing Block Diagram 


Direct addressing can be used with ail instructions except CALL, the branch 
instructions, immediate operand instructions, and instructions with no oper¬ 
ands. The direct addressing format is as follows: 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 


Opcode 


0 


dma 


Bits 15 through 8 contain the opcode. Bit 7 = 0 defines the addressing mode 
as direct. Bits 6 through 0 contain the data memory address (dma), which can 
directly address up to 128 words (1 page) of data memory. Use of the data 
memory page pointer is required to address the full data memory space. 


Example of Direct Addressing Format: 

ADD 9,5 Add to accumulator the contents of data memory location 

9 left-shifted 5 bits. 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 



The opcode of the ADD 9,5 instruction is 05h and appears in bits 15 through 
8. The notation nnh indicates nn is a hexadecimal number. The shift count 
of 5h appears in bits 11 through 8 of the opcode. The data memory address 
09h appears in bits 6 through 0. 
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4.1.2 Indirect Addressing Mode 

Indirect addressing forms the data memory address from the least significant 
eight bits of one of the two auxiliary registers, ARO and AR1. This is sufficient 
to address ail the data memory; no paging is necessary with indirect address¬ 
ing. The Auxiliary Register Pointer (ARP) selects the current auxiliary register. 
The auxiliary registers can be automatically incremented or decremented in 
parallel with the execution of any indirect instruction to permit single-cycle 
manipulation of data tables. The increment/decrement occurs AFTER the cur¬ 
rent instruction has completed executing. 

In indirect addressing, the 8-bit addresses contained in the auxiliary registers 
may be loaded by the instructions LAR (load auxiliary register) and LARK 
(load auxiliary register immediate). The auxiliary registers may be modified 
by the MAR (modify auxiliary register) instruction or, equivalently, by the in¬ 
direct addressing field of any instruction supporting indirect addressing. 
AR(ARP) denotes the auxiliary register selected by ARP. 

The following symbols are used in indirect addressing: 

* Contents of AR(ARP) are used for data memory address. 

Contents of AR(ARP) are used for address, then decremented after data 
memory access. 

*+ Contents of AR(ARP) are used for address, then incremented after data 
memory access. 

The indirect addressing format is as follows: 


15 14 13 12 11 10 9 8 

7 

6 

5 

4 

3 

2 

1 

0 

Opcode 

E 

E 

1 1 

DEC 

NAR 

E 

E 

ARP 


NOTE: NAR = new auxiliary register control bit. 


Bits 15 through 8 contain the opcode, and bit 7 = 1 defines the addressing 
mode as indirect. Bits 6 through 0 contain the indirect addressing control bits. 

Bit 3 and bit 0 control the Auxiliary Register Pointer (ARP). If bit 3 = 0, the 
contents of bit 0 are loaded Into the ARP after execution of the current In¬ 
struction. If bit 3 = 1, the contents of the ARP remain unchanged. ARP = 0 
defines the contents of ARO as a memory address. ARP = 1 defines the con¬ 
tents of AR1 as a memory address. Note that NAR denotes the new auxiliary 
register control bit. 

Bit 5 and bit 4 control the auxiliary registers. If bit 5 = 1, the current auxiliary 
register is incremented by 1 after execution. If bit 4 = 1, the current auxiliary 
register is decremented by 1 after execution. If bit 5 and bit 4 are 0, then 
neither auxiliary register Is incremented nor decremented. Bits 6, 2, and 1 are 
reserved and should always be programmed to 0. 

The auxiliary registers may also be used for temporary storage via the load and 
store auxiliary register instructions. LAR and SAR, respectively. 

The examples that follow illustrate the indirect addressing format. Indirect 
addressing Is indicated by an asterisk (*) in these examples and in the 
TMS320C1X assembler. 
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Example 1: 

ADD *+,8 Add to the accumulator the contents of the data memory 

address defined by the contents of the current auxiliary 
register. This data is left-shifted 8 bits before being added. 
The current auxiliary register is autoincremented by one. 
The opcode is 08A8h, as shown below. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

fo 0 0 0 i "o 0 0 I 1 I 0 1 0 1 0 0 I 


Example 2: 

ADD As in Example 1, but with no autoincrement; the opcode 

is 0888h. 


Example 3: 

ADD ''-,8 As in Example 1, except that the current auxiliary register 

is decremented by 1; the opcode is 0898h. 


Example 4: 

ADD *+,8,1 As in Example 1, except that the auxiliary register pointer 
is loaded with the value 1 after execution; the opcode is 
08A1 h. 


Example 5; 

ADD *+,8,0 As In Example 4, except that the auxiliary register pointer 
Is loaded with the value 0 after execution; the opcode Is 
08A0h. 
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4.1.3 Immediate Addressing Mode 

Included in the TMS320C1x instruction set are five immediate operand in¬ 
structions, in which the immediate operand is contained within the instruction 
word. These instructions execute within a single instruction cycle. The length 
of the constant operand is instruction-dependent. The immediate instructions 
are: 

LACK Load accumulator immediate short (8-bit constant) 

LARK Load auxiliary register Immediate short (8-bit constant) 

LARP Load auxiliary register pointer (1 -bit constant) 

LDPK Load data memory page pointer immediate (1 -bit constant) 

MPYK Multiply Immediate (13-bit constant) 

The following examples Illustrate immediate addressing format: 

Example 1: 

MPYK 2781 Multiply the value 2781 with the contents of the T register. 
The result Is loaded into the P register. 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 



Example 2: 

LACK 221 Load the constant 221 in the lower eight bits of the accu¬ 
mulator right-justified. The upper 24 bits of the accumulator 
are zero. 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 
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4.2.2 instruction Set Summary 

Table 4-2 provides the TMS320C1x instruction set summary, arranged ac¬ 
cording to function and alphabetized within each functional grouping. Addi¬ 
tional Information Is presented in the individual instruction descriptions in the 
following section. 

The Instruction set summary consists primarily of single-cycle, single-word 
instructions. Only infrequently used branch and I/O Instructions are multi¬ 
cycle. 
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Table 4-2. Instruction Set Summary 


1 ACCUMULATOR MEMORY REFERENCE INSTRUCTIONS | 


Mnemonic and Description 

Cycles 

Words 


16-Bit Opcode 






MSB 



LSB 

ABS 

Absolute value of accumulator 

1 

1 

01 11 

1111 

1000 

1000 

ADD 

Add to accumulator with shift 

1 

1 

0000 

ssss 

1 DDD 

DDDD 

ADDH 

Add to high accumulator 

1 

1 

0110 

0000 

1 DDD 

DDDD 

ADDS 

Add to low accumulator with 
sign-extension suppressed 

1 

1 

01 10 

0001 

1 DDD 

DDDD 

AND 

AND with accumulator 

1 

1 

01 1 1 

1 001 

I DDD 

DDDD 

LAC 

Load accumulator with shift 

1 

1 

0010 

ssss 

1 DDD 

DDDD 

LACK 

Load accumulator immediate short 

1 

1 

01 1 1 

1110 

KKKK 

KKKK 

OR 

OR with accumulator 

1 

1 

01 11 

1010 

1 DDD 

DDDD 

SACH 

Store high accumulator with shift 

1 

1 

0101 

1XXX 

1 DDD 

DDDD 

SACL 

Store low accumulator 

1 

1 

01 01 

0000 

1 DDD 

DDDD 

SUB 

Subtract from accumulator with shift 

1 

1 

0001 

ssss 

1 DDD 

DDDD 

SUBC 

Conditional subtract 

1 

1 

0110 

0100 

1 DDD 

DDDD 

SUBH 

Subtract from high accumulator 

1 

1 

0110 

0010 

1 DDD 

DDDD 

SUBS 

Subtract from low accumulator 
with sign-extension suppressed 

1 

1 

0110 

001 1 

1 DDD 

DDDD 

XOR 

Exclusive-OR with low accumulator 

1 

1 

01 1 1 

1000 

1 DDD 

DDDD 

ZAC 

Zero accumulator 

1 

1 

01 1 1 

1111 

1000 

1001 

ZALH 

Zero low accumulator and load high 
accumulator 

1 

1 

0110 

0101 

1 DDD 

DDDD 

ZALS 

Zero accumulator and load low 

1 

1 

0110 

0110 

1 DDD 

DDDD 


accumulator with sign-extension 
suppressed 







AUXILIARY REGISTER AND DATA PAGE POINTER INSTRUCTIONS | 


Mnemonic and Description 

Cycles 

Words 


16-Bit Opcode 






MSB 



LSB 

LAR 

Load auxiliary register 

1 

1 

001 1 

100R 

1 DDD 

DDDD 

LARK 

Load auxiliary register immediate short 

1 

1 

01 11 

OOOR 

KKKK 

KKKK 

LARP 

Load auxiliary register pointer 
immediate 

1 

1 

0110 

1000 

1000 

OOOK 

LDP 

Load data memory page pointer 

1 

1 

0110 

1111 

1 DDD 

DDDD 

LDPK 

Load data memory page pointer 
immediate 

1 

1 

0110 

1110 

0000 

OOOK 

MAR 

Modify auxiliary register 

1 

1 

0110 

1000 

1 DDD 

DDDD 

SAR 

Store auxiliary register 

1 

1 

001 1 

OOOR 

1 DDD 

DDDD 

T REGISTER, P REGISTER, AND MULTIPLY INSTRUCTIONS | 


Mnemonic and Description 

Cycles 

Words 


16-Bit Opcode 






MSB 



LSB 

APAC 

Add P register to accumulator 

1 

1 

01 11 

1111 

1000 

1111 

LT 

Load T register 

1 

1 

0110 

1010 

1 DDD 

DDDD 

LTA 

Load T register and accumulate 
previous product 

1 

, 1 

0110 

1100 

1 DDD 

DDDD 

LTD 

Load T register, accumulate previous 
product, and move data 

1 

1 

0110 

1011 

1 DDD 

DDDD 

MPY 

Multiply (with T register, store product 

In P register) 

1 

1 

0110 

1 101 

1 DDD 

DDDD 

MPYK 

Multiply Immediate 

1 

1 

100K 

KKKK 

KKKK 

KKKK 

PAC 

Load accumulator with P register 

1 

1 

01 1 1 

1111 

1000 

1110 

SPAC 

Subtract P register from accumulator 

1 

1 

01 1 1 

1111 

1001 

0000 
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Table 4-2. Instruction Set Summary (Concluded) 


1 BRANCH/CALL INSTRUCTIONS | 


Mnemonic and Description 

Cycles 

Words 


16-Bit Opcode 






MSB 



LSB 

B 

Branch unconditionally 

2 

2 

1111 

1001 

0000 

0000 





0000 

BBBB 

BBBB 

BBBB 

BANZ 

Branch on auxiliary register not zero 

2 

2 

1111 

0100 

0000 

0000 





0000 

BBBB 

BBBB 

BBBB 

BGEZ 

Branch If accumulator ^ 0 

2 

2 

1111 

1101 

0000 

0000 





0000 

BBBB 

BBBB 

BBBB 

BGZ 

Branch if accumulator > 0 

2 

2 

1111 

1100 

0000 

0000 





0000 

BBBB 

BBBB 

BBBB 

BIOZ 

Branch on I/O status = 0 

2 

2 

1111 

0110 

0000 

0000 





0000 

BBBB 

BBBB 

BBBB 

BLEZ 

Branch If accumulator ^ 0 

2 

2 

1111 

101 1 

0000 

0000 





0000 

BBBB 

BBBB 

BBBB 

BLZ 

Branch if accumulator < 0 

2 

2 

1111 

1010 

0000 

0000 





0000 

BBBB 

BBBB 

BBBB 

BNZ 

Branch if accumulator ^ 0 

2 

2 

1111 

1110 

0000 

0000 





0000 

BBBB 

BBBB 

BBBB 

BV 

Branch on overflow 

2 

2 

1111 

0101 

0000 

0000 





0000 

BBBB 

BBBB 

BBBB 

BZ 

Branch if accumulator = 0 

2 

2 

1111 

1111 

0000 

0000 





0000 

BBBB 

BBBB 

BBBB 

GALA 

Call subroutine indirect 

2 

1 

01 1 1 

1111 

1000 

1100 

CALL 

Call subroutine 

2 

2 

1111 

1000 

0000 

0000 





0000 

BBBB 

BBBB 

BBBB 

RET 

Return from subroutine 

2 

1 

01 1 1 

1111 

1000 

1101 

CONTROL INSTRUCTIONS 1 


Mnemonic and Description 

Cycles 

Words 


16-Bit Opcode I 





MSB 



LSB 

DINT 

Disable Interrupt 

1 

1 

01 11 

1111 

1000 

0001 

El NT 

Enable interrupt 

1 

1 

01 1 1 

1111 

1000 

0010 

LST 

Load status register from data memory 

1 

1 

01 1 1 

1011 

1 DDD 

DDDD 

NOP 

No operation 

1 

1 

01 11 

1111 

1000 

0000 

POP 

Pop top of stack to low accumulator 

2 

1 

01 1 1 

1111 

1001 

1101 

PUSH 

Push low accumulator onto stack 

2 

1 

0111 

1111 

1001 

1100 

ROVM 

Reset overflow mode 

1 

1 

01 11 

1111 

1000 

1010 

SOVM 

Set overflow mode 

1 

1 

01 1 1 

1111 

1000 

101 1 

SST 

Store status register 

1 

1 

01 1 1 

1100 

1 DDD 

DDDD 

1 I/d AND DATA MEMORY OPERATIONS | 


Mnemonic and Description 

Cycles 

Words 


16-Bit Opcode I 





MSB 



LSB 

DMOV 

Data move in data memory 

1 

1 

0110 

1001 

1 DDD 

DDDD 

IN 

Input data from port 


1 

0100 

OAAA 

1 DDD 

DDDD 

OUT 

Output data to port 


1 

0100 

1 AAA 

1 DDD 

DDDD 

TBLR 

Table read 


1 

0110 

01 1 1 

1 DDD 

DDDD 

TBLW 

Table write 


1 

01 1 1 

1101 

I DDD 

DDDD 
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Assembly Language Instructions - Individual Descriptions 


4.3 Individual Instruction Descriptions 

Each instruction in the instruction set summary is described in the following 
pages. Instructions are listed in alphabetical order. Information, such as as¬ 
sembler syntax, operands, execution, encoding, description, words, cycles, 
and examples, is provided for each instruction. An example instruction is 
provided on the next two pages to familiarize the user with the special format 
used and explain its content. Refer to Section 4.1 for further information on 
memory addressing. Code examples using many of the instructions are given 
in Section 5 on Software Applications. 
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EXAMPLE 


Example Instruction 


Syntax 

Direct; 

Indirect: 

Immediate: 


Operands 


Execution 


Encoding 

Direct: 

Indirect: 

Immediate: 


[<label>] EXAMPLE <dma>L<shift>] 

[<label>] EXAMPLE rrH-r-}[,<shift>[,<next ARP>]] 

[<label>] EXAMPLE [<constant>] 

Each instruction begins with an assembler syntax expression. The optional 
comment field that concludes the syntax Is not Included in the syntax ex¬ 
pression. Space(s) are required between each field (label, command, op¬ 
erand, and comment fields) as shown in the syntax. The syntax example 
illustrates both direct and indirect addressing, as well as Immediate ad¬ 
dressing in which the operand field includes <constant>. 


0 < dma < 127 
ARP = 0 or 1 
0 < constant < 255 

Operands may be constants or assembly-time expressions which refer to 
memory, I/O and register addresses, pointers, shift counts, and a variety of 
constants. The operand values used in the example syntax are shown. 


(PC) + 1 -> PC 

(ACC) + (dma) x - ACC 

1 interrupt mode (INTM) status bit 
Affects INTM. 

"^his section provides an example of the instruction operation sequence, 
describing the processing that takes pl^ce when the Instruction is executed. 
Conditional effects of status register specified modes are also given. In ad¬ 
dition, those bits In the status registers that are affected by the instruction 
are listed. 


15 14 13 

12 

11 10 9 8 

7 

6 5 4 3 2 1 0 

0 0 0 

0 

Shift 

0 

Data Memory Address 


0 0 0 

0 

Shift 

1 

See Section 4.1 


1 0 0 

13-Bit Constant 


Opcode examples are shown of both direct and indirect addressing or of the 
use of an immediate operand. 
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Example Instruction 


EXAMPLE 


Description 


Words 


Cycles 


Example 


This section decribes the instruction execution and its effect on the rest of 
the processor or memory contents. Any constraints on the operands im¬ 
posed by the processor or the assembler are also described here. The de¬ 
scription parallels and supplements the information given by the execution 
block. 


1 

The digit specifies the number of memory words required to store the in¬ 
struction and its extension words. 

1 

The digit specifies the number of cycles required to execute the instruction. 


ADD DAT1,3 ;(DP = 0) 
or 

ADD *,3 ;If current auxiliary register contains 1. 


Before Instruction 


After Instruction 


Data 

Memory 


2h 


Data 

Memory 

1 


2h 


ACC 


7h 


ACC 


17h 


The sample code presented in the above format shows the effect of the 
code on memory and/or registers. 
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ABS 


Syntax 

Operands 

Execution 

Encoding 

Description 


Words 

Cycles 

Example 


Absolute Value of Accumulator 


[<label>] ABS 
None 

(PC) + 1 - PC 
If (ACC) < 0: 

Then -(ACC) ACC 


15 

14 13 

12 11 

10 

9 

S 

7 6 

5 

4 

3 

2 

1 0 

[Z 

1 1 

1 1 

1 

1 

1 

1 0 

0 

0 

1 

0 

0 0 


If the contents of the accumulator are greater than or equal to zero, the ac¬ 
cumulator is unchanged by the execution of ABS. If the contents of the 
accumulator are less than zero, the accumulator is replaced by its two's- 
complement value. 

Note that SOOOOOOOh Is a special case. When the overflow mode Is not set, 
the ABS of SOOOOOOOh is SOOOOOOOh. When in the overflow mode, the 
ABS of SOOOOOOOh is TFFFFFFFh. 

1 

1 

ABS 


Before Instruction 


After Instruction 


ACC 


1234h 


ACC 


1234h 


ACC 


OFFFFFFFFh 


ACC 


1h 
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Add to Accumulator with Shift 


ADD 


Syntax 

Direct: [<label>] ADD <dma>[,<shift>] 

Indirect: [<label>] ADD {*1*+ r-}[,<shift>[,<next ARP>]] 

Operands 0 ^ dma 

ARP = 0 or 1 

Execution (PC) + 1 PC 

(ACC) + (dma) x - ACC 


Encoding 

15 

14 

13 

12 

11 

10 9 

8 

7 

6 

5 4 3 2 1 0 

Direct: | 

iL. 

0 

0 

_£j 

Shift 

[Z 

Data Memory Address 












Indirect:] 

[Z 

0 

0 

IZ 

Shift 

[Z 

See Section 4.1 


Description Contents of the addressed data memory location are left-shifted and added 
to the accumulator. During shifting, low-order bits are zero-filled, and 
high-order bits are sign-extended. The result is stored in the accumulator. 


Words 1 

Cycles 1 


Example 1 add d at 1,3 
or 

ADD *,3 


;(DP = 0) 

;If current auxiliary register contains 1. 


Before Instruction 


After Instruction 


Data 

Memory 

1 


2h 


Data 

Memory 

1 


2h 


ACC 


7h 


ACC 


17h 


Example 2 add dat2,4 
or 

ADD *,4 


;(DP = 0) 

;If current auxiliary register contains 2. 


Before Instruction 


After Instruction 


Data 1 — 

Memory 

2 

BBOEh 

Data 

Memory 

2 

ACC [2 

Oh 

ACC 


BBOEh 


OFFFBBOEOh 


4-15 





ADDH 


Add to High Accumulator 


Syntax 

Direct; [<label>] ADDH <dma> 

Indirect: [<label>] ADDH {*r + r-}[,<next ARP>] 

Operands 0 < dma ^127 
ARP = 0 or 1 

Execution (PC) + 1 PC 

(ACC) + (dma) x 2’® - ACC 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: 

0 

1 

1 

0 

0 

0 

0 

0 

0 

Data Memory Address 












Indirect: 


1 

1 

0 

0 

0 

0 

0 

1 ^ 

See Section 4.1 


Description Contents of the addressed data memory location are added to the upper 
half of the accumulator (bits 31 through 16). Low-order bits are unaffected 
by ADDH. 

The ADDH instruction may be used in performing 32-bit arithmetic. 


Words 1 

Cycles 1 


Example addh dat5 ;(dp = 0) 
or 

ADDH * ;If current auxiliary register contains 5. 

Before Instruction After Instruction 


Data 

Memory 

5 

ACC 



Data 


4h 

Memory 

4h 


5 


13h 

1 ACC 

40013h 





ADDS 


Add to Accumulator 
with Sign-Extension Suppressed 


ADDS 


Syntax 

Direct: [<label>] ADDS <dma> 

Indirect: [<label>] ADDS {*r + |*-}[,<next ARP>] 

Operands 0 ^ dma ^127 
ARP = 0 or 1 

Execution (PC) + 1 PC 

(ACC) + (dma) ACC 

(dma) is a 16-bit unsigned number. 

Affects OV; affected by OVM. 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: | 

[i. 

1 

1 

0 

0 

0 

0 

1 

1 ^ 

Data Memory Address 












Indirect: | 

[L 

1 

1 

0 

0 

0 

0 


LlJ 

See Section 4.1 


Description Contents of the specified data memory location are added with sign-ex¬ 
tension suppressed. The data is treated as a 16-bit unsigned number rather 
than a two's-complement number. Therefore, there Is no sign-extension as 
with the ADD instruction. 


Words 

Cycles 

Example 


The ADDS instruction can be used in implementing 32-blt arithmetic. 
1 
1 


ADDS DATll ;(DP = 0) 

or 

ADDS * ;If current auxiliary register contains 11. 


Before Instruction 


After Instruction 


Data 

Memory 

11 


ACC 



Data 


0F006h 

Memory 

11 

0F006h 



3h 

ACC 

0F009h 
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AND 


AND with Low-Order Bits of Accumulator 


Syntax 

Direct: 

Indirect: 

Operands 

Execution 

Encoding 

Direct: 

Indirect: 

Description 

Words 

Cycles 

Example 


[<label>] AND <dma> 

[<label>] AND {*1*+ r-}[,<next ARP>] 

0 ^ dma 127 
ARP = 0 or 1 

(PC) +1 PC 

(ACC(15-0)).AND.(dma) ACC(15-0) 

0ACC(31-16) 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

it' 

1 

1 

1 

1 

0 

0 

1 

0 

Data Memory Address 


0 

1 

1 

1 

1 

0 

0 

1 

1 

See Section 4.1 


The lower half of the accumulator is ANDed with the contents of the ad¬ 
dressed data memory location. The upper half of the accumulator Is ANDed 
with ail zeroes. Therefore, the upper half of the accumulator is always ze¬ 
roed by the AND instruction. 

1 

1 

AND DAT16 ;(DP =0) 

or 

AND * ;If current auxiliary register contains 16. 

Before Instruction After Instruction 


Data 

Memory 

16 


OFFh 


Data 

Memory 

16 


OFFh 


ACC 


12345678h 


ACC 


78h 
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Add P Register to Accumulator 


APAC 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] APAC 
None 

(PC) + 1 PC 

(ACC) + (P register) ACC 

Affects OV; affected by OVM. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

fo i i i i i i i i o o o i i i T 


The contents of the P register, the result of a multiply, are added to the 
contents of the accumulator. The result is stored in the accumulator. 

The APAC Instruction Is a subset of the LTA and LTD instructions. 

1 

1 

APAC 


Before Instruction 


After Instruction 


P 


40h 


P 


40h 


ACC 


20h 


ACC 


60h 
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B 


Branch Unconditionally 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] B <pma> 

0 < pma < 4095 
pma PC 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

11 11100100000000 
Program Memory Address 

Control passes to the designated program memory address (pma). Pma can 
be either a symbolic or a numeric address. 

2 

2 

B PRG191 ;191 is loaded into the program counter, 
;and the program continues running from 
;that location. 
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Branch on Auxiliary Register Not Zero 


BANZ 


Syntax 

Operands 

Execution 

Encoding 

Description 


Words 

Cycles 

Example 


[<label>] BANZ <pma> 

0 ^ pma ^ 4095 

If (AR bits 8-0) 96 0; 

Then pma -► PC; 

Else (PC) + 2 - PC 
(AR) - 1 AR. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

1 1 1 1 01 000000 0000 

Program Memory Address 


If the lower nine bits of the current auxiliary register are not equal to zero, 
then the address contained in the following word is loaded Into the pro¬ 
gram counter. If these bits are equal to zero, the current program counter is 
Incremented by two. In either case, the auxiliary register is decremented. 
Note that the test for zero Is performed before decrementing the auxiliary 
register. The branch to a location in program is specified by the program 
memory address (pma). Pma can be either a symbolic or numeric address. 

2 

2 

BANZ PRG35 


Before Instruction 


After Instruction 


or 


AR 

PC 


AR 

PC 



AR 

PC 


AR 

PC 



Note: 

BANZ is designed for loop control using the auxiliary registers as loop 
counters. The auxiliary register is decremented after testing for zero. 
The auxiliary registers also behave as modulo 512 counters. 
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BGEZ 


Branch if Accumulator 
Greater Than or Equal to Zero 


BGEZ 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] BGEZ <pma> 

0 :< pma ^ 4095 

If (ACC) >0: 

Then pma -► PC; 

Else (PC) + 2 PC. / 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

1111110100000000 
Program Memory Address 


If the contents of the accumulator are greater than or equal to zero, then 
branch to the specified program memory location. The branch to a location 
in program is specified by the program memory address (pma), Pma can 
be either a symbolic or numeric address. 

2 

2 

BGEZ PRG217 ;217 is loaded into the program counter 
;if the accumulator is greater than or 
;equal to zero. 
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Branch if Accumulator Greater Than Zero 


BGZ 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] BGZ <pma> 

0 ^ pma ^ 4095 

If (ACC) > 0; 

Then pma PC; 

Else (PC) + 2 PC. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

1111110000000000 
Program Memory Address 


If the contents of the accumulator are greater than zero, then branch to the 
specified program memory location. The branch to a location in program 
is specified by the program memory address (pma). Pma can be either a 
symbolic or numeric address. 

2 

2 

BGZ PRG342 ;342 is loaded into the program counter 

;if the accumulator is greater than zero. 


/ 
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BIOZ 


Syntax 
Operands 
, Execution 

Encoding 

Description 


Words 

Cycles 

Example 


Branch on I/O Status Equal to Zero 


[<label>] BIOZ <pma> 

0 ^ pma ^ 4095 

If Bio = 0: 

Then pma PC; 

Else (PC) + 2 PC. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

11 11 0 1 1 0 00000000 

Program Memory Address 


If the BIO pin is active low, then branch to the specified prograrh memory 
location. Otherwise, the program counter is incremented to the next in¬ 
struction. The branch to a location in program is specified by the program 
memory address (pma). Pma can be either a symbolic or numeric address. 

The BIOZ instruction in conjunction with the ITo pin can be used to test if 
a peripheral is ready to send or receive data. Polling the BIO pin using BIOZ 
may be preferable to an interrupt when executing time-critical loops. 

2 

2 

BIOZ PRG64 ;If the BIO pin is active (low), then 

;a branch to location 64 occurs. Otherwise, 
;the program counter is incremented. 


4-24 






BLEZ 

Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


Branch if Accumulator 
Less Than or Equal to Zero _ BLEZ 


[<label>] BLEZ <pma> 

0 ^ pma ^ 4095 

If (ACC) ^ 0: 

Then pma PC; 

Else (PC) + 2 PC. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

11111011000 0 0000 
Program Memory Address 


If the contents of the accumulator are less than or equal to zero, then 
branch to the specified program memory location. The branch to a location 
in program is specified by the program memory address (pma). Pma can 
be either a symbolic or numeric address. 

2 

2 

BLEZ PRG63 ;63 is loaded into the program counter if 
;the accumulator is less than or equal to 
;zero. 
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BLZ 


Branch if Accumulator Less Than Zero 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] BLZ <pma> 

0 ^ pma ^ 4095 

If (ACC) < 0: 

Then pma -► PC; 

Else (PC) + 2 PC. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

1111101000000000 
Program Memory Address 


If the contents of the accumulator are less than zero, then branch to the 
specified program memory location. The branch to a location in program 
is specified by the program memory address (pma). Pma can be either a 
symbolic or numeric address. 

2 

2 

BLZ PRG481 ;481 is loaded into the program counter 
;if the accumulator is less than zero. 




Branch if Accumulator Not Equal to Zero 


BNZ 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cyc/es 

Exampie 


[<label>] BNZ <pma> 

0 ^ pma ^ 4095 

If (ACC) 94 0: 

Then pma PC; 

Else (PC) + 2 PC. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

1111111000000000 
Program Memory Address 


If the contents of the accumulator are not equal to zero, then branch to the 
specified program memory location. The branch to a location in program 
is specified by the program memory address (pma). Pma can be either a 
symbolic or numeric address. 

2 

2 

BNZ PRG320 ;320 is loaded into the program counter 
;if the accumulator does not equal zero. 
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BV 


Branch on Overflow 


Syntax 

Operands 

Execution 

Encoding 

Description 


Words 

Cycles 

Example 


[<label>] BV <pma> 

0 ^ pma ^ 4095 

If overflow (OV) status bit = 1: 

Then pma PC and 0 OV; 

Else (PC) + 2 PC. 

Affects OV; affected by OV. 

15 14 13 12 11 MO 9 8 7 6 5 4 3 2 1 0 

1 1 1 101 01 00000000 

Program Memory Address 


If the overflow (OV) flag has been set, then a branch to the specified pro¬ 
gram memory location occurs and the overflow flag is cleared. Otherwise, 
the program counter is incremented to the next instruction. The branch to 
a location in program is specified by the program memory address (pma). 
Pma can be either a symbolic or numeric address. 

2 

2 

BV PRG610 ;If an overflow has occurred since the 

;overflow flag was last cleared, then 610 
;is loaded into the program counter and 
;OV is cleared. Otherwise, the program 
;counter is incremented. 
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Branch if Accumulator Equals Zero 


BZ 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] BZ <pma> 

0 ^ pma ^ 4095 

If (ACC) = 0: 

Then pma PC; 

Else (PC) + 2 PC. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

1111111100000000 
Program Memory Address 


If the contents of the accumulator are equal to zero, then branch to the 
specified program memory location. The branch to a location in program 
is specified by the program memory address (pma). Pma can be either a 
symbolic or numeric address. 

2 

2 

BZ PRG102 ;102 is loaded into the program counter 

;if the accumulator is equal to zero. 
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GALA 


Call Subroutine Indirect 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycies 

Example 


[<label>] GALA 
None 

(PC) + 1 TOS 
(ACC(11-0)) PC 


15 14 

13 

12 11 10 9 8 7 

6 5 4 3 2 

1 

0 

0 1 

1 

111111 

0 0 0 1 1 

0 

Z] 


The current program counter is incremented and pushed onto the top of the 
stack. Then, the contents of the 12 least significant bits of the accumulator 
are loaded into the PC. 

The GALA instruction is used to perform computed subroutine calls. 

1 

2 

GALA 


Before Instruction 


After Instruction 


PC 

ACC 


Stack 


25h 


PC 


83h 


83h 

ACC 

83h 




32h 


26h 

75h 

Stack 

32h 

84h 


75h 

49h 


84h 
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Call Subroutine 


CALL 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] CALL <pma> 

0 ^ pma ^ 4095 

(PC) + 2 TOS 
pma “► PC 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

1 1 1 1 100000000000 

Program Memory Address 


The current program counter is incremented by two and pushed onto the 
top of the stack. The specified program memory address (pma) is then 
loaded into the PC. Pma can be either a symbolic or a numeric address. 

2 

2 

CALL PRG109 


Before Instruction 


After Instruction 


PC 


Stack 


33h 

PC 

6 Dh 




71 h 


35h 

48h 

Stack 

71 h 

16h 


48h 

80h 


16h 
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DINT 


Disable Interrupt 


Syntax 

Operands 

Execution 

Encoding 

Description 


Words 

Cycles 

Example 


[<label>] DINT 
None 

(PC) + 1 PC 

1 interrupt mode (INTM) status bit 
Affects INTM. 

15 14 13 12 11 10 9876543210 


La. 

1 

1 

1 

1 

1 

1 

1 

1 

0 

0 

0 

0 

0 

0 1 


The interrupt mode (INTM) status bit is set to logic 1. Maskable Interrupts 
are disabled immediately after the DINT instruction executes. Interrupts are 
also disabled by a reset. Note that the LST instruction does not affect 
INTM- 

The unmaskable interrupt is not disabled by this instruction. Interrupts 
are also disabled by a reset. 

1 

1 

DINT ;Maskable interrupts are disabled, and INTM 

;is set to one. 


( 
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Data Move in Data Memory 


DMOV 


Syntax 

Direct: [<label>] DMOV <dma> 

Indirect: [<label>] DMOV {*|* + r-}[,<next ARP>] 

Operands 0 ^ dma ^ 127 
ARP = 0 or 1 

Execution (PC) + 1 PC 
(dma) dma + 1 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: | 


1 

1 

0 

1 

0 

0 

:z] 

LlJ 

Data Memory Address 












Indirect:] 

[Z 

1 

1 

0 

1 

0 

0 

n] 

CD 

See Section 4.1 


Description The contents of the specified data memory address are copied into the 
contents of the next higher address. When data is copied from the ad¬ 
dressed location to the next higher location, the contents of the addressed 
location remain unaltered. 

The data move function is useful in implementing the delay encountered 
In digital signal processing. The DMOV function is included in the LTD in¬ 
struction (see LTD for more information). 

Words 1 

Cycles 1 


Example 


DMOV DATS 

or 

DMOV * ;If current auxiliary register contains 8. 

Before Instruction After Instruction 


Data 

Memory 


43h 


Data 

Memory 

8 


43h 


Data 

Memory 

9 



Data 


2 h 

Memory 

9 

43h 
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EINT 


Enable Interrupt 


Syntax 

Operands 

Execution 

Encoding 

Description 


Words 

Cycles 

Example 


[<label>] EINT 
None 

(PC) + 1 PC 

0 interrupt mode (INTM) status bit 
Affects INTM. 


15 14 13 

12 

11 

10 9 8 

7 

6 5 4 

3 

2 

1 

0 

0 1 1 

1 

1 

1 1 1 

1 

0 0 0 

0 

0 

1 



The Interrupt mode (INTM) status bit Is cleared to logic 0. Maskable in¬ 
terrupts are enabled after the Instruction following EINT executes. This al¬ 
lows an interrupt service routine to re-enable Interrupts and execute a RET 
instruction before any other pending interrupts are processed. Note that the 
EINT Instruction should not be used Immediately preceding a branch in¬ 
struction. 

The LST instruction does not affect INTM. (See the DINT Instruction for 
further information.) 

1 

1 

EINT ;Maskable interrupts are enabled, and INTM 

;is set to zero. 
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Input Data from Port 


IN 


Syntax 

Direct: [<label>] IN <dma>,<PA> 

Indirect: [<label>] IN {*r + r-},<PA>[,<next ARP>] 

Operands 0 ^ dma <127 
ARP = 0 or 1 
0 ^ port address PA < 7 

Execution (PC) + 1 PC 

Port address address lines A2/PA2-A0/PA0 
0 address bus A11 -A3 
Data bus D15-D0 dma 

Encoding 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

Direct: 


Indirect: 

Description The IN instruction reads data from a peripheral and places It in data mem¬ 
ory. This Is a two-cycle instruction. During the first cycle, the port address 
Is sent to address lines A2/PA2-A0/PA0. DEN goes low during the same 
cycle, strobing in the data that the addressed perip heral places on the data 
bus D15-D0. On the TMS32010/Cl 0/Cl 5/El 5, MEN will remain high 
when DEN is active. On the TMS320C17/El 7, the MEN signal is not avail¬ 
able. 


Words 

1 



Cycles 

2 



Example 

IN 

STAT,PAS 

;Read in word from peripheral on port 
;address 5. Store in data memory 
;location STAT. 


or 




LARK 

LARP 

IN 

1,20 

1 

*-,PAl,0 

;Load ARl with decimal 20. 

;Load ARP with decimal 1. 

;Read in word from peripheral on port 


;address 1. Store in data memory 
; location 20. Decrement ARl to 19. 
;Load the ARP with 0. 
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LAC 


Load Accumulator with Shift 


Syntax 

Direct: [<label>] LAC <dnna>[,<shift>] 

Indirect: [<label>] LAC {*r + r-}[,<shift>[,<next ARP>]] 

Operands 0 dma ^127 
ARP = 0 or 1 

0 ^ shift < 15 (defaults to 0) 

Execution (PC) + 1 PC 

(dma) X - ACC 


Encoding 

15 14 13 12 

11 10 9 8 

7 

6 5 4 3 2 1 0 

Direct: | 

0 0 10 

Shift 

1 ^ 1 

Data Memory Address 






Indirect:] 

0 0 10 

Shift 

LlJ 

1 See Section 4.1 


Description 


Words 

Cycles 

Example 


Contents of the specified data memory address are left-shifted and loaded 
into the accumulator. During shifting, low-order bits are zero-filled. 
High-order bits are sign-extended. 

1 

1 


LAC DATS, 4 

or 

LAC *,4 


Data 

Memory 


ACC 


;(DP = 0) 

;If current auxiliary register contains 6. 

Before Instruction After Instruction 



Data 


1 h 

Memory 

6 

1 h 



Oh 

1 ACC 

lOh 
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Load Accumulator Immediate 


LACK 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] LACK <constant> 

0 ^ constant ^ 255 

(PC) + 1 - PC 

8-bit positive constant -► ACC 


15 14 13 12 11 10 9 8 

7 

6 5 4 3 2 1 0 

0 1111110 

8 -Bit Constant 


The 8-bit constant is loaded into the accumulator right-justified. The upper 
24 bits of the accumulator are zeroed (i.e., sign extension is suppressed). 

1 

1 

LACK 15h 


Before Instruction 


After Instruction 


ACC 


31 h 


ACC 


15h 
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LAR 


Lx)ad Auxiliary Register 


Syntax 

Direct: [<label>] LAR <AR>,<dma> 

Indirect: [<label>] LAR <AR>,rr + |*-}[,<next ARP>] 

Operands 0 < dma ^ 127 

auxiliary register AR = 0 or 1 
ARP = 0 or 1 

Execution (PC) + 1 PC 

(dma) auxiliary register AR 


Encoding 

15 

14 13 

12 

11 

10 

9 

8 

7 

6 

5 4 3 2 1 0 

Direct: | 

1 0 

0 1 

1 

1 

0 


AR 

rz 

Data Memory Address 












Indirect: j 

[Z 

0 1 

1 

1 

0 

0 

AR 

1 I 


See Section 4.1 


Description 


Words 

Cycles 

Example 


The contents of the specified data memory address are loaded into the de¬ 
signated auxiliary register. The LAR and SAR (store auxiliary register) in¬ 
structions can be used to load and store the auxiliary registers during 
subroutine calls and interrupts. If an auxiliary register is not being used for 
indirect addressing, LAR and SAR enable the register to be used as an ad¬ 
ditional storage register, especially for swapping values between data 
memory locations without affecting the contents of the accumulator. 

If indirect addressing is used to load the current auxiliary register (i.e., if the 
AR specified in the LAR instruction is the AR pointed to by the ARP), then 
the new value will be loaded into the auxiliary register from data memory 
and any decrement or increment specified will not be performed. 

1 


LAR 


AR0,DAT19 


Before Instruction 


After Instruction 


also. 


Data 1 

Memory 

19 ' 

18h 

1 Data 

Memory 
' 19 


ARO 1 

6 h 

ARO 

0 

ARO,*- 

Data 1 

Memory 


1 Data 

Memory 

32h 

7 


7 

ARO 

7h 

1 ARO 


18h 


18h 


32h 


32h 
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Load Auxiliary Register Immediate 


LARK 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] LARK <AR>,<constant> 

0 ^ constant ^ 255 
auxiliary register AR = 0 or 1 

(PC) + 1 -> PC 

8-bit constant auxiliary register AR 


15 14 

13 

12 11 

10 

9 

8 

7 6 

5 4 3 2 1 0 

0 1 

1 

1 0 

0 


AR 

8 -Bit Constant 


The 8-bit positive constant is loaded into the designated auxiliary register 
right-justified and zero-filled (i.e., sign-extension suppressed). 

LARK is useful for loading an Initial loop counter value Into an auxiliary 
register for use with the BANZ instruction. 

1 

1 


LARK ARO,2Ih 


Before Instruction 


ARO 


Oh 


After Instruction 


ARO 


21 h 
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LARP 


Load Auxiliary Register Pointer 


Syntax 

Operands 

Execution 

Enqoding 

Description 


Words 

Cycies 

Exampie 


[<label>] LARP <constant> 

0 ^ cohstant 1 

(PC) + 1 PC 
Constant -►ARP 
Affects ARP 


15 14 13 12 11 10 9 8 


1 


1 


1 


0 \ARF\ 


The auxiliary register pointer is loaded with the one-bit constant identifying 
the desired auxiliary register. ARP can also be modified by the LST and 
MAR instructions, as well as any Instruction that is used in the Indirect ad¬ 
dressing mode. 

The LARP instruction is a subset of MAR; i.e., the opcode is the same as 
MAR In the indirect addressing mode. The instruction mar *,<next arp> 
has the same effect as LARP. 


1 

1 


LARP 1 ;Any succeeding instructions will use 

;auxiliary register ARl for indirect 
;addressing. 
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Load Data Memory Page Pointer 


LDP 


Syntax 

Direct: [<label>] LDP <dma> 

Indirect: [<label>] LDP {*|* + |*-}L<next ARP>] 

Operands 0 ^ dma ^127 
ARP = 0 or 1 

Execution (PC) + 1 PC 

LSB of (dma) data memory page pointer (DP = 0 or 1) 
Affects DP. 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: 

iL 

1 

1 

0 

1 

1 

1 

1 I 

[oj 

Data Memory Address 












Indirect: | 

[Z 

1 

1 

0 

1 

1 

1 

1 

1 

See Section 4.1 


Description The least significant bit of the contents of the specified data memory ad¬ 
dress is loaded into the DP (data memory page pointer) register. All high¬ 
er-order bits are ignored In the data word. DP = 0 defines page 0 that 
contains words 0-127. DP = 1 defines page 1 that contains words 
128-143/255. The DP may also be loaded by the LST and LDPK in- 



structlons. 





Words 

1 






Cycles 

1 






Example 

LDP 

or 

LDP 

DATl ; 

*,1 

;LSB of location DATl is loaded into DP. 

LSB of location currently addressed by 
auxiliary register is loaded into DP. 
ARP is set to 1. 



Before Instruction 


After Instruction 



Data I 

Memory 



Data 1 

Memory 

1 ' 




OFEDCh 


OFEDCh 



1 






DP 

1h 

1 

DP 

Oh 
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LDPK 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


Load Data Memory Page Pointer Immediate 


[<label>] LDPK <constant> 

0 ^ constant < 1 
(PC) + 1 PC 

Constant data memory page pointer (DP) 
Affects DP. 


15 14 

13 

12 11 10 9 

8 

7 

6 

5 

4 

3 

2 

1 

01 

0 1 

1 

0 1 11 

0 

0 

0 

0 

0 

0 

0 


DP 


The DP (data memory page pointer) register is loaded with a 1 -bit constant. 
DP = 0 defines page 0 that contains words 0-127. DP = 1 defines page 1 
that contains words 128-143/255. The DP may also be loaded by the LST 
and LDP instructions. 

1 

1 

LDPK 0 ;The data page pointer is eet to 0. 
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Load Status Register from Data Memory 


LST 


Syntax 

Direct: [<label>] LST <dma> 

Indirect: [<label>] LST {*[*+ r-}L<next ARP>] 

Operands 0 s dma ^127 
ARP = 0 or 1 

Execution (PC) + 1 -> PC 

(dma) -► status register bits 
Affects ARP, OV, OVM, and DP. 

Does not affect INTM. 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: | 


1 

1 

1 

1 

0 

1 

1 1 

1 ^ 

Data Memory Address 












Indirect: I 

[Z 

1 

1 

1 

1 

0 

1 

1 

1 ^ 

See Section 4.1 


Description The status register is loaded with the addressed data memory value. Note 
that the INTM (interrupt mode) bit is unaffected by LST. 

The LST instruction is used to load the status register after interrupts and 
subroutine calls. The status register contains the status bits: OV (overflow 
flag) bit OVM (overflow mode) bit ARP (auxiliary register pointer), and 
DP (data memory page pointer). These bits were stored (by the SST in¬ 
struction) in the data memory word as follows: 


15 

14 

13 

12 11 10 

9 

8 

7 

6 

5 

4 

3 

2 

1 

0 

OV 

OVM 

INTM 

1 1 1 

1 

ARP 

[T 

1 

1 

1 

1 

1 

0 1 



Words 1 

Cycles 1 


Example 


LARP 0 
or 

LST *,1 ;The data memory word addressed by the 

;contents of auxiliary register ARO 
;replaces the status bits. ARP becomes 1. 


Note: 

When using direct addressing, the SST instruction always saves status 
on page 1. The LST instruction will not automatically restore status 
from page 1. Therefore, the user must specify the correct data page 
pointer. 
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7 


Load T Register 


LT 


Syntax 

Direct: 

Indirect: 

Operands 

Execution 

Encoding 

Direct: 

Indirect: 

Description 

Words 

Cyc/es 

Example 


's 

[<label>] LT <dma> 

[<label>] LT rr + r-}L<next ARP>] 

0 < dma <127 
ARP = 0 or 1 

(PC) + 1 PC 
(dma) T register 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

5 4 3 2 1 0 

Lo_ 

1 

1 

0 

1 

0 

1 

0 

0 

Data Memory Address 


0 

1 

1 

0 

1 

0 

1 

0 

1 

See Section 4.1 


The T register is loaded with the contents of the specified data memory lo¬ 
cation. The LT instruction may be used to load the T register in preparation 
for multiplication (see the LTA, LTD, MPY, and MPYK instructions). 

1 

1 


LT DAT24 ;(DP =0) 

or 

LT * ;If current auxiliary register contains 24. 


Before Instruction 


After Instruction 


Data 

Memory 

24 


62h 


Data 

Memory 

24 


62h 


T 


3h 


T 


62h 
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Load T Register and Accumulate Previous Product 


LTA 


Syntax 

Direct: [<label>] LTA <dma> 

Indirect: [<label>] LTA {*|* + |*-}[,<next ARP>] 

Operands 0 ^ dma <127 
ARP = 0 or 1 

Execution (PC) + 1 PC 

(dma) -► T register 
(ACC) + (P register) -► ACC 
Affects OV; affected by OVM. 

Encoding 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

Direct: 

Indirect: 

Description The T register is loaded with the contents of the specified data memory 
address. The P register, containing the previous product of the multiply 
operation, is added to the accumulator, and the result Is stored In the ac¬ 
cumulator. 

The function of the LTA Instruction is Included in the LTD instruction. 
Words 1 

Cycles 1 

Example lta dat24 ;(dp = o) 

or 

LTA * ;If current auxiliary register contains 24. 



Before Instruction 


After Instruction 
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LTD 


Load T Register, Accumulate 
Previous Product, and Move Data 


LTD 


Syntax 

Direct: [<label>] LTD <dma> 

Indirect: [<label>] LTD rr + |*-}[,<next ARP>] 

Operands 0 < dma <127 
ARP = 0 or 1 

Execution (PC) + 1 PC 

(dma) T register 

(dma) dma + 1 

(ACC) + (P register) -► ACC 

Affects OV; affected by OVM. 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

ni !««/>+• I 

j Q 

1 

1 

r\ 

1 

0 

1 

n 
• 1 

1 0 1 

Data IVytomrkrv/ Arirlrocc 


\ 










Indirect: 


1 

1 

0 

1 

0 

1 

1 

1 I 

See Section 4.1 


Description The T register is loaded with the contents of the specified data memory 
address. The contents of the P register are added to the accumulator, and 
the result Is placed in the accumulator. The contents of the specified data 
memory address are also copied to the next higher data memory address. 
This function is described under the instruction DMOV. 


Words 

Cycles 

Example 


1 

1 

LTD DAT24 ;(DP = 0) 
or 

LTD * /If current auxiliary register contains 24. 


Before Instruction 


After Instruction 


Data 

Memory 

24 


Data 

Memory 

25 


T 


P 

ACC 


62h 

1 Data 1 

Memory 

' 24 ' 

1 Data 1 

Memory 

' 25 ' 

62h 



Oh 

62h 



3h 

1 ^ 

62h 




OFh 

1 ^ 

OFh 




5h 

1 ACC 

14h 
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Modify Auxiliary Register 


MAR 


Syntax 

Direct: 

Indirect: 

Operands 

Execution 

Encoding 

Direct: 

Indirect: 

Description 


Words 

Cycles 


[<label>] MAR <dma> 

[<label>] MAR {*r + |*-}[,<next ARP>] 

0 ^ dma ^ 127 
ARP = 0 or 1 

(PC) + 1 PC 

Modifies AR(ARP), ARP as specified by the indirect addressing field 
(acts as a NOP in direct addressing). 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

5 4 3 2 1 0 


1 

1 

0 

1 

0 

0 

0 

0 

Data Memory Address 



1 

1 

0 

1 

0 

0 

0 

1 

See Section 4.1 


In the indirect addressing mode, the auxiliary registers are either incre¬ 
mented or decremented and the ARP is modified; however, no use is made 
of the memory being referenced. MAR is used only to modify the auxiliary 
registers or the ARP. ARP may also be loaded by an LST instruction. 

MAR acts as a no-operation (NOP) instruction in the direct addressing 
mode. Also, the LARP instruction is a subset of MAR (i.e., MAR *,0 per¬ 
forms the same function as LARP 0). 

1 

1 


4-47 






MAR 


Modify Auxiliary Register 


Example 1 


Example 2 


Example 3 


MAR ;Load the ARP with 1. 

Before Instruction 


ARP 


0 


ARP 


After Instruction 


1 


MAR ;Decrement current auxiliary register (in this 

;case, ARl) 

Before Instruction After Instruction 


AR1 


35h 


AR1 


HU 


MAR *+,0 ;Increment current auxiliary register (ARl) 
;and load ARP with 0. 

Before Instruction After Instruction 


AR1 


34h 


ARP 


AR1 


35h 


ARP 
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Multiply 


MPY 


Syntax 

Direct: [<label>] MPY <dma> 

Indirect: [<label>] MPY {*|* + r-}[,<next ARP>] 

Operands 0 ^ dma ^127 
ARP = 0 or 1 

Execution (PC) + 1 PC 

(T register) x (dma) -► P register 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: 


1 

1 

0 

1 

1 

0 

□] 


Data Memory Address 












Indirect: 


1 

1 

0 

1 

1 

0 

H] 

CE 

See Section 4.1 


Description The contents of the T register are multiplied by the contents of the ad¬ 
dressed data memory location. The result is placed in the P register. 

During an interrupt all registers except the P register can be saved and re¬ 
stored directly. However, the first-generation TMS320 devices have hard¬ 
ware protection against servicing an interrupt between an MPY or MPYK 
instruction and the following instruction. For this reason, it is advisable to 
follow MPY and MPYK with LTA, LTD, PAC, APAC, or SPAC. 


Words 

Cycles 

Example 


Note that no provisions are made for the condition of SOOOh x SOOOh. If 
this condition arises, the product will be OCOOOOOOOh. 

1 

1 


MPY DAT13 ;(DP =0) 
or 

MPY * ;If current auxiliary register contains 13. 


Before Instruction 


After Instruction 


Data 

Memory 

13 


T 


P 



Data 

Memory 

13 


T 
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MPYK 


Multiply Immediate 


Syntax 

Operands 

Execution 

Encoding 

Description 


Words 

Cycles 

Example 


\ 

[<label>] MPYK <constant> 

-2 < constant < 2^^ 

(PC) + 1 PC 

(T register) x constant -► P register 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 


1 0 0 


13-Bit Constant 


The contents of the T register are multiplied by the signed 13*bit constant. 
The result Is loaded Into the P register. 

During an Interrupt, all registers except the P register can be saved and re¬ 
stored directly. Since no provision is made to sa\/e the contents of the P 
register during an interrupt, the MPYK instruction should be followed by 
one of the following instructions: PAC, APAC, SPAC, LTA, or LTD. Pro¬ 
vision is made in hardware to inhibit interrupt during MPYK until the next 
instruction is executed. 

1 

1 

MPYK -9 


Before Instruction 


After Instruction 


7h 


T 


7h 


P 


2Ah 


P 


OFFFFFFCIh 
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No Operation 


NOP 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] NOP 
None 

(PC) + 1 PC 


15 14 13 12 11 10 9 8 

7 

6 5 4 3 

2 

1 

0 

0 1111111 

1 

0 0 0 0 

0 

0 

Z] 


No operation is performed. NOP affects only the PC. 

NOP is useful as a pad or temporary instruction during program develop¬ 
ment. 

1 

1 

NOP 
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OR 


OR with Accumulator 


Syntax 

Direct: [<label>] OR <dma> 

Indirect: [<label>] OR {*r + |*-}[,<next ARP>] 

Operands 0 < dma ^127 
ARP = 0 or 1 

Execution (PC) + 1 PC 

(ACC(15-0)) .OR.dma ACC(15-0) 
(ACC(31-16)) - ACC(31-16) 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: | 


1 

1 

1 

1 

0 

1 


L 2 J 

Data Memory Address 












Indirect: | 


1 

1 

1 

1 

0 

1 

0 

1 ^ 

See Section 4.1 


Description The low-order bits of the accumulator are ORed with the contents of the 
addressed data memory location. The high-order bits of the accumulator 
are ORed with all zeroes. Therefore, the upper half of the accumulator is 
unaffected by this instruction. The result Is stored In the accumulator. 

The OR instruction is useful for comparing selected bits of a data word. 


Words 

1 



Cycles 

1 



Example 

OR 

DAT88 ; (DP = 

0) 


or 




OR 

* ;Where 

current auxiliary register contains 88 


Before Instruction After Instruction 


Data 

Memory 

se 


ACC 



Data 


OFOOOh 

Memory 

88 

OFOOOh 



100002h 

1 ACC 

10F002h 
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Output Data to Port 


OUT 


Syntax 

Direct: 

Indirect: 

Operands 

Execution 

Encoding 

Direct: 

Indirect: 

Description 

Words 

Cycles 

Example 


[<label>] OUT <dma>,<PA> 

[<label>] OUT {*|* + r-},<PA>[,<next ARP>] 

0 ^ dma ^ 127 

ARP = 0 or 1 

0 ^ port address PA ^ 7 

(PC) + 1 -> PC 

Port address PA address bus A2/PA2-A0/PA0 
0 address bus A11 -A3 
(dma) data bus D15-D0 


15 

14 

13 

12 

11 

10 9 8 

7 

6 

5 4 3 2 1 0 

it' 

1 

0 

0 

1 

Port Address 

0 

Data Memory Address 



1 

0 

0 

1 

Port Address 

1 

See Section 4.1 


The OUT instruction transfers data from data memory to an external pe¬ 
ripheral. The first cycle of this instruction places the port address onto ad¬ 
dress lines A2/PA2-A0/PA0. During the same cycle, WE goes low and the 
data word is placed on the data bus D15-D0. On the 
TMS32010/C10/C15/E15, MEN remains high during the first cycle. On the 
TMS320C17/E17, the MEN signal is not available. 

1 

2 

OUT 120,7 ;Output data word stored in data memory 
;location 120 to peripheral on port 
;address 7. 
or 

OUT *,5 ;Output data word referenced by current 

;auxiliary register to peripheral on port 
;address 5. 
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PAC 


Load Accumulator with P Register 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] PAC 
None 

(PC) + 1 PC 
(P register) ACC 


15 14 

13 12 11 10 9 

8 7 6 5 4 3 2 

1 

0 

0 1 

11 11 1 

1 1 0 0 0 1 1 

1 

it] 


The contents of the P register resulting from a multiply are loaded into the 
accumulator, 

1 


PAC 


Before Instruction 


After Instruction 


P 


144h 


144h 


ACC 


23h 


ACC 


144h 
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POP 


Pop Top of Stack to Low Accumulator 


Syntax [<label>] POP 

Operands None 

Execution (PC) + 1 PC 

(TOS) ACC(11-0) 
0 ACC(31-12) 

Pop stack one level. 


Encoding 


15 14 13 12 11 10 9 8 7 


6 5 4 3 2 


0 


0111111110011101 


Description The contents of the top of the stack (TOS) are copied to the low accu¬ 
mulator, and the stack popped after the contents are copied. The next ele 
ment on the stack becomes the top of the stack. The upper bits (31 -12) 
of the accumulator are zeroed. The hardware stack is a last-in, first-out 
stack with four locations. Any time a pop occurs, every stack value is co¬ 
pied to the next higher stack location, and the top value is removed from 
the stack. After a pop, the bottom two stack words will have the same 
value. Because each stack value is copied, if more than three pops (due to 
POP or RET instructions) occur before any pushes occur, all levels of the 
stack contain the same value. 


Words 1 

Cycles 2 

Example pop 


Before Instruction After Instruction 


ACC 

Stack 


82h 

ACC 

^5h 




45h 


16h 

16h 

Stack 

7h 

7h 


33h 

33h 


33h 
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PUSH 


Push Low Accumulator onto Stack 


Syntax 

Operands 

Execution 

Encoding 

Description 


Words 

Cycles 

Example 


[<label>] PUSH 
None 

(PC) + 1 PC 

Push aii stack locations down one level. 

(ACC(11-0))-►TOS 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

rio 1 i 1 1 i i 110 0 1110 0 


The contents of the lower 12 bits (11-0) of the accumulator are copied 
onto the top of the hardware stack. The stack is pushed down before the 
accumulator value is copied. The hardware stack is a last-in, first-out stack 
with four locations. If more than four pushes (due to CALA, CALL, PUSH, 
TBLR, or TBLVV Instructions or interrupts) occur before a pop, the first data 
values written will be lost with each succeeding push. 

1 

2 

POSH 


Before Instruction 


After Instruction 


ACC 


Stack 


7h 

ACC 

7h 




2h 


7h 

5h 

Stack 

2h 

3h 


5h 

Oh 


3h 
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Return from Subroutine 


RET 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] RET 
None 

(TOS) PC 
Pop stack one level. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

fo 1 i i i 1 1 1 ii 0 o o i i o T 


The contents of the top of stack are copied into the program counter. The 
stack is then popped one level. RET Is used in conjunction with GALA and 
CALL for subroutines and interrupts. 

1 

2 

RET 


Before Instruction 


After Instruction 


PC 


Stack 


96h 

PC 

37h 




37h 


45h 

45h 

Stack 

75h 

75h 


75h 

75h 


75h 
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ROVM 


Reset Overflow Mode 


Syntax 

Operands 

Execution 

Encoding 

[<label>] ROVM 

None 

(PC) + 1 PC 

0 OVM status bit 

Affects OVM. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 


0111111110001010 

Description 

The OVM status bit is reset to logic zero. This disables the overflow mode, 
in which the device was placed by the SOVM instruction. If an overflow 
occurs with OVM reset the OV (overflow flag) is set and the overflowed 
result Is placed in the accumulator. OVM may also be loaded by the LST 
and SOVivl Instructions (see the SOVM instruction). 

Words 

1 

Cycles 

1 

Example 

ROVM ;The overflow mode bit OVM is reset, 

;disabling the overflow mode on any 
;subsequent arithmetic operations. 
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Store High Accumulator with Shift 


SACH 


Syntax 

Direct: [<label>] SACH <dma>[,<shift>] 

Indirect: [<label>] SACH {*r + |*-}[,<shift>[,<next ARP>]] 

Operands 0 ^ dma ^127 

ARP = 0 or 1 
shift = 0, 1, or 4 

Execution (PC) + 1 PC 

16 MSBs of (ACC) X -► dma 


Encoding 

15 

14 

13 

12 

11 

10 9 8 

7 

6 

5 4 3 2 1 0 

Direct: | 


1 

0 

1 

Z] 

Shift 

Q 

Data Memory Address 











Indirect: | 

[Z 

1 

0 

1 

1 1 

Shift 

1 ^ 1 

See Section 4.1 


Description The SACH instruction copies the entire accumulator into a shifter. It then 
left-shifts this entire 32-bit number 0,1, or 4 bits, and copies the upper 16 
bits of the shifted value into data memory. The accumulator Itself remains 
unaffected. 


Words 

Cycles 

Example 


1 

1 


SACH DAT70,1 ;(DP = 0) 

or 

SACH *,1 ;If current auxiliary register contains 70. 

Before Instruction After Instruction 


ACC 


4208001h 


ACC 


4208001h 


Data 

Memory 

70 


Oh 


Data 

Memory 

70 


841 h 
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SACL 


Store Low Accumulator 


Syntax 

Direct: [<label>] SACL <dma> 

Indirect: [<label>] SACL {*r + |*-}[,<0>[,<next ARP>]] 

Operands 0 < dma <127 
ARP = 0 or 1 
shift = 0 

Execution (PC) + 1 PC 

(ACC(15-0)) dma 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

5 4 3 2 1 0 

Direct: 

\j1 

1 

0 

1 

0 

0 

0 

_2J 

LiJ 

Data Memory Address 













Indirect: 

[Z 

1 

0 

1 

0 

0 

0 

0 

1 ^ 

See Section 4.1 


Description The low-order bits of the accumulator are stored in data memory. There is 
no shift associated with this instruction, although a shift code of zero 
MUST be specified if the ARP is to be changed. 

Words 1 


Cycles 

Example 


1 


SACL DAT71 ;(DP = 0) 

or 

SACL * ;If current auxiliary register contains 71. 

Before Instruction After Instruction 


Data 

Memory 

71 


5h 


Data 

Memory 

71 


8421 h 


ACC 


7C638421h 


ACC 


7C638421h 
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Store Auxiliary Register 


SAR 


Syntax 

Direct; 

Indirect: 

Operands 

Execution 

Encoding 

Direct: 

Indirect: 

Description 

Words 

Cycles 


[<label>] SAR <AR>,<dma> 

[<label>] SAR <AR>,rr+ r-}[,<next ARP>] 

0 ^ dma <127 

auxiliary register AR = 0 or 1 

ARP = 0 or 1 

(PC) + 1 PC 

(auxiliary register AR) -► dma 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

5 4 3 2 1 0 

it. 

0 

1 

1 

0 

0 

0 

AR 

0 

Data Memory Address 



0 

1 

1 

0 

0 

_2_ 

AR 

1 

See Section 4.1 


The contents of the designated auxiliary register are stored in the addressed 
data memory location. For more information, see the LAR instruction. 

1 

1 
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SAR 


Store Auxiliary Register 


Example 1 sar aro,dat30 ;(dp = o) 

or 

SAR ARO,* ;If current auxiliary register contains 30. 


Before Instruction 


ARO 


37h 


Data 

Memory 

30 


18h 


Example 2 larp aro 

SAR AR0,*+ 


ARO 


5h 


After Instruction 


ARO 


37h 


Data 

Memory 

30 


37h 


ARO 


6h 


Data 

Memory 

5 


Oh 


Data 

Memory 

5 


6h 


Warning: 

Special problems arise when SAR is used to store the current 
auxiliary register with indirect addressing if auto¬ 
increment/decrement is used. 

LARP ARO 
LARK ARO,10 

SAR AR0,*+ or SAR ARO,*- 

In this case, SAR AR0,*+ will cause the value 11 to be stored 
in location 10. SAR ARO,*- will cause the value 9 to be stored 
in location 10. 
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Set Overflow Mode 


SOVM 


Syntax 

Operands 

Execution 

Encoding 

Description 


Words 

Cycles 

Example 


[<label>] SOVM 
None 

(PC) + 1 PC 

1 overflow mode (OVM) status bit 
Affects OVM. 


15 14 13 12 11 10 9 8 7 

6 5 4 3 

2 

1 0 

0 11111111 

0 0 0 1 

0 

1 1 


The OVM status bit is set to logic which enables the overflow (satu¬ 
ration) mode. If an overflow occurs with OVM set the overflow flag OV is 
set and the accumulator Is set to the largest representable 32-bit positive 
(7FFFFFFFh) or negative (SOOOOOOOh) number according to the direction 
of overflow. OVM may also be loaded by the LST and ROVM instructions. 
(See the ROVM instruction for further information.) 

1 

1 

SOVM ;The overflow mpde bit OVM is set, enabling 

;the overflow mode on any subsequent 
;arithmetic operations. 
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SPAC 


Subtract P Register from Accumulator 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Example 


[<label>] SPAC 
None 

(PC) + 1 PC 

(ACC) - (P register) ACC 

Affects OV; affected by OVM. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

fo 1 i 1 1 i 1 i 1 0 0 1 0 0 0 0 


The contents of the P register are subtracted from the contents of the ac¬ 
cumulator. The result Is stored in the accumulator. Note that the P register 
is always sign-extended. 

1 

1 

SPAC 


Before Instruction 


After Instruction 


P 


24h 


P 


24h 


ACC 


3Ch 


ACC 


18h 
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Store Status Register 


SST 


Syntax 

Direct: [<label>] SST <dma> 

Indirect: [<label>] SST {*1*+ r-}[,<next ARP>] 

Operands 0 ^ dma ^15 (TMS32010/C10/11) 

0 ^ dma < 127 (TMS320C15/Cl 7) 

ARP = 0 or 1 

Execution (PC) + 1 PC 

(status register) specified dma (page 1 only in direct addressing) 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: 


1 

1 

1 

1 

1 

0 

0 

1 ^ 1 

Data Memory Address 












Indirect: 

CH 

1 

1 

1 

1 

1 

0 

_2J 

LlJ 

See Section 4.1 


Description The status bits are saved into the specified data memory address (page 1 
only if direct memory addressing is used). 

In the direct addressing mode, the status register is always stored In page 
1 regardless of the value of the DP register. The processor automatically 
forces the page to be 1 ^ and the specific location within that page is defined 
in the instruction. Note that the DP register is not physically modified. This 
allows storage of the DP register in the data memory on interrupts, etc., in 
the direct addressing mode witho^ut having to change the DP. In the indi¬ 
rect addressing mode, the data memory address is obtained from the auxil¬ 
iary register selected. (See the LST Instruction for more information.) 

The SST instruction can be used to store the status bits after interrupts and 
subroutine calls. These status bits include the OV (overflow flag) bit, OVM 
(overflow mode) bit, INTM (interrupt mode) bit, ARP (auxiliary register 
pointer) bit, and DP (data memory page pointer) bit. The status bits are 
stored In the data memory word as follows: 


Words 

Cycles 

Example 


15 

14 

13 

12 11 10 

9 

8 

7 

6 

5 

4 

3 

2 

1 

0 

OV 

OVM 

INTM 

1 1 1 

Z] 

ARP 

[iz 

1 

1 

1 

1 

1 

X 

1 1 


X = reserved 


SST DATl ;{DP = don’t care) 
or 

SST ;If current auxiliary register contains 1. 



Before Instruction 


After Instruction 

Status 

Register 




Status 1 

Register | 



5EFEh 


5EFEh 

Data 

Memory 




Data 1 

Memory | 



OAh 

1 

5EFEh 
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SUB 


Subtract from Accumulator with Shift 


Syntax 

Direct: 

Indirect: 

Operands 

Execution 

Encoding 

Direct: 

Indirect: 

Description 

Words 

Cycles 

Example 


I<label>] SUB <dma>[,<shift>] 

[<label>] SUB {*r + |*-}[,<shift>[,<next ARP>]] 

0 ^ dma <127 
ARP = 0 or 1 

0 < shift <15 (defaults to 0) 

(PC) + 1 PC 

(ACC) - [(dma) x 25^’'^] - ACC 
Affects OV; affected by OVM. 


15 14 13 12 

11 10 9 8 

7 

6 5 4 3 2 1 0 

0 0 0 1 

Shift 

1 ^ 1 

Data Memory Address 


0 0 0 1 

Shift 

□J 

See Section 4.1 


The contents of the addressed data memory location are left-shifted and 
subtracted from the accumulator. During shifting, the low-order bits are 
zero-filled. The high-order bit is sign-extended. The result Is stored in the 
accumulator. 

1 

1 


SUB 

or 

SUB 


DAT 5 9 
* 


;(DP = 0) 

;If current auxiliary register contains 59. 


Before Instruction 


After Instruction 


ACC 


Data 

Memory 

59 


24h 

ACC 

13h 


1 Data 1 

Memory 

' 59 ' 


11h 

11h 
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Conditional Subtract 


SUBC 


Syntax 

Direct: 

Indirect: 

Operands 

Execution 


Encoding 

Direct: 

Indirect: 

Description 


Words 

Cycles 


[<label>] SUBC <dma> 

[<label>] SUBC {*r4-|*-}[,<next ARP>] 

0 ^ dma ^ 127 
ARP = Oor 1 

(PC) + 1 PC 

(ACC) - [(dma) x 2**^] ALU output 
If ALU output > 0: 

Then (ALU output) x 2 + 1 ACC; 

Else (ACC) X 2 ACC. 

Affects OV but NOT affected by OVM (no saturation). 


15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

iL 

1 

1 

0 

0 

1 

0 

0 

1 ^ 

Data Memory Address 


L2_ 

1 

1 

0 

0 

1 

0 

0 

1 ^ 

See Section 4.1 


The SUBC Instruction performs conditional subtraction, which may be used 
for division. The 16-blt dividend is placed in the low accumulator, and the 
high accumulator Is zeroed. The divisor is In data memory. SUBC is exe¬ 
cuted 16 times for 16-blt division. After completion of the last SUBC, the 
quotient of the division Is In the lower-order 16-blt field of the accumulator, 
and the remainder is in the high-order 16 bits of the accumulator. SUBC 
assumes the divisor and the dividend are both positive. 

If the 16-blt dividend contains less than 16 significant bits, the dividend 
may be placed in the accumulator left-shifted by the number of leading 
non-significant zeroes. The number of executions of SUBC is reduced from 
16 by that number. However, at least one leading zero must always be 
present since both operands of the SUBC instruction must be positive. 
Note that the next Instruction after SUBC cannot use the accumulator. 

The SUBC Instruction affects OV but is not affected by OVM. Therefore, the 
accumulator does not saturate upon positive or negative overflows when 
executing this instruction. 

The above description is for 16-bit integer division. SUBC can also be used 
in fixed-point division. 

1 

1 
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SUBC 


Conditional Subtract 


Example 


LARP 
LARK 
DIV SUBC 
BANZ 

ARO 

ARO,15 

DAT2 ;(DP = 

DIV 

0) 




Before Instruction 


After Instruction 

Data 

Memory 




Data 1 

Memory 



7h 


7h 

2 




? 


ACC 


41 h 


ACC 

20009h 


The results above show the execution of ail the instructions in the code 
example. 


( 
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Subtract from High Accumulator 


SUBH 


Syntax 

Direct: [<Iabel>] SUBH <dma> 

Indirect: [<label>] SUBH {*1*+ r-}[,<next ARP>] 

Operands 0 ^ dma ^ 127 
ARP = 0 or 1 

Execution (PC) + 1 PC 

(ACC) - [(dma) x 21®] -► ACC 
Affects OV; affected by OVM. 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: 

iL 

1 

1 

0 

0 

0 

1 

0 

LZ 

Data Memory Address 












Indirect: | 

[Z 

1 

1 

0 

0 

0 

1 

IZ 

1 ^ 

See Section 4.1 


Description The contents of the addressed data memory location are subtracted from the 
upper 16 bits of the accumulator. The 16 low-order bits of the accumulator 
are unaffected. The result Is stored in the accumulator. 


Words 

Cycles 

Example 


The SUBH instruction can be used for performing 32-bit arithmetic. 
1 
1 


SUBH DAT33 ;(DP = 0) 

or 

SUBH * ;If current auxiliary register contains 33. 


Before Instruction 


After Instruction 


Data p 


Data 

Memory 1 

4h 

Memory 

33 

33 


ACC r 

0A0013h 

ACC 


4h 


60013h 
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SUBS 


Subtract from Low Accumulator 
with Sign-Extension Suppressed 


SUBS 


Syntax 

Direct: [<label>] SUBS <dma> 

Indirect: [<label>] SUBS {*|* + |*r}[,<next ARP>] 

Operands 0 < dma <127 
ARP = 0 or 1 


Execution (PC) + 1 PC 

(ACC) - (dma) ACC 
Affects OV; affected by OVM. 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: | 


1 

1 

0 

0 

0 

1 

1 

I ^ 

Data Memory Address 












Indirect: | 

[Z 

1 

1 

0 

0 

0 

1 

H] 

[I] 

See Section 4.1 


Description The contents of the addressed data memory location are subtracted from the 
accumulator with sign-extension suppressed. The data is treated as a 16- 
bit unsigned number, rather than a two's-complement number. The accu¬ 
mulator behaves as a signed number. 

Words 1 

Cycles 1 


Example 


SUBS DAT2 ;(DP = 0) 
or 

SUBS * ;If current auxiliary register contains 2. 


Before Instruction 

After Instruction 

Data 1 


1 Data 1 




Memory 

2 ' 

OFOOSh 

Memory 

1 2 ' 

OFOOSh 


Before Instruction 


After Instruction 


ACC 


0F105h 


ACC 


102h 


/ 
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Table Read 


TBLR 


Syntax 

Direct: [<label>] TBLR <dma> 

Indirect: [<label>] TBLR {*r + r-}[,<next ARP>] 

Operands 0 ^ dma < 127 
ARP = 0 or 1 

Execution (PC) + 1 TOS 

(ACC(11-0)) PC 
(pma) dma 

Modify AR(ARP) and ARP as specified 
(TOS) -> PC 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: | 

iL 

1 

1 

0 

0 

1 

1 

1 

I ^ 

Data Memory Address 












Indirect: | 

[Z 

1 

1 

0 

0 

1 

1 

1 

I ^ 

See Section 4.1 


Description The TBLR instruction transfers a word from a location in program memory 
to a data memory location specified by the instruction. The program mem¬ 
ory address is defined by the low-order 12 bits of the accumulator. For this 
operation, a read from program memory is performed, followed by a write 
to data memory. The contents of the lowest stack location are lost when 
using TBLW. 

The TBLR instruction is useful for reading coefficients that have have beer 
stored In program ROM, or time-dependent data stored in RAM. 

Words 1 

Cycles 3 


Example tblr dat6 ;(dp = o) 

or 

TBLR * ;If current auxiliary register contains 6. 

Before Instruction After Instruction 


ACC 

9h 

ACC 

9h 

Program 

Memory 


Program 

Memory 


306h 

306h 

9 

Data 

Memory 


9 

Data 

Memory 


75h 

306h 

6 


6 



71 h 


71 h 

Stack 

48h 

Stack 

48h 


, 16h 


16h 


80h 


16h 
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TBLW 


Table Write 


Syntax 

Direct: [<label>] TBLW <dma> 

. Indirect: [<label>] TBLW rr + r-}[,<next ARP>] 

Operands 0 ^ dma ^ 127 
ARP = 0 or 1 

Execution (PC) + 1 TOS 

(ACC(11-0)) PC 
(dma) pma 

Modify AR(ARP) and ARP as specified 
(TOS) PC 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: | 

I 0 

1 

1 ^ 

1 

1 

1 

0 

1 1 

I ^ 

Data Memory Address 












Indirect: | 

[H 

1 

1 

1 

1 

1 

0 

1 I 

[I] 

See Section 4.1 


Description 


I 


Words 

Cycles 

Example 


The TBLW instruction transfers a word in data memory to program memory. 
The data memory address is specified by the instruction, and the program 
memory address is specified by the lower 12 bits of the accumulator. A read 
from data memory is followed by a write to program memory to complete 
the instruction. The contents of the lowest stack location are lost when 
using TBLW. 

Note that the TBLW and OUT instructions use the same external signals and 
thus cannot be distinguished when writing to program memory addresses 
0 through 7. 

1 

3 

TBLW DATS ;(DP = 0) 

or 

TBLW * ;If current auxiliary register contains 5. 


Before Instruction 


After Instruction 


Data 

Memory 


Program 

Memory 

8 


ACC 


Stack 


4339h 

Data 1 

Memory 

4339h 


5 

Program i 
Memory | 


306h 

4339h 


8h 

ACC 

8h 




34h 


34h 

23h 

Stack 

23h 

11h 


11h 

97h 


11h 
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Exclusive-OR with Low Accumulator 


XOR 


Syntax 

Direct: [<label>] XOR <dma> 

Indirect: [<label>] XOR {*1*+ r-}[,<next ARP>] 

Operands 0 < dma <127 
ARP = 0 or 1 

Execution (PC) + 1 PC 

(ACC(15-0)).XOR.dma ACC(15-0) 

(ACC(31-16)) ACC(31-16) 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 

5 4 3 2 1 0 

Direct: 


1 

1 

1 

1 

0 

0 

0 

1 ^ 

Data Memory Address 













Indirect: 

[Z 

1 

1 

1 

1 

0 

0 

oj 

1 

See Section 4.1 


Description The low half of the accumulator is exclusive-ORed with the contents of the 
addressed data memory location. The upper half of the accumulator is not 
affected by this instruction. 


The XOR instruction is useful for toggling or setting bits of a word for 
high-speed control. In addition, the one's complement of a word can be 
found by exclusive-ORing it with all ones. 

Words 1 

Cycles 1 


Example 


XOR DAT127 ;(DP = 0) 
or 

XOR * ;If current auxiliary register contains 127. 


Before Instruction 


After Instruction 


Data 

Memory 

127 


OFOFOh 


Data 

Memory 

127 


OFOFOh 


ACC 


12345678h 


ACC 


1234A688h 
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ZAC 


Zero Accumulator 


Syntax 

Operands 

Execution 

Encoding 

Description 

Words 

Cycles 

Exannpte 


[<label>] ZAC 
None 

(PC) + 1 PC 
0 ACC 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

ro \ 1 1 \ 1 T 1 1 0 0 0 i o” 0 T 


The contents of the accumulator are replaced with zero. 

1 

1 

ZAC 

Before Instruction After Instruction 


ACC 


0A5A5A5A5h 


ACC 


Oh 


4-74 






ZALH 


Zero Low Accumulator 
and Load High Accumulator 


ZALH 


Syntax 

Direct: [<label>] ZALH <dma> 

Indirect: [<label>] ZALH {*1*+ r.}[,<next ARP>] 

Operands 0 ^ dma <127 
ARP = 0 or 1 

Execution (PC) + 1 PC 
0 - ACC(15-0) 

(dma) -> ACC(31-16) 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: 

iL 

1 

1 

0 

0 

1 

0 

1 1 


Data Memory Address 












Indirect: 

[Z 

1 

1 

0 

0 

1 

0 

1 

1 ^ 1 

See Section 4.1 


Description ZALH loads a data memory value into the high-order half of the accumula¬ 
tor. The low-order bits of the accumulator are zeroed. 

ZALH Is useful for 32-bit arithmetic operations. 

Words 1 

Cycles 1 


Example zalh dat3 ;(dp = o) 

or 

ZALH * ;If current auxiliary register contains 3. 


Before Instruction 


After Instruction 


Data 

Memory 


3F01h 


Data 

Memory 

3 


3F01h 


ACC 


77FFFFh 


ACC 


3F010000h 








ZALS 


Zero Accumulator, Load Low Accumulator 
_ with Sign-Extension Suppressed 


ZALS 


Syntax 

Direct: [<label>] ZALS <dma> 

Indirect: [<label>] ZALS {*1*+ r-}[,<next ARP>J 

Operands 0 < dma ^ 127 
ARP = 0 or 1 

Execution (PC) + 1 PC 
0 ACC(31-16) 

(dma)ACC(15-0) 


Encoding 

15 

14 

13 

12 

11 

10 

9 

8 

7 

6 5 4 3 2 1 0 

Direct: 

Cl 

1 

1 

\. 

0 

0 

1 

1 

0 

1 0 1 

Data Memory Address 












Indirect:] 

[Z 

1 

1 

0 

0 

1 

1 

0 

\J2 

See Section 4.1 


Description The contents of the addressed data memory location are loaded into the 16 
low-order bits of the accumulator. The upper half of the accumulator is 
zeroed. The data is treated as a 16-bit unsigned number rather than a 
two's-complement number. Therefore, there is no sign-extension with this 
instruction. 

ZALS is useful for 32-bit arithmetic operations. 

Words 1 

Cycles 1 


Example 


ZALS DATl ;(DP = 0) 

or 

ZALS * ;If current auxiliary register contains 1. 

Before Instruction After Instruction 


Data 

Memory 

1 


ACC 



Data 


0F7FFh 

Memory 

1 

0F7FFh 



7FF00033h 

1 ACC 

0F7FFh 







Section 5 


Software Applications 


The use of various key software-related processor and instruction set features 
along with assembly language coding examples is explained in this section. 
TMS320C1X (first-generation TMS320) instructions are tailored to digital 
signal processing tasks, providing a single-cycle multiply, scaling, convo¬ 
lution, overflow management, and many other features. There is also instruc¬ 
tion set support for logical and arithmetic operations. 

More information about specific applications can be found in the book. Digital 
Signal Processing Applications with the TMS320 Family (literature number 
SPRA012A). The DSP Software Library contains the major DSP routines and 
application algorithms presented in the applications book. TheTMS320 DSP 
Bulletin Board Service provides access to code updates and new application 
reports as they become available. See Appendix E for Information about the 
software library and bulletin board. 

Major topics discussed in this section are listed below and on the next page. 

• Processor Initialization (Section 5.1 on page 5-3) 

• Interrupt Management (Section 5.2 on page 5-7) 

Inte rrupt service routines 
BIO polling 
Context switching 

• Program Control (Section 5.3 on page 5-16) 

Software stack expansion 
Subroutine calls 

Addressing and loop control with auxiliary registers 
Computed GOTOs 

• Memory Management (Section 5.4 on page 5-23) 

Moving data 

Moving constants into data memory 

• Logical and Arithmetic Operations (Section 5.5 on page 5-29) 

Bit manipulation 
Overflow management 
Scaling 

Convolution operations 
Multiplication, division, and addition 
Floating-point arithmetic 
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Software Applications 


• Application-Oriented Operations (Section 5.6 on page 5-42) 
Companding 
FIR/IIR filtering 
Adaptive filtering 
Fast Fourier Transforms (FFT) 

PID control 
Selftest routines. 
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Software Applications ~ Processor Initialization 


5.1 Processor Initialization 

Prior to the execution of a digital signal processing algorithm, it is necessary 
to Initialize the processor. Generally, initialization takes place anytime the 
processor is reset. 

When reset Is activated by applying a low level to the ^ (reset) input for a 
minimum of five cycles, the TMS320C1x terminates program execution and 
forces the program counter (PC) to zero. Program memory location 0 nor¬ 
mally contains a B (branch) instruction in order to direct program execution 
to the system Initialization routine following the reset. The hardware reset also 
initializes various registers and status bits. 

After reset, the processor should be initialized through software. The initial¬ 
ization routine should set up operational modes, memory pointers, interrupts, 
and the remaining functions necessary to meet system requirements. This 
section describes how to configure the TMS320C1x devices after reset and 
provides code for processor initialization. 

5.1.1 TMS32010/Cl 0/Cl 5/El 5 Initialization 

To configure the TMS32010/C10/C15/E15 processor after reset, the follow¬ 
ing internal functions should be initialized: 

• Interrupt structure 

• Overflow mode control (OVM) 

• Auxiliary registers and auxiliary register pointer (ARP) 

• Data memory page pointer (DP). 

Note that the OVM (overflow mode) bit, INTM (interrupt mode) bit, auxiliary 
register pointer (ARP), and data memory page pointer (DP) are not initialized 
by reset. 

Example 5-1 shows coding for Initializing the TMS32010/C10/C15/E15 to 
the following machine state, in addition to the Initialization performed during 
the hardware reset: 

• Interrupt enabled 

• Overflow mode (OVM) disabled 

• Data memory page pointer (DP) set to zero 

• Auxiliary register pointer (ARP) set to zero 

• Internal memory filled with zeros. 
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Example 5-1. TIVIS32010/C10/C15/E15 Processor Initializatioh 


.title 'PROCESSOR INITIALIZATION' 
.def RESET,INT 

.ref ISR 


* PROCESSOR INITIALIZATION. 

* RESET AND INTERRUPT VECTOR SPECIFICATION. 

* 

.text 

RESET B INIT ; RS BEGINS PROCESSING HERE 

INT B ISR ; INT BEGINS PROCESSING HERE 

* 

* THE BRANCH INSTRUCTION AT PROGRAM MEMORY LOCATION 0 DIRECTS 

* EXECUTION TO BEGIN HERE FOR RESET PROCESSING THAT INITIAL- 

* IZES THE PROCESSOR. WHEN RESET IS APPLIED, THE FOLLOWING 

* CONDITIONS ARE ESTABLISHED FOR THE STATUS REGISTEjR: 

* , 


* 

OV OVM INTM 

12 

11 10 9 ARP 7 65 43 2 DP 

* ST: 

* 

9 X 1 

1 

1 11 X 1 1 1 1 1 1 X 

INIT 

ROVM 

/ 

DISABLE OVERFLOW MODE 

* 

LDPK 0 

LARK 0,255 

} 

} 

} 

POINT DP TO DATA PAGE 0 

SET LOOP COUNT FOR DATA MEM INIT TO 
143 FOR 32010 AND 255 FOR 320C15/17 


* INTERNAL DATA MEMORY INITIALIZATION. 

* 


ZAC 

LARP 0 
LOOP SACL * 

BANZ LOOP 

* 


CLEAR THE ACCUMULATOR 

USE ARO FOR POINTER AND LOOP CONTROL 

CLEAR DATA MEMORY 

CHECK IF DONE AND DECREMENT ARO 


* THE PROCESSOR IS INITIALIZED. THE REMAINING APPLICATION- 

* DEPENDENT PART OF THE SYSTEM SHOULD NOW BE INITIALIZED. 

* 

EINT ; ENABLE ALL INTERRUPTS 


5.1.2 TMS320C17E17 Initialization 

To configure the TMS320C17/El 7 after reset the following internal functions 
must be initialized: 

• Interrupt structure 

• Serial-port framing-pulse generation selection 

• Serial-port connection 

• Companding hardware 

• Serial-port clock 

• Auxiliary register pointer 

• Data memory page pointer 

• Overflow mode. 

Two of the I/O ports are dedicated to the serial port and companding hard¬ 
ware, the operation of which is determined by the 32 bits of the system control 
register. Table 5-1 lists the control register bits with brief definitions. 
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Table 5*1. Control Register Bit Definitions 


CR BIT # 

DEFINITION 


PORTO 

CR3 - CRO 

CR7 - CR4 

CR8 

CR9 

CR10 

CR11 

CR13 - CR12 
CR14 

CR15 

Interrupt flags 

Interrupt mask bits 

Port 1 configuration control 

External framing enable for serial port transfers 

XF external logic output flag latch 

Serial port companding mode select 

Companding hardware enable 

A-law/p-law conversion select 

Serial clock (SCLK) control 

PORT 1 

CR23 - CR16 
CR27 - CR24 
CR28 

CR30 - CR29 
CR31 

Frame counter modulus 

Serial clock (SCLK) prescale control (divide ratios) 
FR pulse-width control 

I/O control 

Reserved for future expansion (set to 0) 


Example 5-2 shows coding for initializing the TMS320C17/E17 serial-port 
and companding hardware for interface to a codec. The following machine 
state is loaded: 

• Set the lower control register bit 8 (CR8) to enable port 1 to access the 
upper control register. To Insure safe system operation, SCLK should 
be left as an Input to the device (CR15 set to logic 1). This prevents any 
invalid serial-port timing during the initialization routine. The value 
loaded into the lower control register to accomplish this is 0B988h. 

• The upper control register is set as follows: 

- Long FR pulse (variable data-rate selected) 

- SCLK divide ratio of 10 

“ FR frequency at SCLK/256 for an 8-kHz framing pulse 

- The value 7CFEh loaded Into the upper control register. 

Note that the data operand of the upper control register is set at 7CFEh. 
This selects two's-complement companding for the serial port and 16-bit 
length coprocessor mode (i.e., for Interface to 16-blt processors). When 
two's-complement companding is used, there must be at least one In¬ 
struction between an OUT Instruction to the serial port transmit register 
and an IN Instruction from the serial port receive register. 

• The lower control register is then configured as follows: 

- Interrupt flags cleared 

“ Active FR intercypt enabled. (The FR Interrupt flag will be gener¬ 
ated independent of the enable condition to the serial port.) 

- Port transfers enabled by active FR 

“ Serial companding mode selected (see Section 5.6.1) 

- Companding hardware enabled 

- M-law conversion selected 

- SCLK selected as an output 

- The value 3888h now loaded Into the lower control register. 
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Note that the interrupt flags are flip-flops. Writing a one to an interrupt 
flag clears it and sets the corresponding flag to zero; i.e., a write to the 
flags affects the clear or reset Input of the flip-flops. 


Example 5-2. TMS320C17/E17 Processor initialization 

* A BRANCH INSTRUCTION AT PROGRAM MEMORY LOCATION 0 DIRECTS 

* PROCESSOR EXECUTION HERE. THE CONTROL REGISTER VALUES ARE 

* STORED IN ROM STARTING AT LOCATION 4. THESE VALUES ARE 

* THEN READ INTO RAM FOR THE OUT INSTRUCTIONS TO THE CONTROL 

* REGISTER. MEMORY LOCATIONS SET1-SET3 AND ONE ARE LOCATED 

* ON RAM PAGE 1. THE PROGRAM MEMORY LOCATION HAS A BRANCH TO 

* THE INTERRUPT SERVICE ROUTINE. 


* 

.def 

RESET,INT,INIT 

it 

.ref 

ISR 


- 

ONE 

. set 

1 

f 

CONSTANT ONE 

SETl 

. set 

2 

7 

LOWER CONTROL REGISTER 

SET2 

. set 

3 

7 

UPPER CONTROL REGISTER 

SET3 

* 

. set 

4 

? 

LOWER CONTROL REGISTER 

* PROCESSOR 

INITIALIZATION. 

* RESET AND 

* 

INTERRUPT 

VECTOR SPECIFICATION. 


.text 




RESET 

B 

INIT 


RS BEGINS PROCESSING HERE 

INT 

B 

ISR 


INT BEGINS PROCESSING HERE 

TABLE 

.word 

0B988h 


CONTROL REGISTER DATA 


.word 

7CFEh 



k 

.word 

3888h 



INIT 

DINT 



DISABLE INTERRUPTS 


SOVM 



SET OVERFLOW MODE 


LARP 

0 


USE AUXILIARY REGISTER 0 


LDPK 

1 


WORK IN RAM PAGE 1 


LACK 

1 


ACC = 1 


SACL 

ONE 


STORE 1 IN MEMORY LOCATION ONE 


LACK 

TABLE 


START AT LOCATION 4 


TBLR 

SETl 


READ VALUE 0B9^8h TO RAM 


ADD 

ONE,0 


INCREMENT ADDRESS 


TBLR 

SET2 


READ VALUE ICFEh TO RAM 


ADD 

ONE, 0 


INCREMENT ADDRESS 


TBLR 

SET3 


READ VALUE 3888h TO RAM 


OUT 

SET1,0 


CONFIGURE LOWER CONTROL REGISTER 


OUT 

SET2,1 


CONFIGURE UPPER CONTROL REGISTER 


OUT 

SET3,0 


CONFIGURE LOWER CONTROL REGISTER 


LDPK 

0 


RESET RAM‘PAGE TO 0 


•k 


* THE PROCESSOR IS INITIALIZED. THE REST OF THE SYSTEM THAT 

* IS APPLICATION-DEPENDENT SHOULD BE INITIALIZED BEFORE THE 

* EINT INSTRUCTION. 

* 

EINT ; ENABLE INTERRUPTS 
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5.2 Interrupt Management 

The interrupt function allows the current process to be suspended In order to 
perform a more critical function. On the TMS32010/Cl 0/Cl 5/El 5, processor 
execution may be suspended on a high-priority basis by using the INT pin. 
Othe rwise, a lower priority Interrupt can be serviced by using a software 
(BIO) polling technique. 

The TMS320C17/E17 has four interrupts maskable via the system control re¬ 
gister. These Interrupts are synchronized and multiplexed Into the master in¬ 
terrupt circuitry and have the same priority. Software polling techniques are 
used to determine which input caused the Interrupt when multiple interrupts 
are enabled. 

Processing in the interrupt service routine (ISR) must assure that the proces¬ 
sor context is saved before and during execution and restored when the rou¬ 
tine is finished. Descriptions and examples of how to Implement Interrupt 
service routines, BIO polling, and context switching are provided in this sec¬ 
tion. 

5.2.1 TMS32010/Cl 0/Cl 5/El 5 Interrupt Service Routines 

The TMS32010/C10 and TMS320C15/E15 devices provide one maskable 
interrupt (INT). By using the INT pin, the processor's execution can be sus¬ 
pended at any point in the program except after a multiply instruction. The 
instruction following the MPY and MPYK Instructions is always executed. 

Interrupt processing on the TMS32010/C10/C15/E15 begins as follows: 

1) The EINT (enable Interrupt) instruction is executed, which sets the 
INTM (interrupt mode) bit to 0 so that an interrupt can be received. 

2) When an interrupt occurs, the INTF (Interrupt flag) bit Is set to 1. 

As Interrupt servicing begins, the following sequence occurs automatically: 

1) The interrupt is acknowledged, which clears the INTF (interrupt flag) 
bit to 0. 

2) The INTM (interrupt mode) bit is set to 1 to disable further interrupts. 

3) The current PC is pushed onto TOS (top of stack). 

4) The new PC Is set to 2. 

During servicing of the interrupt the following operations are commonly per¬ 
formed by the user in software: 

1) Program memory address 2 will either have a service routine to save the 
context of the machine or a branch to the Interrupt service routine. 

2) The interrupt service routine is executed. The context of the machine 
can be saved and the source of the interrupt serviced. Then, the context 
Is restored and the interrupts enabled prior to returning from the Interrupt 
routine. 

3) ' The EINT (enable interrupt) instruction Is executed, which sets the 

INTM (interrupt mode) bit to 0. 

4) The RET instruction Is executed. 

The hardware Interrupt can be masked at critical points in the program with 
the DINT instruction. This sets the INTM (disable Interrupt mode) bit to logic 
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one. If an interrupt occurs while INTM equals one, the interrupt will not be 
serviced until the Interrupts are enabled again. However, the INTF (interrupt 
flag) Is set to one, and the interrupt is held pending. The interrupt will be 
serviced when the INTM bit is set to zero by executing the El NT instruction. 
If an Interrupt is pending when an enable interrupt operation occurs, the In¬ 
terrupt is serviced after the execution of the Instruction following the El NT 
instruction. This allows for a return instruction to be executed before an In¬ 
terrupt is acknowledged. 

An Interrupt-driven analog input channel can be implemented using the tech¬ 
nique described and shown in Example 5-3. However, multiple-level data 
buffering will impact system I/O overhead. Analog systems supported by 
first-generation TMS320 devices usually have information bandwidths of less 
than 20 kHz. The desired sample rate can be generated by dividing the 
CLKOUT signal from the TMS320. It is advisable to provide at least a one- 
level data buffer to ensure the integrity of the data read by the processor. If 
an 8-kHz sample rate is used (for example), the system must then respond to 
an analog Interrupt every 125 ms. The percentage of I/O overhead Incurred 
by this arrangement can be computed by determining the number of clock 
cycles that the TMS320 will spend in the Interrupt routine servicing each 
sample and dividing by the number of clock cycles available between each 
sample. Example 5-3 shows a typical Interrupt Service routine. Note that the 
memory location flag (FLAG) contains a 1 -bit flag to indicate that the required 
number of samples have been received. 
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Example 5-3. TMS32010/C10/C15/E15 Interrupt Service Routine 

* THIS ROUTINE SERVICES AN EXTERNAL INTERRUPT. IT MAY BE 

* LOCATED AT PROGRAM MEMORY LOCATION 2, OR A BRANCH AT 

* LOCATION 2 DIRECTS PROGRAM EXECUTION HERE. THE ROUTINE 

* READS DATA FROM AN EXTERNAL DEVICE (A/D CONVERTER). THE 

' * NUMBER OF SAMPLES OBTAINED ARE STORED IN MEMORY LOCATION 

* COUNT. LIMIT IS THE NUMBER OF SAMPLES NEEDED. MEMORY 

* LOCATION ONE CONTAINS THE CONSTANT 1. STATUS IS ALWAYS 

* STORED ON DATA PAGE 1 WHEN USING DIRECT MEMORY ADDRESSING. 

* ASSUME ARO POINTS TO THE NEXT EMPTY LOCATION IN THE SAMPLE 

* BUFFER. 

* 


ADC 

. set 

0 

/ 

ASSIGN PAD TO A/D CONVERTER 

STATUS 

. set 

0 

} 

STATUS REGISTER STORAGE ON PAGE 1 

ACCL 

. set 

1 

} 

ASSIGN MEM LOCATION TO SAVE STATUS/ACC 

ACCH 

. set 

2 



SAMP 

. set 

3 

} 

STORE INPUT DATA HERE 

COUNT 

. set 

4 

} 

COUNT # OF SAMPLES HERE 

FLAG 

. set 

5 

} 

ASSIGN MEM LOCATION TO FLAG 

LIMIT 

•k 

. set 

32 


ASSIGN TOTAL # OF SAMPLES REQUIRED 


. text 




ISR 

SST 

STATUS 

} 

SAVE STATUS 


LDPK 

1 

} 

USE DATA PAGE 1 


SACL 

ACCL 

} 

SAVE ACCUMULATOR LOW 


SACH 

ACCH 

/ 

SAVE ACCUMULATOR HIGH 


LARP 

0 

; 

USE ARO 


IN 

*-,ADC 

/ 

READ FROM ADC 


LAC 

COUNT 

/ 

LOAD SAMPLE COUNTER 


ADD 

ONE 

/ 

INCREMENT 


SACL 

COUNT 

/ 

STORE UPDATED COUNT 


LACK 

LIMIT 




SUB 

COUNT 

/ 

CHECK IF LIMIT EXCEEDED 


BGZ 

OK 



DONE 

LACK 

1 




SACL 

FLAG 

; 

YES —> SET FLAG 

OK 

ZALH 

ACCH 

} 

RESTORE ACCUMULATOR HIGH 


ADDS 

ACCL 

} 

RESTORE ACCUMULATOR LOW 


LST 

STATUS 

7 

RESTORE STATUS 


EINT 


7 

ENABLE SUBSEQUENT INTERRUPTS 


RET 





If the processor is using a 20-MHz clock, the number of available cycles be¬ 
tween each sample is 625. The overhead required to service this system is 
18/625 = 2.9 percent. This overhead burden can be reduced by using a FIFO 
(first in, first out) to buffer the data. In this case, the TMS320 need only be 
interrupted when the buffer has filled. If a 16-level FIFO Is used in the example 
above, this Interrupt will occur every 2 ms, and the overhead burden will be 
reduced to about 0.5 percent. 

If two different kinds of devices are being serviced by the same interrupt rou¬ 
tine, the BIO pin can be used to determine which device needs to be serviced 
(see Section 5.2.3 for BIO polling). 
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5.2.2 TMS320C17/E17 Interrupt Service Routines 

The TMS320C17/E17 has four maskable interrupts: EXINT, FSR, FSX, and FR. 
The interrupts are maskable via the system control register bits CR7-CR4. Bits 
CR3-CR0 serve as the interrupt flags for the four interrupts. An active signal 
on any of these pins sets the corresponding interrupt flag to one. Since all four 
interrupts activate a single master interrupt flag, the interrupt service routine 
(ISR) should poll all four interrupt flags and check for the corresponding in¬ 
terrupt source. The ISR may also need to poll the individual mask bits 
(CR7-CR4) before recognizing the interrupt flag. 

Interrupt processing on the TMS320C17/E17 begins as follows: 

1) The EINT (enable interrupt) instruction Is executed, which sets the 
INTM (interrupt mode) bit to 0 so that an interrupt can be received. 

2) When an Interrupt occurs, the INTF (Interrupt flag) bit is set to 1. 

As interrupt servicing begins, the following sequence occurs automatically: 

1) The interrupt Is acknowledged, which clears the INTF (interrupt flag) 
bit to 0. 

2) The INTM (interrupt mode) bit is set to 1 to disable further interrupts. 

3) The current PC Is pushed onto TOS (top of stack). 

4) The new PC Is set to 2. 

During servicing of the interrupt, the following operations are comrponly per¬ 
formed by the user in software: 

1) Program memory address 2 will either have a service routine to save the 
context of the machine or a branch to the Interrupt service routine. 

2) The interrupt service routine is executed. The context of the machine 
may be saved and restored later if required. The following can be used 
to select which interrupt to service: 

a) Use software polling techniques to determine which one of the 
four flags has been set in the control register. 

b) Check for corresponding mask bits before proceeding (optional). 

c) Clear that flag (reset by writing a 1) and service the source of that 
flag. There must be an interval of at least four clock cycles after the 
flag has been set before clearing It. On the EXINT flag, the interrupt 
source must have been taken away for four cycles before the in¬ 
terrupt flag can be cleared. 

All interrupts are synchronized and multiplexed Into the master interrupt cir¬ 
cuitry and have the same priority. However, interrupt priorities in polling the 
interrupt flags can be established by the user. The ISR should clear the inter¬ 
rupt flag before executing an EINT instruction or enabling the Interrupts. Note 
that writing a one to an interrupt flag will clear it, i.e., set the corresponding 
flag to zero. If the interrupt condition persists when an attempt Is made to clear 
the flag, that interrupt flag will remain set. This condition Is only applicable to 
EXINT or its equivalent in coprocessor port mode. In the coprocessor mode 
on the TMS320C17/E17, the BIO and EXINT lines cannot be driven externally, 
but are reserved for transfers to/from the coprocessor port. An example In¬ 
terrupt service routine for a system with three active interrupts enabled is given 
in Example 5-4. Polling Is also included in the code example. 
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Example 5-4. TMS320C17/E17 Interrupt Service Routine 


* THIS ROUTINE MAY BE LOCATED AT PROGRAM MEMORY LOCATION 2, 

* OR A BRANCH INSTRUCTION AT LOCATION 2 DIRECTS PROGRAM 

* EXECUTION HERE. MEMORY LOCATION ONE CONTAINS THE 

* CONSTANT 1. STATUS IS ALWAYS STORED ON DATA PAGE 1 WHEN 

* DIRECT MEMORY ADDRESSING IS USED. 

* 


* RECV IS THE SERVICE ROUTINE FOR THE RECEIVE INTERRUPT. 

* XINT IS THE SERVICE ROUTINE FOR THE EXTERNAL INTERRUPT. 

* TRANS IS THE SERVICE ROUTINE FOR THE TRANSMIT INTERRUPT. 

* 



.def 

ISR,RECV, 

XINT 

it 

.ref 

TRANS 


STATUS 

. set 

0 


ACCL 

. set 

1 

; ASSIGN MEM LOCATION TO SAVE STATUS/ACC 

ACCH 

. set 

2 

RBUF 

. set 

3 

; STORE RECEIVE DATA HERE 

CREG 

it 

. set 

4 

; TEMP LOCATION TO STORE CONTROL REG 


.text 



ISR 

SST 

STATUS 

; SAVE STATUS 


LDPK 

1 

; USE DATA PAGE 1 


SACL 

ACCL 

; SAVE LOW ACCUMULATOR 


SACH 

ACCH 

; SAVE HIGH ACCUMULATOR 


★ 


* 

* 

* 

* 

* 

* 

* 


THIS ROUTINE CHECKS FOR THREE ACTIVE INTERRUPTS OCCURRING 
AND SERVICES THEM ACCORDINGLY. IT IS ASSUMED THAT ONE OF 
THREE IS THE SOURCE OF THE INTERRUPT. AFTER AN INTERRUPT 
FLAG IS SET, IT MUST BE RESET BY THE INTERRUPT SERVICE 
ROUTINE TO AVOID BEING INTERRUPTED AGAIN ON THE RETURN 
FROM THE SUBROUTINE. 


IN 
LAC 
AND 
BNZ 
LAC 
AND 
BNZ 

* 

* INTERRUPT MUST BE FSR. 

* 

RECV LACK OFh ; SET ALL INTERRUPT FLAGS IN CREG 

OR CREG 
SACL CREG 

LACK OBh ; ZERO ALL INTERRUPT FLAGS EXCEPT FSR 

XOR CREG 
SACL CREG 

IN RBUF,PA1 ; READ REC DATA FROM PORT 1 


CREG,PAD 

ONE,0. 

CREG 

XINT 

ONE, 2 

CREG 

TRANS 


READ LOWER CONTROL REGISTER 
LOAD INT INTERRUPT MASK 
INT FLAG SET? 

GO TO INT SERVICE ROUTINE 
LOAD FSX INTERRUPT MASK 
FSX FLAG SET? 

GO TO TRANSMIT SERVICE ROUTINE 


* RESTORE STATUS. 

* 


OUT 

CREG,PAO 

ZALH 

ACCH 

ADDS 

ACCL 

LST 

STATUS 

EINT 


RET 



RESTORE CNTL REG; CLEAR INTERRUPTS 
RESTORE HIGH ACCUMULATOR 
RESTORE LOW ACCUMULATOR 
RESTORE STATUS 
ENABLE INTERRUPTS 
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* INTERRUPT MUST BE COPROCESSOR EXINT. 

* 


XINT IN CPBUF,PA5 
LACK OFh 
OR CREG 
SACL CREG 
LACK OEh 
XOR CREG 
SACL CREG 
B RESTOR 


; READ LATCH DATA FROM PORT 5 
; SET ALL INTERRUPT FLAGS IN CREG 

; ZERO ALL INTERRUPT FLAGS EXCEPT EXINT 

; BRANCH TO RESTORE STATUS 


5.2.3 BIO Polling 

A low priority interrupt can be serviced b y us ing BIO polling. The BIOZ in¬ 
struction can be used to poll (or test) the BIO pin to see if a device needs to 
be serviced. This method allows a critical loop or set of Instructions to be 
executed without a variation In execution time. Because the test for the BIO 
pin occurs at defined points in the program, context saves are minimal. 

The Bio pin can be used to monitor the status of a peripheral. If the FIFO (first 
in, first out) full status line is connected to the BIO pin, the FIFO Is serviced 
only when the FIFO is full. In the following code segment, the FIFO contains 
16 data words. The BIO pin is tested after each time-critical function has been 
executed. 

BIOZ SKIP 

CALL SERVE 

SKIP 


The subroutine does not have to save the registers or the status, because a 
new procedure will be executed after the device is serviced, as shown below. 


SERVE 

LARK 

AR0,15 


LARK 

ARl,TABLE 

LOOP 

LARP 

1 


IN 

*+,PAO,ARO 


BANZ 

RET 

LOOP 


The FIFO must be serviced before another word Is input or data may be lost. 
This fact determines the frequency at which the polling must take place. 
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5.2.4 Context Switching 

Context switching, commonly required when processing a subroutine call or 
interrupt may be quite extensive or simple, depending on system requirements 
such as the use made of the stack or auxiliary registers. Unless the interrupt 
service routine (ISR) is a simple I/O handler, the processing in the ISR gen¬ 
erally must assure that the processor context is preserved during execution. 
The context must be saved before executing the routine Itself and restored 
when the routine is finished. A common routine may be used to secure the 
context of the processor during interrupt processing. 

The TMS320C1X program counter is stored automatically on the hardware 
stack. If there is any important information in the other TMS320C1x registers, 
such as the status or auxiliary registers, these must be saved by user software. 
A stack In data memory, identified by an auxiliary register, is useful for storing 
the machine state when processing interrupts. 

During an interrupt, all registers except the P register can be saved and re¬ 
stored directly. However, the TMS320C1x devices have hardware protection 
against servicing an interrupt between an MPY or MPYK instruction and the 
following instruction. For this reason, it is advisable to follow the MPY and 
MPYK Instructions with LTA, LTD, PAG, APAC, or SPAC Instructions that 
transfer data from the P register to the accumulator. 

Examples of saving and restoring the state of the TMS320C1x processor are 
given In Example 5-5 and Example 5-6. Auxiliary register 1 (AR1) is used In 
both examples as the stack pointer. As the stack grows. It expands into lower 
memory addresses. The registers saved are the ST status register, accumulator 
(ACC), P register, T register, all four levels of the hardware stack, and auxiliary 
registers ARO and AR1. 

The routines in Example 5-5 and Example 5-6 are protected against Interrupts, 
allowing context switches to be nested. This Is accomplished by the use of 
the MAR *- and MAR *+ instructions at the beginning of the context save 
and context restore routines, respectively. Note that the last instruction of the 
context save decrements AR1 while the context restore is completed with an 
additional increment of AR1. This prevents the loss of data If a context save 
or restore routine is interrupted. 
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Example 5-5. Context Save 

.title 
. def 
.text 


* CONTEXT SAVE* 
SAVE 


* CONTEXT SAVE ON SUBROUTINE CALL OR INTERRUPT. 

* ARl IS THE STACK POINTER AND ARl = 128. 


SAVE 


LARP 

MAR 


ARl 


CHANGE POINTER TO ARl 


ARl 

ARl 


ASSUME THAT 


= 128 
= 127 


SAVE THE STATUS REGISTER. 

SST *- ; ST —> (127) , 

SAVE THE ACCUMULATOR. 

SACH *- ; ACCH —> (126), 

SACL *- ; ACCL —> (125), 


ARl = 126 


ARl = 125 
ARl = 124 


SAVE THE P REGISTER. 

THE P REGISTER CANNOT BE EASILY RESTORED FROM MEMORY. ON 
TMS320C1X DEVICES, IT IS ASSUMED THAT THE MPY AND MPYK 
INSTRUCTIONS HAVE BEEN FOLLOWED BY AN APAC, PAC, SPAC, 
LTA, OR LTD INSTRUCTION. HENCE, SAVING THE ACCUMULATOR 

* HAS ALSO SAVED^THE P REGISTER. 

* 

* SAVE THE T,REGISTER. 


MPYK 1 

PAC 

SACL 


T —> P 
T —> ACC 
T —> (124), 


ARl = 123 


SAVE ALL FOUR LEVELS OF THE HARDWARE STACK. 


POP 


; TOS 

— > 

ACC, 




SACL 

*- 

; TOS (4) 

— > 

(123) , 

ARl 

= 

122 

POP 


; STACK(3) 

— > 

ACC, 




SACL 


; STACK(3) 

— 

(122) , 

ARl 

= 

121 

POP 


; STACK(2) 

— > 

ACC, 




SACL 


; STACK(2) 

— > 

(121) , 

ARl 

= 

120 

POP 


; BOS (1) 

—> 

ACC, 




SACL 


; BOS (1) 

— > 

(120) , 

ARl 

=; 

119 

AUXILIARY 

REGISTERS. 






SAR 

ARO,* 

- ; ARO —> 

(119) 

r 

ARl 

= 

118 

SAR 

ARl,* 

- ; ARl 

(118) 

r 

ARl 

= 

117 


SAVE IS COMPLETE. 
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Example 5-6. Context Restore 

•title 'CONTEXT RESTORE' 

.def RESTOR 

.text 

* 

* CONTEXT RESTORE AT THE END OF A SUBROUTINE OR INTERRUPT. 

* ASSUME THAT ARl IS THE STACK POINTER AND ARl = 117. 

* 

RESTOR LARP ARl ; CHANGE POINTER TO ARl, ARl = 117 

MAR *+ ; ARl = 118 

* 

* RESTORE AUXILIARY REGISTERS. 

* 

LAR AR1,*+ ; (118) —> ARl, ARl = 119 

LAR ARO,*+ ; (119) --> ARO, ARO = 120 

* 

* RESTORE ALL FOUR LEVELS OF THE HARDWARE STACK. 


ZALS 

* + 

(120) 

-> 

ACC, 

ARl = 

121 

PUSH 


(120) 

-> 

BOS (1), 



ZALS 

* -f- 

(121) 

-> 

ACC, 

ARl = 

122 

PUSH 


(121) 

-> 

STACK(2), 



ZALS 

•k -f. 

(122) 

-> 

ACC, 

ARl = 

123 

PUSH 


(122) 

-> 

STACK(3), 



ZALS 

* + 

(123) 

-> 

ACC, 

ARl = 

124 

PUSH 


(123) 

-> 

TOS (4) , 




* RESTORE THE T REGISTER. 

★ 

LT *+ ; (124) —> T, ARl = 125 

* 

* RESTORE THE ACCUMULATOR. 

* 

ZALS *+ ; (125) —> ACCL, ARl = 126 

ADDH *+ } (126) --> ACCH, ARl = 127 

* 

* RESTORE THE STATUS REGISTER. 

* 

LST *+ ; (127) -> ST, ARl = 128 

★ 

* RESTORE IS COMPLETE. 

* 

EINT ; ENABLE INTERRUPTS 

RET ; RETURN TO CALLING ROUTINE 
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5.3 Program Control 

To facilitate the use of the TMS320C1 x in general-purpose high-speed proc¬ 
essing, a variety of instructions are provided for software stack expansion, 
implementation of subroutine calls, addressing and loop control with auxiliary 
registers, and external branch control. Descriptions and examples of how to 
use these features are given in this section. 

5.3.1 Software Stack Expansion 

The TMS320C1X has a 12-bit Program Counter (PC) and a four-level hard¬ 
ware stack for PC storage. Provisions have been made on the TMS320C1x 
for extending the hardware stack into data memory. This is useful for deep 
subroutine nesting or stack overflow protection. 

The hardware stack is accessible via the accumulator using the PUSH and 
POP instructions. The PUSH instruction pushes the 12 LSBs of the accu¬ 
mulator onto the top of stack (TOS). The POP instruction pops the TOS into 
the 12 LSBs of the accumulator. Following the POP instruction, the TOS can 
be moved into data memory by storing the low-order accumulator word 
(SACL instruction). This allows expansion of the stack into the data RAM. 
From data RAM, it can easily be copied into off-chip program RAM using the 
TBLW instruction. In this way, the stack can be expanded to very large levels. 

When the stack has four values stored on It and one or more values are to be 
put on the stack before any other values are popped off, a subroutine can be 
used to perform software stack expansion. Such a routine is illustrated In Ex¬ 
ample 5-7. In this example, the main program stores the stack starting lo¬ 
cation in memory in the auxiliary register and indicates to the subroutine 
whether to push data from memory onto the stack or pop data from the stack 
to memory. If a zero is loaded Into the accumulator before calling the sub¬ 
routine, the subroutine pushes data from memory to the stack. If a one is 
loaded into the accumulator, the subroutine pops data from the stack to 
memory. 

A CALL Instruction should be used to initiate execution of the software stack 
expansion routine. Since the CALL Instruction uses the stack to save the 
program counter, the subroutine pops this value Into the accumulator and 
saves it in a memory location. Then at the end of the subroutine, this value is 
reloaded Into the accumulator, and the main program is reentered using the 
RET Instruction. This prevents the calling routine program counter from being 
stored into a memory location. The subroutine in Example 5-7 uses the BANZ 
(branch on auxiliary register not zero) Instruction to control all of its loops. 
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Example 5>7. Software Stack Expansion 

* THIS ROUTINE EXPANDS THE STACK WHILE LETTING THE MAIN 

* PROGRAM DETERMINE WHERE TO STORE THE STACK CONTENTS OR 

* FROM WHERE TO RECOVER THEM. 

* 


LOCI 

ic 

. set 

0 



. text 


STACK 

LARK 

AR1,3 

LOAD COUNTER 


LDPK 

1 

USE PAGE 1 


BNZ 

PO 

IF POPD IS NEEDED, GOTO PO 


POP 


LOAD PC INTO ACCUMULATOR 

* 

SACL 

LOCI 

STORE PC AT MEM LOCATION LOCI 


LARP 

0 

USE ARO 


LAC 

*+,ARl 

LOAD ACCUMULATOR INTO MEMORY 


PUSH 


PUT MEMORY ON STACK 


BANZ 

P 

BRANCH TO P UNTIL STACK IS FULL 


LAC 

LOCI 

LOAD PC INTO ACCUMULATOR 


PUSH 


PUT RETURN ADDRESS ON STACK 

■k 

RET 


RETURN TO MAIN PROGRAM 

PO 

POP 


LOAD PC INTO ACCUMULATOR 


SACL 

LOCI 

SAVE PC INTO MEMORY 


LARP 

ARO 

USE ARO 

■k 

MAR 

*- 

ALIGN STACK POINTER 

POl 

LARP 

0 

USE ARO 


POP 


PUT STACK IN ACCUMULATOR 


SACL 

*-,0,ARl 

STORE STACK IN MEMORY 


BANZ 

POl 

BRANCH TO POl UNTIL SAVED 


MAR 

* + 

REALIGN STACK POINTER 


LAC 

LOCI 

LOAD ACCUMULATOR WITH PC 


PUSH 


PUT RETURN ADDRESS ON STACK 


RET 


RETURN TO MAIN PROGRAM 


5.3.2 Subroutine Calls 

When a subroutine call is made using the CALL or GALA instruction, the cur¬ 
rent contents of the program counter are stored on the top of the stack. At the 
end of the subroutine, a RET (return from subroutine) instruction pops the top 
of the stack to the program counter. The program then resumes execution at 
the instruction following the subroutine call. 

In two circumstances, a level of stack must be reserved for the machine's use. 
First, the TBLR and TBLW instructions use one level of stack. Second, when 
Interrupts are enabled, the PC is saved on the stack during the interrupt rou¬ 
tine. If a system is designed to use both interrupts and a TBLR or TBLW in- 
:,truction, only two levels of stack are available for nesting subroutine calls. 

Subroutine calls can be nested deeper than two levels If the return address Is 
removed from the stack and saved in data memory. The POP instruction 
moves the top of stack (TOS) into the accumulator and pops the stack up one 
level. The return address can then be stored in data memory until the end of 
the subroutine when It is put back into the accumulator. The PUSH instruction 
pushes the stack down one level and then moves the accumulator onto the 
TOS. Therefore, when the RET Instruction is executed, the PC is updated with 
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the return address. This procedure allows a second subroutine to be called 
inside the first subroutine without using another level of stack. 

The POP and PUSH instructions can also be used to pass arguments to a 
subroutine. The .word directives following the subroutine call can be used to 
create a list of constants and/or variables to be passed to the subroutine. After 
the subroutine is called, the TOS points to the list of arguments following the 
CALL instruction. By moving the argument pointer from the TOS to the ac¬ 
cumulator, the list of arguments can be read into data memory using the TBLR 
instruction. Between each TBLR Instruction, the accumulator must be incre¬ 
mented by one to point to the next argument In the list. To create the return 
address, the argument pointer is incremented past the last element in the ar¬ 
gument list. The PUSH instruction moves the return address onto the TOS, 
and the RET instruction updates the PC. Example 5-8 illustrates a call that 
passes two arguments to a subroutine. 

Example 5-8. Two Arguments Passed to a Subroutine 

* CLEAR BITS 

* 

* THIS ROUTINE CLEARS THE BITS OF A DATA WORD DESIGNATED BY 

* A MASK. THE BITS SET TO ONE IN THE MASK INDICATE THE BITS 

* IN THE DATA WORD TO BE CLEARED. ALL OTHER BITS REMAIN 

* UNCHANGED. LOCATION ONE CONTAINS THE CONSTANT 1. MINUS 

* CONTAINS A MASK INVERTER, -1 OR OFFFFh. TWO ARGUMENTS ARE 

* PASSED TO THIS SUBROUTINE. THE CALLING SEQUENCE IS AS 

* FOLLOWS: 

•k 


* 

CALL 

CBITS 




* 

.word 

VALUE 

} 

1ST ARGUMENT = ADDRESS OF DATA 

WORD 

•k 

•k 

.word 

OOBlh 

} 

2ND ARGUMENT = MASK 


STATUS 

. set 

0 

} 

STORE STATUS REGISTER HERE 


XRO 

. set 

126 

} 

TEMPORARY LOCATIONS 


XRl 

k 

. set 

127 




CBITS 

SST 

STATUS 

} 

SAVE STATUS 



LDPK 

0 

/ 

USE DATA PAGE 0 


k 

SAR 

ARO,XRO 

} 

SAVE ARO IN TEMPORARY LOCATION 



POP 


} 

GET ADDRESS OF 1ST ARGUMENT IN 

ACC 


TBLR 

XRl 

} 

STORE 1ST ARGUMENT IN TEMP LOCATION 


LAR 

AR0,XR1 

} 

PUT 1ST ARGUMENT INTO ARO 



ADD 

ONE 

/ 

POINT TO 2ND ARGUMENT 



TBLR 

XRl 

/ 

2ND ARGUMENT = MASK 



ADD 

ONE 

} 

POINT TO RETURN ADDRESS 


k 

PUSH 


} 

PUT RETURN ADDRESS ON TOS 



LARP 

0 





LAC 

XRl 

} 

LOAD MASK INTO ACCUMULATOR 



XOR 

MINUS 

} 

INVERT MASK 



AND 

* 

} 

CLEAR BITS 


k 

SACL 

k 

} 

STORE MODIFIED VALUE 



LAR 

ARO,XRO 

; 

RESTORE ARO 



LDPK 

1 

7 

USE DATA PAGE 1 



LST 

STATUS 

7 

RESTORE STATUS REGISTER 



RET 


7 

RETURN TO MAIN PROGRAM 
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Hardware stack allocation involves allocating the usage of the various stack 
levels for Interrupts, subroutine calls, pipelined Instructions, and the emulator 
(XDS). The TMS320C1X disables all interrupts when taking an interrupt trap. 
If interrupts are enabled more than one instruction before the return of the 
interrupt service routine, the routine can also be Interrupted, thus using an¬ 
other level of the hardware stack. This should be taken into consideration 
when managing the use of the stack. 

When nesting subroutine calls, each call uses a level of the stack. The number 
of levels used by interrupts must be considered as well as the depth of the 
nesting of subroutines. Two possible allocations of the hardware stack levels 
are: 

- 1 level reserved for interrupt service routines (ISR) 

- 3 levels available for subroutine calls. 

or: 

- 1 level reserved for interrupt service routines (ISR) 

- 2 levels available for subroutine calls 

- 1 level available for TBLR/TBLW Instructions. 

5.3.3 Addressing and Loop Control with Auxiliary Registers 

The two auxiliary registers on the TMS320C1x can be used either as pointers 
for Indirect addressing or as loop counters. In the Indirect addressing mode, 
the auxiliary register pointer (ARP) Is used to determine which auxiliary reg¬ 
ister is selected. The LARP instruction sets the ARP equal to the value of the 
immediate operand. The value of the ARP can also be changed in the Indirect 
addressing mode; the ARP Is updated after the instruction has been executed. 

The contents of the auxiliary register are interpreted as a data memory address 
when the Indirect addressing mode is used. A sequential list of data can easily 
be accessed In the indirect mode by using the autoincrement/decrement fea¬ 
ture of the auxiliary registers. The auxiliary register can also be used as a 9-bit 
counter (see Section 3.4.5). The MAR (modify auxiliary register and pointer) 
instruction allows the auxiliary register selected by the ARP to be incremented 
or decremented without implementing any other operation in parallel. 

Three instructions (LARK, LAR, and SAR) either load or store a value Into an 
auxiliary register, independent of the value of the ARP. The first operand in 
each of these instructions determines which auxiliary register is to be either 
loaded or stored. This operand does not affect the value of the ARP for sub¬ 
sequent instructions. 

Example 5-9 illustrates using an auxiliary register In the indirect addressing 
mode to input data into a block of memory. 
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Example 5-9. Auxiliary Register indirect Addressing 

' * THIS ROUTINE USES AN AUXILIARY REGISTER IN THE INDIRECT 

* ADDRESSING MODE TO INPUT DATA INTO A BLOCK OF MEMORY. 

* 

LARK ARO,DATBLK ; INIT ARO AS A POINTER TO DATBLK 

* ; (AREA OF 8 WORDS IN DATA MEMORY) 

LARP 0 ; SELECT ARO 

LACK 8 ; INIT ACCUMULATOR AS A COUNTER 

* 

LOOP IN *+,PAO ; INPUT DATA 

SUB ONE ; DECREMENT COUNTER (ONE = VALUE 1) 

BNZ LOOP ; REPEAT UNTIL COUNT = 0 


An auxiliary register can also be used as a loop counter. The BANZ Instruction 
tests and then decrements the auxiliary register selected by ARP. Because the 
test for zero occurs before the auxiliary register is decremented, the value 
loaded into the auxiliary register must be one less than the number of times the 
loop should be executed. The maximum number of loops that can be counted 
is 512, because only 9 bits of each auxiliary register are implemented as 
counters. A routine that Inputs data and calculates a sum while the auxiliary 
register Is used to count the number of loops is shown In Example 5-10. The 
accumulator contains the result. 


Example 5-10. Auxiliary Register Loop Counting 

* THIS ROUTINE USES AN AUXILIARY REGISTER TO COUNT THE 

* NUMBER OF LOOPS. 

* 

LARK ARO,3 ; INITIALIZE ARO AS A COUNTER 

LARP 0 ; SELECT ARO 

ZAC ; CLEAR ACCUMULATOR 

* 

LOOP IN DATA1,PA2 ; INPUT DATA VALUE 

ADD DATAl ; ADD DATA TO ACCUMULATOR 

BANZ LOOP ; REPEAT LOOP FOUR TIMES 
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Both indirect addressing and loop counting can be performed at the same time 
to implement loops efficiently. If the data block is defined to start at location 
0 in data memory, the same auxiliary register that is counting the number of 
loops can also be the pointer for indirect addressing, as shown below. Note 
that data locations 0 through 7 are loaded with input data. 



LARK 

AR0,7 

; ARO POINTS TO END OF DATA BLOCK 

LOOP 

IN 

*,PA2 

; INPUT DATA VALUE 


BANZ 

LOOP 

; REPEAT LOOP 8 TIMES 


The data block does not have to start at zero if one auxiliary register is used 
for counting and the other register is used as a pointer. Example 5-11 Illus¬ 
trates how both auxiliary registers can be used at once. 


Example 5-11. Auxiliary Register Pointing and Loop Counting 

* THIS ROUTINE USES ONE AUXILIARY REGISTER FOR POINTING AND 

* THE OTHER REGISTER FOR LOOP COUNTING. 


* 

LARK 

ARO, 7 

} 

INITIALIZE ARO AS A COUNTER 


LARK 

AR1,DATBLK 

} 

ARO POINTS TO START OF DATBLK 

* 



; 

(DATA MEMORY AREA) 

i( 

ZAC 


/ 

CLEAR ACCUMULATOR 

LOOP 

LARP 

1 

} 

POINT TO ARl 


ADD 

*+,ARO 

/ 

CALCULATE SUM OF DATA IN BLOCK 

* 



} 

POINT TO ARO 


BANZ 

LOOP 

} 

REPEAT LOOP 8 TIMES 
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5.3.4 Computed GOTOs 

Processing may be executed In a time-dependent (interrupt-driven) or pro- 
cess-dependent (user-selected) way. Selecting the processing mode may 
depend on the result of a particular computation. A simple computed GOTO 
can be programmed in the TMS320C1x by using the GALA instruction. This 
Instruction uses the contents of the accumulator as the direct address of the 
call. The address of the subroutine can be computed from a data value to de¬ 
termine which one of several routines will be executed. The return at the end 
of each of these routines causes program execution to resume with the In¬ 
struction following the GALA command. Note that the GALA instruction uses 
a level of stack, because it Is an indirect subroutine call, not just an indirect 
branch. 

Example 5-12 illustrates how to compute a call to one of several routines. The 
subroutines are defined first, and then*a table of branches to each subroutine 
Is created. The main part of the program Inputs a data value of 0, 1, or 2. The 
appropriate address in the table is calculated in the accumulator. An indirect 
subroutine call causes the proper branch In the table to be executed. 

Example 5-12. Computed GOTO 


* THIS ROUTINE COMPUTES AND EXECUTES A SUBROUTINE CALL. 

* 


ONE 

. set 

126 

} 

STORE CONSTANT 1 

VALUE 

it 

. set 

127 

} 

VALUE READ FROM PORT 4 

SUBl 

IN 

DAT1,PA0 

} 

INPUT DATA VALUE FROM PORT 0 

it 

RET 




SUB2 

IN 

DAT1,PA1 

} 

INPUT DATA VALUE FROM PORT 1 

it 

RET 




SUBS 

IN 

DAT1,PA2 

} 

INPUT DATA VALUE FROM PORT 2 

it 

RET 




TBLl 

B 

SUBl 

. 

CREATE TABLE OF BRANCHES TO EACH 


B 

SUB2 

} 

SUBROUTINE DEFINED 

it 

B 

SUBS 



START 

LDPK 

0 

} 

USE PAGE 0 


LACK 

1 

} 

ACC = 1 


SACL 

ONE 

7 

STORE 1 IN LOCATION ONE 


LT 

ONE 

7 

LOAD T REGISTER WITH VALUE OF 1 


MPYK 

TBLl 

7 

GET ADDRESS OF TABLE 


PAC 





IN 

VALUE,PA4 

7 

INPUT DATA VALUE OF 0, 1, OR 2 

\ 

LT 

VALUE 

7 

LOAD T REG WITH VALUE FROM PA4 


MPYK 

2 

7 

CALCULATE OFFSET 


APAC 





CALA 


7 

GO TO DESIGNATED SUBROUTINE 


LAC 

DATl 

7 

RETURN HERE AFTER SUBROUTINE 
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5.4 Memory Management 

The TMS320C1X has a modified Harvard architecture in which the program 
and data memories reside in two separate spaces. Therefore, the next in¬ 
struction fetch can occur while the current instruction is fetching data and 
executing the operation. The concept of the Harvard architecture increases the 
speed of the device, but it requires the use of instructions to transfer a word 
between data memory and program memory. 

Data memory consists of 144/256 words of 16-bit on-chip RAM with all 
nonimmediate data operands residing within this RAM. Program memory 
consists of 1.5K/4K words of 16-bit on-chip ROM with 1524/4000 words 
reserved for program use. Only those devices with EPROM capability can 
access ail 4096 words. Since there Is no microprocessor mode of operation 
on the TMS320C17/El 7, all program memory resides within the on-chip 
ROM. 

The TMS320C1 x uses three forms of data memory addressing: direct, indirect, 
and immediate. Direct addressing uses the seven bits of the Instruction word 
concatenated with the data page pointer to form the data memory address. 
Indirect addressing uses the lower eight bits of the auxiliary registers as the 
data memory address. Immediate addressing uses part of the instruction word 
for data rather than data RAM. 

The structure of the TMS320C1x memory map can vary for each application 
(see Section 3.4.4 for memory maps). Instructions are provided for moving 
data and for moving constants into data memory. Explanations and examples 
are provided in this section. 

5.4.1 Moving Data 

The DMOV (data move) Instruction allows a data word to be written into the 
next higher memory location in a single cycle without affecting the accu¬ 
mulator. If variables are placed in consecutive locations, a DMOV instruction 
can be used to move each of the variables before the next calculation is per¬ 
formed. For example, when Implementing a digital filter, the variables in the 
equation represent the Inputs and outputs at discrete times. This type of data 
structure is typically Implemented as a shift register when the data at time t Is 
shifted to the position previously occupied by the data at time t-1. If consec¬ 
utive addresses In data memory correspond to consecutive time increments, 
then shifts can be accomplished simply by using the DMOV Instruction to 
move the data item at location d to that corresponding to d + 1. 

The LTD Instruction combines the data move operation with the LTA (load T 
register and accumulate previous product) instruction operations, performing 
the three operations in parallel. The operand of the instruction is loaded into 
the T register; the operand is also written into the next higher memory lo¬ 
cation; and the P register is added to the accumulator. When using the LTD 
instruction, the order of the multiply and accumulate operations becomes im¬ 
portant because the data is being moved while the calculation is being per¬ 
formed. The oldest input variable must be multiplied by Its constant and 
loaded into the accumulator first. Then the input, which Is one time-unit delay 
less, is multiplied and accumulated. This process is repeated until the entire 
equation has been computed. 
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Example 5-13 illustrates the use of the LTD instruction to move input variables 
in mehiory as the results are calculated. 


Example 5-13. Moving Data Using the LTD Instruction 

* THE FOLLOWING EQUATION WILL BE IMPLEMENTED TO DEMONSTRATE 

* THE USE OF THE LTD INSTRUCTION. AT THE END OF THE SUB- 

* ROUTINE, LOCATION XI IS AVAILABLE TO INPUT THE NEW SAMPLE. 

* 


* Y = A*X3 + B*X2 + C*X1 

* 


* WHERE A, 

B, C, XI, X2, 

AND X3 

ARE VALUES STORED AT 

THESE 

* ADDRESSES 

* 

• 




XI 

. set 

0 ; USE 

THESE MEMORY LOCATIONS 


X2 

. set 

1 




X3 

. set 

2 




Y 

. set 

3 




A 

. set 

127 




B 

. set 

126 




C 

ie 

. set 

125 




START 

ZAC 

; CLEAR ACCUMULATOR 



LDPK 

0 } USE 

PAGE Q 




LT 

X3 





MPY 

A ; P = 

A*X3 




LTD 

X2 ? T = 

X2, X2 

—> X3, ACC = A*X3 



MPY 

B ; P = 

B*X2 




LTD' 

XI ; T = 

XI, XI 

—> X2, ACC = A*X3 + 

B*X2 


MPY 

C ; P = 

C*X1 




APAC 

; ACC 

= A*X3 

4- B*X2 + C*X1 



SACH 

11 

ACCH 




The table below illustrates the effect on data memory after execution of the 
code in Example 5-13. 


Data Before Code After Code 

Memory Execution Execution 


Oh XI XI 

1 h X2 XI 

2h X3 X2 


The DMOV feature Is useful in implementing filters and convolution algo¬ 
rithms. 
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5.4.2 Moving Constants into Data Memory 

Most signal processors have a separate memory space for storing constants. 
By allowing communication between data and program memory, the 
TMS320C1X is able to incorporate a constant memory capability with its pro¬ 
gram memory, thus allowing an efficient use of memory space. The portion of 
memory not used for storing constants is available for use as program space. 

Five immediate instructions provide an efficient way to execute operations 
using constants. The LARP instruction changes the auxiliary register pointer, 
and the LDPK instruction changes the data page pointer. The LACK, LARK, 
and MPYK instructions allow constants to be used in calculations. LACK and 
LARK both require an unsigned operand with a magnitude no greater than 
eight bits. The MPYK instruction allows a 13-blt signed number as an oper¬ 
and. 

A 16-bit value can be moved from program memory to data memory using the 
TBLR instruction. TBLR requires that the program memory address (the 
source) be in the accumulator, while the data memory address (the destina¬ 
tion) is obtained from the operand of the Instruction. This instruction is com¬ 
monly used to look up values in a table in program memory. The address of 
the value in the table Is computed in the accumulator before executing the 
instruction. TBLR then moves the value into data memory. TBLR is a three- 
cycle instruction and, therefore, takes longer than an immediate instruction. 
However, It has more flexibility since it operates on 16-bit constants. 

Sometimes It Is convenient to store data operands in program ROM or external 
memory, and then read them into the on-chip RAM as they are needed. Two 
means are available for doing this. First, the TBLR (table read) instruction can 
be used to transfer data from on-chip program ROM to on-chip data RAM. 
Second, off-chip data RAM can be addressed via the IN and OUT instructions. 

, With some extra hardware, the IN and OUT Instructions can be used to read 

and write from data RAM to large amounts of external storage addressed as a 
peripheral. 

Data may also be transferred from data memory to program memory by means 
of the TBLW instruction. The IN and OUT Instructions can be used to transfer 
data between the on-chip data memory and the I/O space (see Section 6.1). 

Note that the TBLW (table write) instruction should not be used on the 
TMS320C17/El 7 since this Instruction transfers data from on-chip data RAM 
to external memory. The TMS320C17/El 7 does not directly interface to ex¬ 
ternal memory since the port address bits (PA2-PA0) are the only address 
lines external to the device. 

Example 5-14 illustrates bringing the cosine value of a variable Into data 
memory using the TBLR instruction. Note that if the address of COSINE is 
greater than 255, the address can be loaded inta the accumulator by loading 
the T register with a one, multiplying by the constant COSINE, and trans¬ 
ferring It from the P register into the accumulator. 
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Example 5-14. Moving a Constant into Data Memory Using the TBLR Instruction 

* THIS ROUTINE USES THE TBLR ,INSTRUCTION TO BRING THE COSINE 

* VALUE OF A VARIABLE INTO DATA MEMORY. A TABLE CONTAINING 

* THE COSINE VALUES IS FIRST CREATED IN PROGRAM MEMORY. V 


* 

COSINE 

. 

DATA 




START 

IN 

X,PAO 





LACK 

COSINE 

; LOAD 

TABLE 

ADDRESS 


ADD 

X 

; CALCULATE 

PROGRAM MEMORY ADDRESS 


TBLR 

COSX 

; MOVE 

VALUE 

INTO DATA MEMORY 


The following table shows the effect on data memory after the TBLR instruc¬ 
tion has been executed in Example 5-14. 


Program Before TBLR After TBLR 
Memory Execution Execution 


COSINE+ X 02FFh 02FFh 


Data 

Memory 

COSX 71F2h 02FFh 


Another method for transferring data from program memory into data memory 
uses the TBLR instruction. By using the TBLR instruction, a calculated, rather 
than predetermined, location of data in program memory may be specified for 
transfer. A routine using this approach is shown in Example 5-15. 


Example 5-15. Moving Program Memory to Data Memory with TBLR 


* THIS ROUTINE USES THE TBLR INSTRUCTION TO MOVE DATA VALUES 

* FROM PROGRAM MEMORY INTO DATA MEMORY. BY USING THIS ROUTINE, 

* THE PROGRAM MEMORY LOCATION IN THE ACCUMULATOR FROM WHICH 

* DATA IS TO BE MOVED TO A SPECIFIC DATA MEMORY LOCATION CAN 

* BE SPECIFIED. ASSUME THAT THE ACCUMULATOR CONTAINS THE 

* ADDRESS IN PROGRAM MEMORY FROM WHICH TO TRANSFER THE DATA. 

* 


TABLE LARP 1 

LARK AR1,63 

* 

LOOP TBLR * 

BANZ LOOP 
RET 


; USE ARl 

; START FROM ADDRESS 63 

; MOVE DATA INTO DATA RAM 
; TRANSFER 64 VALUES 
; RETURN TO CALLING PROGRAM 


In cases where systems require that temporary storage be allocated in the 
program memory, TBLW can be used to transfer data from internal data 
memory to external program memory. The code in Example 5-16 demon¬ 
strates how this may be accomplished. 
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Example 5-16. Moving Internal Data Memory to Program Memory with TBLW 

* THIS ROUTINE USES THE TBLW INSTRUCTION TO MOVE DATA VALUES 

* FROM INTERNAL DATA MEMORY TO EXTERNAL PROGRAM MEMORY. THE 

* CALLING ROUTINE MUST SPECIFY THE DESTINATION PROGRAM MEMORY 

* ADDRESS IN THE ACCUMULATOR. ASSUME THAT THE ACCUMULATOR 

* CONTAINS THE ADDRESS IN PROGRAM MEMORY INTO WHICH THE DATA 

* IS TRANSFERRED. 


* 

TABLE 

LARK 

AR1,63 ; 

LOAD LOOP 

COUNT OF 64 

•k 

LARK 

AR0,DAT1 ; 

LOAD STARTING ADDRESS 

LOOP 

LARP 

ARO ; 

USE ARO 



TBLW 

*+,ARl ; 

MOVE DATA 

TO EXTERNAL PROGRAM RAM 


BANZ 

LOOP ; 

DECREMENT 

AND CHECK IF DONE 


RET 

} 

RETURN TO 

CALLING PROGRAM 


After the execution of the TBLW instruction, the following effect has occurred 
on program memory: 


Program 

Before TBLW 

After TBLW 

Memory 

Execution 

Execution 

PROG1 

OFFlOh 

1234h 

Data 



Memory 



DAT1 

1234h 

1234h 


The IN and OUT instructions are used to transfer data between the data me¬ 
mory and the I/O space, as shown in Example 5-17 and Example 5-18. 


Example 5-17. Moving Data from I/O Space into Data Memory with IN 

* THIS ROUTINE USES THE IN INSTRUCTION TO MOVE DATA VALUES 

* FROM THE I/O SPACE INTO DATA MEMORY. DATA ACCESSED FROM 

* I/O PORT 7 IS TRANSFERRED TO SUCCESSIVE MEMORY LOCATIONS 

* ON DATA PAGE 0. 


* 

INPUT 

LARK 

ARO,32 

; SET UP LOOP COUNT 

"k 

LARK 

AR1,DAT1 

; SET UP DESTINATION ADDRESS 

LOOP 

LARP 

ARl 

; USE ARl 


IN 

*+,PA7,AR0 

; MOVE DATA INTO DATA RAM 


BANZ 

RET 

LOOP 

; DECREMENT AND CHECK IF DONE 
; RETURN TO CALLING PROGRAM 
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Example 5-18. Moving Data from Data Memory to I/O Space with OUT 

* THIS ROUTINE USES THE OUT INSTRUCTION TO MOVE DATA VALUES 

* FROM THE DATA MEMORY TO THE I/O SPACE. DATA IS TRANSFERRED 

* TO I/O PORT 7 FROM SUCCESSIVE MEMORY LOCATIONS ON DATA 

* PAGE 0. 

* 


OUTPUT 

LARK 

AR0,32 

} 

SET UP LOOP COUNT 

ie 

LARK 

AR1,DAT1 

} 

SET UP STARTING ADDRESS 

LOOP 

LARP 

ARl 

} 

USE ARl 


OUT 

*+,PA7,AR0 

} 

MOVE DATA INTO I/O SPACE 


BANZ 

LOOP 

} 

DECREMENT AND CHECK IF DONE 


RET 


} 

RETURN TO CALLING PROGRAM 
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5.5 Logical and Arithmetic Operations 

Although the TMS320C1x instruction set is oriented toward digital signal 
processing, the same fundamental operations of a general-purpose processor, 
such as bit manipulation, logical and arithmetic operations, logical and arith¬ 
metic shifts, and overflow management, are included. Explanations and ex¬ 
amples of how to use Instructions for scaling, convolution operations, 
fixed-point multipllcation/divislon/addition, and floating-point arithmetic are 
also included in this section. 

The contents of the accumulator may be stored in data memory using the 
SACH and SACL Instructions or stored in the stack by using the PUSH In¬ 
struction. The accumulator may be loaded from data memory using the ZALH, 
ZALS, and LAC instructions, which zero the accumulator before loading the 
data value. The ZAC Instruction zeroes the accumulator. POP can be used to 
restore the accumulator contents from the stack. The accumulator is also af¬ 
fected by the execution of the ABS instruction, which replaces the contents 
of the accumulator with Its absolute value. 


5.5.1 Bit Manipulation 

A specified bit of a word from data memory can either be set, cleared, or 
tested. Such bit manipulations are accomplished by using the hardware shifter 
and the logic Instructions, AND, OR, and XOR. In Example 5-19, operations 
on single bits are performed on the data word VALUE. In this and the follow¬ 
ing example, data memory location ONE contains the value 1 and MINUS 
contains the value -1 (all bits set). 


Example 5-19. Single-Bit Manipulation 


* 


* CLEAR BIT 5 OF DATA MEMORY LOCATION VALUE. MEMORY LOCATION 

* ONE CONTAINS CONSTANT 1. MEMORY LOCATION MINUS CONTAINS -1 

* OR OFFFFh. 

* 


* 


LAC ONE, 5 
XOR MINUS 
AND VALUE 
SACL VALUE 


ACC = 00000020h 

INVERT ACCUMULATOR? ACC = OOOOFFDFh 
BIT 5 OF VALUE IS ZEROED 


* SET BIT 12 OF VALUE. 

* 


LAC ONE, 12 ? ACC = OOOOlOOOh 
OR VALUE ? BIT 12 OF VALUE 
SACL VALUE 

* 

* TEST BIT 3 OF VALUE. 


LAC ONE, 3 
AND VALUE 
BZ BIT3Z 


ACC = OOOOOOOSh 

TEST BIT 3 OF VALUE 

BRANCH TO BIT3Z IF BIT IS CLEAR 


More than one bit can be set, cleared, or tested at one time if the necessary 
mask exists in data memory. In Example 5-20, the six low-order bits in the 
word VALUE are cleared if MASK contains the value 63. 
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Example 5-20. Multiple-Bit Manipulation 


* 

* CLEAR LOWER SIX BITS OF VALUE. MEMORY LOCATION MASK 

* CONTAINS THE MASK TO CLEAR THE BITS. MEMORY LOCATION 

* MINUS CONTAINS -1 OR OFFFFh. 

* 


LAC MASK 
XOR MINUS 
AND VALUE 
SACL VALUE 


ACC = GOOOOOSFh 

INVERT ACCUMULATOR; ACC = OOOOFFCOh 
CLEAR LOWER SIX BITS 


5.5.2 Overflow Management ^ 

The TMS320C1X has two features that can be used to handle overflow man¬ 
agement. These include the branch on overflow conditions and accumulator 
saturation (overflow mode). These features provide several options for over¬ 
flow protection within an algorithm. 

A program can branch to an error handler routine on an overflow of the ac¬ 
cumulator by using the BV (branch on overflow) instruction. This instruction 
can be performed after any ALU operation that may cause an accumulator 
overflow. 

The overflow mode is a feature useful for DSP applications. This mode sim¬ 
ulates the saturation effect characteristic of analog systems. When enabled, 
any overflow in the accumulator results In the accumulator contents being 
replaced with the largest positive value (7FFFFFFFh) if the overflowed num¬ 
ber is positive, or the largest negative value (SOOOOOOOh) if negative. The 
overflow mode is controlled by the OVM bit of the status register and can be 
changed by the SOVM (set overflow mode), ROVM (reset overflow mode), 
or LST (load status register) instructions. Overflows can be detected in soft¬ 
ware by testing the OV (overflow) bit in the status register. When a branch is 
used to test the overflow bit, OV is automatically reset. Note that the OV bit 
does not function as a carry bit. It is set only when the absolute value of a 
number is too large to be represented in the accumulator, and it is not reset 
except by specific Instructions. The overflow mode feature affects all arithme¬ 
tic operations in the ALU. 

In Example 5-21, the accumulator saturates to 7FFFFFFFh or the largest pos¬ 
itive value. The BV instruction also clears the OV bit. 


Example 5-21. Overflow Management 


* THE ACCUMULATOR WILL SATURATE TO THE HIGHEST POSITIVE VALUE 

* WHEN OVERFLOW OCCURS. THE ACCUMULATOR CONTAINS 7FFFF423h. 

* MEMORY LOCATION A CONTAINS 74EDh. MEMORY LOCATION B 

* CONTAINS 67AFh. 

* 


* 


SOVM 
LT A 
MPY B 
APAC 

BV OVRFLW 


; SET OVERFLOW MODE 
; T = 74EDh 
; P = 2F5B4903h 
; ACC = 7FFFFFFFh 
; CHECK OV BIT* 

; BRANCH TO OVERFLOW HANDLING ROUTINE 
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The effect on the accumulator before and after the code execution is shown 
as follows: 


ACC 


Before Code 
Execution 

7FFFF423h 


After Code 
Execution 

7FFFFFFFh 


5.5.3 Scaling 

Scaling the data coming into the accumulator or already In the accumulator is 
useful in signal processing algorithms. This Is frequently necessary in adapta¬ 
tion or other algorithms that must compute and apply correction factors or 
normalize intermediate results. Scaling and normalizing are implemented on 
the TMS320C1X via shifts of data on the Incoming path to the accumulator. 

There are two types of shifts: logical and arithmetic. A logical shift is Imple¬ 
mented by filling the empty bits to the left of the MSB with zeros, regardless 
of the value of the MSB. An arithmetic shift fills the empty bits to the left of 
the MSB with ones if the MSB is one, or with zeros If the MBS is zero. The 
second type of bit padding is referred to as sign extension. 

Data can be left-shifted 0 to 16 bits when the accumulator is loaded, and 
left-shifted 0,1, or 4 bits when storing from the accumulator using the SACH 
instruction. These shifts can be used for loading numbers into the high 16 
bits of the accumulator and renormalizing the result of a multiply. The in¬ 
coming left shift of 0 to 16 bits is supplied in the instruction Itself. Left shifts 
of data fetched from data memory are available for loading the accumulator 
(LAC), adding to the accumulator (ADD), and subtracting from the accu¬ 
mulator (SUB). When data is left-shifted 16 bits, the ZALH, ADDH, and 
SUBH instructions are used. The left-shift of 0, 1, or 4, available with the 
SACH instruction, is used to shift out the extra sign bits when fractional mul¬ 
tiplication Is used (see Section 5.5.5). 

The hardware shift, which is built into the ADD, SUB, and LAC instructions, 
performs an arithmetic left-shift on a 16-bit word. This feature can also be 
used to perform right-shifts. A right-shift of n Is Implemented by performing 
a left-shift of 16-n and saving the upper word of the accumulator. Example 
5-22 performs an arithmetic right-shift of 7 on a 16-blt number in the accu¬ 
mulator. 


Example 5-22. Arithmetic Right-Shift 


SACL TEMP 
LAC TEMP,9 
SACH TEMP 
LAC TEMP 


MOVE NUMBER TO MEMORY 
SHIFT LEFT (16-7) 

SAVE HIGH WORD IN MEMORY 
RETURN NUMBER BACK TO ACCUMULATOR 


The effect on the accumulator before and after the code execution Is shown 
as follows: 

Before Code After Code 
Execution Execution 

ACC 0FFFFA452h 0FFFFFF48h 

A logical right-shift of 4 on a 32-bit number stored in the accumulator is 
shown in Example 5-23. The 32-bit results of the shift are then stored in data 
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memory. In this example, the accumulator initially contains the hexadecimal 
number, 9D84C1 B2h. The variables, SHIFTH and SHIFTL, will receive the 
high word (09D8h) and low word (4C1 Bh) of the shifted results. 

Example 5-23. Logical Right-Shift 

* 

* SHIFT THE LOWER WORD. MEMORY LOCATION MINUS CONTAINS -1 

* OR OFFFFh. 

* 


SACH 

SHIFTH 

f 

SHIFTH = 9D84h 

INITIAL VALUES 

SACL 

SHIFTL 

} 

SHIFTL = 0ClB2h 



LAC 

SHIFTL,12 

} 

ACC 

= 0FClB2000h 



SACH 

SHIFTL 

} 

SHIFTL = OFClBh 



LAC 

MINUS,12 

; 

ACC 

= OFFFFFOOOh 



XOR 

MINUS 

7 

ACC 

= OFFFFOFFFh 



AND 

SHIFTL 

7 

ACC 

= OOOOOClBh 



r THE 

UPPER WORD 

• 





ADD 

SHIFTH,12 

7 

ACC 

= 0F9D84ClBh 



SACL 

SHIFTL 

7 

SHIFTL = 4ClBh 

FINAL 

LOW VALUE 

SACH 

SHIFTH 

7 

SHIFTH = 0F9D8h 



LAC 

MINUS,12 

7 

ACC 

= OFFFFFOOOh 



XOR 

MINUS 

7 

ACC 

= OFFFFOFFFh 



AND 

SHIFTH 

7 

ACC 

= 000009D8h 



SACL 

SHIFTH 

7 

SHIFTH = 09D8h 

FINAL 

HIGH VALUE 


The accumulator is affected before and after the code execution as follows: 

Before Code After Code 
Execution Execution 

ACC 9D84C1B2h 09D84C1Bh 

An arithmetic right-shift of 4 can be implemented using the same routine as 
shown above, except with the last four lines omitted. 


5.5.4 Convolution Operations 

Many DSP applications must perform convolution operations or other oper¬ 
ations similar In form. These operations require data to be shifted or delayed. 
The DMOV and LTD instructions can perform the needed data moves for 
convolution. 

The data move function is used for on-chip data memory. It allows a word to 
be copied from the currently addressed data memory location In on-chip RAM 
to the next higher location while the data from the addressed location is being 
operated upon (e.g., by the CALU). The data move and the CALL) operation 
are performed In the same cycle. The data move function is useful in imple¬ 
menting algorithms, such as convolutions and digital filtering, where data Is 
being passed through a time window. It models the z"^ delay operation en¬ 
countered In those applications. 
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5.5.5 Multiplication 

The TMS320C1X hardware multiplier normally performs two's-complement 
16-bit by 16-bit multiplies and produces a 32-bit result in a single processor 
cycle. To multiply two operands, one operand must be loaded Into the T 
register. The second operand is moved by the multiply Instruction to the 
multiplier, which then produces the product in the P register. Before another 
multiply can be performed, the contents of the P register must be moved to the 
accumulator. By pipelining multiplies and P-regIster moves, most multiply 
operations can be performed with a single Instruction. 

Computation on the TMS320C1x is based on a fixed-point two's-complement 
representation of numbers. Each 16-bit number Is evaluated with a sign bit, I 
integer bits, and 15-i fractional bits. Thus, the number 

0 0000010 10100000 

i binary point 

has a value of 2.625. This particular number Is said to be represented In a Q8 
format (8 fractional bits). Its range is between -128 (1000000000000000) 
and 127.996 (0111111111111111). The fractional accuracy of a Q8 number 
is about 0.004 (one part in 2^ or 256). 

Although particular situations (e.g., a combination of dynamic range and ac¬ 
curacy requirements) must use mixed notations. It Is more common to work 
entirely with fractions represented in a Q15 format or integers In a QO format. 
This is especially true for signal processing algorithms where multiply and ac¬ 
cumulate operations are dominant. The result of a fraction times a fraction re¬ 
mains a fraction, and the result of an integer times an Integer remains an 
integer. No overflows are possible. 

Q format is a number representation commonly used when performing oper¬ 
ations on noninteger numbers. In Q format, the Q number (15 in Q15) denotes 
how many bits are located to the right of the binary point. A 16-bit number In 
Q15 format, therefore, has an assumed binary point immediately to the right 
of the most significant bit. Since the most significant bit constitutes the sign 
of the number, then numbers represented in Q15 may take on values from +1 
(represented by +0.99997...) to -1. 

A wide variety of situations may be encountered when piultiplying two num¬ 
bers. Three of these situations are provided in Example 5-24, Example 5-25, 
and Example 5-26. 
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Example 5-24. Fraction x Fraction (Q15 x Q15 = Q30) 

0100000000000000 = 0.5inQ15 

_ X 0100000000000000 = 0.5inQ15 

00 01000000000000 0000000000000000 = 0.25 in Q30 

I binary point 

Two sign bits remain after the multiply. Generally, a single-precision (16-bit) 
result is saved, rather than maintaining the full intermediate precision. The 
upper half of the result does not contain a full 15 bits of fractional precision 
since the multiply operation actually creates a second sign bit. In order to re¬ 
cover that precision, the product must be shifted left by one bit, as shown in 
the following code excerpt: 

LT OPl ; OPl = 4000h (0.5 in Q15) 

MPY OP2 ; OP2 = 4000h (0.5 in Q15) 

PAG 

SACK ANS,1 ; ANS = 2000h (0.25 in Q15) 

The MPYK instruction provides a multiply by a 13~blt signed constant. In 
fractional notation, this means that a Q15 number can be multiplied by a Q12 
number. The resulting number must be left-shifted by four bits to maintain full 
precision. 

LT OPl ; OPl = 4000h (0.5 in Q15) 

MPYK 2048 ; OP2 = 0800h (0.5 in Q12) 

PAG 

SAGH ANS,4 ; ANS = 2000h (0.25 in Q15) 


Example 5-25. Integer x Integer (QO x QO = QO) 

0000000000010001 = 17 In QO 
__ X 1111111111111011 = -5 in QO 

1111111111111111 1111111110101011 = -85inQ0 

[“■ binary point 

In this case, the extra sign bits do not change the result, and the desired pro¬ 
duct is entirely in the lower half of the product, as shown in the following 
program: 


LT 

OPl 

; OPl = OOllh ( 

17 in QO) 

MPY 

OP2 

; OP2 = OFFFBh 

( -5 in QO) 

PAG 

SAGH 

ANS 

; ANS = OFFABh 

(-85 in QO) 
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Example 5-26. Mixed Notation (Q14 x Q14 = Q28) 

0110000000000000 = 1.50 in Q14 

_ X 0011000000000000 = 0.75 in Q14 

0001 001000000000 0000000000000000 = 1.125 in Q28 

I” binary point 

The maximum magnitude of a Q14 number is just under two. Thus, the maxi¬ 
mum magnitude of the product of two Q14 numbers is four. Two integer bits 
are required to allow for this possibility, leaving a maximum precision for the 
product of 13 bits. In general, the following rule applies: The product of a 
number with i integer bits and f fractional bits and a second number with j 
integer bits and g fractional bits will be a number with (i+j) integer bits and 
(f+g) fractional bits. The highest precision possible for a 16-bit representation 
of this number will have (i+j) integer bits and (15-i-j) fractional bits. 

If the physical system being modelled is well understood, the precision with 
which the number is modelled can be increased. For example. If it is known 
that the above product can be no more than 1.8, the product can be repre¬ 
sented as a Q14 number rather than the theoretical worst case of Q13, shown 
In the following program: 


LT 

OPl 

; OPl = 6000h 

(1.5 

in 

Q14) 

MPY 

OP2 

; OP2 = 3000h 

(0.75 

in 

Q14) 

PAC 

SACK 

ANS, 1 

; ANS = 2400h 

(1.125 

in 

Q13) 


The techniques Illustrated in the previous three examples all truncate the result 
of the multiplication to the desired precision. The error generated as a result 
can be as much as minus one full LSB. This Is true whether the truncated 
number is positive or negative. It Is possible to Implement a simple rounding 
technique to reduce this potential error by a factor of two, as shown in the 
code sequence of Example 5-27. The maximum error generated in this exam¬ 
ple Is plus one-half LSB whether ANS Is positive or negative. 

Example 5-27. Rounding Technique for Multiplication 

LT OPl 

MPY OP2 

PAC 

ADD ONE, 

SACK ANS,1 

A common operation In DSP algorithms is the summation of products. The 
contents of the P register are added to the accumulator, and two values si¬ 
multaneously read and multiplied. A data memory value Is multiplied by a 
program memory value. Example 5-28 shows an Implementation of multiplies 
and accumulates using the LTA-MPY instruction pair. 


; OPl * OP2 
; ROUND UP 
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Example 5-28. Multiply and Accumulate Using the LTA-MPY Instruction Pair 


CLOCK 

CYCLES 


TOTAL CLOCK 
CYCLES 


PROGRAM 

MEMORY 


ZAC 


1 


1 

LT 

D1 

1 


1 

MPY 

Cl 

1 


1 

LTA 

D2 

1 


1 

MPY 

C2 

1 


1 

• 


2N 


2N 

LTA 

DN 

1 


1 

MPY 

CN 

1 


1 

APAC 


1 

2 + 2N 

1 


TOTAL PROGRAM 
MEMORY 


2 + 2N 


5.5.6 Division 


Binary division is the inverse of multiplication. Multiplication consists pf a 
series of shift and add operations, while division can be broken into a series 
of subtracts and shifts. Although the first-generation TMS320 does not have 
an explicit divide instruction, it is possible to Implement an efficient flexible 
divide capability using the conditional subtract Instruction, SUBC. SUBC 
Implements binary division in the same manner as is commonly done in long 
division. Given a 16-bit positive dividend and divisor, the repetition of the 
SUBC command 16 times produces a 16-blt quotient in the low accumulator 
and a 16-blt remainder In the high accumulator. With each SUBC, the divisor 
is left-shifted 15 bits and subtracted from the accumulator. For each subtract 
not producing a negative answer, a one Is put In the LSB of the quotient and 
then shifted. For each subtract producing a negative answer, the accumulator 
Is simply left-shifted. The shifting of the remainder and quotient after each 
subtract produces the separation of the quotient and remainder in the low and 
high halves of the accumulator. The similarities between long division and the 
SUBC method of division are shown in Figure 5-1 where 33 is divided by 5. 
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LONG DIVISION: 


0000000000000110 0u ot le nt 

0000000000000101 )0000000000100001 

-101 

110 

- 101 

11 Remainder 


SUBC METHOD; 


.32 HIGH ACC 

LOW ACC Q 


I I 

0000000000000000 
-10 

1 1 

0000000000100001 

1000000000000000 

(1) 

-10 

0111111111011111 


1 1 

0000000000000000 

-10 

1 1 

0000000001000010 

1000000000000000 

(2) 

-10 

• 

0111111110111110 


• 

1 1 

0000000000000100 

-10 

1 1 

0010000000000000 

1000000000000000 

(14) 

0000000000000001 

1010000000000000 


1 1 

0000000000000011 

-10 

1 1 

0100000000000001 

1000000000000000 

(15) 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

liOoOdOooOOOobOi 


1 1 

0000000000000001 

-10 

1 1 

1000000000000011 

1000000000000000 

(16) 

- 

1111111111111101 


0000000000000011 

0000000000000110 



I REMAINDER Tl QUOTIENT 


COMMENT 


Dividend is ioaded into ACC. The 
divisor is left-shifted 15 and sub¬ 
tracted from ACC. The subtraction 
is negative, so discard the result 
and shift left the ACC one bit. 

2nd subtract produces negative 
answer, so discard result and shift 
ACC (dividend) left. 


14th SUBC command. The result 
IS positive. Shift result left and 
replace LSB with ’1’. 


Result is again positive. Shift 
result left and replace LSB with '1'. 


Last subtract. Negative answer, so 
discard result and shift ACC left. 


Answer reached after 16 SUBC 
instructions. 


Figure 5-1. Long Division and SUBC Division 


The condition of the divisor, less than the shifted dividend, is determined by 
the sign of the result. The only restriction for the use of the SUBC instruction 
is that both the dividend and divisor MUST be positive. Thus, the sign of the 
quotient must be determined and the quotient computed using the absolute 
value of the dividend and divisor. In addition, when Implementing a divide 
algorithm, it is important to know if the quotient can be represented as a 
fraction and the degree of accuracy to which the quotient is to be computed. 
Each of these considerations can affect how the SUBC Instruction is used (see 
Example 5-29 and Example 5-30). Note that the next instruction after SUBC 
cannot use the accumulator. 
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Example 5-29. Using SUBC Where Numerator < Denominator 

* THIS ROUTINE DIVIDES TWO BINARY, TWO'S-COMPLEMENT NUMBERS 

* OF ANY SIGN WHERE THE NUMERATOR IS LESS THAN THE 

* DENOMINATOR. 

* 


* 



BEFORE 

AFTER 

* 

•k 



INSTRUCTION INSTRUCTION 

•k 

NUMERA 

21 

21 ^ 

k 

DENOM 


42 

42 

k 

QUOT 


0 

0.5 

k 

k 




(0.1 0 0) 

DIV 

LARP 

0 




LT 

NUMERA ; 

GET SIGN OF QUOTIENT 



MPY 

DENOM 




PAC 

SACH 

TEMSGN ; 

SAVE SIGN OF QUOTIENT 



LAC 

DENOM 




ABS 

SACL 

DENOM ; 

MAKE DENOMINATOR POSITIVE 



ZALH 

NUMERA ; 

ALIGN NUMERATOR 



ABS 

} 

MAKE NUMERATOR POSITIVE 



LARK 

0,14 



* 


* IF DIVISOR AND DIVIDEND ARE ALIGNED, DIVISION CAN START 

* HERE. 

* 


KPDVNG 

SUBC 

DENOM 

; 15-CYCLE DIVIDE 

LOOP 

k 

BANZ 

KPDVNG 




SACL 

QUOT 




LAC 

TEMSGN 

/ 



BGEZ 

ZAC 

DONE 

; DONE IF SIGN IS 

POSITIVE 


SUB 

QUOT 




SACL 

QUOT 

; NEGATE QUOTIENT 

IF NEGATIVE 

DONE 

RET 


? RETURN TO MAIN PROGRAM 
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Example 5-30. Using SUBC Where Accuracy of Quotient Specified 

* THIS ROUTINE DIVIDES TWO BINARY, TWO'S-COMPLEMENT NUMBERS 

* OF ANY SIGN, SPECIFYING THE FRACTIONAL ACCURACY OF THE 

* QUOTIENT (FRAC). 

* 


* 



BEFORE 

AFTER 

* 

ir 



INSTRUCTION INSTRUCTION 

* 

NUMERA 

11 

11 

* 

DENOM 


8 

8 

* 

FRAC 


3 

3 

* 

QUOT 


17 

1.375 

* 

■k 




(1.0 1 1) 

DNl 

LT 

NUMERA ; 

GET SIGN OF QUOTIENT 



MPY 

DENOM 




PAC 





SACH 

TEMSGN ; 

SAVE SIGN OF QUOTIENT 



LAC 

DENOM 




ABS 





SACL 

DENOM 

MAKE DENOMINATOR POSITIVE 



LACK 

15 




ADD 

FRAC 




SACL 

FRAC 

COMPUTE LOOP COUNT 



LAC 

NUMERA ; 

ALIGN NUMERATOR 



ABS 

/ 

MAKE NUMERATOR POSITIVE 



LAR 

0,FRAC 



* 


* IF DIVISOR AND DIVIDEND ARE ALIGNED, DIVISION CAN START 

* HERE. 

* 


KPDVNG 

SUBC 

DENOM 

/ 

16 + FRAC CYCLE 

DIVIDE LOOP 

* 

BANZ 

KPDVNG 





SACL 

QUOT 





LAC 

TEMSGN 





BGEZ 

DONE 

/ 

DONE IF SIGN IS 

POSITIVE 


ZAC 






SUB 

QUOT 





SACL 

QUOT 

7 

NEGATE QUOTIENT 

IF NEGATIVE 

DONE 

RET 


7 

RETURN TO MAIN ] 

PROGRAM 


5.5.7 Addition 

Both operands in division must be represented in the same Q format. Enough 
room must be allowed in the result to accommodate bit growth or there must 
be some preparation to handle overflows. If the operands are only 16 bits 
long, the result may have to be represented as a double-precision number. 
Example 5-31 and Example 5-32 illustrate two approaches to adding 16-bit 
numbers. 


Example 5-31. Maintaining 32-Bit Results 


LAC OPl 
ADD OP2 
SACH ANSHI 
SACL ANSLO 


; Q15 
; Q15 

; HIGH-ORDER 16 BITS OF RESULT 
; LOW-ORDER 16 BITS OF RESULT 
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Example 5-32. Adjusted Binary Point to Maintain 16-Bit Results 

LAC 0P1,15 ; Q14 NUMBER IN ACCH 

ADD OP2,15 ; Q14 NUMBER IN ACCH 

SACH ANS ; Q14 

Double-precision operands present a more complex problem since actual 
arithmetic overflows or underflows may occur. The BV (branch on overflow) 
Instruction can be used to check for the occurrence of these conditions. A 
second technique is the use of saturation mode operations, which will saturate 
the result of overflowing accumulations to the most positive or most negative 
number. Both techniques, however, result in a loss of precision. The best 
technique involves a thorough understanding of the underlying physical 
process and care in selecting number representations. 

5.5.8 Floating-Point Arithmetic 

Although the TMS320C1 x devices are fixed-point 16/32-blt microprocessors, 
they can also perform floating-point computations. Using the floating-point 
single-precision standard proposed by the IEEE, the TMS320C1x can perform 
a floating-point multiplication in 8.4 ms and a floating-point addition in 17.2 
MS. For a detailed discussion of floating-point arithmetic and TMS320 source 
code, refer to "Floating-Point Arithmetic with the TMS32010," an application 
report In the book, Digital Signal Processing Applications with the TMS320 
Family (literature number SPRA012A). 

Floating-point numbers are often represented on microprocessors in a two- 
word format of mantissa and exponent. The mantissa Is stored in one word. 
The exponent, the second word, indicates how many bit positions from the left 
the binary point is located. If the mantissa is 16 bits, a 4-bit exponent is suf¬ 
ficient to express the location of the binary point. Because of Its 16-bit word 
size, the 16/4-bit floating-point format functions most efficiently on the 
TMS320C1X. 

Operations in the TMS320C1x central ALU are performed in two's- 
complement fixed-point notation. To implement floating-point arithmetic, 
operands must be converted to fixed point for arithmetic operations, and then 
converted back to floating point. Conversion to floating-point notation is 
performed by normalizing the input data (i.e., shifting the MSB of the data 
word into the MSB of the internal memory word). The exponent word then 
indicates how many shifts are required. To multiply two floating-point num¬ 
bers, the mantissas are multiplied and the exponents added. The resulting 
mantissa must be renormalized. (Since the Input operands are normalized, no 
more then one left shift is required to normalize the result.) 

Floating-point addition or subtraction requires shifting the mantissa so that 
the exponents of the two operands match. The difference between the expo¬ 
nents Is used to left-shift the lower power operand before adding. Then, the 
output of the add must be renormalized. 

Instructions useful in floating-point operations are the LAC, LACK, ADD, and 
SUB instructions. The mantissas are often used in Q15 format. Q format Is a 
number representation commonly used when performing operations on non¬ 
integer numbers. Ih Q format, the Q number (15 In Q15) denotes how many 
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digits are located to the right of the binary point. A 16-bit number in Q15 
format therefore, has an assumed binary point immediately to the right of the 
most significant bit. Since the most significant bit constitutes the sign of the 
number, then numbers represented in Q15 may take on values from +1 (rep¬ 
resented by +0.99997...) to -1. 
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5.6 Application-Oriented Operations 

The TMS320C1X has been designed to provide efficient implementations of 
many common digital signal processing algorithms. Its features provide so¬ 
lutions to numerically intensive problems usually characterized by multiply and 
accumulate operations. Some device-specific features that aid in the imple¬ 
mentation of specific algorithms on the TMS320C1x include companding, fil¬ 
tering, Fast Fourier Transforms (FFT), and PID control. These applications 
require I/O performed either in parallel or serial. 

5.6.1 Companding 

In the area of telecommunications, one of the primary concerns is the I/O 
bandwidth In the communications channel. One way to minimize this band¬ 
width is by companding (COMpress/exPAND). Companding Is defined by 
two international standards, A-law and M-law, both based on the compression 
of the equivalent of 13 bits of dynamic range into an 8-blt code. The standard 
employed in the United States and Japan is jj-law companding. The European 
standard Is referred to as A-law companding. Detailed descriptions and code 
examples of p-law and A-law companding are presented in "Companding 
Routines for the TMS32010/TIVIS32020," an application report included in 
the book. Digital Signal Processing Applications with the TMS320 Family 
(literature number SPRA012A). 

The technique of companding allows the digital sample information corre¬ 
sponding to a 13-bit dynamic range to be transmitted as 8-blt data. For 
processing In the TMS320C1x, it Is necessary to convert the 8-bit logarithmic 
data to a 16-bit linear format. Prior to output, the linear result must be con¬ 
verted to the compressed or companded format. On the TMS32010/Cl 0/Cl 5, 
companding must be performed in software using conversion routines. On- 
chip companding hardware on the TMS320C17/El 7 implements these func¬ 
tions. 

Software routines for p-law and A-law companding, flowcharts, companding 
algorithms, and detailed descriptions are provided in the application report on 
companding routines In the book. Digital Signal Processing Applications with 
the TMS220 Family (literature number SPRA012A). The algorithm space and 
time requirements for p-law and A-law companding on the TMS32010/ 
Cl 0/Cl 5/El 5 are given In Table 5-2. 

Table 5-2. Program Space and Time Requirements for p-ZA-Law 

Companding 


FUNCTION 

WORDS OF MEMORY 

PROGRAM CYCLES 

TIME REQDt 


Program 

Data 

Initialization 

Loop* 

ps 

p-Law: 






Compression 

105 

13 

17 

40 

8.0 

Expansion 

46 

8 

6 

23 

4.6 

A-Law: 






Compression 

97 

11 

14 

36 

7.2 

Expansion 

48 

7 

4 

25 

5.0 


tAssuming initialization 
tWorst case 
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Four modes are available for the on-chip companding hardware operation on 
the TMS320C17/E17: serial encode, serial decode, parallel encode, and par¬ 
allel decode. The companding hardware converts between two's-complement 
or sign-magnitude format and the companded format. 

In the serial encode mode, transmitted data is encoded according to either 
M-law or A-law format. In the serial decode mode, received data Is decoded 
to a linear format according to the specified companding law. 

In the parallel modes, either the encoder or decoder is enabled, and then data 
written to port 1 is compressed or expanded. To convert sign-magnitude or 
two's-complement linear PCM to 8-bit log PCM, the encoder Is enabled for 
parallel operation, and the sample Is written to port 1. An IN instruction from 
port 1 returns the linear PCM value. To convert an 8-bit log PCM to a sign- 
magnitude or two's-complement linear PCM, the decoder is enabled for par¬ 
allel operation, and the 8-bit sample Is written to port 1. The expanded linear 
value is returned on the IN instruction from port 1. Note that when the con¬ 
version mode selected converts a two's-complement value, there must be one 
instruction cycle between the OUT and IN instructions. Care should be taken 
to have one OUT-IN instruction sequence to port 1 for each data sample, be¬ 
cause the execution of two OUT instructions to port 1 In succession pushes 
the first sample into the transmit register TR1, preventing access for read pur¬ 
poses. OUT instructions to port addresses 2 through 7 will not affect serial- 
port operations. 

When the companding hardware converts to sign-magnitude data, it must be 
converted to two's-complement notation for computation In the microcom¬ 
puter. Sign-magnitude notation consists of a sign bit in the MSB: a zero in¬ 
dicating a positive value, and a one Indicating a negative number. All bits 
between the sign bit and the MSB of the data value are set to zero. For con¬ 
versions between p-law and sign-magnitude linear PCM, the hexadecimal 
value 1 FFFh represents the most positive value of 8191 and the value 9FFFh 
represents the most negative value of -8191. For conversions between A-law 
and sign-magnitude linear PCM, the hexadecimal value OFFFh represents the 
lost positive value of 4095 and the value 8FFFh represents the most negative 
alue of-4095. 

Conversion between sign-magnitude and two's-complement data for p-law 
encoding and decoding Is Implemented with the code shown in Example 5-33 
and Example 5-34, respectively. Conversion between two's-complement and 
sign-magnitude data for A-law encoding and decoding is implemented with 
the code shown in Example 5-35 and Example 5-36, respectively. Note that 
both TMS320C17/E17 devices feature hardware companding logic that can 
operate in either p-law or A-law format with either sign-magnitude or two's- 
complement numbers. 
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Example 5-33. Two's-Complement to Sign-Magnitude for p-l-aw Encoding 


* THIS ROUTINE CONVERTS A TWO’S-COMPLEMENT NUMBER TO 14-BIT 

* SIGN-MAGNITUDE FORMAT AND ADDS THE BIAS OF 33 FOR MU-LAW 

* ENCODING. MEMORY LOCATION 1 CONTAINS THE VALUE 1 AND 

* MEMORY LOCATION 2 (BIAS) CONTAINS +33. 

* 


OUTPUT 


DONE 

* 


LAC 

SAMPLE 

BGEZ 

ABS 

POSOUT 

ADD 

BIAS 

ADD 

ONE,15 

SACL 

SAMPLE 

SUB 

NEGMAX 

BLEZ 

DONE 

LAC 

NEGMAX 

SACL 

SAMPLE 

B 

DONE 

ADD 

BIAS 

SACL 

SAMPLE 

SUB 

POSMAX 

BLEZ 

DONE 

LAC 

POSMAX 

SACL 

SAMPLE 

OUT 

SAMPLE,PAl 

CONTINUE CODE HE 


GET THE LINEAR DATA FOR OUTPUT 
IF POSITIVE, CHECK POS MAX VALUE 
IF NEGATIVE, CHECK ABSOLUTE VALUE 
ADD IN THE BIAS OF 21h 
SET THE SIGN BIT NEGATIVE 
HOLD FOR LATER 

COMPARE TO NEGATIVE MAX = 9FFFh 
IF WITHIN MAX, THEN SEND IT 
ELSE, LOAD THE VALUE WITH THE 
LARGEST NEGATIVE IN RANGE 
AND SEND IT 

ADD IN THE BIAS OF 21h 
AND SAVE IT 

COMPARE TO POSITIVE MAX = IFFFh 
IF WITHIN MAX, THEN SEND IT 
ELSE, LOAD THE VALUE WITH THE 
LARGEST POSITIVE VALUE IN RANGE 
AND SEND IT TO ENCODER 


/ 


Example 5-34. Sign-Magnitude to Two's-Complement for p-Law Decoding 

* THIS ROUTINE CONVERTS A 14-BIT SIGN-MAGNITUDE NUMBER TO 

* TWO'S-COMPLEMENT NOTATION AND REMOVES THE BIAS OF 33 FOR 

* MU-LAW DECODING. MEMORY LOCATION 1 CONTAINS THE VALUE 1 


* AND 

* 

MEMORY 

LOCATION 

2 

(BIAS) CONTAINS 33. 

INPUT 






IN 

SAMPLE,PAl , 

READ INPUT FROM SERIAL PORT; DECODE 


LAC 

SAMPLE 


MOVE INPUT TO ACCUMULATOR 


SUB 

BIAS 


REMOVE BIAS VALUE 


BGEZ 

POS 


IF POSITIVE, THEN SAVE IT 


ADD 

ONE,15 


ELSE, DELETE SIGN BIT BY CARRY 


SACL 

SAMPLE 


SAVE MAGNITUDE VALUE 


ZAC 



NEGATE THE INPUT BY 


SUB 

SAMPLE 


SUBTRACTING FROM ZERO AND SAVE 

POS 

SACL 

SAMPLE 


FULLY EXPANDED LINEAR DATA 

* 

CONTINUE CODE 

HERE 
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Example 5-35. Two's-Complement to Sign-Magnitude for A-Law Encoding 


* THIS ROUTINE CONVERTS A TWO *S-COMPLEMENT NUMBER TO 13-BIT 

* SIGN-MAGNITUDE NOTATION FOR A-LAW ENCODING. MEMORY 

* LOCATION 1 CONTAINS THE VALUE 1. 

* 


OUTPUT 


POSOUT 


DONE 

* 


LAC SAMPLE 
BGEZ POSOUT 
ABS 

ADD ONE,15 
SACL SAMPLE 
SUB NEGMAX 
BLEZ DONE 
LAC NEGMAX 
SACL SAMPLE 
B DONE 
SACL SAMPLE 
SUB POSMAX 
BLEZ DONE 
LAC POSMAX 
SACL SAMPLE 
OUT SAMPLE,PAl 


GET THE LINEAR DATA FOR OUTPUT 
IF POSITIVE, CHECK POS MAX VALUE 
IF NEGATIVE, CHECK NEG MAX VALUE 
SET THE SIGN BIT NEGATIVE 
HOLD FOR LATER 

COMPARE TO NEGATIVE MAX = SFFFh 
IF WITHIN MAX, THEN SEND IT 
ELSE, LOAD THE VALUE WITH THE 
LARGEST NEGATIVE IN RANGE 
AND SEND IT 
SAVE IT 

COMPARE TO POSITIVE MAX = OFFFh 
IF WITHIN MAX, THEN SEND IT 
ELSE, LOAD THE VALUE WITH THE 
LARGEST POSITIVE VALUE IN RANGE 
AND SEND IT TO ENCODER 


CONTINUE CODE HERE 


Example 5-36. Sign-Magnitude to Two's-Complement for A-Law Decoding 


* THIS ROUTINE CONVERTS A 13-BIT SIGN-MAGNITUDE NUMBER TO 

* TWO»S-COMPLEMENT NOTATION FOR A-LAW ENCODING. MEMORY 

* LOCATION 1 CONTAINS THE VALUE 1. 

* 


INPUT 


POS 

* 


IN SAMPLE,PAl 
LAC SAMPLE 
BGEZ POS 
ADD ONE,15 
SACL SAMPLE 
ZAC 

SUB SAMPLE 
SACL SAMPLE 


READ INPUT FROM SERIAL PORT; DECODE 
MOVE INPUT TO ACCUMULATOR 
IF POSITIVE, THEN SAVE IT 
ELSE, DELETE SIGN BIT BY CARRY 
SAVE MAGNITUDE VALUE 
NEGATE THE INPUT BY 
SUBTRACTING FROM ZERO AND SAVE 
FULLY EXPANDED LINEAR DATA 


CONTINUE CODE HERE 
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5.6.2 FIR/IIR Filtering 

Digital filters are a common requirement for digital signal processing systems. 
The filters fall into two basic categories; Finite Impulse Response (FIR) and 
Infinite Impulse Response (HR) filters. For either category of filter, the coeffi¬ 
cients of the filter (weighting factors) may be fixed or adapted during the 
course of the signal processing. The theory and implementation of digital fil¬ 
ters has been presented and discussed in an application report, "Implementa¬ 
tion of FIR/IIR Filters with the TMS32010/TMS32020," Included In the book. 
Digital Signal Processing Applications with the TMS320 Family (literature 
number SPRA012A). 

HR filters benefit from the fast instruction cycle time of the TMS320C1x. HR 
filters typically require fewer multiply/accumulates. Correspondingly, the 
amount of data memory for samples and coefficients is not usually the limiting 
factor. Because of sensitivity to quantization of the coefficients themselves, 
HR filters are usually implemented in cascaded second-order sections. This 
translates to code consisting of LTD-MPY instruction pairs. Example 5-37 
provides an implementation of a second-order HR filter. 

Example 5-37. Implementing an HR Filter 


* 


* THE FOLLOWING EQUATIONS ARE USED TO IMPLEMENT AN HR FILTER: 

* 


* d(n) = 

* y (n) = 

* 

START IN 
LAC 

* 

LT 

MPY 

* 

LTD 

MPY 

* 

APAC 

SACH 

ZAC 

MPY 

* 

LTD 

MPY 

* 

LTD 

MPY 

* 

APAC 

SACH 

OUT 


x(n) + d(n--l)al + d(n-2)a2 
d(n)bO + d(n-l)bl + d(n-2)b2 

XN,PAO ; INPUT NEW VALUE XN 
XN,15 ; LOAD ACCUMULATOR WITH XN 

DNMl 

A1 

DNM2 

A2 


DN,1 ; d(n) = x(n) -f d(n-l)al + d(n~2)a2 
B2 

DNMl 

B1 

DN 

BO 


YN,1 ; y(n) = d(n)bO +-4(n“l)bl + d(n“2)b2 
YN,PA1 ; YN IS THE OUTPUT OF THE FILTER 


FIR filters also benefit from the fast Instruction cycle time. In addition, an FIR 
filter requires many more multiply/accumulates than does the HR filter with 
equivalent sharpness at the cutoff frequencies and with distortion and atten¬ 
uation in the passbands and stopbands. The TMS320C1x devices help solve 
this problem by making longer filters feasible to implement. The 
TMS320C15/E15/C17/E17 has expanded data memory of 256 words, thus 
allowing additional coefficients and samples to be stored for longer-length 
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filters. Example 5-34 provides an implementation of a fourth-order (4 taps) 
FIR filter. Each tap consists of a LTD-MPY instruction pair, uses two date 
memory locations, and takes two instruction cycles to execute. 

Example 5-34. Implementing an FIR Filter 

* * 

* THE FOLLOWING EQUATION IS USED TO IMPLEMENT AN FIR FILTER: 

* 

* y (n) = [Ax(n-l)+Cx(n-j;-i-Dx(n-4) ] * 2**-16 


IN 

X1,PA0 

/ 

INPUT SAMPLE 

ZAC 




LT 

X4 

} 

x(n-4) 

MPY 

D 



LTE 

X3 

} 

ACC=Dx4; x (n~4 ) ) =x (n--3 ) 

MPY 

C 



LTD 

X2 

} 

ACC=Dx4+Cx3 ; x (n-3 ) ) =x (n--2 ) 

MPY 

B 



LTD 

XI 

/ 

ACC=Dx4+Cx3+Bx2 ; x (n--2 ) ) =x (n-1) 

MPY 

A 



APAC 


/ 

ACC=Dx4+Cx3+Bx2+Axl 

SACK 

Y,x 



OUT 

y,pa: 

} 

OUTPUT RESULTS 

B 

START 




The implementation of the FIR filter using straightline code was shown in 
Example 5-34. For longer-length FIR filters, straightline code may require 
larger program memory size. Depending on system constraints, the designer 
may choose to reduce program memory size by using looped code. However, 
straightline code will run much faster than looped versions. The design trade¬ 
off should be carefully considered by the de-^^i^n engineer. 


5.6.3 Adaptive Filtering 

With FIR or HR filtering, the filter coefficients may be fixed or adapted. If the 
coefficients are adapted or updated with time, then another factor impacts the 
computational capacity. This factor is the requirement to adapt each of the 
coefficients, usually with each sample. A means of adapting the coefficient: 
is the Least-Mean-Square (LMS) algorithm given by the following equation: 

b|^(i+1) = b^{\) + 2B e(i) xd-k) 
where e(l) = x(l) - y(i) 

N--1 

and y(i) = I bi< x(i-k) 
k=0 
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Quantization errors in the updated coefficients can be minimized if the result 
is obtained by rounding rather than truncating. For each coefficient in the filter 
at a given point in time, the factor 2B e(i) is a constant This factor can then 
be computed once and stored in the T register for each of the updates. Thus, 
the computational requirement has become one multiply/accumulate plus 
rounding. The adaptation of each coefficient is five instructions correspond¬ 
ing to five clock cycles. This is shown in the instruction sequence as follows: 


LARK 

AR0,LASTAP 

/ 

POINT TO DATA SAMPLE 

LARK 

ARl,COEFFD 

/ 

POINT TO COEFFICIENTS 

LARP 

ARO 



LT 

ERRF 

} 

errf = 2B*e(i) 

MPY 

*-,ARl 

} 

P = 2B*e(i)*X(i-0) 

ZALH 




APAC 


} 

b0(i+l) = bO(l) + P 

ADD 

ONE,15 

} 

ROUND 

SACK 

*+,0,AR0 

} 

STORE b0(i+l) 


Example 5-39 shows a routine to filter a signal and update the coefficients. 
The total execution time of the routine is 30 + 7n where n is the filter length. 
Data and program memory requirements are 5 + 2n words and 28 + 7n words, 
respectively. The filter length for adaptive filters is restricted both by execution 
time and memory. There is obviously more processing to be completed per 
sample due to the adaptation, and the size of the on-chip data RAM limits the 
number of coefficients and data samples that can be stored. 

Another routine on adaptive filtering is discussed in the book. Digital Signal 
Processing Applications with the TMS320 Family (literature number 
SPRA012A); see application report, "Digital Voice Echo Canceller with a 
TMS32020." 
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Example 5-39. 32-Tap Adaptive Filter 

.title *ADAPTIVE FILTER' v 

.def ADPFIR 

.def X,Y 

* 

* THIS 32~TAP ADAPTIVE FILTER USES PAGE 0 FOR COEFFICIENTS 

* AND DATA SAMPLES. THE NEWEST INPUT SHOULD BE IN MEMORY 

* LOCATION X WHEN CALLED. THE OUTPUT WILL BE IN MEMORY 

* LOCATION Y WHEN RETURNED. 

* 


ONE 

. set 

120 

; CONSTANT ONE 

BETA 

. set 

121 

; ADAPTATION CONSTANT * 2 

ERR 

. set 

122 

; SIGNAL ERROR 

ERRF 

. set 

123 

; ERROR FUNCTION 

Y 

. set 

124 

; FILTER OUTPUT 

X 

. set 

125 

; NEWEST DATA SAMPLE 

FRSTAP 

. set 

32 

; NEXT NEWEST DATA SAMPLE 

LASTAP 

. set 

63 

; OLDEST DATA SAMPLE 

COEFFD 

. set 

0 

; START OF COEFFICIENT TABLE 


* 


* FINITE IMPULSE RESPONSE (FIR) FILTER. 

* 

. text 

ADPFIR LDPK 0 ; USE DATA PAGE 0 

LARK ARl,COEFFD ; LOAD POINTER FOR COEFF TABLE 
LARK ARO,LASTAP ; LOAD POINTER FOR DATA SAMPLES 


•k 

MPYK 

LAC 

LARP 

0 

ONE,14 

ARO 

; CLEAR THE P REGISTER 
; LOAD OUTPUT ROUNDING BIT 

* DO 

k 

32 TAPS. 



FIR 

k 

LT 

MPY 

*-,ARl 

*+,AR0 

; LOAD T' REG WITH OLDEST SAMPLE 
; MULTIPLY WITH LAST COEFFICIENT 

k 

LTD 

MPY 

*-,ARl 

*+,AR0 

; LOAD NEXT SAMPLE 
; MULTIPLY WITH NEXT COEFFICIENT 


LTD 

MPY 

*-,ARl 

*+,AR0 

; LOAD NEXT SAMPLE 
; MULTIPLY WITH NEXT COEFFICIENT 


LTD *-,ARl ; LOAD LAST SAMPLE 

MPY *+,ARO ; MULTIPLY WITH LAST COEFFICIENT 

* 

APAC 

SACH Y,1 ; STORE FILTER OUTPUT 

ZAC 

SUB Y ; ACC = -y(i) 

ADD X ; ADD THE NEWEST INPUT 

SACL ERR ; err(i) = x(i) -■ y(i) 

* 

* LMS ADAPTATION OF FILTER COEFFICIENTS. 

* 

LT ERR 
MPY BETA 

PAC ; errf(i) = 2*beta*err(i) 

ADD ONE,14 ; ROUND THE RESULT 

SACH ERRF,1 
LAC X 

SACL FRSTAP ; INCLUDE NEWEST SAMPLE 
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* 


* 

ADAPT 


* 


* 


LARK 

AR0,LASTAP 

? 

POINT TO DATA SAMPLE 

LARK 

ARl,COEFFD 

/ 

POINT TO COEFFICIENTS , 

LT 

ERRF 

r 

KEEP ERRF IN T REGISTER 

MPY 

*-,ARl 

} 

P = 2*beta*err(i)*x(i-31) 

ZALH 

APAC 

* 

} 

b31(i+l) = b31(i) + P 

ADD 

ONE,15 

} 

ROUND 

SACH 

*-h,0,AR0 

r 

STORE b31(i+l) 

MPY 

*-,ARl 

} 

P = 2'*fbeta*err ( i) *x( i-30) 

ZALH 

APAC 

* 

7 

b30(i+l) = b30(i) + P 

ADD 

ONE,15 

7 

ROUND 

SACH 

*+,0,AR0 

7 

STORE b30(i+l) 

MPY 

*-,ARl 

7 

P = 2*beta*err(i)*x(i-29) 

ZALH 

APAC 

* 

7 

b29(i+l) = b29(i) + P 

ADD 

ONE,15 

7 

ROUND 

SACH 

*+,0,AR0 

7 

STORE b29(i+l) 

MPY 

*~,AR1 

7 

P = 2*beta*err(i)*x(i-0) 

ZALH 

APAC 

* 

7 

b0(i+l) = b0(i) + P 

ADD 

ONE,15 

7 

ROUND 

SACH 

*+,0,AR0 

7 

STORE bO(iH-l) 

RET 


7 

RETURN TO MAIN PROGRAM 


5.6.4 Fast Fourier Transforms (FFT) 

Fourier transforms are another important tool often used in digital signal 
processing systems. The purpose of the transform is to convert information 
from the time domain to the frequency domain. The inverse Fourier transform 
converts information back to the time domain from the frequency domain. 
Implementations of Fourier transforms that are computationally efficient are 
known as Fast Fourier Transforms (FFTs). The theory and implementation of 
FFTs has been discussed in the book, DFT/FFT and Convolution Algorithms, 
by Burrus and Parks, published by John Wiley and Sons. The book also con¬ 
tains a large number of sample TI\/IS32010 and FORTRAN programs to im¬ 
plement DFT/FFT algorithms. The TMS320C1x reduces the execution time 
of all FFTs by virtue of its single-cycle instruction time. 

Example 5-36 consists of some of the macros used in the Implementation of 
FFTs. Example 5-37 provides the code for an 8-point DIT (decimation in 
time) FFT. The code has been structured into a number of macro calls, in¬ 
cluding a macro for bit reversal. 
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Example 5-40. FFT Macros 

COMBO $MACRO R1,I1,R2,12,R3,13,R4,14 
* 

* CALCULATE PARTIAL TERMS FOR R3, R4, 13, AND 14. 


LAC 

R3 

,14 

ACC 

= (1/4)(R3) 

ADD 

R4 

,14 

ACC 

= (1/4)(R3+R4) 

SACH 

R3 

,1 

R3 

= (1/2)(R3+R4) 

SUB 

R4 

,15 

ACC 

= (1/4)(R3+R4)-(l/2)(R4) 

SACH 

R4 

,1 

R4 

= (1/2)(R3-R4) 

LAC 

13 

,14 

ACC 

= (1/4)(13) 

ADD 

14 

,14 

ACC 

= (1/4)(13+14) 

SACH 

13 

,1 

13 

= (1/2)(13+14) 

SUB 

14 

,15 

ACC 

= (1/4)(I3+I4)-(l/2)(14) 

SACH 

14 

,1 

14 

= (1/2)(13-14) 


* CALCULATE PARTIAL TERMS FOR R2, R4, 12, AND 14. 

* 

LAC :R1:,14 ;ACC := (1/4)(Rl) 

ADD :R2:,14 ;ACC := (1/4){R1+R2) 

SACK :R1:,1 ;R1 := (1/2)(R1+R2) 

SUB :I3:,15 ;ACC := (1/4){R1+R2)-(1/2)(R2) 

ADD :I4:,15 ;ACC := (1/4)[(R1-R2)+(13-14)] 

SACK :R2: ;R2 := (1/4)[(R1-R2)+(13-14)] 

SUBH :I4: ;ACC := (1/4)[(R1-R2)-(13-14) ] 

DMOV :R4: ;I4 := R4 = (1/2)(R3-R4) 

SACK :R4: ;R4 := (1/4)[(R1-R2)-(13-14)] 

LAC :I1:,14 ;ACC := (1/4)(II) 

ADD :I2:,14 ;ACC := (1/4)(11+12) 

SACK :I1:,1 ;I1 := (1/2)(11+12) 

SUB :I2:,15 ;ACC := (1/4)(I1+12)-(1/2)(12J 

SUB :I4:,15 ;ACC := (1/4)[(11-12)-(13-14)] 

SACK :I2: ;I2 := (1/4)[(11-12)-(13-14)] 

ADDH :I4: ;ACC := (1/4)[(11-12)+(13-14)] 

SACK :I4: ;I4 := (1/4)[(I1-12)+(13-14)] 

* 

* CALCULATE PARTIAL TERMS FOR Rl, R3, II, AND 

* 

LAC :R1:,15 ;ACC := (1/4)(R1+R2) 

ADD :R3:,15 ;ACC := (1/4)[(R1+R2)+(R3+R4)] 

SACK :R1: ;R1 := (1/4)[(R1+R2)+(R3+R4)] 

SUBH :R3: ;ACC := (1/4)[(R1+R2)-(R3+R4)] 

SACK ;R3: ;R3 := (1/4)[(R1+R2)-(R3+R4)] 

LAC .•Il:.,15 ;ACC := (1/4) (11+12) 

ADD :I3:,15 ;ACC := (1/4)[(I1+12)+(13+14)] 

SACH :I1: ;I1 := (1/4)[(I1+12)+(13+14)] 

SUBH :I3: ;ACC := (1/4)[(11+12)-(13+14)] 

SACH :I3: ;I3 := (1/4)[(I1+12)-(13+14)] 

$END 

* 

♦MACRO FOR INPUT BIT REVERSAL. 

* 

BITREV $MACRO PR,PI,QR,QI 
ZALH :PR: 

ADDS :QR: 

SACL :PR: 

SACH :QR: 

ZALH :PI: 

ADDS :QI: 

SACL ;PI: 

SACH : QI: 

$END 
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* 


ZERO $MACRO PR,PI,QR, 

* 

QI 

* CALCULATE 

■k 

Re(P+Q) AND 

Re{P-Q) 

LAC 

:PR:,15 

;ACC ; 

ADD 

:QR:/15 

;ACC 

SACK 

:PR: 

;PR ; 

SUBH 

:QR: 

;ACC : 

SACH 

:QR: 

;QR : 


* 


* CALCULATE Im(P+Q) AND Im(P-Q) 


LAC 

:PI:,15 

;ACC 

: = 

ADD 

:QI:,15 

;ACC 

: = 

SACH 

:PI: 

;PR 

: = 

SUBH 

:QI: 

;ACC 

: = 

SACH 

:QI: 

;QR 

: = 


$END 

* 

PIBY4 $MACRO PR,PI,QR,QI,W 


* 


k 

LT 

W: 

T REG 


LAC 

QI:,14 

ACC 

= 

SUB 

QR:,14 

ACC 

= 

SAfcH 

QI: / I 

QI 

= 

ADD 

QR:,15 

ACC 

= 

SACH 

QR: ,1 

QR 

= 

LAC 

PR:,14 

ACC 

= 

MPY 

QR: 

P REG 

= 

APAC 


ACC 

= 

SACH 

PR: ,1 

PR 

= 

SPAC 


ACC 

= 

SPAC 


ACC 

= 

SACH 

QR: ,1 

QR 

= 

LAC 

PI:,14 

ACC 

= 

MPY 

QI: 

P REG 

= 

APAC 


ACC 

= 

SACH ; 

;PI:,1 

PI 

= 

SPAC 


ACC 

= 

SPAC 


ACC 

= 

SACH : 

|QI:,1 

QI 

= 

$END 

* 





PIBY2 $MACRO PR,PI,QR,QI 
* 

* CALCULATE Re(P+jQ) AND Re(P-jQ) 


* 


•K 

LAC 

:PI 

,15 

;ACC 

. = 


SUB 

:QR 

,15 

;ACC 

: = 


SACH 

:PI 


;PI 

: = 


ADDH 

:QR 


;ACC 

: = 


SACH 

:QR 


;QR 



* 


* CALCULATE Im(P+jQ) AND Im(P-jQ) 



(1/2)(PR) 

(1/2)(PR+QR) 

(1/2)(PR+QR) 

(1/2)(PR+QR)-(QR) 
(1/2)(PR-QR) 


(1/2)(PI) 

(1/2)(PI+QI) 

(1/2)(PI+QI) 

(1/2)(PI+QI)-(QI) 
(1/2)(PI-QI) 


W=COS(PI/4)=SIN(Pl/4) 
(1/4)(QI) 

(1/4)(QI-QR) 

(1/2)(QI-QR) 

(1/4)(QI+QR) 

(1/2)(QI+QR) 

(1/4)(PR) 

(1/4)(QI+QR)*W 
(1/4)[PR+(QI+QR)*W] 

(1/2)[PR+(QI+QR)*W] 
(1/4)(PR) 

(1/4)[PR-(QI+QR)*W] 
(1/2)[PR-(QI+QR)*W] 
(1/4)(PI) 

(1/4)(QI-QR)*W 
(1/4)[PI+(QI-QR)*W] 
(1/2)[PI+(QI-QR)*W] 
(1/4)(PI) 

(1/4)[PI-(QI-QR)*W] 
(1/2)[PI-(QI-QR)*W] 


(1/2)(PI) 

(1/2)(PI-QR) 
(1/2)(PI-QR) 

(1/2)(PI-QR)+(QR) 
(1/2)(PI+QR) 
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* 

PI3BY4 

* 


LAC :PR:,15 ;ACC 

ADD :QI:,15 ;ACC 

SACK :PR: ;PR 

SUBH :QI: ;ACC 

DMOV :QR: ;QR 

SACK :QR: ;QR 

$END 


$MACRO PR,PI,QR,QI,W 


:= (1/2)(PR) 

:= (1/2)(PR+QI) 

:= (1/2)(PR+QI) 

:= (1/2)(PR+QI)-(QI) 
— > QI 

:= (1/2)(PR-QI) 


LT 

W: 

T REG 

LAC 

QI:,14 

ACC 

SUB 

QR:,14 

ACC 

SACK 

QI: ,1 

QI 

ADD 

QR:,15 

ACC 

SACH 

QR: ,1 

QR 

LAC 

PR:,14 

ACC 

MPY 

QI: 

P REG 

APAC 


ACC 

SACH 

PR: , 1 

PR 

SPAC 


ACC 

SPAC 


ACC 

MPY 

QR: 

P REG 

SACH 

QR: ,1 

QR 

LAC 

PI:,14 

ACC 

SPAC 


ACC 

SACH : 

:PI:,1 

PI 

APAC 


ACC 

APAC 


ACC 

SACH : 

:QI:,1 

QI 

$END 




W=COS(PI/4)=SIN(PI/4) 
(1/4)(QI) 

(1/4)(QI-QR) 

(1/2)(QI-QR) 

(1/4)(QI+QR) 

(1/2)(QI+QR) 

(1/4)(PR) 

(1/4)(QI-QR)*W 
(1/4)[PR+(QI-QR)*W] 
(1/2)[PR+(QI-QR)*W] 
(1/4)(PR) 

(1/4)[PR-(QI-QR)*W] 
(1/4)(QI+QR)*W 
(1/2)[PR-(QI-QR)*W] 
(1/4)(PI) 

(1/4)[PI-(QI+QR)*W] 
(1/2)[PI-(QI+QR)*W] 
(1/4)(PI) 

(1/4)[PI+(QI+QR)*W] 
(1/2)[PI+(QI+QR)*W] 
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Example 5-41. An 8-Point DIT FFT 

* THIS ROUTINE IMPLEMENTS AN 8-POINT DIT FFT. ASSUME THAT 

* TWIDDLE FACTOR = W VALUE STORED IN MEMORY LOCATION W. 

* 

XOR .set 00 

XOI .set 01 

XIR .set 02 

XII .set 03 

X2R .set 04 

X2I .set 05 

X3R .set 06 

X3I .set 07 

X4R .set 08 

X4I .set 09 V 

X5R .set , 10 

X5I .set 11 

X6R .set 12 

X6I .set 13 

X7R .set 14 

X7I .set 15 

W .set 16 

WVALUE .set 5A82h ; VALUE FOR SIN(45) OR COS(45) 

* 

* INITIALIZE FFT PROCESSING. ASSUME TWIDDLE FACTOR = 

* W VALUE STORED IN MEMORY LOCATION W. 

* 

. text 

FFT ROVM ; RESET OVERFLOW MODE 

LDPK 0 ; SET DATA PAGE POINTER TO 0 

* 

* BIT-REVERSED INPUT SAMPLES. 

* 

BITREV X1R,X1I,X4R,X4I 
BITREV X3R,X3I,X6R,X6I 

* 

* FIRST AND SECOND STAGES COMBINED WITH DIVIDE-BY-4 

* INTERSTAGE SCALING. 

* 

COMBO X0R,X0I,X1R,X1I,X2R,X2I,X3R,X3I, 

COMBO X4R,X4I,X5R,X5I,X6R,X6I,X7R,X7I. 

* 

* THIRD STAGE WITH DIVIDE-BY-2 INTERSTAGE SCALING. 

* 

ZERO XOR ,^01,X4R,X41 

PIBY4 X1R,X1I,X5R,X5I,W 
PIBY2 X2R,X2I,X6R,X6I 

PI3BY4 X3R,X3I,X7R,X7I,W ' 
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5.6.5 PID Control 

Control systems are concerned with regulating a process and achieving a de¬ 
sired behaviour or output from the process. A control system consists of three 
main components: sensors, actuators, and a controller. Sensors measure the 
behavior of the system. Actuators supply the driving force to ensure the de¬ 
sired behaviour. The controller generates actuator commands corresponding 
to the error conditions observed by the sensors and the control algorithms 
programmed In the controller. The controller typically consists of an analog 
or digital processor. 

Analog control systems are usually based on fixed components and are not 
programmable. They are also limited to using single-purpose characteristics 
of the error signal, such as P (proportional), I (Integral), and D (derivative) 
or their combination. These limitations, along with other disadvantages o\ 
analog systems such as component aging and temperature drift, are causing 
digital control systems to increasingly replace analog systems in most control 
applications. 

Digital control systems that use a microprocessor/microcontroller are able to 
Implement more sophisticated algorithms of modern control theory, such as 
state models, deadbeat control, state estimation, optimal control, and adaptive 
control. Digital control algorithms deal with the processing of digital signals 
and are similar to DSP algorithms. The TMS320C1x instruction set can 
therefore be used very effectively in digital control systems. 

The most commonly used algorithm in both analog and digital control systems 
Is the PID (Proportional, Integral, and Derivative) algorithm. The classical PID 
algorithm Is given by 

u(t) = Kp e(t) + K| I edt + Kd de/dt 


The PID algorithm must be converted into a digital form for implementation 
on a microprocessor. Using a rectangular approximation for the integral, the 
PID algorithm can be approximated as 

u(n) = u(n-1) + K-j e(n) + K 2 e(n-1) + K 3 e(n-2) 


This algorithm is implemented in Example 5-42. 
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Example 5-38. PID Control 


.title 
. def 


'PID CONTROL' 
PID 


* THIS ROUTINE IMPLEMENTS A PID ALGORITHM. 

* 


UN 

. set 

0 

EO 

. set 

1 

El 

. set 

2 

E2 

. set 

3 

K1 

. set 

4 

K2 

. set 

5 

K3 

. set 

6 


* 


* ASSUME DATA PAGE 0 


. text 


IN 

E0,PA0 

LAC 

UN 

LT 

E2 

MPY 

K2 

LTD 

El 

MPY 

K1 

LTD 

EO 

MPY 

APAC 

KO 

SACH 

UN, 1 

OUT 

UN,PA1 


OUTPUT OF CONTROLLER 
LATEST ERROR SAMPLE 
PREVIOUS ERROR SAMPLE 
OLDEST ERROR SAMPLE 
GAIN CONSTANT 
GAIN CONSTANT 
GAIN CONSTANT 

IS SELECTED. 


READ NEW ERROR SAMPLE 
ACC - u(n-l) 

LOAD T REG WITH OLDEST SAMPLE 
P = K2*e(n-2) 

ACC = u(n-l)+K2*e(n-2) 

P = Kl*e(n-1) 

ACC = u(rx--l)+Kl*e(n-l)+K2*e(n“2) 
P = KO*e(n) 

ACC = u(n“l)+KO*e(n)+Kl*e(n-l) 
4-K2*e(n-2) 

STORE OUTPUT 
SEND IT 


The PID loop takes 13 cycles to execute or 2.6 ps at a 20-MHz clock rate. The 
TMS320 can also be used to implement more sophisticated algorithms such 
as state modeling, adaptive control, state estimation, Kalman filtering, and 
optimal control. Other functions that can be implemented are noise filtering, 
stability analysis, and additional control loops. 


5.6.6 Seiftest Routines 

A selftest program can effectively perform incoming quality verification or be 
used as a powerup device verification tool. Texas Instruments has developed 
a selftest program to check out the functionality of a TMS320C1x device be¬ 
fore branching to the user code. This program Is not intended to provide a 
means of logic debug but rather to indicate device pass/fall from which It can 
be determined whether or not the TMS320C1x is still functional. 

When designing a DSP device, Texas Instruments runs very thorough patterns 
through the logic to test all the stages. In these patterns, worst-case condi¬ 
tions and transitions are forced in order to verify logic design prior to manu¬ 
facturing. Likewise, the speed and electrical specifications are thoroughly 
tested. In production manufacturing, every TMS320C1x is tested to meet the 
functionality, speed, and power specifications of the device before It is 
shipped. The drive levels and loading of lines are checked at full speed and 
over varying temperature. 
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The 460-word selftest program for the TMS320C1x exercises most of the 
on-chip resources of the device with a minimal amount of external circuitry. 
Note that this code is intended for testing on-chip resources and will not ex¬ 
ercise the external interface lines. 

Example 5-43 contains a small portion of this selftest program, which checks 
out the ALU section. The ALU test is designed to validate the basic operation 
of the circuit. It consists of a series of subtests to verify addition and sub¬ 
traction operations of both halves of the 32-bit operation as well as carry and 
overflow calculations, absolute value, and SUBC operation. A failure in any 
of these tests will set the error code in the accumulator to lOOXh where X is 
the number of the subtest that has failed. 

Other sections of this selftest check the auxiliary registers, on-chip data RAM, 
on-chip program ROM (longitudinal redundancy test), status register and 
branches, pre- and post-scaling shifters, multiplier, and the instruction set. 

An applications brief Is available which discusses the code segments that 
comprise the TMS320C1 x selftest program as well as how to link and execute 
this code. The applications brief and selftest code are available via the 
TMS320 DSP Bulletin Board Service (see Appendix E). 
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Example 5-43. Selftest Routine 

* THIS PROGRAM EXECUTES AN INTERNAL SELFTEST OF THE TMS320C1X 

* MICROCOMPUTER ALU. A FAILURE IN ANY OF THESE TESTS WILL SET 

* THE ERROR CODE IN THE ACCUMULATOR TO lOOXh WHERE X IS THE 

* NUMBER OF THE SELFTEST THAT HAS FAILED. 

* 

* 

* RESET AND INTERRUPT VECTORS. 

* 

BEGIN B START ; RESET SOFT VECTOR 

B INTRPT ; INTERRUPT SOFT VECTOR 

* 

* REQUIRED DATA VALUES FOR TEST PROGRAMS. 

* 

.word OFFFFh ; RAM TEST PATTERN 1 

.word OAAAAh ; RAM TEST PATTERN 2 

.word 5555h ; RAM TEST PATTERN 3 

.word Oh ; RAM TEST PATTERN 4 

* 

* PROGRAM INITIALIZATION DP = 0 AND DISABLE INTERRUPTS. 


. text 


START 



; 

START INITIALIZATION ROUTINE 


LDPK 

0 

} 

START IN ZERO DATA PAGE 

* 

DINT 


r 

DISABLE EXTERNAL INTERRUPTS 

* ARITHMETIC 

•k 

LOGIC 

UNIT TEST. 

ALU 

LACK 

1 

/ 

GET INCREMENT VALUE 


SACL 

8 

/ 

STORE IT IN REG8 


LACK 

4 

} 

POINT ACC TO PATTERNS TABLE 


TBLR 

4 

} 

PUT TABLE VALUE IN REG4 


ADD 

8 

} 

INCREMENT TABLE ADDRESS 


TBLR 

5 

} 

PUT TABLE VALUE IN REGS 


ADD 

8 

} 

INCREMENT TABLE ADDRESS 


TBLR 

6 

} 

PUT TABLE VALUE IN REG6 


ADD 

8 

} 

INCREMENT TABLE ADDRESS 


TBLR 

7 

} 

PUT TABLE VALUE IN REG7 


LACK 

lOh 

} 

SET ERROR CODE VALUE 

ic 

SACL 

2 

/ 

STORE CODE IN REG2 

ALUl 

ZAC 


f 

CLEAR OUT ACCUMULATOR 


ADDS 

5 

} 

ADD IN OAAAAh PATTERN 


AND 

5 

} 

AND WITH OAAAAh PATTERN 


OR 

6 

} 

OR WITH 5555h PATTERN 


SUBS 

4 

} 

SUBTRACT -1 FROM PATTERN 

■k 

BZ 

ALU 2 

} 

IF ACC CLEARED, GO TO NEXT TEST 


LACK 

1 

} 

IF NOT, THEN SET TEST 1 CODE 


ADD 

2,8 

} 

ADD IN ERROR CODE 

* 

B 

ERROR 

} 

EXIT TO ERROR ROUTINE 

ALU2 

ZALH 

5 

} 

ADD HIGH THE OAAAAh PATTERN 


ADDH 

6 

} 

SUBTRACT HIGH THE 5555h PATTERN 


SACH 

0 

r 

SAVE THE VALUE 


ZALH 

0 

} 

RESTORE THE VALUE 


ABS 


} 

TAKE ABSOLUTE VALUE 


SUBH 

8 

r 

SUBTRACT HIGH lOOOOh 


BZ 

ALU 3 

} 

IF ACC CLEARED, GO TO NEXT TEST 
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* 

LACK 

2 

} 

IF NOT, THEN SET TEST 2 CODE 


ADD 

2,8 

} 

ADD IN ERROR CODE 

* 

B 

ERROR 

} 

EXIT TO ERROR ROUTINE 

ALU 3 

LAC 

4,12 

} 

LOAD ACC WITH OFFFFFOOOh PATTERN 


ADD 

8,12 

} 

ADD OOOOlOOOh TO IT 

■k 

BZ 

ALU4 

} 

IF ACC CLEARED, GO TO NEXT TEST 


LACK 

3 

} 

IF NOT, THEN SET TEST 3 CODE 


ADD 

2,8 

} 

ADD IN ERROR CODE 

•k 

B 

ERROR 

} 

EXIT TO ERROR ROUTINE 

ALU 4 

ADD 

4 

} 

LOAD ACC WITH OFFFFFFFFh PATTERN 


ABS 


, 

TAKE ABSOLUTE VALUE 


SUB 

8 

} 

SUBTRACT 0000000Ih 

k 

BZ 

ALUS 

} 

IF ACC CLEARED, GO TO NEXT TEST 


LACK 

4 


IF NOT, THEN SET TEST 4 CODE 


ADD 

2,8 

} 

ADD IN ERROR CODE 

k 

B 

ERROR 

? 

EXIT TO ERROR ROUTINE 

ALUS 

LACK 

40h 

} 

GET DIVISOR = 64 


SACL 

0 

• 

SAVE IN REGO 


LACK 

OFFh 

} 

GET DIVIDEND = 2SS 


SUBC 

0 

} 

1ST STAGE OF DIVIDE 


NOP 


; 

REQUIRED NOP 


SUBC 

0 

} 

2ND STAGE OF DIVIDE 


NOP 



REQUIRED NOP 


SUBC 

0 

} 

16TH STAGE OF DIVIDE 


NOP 


? 

REQUIRED NOP 


SACK 

1 

} 

SAVE REMAINDER 


SACL 

2 

} 

SAVE QUOTIENT 


LACK 

3 

/ 

GET QUOTIENT COMPARISON MASK 


XOR 

2 

? 

COMPARE WITH CALCULATED ANSWER 

k 

BZ 

ALU 6 

? 

IF ACC CLEARED, GO TO NEXT TEST 


LACK 

S 

} 

IF NOT, THEN SET TEST 5 CODE 


ADD 

2,8 

r 

ADD IN ERROR CODE 

k 

B 

ERROR 

7 

EXIT TO ERROR ROUTINE 

ALU 6 

LACK 

3Fh 

7 

GET REMAINDER COMPARISON MASK 


XOR 

1 

7 

COMPARE WITH ANSWER 

k 

BZ 

STATUS 

7 

IF ACC CLEARED, GO TO NEXT TEST 


LACK 

6 

7 

IF NOT, THEN SET TEST 6 CODE 


ADD 

2,8 

7 

ADD IN ERROR CODE 


B 

ERROR 

7 

EXIT TO ERROR ROUTINE 
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Section 6 


Hardware Applications 


Information and examples on interfacing a TI\/IS320C1x (first-generation 
TMS320) digital signal processor with external devices are presented in this 
section. The examples given are general enough in nature that they may be 
easily adapted to fit a particular system requirement. 

The following buses, ports, and control signals provide system Interface to the 
TMS320C1X processor: 

• 12-bit address bus (A11 -AO) 

• 16-bit data bus (D15-D0) 

• 3-bit port address bus 

• Memory control signals (MC/MP or MC/Fm) 

• Reset (RS) 

• Interrupt (TlTf) and branch control (bTo) 

• Enable signals (DEN, MEN, and WE) 

• External flag (XF)) 

• Serial port clock (SCLK) 

• Serial port receive/transmit channel inputs/outputs (DR/DX) 

• Serial port framing Inputs and output (FSR, FSX, and FR) 

• Coprocessor port read/write signals (RD/Wr) 

• Coprocessor latch signals (TBLF/RBLE). 


Major hardware applications discussed in this section are listed below. 

• Expansion Memory Interface (Section 6.1 on page 6-2) 

Program ROM expansion 
Data RAM expansion 

• Codec Interface (Section 6.2 on page 6-6) 

• A/D and D/A Interface (Section 6.3 on page 6-8) 

• I/O Ports (Section 6.4 on page 6-10) 

• Coprocessor Interface (Section 6.5 on page 6-11) 

• System Applications (Section 6.6 on page 6-13) 

2400 bps modem 

Speech synthesis system 

Voice store-and-forward message system. 
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6.1 Expansion Memory Interface 

The TI\/IS320C1x can be interfaced to a wide variety of memory and I/O de¬ 
vices. The TMS32010/C10 and TMS320C15/E15 devices can be interfaced 
^ to up to 4K words of external program memory. Expansion of program mem¬ 

ory is accomplished directly through the use of the MEN (memory enable) and 
WE (write enable) control lines, with memory accesses occurring in a single 
cycle. 

6.1.1 Program ROM Expansion 

Twelve TMS32010 output pins (A11 -AO) are available for addressing external 
memory. They contain either the buffered outputs of the program counter or 
the I/O port address. 

Read operations are performed on external memory either during opcode or 
operand fetches or during the execution of a TBLR (table read) instruction. 
Write operations have no effect on the circuit. When a read operation occurs, 
an address is placed on the address bus, and the MEN (memory enable) strobe 
is generated by driving MEN low to enable external memory. The instruction 
woi^d Is then transferred to the TMS32010 via the 16-bit data bus. 

A memory address being placed on the bus becomes valid following a maxi¬ 
mum delay (tdi) from the falling edge of CLKOUT. The combined delay of: 

td1 + ta(A) + tsu(D) = minimum cycle time t c(C) 

where ta(A) = memory access time of EPROM from address valid 
tsu(D) setup time form data bus valid prior to CLKOUTi 

serves as the timing constraint used when calculating te(C)- 


When only external program ROM Is required, a minimum system can consist 
of a TMS320C10/C15 and up to 4K words of external program memory 
(TMS27C292), as shown in Figure 6-1. The MEN signal and the address 
(All-AO) and data (D15-D0) lines on the TMS320C10/Cl 5/El 5 are con¬ 
nected directly to the TMS27C292 memories, and no address decoding is re¬ 
quired. These memories are a pair of TMS27C292 4K x 8 ROMs by Texas 
Instruments, configured in parallel for a direct 16-bit interface to the 
TMS320C10/C15/E15. 
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TMS320C1Q/C15 


A11-A0 


MEN 


D15-D8 

D7-D0 


TMS27C292 


A10-AG 


Q7-Q0 


d G1 







Figure 6-1. Minimum Program ROM Expansion 


An inexpensive system with minimal chip-count is possible when using the 
TMS320C10-14. The usage of an EPROM, interfaced to a TMS320C10-14, 
in external program memory allows the implementation of 4K words of non¬ 
volatile program memory along with the added flexibility in reprogramming, 
thus, providing for system development, future program expansion, and/or 
upgrade modification. Single-cycle memory access using a direct memory In¬ 
terface requires no additional external interface logic. 

On the TMS320C10-14, t^-j with a maximum value of 50 ns and tsu(D) with 
a minimum value of 50 ns are both constants; therefore, ta(A) is the only re¬ 
maining variable used In determining the minimum clock cycle time of the 
system. For the circuit shown In Figure 6-2 (with ta(A) = 170 ns), inserting 
these values into the equation yields tc(C) i^riln = 270 ns. 

In Figure 6-2, a pair of Texas Instruments TMS2732A-17 4K x 8 EPROM 
memories are configured in parallel for a direct 16-bit interfacing with 
TMS320C10-14. These EPROMs display a 170-ns access time. However, 
other EPROMs may be used with access times best suited to a particular ap¬ 
plication as long as the TMS320C10-14 clock frequency has been selected to 
allow for the access time of the EPROMs chosen. 
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y12 


TMS.3gQQ1P-14 


A11-A0 


MEN 


D15~D8 

D7-D0 


TMS2732A 


A11-A0 


Q8-Q1 


G/V, 


PP 




TMS2732A 



Figure 6-2. EPROM Interface to the TMS320C10-14 


Contention for the data bus is not a concern in this memory configuration. 
Therefore, the E (chip enable) pin for the EPROM pair has been tied to ground 
to avoid unnecessary switching transients that could be Induced If the chip 
enables were toggled upon memory access. 

6.1.2 Data RAM Expansion 

No direct memory expansion Is provided on the TMS320C1x. However, if 
RAM Is used for external program memory, this memory can be used to store 
data information, accessed using the TBLR and TBLW instructions. These in¬ 
structions, however, take three cycles to execute. 

If larger memory or faster memory accesses are required, an alternative memory 
expansion scheme using I/O ports can be implemented for a TMS320C1x 
device. In this case, additional RAM can be used to supplement internal data 
memory, and can be accessed In only two cycles using the IN and OUT In¬ 
structions. If RAM is to be used for program memory, additional logic must 
be included to distinguish between an I/O write (OUT) and a program mem¬ 
ory write (TBLW). 

Figure d- 3 provides an example of external data memory expansion. The de¬ 
sign consists of up to 16K words of static RAM (IMS1420), addressed by the 
lower 14 bits of a 16-bit counter (74ALS193). In the case of the IMS1420s, 
the address of the data to be accessed is loaded into the counter by imple¬ 
menting an OUT Instruction to port 0. This loads the data bus into the 
counters. Memory can then be read from or written to sequentially by doing 
an IN or OUT instruction to port 1. The MSB in the counters determines 
whether the memory address is incremented (MSB = 0) or decremented 
(MSB = 1) after a read or write of data memory. Memory continues to be 
addressed sequentially until new data is loaded into the counters. 
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Figure 6-3. Data RAM Expansion 


Dynamic memories may also be used; however, these devices may impose 
additional constraints on the system designer. For example, some memory 
cycle times may not allow consecutive IN/OUT/IN instruction sequences. 
Memory refresh must also be considered. Since the TMS320C1x does not 
Implement "wait" states, memory refresh must be generated transparent to the 
processor. 

For additional information regarding Interfacing to TMS320C1x devices, refer 
to Digital Signal Processing Applications with the TMS320 Family (literature 
number SPRA012A). 
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6.2 Codec Interface 

In areas of telecommunications, speech processing, and other applications that 
require low-cost analog I/O devices, a combo-codec may be useful. A com¬ 
bo-codec consists of nonlinear A/D and D/A converters with antialiasing and 
smoothing filters and data storage registers. For additional Information on 
combo-codecs, refer to TCM29C13IC14IC16IC17 Combined Single-Chip 
PCM Codec and Filter Data Sheet. 

The TMS320C17/E17 is capable of direct Interface to serial devices such as 
combo-codecs, thus reducing chip count and improving system throughput. 
These TMS320 devices can also compand (COMpress and exPAND) a PCM 
(Pulse Code Modulation) data stream, acquired by the codec, through the use 
of on-chip companding hardware. 

Figure 6-4 shows the TMS320C17/El 7 interfaced to a TCM29C13 combo- 
codec to demonstrate direct serial-port interface capability. A standalone 
full-duplex serial Interface is shown, in which the TMS320C17/El 7 provides 
the serial clock for bit transmission. The codec is sampled every 125 ms (8-kHz 
frequency), at which time an 8-bit PCM byte is exchanged between the two 
devices. A second codec can also be interfaced to the TMS320C17/E17 with 
no additional logic or interconnections since these devices implement two in¬ 
dependent serial ports. 

Timing for the serial interface system Is controlled by the serial-port clock 
(SCLK). SCLK is configured as an output from the TMS320C17/E17, and its 
frequency is set to 2.048 MHz (see Section 3.9). A 20.48-MHz crystal Is Input 
to the TMS320 as its system clock. The SCLK frequency is derived from this 
system clock by a divlde-by-10 in the SCLK prescale control logic, initialized 
through control register 1. SCLK is connected to CLKR/CLKX on the 
TCM29C13 to provide the transmit and receive master clock. CLKSEL on the 
codec is tied to Vcc to select the 2.048-MHz master clock mode. 

Framing pulses are generated by the TMS320C17/El 7 on the FR output pin. 
The frequency of these pulses is set to 8 kHz by dividing the serial clock 
(SCLK) by 256. This value is also initialized through control register 1. The 
short FR framing pulses provide the codec with framing pulses for the fixed 
data-rate mode. FR is input to both the FSX and FSR inputs on the codec. 
The FR output causes simultaneous transmit and receive operations from the 
serial port. The FSX Input on the codec causes the device to transmit PCM 
data on the next eight consecutive positive transitions of the serial-port clock 
(SCLK). The FSR Input on the codec causes the device to receive PCM data 
on the next eight consecutive negative transitions of the serial-port clock 
(SCLK). With this timing, the codec transmits and receives one 8-bit PCM 
sample every 125 ms. 
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Figure 6-4. Codec Interface for Standalone Serial Operation 


The TMS320C17/E17 transmits its PCM sample via the DXO pin. The sample 
is received by theTCM29C13 on the PCM IN pin. TheTMS320 receives PCM 
samples on its DRO pin, which is the output of the PCM OUT pin of the 
TCM29C13. With this setup, single-channel operation Is realized with the 
TMS320C17/E17. All data transmission occurs on channel 0, requiring one 
IN instruction from port 1 to receive the PCM sample and one OUT instruction 
to port 1 to send a sample to the codec. 

In the serial interface configuration, m- 255 law companding is selected by 
setting system control register bit 14 (CRM) to logic 0. The TCM29C13 is 
put into the p-law companding mode by connecting the SIGX/ASEL pin to 
Vcc- 

Linear A/D and D/A converters may also be Interfaced to the 
TMS320C17/E17 through its parallel ports instead of using the serial port. 


6-7 





Hardware Applications - A/D and D/A Interface 


6.3 A/D and D/A Interface 

The TMS320C10/C15/E15/C17/E17 can be interfaced to A/D (anaiog-to- 
digital) and D/A (digital-to-anaiog) converters to perform the necessary con¬ 
versions. A minimum of external circuitry is required. 

Figure 6-5 shows an interface of the TLC0820 8-bit A/D converter to the 
TMS320C10/C15/E15/C17/E17. Since the control circuitry of the TLC0820 
operates much more slowly than the TMS320C10/C15/El 5/Cl 7/El 7, it 
cannot be directly interfaced. All of the logic functions are implemented with 
one each of the following devices from the 74ALS family of Advanced Low- 
power Schottky Logic: 

74ALS679 12-bit address comparator 

74LS74 Dual positive edge-triggered D-type flip-flops 
74ALS465 Octal buffer with three-state output 
74LS32 Quad two-input OR-gate. 



Figure 6-5. A/D Converter to TMS320C10/C15/E15/C17/E17 Interface 
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An interface of the TLC7524 8-bit D/A converter to the 
TMS320C10/Cl 5/El 5/C17/El 7 is shown in Figure 6-6. Due to the high¬ 
speed operation of the internal logic circuitry of the TLC7524, the interface to 
the TMS320C10/C15/E15/C17/E17 requires external logic circuitry to de¬ 
code the address of the peripheral. Here a 74ALS679 12-bit address compa¬ 
rator is used. 



" ^ref -B- • ^ ^ 


Figure 6-6. D/A Converter to TMS320C10/C15/E15/C17/E17 Interface 


For further information about the A/D and D/A converters shown in the fig¬ 
ures, refer to Linear Circuits Data Book (literature number SLYD001). 
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6.4 I/O Ports 

The TI\/IS320C1x devices interface to input/output (I/O) devices through the 
eight 16-bit paral lel p orts (see Section 3.7 for I/O functions). The I/O space 
is selected by the DEN signal for reads and the WE signal for writes. Each of the 
eight I/O ports is addressed by the three LSBs of the address bus with all other 
address lines held low. The I/O ports share the 16 data lines. 

The I/O ports may be used for Interfacing external circuitry such as data 
memory expansion devices (see Section 6.1), A/D and D/A converters, syn¬ 
chronization latches, or memory-mapped peripheral devices. Figure 6-7 
shows a circuit that can be used to generate device select lines for each of the 
individual port writes. A similar circuit may be used to enable I/O port reads. 
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Figure 6-7. I/O Port Interface Circuit 


When interfacing the TMS320C1x to slower devices, a handshake interface 
used in conjunction with the I/O port interface may be desirable. Data to be 
transferred may be stored In latches to be read by the TMS320 C1x a t a later 
time. Handshaking may then be established using the interrupt, BIO, and XF 
(TMS320C17/E17) signals. 
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6.5 Coprocessor Interface 

The TMS320C17/El 7 includes an option to use the parallel I/O interface ex¬ 
clusively as a coprocessor Interface. This option includes both the buffer logic 
to communicate between two processors asynchronously, and the protocol 
logic to protect against poor communication. This port allows the 
TMS320C17/E17 to act as either a master processor or a slave processor In a 
multiprocessing system. The circuit also allows data to be transferred as either 
8 or 16-bit values. 

As a master processor, the TMS320C17/El 7 writes to and reads from the co¬ 
processor Interface at will. This requires that the slave processor keep the re¬ 
ceive buffer full and the transmit buffer empty. Figure 6-8 shows the 
TMS320C17 as a master processor to a TMS70C42 (8-bit m icroc omputer). 
As the internal CPU writes to the coprocessor Interface, the TBLF (transmit 
buffer latch full) signal is driven active low. This signals the TMS70C42 that 
there is data to be read and that the 8-bit microcomputer m ust re ad that data 
before the next write by the internal CPU. In Figure 6-8, the TBLF signal is tied 
to an I/O bit on the 8-blt microcomputer so that the microcomputer can poll 
the signal and act accordingly. This signal could also be tied to an interrupt 
on the 8-bit microcomputer if this better suited system requirements. When the 
internal CPU reads Its buffer, it si gnals the 8~blt microcomputer that the read 
buffer Is empty by generating the RBLE (read buffer latch empty) signal. This 
signals the microcomputer that it must reload the receive latch before the next 
internal CPU access. 





Figure 6-8. TMS320C17/E17 to TMS70C42 interface 
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When the TMS320C17/E17 serves as a slave processor, transfer of data is 
controlled by a master processor. Figure 6-9 shows how TMS320C17/El 7 
(slave) interfaces with the 16-bit microprocessor TMS320C25 (master). 
When TMS320C25 writes to TMS320C17/E17, an interrupt signal is sent 
from the master to the internal CPU of the slave. The CPU must then read the 
information stored in the coprocessor interface before the next write from the 
TMS320C25. When the TIVIS320C25 reads the transfer latch of die copro¬ 
cessor port, the internal CPU of the sive receives an active low BIO signal. 
When transf errin g information to the master processor, the Internal CPU 
monitors the BIO line (using the BIOZ instruction) to determine when It can 
reload the transmit latch. Note that a wait state may be required when inter¬ 
facing to the TI\/IS320C25. 

To support mixed 8/16-bit operation, the read buffer latch is cleared to 0 when 
read by the internal CPU. 



Figure 6-9. TMS320C17/E17 to TIVIS320C25 Interface 
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6.6 System Applications 

The TMS320C1X devices are commonly used in many system applications. 
Several of these system applications are presented in this section, in a general 
form, to Illustrate basic approaches to system design using the TMS320C1x. 
These applications include a 2400 bps modem, a speech synthesis system, and 
a voice store-and-forward message center. 


6.6.1 2400 bps Modem 

The implementation of a 2400 bps modem Is shown in Figure 6-10. This sys¬ 
tem implements the functions of a V.22 bis modem using a TMS320A2400 
and a TMS70A2400, which are masked ROM versions of the TMS320C17 and 
TMS7042, respectively. The TMS320A2400 performs all of the signal proc¬ 
essing functions, and the TMS70A2400 performs all of the interface protocol 
and control functions. The remaining system components perform the neces¬ 
sary analog-to-digital (A/D) and digital-to-analog (D/A) conversions as well 
as the PC bus interfacing, telephone line interfacing, and filtering functions. 



Figure 6-10. 2400 bps Modem 
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6.6.2 Speech Synthesis System 

The system design for speech applications consists of a codec, a digital signal 
processor supported with program and data memory, a speech data memory, 
and an optional host processor. A block diagram of this system, shown in 
Figur^ 6-11, consists of the following components: 

• Codec (TCM29C18) 

• Digital signal processor (TMS320C17) 

• Speech data ROM (TSP60C20) or EPROM (TMS27C56) 

• Microcomputer host (TMS70C42). 

The actual speech system is composed of the digital signal processor and the 
codec. The microcomputer host is used to perform an end-product application 
that calls upon the speech subsystem when needed, such as in the case of a 
minicomputer and array processor system. The speech system can be used to 
perform speech synthesis, vocoding, speech recognition, speaker verification, 
and DTMF decoding/encoding as well as many other algorithmically intensive 
applications. 
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Figure 6-11. Speech Synthesis System 
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6.6.3 Voice Store-and-Forward Message Center 

The voice store-and-forward message center consists of a TMS320C17-based 
system interfaced to a phone line and a large storage area either on DR AMs 
or computer disks depending on the application. Some applications of the 
message center are: voice mail for a computer network, answering machines 
for home use (see Figure 6-12), and a hand-held battery-operated voice 
message pad for personal use. Typical algorithms required to perform the task 
are: half-duplex ADPCM or sub-band coder, LPC synthesis, and DTMF 
encoder/decoder. A combination of these algorithms will fit into the 4K on- 
chip program ROM of the TMS320C17, requiring no external data memory. 
Because the CPU utilization is less than 100 percent when performing any of 
these tasks, other operations can also be done by the TMS320C17, such as 
digital volume control, noise filtering, etc. A masked ROM version of the 
TMS320C17 can provide a cost-effective solution. 


CONTROL 

SWITCHES 
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TMS320 FIRST-GENERATION 
DIGITAL SIGNAL PROCESSORS 


JANUARY 1987-REVISED MAY 1989 


IGO-ns Instruction Cycle 

144/256-Word On-Chip Data RAM 

1.5K/4K-Word On-Chip Program ROM 

4K-Word On-chip Program EPROM 
(TMS320E15/E17) 

EPROM Code Protection for Copyright 
Security 

4K-Word Total External Memory at Full 
Speed 

32-Bit ALU/Accumulator 

16x16-Bit Multiplier with a 32-Bit Product 

0 to 16-Bit Barrel Shifter 

Eight Input and Eight Output Channels 

Dual-Channel Serial Port (TMS320C17/E17) 

16-Bit Bidirectional Data Bus with 50-Mbps 
Transfer Rate 

Single 5-V Supply 

Packaging: 40-Pin DIP, 44-Lead PLCC, and 
44-Lead CER-QUAD 

Commercial and Military Versions Available 
NMOS Technology: 

— TMS32010.200-ns cycle time 

CMOS Technology: 

— TMS320C10 .200-ns cycle time 

— TMS320C10-14.280-ns cycle time 

— TMS320C10-25.160-ns cycle time 

— TMS320C15 . 200-ns cycle time 

— TMS320C15-25.160-ns cycle time 

— TIVIS320E15 (EPROM)_200-ns cycle time 

— TMS320E15-25 (EPROM) . . 160-ns cycle time 

— TMS320C17 .200-ns cycle time 

— TMS320E17 (EPROM)_200-ns cycle time 


TMS32010, TMS320C10 
N PACKAGE 
(TOP VIEW) 


A1/PA1 □ 

1 U 40 

□ A2/PA2 

AO/PAO □ 

2 39 

□ A3 

MC/MP C 

3 38 

□ A4 

RS □ 

4 37 

□ A5 

INt L 

5 36 

□ A6 

CLKOUT □ 

6 35 

□ A7 

XI C 

7 34 

□ A8 

X2/CLKIN H 

8 33 

□ MEN 

Bio □ 

9 32 

□ den 

vss 11 

10 31 

□ WE 

D8 C 

11 30 

□ vcc 

D9 C 

12 29 

□ A9 

DIO □ 

13 28 

□ A10 

Dll C 

14 27 

□ All 

D12 C 

15 26 

□ DO 

D13 C 

16 25 

□ D1 

D14 C 

17 24 

□ D2 

D15 □ 

18 23 

□ D3 

D7 C 

19 22 

□ D4 

D6 C 

20 21 

□ D5 


This data sheet provides complete design documentation for all the first-generation devices of the TMS320 
family. This facilitates the selection of the devices best suited for user applications by providing all 
specifications and special features for each TMS320 member. This data sheet is divided into four major 
sections: architecture, electrical specifications (NMOS and CMOS), timing diagrams, and mechanical data. 
In each of these sections, generic information is presented first, followed by specific device information. 
An index is provided for quick reference to specific information about a device. 


PRODUCTION DATA documents contain information 
current as of publication date. Products conform 
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standard warranty. Production processing does not 
necessarily ipciude testing of all parameters. 
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description . 

The TMS320 family of 16/32-bit single-chip digital signal processors combines the flexibility of a high¬ 
speed controller with the numerical capability of an array processor, thereby offering an inexpensive 
alternative to multichip bit-slice processors. The highly paralleled architecture and efficient instruction set 
provide speed and flexibility to produce a MOS microprocessor family capable of executing 6.4 MIPS (million 
instructions per second). The TMS320 family optimizes speed by implementing functions in hardware that 
other processors implement through microcode or software. This hardware-intensive approach provides 
the design engineer with processing power previously unavailable on a single chip. 

The TMS320 family consists of two generations of digital signal processors. The first generation contains 
the TMS32010 and its spinoffs, as described in this data sheet. The TMS32020 and TMS320C25 are 
the second-generation processors, designed for higher performance. Many features are common among 
the TMS320 processors. Specific features are added in each processor to provide different cost/performance 
tradeoffs. Software compatibility is maintained throughout the family to protect the user's investment 
in architecture. Each processor has software and hardware tools to facilitate rapid design. 

introduction 

The TMS32010, the first NMOS digital signal processor in the TMS320 family, was introduced in 1983. 
Its piswerful instruction set, inherent flexibility, high-speed number-crunching capabilities, and innovative 
architecture have made this high-performance, cost-effective processor the ideal solution to many 
telecommunications, computer, commercial, industrial, and military applications. Since that time, the 
TMS320C10, a low-power CMOS version of the industry-standard TMS32010, and other spinoff devices 
have been added to the first generation of the TMS320 family. 

The TMS32010 microprocessor executes at 20 MHz or 5 MIPS. It is capable of executing a 16 x 16-bit 
multiply with a 32-bit result in a single instruction cycle. On-chip data RAM of 144 words and on-chip 
program ROM of 1.5K words are available. Full-speed execution of 4K words of off-chip program memory 
is also possible. 

The TMS320C10 is object-code and pin-for-pin compatible with the TMS32010. It is processed in CMOS 
technology, achieving a power dissipation less than one-sixth that of the NMOS device. The lower power 
dissipation makes the TMS320C10 ideal for power-sensitive applications such as digital telephohy and 
portable products. The TMS320C10-25, a 25-MHz version of the TMS320C10, has a 160-ns instruction 
cycle time and is well suited for high-performance DSP applications. The TMS320C10 is also available 
in a 280-ns version, the TMS320C10-14. This device provides a low-cost alternative for DSP applications 
not requiring the maximum operating frequency of the TMS320C10. 

The TMS320C15 and TMS320E15 CMOS devices are object-code and pin-for-pin compatible with the 
TMS32010 and offer expanded on-chip RAM of 256 words and on-chip program ROM or EPROM of 4K 
words. These devices allow the capability of upgrading performance and reducing power, board space, 
and system cost without hardware redesign. The TMS320C15/El 5 are available In 160-ns versions, the 
TMS320C15-25 and TMS320E15-25. 
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introduction (continued) 

The TMS320C17 and TMS320E17 also offer expanded on-chip RAM of 256 words and on-chip program 
ROM or EPROM of 4K words. These devices provide a dual-channel serial interface, on-chip ^-law/A-law 
companding hardware, and a serial port timer. In addition, a 16-bit coprocessor interface provides a direct 
communication channel to common 4/8-bit microcomputers (no glue logic required), and minimal logic 
interface to most common 16/32-bit microprocessors. The devices are object-code compatible with the 
TMS32010 and processed in CMOS technology. 

Table 1 provides an overview of the first generation of TMS320 processors with comparisons of memory, 
I/O, cycle timing, power, package type, technology, and military support. For specific availability, contact 
the nearest Tl Field Sales Office. 


TABLE 1. TMS320 FIRST-GENERATION DEVICE OVERVIEW 


DEVICE 

MEMORY 

i/ot 

CYCLE 

TIME 

(ns) 

TYP 

POWER 

ImW) 

PACKAGE 

TYPE* 

RAM 

ON-CHIP 

ROM EPROM 

OFF-CHIP 

EXPANSION 

SER 

PAR 

CPX 

DIP 

PLCC CER-QUAD 

TMS320105 

(NMOS) 

144 

1.5K 

- 

4K 

- 

8 X 16 

- 

200 

900 

40 

- 

- 

TMS320C105 

(CMOS) 

144 

1.5K 

- 

4K 

- 

8x16 

- 

200 

165 

40 

44 

-• 

TMS320C10-14 

(CMOS) 

144 

1.5K 

- 

4K 

- 

8 X 16 

- 

280 

140 

40 

44 

- 

TMS320C10-25 

(CMOS) 

144 

1.5K 

- 

4K 

- 

8x16 

- 

160 

200 

40 

44 

- 

TMS320C141 

(CMOS) 

iia 

4K 

- 

4K 

1 

7 X 16 

- 


- 

- 

68 

- 

TMS320E141 

(CMOS) 

ill 

- 

4K 

4K 

1 

7 X 16 

- 


- 

- 

- 

68 

TMS320C151 

(CMOS) 

256 

4K 

- 

4K 

- 

8 X 16 

- 

Mi 

225 

40 

44 

_ 

TMS320C15-25 

(CMOS) 

256 

4K 

- 

4K 

- 

8 X 16 

- 


250 

40 

44 

- 

TMS320E151 

(CMOS) 

256 

- 

4K 

4K 


8 X 16 

- 

B 

275 

40 

- 

44 

TMS320E15-25 

(CMOS) 

256 

- 

4K 

4K 

- 

8 X 16 

- 

111 

325 

40 

- 

44 

TMS320C17 

(CMOS) 


4K 

- 

- 

2 

6 X 16 

YES 


250 

40 

44 

_ 

TMS320E17 

(CMOS) 


- 

4K 

- 

2 

6 X 16 

YES 

IIQ9I 

275 

40 

- 

44 


f SER = serial; PAR = parallel; CPX = coprocessor interface, 
f DIP = dual in-line pin; PLCC = plastic-leaded chip carrier; 

CER-QUAD = surface mount ceramic-leaded chip carrier. 

S Military version available. 

1 Military version planned; contact nearest Tl Field Sales Office for availability. 
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Key Features: TMS32010/C10 

• Instruction Cycle Timing: 

- 160 ns (TMS320C10-25) 

- 200 ns (TMS32010/C10) 

- 280 ns (TMS320C10-14) 

• 144 Words of On-Chip Data RAM 

• 1.5K Words of On-Chip Program ROM 

• External Memory Expansion up to 4K Words at 
Full Speed 

• 16 X 16-Bit Multiplier with 32-Bit Product 

• 0 to 16-Bit Barrel Shifter 

• On-Chip Clock Oscillator 

• Single 5-V Supply 

• Device Packaging: 

- 40-Pin DiP (all devices) 

- 44-Lead PLCC (CMOS only) 

• Technology 

- NMOS: TMS32010 

- CMOS: TMS320C10/C10-14/C10-25 


+ 5V GND 



Key Features: TMS320C15/E15 

• Instruction Cycle Timing: 

- 160 ns (TMS320C15-25/El 5-25) 

- 200 ns (TMS320C15/E15) 

• 256 Words of On-Chip Data RAM 

• 4K Words of On-Chip Program ROM 
(TMS320C15/Cl 5-25) 

• 4K Words of On-Chip Program EPROM 
(TMS320E15/El 5-25) 

• EPROM Code Protection for Copyright Security 

• External Memory up to 4K Words at Full Speed 

• Object-Code and Pin-For-Pin Compatible with 
TMS32010 

• 16 X 16-Bit Multiplier with 32-Bit Product 

• 0 to 16-Bit Barrel Shifter 

• On-Chip Clock Oscillator 

• Single 5-V Supply 

• Device Packaging: 

- 40-Pin DIP (all devices) 

- 44-Lead PLCC (TMS320C15/Cl 5-25) 

- 44-Lead CER-QUAD (TMS320E15/El 5-25) 

• CMOS Technology 


+ 5V GND 
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Key Features: TMS320C17/E17 

• Instruction Cycle Timing: 

- 200 ns (TMS320C17/E17) 

• 256 Words of On-Chip Data RAM 

• 4K Words of On-Chip Program ROM 
(TMS320C17) 

• 4K Words of On-Chip Program EPROM 
(TMS320E17) 

• EPROM Code Protection for Copyright Security 

• Object-Code Compatible with TMS32010 

• Dual-Channel Serial Port for Full-Duplex Serial 
Communication 

• Serial Port Timer for Standalone Serial 
Communications 

• On-Chip Companding Hardware for ^-law/A-iaw 
PCM Conversions 

• 16-Bit Coprocessor Interface for Common 
4/8/16/32-Bit Microcomputers/Microprocessors 

• Device Packaging: 

- 40-Pin DIP (all devices) 

- 44-Lead PLCC (TMS320C17) 

- 44-Lead CER-QUAD (TMS320E17) 

• CMOS Technology 


+ 5V GND 
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architecture 

The TMS320 family utilizes a modified Harvard architecture for speed and flexibility, in a strict Harvard 
architecture, program and data memory lie in two separate spaces, permitting a full overlap of instruction 
fetch and execution. The TMS320 family's modification of the Harvard architecture allows transfers 
between program and data spaces, thereby increasing the flexibility of the device. This modification permits 
coefficients stored in program memory to be read into the RAM, eliminating the need for a separate 
coefficient ROM. It also makes available immediate instructions and subroutines based on computed values. 

32-bit ALU/accumulator 

The TMS320 first-generation devices contain a 32-bit ALU and accumulator for support of double-precision, 
two's-complement arithmetic. The ALU is a general-purpose arithmetic unit that operates on 16-blt words 
taken from the data RAM or derived from immediate instructions. In addition to the usual arithmetic 
instructions, the ALU can perform Boolean operations, providing the bit manipulation ability required of 
a high-speed controller. The accumulator stores the output from the ALU and is often an input to the ALU. 
it operates with a 32-bit wordlength. The accumulator is divided into a high-order word (bits 31 through 
16) and a low-order word (bits 15 through 0). Instructions are provided for storing the high- and low-order 
accumulator words in memory. 

shifters 

Two shifters are available for manipulating data. The ALU barrel shifter performs a left-shift of 0 to 16 
places on data memory words loaded into the ALU. This shifter extends the high-order bit of the data word 
and zero-fills the low-order bits for two's-complement arithmetic. The accumulator parallel shifter performs 
a left-shift of 0, 1, or 4 places on the entire accumulator and places the resulting high-order accumulator 
bits into data RAM. Both shifters are useful for scaling and bit extraction. 

16 X 16-bit paraiiei multipiier 

The multipiier performs a 16 x 16-bit two's-complement multiplication with a 32-bit result in a single 
instruction cycle. The multiplier consists of three units: the T Register, P Register, and multiplier array. 
The 16-bit T Register temporarily stores the multiplicand; the P Register stores the 32-bit product. Multiplier 
values either come from the data memory or are derived immediately from the MPYK (multiply immediate) 
instruction word. The fast on-chip multiplier allows the device to perform fundamental operations such 
as convolution, correlation, and filtering. 

data and program memory 

Since the TMS320 devices use a Harvard architecture, data and program memory reside in two separate 
spaces. The first-generation devices have 144 or 256 words of on-chip data RAM and 1.5K or 4K words 
of on-chip program ROM. On-chip program EPROM of 4K words is provided on the TMS320E15/El 7. The 
EPROM cell utilizes standard PROM programmers and is programmed identically to a 64K CMOS EPROM 
(TMS27C64). 

program memory expansion 

The first-generation devices are capable of executing up to 4K words of external memory at full speed 
for those applications requiring external program memory space. This allows for external RAM-based 
systems to provide multiple functionality. The TMS320C17/El 7 provides no memory expansion capability. 
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microcomputer/microprocessor operating modes iTMS32010/Cl 0/Cl 5/El 5) 

The TMS32010/C10 and TMS320C15/E15 devices offer two modes of operation defined by the state 
of the MC/MP pin: the microcomputer mode (MC/MP = 1) or the microprocessor mode (MC/MP = 0). 
In the microcomputer mode, on-chip ROM is mapped into the memory space with up to 4K words of external 
memory available. In the microprocessor mode, all 4K words of memory are external. 

interrupts and subroutines 

The TMS320 first-generation devices contain a four-level hardware stack for saving the contents of the 
program counter during interrupts and subroutine calls. Instructions are available for saving the device's 
complete context. PUSH and POP instructions permit a level of nesting restricted only by the amount of 
available RAM. The interrupts used in these devices are maskable. 

input/output 

The 16-bit parallel data bus can be utilized to perform I/O functions in two cycles. The I/O ports are addre ssed 
by the three LSBs on the address lines. In addition, a polling input for bit test and jump operations (BIO) 
and an interrupt pin (INT) have been incorporated for multitasking. 

serial port (TIVIS320C17/E17) 

Two of the I/O ports on the TMS320C17/El 7 are dedicated to the serial port and companding hardware. 
I/O port 0 is dedicated to control register 0, which controls the serial port, interrupts, and companding 
hardware. I/O port 1 accesses control register 1, as well as both serial port channels, and the companding 
hardware. The six remaining I/O ports are available for external parallel interfaces. 

The dual-channel serial port is capable of full-duplex serial communication and offers direct interface to 
combo-codecs. Receive and transmit registers that operate with 8-bit data samples are I/O-mapped. Either 
internal or external framing signals for serial data transfers are selected through the system control register. 
The serial port clock provides the bit timing for transfers with the serial port, and may be either an input 
or output. A framing pulse signal provides framing pulses for combo-codec circuits, an 8-kHz sample clock 
for voice-band systems, or a timer for control applications. 

companding hardware (TMS320C17/E17) 

On-chip hardware enables the TMS320C17/E17 to compand (COMpress/exPAND) data in either /x-law 
or A-law format. The companding logic operation is configured via the system control register. Data may 
be companded in either a serial mode for operation on serial port data (converting between linear and 
logarithmic PCM) or a parallel mode for computation inside the device. The TMS320C17/E17 allows the 
hardware companding logic to operate with either sign-magnitude or two's-complement numbers. 

coprocessor port (TMS320C17/E17) 

The coprocessor port on the TMS320C17/E17 provides a direct connection to most 4/8-bit microcomputers 
and 16/32-bit microprocessors. The port is accessed through I/O port 5 using IN and OUT instructions. 
The coprocessor Interface allows the device to act as a peripheral (slave) microcomputer to a microprocessor, 
or as a master to a peripheral microcomputer. In the microcomputer mode, the 16 data lines are used for 
the 6 parallel 16-bit I/O ports. In the coprocessor mode, the 16-blt parallel port is reconfigured to operate 
as a 16-bit latched bus interface. For peripheral transfer, an 8-bit or 16-bit length of the coprocessor port 
can be selected. 
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instruction set 

A comprehensive instruction set supports both numeric-intensive operations, such as signal processing, 
and general-purpose operations, such as high-speed control. All of the first-generation devices are object- 
code compatible and use the same 60 instructions. The instruction set consists primarily of single-cycle 
single-word instructions, permitting execution rates of more than six million instructions per second. Only 
infrequently used branch and I/O instructions are multicycle. Instructions that shift data as part of an 
arithmetic operation execute in a single cycle and are useful for scaling data in parallel with other operations. 

Three main addressing modes are available with the instruction set: direct, indirect, and immediate 
addressing. 

direct addressing 

In direct addressing, seven bits of the instruction word concatenated with the 1 -bit data page pointer form 
the data memory address. This implements a paging scherne in which the first page contains 128 words, 
and the second page contains up to 128 words. 

indirect addressing 

Indirect addressing forms the data memory address from the least-significant eight bits of one of the two 
auxiliary registers, ARO and AR1. The Auxiliary Register Pointer (ARP) selects the current auxiliary register. 
The auxiliary registers can be automatically incremented or decremented and the ARP changed in parallel 
with the execution of any indirect instruction to permit single-cycle manipulation of data tables. Indirect 
addressing can be used with all instructions requiring data operands, except for the immediate operand 
instructions. 

immediate addressing 

Immediate instructions derive data from part of the instruction word rather than from the data RAM. Some 
useful immediate instructions are multiply immediate (MPYK), load accumulator immediate (LACK), and 
load auxiliary register immediate (LARK). 

instruction set summary 

Table 2 lists the symbols and abbreviations used in Table 3, the instruction set summary. Table 3 contains 
a short description and the opcode for each TMS320 first-generation instruction. The summary is arranged 
according to function and alphabetized within each functional group. 


TABLE 2. INSTRUCTION SYMBOLS 


SYMBOL 

MEANING 

ACC 

Accumulator ^ 

D 

Data memory address field 

1 

Addressing mode bit 

K 

Immediate operand field 

PA 

3-bit port address field 

R 

1 -bit operand field specifying auxiliary register 

S 

4-bit left-shift code 

X 

3-bit accumulator left-shift field 
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TABLE 3. TMS320 FIRST-GENERATION INSTRUCTION SET SUMMARY 


ACCUMULATOR INSTRUCTIONS 


DESCRIPTION INSTR 

CYCLES WORDS ,^1413121110 


Absolute value of accumulator 1 1 0 11111 

Add to accumulator with shift 1 1 0 0 0 0 <— 

Add to high-order accumulator bits 1 1 0 1 i 0 0 0 

Add to accumulator with no sign 1 1 0 110 0 0 

extension 

AND with accumulator 1 1 0 11110 

Load accumulator with shift 1 1 0 0 10 ♦— 

Load accumulator immediate 1 1 0 11111 

OR with accumulator 1 1 0 11110 

Store high-order accumulator bits with 1 1 0 10 11^ 

shift 

Store low-order accumulator bits 1 1 0 10 10 0 

Subtract from accumulator with shift 1 1 0 0 0 1 ^— 

Conditional subtract (for divide) 1 1 0 110 0 1 

Subtract from high-order accumulator bits 1 1 0 110 0 0 

Subtract from accumulator with no sign 1 1 0 110 0 0 

extension 

Exclusive OR with accumulator 1 1 0 11110 

Zero accumulator 1 1 0 11111 

Zero accumulator and load high-order bits 1 1 0 110 0 1 

Zero accumulator and load low-order bits 1 1 0 110 0 1 

with no sign extension 

AUXILIARY REGISTER AND DATA PAGE POINTER INSTRUCTIONS 


OPCODE 

_ INSTRUCTION REGISTER 

15 14 13 12 11 10 9 8 7 6 5 4 


011111111000 

0 0 0 0 ◄—S> I ◄-1 

0 1 1 0 0 0 0 0 1 ^ - 1 

0 110 0 0 0 11 ^- 

0 1 1 1 1 0 V i i ^-1 

0 0 10 ^-S> I ◄-I 

0 1111110 ^ - 1 

0 11110 10 1 ^-I 

0 10 11 ♦x** I ^-1 


MNEMONIC 

DESCRIPTION 

LAR 

Load auxiliary register 

LARK 

Load auxiliary register immediate 

LARP 

Load auxiliary register pointer immediate 

LDP 

Load data memory page pointer 

LDPK 

Load data memory page pointer immediate 

MAR 

Modify auxiliary register and pointer 

SAR 

Store auxiliary register 


CYCLES WORDS 


OPCODE 

INSTRUCTION REGISTER 


15 14 13 12 11 10 9 8 
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TABLE 3. TMS320 FIRST GENERATION INSTRUCTION SET SUMMARY (CONTINUED) 


BRANCH INSTRUCTIONS 


MNEMONIC 

DESCRIPTION 

B 

Branch unconditionally 

BANZ 

Branch on auxiliary register not zero 

BGEZ 

Branch if accumulator > 0 

BGZ 

Branch if accumulator > 0 

BIOZ 

Branch on BIO = 0 , 

BLEZ 

Branch if accumulator <0 

BLZ 

Branch if accumulator < 0 

BNZ 

Branch if accumulator ^ 0 

BV 

Branch on overflow 

BZ 

Branch if accumulator = 0 

CALA 

CALL 

Call subroutine from accumulator 

Call subroutine immediately 

RET 

Return from subroutine or interrupt routine 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


15 14 13 12 11 10 9 876543210 



T REGISTER, P REGISTER, AND MULTIPLY INSTRUCTIONS 


MNEMONIC 


DESCRIPTION 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


15 14 13 12 11 10 9 876543210 


APAC 

Add P register to accumulator 

LT 

Load T register 

LTA 

LTA combines LT and APAC into one 

instruction 

LTD 

LTD combines LT, APAC, and DMOV into 

one instruction 

MPY 

Multiply with T register, store product in 

P register 

MPYK 

Multiply T register with immediate 
operand; store product in P register 

PAC 

Load accumulator from P register 

SPAC 

Subtract P register from accumulator 


0 11111 1 1 1 0 0 0 1 1 1 

0 110 10 10 1 ^ -D-1 

0 110 110 0 1 4 --D-( 

0 110 10 111 ^-D- 

0 110 110 1 I ◄-D- 


1 0 0 


0111111110001110 
0111111110010 0 00 
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TABLE 3. TMS320 FIRST-GENERATION INSTRUCTION SET SUMMARY (CONCLUDED) 


CONTROL INSTRUCTIONS 


MNEMONIC 

DESCRIPTION 

NO. 

CYCLES 

NO. 

WORDS 

OPCODE 

INSTRUCTION REGISTER 

1 151413121110 

9 8 

7 6 5 

4 

3 

2 

1 0 

DINT 

Disable interrupt 

1 

1 

0 1 

1111 

1 1 

1 0 0 

0 

0 

0 

0 1 

EINT 

Enable interrupt 

1 

1 

0 1 

1111 

1 1 

1 0 0 

0 

0 

0 

1 0 

LST 

Load status register 

1 

1 

0 1 

1110 

1 1 

1 ◄— 

— 

D- 

— 

—^ 

NOP 

No operation 

1 

1 

0 1 

1111 

1 1 

1 0 0 

0 

0 

0 

0 0 

POP 

POP stack to accumulator 

2 

1 

0 1 

1111 

1 1 

1 0 0 

1 

1 

1 

0 1 

PUSH 

PUSH stack from accumulator 

2 

1 

0 1 

1111 

1 1 

1 0 0 

1 

1 

1 

0 0 

ROVM 

Reset overflow mode 

1 

1 

0 1 

1111 

1 1 

1 0 0 

0 

1 

0 

1 0 

SOVM 

Set overflow mode 

1 

1 

0 1 

1111 

1 1 

1 0 0 

0 

1 

0 

1 1 

SST 

Store status register 

1 

1 

0 1 

1111 

0 0 

' ^ 

— 

D 

— 



I/O AND DATA MEMORY OPERATIONS 


MNEMONIC 


DESCRIPTION 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


15 14 13 12 11 10 9 876543210 


V/IOV Copy contents of data memory location 

into next higher location 
IN Input data from port 

OUT Output data to port 

TBLR Table read from program memory to data 

RAM 

JLW Table write from data RAM to program 

memory 


0 110 10 0 1 1 

0 1 0 0 0 <#PA> I 

0 10 0 1 ^PA> I 
0 110 0 1111 

0 111110 11 



oevelopment support products 

Together, Texas Instruments and its authorized third-party suppliers offer an extensive line of development 
support products to assist the user in all aspects of TMS320 first-generation-based design and development. 
These products range from development and application software to complete hardware development and 
evaluation systems. Table 4 lists the development support products for the first-generation TMS320 devices. 


System development may begin with the use of the simulator, evaluation module (EVM), or emulator (XDS), 
along with an assembler/linker. These tools give the TMS320 user various means of evaluation, from 
software simulation of the first-generation TMS320s (simulator) to full-speed in-circuit emulation with 
hardware and software break point tracing and timing capabilities (XDS). 


Software and hardware can be developed simultaneously by using the macro assembler/linker or simulator 
for software development, the XDS for hardware development, and the evaluation module for both software 
development and limited hardware development. 


Many third-party vendors offer additional development support for the first-generation TMS320s, including 
assembler/linkers, simulators, high-level languages, applications software, algorithm development tools, 
application boards, software development boards, and in-circuit emulators. Refer to the TMS320 Family 
Development Support Reference Guide (SPRU011 A) for further Information about TMS320 development 
support products offered by both Texas Instruments and its third-party suppliers. 

Additional support for the TMS320 products consists of an extensive library of product and applications 
documentation. Three-day DSP design workshops are offered by the Tl Regional Technology Centers (RTCs). 
These workshops provide insight Into the architecture and the instruction set of the first-generation 
TMS320s as well as hands-on training with the TMS320 development tools. When technical questions 
arise in regard to a TMS320 member, contact Texas Instruments TMS320 Hotline at (713) 274-2320. 
Or, keep informed on the latest Tl and third-party development support tools by accessing the libraries 
of application source code via the DSP Bulletin Board Service (BBS) at (713) 274-2323. The BBS provides 
access for the 2400-/1200-/300-bps modems. 
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TABLE 4. TMS320 FIRST-GENERATION SOFTWARE AND HARDWARE SUPPORT 


SOFTWARE TOOLS 

PART NUMBER | 

Macro Assembler/Linker I 

PC/MS-DOS 

TMDS3242850-02 

VAX/VMS 

TMDS3242250-08 

VAX ULTRIX 

TMDS3242260-08 

SUN-3 UNIX 

TMDS3242550-08 

Simulator 

PC/MS-DOS 

TMDS3240811-02 

VAX/VMS 

TMDS3240211-08 

Digital Filter Design Package (DFDP) 

! IBM PC PC-DOS 

DFDP/IBM002 

DSP Software Library 

PC/MS-DOS 

TMDC3240812-12 

VAX/VMS 

TMDC3240212-18 

1 TMS320 Bell 212A Modem Software 

PC/MS-DOS 

TMDX3240813-12 

Data Encryption Standard Software 

PC/MS-DOS 

TMDX3240814-12 

HARDWARE TOOLS 

PART NUMBER 

Evaluation Tools I 

Evaluation Module (EVM) 

RTC/EVM320A-03 

Analog Interface Board 1 (AIB1) 

RTC/EVM320C-06 

Analog Interface Board 2 (AIB2) 

RTC/AIB320A-06 

EPROM DSP Starter Kit (TMS320E15) 

RTC/EVM320E-15 

XDS/22 Emulators 

Tj^S320C10/C15 

TMDS3262211 

TMS320C14 

TMDX3262214 

TMS320C17 

TMDX3262217 

XDS/22 Upgrade Kits 

TMS32010 - TMS320C10/C15 

TMDS3282215 

TMS320C10/C15 - TMS320C14 

TMDX3285010 and 


TMDX3285018 

TMS320C10/C15 - TMS320C17 

TMDX3285014 and 

TMDX3285018 

EPROM Programming Adaptor Sockets 

40- to 28-pln (TMS320E15/E17) 

RTC/PGM320A-06 

44- to 28-pin (TMS320E15/El 7) 

RTC/PGM320C-06 

68 - to 28-pin (TMS320E14) 

TMDX3270110 

Additional Target Connector 

1 44-lead PLCC ITMS320C10) 

TMDX3288810 
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documentation support 

Extensive documentation supports the first-generation TMS320 devices from product announcement 
through applications development. The types of documentation include data sheets with design 
specifications, complete user's guides, and 750 pages of application reports published in Digital Signal 
Processing Applications with the TMS320 Family {SPRA012A). 

A series of DSP textbooks is being published to support digital signal processing research and education. 
The first book, DFT/FFT and Convolution Algorithms, is now available. The TMS320 newsletter. Details 
on Signal Processing, is published quarterly and distributed to update TMS320 customers on product 
information. The TMS320 DSP bulletin board service provides access to large amounts of information 
pertaining to the TMS320 family. 

Refer to the TMS320 Family Development Support Reference Guide (SPRU011 A) for further information 
about TMS320 documentation. To receive copies of first-generation TMS320 literature, call the Customer 
Response Center at 1-800-232-3200. 
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TMS32010, TMS320C10 
TMS320C10-14, TMS320C10-2S 
TMS320C15, TMS320C15-2S, TII(IS320E15, TMS320E15-25 


description 

Since the TMS32010 was the first digital signal 
processor in the TMS320 family, its architecture 
has served as the basis from which first- 
generation spinoff devices have evolved. The 
TMS320C10 is a low-power CMOS version of 
the TMS32010 and identical to it. The 
TMS320C15/E15 is object-code and pin-for-pin 
compatible with the TMS32010 and offers 
expanded on-chip RAM and ROM or EPROM. 


TMS320C10, TMS320C15, TMS320E15 
FN AND FZ PACKAGES 
(TOP VIEW) 




c/)CO'!tif)r^com'!tcocN (/) 
cn’-’-’-QQQQQQ (fi 
> Q Q Q > 


TMS32010, TMS320C10 
TMS320C15, TMS320E15 
N/JD PACKAGE 
(TOP VIEW) 


A1/PA1 

AO/PAO 

MC/^ 

RS 

INT 

CLKOUT 

XI 

X2/CLKIN 

Bio 

vss 

D8 

D9 

DIO 

Dll 

D12 

D13 

D14 

D15 

D7 

D6 


1 U40h 

2 39 ] 
38 ] 
37 ] 
36 ] 
35 ] 
34 ] 
33 ] 
32 ] 
31 ] 
30 ] 


12 29 ] 

13 28 ] 

14 27 ] 

15 26P 

16 

17 

18 
19 
|20 


25 ] 
24 ] 
23 ] 
22 ] 
21 ] 


A2/PA2 

A3 

A4 

A5 

A6 

A7 

A8 

MEN 

DEN 

WE 

VCC 

A9 

A10 

All 

DO 

D1 

D2 

D3 

D4 

D5 


PIN NOMENCLATURE (TMS32010, TMS320C10, TMS320C15, TMS320E15t) 


NAME 

l/0» 

DEFINITION 

A11-A0/PA2-PA0 

0 

External address bus. I/O port address multiplexed over PA2-PA0. 

5R5 

I 

External polling input 

CLKOUT 

0 

System clock output, % crystal/CLKIN frequency 

D15-D0 

I/O 

16-bit parallel data bus 

OeR 

0 

Data enable for device input data on D15-DO 

IFTf 

I 

External interrupt input 

MC/MP 

I 

Memory mode select pin. High selects microcomputer mode. Low selects microprocessor mode. 

MeR 

0 

Memory enable indicates that D15-D0 will accept external memory instruction. 

NC 

0 

No connection 


I 

Reset for initializing the device 

vcc 

I 

+ 5 V supply 

Vss 

I 

Ground 

We 

0 

Write enable for device output data on D15-DO 

X1 

0 

Crystal output for internal oscillator 

X2/CLKIN 

I 

Crystal input for internal oscillator or external system clock input 


'^See EPROM programming section. 
^Input/Output/High-impedance state. 
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TMS320C17, TMS320E17 


description 

The TMS320C17, like the TMS320C15, has 256 words of on-chip data RAM and 4K words of on-chip 
program ROM. The TMS320C17 is object-code compatible with the TMS32010. The TMS320C17 provides 
a dual-channel serial port and is designed specifically to interface to two combo-codecs. A 16-bit coprocessor 
interface is also provided for interfacing to common 4/8/16/32-bit microcomputers/microprocessors. 


TMS320C17, TMS320E17 
FN AND FZ PACKAGES 
(TOP VIEW) 


TMS320C17, TMS320E17 
N/JD PACKAGE 
(TOP VIEW) 


CLKOUT 

XI 

X2CLKIN 
Bio 
NC 
VSS 
D8/LD8 
D9/LD9 
D10/LD10 
D11/LD11 
D12/LD12 




6 5 4 3 2 1 44 4342 41 40 


18 19 20 21 22 23 24 25 26 27 28 


39 [ DXO 
38 [ SCLK 
37[ DRI 
36 [ DEN/^ 
35 [ WE/WR 
34 [ Vcc 
33 [ DRO 

32[ XF _ 

31 [ MC/^ 
30 [ DO/LDO 

29 [ Vss 


Q Q Q , 
COTtlDQQQQQQQ 


PAI/RO 

PAO/HI/LO 

MC 

_^ 

EXINT 

CLKOUT 

XI 

X2/CLKIN 

Bio 

Vss 

D8/LD8 
D9/LD9 
D10/LD10 
D11/LD1 1 
D12/LD12 
D137LD13 
D14/LD14 
D15/LD15 
D7/LD7 
D6/LD6 


di U4oh 

C 2 391 

C 3 38 3 

C4 37 3 
Cb 36^ 
C 6 35 H 

C 7 34 ] 

Cs 33 3 
C9 32 3 

C 10 31 3 
C 11 30 3 

Cl2 29 3 
Cl3 28 3 

Cl4 27 3 

Cl 5 26 3 

Cl6 25 3 

Cl7 24 3 

Cl8 23 3 
Cl9 223 

C 20 _^3 


PA2/TBLF 

FSR 

FSX 

FR 

DX1 

DXO 

SCLK 

DRI 

DEN/^ 

WE/WR 

Vcc 

DRO 

XF 

MC/^ 

DO/LDO 

D1/LD1 

D2/LD2 

D3/LD3 

D4/LD4 

D5/LD5 


PIN NOMENCLATURE (TMS320C17, TMS320E17t) 


NAME 

I/O* 

DEFINITION 

bR5 

1 

External polling input 

CLKOUT 

0 

System clock output, % crystal/CLKIN frequency 

D15/LD15-D0/LD0 

I/O 

16-bit parallel data bus/data lines for coprocessor latch 

I5FFI/R0 

I/O 

Data enable for device input data/external read for output latch 

DRI, DRO 

1 

Serial-port recelve-channel inputs 

DX1, DXO 

0 

Serial-port transmit-channel outputs 

exiMT 

1 

External interrupt input 

FR 

0 

Internal serial-port framing output 

F§R 

1 

External serial-port receive framing input 

F§X 

1 

External serial-port transmit framing Input 

MC 

1 

Microcomputer select (must be same state as MC/PM) 

MC/PP 

1 

Microcomputer/peripherai coprocessor select (must be same state as MC) 

pao/hi/lO 

I/O 

I/O port address output/latch byte select pin 

PA1/RBLE 

0 

I/O port address output/receive buffer latch empty flag 

PA2/TBLF 

0 

I/O port address output/transmit buffer latch full flag 


1 

Reset for initializing the device 

SCLK 

I/O 

Serial-port clock 

Vcc 

1 

-F 5 V Supply 

Vss 

1 

Ground 

WE/wr 

0 

Write enable for device output data/external write for input latch 

XI 

0 

Crystal output for internal oscillator 

X2/CLKIN 

1 

Crystal input for internal oscillator or external oscillator system clock input 

XF 

0 

External-flag output pin 


"•"See EPROM programming section. 
^Input/Output/hligh-impedance state. 
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functional block diagram (TMS320C17, TMS320E17) 



ARO - AUXILIARY REGISTER 0 
AR1 - AUXILIARY REGISTER 1 
DP - DATA PAGE POINTER 


T - T REGISTER 

TR - TRANSMIT REGISTER 

RR - RECEIVE REGISTER 
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TMS320C17 

TMS320E17 


architecture 

The TMS320C17 consists of five major functional units: the TMS320C15 microcomputer, a system control 
register, a full-duplex dual-channel serial port, companding hardware, and a coprocessor port. 

Three of the I/O ports are used by the serial port, companding hardware, and the coprocessor port. Their 
operation is determined by the 32 bits of the system control register (see Table 5 for the TMS320C17/El 7 
control register bit definitions). Control register 0, accessed through port 0, consists of the lower 16 register 
bits (CR15-CRO bit), and is used to control the interrupts, serial port connections, and companding hardware 
operation. Port 1 accesses control register 1, consisting of the upper 16 control bits (CR31-CR16), as 
well as both serial port channels, the companding hardware, and the coprocessor port channels. 
Communication with the control register is via IN and OUT instructions to ports 0 and 1. 

Inter rupts fully support the TMS320C17/E17 serial port interface. Four maskable interrupts (EXINT, FR, 
FSX, and FSR) are mapped into I/O port 0 via control register 0. When disabled, these interrupts may be 
used as single-bit logic inputs polled by software. 

serial port 

The dual-channel serial port is capable of full-duplex serial communication and offers direct interface to 
two combo-codecs. Two receive and two transmit registers are mapped into I/O port 1, and operate with 
8-bit data samples. Internal and external framing signals for serial port transfers (MSB first) are selected 
via the system control register. The serial port clock, SCLK, provides the bit timing for transfers with the 
serial port, and may be either an input or output. As an input, an external clock provides the timing for 
data transfers and framing pulse synchronization. As an output, SCLK provides the timing for standalone 
serial communication and is derived from the TMS320C17/El 7 system clock, X2/CLKIN and system control 
register bits CR27-CR24 (see Table 6 for the available divide ratios). The Internal framing (FR) pulse 
frequency Is derived from the serial port clock (SCLK) and system control register bits CR23-CR16. This 
framing pulse signal provides framing pulses for combo-codecs, for a sample clock for voice-band systems, 
or for a timer used in control applications. 

fi-law/A-law companding hardware 

The TMS320C17/El 7 features hardware companding logic that can operate in either /i-law or A-law format 
with either sign-magnitude or two's-complement numbers. Data may be companded in either a serial mode 
for operation on serial port data or a parallel mode for computation inside the device. The companding 
logic operation is selected through CR14. No bias is required when operating in two's-complement. A bias 
of 33 is required for sign-magnitude in /t-law companding. Upon reset, the device is programmed to operate 
in sign-magnitude mode. This mode can be changed by modifying control bit 29 (CR29) in control register 
1. For further Information on companding, see the TCM29C13/TCM29C14/TCM29C16/TCM29C17 
Combined Single-Chip PCM Codec and Filter Data Sheet, and the application report, "Companding Routines 
for the TMS3201o/rMS32020/' in the book. Digital Signal Processing Applications with the TMS320 
Family (SPRA012A), both documents published by Texas Instruments. 

In the serial mode, sign-magnitude linear PCM (13 magnitude bits plus 1 sign bit for ^-law format or 12 
magnitude bits plus 1 sign bit for A-law format) is compressed to 8-bit sign-magnitude logarithmic PCM 
by the encoder and sent to the transmit register for transmission on an active framing pulse. The decoder 
converts 8-bit sign-magnitude log PCM from the serial port receive registers to sign-magnitude linear PCM. 

In the parallel mode, the serial port registers are disabled to allow parallel data from internal memory to 
be encoded or decoded for computation inside the device. In the parallel encode mode, the encoder is 
enabled and a 14-bit sign-magnitude value written to port 1. The encoded value is returned with an IN 
instruction from port 1. In the parallel decode mode, the decoder is enabled and an 8-bit sign-magnitude 
log PCM value written to port 1. On the successive IN instruction from port 1, the decoded value is returned. 
At least one instruction should be inserted between an OUT and the successive IN when companding is 
performed with two's-complement values. 
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TMS320E17 


TABLE 5. CONTROL REGISTER CONFIGURATION 


FR 

PULSE 

WIDTH 


FRAME COUNTER MODULUS 

_A_ 


INTERRUPT MASK BITS 

- 


E. 

- 

— 

28 


il 








18 

0 



.TL 



0 


0 

8 

0 

6 

□ 

□ 

0 

0 

□ 

0 


I/O SERIAL CLOCK 

CONTROL PRESCALE CONTROL 
RESERVED 


SERIAL-PORT CONFIGURATION 
COMPANDING HARDWARE CONTROL 


INTERRUPT FLAGS 


BIT 

DESCRIPTION AND CONFIGURATION 

0 

EXINT interrupt flag^ 

1 

F§R interrupt flag ^ 

2 

F$X interrupt flag'*' 

3 

FR interrupt flag"*^ 

4 

EXINT interrupt enable mask. When set to logic 1, an interrupt on EXINT activates device interrupt circuitry. 

5 

F§R interrupt enable mask. Same as EXINT control. 

6 

FSX interrupt enable mask. Same as EXINT control. 

7 

FR interrupt enable mask. Same as EXINT control. 

8 

0 = port 1 connects to either serial-port registers or companding hardware. 

Port 1 configuration control: _ 

1 = port 1 accesses CR31-CR16. 

9 

. , . . . 0 = serial-port data transfers controlled by active FR. 

External framing enable: ^ ^ ^ ^ 

1 = serial-port data transfers controlled by active FSX/FSR. 

10 

XF external logic output flag latch 

11 

^ . 0 = parallel companding mode; serial port disabled. 

Serial-port enable: 

1 = serial companding mode; serial port registers enabled. 

12 

. ... 0 = disabled. 

/i-law/A-law encoder enable: 

1 = data written to port 1 is /t-law or A-law encoded. 

13 

. /A 1 .i u. 0 = disabled. 

/t-law/A-law decoder enable: 

1 = data read from port 1 is ^-law or A-law decoded. 

14 

0 = companding hardware performs u-iaw conversion. 

^-law or A-law encode/decode select: 

1 = companding hardware performs A-law conversion. 

15 

0 = SCLK is an output, derived from the prescaler in timing logic. 

Serial clock control: ^ ^ ^ , , . . . . . . 

1 = SCLK IS an input that provides the clock for serial port and frame counter in timing logic. 

23-16 

Frame counter modulus. Controls FR frequency =? SCLK/(CNT + 2 ) where CNT is binary value of CR23-CR16.* 

27-24 

SCLK prescale control bits. (See Table 6 for divide ratios.) 

28 

^ . 0 = fixed-data rate; FR is 1 SCLK cycle wide. 

FR pulse-width control: 

1 = variable-data rate; FR is 8 SCLK cycles wide. 

29 

. .... ..0 = sign-magnitude companding 

Two s-complement /t-law/A-law conversion enable: 

1 = two's-complement companding 

30 

L 0 = 8-bit byte length 

8/16-bit length coprocessor mode select: 

1=16-bit word length 

31 

Reserved for future expansion: Should be set zero. 


^ Interrupt flag is cleared by writing a logic 1 to the bit with an OUT instruction to port 0. 

* All ones in CR23-CR16 indicate a degenerative state and should be avoided. Bits are operational whether SCLK is an input or an 
output. CNT must be greater than 7. 
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TABLE 6. SERIAL CLOCK (SCLK) DIVIDE RATIOS (X2/CLKIN = 20.48 MHZ) 


CR27 

CR26 

CR25 

CR24 

DIVIDE RATIO 

SCLK FREQUENCY 

UNIT 

0 

0 

0 

0 

32 

0.640 

MHz 

0 

0 

0 

1 

28 

0.731 

MHz 

0 

0 

1 

0 

24 

0.853 

MHz 

0 

1 

0 

0 

20 

1.024 

MHz 

1 

0 

0 

0 

16 

1.280 

MHz 

1 

0 

0 

1 

14 

1.463 

MHz 

1 

0 

1 

0 

12 

1.706 

MHz 

1 

1 

0 

0 

10 

2.048 

MHz 


The specification for /t-iaw and A-law log PCM coding is part of the CCITT G.711 recommendation. The 
following diagram shows a TMS320C17/E17 interface to two codecs as used for ^i-law or A-law companding 
format. 


TMS320C17/E17 



coprocessor port 

The coprocessor port, accessed through I/O port 5 using IN and OUT instructions, provides a direct 
connection to most 4/8-bit microcomputers and 16/32-bit microprocessors. The coprocessor interface 
allows the TMS320C17/El 7 to act as a peripheral (slave) microcomputer to a microprocessor, or a master 
to a peripheral microcomputer such as TMS7042. The coprocessor port is enabled by setting MC/PM and 
MC low. The microcomputer mode is enabled by setting these two pins high. (Note that MC/PM # MC 
is undefined.) In the microcomputer mode, the 16 data lines are used for the 6 parallel 16-bit I/O ports. 

In the coprocessor mode, the 16-bit boprocessor port is reconfigured to operate as a 16-bit latched bus 
interface. Control bit 30 (CR30) in control register 1 is used to configure the coprocessor port to either 
an 8-bit or a 16-blt length. When CR30 Is high, the coprocessor port is 16 bits wide, thereby making all 
16 bits of the data port available for 16-bit transfers to 16 and 32-bit microprocessors. When CR30 is 
low, the port is 8 bits wide and mapped to the low byte of the data port for interfacing to 8-blt 
microcomputers. When operating in the 8-bit mode, both halves of the 16-bit latch can be addressed using 
the HI/LO pin, thus allowing 16-bit transfers over 8 data lines. When not in the coprocessor mode, port 
5 can be used as a generic I/O port. 
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coprocessor port (continued) 

The external processor recognizes the coprocessor interface, in which bot h pro cessors run asynchronously, 
as a memory-nr^apped I/O operation. The external processor lowers the WR line and p lace s data on the 
bus. It next raises the WR line to clock the data into the on-chip lat ch. T he rising edge o f WR automatically 
creates an interrupt to the TMS320C17/El 7, and the failing edge of WR clears the RBLE ( receive buffer latch 
empty) flag. When the TMS320C17/E17 reads the coprocessor port, it causes the RBLE signal to transition 
to a logic low state clears the data in the latch, and allows the interrupt condition to be cleared internally. 
Likewise, the external processor reads from the latch by driving the RD line active low, thus enabling the 
output latch to drive the latched d ata. When the data has been read, the external device will again bring 
the RD line high. This activates the BIO line to signal that the tra nsfer is complete and the latch is available 
for the nex t tr ansfe r. The falling edge of RD resets the TBLF (transmit buffer latch full) flag. Note that 
the EXINT and BIO lines are reserved for coprocessor interface and cannot be driven externally when In 
the coprocessor mode. 

An example of the use of a coprocessor interface is shown below, in which the TMS320C17/E17 is 
interfaced to the TMS70C42, an 8-bit microcontroller. 






TMS320 FIRST-GENERATION 
NMOS DEVICES 


NMOS DEVICE ELECTRICAL SPECIFICATIONS 

This section coniains all the electrical specifications for the TMS320 NMOS first-generation devices. Refer to 
the top corner for the specific device. 

absolute maximum ratings over specified temperature range (unless otherwise noted) ^ 


Supply voltage range, Vcc* .-0.3 V to 7 V 

Input voltage range.-0.3 V to 15 V 

Output voltage range.-0.3 V to 15 V 

Continuous power dissipation.1.5W 

Air temperature range above operating device.0®C to 70°C 

Storage temperature range.-55°C to -i-150°C 


^Stresses beyond those listed under "Absolute Maximum Ratings" may cause permananet damage to the device. This is a stress rating 
only, and functional operation of the device or any other conditions beyond those indicated in the "Recommended Operating Conditions" 
section of this specification is not implied. Exposure to absolute-maximum-rated conditions for extended periods may affect device reliability. 
^All voltage values are with respect to Vss- 


recommended operating conditions 



MIN NOM MAX 

UNIT 

Vcc Supply voltage 

4.75 5 5.25 

V 

Vss Supply voltage 

0 

V 

V|H HIgh-leyel input voltage 

All inputs except CLKIN 

2 

V 

CLKIN 

2.8 

V|L Low-level input voltage (all inputs) 

0.8 

V 

IqH High-level output current (all outputs) 

-300 

mA 

Iql Low-level output current (all outputs) 

2 

mA 

T/^ Operating free-air temperature 

o 

o 

°C 


electrical characteristics over specified temperature range (uniess otherwise noted) 


PARAMETER 

TEST CONDITIONS 

MIN TYPt MAX 

UNIT 

Vqh High-level output voltage 

IQH = max 

2.4 3 

V 

Vql Low-level output voltage 

Iql = max 

0.3 0.5 

V 

Iqz Off-state output current 

Vcc = max 

Vo = 2.4 V 

20 


Vo = 0.4 V 

-20 

l| Input current 

V| = Vss to Vcc 

All inputs except CLKIN 

±20 

/tA 

CLKIN 

±50 

Ice* Supply current 

Vcc = max 

Ta = o^c 

180 275 

mA 

Ta = 70 °C 

235 S 

Cj Input capacitance 

Data bus 

f » 1 MHz. All other pins 0 V 

255 

pF 

All others 

I 5 S 

Cq Output capacitance 

Data bus 

25 S 

PF 

All others 

105 


fAII typical values except for Iqc '^CC = 5 V, T/\ = 25 °C. 

^Icc characteristics are inversely proportional to temperature; i.e., \qq decreases approximately linearly with temperature. 
SValue derived from characterization data and not tested. 
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TMS320 FIRST GENERATION 
NMOS DEVICES 


PARAMETER MEASUREMENT INFORMATION 




FIGURE 1. INTERNAL CLOCK OPTION FIGURE 2. TEST LOAD CIRCUIT 

input synchronization requirements 

For systems using asynchronous inputs to the INT and BIO pins on the TMS32010, the external hardware 
shown in the diagrams below is recommen ded to e nsure proper execution of interrupts and the BIOZ 
instruction. This hardware synchronizes the INT and BIO Input signals with the rising edge of CLKOUT 
on the TMS32010. The pulse width required for these input signals is tc(C)/ which is one TMS32010 clock 
cycle, plus sufficient setup time for the flip-flop (dependent upon the flip-flop used). Note that these input 
synchronization requirements apply only to NMOS versions of the TMS32010 and not to other members 
of the TMS320 family. 



FIGURE 3. ASYNCHRONOUS INPUT SYNCHRONIZATION CIRCUITS 
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TMS32010 


CLOCK CHARACTERISTICS AND TIMING 

The TMS32010 can use either its internal oscillator or an external frequency source for a clock, 
internal clock option 

The internal oscillator is enabled by connecting a crystal across X1 and X2/CLKIN (see Figure 1). The 
frequency of CLKOUT is one-fourth the crystal fundamental frequency. The crystal should be fundamental 
mode, and parallel resonant, with an effective series resistance of 30 ohms, a power dissipation of 1 mW, 
and be specified at a load capacitance of 20 pF. 


PARAMETER 

TEST CONDITIONS 

TMS32010 

UNIT 

MIN NOM MAX 

Crystal frequency, fx 

0°C to 70 °C 

6.7 20.5 

MHz 

Cl, C2 

0°C to 70 °C 

10 

pF 


external clock option 

An external frequency source can be used by injecting the frequency directly into X2/CLKIN with XI left 
unconnected. The external frequency Injected must conform to the specifications listed in the table below. 


switching characteristics over recommended operating conditions 


PARAMETER 

»c(C) 

CLKOUT cycle time* 

<r(C) 

CLKOUT rise time 

*f(C) 

CLKOUT fall time 

twICL) 

Pulse duration, CLKOUT low 

*w(CH) 

Pulse duration, CLKOUT high 

td(MCC) 

Delay time CLKINT to CLKOUT.I 


TEST CONDITIONS 


TMS32010 


MIN NOM MAX 


UNIT 


Rl = 825 Q, 
Cl = 100 pF, 
See Figure 2 


10 


92 


25 * 


60* 


*tc(C) is the cycle time of CLKOUT, i.e., 4*tc{MC) 1^ times CLKIN cycle time if an external oscillator is used). 
* Values derived from characterization data and not tested. 


timing requirements over recommended operating conditions 




TMS32010 

UNIT 



MIN 

NOM 

MAX 

tc(MC) 

Master clock cycle time 

48.78 

50 

150 

ns 

*r(MC) 

Rise time master clock input 


5* 

10* 

ns 

tf(MC) 

Fall time master clock input 


5* 

10* 

ns 

*w(MCP) 

Pulse duration master clock 

0.475tc(MC)^ 


0.525tc(MC)^ 

ns 

tw(MCL) 

Pulse duration master clock high, tc(|\/|C) == 50 ns 

20* 

ns 

tw(MCH) 

Pulse duration master clock high, tc(MC) ~ 

20* 

ns 


* Values derived from characterization data and not tested. 
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TMS32010 


MEMORY AND PERIPHERAL INTERFACE TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

TMS32010 

UNIT 

CONDITIONS 

MIN 

TYP MAX 

td1 

Delay time CLKOUTi to 
address bus valid 


lOt 

50 

ns 

td2 

Delay time CLKOUTi to MENi 


’/^tc(C)-5^ 

’/*tc{C) + 15 

ns 

td3 

Delay time CLKOUTi to MnT 


-lot 

15 

ns 

td4 

Delay time CLKOUTi to BiRi 


y«tc(C)-5^ 

’/*tc(C) + 15 

ns 

td5 

Delay time CLKOUTi to DENT 


-lot 

15 

ns 

td6 

Delay time CLKOUTi to WEi 


’/*tc(C)--5t 

>4tc(C) + 15 

ns 

td7 

Delay time CLKOUTi to WET 


-lot 

15 

ns 

tdS 

Delay time CLKOUTi to 

data bus OUT valid 

Rl = 825 0, 

Cl = 100 pF, 

^*tc(C) + 65 

ns 

td9 

Time after CLKOUTi that 

data bus starts to be driven 

See Figure 2 

’/♦tc(C)-5t 

ns 

tdIO 

Time after CLKOUTi that 
data bus stops being driven 


’>4tc(C) + 30t 

ns 

*v 

Data bus OUT valid 

after CLKOUTi 


y*tc(C)-io 

ns 


Address hold time after 





th(A-WMD) 

WET. Pent or oIRt 
(see Note 1) 


0 


ns 

tsu(A-MD) 

Address bus setup time 
prior to MENi or DENi 

' 

i 

’/«tc(C)-45 

ns 


'^Values derived from characterization data and not tested. 
NOTE 1: Address bus will be valid upon WET, DENT, or MENt. 


timing requirements over recommended operating conditions 



TEST 


TMS32010 

UNIT 


CONDITIONS 


MIN NOM MAX 

tsu(D) 

Setup time data bus valid prior to CLKOUTi 

Rl = 825 Q, 

50 

ns 

th(D) 

Hold time data bus held valid after CLKOUTi 

(see Note 2) 

Cl = 100 pF, 

See Figure 2 

0 

ns 


NOTE 2: Data may be removed from the data bus upon MENt or DENt preceding CLKOUTt. 
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RESET (RS) TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

CONDITIONS 

MIN TYP MAX 

UNIT 

fdll 

Delay time DENt, WET, and M^Nt from r5 

Rl = 825 0, 

Cl = 100 pF, 

See Figure 2 

Vatcio + BO'^ 

ns 

tdisIRI 

Data bus disable time after 

’>^10(0 + 50^ 

ns 


'^Values derived from characterization data and not tested. 


timing requirements over recommended operating conditions 



TMS32010 

UNIT 

MIN NOM MAX 

tsu(R) Reset ^ setup time prior to CLKOUT (see Note 3) 

50 

ns 

Tw(R) ^ puls® duration 

5tc(C) 

ns 


NOTE 3: R§ can occur anytime during a clock cycle. Time given is minimum to ensure synchronous operation. 

INTERRUPT (INT) TIMING 
timing requirements over recommended operating conditions 



TMS32010 

MIN NOM MAX 

UNIT 

TfdNT) <1^1 

15 

ns 

Tw(INT) Pulse duration InT 

tc(C) 

ns 

Tsu(INT) Setup time TRTi before UOcDDTi 

50 

ns 


I/O (BIO) TIMING 


timing requirements over recommended operating conditions 



TMS32010 

MIN NOM MAX 

UNIT 

tf(io) Fall time SI0 

15 

ns 

tyvdO) Pulse duration @10 

tc(C) 

ns 

tsudO) Setup time STSi before CLKOUTi 

50 

ns 
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TMS320 FIRST-GENERATION 
CMOS OEVICES 


CMOS DEVICE ELECTRICAL SPECIFICATIONS 

This section contains all the electrical specifications for the TMS320 CMOS first-generation devices. Refer to 
the top corner for the specific device. 

absolute maximum ratings over specified temperature range (unless otherwise noted) 


Supply voltage range, Vcc^ .. ■ • ■ -0.3 V to 7 V 

Input voltage range. .. . -0.3 V to 15 V 

Output voltage range.-0.3 V to 15 V 

Continuous power dissipation: 20-MHz version.. ..0.3 W 

25-MHz version..0.35 W 

Air temperature range above operating device: L version...0°C to 70®C 

A version.- 40 °C to 85 °C 

Storage temperature range.- 55 °C to + 150*^0 


■^Stresses beyond those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating 
only, and functional operation of the device at these or any other conditions beyond those indicated in the "Recommended Operating 
Conditions" section of this specification is not implied. Exposure to absolute-maximum-rated conditions for extended periods may affect 
device reliability. 

^All voltage values are with respect to Vss. 


recommended operating conditions 


-^— 1 

MIN NOM MAX 

UNIT 

Vcc Supply voltage 

EPROM devices 

4.75 5 5.25 

V 

All other devices 

4.5 5 5.5 

Vss Supply voltage | 

0 

V 

V|H High-level input voltage 

All inputs except CLKIN 

2 

V 

CLKIN 

3 

V||_ Low-level input voltage 

All inputs except MC/MP 

0.8 

V 

MCW 

0.6 

lOH High-level output current (all outputs) 

-300 

/tA 

Iql Low-level output current (all outputs) 

2 

mA 

Ta Operating free-air temperature 

L version 

o 

O 

®C 

A version 

1 

o 

00 

01 

“C 


electrical characteristics over specified temperature range (unlp^s otherwise noted) 


PARAMETER 

TEST CONDITIONS 

MIN TYPt MAX 

UNIT 

VoH High-level output voltage 

IQH = max 

2.4 3 

V 

Iqh = 20 i*A (see Note 4) 

Vcc-0.4t 

V 

Vql Low-level output voltage 

Iql = max 

0.3 0.5 

V 

lOZ Off-state output current 

Vcc = max 

Vq = 2.4 V 

20 

mA 

Vo = 0.4 V 

-20 

l| Input current 

V| = Vss to Vcc 

All inputs except CLKIN 

±20 

mA 

CLKIN 

±50 

Ci Input capacitance 

Data bus 

f = 1 MHz, All other pins 0 V 

25* 

PF 

All others 

15* 

Co Output capacitance 

Data bus 

25* 

PF 

All others 

10* 


tAII typical values are at Vcc = 5 V, = 25 ®C. 

^Values derived from characterization data and not tested. 

NOTE 4: This voltage specification is included for interface to HC logic. However, note that all of the other timing parameters defined 
in this data sheet are specified for TTL logic levels and will differ for HC logic levels. 


Texas ^ 
Instruments 

POST OFFICE BOX 1443 • HOUSTON., TEXAS 77001 












TMS320 FIRST-GENERATION 
CMOS DEVICES 



FIGURE 4. INTERNAL CLOCK OPTION 


PARAMETER MEASUREMENT INFORMATION 


2.15 V 


FROM OUTPUT 
UNDER TEST 



FIGURE 5. TEST LOAD CIRCUIT 
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TMS320C10 

TMS320C10-25 


electrical characteristics over specified temperature range (unless otherwise noted) 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ 

MAX 

UNIT 

ICC^ Supply current 

TMS320C10 

f = 20.5 MHz, Vec = 5.5 V, Ta = -40®C to 85°C 

33 

55 

mA 

TMS320C10-25 

f = 25.6 MHz, Vec = 5.5 V, Ta = 0°C to 70 °C 

40 

65 

mA 


^All typical values are at = 70 °C and are used for thermal resistance calculations. 

^•CC characteristics are inversely proportional to temperature. For Ice dependence on temperature, frequency, and loading, see Figure 9. 


CLOCK CHARACTERISTICS AND TIMING 

The TMS320C10/C10-25 can use either its internal oscillator or an external frequency source for a clock, 
internal clock option 

The internal oscillator is enabled by connecting a crystal across XI and X2/CLKIN (see Figure 4). The 
frequency of CLKOUT is one-fourth the crystal fundamental frequency. The crystal should be fundamental 
mode, and parallel resonant, with an effective series resistance of 30 ohms, a power dissipation of 1 mW, 
and be specified at a load capacitance of 20 pF. 


PARAMETER 

TEST CONDITIONS 

MIN NOM MAX 

UNIT 

Crystal frequency, fx 

TMS320C10 

Ta = -40°C to 85°C 

6.7 20.5 

MHz 

TMS320C10-25 

Ta = 0°c to 70°C 

6.7 25.6 

MHz 

Cl, C2 

Ta = -40®C to 85°C 

10 

pF 


external clock option 

An external frequency source can be used by injecting the frequency directly into X2/CLKIN with XI left 
unconnected. The external frequency Injected must conform to the specifications listed in the table below. 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

TMS320C10 

TMS320C10-25 

UNIT 

MIN NOM MAX 

MIN NOM MAX 

^c(C) CLKOUT cycle time^ 

Rl = 825 0, 

Cl = 100 pF, 

See Figure 5 

195.12 200 

156.25 160 

ns 

tr(C) CLKOUT rise time 

10* 

10* 

ns 

tf(C) CLKOUT fall time 

8* 

8* 

ns 

^wICL) Pulse duration, CLKOUT low 

92* 

72* 

ns 

W(CH) Pulse duration, CLKOUT high 

90* 

70* 

ns 

td(MCC) Delay time CLKINT to CLKOUTi 

25* 60* 

25* 50* 

ns 


^tc(C) 's cycle time of CLKOUT, i.e., 4*tc{MC) times CLKIN cycle time if an external oscillator is used). 
* Values derived from characterization data and not tested. 


timing requirements over recommended operating conditions 



TMS320C10 

TMS320C10-25 

UNIT 

MIN NOM MAX 

MIN NOM MAX 

*c(MC) Master clock cycle time 

48.78 50 150 

39.06 40 150 

ns 

*r(MC) master clock input 

5* 10* 

5* 10* 

ns 

*f(MC) Fall time master clock input 

5* 10* 

5* 10* 

ns 

tw(MCP) Pulse duration master clock 

0-4tc(MC)* 0-6tc(MC)* 

0-45tc|MC)* 0-55tc(MC)* 

ns 

*w|MCL) Pulse duration master clock low 

20* 

15* 

ns 

tw(MCH) Pulse duration master clock high 

20* 

15* 

ns 


tValues derived from characterization data and not tested. 
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TMS320C10 

TMS320C10-25 


MEMORY AND PERIPHERAL INTERFACE TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

CONDITIONS 

TMS320C10 

TMS320C10-25 

UNIT 

MIN TYP MAX 

MIN TYP MAX 

Delay time CLKOUTi to 
trfl 

address bus valid 

Rl = 825 0, 

Cl = 100 pF, 
See Figure 5 

o 

U) 

o 

o 

o 

ns 

tci2 Delay time CLKOUTi to MENi 


’/4lc{C)-5t y4tc(C) + 12 

ns 

td3 Delay time CLKOUTi to PINT 

-lot 15 

-lot 12 

ns 

td4 Delay time CLKOUTi to DENi 

’/«tc(C)-5t %tc(C) + 15 

’/♦tc(C)-5t y4tc(C) + 12 

ns 

td5 Delay time CLKOUTi to DENT 

-lOt 15 

-lot 12 

ns 

td6 Delay time CLKOUTi to Wli 

’/^tc(C}-5t %tc(C) + ''5 

>itc(C)-5t %tc(C) + 12 

ns 

td7 Delay time CLKOUTi to WET 

-lot 15 

-lot 12 

ns 

Delay time CLKOUTi to 
data bus OUT valid 

’/*tc{C) + 65 

’/*tc(C) + 52 

ns 

Time after CLKOUTi that 
fdd 

data bus starts to be driven 

y*tc(C)-5t 

’/4tc(C)-5t 

ns 

Time after CLKOUTi that 
data bus stops being driven 

’/♦tc(C) + 40t 

%tc(C) + 40t 

ns 

Data bus OUT valid 

after CLKOUTi 

V4tc(C)-10 

’/^tc(C)-10 

ns 

Address hold time after 
th(A-WMD) WET, MENt, or DENT 
(see Note 5) 

-lot 

-lot 

ns 

Address bus setup time 

tsu(A-MD) 

'/4tc(C)-45 

y4tc(C)-35 

ns 


'^Values derived from characterization data and not tested. 
NOTE 5: For interfacing I/O devices, see Figure 6. 


timing requirements over recommended operating conditions 



TEST 

CONDITIONS 

TMS320C10 

TMS320C10-25 

UNIT 

MIN NOM MAX 

MIN NOM MAX 

lsu(D) Setup time data bus valid prior to CLKOUTi 

Rl = 825 0, 
Cl = 100 pF, 
See Figure 5 

50 

40 

ns 

Hold time data bus held valid after CLKOUTi 

(see Note 2) 

0 

0 

ns 


NOTE 2: Data may be removed from the data bus upon MEr4t or DENt preceding CLKOUTi. 


SUGGESTED I/O DECODE CIRCUiT 

The circuit shown in Figure 6 is a design example for interfacing I/O devices to the TMS320C10/C 10-25. 
This circuit decodes the address for output operations using the OUT instruction. The same circuit can 
be u sed to decode input and output operations if the inverter ('ALS04) is replaced with a NAND gate and 
both DEN and WE are connected. Inputs and outputs can be de coded at the same port provided the output 
of the decoder ('AS137) is gated with the appropriate signal (DEN or WE) to select read or write (using 
an 'ALS32). Access time s can be increased wh en th e circuit shown in Figure 6 is repeated to support 
IN instructions with DEN connected rather than WE. 

The table write (TBLW) function requires a different circuit. A detailed discussion of an example circuit 
for this function is described on page 315 of the application report, '"Interfacing External Memory to the 
TMS32010," published in the book. Digital Signal Processing Applications with the TMS320 Family 
(SPRA012A). A schematic of this circuit is shown on page 318 of that book. ^ 
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TMS320C10 

TMS320C10-25 



FIGURE 6. I/O DECODE CIRCUIT 
RESET {fiS) TIMING 

switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

CONDITIONS 

MIN TYP MAX 

UNIT 

tdi 1 Delay time DENT, WET, and MENt from RS 

Rl = 825 n. 

Cl - 100 pF, 

See Figure 5 

’/2tc(C) + 50l 

ns 

tdis(R) Data bus disable time after RS 

’/♦tc(C) + 50^ 

ns 


^These values were derived from characterization data and not tested. 


timing requirements over recommended operating conditions 



TMS320C10 

TMS320C10-25 


MIN NOM MAX 

HQOiKIs&HESS 

tsu(R) Reset (RS) setup time prior to CLKOUT (see Note 3) 

50 

40 

ns 

lw(R) ^ pulse duration 

5tc(C) 

5tc(C) 

ns 


NOTE 3: RS can occur anytime during a clock cycle. Time given is minimum to ensure synchronous operation. 


INTERRUPT (INT) TIMING 


timing requirements over recommended operating conditions 




TMS320C10 

TMS320C10-25 

UNIT 





tf(INT) 

Fall time INT 

15 

15 

ns 

tw(INT) 

Pulse duration INT 

lc(C) 

lc(C) 

ns 

tsu(INT) 

Setup time INTi before CLKOUTi 

50 

40 

ns 


I/O (BIO) TIMING 


timing requirements over recommended operating conditions 




TMS320C10 

TMS320C10-25 

UNIT 



II2IOKQSHCC3 

MIN NOM MAX 

If(IO) 

Fall time BRJ 

15 

15 

ns 

tw(IO) 

Pulse duration BIO 

tc(C) 

tc(C) 

ns 

isu(IO) 

Setup time BR5i before CLKOUTi 

50 

40 

ns 
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TMS320C10-14 


electrical characteristics over specified temperature range (unless otherwise noted) 


PARAMETER 

TEST CONDITIONS 

MIN TYPt MAX 

UNIT 

ICC^ Supply current 

f = 14.4 MHz, Vcc = 5.5 V, Ta = O^C to 70°C 

28 55 

mA 


typical values are at Ta = 70 "C and are used for thermal resistance calculations. 

^Iqc characteristics are inversely proportional to temperature. For Iqq dependence on temperature, frequency, and loading, see Figure 9. 


CLOCK CHARACTERISTICS AND TIMING 

The TMS320C10-14 can use either its internal oscillator or an external frequency source for a clock, 
internal clock option 

The internal oscillator is enabled by connecting a crystal across XI and X2/CLKIN (see Figure 4). The 
frequency of CLKOUT is one-fourth the crystal fundamental frequency. The crystal should be fundamental 
mode, and parallel resonant, with an effective series resistance of 30 ohms, a power dissipation of 1 mW, 
and be specified at a load capacitance of 20 pF. 


PARAMETER 

TEST CONDITIONS 

MIN NOM MAX 

UNIT 

Crystal frequency, fx 

Ta = 0°c to 70°C 

6.7 14.4 

MHz 

Cl, C2 

Ta = 0®C to 70°C 

10 

pF 


external clock option 

An external frequency source can be used by injecting the frequency directly into X2/CLKIN with X1 left 
unconnected. The external frequency injected must conform to the specifications listed In the table below. 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

MIN NOM MAX 

UNIT 

^c(C) CLKOUT cycle time'll 

RL = 825 Q, 

Cl = 100 pF, 

See Figure 5 

277.78 

ns 

tr(C) CLKOUT rise time 

10 

ns 

tf(C) CLKOUT fall time 

8 

ns 

fw(CL) Pulse duration, CLKOUT low 

131 

ns 

fw(CH) Pulse duration, CLKOUT high 

129 

ns 

td(MCC) Delay time CLKINt to CLKOUTi 

25* 60* 

ns 


^tc(C) is the cycle tihfie of CLKOUT, i.e., 4*tc(|\/|C) (4 times CLKIN cycle time if an external oscillator is used). 
^Values derived from characterization data and not tested. 


timing requirements over recommended operating conditions 



MIN NOM MAX 

UNIT 

tc(MC) Master clock cycle time 

69.5 150 

ns 

*r(MC) master clock input 

5* 10* 

ns 

*f(MC) ^3ll time master clock input 

5* 10* 

ns 

*w(MCP) Pulse duration master clock 

0-4tc(MC)* D-6tc(MC)* 

ns 

tvv(MCL) Pulse duration master clock low, tc{MC) = 50 ns 

20* 

ns 

*w{MCH) Pulse duration master clock high, tc(MC) ns 

20* 

ns 


^Values derived from characterization data and not tested. 
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TMS320C10-14 


MEMORY AND PERIPHERAL INTERFACE TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

MIN TYP 

MAX 

UNIT 

td1 

Delay time CLKOUTi to address bus valid 


10^ 

50 

ns 

td2 

Delay time CLKOUTi to l^i 


y«tc(C)-5^ 

’/♦tc(C) + 15 

ns 

td3 

Delay time CLKOUTi to MENT 


-10^ 

15 

ns 

td4 

Delay time CLKOUTi to DENi 


>4tc(C)-5^ 

’/♦tc(C) + 15 

ns 

td5 

Delay time CLKOUTi to DENT 


-lot 

15 

ns 

td6 

Delay time CLKOUTi to WIi 



’/»tc(C) + 15 

ns 

td7 

Delay time CLKOUTi to WEt 


-lot 

15 

ns 

tdS 

Delay time CLKOUTi to data bus OUT valid 

Rl = 825 0, 

’/«tc{C) + 65 

ns 

td9 

Time after CLKOUTi that data bus 

starts to be driven 

Cl = 100 pF, 

See Figure 5 


ns 

tdIO 

Time after CLKOUTi that data bus 
stops being driven 


%tc(C)+40t 

ns 

tv 

Data bus OUT valid after CLKOUTi 


’/^tc{C)-10 

ns 

th(A-WMD) 

Address hold time after 

WEt, MlFit, or DENT (see Note 5) 


-lot 

ns 

tsu(A-MD) 

Address bus setup time 
prior to MENi or DENi 



ns 


'^Values derived from characterization data and not tested. 
NOTE 5: For interfa<'’ng i/0 devices, see Figure 6. 


timing requirements over recommended operating conditions 



TEST CONDITIONS 

MIN TYP MAX 

UNIT 

tsu(D) 

Setup time data bus valid prior to CLKOUTi 

Rl = 825 0, 

50 

ns 

th(D) 

Hold time data bus held valid after CLKOUTi 

(see Note 2) 

Cl = 100 pF, 

See Figure 5 

0 

ns 


NOTE 2: Data may be removed from the data bus upon MENt or DENT preceding CLKOUTi. 
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TMS32010-14 


RESET (RS) TIMING 

switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

CONDITIONS 

MIN TYP MAX 

UNIT 

t(ji 1 Delay time DENt, WET, and MENT from ^ 

RL = 825 Q, 

Cl = 100 pF, 

See Figure 5 

’/*1c(C) + 50^ 

ns 

tdis(R) Data bus disable time after RS 


ns 


^These values were derived from characterization data and not tested. 


timing requirements over recommended operating conditions 



MIN NOM MAX 

UNIT 

tsu(R) Reset (RS) setup time prior to CLKOUT (see Note 3) 

50 

ns 

^w(R) ^ pulse duration 

5tc(C) 

ns 


NOTE 3; can occur anytime during a clock cycle. Time given is minimum to ensure synchronous operation. 


INTERRUPT (INT) TIMING 
timing requirements over recommended operating conditions 



MIN NOM MAX 

UNIT 

tf(iNT) INT 

15 

ns 

'w(INT) Pulse duration IFiT 

tc(C) 

ns 

l^su(INT) Setup time INTi before CLKOUTi ^ 

50 

ns 


I/O (BIO) TIMING 

timing requirements over recommended operating conditions 



MIN NOM MAX 

UNIT 

Tf(IO) BIO 

15 

ns 

Iw(IO) Puls® duration BIO 

1c(C) 

ns 

tsu(tO) Setup time BlUi before CLKOUTi 

50 

ns 


Texas 

Instruments 

POST OFFICE BOX 1443 • HOUSTON. TEXAS 77001 


A-35 






TMS320C15 
TMS320C15-25 
TMS320E15, TMS320E15-25 


electrical characteristics over specified temperature range (unless otherwise noted) 


PARAMETER 

TEST CONDITIONS 

MIN TYPt MAX 

UNIT 

, . 

•CC^ Supply current 

TMS320C15 

f = 20.5 MHz, Vcc = 5.5 V, Ta = O^C to 70®C 

45 55 

mA 

TMS320C15-25 

f = 25.6 MHz, Vcc = 5.5 V, Ta = 0°C to 70°C 

50 65 

TMS320E15 

f = 20.5 MHz, Vcc = 5.25 V, Ta = -40°C to 85°C 

55 75 

TMS320E15-25 

f = 25.6 MHz, Vcc = 5.25 V, Ta = 0®C to 70®C 

65 85 


^All typical values are at = 70^C and are used for thernriai resistance calculations. 

^Iqc characteristics are inversely proportional to temperature. For Iqq dependence on temperature, frequency, and loading, see Figure 9. 


CLOCK CHARACTERISTICS AND TIMING 

The TMS320C15/E15 can use either Its internal oscillator or an external frequency source for a clock, 
internal clock option 

The internal oscillator is enabled by connecting a crystal across XI and X2/CLKIN (see Figure 4). The 
frequency of CLKOUT is one-fourth the crystal fundamental frequency. The crystal should be fundamental 
mode, and parallel resonant, with an effective series resistance of 30 ohms, a power dissipation of 1 mW, 
and be specified at a load capacitance of 20 pF. 


I PARAMETER 

TEST CONDITIONS 

MIN NOM MAX 

UNIT 

Crystal frequency, fy 

TMS320C15 

Ta = O^c to 70°C 

6.7 20.5 

MHz 

TMS320E15 

Ta = -40°C to 85 °C 

6.7 20.5 

MHz 

TMS320C15-25/El 5-25 

Ta = 0®c to 70°C 

6.7 25.6 

MHz 

I Cl, C2 

Ta = 0°c to 70°C 

10 



external clock option 

An external frequency source can be used by injecting the frequency directly into X2/CLKIN with XI left 
unconnected. The external frequency injected must conform to the specifications listed in the table below. 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

TMS320C15/E15 

TMS320C15-25/El 5-25 

UNIT 

MIN NOM MAX 

MIN NOM MAX 

^c(C) CLKOUT cycle time'*’ 

Rl = 825 0, 

Cl = 100 pF, 

See Figure 5 

195.12 200 

156.25 160 

ns 

tr{C) CLKOUT rise time 

10* 

10* 

ns 

tf(C) CLKOUT fall time 

8* 

8* 

ns 

tw(CL) Pulse duration, CLKOUT low 

92* 

72* 

ns 

tw(CH) Pulse duration, CLKOUT high 

90* 

70* 

ns 

td(MCC) Delay time CLKINt to CLKOUTi 

25* 60* 

25* 50* 

ns 


^tc<C) 'S the cycle time of CLKOUT, i.e., 4*tc(MC) <4 times CLKIN cycle time if an external oscillator is used). 
^Values derived from characterization data and not tested. 
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TMS320C15 
TMS320C15-25 
TMS320E15, TMS320E15-25 


timing requirements over recommended operating conditions 



TMS320C15/E15 

TMS320C15-25/E 15-25 

UNIT 

MIN NOM MAX 

MIN NOM MAX 

^c(MC) Master clock cycle time 

48.78 50 150 

39.06 40 150 

ns 

V(MC) master clock input 

5^ 10^ 

5^ 10^ 

ns 

^f(MC) master clock input 

5^ 10^ 

5^ 10^ 

ns 

tw(MCP) Pulse duration master clock 

0-4tc|MC)^ 0-6tc(MC)^ 

0-45tc(MC)^ 0.55tc(MC)^ 

ns 

tw(MCL) Pulse duration master clock low 

201 

15^ 

ns 

tw(MCH) Pulse duration master clock high 

20^ 

15^ 

ns 


^Values derived from characterization data and not tested. 

MEMORY AND PERiPHERAL INTERFACE TIMING 
switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

TMS320C15/E15 

TMS320C15-25/El 5-25 

UNIT 

CONDITIONS 

MIN 

TYP MAX 

MIN 

TYP MAX 

td1 

Delay time CLKOUTi to 

address bus valid 


10^ 

50 

10+ 

40 

ns 

td2 

Delay time CLKOUTi to MENi 


’>4tc(C)-5^ 

y4+c(C)+15 

’/4tc(C)-5 + 

’/♦+c(C) + 12 

ns 

td3 

Delay time CLKOUTi to MNT 


-10+ 

15 

-10+ 

12 

ns 

td4 

Delay time CLKOUTi to DENi 


’/*+c(C)-5 + 

’>4+0(0 + 15 

’/♦+c(C)-5+ 

’>4tc(C) + 12 

ns 

td5 

Delay time CLKOUTi to DENt 


-10+ 

15 

-10+ 

12 

ns 

td6 

Delay time CLKOUTi to WEi 


>^tc{C)-5+ 

’/*+c(C) + 15 

’/2+c(C)-5 + 

)4tc(C) + 12 

ns 

td7 

Delay time CLKOUTi to WET 


-10+ 

15 

-10 + 

12 

ns 

td8 

Delay time CLKOUTi to 

data bus OUT valid 


’/♦+c(C)+65 

’/♦+c(C) + 52 

ns 

td9 

Time after CLKOUTi that 

data bus starts to be driven 

Rl = 825 Q, 
Cl = 100 pF, 

’-4+c(C)-5 + 

’/4tc(C)-5 + 

ns 


Time after CLKOUTi that 

See Figure 5 






tdIO 

data bus stops being driven 
(TMS320C15/Cl 5-25 only) 



' %tc(C) + 40+ 


’/4tc(C)+40+ 

ns 


Time after CLKOUTi that 







tdIO 

data bus stops being driven 
(TMS320E15/El 5-25 only) 



’/*tc(CI + 70t 


’/*+c(C) + 70+ 

ns 

tv 

Data bus OUT valid 

after CLKOUTi 


’/^+c(C)-10 

’>4tc(C)-10 

ns 

th(A-WMD) 

Address hold time after WET, 

MENt, or DENT (see Note 1) 


0+ 

2 + 

0 + 

2 + 

ns 

tsu(A-MD) 

Address bus setup time 
prior to DENi 


y4tc{C)-45 

’/♦+c(C)-35 

ns 


Values derived from characterization data and not t ested._ 

NOTE 1: Address bus will be valid upon WET, DENT, or MENt. 

timing requirements over recommended operating conditions 



TEST 

CONDITIONS 

TMS320C15/E15 

TMS320C15-25/El 5-25 

UNIT 

MIN NOM MAX 

MIN NOM MAX 

+su(D) Setup time data bus valid prior to CLKOUTi 

Rl = 825 0, 
Cl = 100 pF, 
See Figure 5 

50 

40 

ns 

Hold time data bus held valid after CLKOUTi 

(see Note 2) 

0 

0 

ns 


NOTE 2: Data may be removed from the data bus upon MEMt or DENT preceding CLKOUTi. 
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TMS320C15 
TMS320C15-25 
TMS320E16, TMS320E15 25 


RESET (RS) TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

CONDITIONS 

MIN TYP MAX 

UNIT 

tdi 1 Delay time DENT, WET, and MENT from ^ 

Rl = 825 0, 

Cl = 100 pF, 

See Figure 5 

’/*1c(C) + 50^ 

ns 

tdis(R) Data bus disable time after ^ 

%tc(C) + 50l^ 

ns 


Values derived from characterization data and not tested. 


timing requirements over recommended operating conditions 



TMS320C15/E15 

TMS320C15-25/El 5-25 

UNIT 

MIN NOM MAX 

MIN NOM MAX 

tsu(R) Reset (RS) setup time prior to CLKOUT (see Note 3) 

50 

40 

ns 

lw(R) ^ pulse duration 

5tc(C) 

5tc|C) 

ns 


NOTE 3: RS can occur anytime during a clock cycle. Time given is minimum to ensure synchronous operation. 

iNTERRUPT (iNT) TIMING 
timing requirements over recommended operating conditions 



TMS320C15/E15 

TMS320C15-25/El 5-25 

UNIT 

MIN NOM MAX 

MIN NOM MAX 

tf(iNT) 

15 

15 

ns 

tw(INT) Pulse duration INT 

»c(C) 

tc(C) 

ns 

isu(INT) Setup time iNfi before CLKOUTi 

50 

40 

ns 


I/O (BIO) TIMING 


timing requirements over recommended operating conditions 



TMS320C15/E15 

TMS320C15-25/El 5-25 

UNIT 

MIN NOM MAX 

MIN NOM MAX 

tf(io) Fall time BIO 

15 

15 

ns 

tw(lO) Pulse duration BIO 

1c(C) 

lc(C) 

ns 

tsu(IO) Setup time BlOi before CLKOUTi 

50 

40 

ns 


A-38 


, Texas 
Instruments 

POST OFFICE BOX 1443 • HOUSTON. TEXAS 77001 




TMS320C17 

TMS320E17 


electrical characteristics over specified temperature range (uniess otherwise noted) 


PARAMETER 

TEST CONDITIONS 

MIN TYpt 

MAX 

UNIT 

•CC^ Supply current 

TMS320C17 

f = 20.5 MHz, Vcc = 5.5 V, Ta = 0®C to 70®C 

50 

65 

mA 

TMS320E17 

f = 20.5 MHz, Vcc = 5.25 V, Ta = -40°C to 85 ®C 

55 

75 



^All typical values are at = 70 °C and are used for thermal resistance calculations. 

^ICC characteristics are inversely proportional to temperature. For Iqq dependance on temperature, frequency, and loading, see Figure 9. 


CLOCK CHARACTERISTICS AND TIMING 

The TMS320C17/E17 can use either its internal oscillator or an external frequency source for a clock, 
internal clock option 

The internal oscillator is enabled by connecting a crystal across X1 and X2/CLKIN (see Figure 4). The 
frequency of CLKOUT is one-fourth the crystal fundamental frequency. The crystal should be fundamental 
mode, and parallel resonant, with an effective series resistance of 30 ohms, a power dissipation of 1 mW, 
and be specified at a load capacitance of 20 pF. 


PARAMETER 

TEST CONDITIONS 

MIN NOM MAX 

UNIT 

Crystal frequency, fx 

TMS320C17 

Ta = 0°c to 70°C 

6.7 20.5 

MHz 

TMS320E17 

Ta = -40®C to 85°C 

6.7 20.5 

MHz 

Cl, C2 

Ta = O^c to 70°C 

10 

pF 


external clock option 

An external frequency source can be used by injecting the frequency directly into X2/CLKIN with XI left 
unconnected. The external frequency injected must conform to the specifications listed in the table below. 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

TMS320C17/E17 

UNIT 

MIN NOM MAX 

t(;(C) CLKOUT cycle time"^ 

Rl = 825 0. 

Cl = 100 pF, 

See Figure 5 

195.12 200 

ns 

tr(C) CLKOUT rise time 

10* 

ns 

tf(C) CLKOUT fall time 

8* 

ns 

^wICL) Pulse duration, CLKOUT low 

92* 

ns 

ty^(CH) Pulse duration, CLKOUT high 

90* 

ns 

td(MCC) Delay time CLKINT to CLKOUTi 

25* 60* 

ns 


^^c(C) 's cycle time of CLKOUT, i.e., 4*tc(MC) 1^ times CLKIN cycle time if an external oscillator is used). 
^Values derived from characterization data and not tested. 
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TMS320C17 

TMS320E17 


timing requirements over recommended operating conditions 




TMS320C17/E17 

UNIT 



MIN 

NOM 

MAX 

tcIMC) 

Master clock cycle time 

48.78 

50 

150 

ns 

tr(MC) 

Rise time master clock input 


5t 

10^ 

ns 

tf(MC) 

Fall time master clock input 



10^ 

ns 

twIMCP) 

Pulse duration master clock 

0.45tc(MC)t 

0. 

6tc{MC)^ 

ns 

tw(MCL) 

Pulse duration master clock low 

20t 

ns 

W(MCH) 

Pulse duration master clock high 

20t 

ns 


'^Values derived from characterization data and not tested. 

MEMORY AND PERIPHERAL INTERFACE TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

TMS320C17/E17 

UNIT 

MIN 

NOM 

MAX 

td1 

Delay time CLKOUTi to 

address bus valid 


lot 


50 

ns 

td4 

Delay time CLKOUTi to DENi 


’/♦tc(C)-5t 


y*^c(C)+ 15 

ns 

td5 

Delay time CLKOUTi to DENT 


-lot 


15 

ns 

td6 

Delay time CLKOUTi to WEi 

Rl = 825 0, 

’/2tc(C)-5^ 


’/2tc(C) + 15 

ns 

td7 

Delay time CLKOUTi to WET 

Cl = 100 pF, 

-lot 


15 

ns 

td8 

Delay time CLKOUTi to 

data bus OUT valid 

See Figure 5 

' ’^10(0 +65 

ns 

td9 

Time after CLKOUTi that 

data bus starts to be driven 


’/♦tc(C)-6t 

ns 

tdIO 

Time after CLKOUTi that 
data bus stops being driven 


y*tc(C) + 70t 

ns 

tv 

Data bus OUT valid 

after CLKOUTi 


’/^tc(C)-tO 

ns 

th(A-WMD) 

Address hold time after 

WET or DENT (see Note 1) 


ot 

2t 


ns 

tsu(A-MD) 

Address bus setup time 
prior to DENi 


>itc(C)-45 

ns 


^Values derived from characterization data and not tested. 
NOTE 1: Address bus will be valid upon WEt, DENT, or 


timing requirements over recommended operating conditions 



TEST CONDITIONS 

TMS320C17/E17 

UNIT 

MIN NOM MAX 

tsu(D) Setup time data bus valid prior to CLKOUTi 

Rl = 825 0, 

50 

ns 

Hold time data bus held valid after CLKOUTi 

Cl = 100 pF, 



th(D) 2) 

See Figure 5 

0 

ns 


NOTE 2: Data may be removed from the data bus upon DENT preceding CLKOUTi. 
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TMS320E17 


RESET (RS) TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

CONDITIONS 

MIN TYP MAX 

UNIT 

tdi 1 Delay time DENT and WET from 

Rl = 825 Q. 

Cl = 100 pF, 

See Figure 5 

y2tc(C)+50^ 

ns 

^dis(R) disable time after ^ 

%tc|C) + 50^ 

ns 

Delay time from R^i to 

td12 

high-impedance SCLK 

200^ 

ns 

Delay time from to 

high-impedance DX1, DXO 

200^ 

ns 


Values derived from characterization data and not tested. 


timing requirements over recommended operating conditions 



TMS320C17/E17 

UNIT 

MIN NOM MAX 

tsu(R) Reset (^) setup time prior to CLKOUT (see Note 3) 

50 

ns 

fw(R) ^ pulse duration 

5tc(C) 

ns 


NOTE 3: RS can occur anytime during a clock cycle. Time given is minimum to ensure synchronous operation. 


INTERRUPT (EXINT) TIMING 


timing requirements over recommended operating conditions 



TMS320C17/E17 

UNIT 

MIN NOM MAX 

1f{INT) EXINT 

15 

ns 

tw(lNT) Pulse duration EXINT 

lc(C) 

ns 

tsu(INT) Setup time EXINTi before CLKOUTi 

50 

ns 


I/O (BIO) TIMING 


timing requirements over recommended operating conditions 



TMS320C17/E17 

MIN NOM MAX 

UNIT 

tf(io) Fall time BlS 

15 

ns 

IwllO) Pulse duration BIO 

1c(C) 

ns 

tsu(IO) Setup time BiOi before CLKOUTi 

50 

ns 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

MIN TYP MAX 

UNIT 

td(XF) Delay time CLKOUTi to valid XF 

Rl = 825 0, Cl = 100 pF, 

See Figure 5 

5t 115 

ns 


^Values derived from characterization data and not tested. 
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SERIAL PORT TIMING 


switching characteristics over recommended operating conditions 


1 PARAMETER | 

MIN TYP MAX 

UNIT 

td(CH-FR) 

Internal framing (FR) delay from SCLK rising edge 

70 

ns 

tdIDXI-CU 

DX bit 1 valid before SCLK falling edge 

20 

ns 

td(DX2-CU 

DX bit 2 valid before SCLK falling edge 

20 

ns 

th(DX) 

DX hold time after SCLK falling edge 

tc(SCLK)/2 

ns 


timing requirements over recommended operating conditions, f = 25 MHz 



MIN NOM MAX 

UNIT 

tc(SCLK) Serial port clock (SCLK) cycle time (see Note 6) 

390 4770 

ns 

tf(SCLK) Serial port clock (SCLK) fall time 

30^ 

ns 

tr(SCLK) Serial port clock (SCLK) rise time 

30t 

ns 

fw(SCLKL) Serial port clock (SCLK) low-pulse duration (see Note 7) 

185 2500 

ns 

fw(SCLKH) Serial port clock (SCLK) high-pulse duration (see Note 7) 

185 2500 

fsu(FS) FSX/FSR setup time before SCLK failing edge 

100 

ns 

fsu(DR) setup time before SCLK falling edge 

20 

ns 

fh(DR) dr hold time after SCLK falling edge 

20 

ns 


^Values derived from characterization data and not tested. 

NOTES: 8. Minimum cycle time is 2tc(Q) where tQ(Q) is CLKOUT cycle time. 

7. The duty cycle of the serial port clock must be within 45 to 55 percent. 


COPROCESSOR INTERFACE TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

MIN NOM MAX 

UNIT 

Id(R-A) ^ TBLF high 

75 

ns 

fd(W-A) 'o RBLE high 

75 

ns 

^a(RD) ^ 

80 

ns 

fh(RD) Data hold time after RD high 

25 

ns 


timing requirements over recommended operating conditions 


p I 

MIN NOM MAX 

UNIT 

th(HL) 

HI/LO hold time after WR or high 

25 

ns 

tsu(HL) 

HI/LO setup time prior to WR or RD low 

40 

ns 

tsu(WR) 

Data setup time prior to WR high 

30 

ns 

th(WR) 

Data hold time after WR high 

25 

ns 

tw(RDL) 

^ low-pulse duration 

80 

ns 

tw(WRL) 

WR low-pulse duration 

60 

ns 
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TMS320 FIRST-GENERATION 
DEVICES 


TIMING DIAGRAMS 

This section contains all the timing diagrams for the TMS320 first-generation devices. For a specific device, 
refer to the top corner of pages 46-51. 

Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, 
unless otherwise noted. 

clock timing 



^kl(MCC) ^w(MCP) referenced to an intermediate level of 1.5 volts on the CLKIN waveform. 


memory read timing 


CLKOUT 


MEN 


All-AO 


D15-00 



- rc(C) 

/■ 



If 


l-J • rhIA-WMD) 


ADDRESS BUS VALID 


-^sulD) - ^ 

INSTRUCTION IN VALID 
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TMS320 FIRST-GENERATION 
DEVICES 


TBLR instruction timing 



LEGEND: 


1. TBLR INSTRUCTION PREFETCH 7. ADDRESS BUS VALID 

2. DUMMY PREFETCH 8. ADDRESS BUS VALID 

3. DATA FETCH 9. INSTRUCTION VALID 

4. NEXT INSTRUCTION PREFETCH 10. INSTRUCTION VALID 

5. ADDRESS BUS VALID 11. DATA INPUT VALID 

6. ADDRESS BUS VALID 12. INSTRUCTION VALID 


TBLW instruction timing 



LEGEND: 

1. TBLW INSTRUCTION PREFETCH 

7. 

ADDRESS BUS VALID 

2. 

DUMMY PREFETCH 

8. 

INSTRUCTION VALID 

3. 

NEXT INSTRUCTION PREFETCH 

9. 

INSTRUCTION VALID 

4. 

ADDRESS BUS VALID 

10. 

DATA OUTPUT VALID 

5. 

ADDRESS BUS VALID 

11. 

INSTRUCTION VALID 

6. 

ADDRESS BUS VALID 
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TMS320 FIRST-GENERATION 
DEVICES 


IN instruction timing 



LEGEND: 

1. IN INSTRUCTION PREFETCH 5. ADDRESS BUS VALID 

2. NEXT INSTRUCTION PREFETCH 6. INSTRUCTION VALID 

3. ADDRESS BUS VALID 7. DATA INPUT VALID 

4. PERIPHERAL ADDRESS VALID 8. INSTRUCTION VALID 

OUT instruction timing 
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LEGEND: 

1 
2 

3 

4 
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OUT INSTRUCTION PREFETCH 5. ADDRESS BUS VALID 

NEXT INSTRUCTION PREFETCH 6. INSTRUCTION VALID 

ADDRESS BUS VALID 7. DATA OUTPUT VALID 

PERIPHERAL ADDRESS VALID 8. INSTRUCTION VALID 



TMS32010, TMS320C10^ 

TMS320C10-14, TMS320C10-25, TMS320C15 
TMS320E1S, TMS320C15-25, TMS320E15-25 


reset timing 




NOTES: A. 

B. 

C. 

D. 

y E. 
F. 


^ forces DEN, Wl, and MEN high and places data bus DO through D15 in a high-impedance state. AB outputs (and program 
counter) are synchronously cleared to zero after the next complete CLK cycle from RSi. 

must be maintained for a minimum of five clock cycles. _ 

Resumption of normal program will commence after one complete CLK cycle from RSt. _ __ 

Due to the synchronizing action on RS, time to execute the function can vary dependent upon when RSt or RSi occur in 
the CLK cycle. _ _ 

Diagram shown is for definition purpose only. DEN, WE, and MEN are mutually exclusive. 

During a write cycle, RS may produce an invalid write address. 


interrupt, timing 
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TMS320E17 


BIO timing 

CLKOUT 


BIO 


XF timing 


y \ / \ / ^ 

_/ 

tf(IO)-^ I 

-tv^(IO)--^ 


OL.OU, \^^_/ V / 


I I 

I I 



-4“tdlXF) 


LEGEND: 

1. PORT ADDRESS VALID 3. PORT DATA VALID 

2. OUT OPCODE VALID 4. NEXT INSTRUCTION OPCODE VALID 
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TMS320E17 


external framing: transmit timing 



NOTES: G. Data valid on transmit outputs until SCLK rises. 
H. The most significant bit is shifted first. 

external framing: receive timing 



NOTE H: The most significant bit is shifted first. 
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TMS320E17 


internal framing: variable-data rate 



NOTE H: The most significant bit is shifted first. 

internal framing: fixed-data rate 



NOTE H; The most significant bit is shifted first. 
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TMS320E17 


coprocessor timing: externai write to coprocessor port 


hi/lS 


I ^ -tw(WRL)- 

h*-^tsu(HL) 


WR 


DATA 




RBLE 




-tsuCWR) ■ 


VALID 




tsu(HL)i 
- 


-<w(WRL)“ 




t"*h(WR| 


. Only necessary for - 

operation of 8-bit mode 
constructing 16-bit data 




yf 


I 

-t-tsulWR)- 




I 


VALID 


td(W-A)“-!-«-^ 


y^ 


•th(WR) 


> 


coprocessor timing: externai read from coprocessor port 



td(R-A)T*-^ 

I 



Only necessary for — 
operation of 8-bit mode 
constructing 16-bit data 
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TMS320E17 


EPROM PROGRAMMING 

absolute maximum ratings over specified temperature range (unless otherwise noted) 

Supply voltage range, Vpp (see Note 1).-0.6 V to 14 V 

'^Stresses beyond those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating 
only, and functional operation of the device at these or any other conditions beyond those indicated in the "Recommended Operating 
Conditions" section of this specification is not implied. Exposure to absolute-maximum-rated conditions for extended periods may affect 
device reliability. 

NOTE 1. All voltage values are with respect to GND. 


recommended operating conditions 



MIN NOM MAX 

UNIT 

Vpp Supply voltage (see Note 2) 

12.5 12.75 

V 


NOTE 2: Vpp can be connected to \/qq directly (except In the program mode). Vcc supply current in this case would be l^c + Ipp- 
During programming, Vpp must be maintained at 12.5 V (±0.25 V). 


electrical characteristics over specified temperature range (unless otherwise noted) 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ MAX 

UNIT 

Ippi Vpp supply current 

Vpp = Vcc = 5.5 V 

100 

/*A 

Vpp supply current 

Ipp2 

(during program pulse) 

Vpp = ':2.5 V 

30 50 

mA 


"•^All typical values except for l^c S'"® Vqq = 5 V, T^ = 25 °C. 


recommended timing requirements for programming, Ta = 25 °C, Vqc = 6 V, Vpp = 12.5 V 
(see Note 3) 


- 1 

MIN 

NOM MAX 

UNIT 

tw(IPGM) 

Initial program pulse duration 

0.95 

1 1.05 

ms 

tw(FPGM) 

Final pulse duration 

3.8 

63 

ms 

^su(A) 

Address setup time 

2 

/*s 

tsu(E) 

E setup time 

2 

ns 

tsu(G) 

^ setup time 

2 

ns 

tdis(G) 

Output disable time from G 

0 

130t 

ns 

ten(G) 

Output enable time from G 

150^ 

ns 

tsu(D) 

Data setup time 

2 

ns 

tsu(VPP) 

Vpp setup time 

2 

ns 

tsu(VCC) 

VCC setup time 

2 

ns 

th(A) 

Address hold time 

0 

ns 

JhIBl_ 

Data hold time 

2 

ns 


^Values derived from characterization data and not tested. 

NOTES: 3. For all switching characteristics and timing measurements, input pulse levels are 0.40 V to 2.4 V and Vpp = 12.5 V ± 0.25 
V during programming. 

4. Common test conditions apply for t(jj 3 (G) except during programming. 
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TMS320E17 


PROGRAMMING THE TMS320E15/E17 EPROM CELL 

Each TI\/IS320E15/E17 device includes a 4K x 16-bit industry-standard EPROM cell for prototyping, early 
field testing, and low-volume production. In conjunction with this EPROM, the TMS320C15/C17 with a 
4K-word masked ROM, then, provides more migration paths for cost-effective production. 

EPROM adaptor sockets are available that provide pin-to-pin conversions for programming any 
TMS320E15/El 7 device. One adaptor socket (part number RTC/PGM320A-06), shown in Figure 7, converts 
a 40-pin DIP device into an equivalent 28-pin device. Another socket (part number RTC/PGM320C-06), 
not shown, permits 44- to 28-pin conversion. 



FIGURE?. EPROM ADAPTOR SOCKET 
(40-pin to 28-pin DIP Conversion) 

Key features of the EPROM ceil include the normal programming operation as well as verification. The 
EPROM cell also includes a code protection feature that allows code to be protected against copyright 
violations. 

The TMS320E15/El 7 EPROM cell is programmed using the same family and device codes as the TMS27C64 
8K X 8-bit EPROM. The TMS27C64 EPROM series are ultraviolet-light erasable, electrically programmable, 
read-only memories, fabricated using HVCMOS technology. They are pin-compatible with existing 28-pin 
ROMs and EPROMs. These EPROMs operate from a single 5-V supply in the read mode; however, a 12.5-V 
supply is needed for programming. Ail programming signals are TTL level. For programming outside the 
system, existing EPROM programmers can be used. Locations may be programmed singly, in blocks, or 
at random. 

Figure 8 shows the wiring conversion to program the TMS320E15/El 7 using the 28-pin pinout of the 
TMS27C64. The table of pin nomenclature provides a description of the TMS27C64 pins. The code to 
be programmed into the device should be in serial mode. The TMS320E15/El 7 uses 13 address lines to 
address the 4K-word memory in byte format. 
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PINOUT 


CAUTION 

Although acceptable by some EPROM programmers, the signature mode cannot be used on any TMS320E1x 
device. The signagure mode will input a high-level voltage (12.5 Vdc) onto pin A9. Since this pin is not designed 
for high voltage, the cell will be damaged. To prevent an accidental application of voltage, Texas Instruments 
has inserted a 3.9 kO resistor between pin A9 of the Tl programmer socket and the programmer itself. 


PIN NOMENCLATURE (TMS320E15/TMS320E17) 


NAME 

I/O 

DEFINITION 

A0-A12 

1 

On-chip EPROM programming address lines 

CLKIN 

1 

Clock oscillator input 

E 

1 

EPROM chip select 

EPT 

1 

EPROM test mode select 

G 

1 

EPROM read/verify select 

GND 

1 

Ground 

PGM 

1 

EPROM write/program select 

Q1-Q8 

I/O 

Data lines for byte-wide programming of on-chip 8K bytes of EPROM 


1 

Reset for initializing the device 

vcc 

1 

5-V power supply 

Vpp 

1 

12.5-V power supply 


FIGURE 8. TMS320E15/El 7 EPROM PROGRAMMING CONVERSION TO 
TMS27C64 EPROM PINOUT 
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Table 8 shows the programming levels required for programming, verifying, reading, and protecting 
the EPROM cell. 

TABLE 8. TMS320E15/El 7 PROGRAMMING MODE LEVELS 


SIGNAL NAME 

TMS320E15PIN 

TMS27C64PIN 

PROGRAM 

VERIFY 

READ 

PROTECT VERIFY 

EPROM 

PROTECT 

E 

25 

20 

V|L 

V|L 

V|L 

V|L 

V,H 

5 

24 

22 

V|H 

pulSe 

PULSE 

V|L 

V|H 

PGM 

23 

27 

PULSE 

V|H 

V,H 

V|H 

V|H 

Vpp 

3 

1 

Vpp 

Vpp 

Vcc 

Vcc + 1 

Vpp 

Vcc 

30 

28 

Vcc 

Vcc 

Vcc 

Vcc+ 1 

Vcc + 1 

Vss 

10 

14 

Vss 

Vss 

Vss 

Vss 

Vss 

CLKIN 

8 

14 

Vss 

Vss 

Vss 

Vss 

Vss 


4 

14 

Vss 

Vss 

Vss 

Vss 

Vss 

EPT 

5 

26 

Vss 

Vss 

Vss 

Vpp 

Vpp 

Q1-Q8 

11-18 

11-13, 15-19 

Din 

Dqut 

Dout 

Q8 = RBIT 

Q8 = PULSE 

A0-A3 

2,1,40,39 

10-7 

ADDR 

ADDR 

ADDR 

X 

X 

A4 

38 

6 

ADDR 

ADDR 

ADDR 

X 

V|H 

A5 

37 

5 

ADDR 

ADDR 

ADDR 

X 

X 

A6 

36 

4 

ADDR 

ADDR 

ADDR 

V|L 

X 

A7-A9 

35,34,29 

3,25,24 

ADDR 

ADDR 

ADDR 

X 

X 

A10-A12 

28-26 

21,23,2 

ADDR 

ADDR 

ADDR 

X 

X 


LEGEND: 

V|H = TTL high level; V|l = TTL low level; ADDR = byte address bit 
Vpp = 12.5 V ± 0.25 V; Vcc = 5V ± 0.25 V;X = don't care 
PULSE = low-going TTL level pulse; D|n = byte to be programmed at ADDR 
i QqUT = byte stored at ADDR; RBIT = ROM protect bit. 

programming. 

Since every memory bit in the cell is a logic 1, the programming operation reprograms certain bits to 0. Once 
programmed, these bits can only be e rased using ultraviolet light. The correct byte is placed on the data bus 
with Vpp set to the 12.5-V level. The PGM pin is then pulsed low to program in the zeroes. 

erasure 

Before programming, the device must be erased by exposing it to ultraviolet light. The recommended minimum 
exposure dose (UV-intensityX exposure-time) is 15 watt-seconds per square centimeter. Atypical 12 milliwatt- 
seconds per square centimeter, filterless UV lamp will erase the device in 21 minutes. The lamp should be located 
about 2.5 centimeters above the chip during erasure. After exposure, all bits are in the high state. 

verify/read 

T o verify correct programming, the EPROM cell can be read using either the verify or read line definitions shown 
in Table 8, assuming the inhibit bit has not been programmed. 

program inhibit 

Programming may be inhibited by maintaining a high level input on the E pin or PGM pin. ^ 

read 

The EPROM contents may be read independent of the programming cycle, provided th^BIT (ROM protect 
bit) has not been programmed. The read is accomplished by setting E to zero and pulsing G low. The contents 
of the EPROM location selected by the value on the address inputs appear on Q8-Q1. 
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output disable 

During the EPROM programming process, the EPROM dat^utputs may be disabled, if desired, by establishing 
the output disable state. This state is selected by setting G and E pins high. While output disable is selected, 
Q8-Q1 are placed In the high-impedance state. 

EPROM protection 

T o protect the proprietary algorithms existing in the code programmed on-chip, the ability to read or verify code 
from external accesses can be completely disabled. Programming the RBIT disables external access of the 
EPROM cell, making it impossible to access the code resident In the EPROM cell. The only way to remove this 
protection is to erase the entire EPROM cell, thus removing the proprietary information. The signal requirements 
for programming this bit are shown in Table 8. The cell can be determined as protected by verifying the 
programming of the RBIT shown In the table. 

standard programming procedure 

Before programming, the device must first be completely erased. Then the device can be programmed with 
the correct code. It is advisable to program unused sections with zeroes as a further security measure. After 
the programming is complete, the code programmed into the cell should be verified. If the cell passes verification, 
the next step is to program the ROM protect bit (RBIT). Once the RBIT programming is verified, an opaque label 
should be placed over the window to protect the EPROM cell from inadvertent erasure by ambient light. At this 
point, the programming is complete, and the device is ready to be placed into its destination circuit. 


program cycle timing 
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TMS320 FIRST-GENERATION 
DEVICES 


PACKAGE TYPES 


PACKAGE TYPE 

SUFFIX 

FAMILY MEMBERS 

40-pin plastic DIP (100-mil pin spacing) 

N 

NMOS: TMS32010 

TMS320C10, TMS320C10-14, TMS320C10-25, 

CMOS: 

TMS320C15, TMS320C1 5-25, TMS320C17 

40-pin windowed ceramic DIP 
(100-mil pin spacing) 

JD 

CMOS: TMS320E15, TMS320E15-25, TMS320E17 

44-lead PLCC (50-mil pin spacing) 

FN 

TMS320C10, TMS320C10-25, 

CMOS: 

TMS320C15, TMS320C15-25, TMS320C17 

44-lead windowed CER-QUAD 
(50-mil pin spacing) 

FZ 

CMOS: TMS320E15, TMS320E15-25, TMS320E17 


THERMAL DATA 


thermal resistance characteristics 


PACKAGE 

RtfJA 

°C/W) 

RtfJC 

(°C/W) 

40-pin plastic dual-in-iine package (NMOS) 

51.6 

16.6 

40-pin plastic dual-in-line package (CMOS) 

84 

26 

40-pin windowed ceramic dual-in-line package (CMOS) 

40 

8 

44-lead plastic chip carrier package (CMOS) 

60 

17 

44-lead CER-QUAD chip carrier package (CMOS) 

63.8 

7.8 
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TMS320 FIRST-GENERATION 
DEVICES 


MECHANICAL DATA 

40-pin plastic dual-in-line package 



NOTE A: Each pin centerline is located within 0,254 (0.010) of its true longitudinal position. 

40-pin windowed ceramic dual-in-iine package 



NOTE A: Each pin centerline is located within 0,254 (0.010) of its true longitudinal position. 
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TMS320 FIRST-GENERATION 
DEVICES 


44-lead FZ CER-QUAD chip carrier package 



SEE NOTE 1 


0,64 (0.025) R, NIAX- 
TYP, 3 PLACES 


4,57 (0.180) 



2,29 (0.090) 

1,016 (0.040) MIN-»| 


SEATING PLANE 
(SEE NOTE 4) 


JEDEC 

NO. OF 

A 


B 



C 

OUTLINE 

TERMINALS 

MIN 

MAX 

MIN 

MAX 

MIN 

MAX 

M0-087AA 

28 

12,32 

(0.485) 

12,57 

(0.495) 

10,92 

(0.430) 

11,56 

(0.455) 

10,41 

(0.410) 

10,92 

(0.430) 

MO-087AB 

44 

17,40 

(0.685) 

17,65 

(0.695) 

16,00 

(0.630) 

16,64 

(0.655) 

15,49 

(0.610) 

16,00 

(0.630) 

— 

68 

25,02 

(0.985) 

25,27 

(0.995) 

23,62 

(0.930) 

24,26 

(0.955) 

23,11 

(0.910) 

23,62 

(0.930) 


ALL LINEAR DIMENSIONS ARE IN MILLIMETERS AND PARENTHETICALLY IN INCHES 


NOTES: 1. Glass is optional, and the diameter is dependent on device application. 

2. Centerline of center pin, each side, is within 0,10 (0.004) of package centerline as determined by dimension B. 

3. Location of each pin is within 0,127 (0.005) of its true position with respect to center pin on each side. 

4. The lead contact points are planar and within 0,15 (0.006). 
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DECEMBER 1988 


• 160-ns Instruction Cycle 

• 256-Word On-Chip Data RAM 

• 4K-Word On-Chip Program ROM 
(TMS320C14) 

• 4K-Word On-Chip Program EPROM 
(TMS320E14) 

• EPROM Code Protection for Copyright 
Security 

• 4K-Word Total External Memory at Full 
Speed (Microprocessor Mode) 

• 32-Bit ALU/Accumulator 

• 16x16-Bit Multiplier with a 32-Bit Product 

• 0 to 16-Bit Barrel Shifter 

• Seven Input and Seven Output External 
Ports 

• 16-Bit Bidirectional Data Bus with Greater 
Than 50-Mbps Transfer Rate 

• Bit-Selectable I/O Port (16 Pins) 

• Serial Port with Programmable Protocols 

• Event Manager with Capture Inputs and 
Compare Outputs 

• Four Independent Timers (Watchdog, 

General Purpose [2], Serial Port) 

introduction 


TMS320C14, TMS320E14 
FN AND FZ PACKAGES 
(TOP VIEW) 


CM CO 
Q. Q. 
< < 
o o 


O’- 

a. a. n — OcnQ-i^Q.Q.^(^ 

- Uw55<<55o-cmco 
<OU<<>>OUOOOUOQQO 



• Single 5-V Supply 

• Packaging: 68-Pin PLCC or CLCC 

• 15 Internal/External Interrupts 


This data sheet provides complete design documentation for the TMS320C14 and TMS320E14 devices, 
which are a part of the First Generation TMS320 family. The TMS32010, the first digital signal processor 
of the TMS320 family, was introduced in 1982. its powerful instruction set, inherent flexibility, high speed 
number-crunching capabilities, and innovative architecture have made this high performance, cost-effective 
processor the ideal solution for many commercial, industrial and military applications. Since that time, three 
generations of the TMS320 family have evolved, each with its own group of related devices. All TMS320 
devices combine the flexibility of a high speed controller with the numerical capability of an array processor. 
This offers an inexpensive alternative to multichip bit-slice processors. 

The TMS320C14/E14 devices are 16/32-bit single-chip digital signal processors that are object-code 
compatible with the TMS32010 device. This allows hardware upgrading without the expense of software 
re-development. The highly paralleled architecture and efficient instruction set provide the speed and 
flexibility to execute 6.4 million instructions per second (MIPS). The TMS320C14/E14 devices contain 
several on-chip peripherals that can reduce and even eliminate interface components and '"glue'" circuitry, 
allowing use in space-critical applications. 


The TMS320C14/E14 is offered in a 68-pin plastic leaded chip carrier package (FN suffix) rated for operation 
from 0®C to 70°C (L suffix). It is also offered in a 68-pin ceramic leaded chip carrier package (FZ suffix) 
carrier rated for operation from 0°C to 70®C (L suffix). 


This data sheet is divided into the following major sections: introduction, functional block diagram, 
architecture, instruction set, development, support products, documentation support, electrical and timing 
specifications, timing diagrams, and EPROM programming. An index is provided for quick reference to 
specific information. 
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pin descriptions 


PIN 

i/o/zt 

DESCRIPTION 1 

NAME 

NO. 

ADDRESS/DATA BUSES | 

A11 

5 

0/Z 

Program memory address bus A11 (MSB) through AO (LSB) and port addresses PA2 

A10 

6 


(MSB) through PAO (LSB). Addresses All through AO are always active and never 

A9 

9 


go to high impedance except during reset. During execution of the IN and OUT 

A8 

12 


instructions, pins 26, 27, and 28 carry the port addresses. Pins A3 through All are 

A7 

13 


held high when port accesses are made on pins PAO through PA2. 

A6 

14 



A5 

20 



A4 

21 



A3 

25 



A2/PA2 

26 



A1/PA1 

27 



AO/PAO 

28 



D15 MSB 

35 

1/0/Z 

Parallel data bus D15 (MSB) through DO (LSB). The data bus is always in the high- 

D14 

36 


impedance state except when WE is active (low). The data bus is also active when 

D13 

39 


internal peripherals are written to. 

D12 

40 



Dll 

43 



DIO 

46 



D9 

49 



D8 

50 



D7 

57 



D6 

58 



D5 

59 



D4 

60 



D3 

61 



D2 

62 



D1 

63 



DO LSB 

64 



1 INTERRUPT AND MISCELLANEOUS SIGNALS | 

(NT 

18 

1 

External interrupt input. The interrupt signal is generated by a low signal on this pin. 

FM/mc/W 

22 

1 

Non-maskable interrupt. When this pin is brought low, the device is interrupted 
irrespective of the state of the INTM bit in status register ST. 




Microcomputer/microprocessor select. This pin is also sampled when ^ is low. If 
high during reset, internal program memory is selected. If low during reset, external 




memory will be selected. 

WE 

15 

0 

Write enable. When active low, WE indicates that device will output data on the bus. 

REN 

16 

0 

Read enable. When active low, REN indicates that device will accept data from the bus. 

RS 

17 

1 

Reset. When this pin is low, the device is reset and PC is set to zero. 

1 SUPPLY/OSCILLATOR SIGNALS | 

CLKOUT 

19 

0 

System clock output (one fourth CLKIN frequency). 

Vcc 

4,33 

1 

5-V supply pins. 

vss 

3,34 

1 

Ground pins. 

CLKIN 

24 

1 

Master clock input from external clock source. 


^ Input/Output/High-impedance state. 
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pin descriptions (conciuded) 


PIN 

I/O 

DESCRIPTION 1 

NAME 

NO. 

SERIAL PORT AND TIMER SIGNALS | 

RXD/DATA 

48 

I/O 

In the asynchronous and codec modes, this pin is the receive input. In the synchronous 
mode, this pin is data in while receiving data, and data out while transmitting data. 

TXD/CLK 

47 

I/O 

In the asynchronous and codec modes, this pin is the transmit output. In the synchronous 
mode, this pin is clock input with external clock, and clock output with internal clock. 

TCLK1/CLKR 

10 

1 

Timer 1 clock. If external clock is selected, it serves as clock input to Timer 1. Can 
also be configured as serial port receive clock in codec mode. 

TCLK2/CLKX 

11 

1 

Timer 2 clock. If external clock is selected, it serves as clock input to Timer 2. Can 
also be configured as serial port transmit clock in codec mode. 

WDT 

23 

0 

Watchdog timer output. An active low is generated on this pin when the watchdog 

timer times out. 

1 BIT I/O PINS 1 

IOP15 MSB 

29 

I/O 

16 bit I/O lines that can be individually configured as inputs or outputs and also 

I0P14 

30 


individually set or reset when configured as outputs. 

IOP13 

31 



IOP12 

32 



IOP11 

37 



I0P10 

38 



IOP9 

41 



IOP8 

42 



IOP7 

44 



IOP6 

45 



IOP5 

51 



I0P4 

52 



IOP3 

53 



IOP2 

54 



IOP1 

55 



lOPO LSB 

56 



COMPARE AND CAPTURE SIGNALS | 

CMPO 

8 

0 

Compare outputs. The states of these pins are determined by the combination of 

CMP1 

7 


compare and action registers. 

CMP2 

2 



CMP3 

1 



CAPO 

68 

1 

Capture inputs. A transition on these pins causes the timer register to be captured 

CAP1 

67 


in FIFO stack. 

CMP4/CAP2/ 

66 

I/O 

This pin can be configured as compare output, capture input, or as external framing 

FSR 



input/output for the receiver section of the serial port in codec mode. 

CMP5/CAP3 

65 

I/O 

This pin can be configured as compare output, capture input, or as external framing 

FSX 



input/output for transmit section of the serial port in codec mode. 
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functional block diagram 



The TMS320 family utilizes a modified Harvard architecture for speed and flexibility. In a strict Harvard 
architecture, program and data memory lie in two separate spaces, permitting a full overlap of instruction 
fetch and execution. The TMS320 family's modification of the Harvard architecture allows transfers 
between program and data spaces, thereby increasing the flexibility of the device. This modification permits 
coefficients stored in program memory to be read into the RAM, eliminating the need for a separate 
coefficient ROM. It also makes available immediate Instructions and subroutines based on computed values. 

32-blt ALU/accumulator 

The TMS320C14/E 14 devices contain a 32-bit ALU and accumulator for support of double-precision, two's- 
complement arithmetic. The ALU is a general-purpose arithmetic unit that operates on 16-bit words taken 
from the data RAM or derived from immediate instructions. In addition to the usual arithmetic instructions, 
the ALU can perform Boolean operations, providing the bit manipulation ability required of a high-speed 
controller. The accumulator stores the output from the ALU and is often an input to the ALU. It operates 
with a 32-bit wordlength. The accumulator is divided into a high-order word (bits 31 through 16) and a 
low-order word (bits 15 through 0). Instructions are provided for storing the high- and low-order accumulator 
words in memory. 
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shifters 

Two shifters are available for manipulating data. The ALU barrel shifter performs a left-shift of 0 to 16 
places on data memory words loaded into the ALU. This shifter extends the high-order bit of the data word 
and zero-fills the low-order bits for two's-complement arithmetic. The accumulator parallel shifter performs 
a left-shift of 0, 1, or 4 places on the entire accumulator and places the resulting high-order accumulator 
bits into data RAM. Both shifters are useful for scaling and bit extraction. 

16 X 16-bit parallel multiplier 

The multiplier performs a 16 x 16-bit two's-complement multiplication with a 32-bit result in a single 
instruction cycle. The multiplier consists of three units: the T Register, P Register, and multiplier array. 
The 16-bit T Register temporarily stores the multiplicand; the P Register stores the 32-bit product. Multiplier 
values either come from the data memory or are derived Immediately from the MPYK (multiply immediate) 
instruction word. The fast on-chip multiplier allows the device to perform fundamental operations such 
as convolution, correlation, and filtering. 

data and program memory 

Since the TMS320C14/E14 devices use a Harvard architecture, data and program memory reside in two 
separate spaces. These devices have 256 words of on-chip data RAM and 4K words of on-chip program 
ROM (TMS320C14) or EPROM (TMS320E14). The EPROM cell utilizes standard PROM programmers and 
is programed identically to a 64K CMOS EPROM (TMS27C64). 

program memory expansion 

The first-generation devices are capable of executing up to 4K words of external memory at full speed 
for those applications requiring external program memory space. This allows for external RAM-based 
systems to provide multiple functionality. 

microcomputer/microprocessor operating modes 

The TMS320C14/El 4 devices offer t wo mo des of operation defined by the state of t he NM I/MC/MP pin 
during reset: the microcomputer mode (NMI/MC/MP = 1) or the microprocessor mode (NMI/MC/MP = 0). 
In the microcomputer mode, on-chip ROM is mapped into the memory space with up to 4K words of internal 
memory available. In the microprocessor mode, all 4K words of memory are external. 

interrupts and subroutines 

The TMS320C14/El 4 devices contain a four-level hardware stack for saving the contents of the program 
counter during interrupts and subroutine calls. Instructions are available for saving the complete context 
of the device. PUSH and POP instructions permit a level of nesting restricted only by the amount of available 
RAM . The TMS320C14/E14 has a total of 16 internal/external interrupts. Fifteen of these are maskable; 
NMI is the sixteenth. 

input/output 

The 16-blt parallel data bus can be utilized to access external peripherals. Only the lower three address 
lines are active, however. The upper nine address lines are driven high. 

bit I/O 

The TMS320C14/E14 has 16 pins of bit I/O that can be Individually configured as Inputs or outputs. Each 
of the pins can be set or cleared without affecting the others. The input pins can also detect and match 
pj^ttorns and generate a maskable interrupt signal to the CPU. 
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serial port 

The TMS320C14/E14 includes an I/O mapped serial port that can operate in one of three modes: 
asynchronous, synchronous, and codec. Two types of inter-processor communication protocols are 
supported in all modes. An associated timer provides baud rate/ciock generation if required. Depending 
on the mode, internal/external clock (master/slave) options are available. All communication parameters 
are software-controlled through a serial control register. 

event manager 

An event manager is included that provides up to four capture inputs and up to six compare outputs. This 
peripheral operates with the timers to provide a form of programmable event logging/detection. The six 
compare outputs can also be configured to produce six channels of high precision PWM. 

timers 1 and 2 

Two identical 16-bit timers are provided for general purpose applications. Both timers include a 16-bit period 
register and buffer latch, and can generate a maskable interrupt. 

serial port timer 

The serial port timer is a 16-bit timer primarily intended for baud rate generation for the serial port. Its 
architecture is the same as timers 1 and 2, therefore it can serve as a general purpose timer if not needed 
for serial communication. 

watchdog timer 

The TMS320C14/El 4 contains a 16-bit watchdog timer that can produce a timeout (WDT) signal for various 
applications such as software development and event monitoring. The watchdog timer also generates, 
at the point of the timeout, a maskable interrupt signal to the CPU. 
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instruction set 

A comprehensive instruction set supports both numeric-intensive operations, such as signal processing, 
and general-purpose operations, such as high-speed control. All of the first-generation devices are object- 
code compatible and use the same 60 instructions. The instruction set consists primarily of single-cycle 
single-word Instructions, permitting execution rates of more than six million instructions per second. Only 
infrequently used branch and I/O instructions are multicycle. Instructions that shift data as part of an 
arithmetic operation execute in a single cycle and are useful for scaling data in parallel with other operations. 


NOTE 

The BIO pin on other TMS320C1x devices are not available for use In the TMS320C14/E14. An 
attempt to execute the BIOZ (Branch on BIO low) instruction will result in a two cycle NOP action. 

Three main addressing modes are available with the instruction set: direct, indirect, and immediate 
addressing. 

direct addressing 

In direct addressing, seven bits of the instruction word concatenated with the 1 -bit data page pointer form 
the data memory address. This implements a paging scheme in which each page contains 128 words. 

indirect addressing 

indirect addressing forms the data memory address from the least-significant eight bits of one of the two 
auxiliary registers, ARO and ART. The Auxiliary Register Pointer (ARP) selects the current auxiliary register. 
The auxiliary registers can be automatically incremented or decremented and the ARP changed in parallel 
with the execution of any indirect instruction to permit single-cycle manipulation of data tables. Indirect 
addressing can be used with all instructions requiring data operands, except for the immediate operand 
instructions. 

immediate addressing 

Immediate instructions derive data from part of the instruction word rather than from the data RAM. Some 
useful immediate instructions are multiply immediate (MPYK), load accumulator immediate (LACK), and 
load auxiliary register immediate (LARK). 

instruction set summary 

Table 1 lists the symbols and abbreviations used in Table 2, the instruction set summary. Table 2 contains 
a short description and the opcode for each TMS320 first-generation instruction. The summary is arranged 
according to function and alphabetized within each functional group. 
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TABLE 1. INSTRUCTION SYMBOLS 


SYMBOL 

MEANING 

ACC 

Accumulator 

D 

Data memory address field 

1 

Addressing mode bit 

K 

immediate operand field 

PA 

3-bit port address field 

R 

1 -bit operand field specifying auxiliary register 

S 

4-bit left-shift code 

X 

3-bit accumulator left-shift field 


TABLE 2. TMS320 FIRST-GENERATION INSTRUCTION SET SUMMARY 


ACCUMULATOR INSTRUCTIONS 


MNEMONIC 


DESCRIPTION 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


151413 12 11 10 9 8 7 6 5 4 3 2 1 0 


ABS Absolute value of accumulator 

ADD Add to accumulator with shift 

ADDH Add to high-order accumulator bits 

ADDS Add to accumulator with no sign 

extension 

AND AND with accumulator * 

LAC Load accumulator with shift 

LACK Load accumulator immediate 

OR OR with accumulator 

SACH Store high-order accumulator bits with 

shift 

SACL Store lovy-order accumulator bits 

SUB Subtract from accumulator with shift 

SUBC Conditional subtract (for divide) 

SUBH Subtract from high-order accumulator bits 

SUBS Subtract from accumulator with no sign 

extension 

XOR Exclusive OR with accumulator 

ZAC Zero accumulator 

ZALH Zero accumulator and load high-order bits 

ZALS Zero accumulator and load low-order bits 

with no sign extension 


011111111000 

0 0 0 0 ◄-S> I < 4 - 

0 110 0 0 0 0 1 

0 0 0 0 1 I 



AUXILIARY REGISTER AND DATA PAGE POINTER INSTRUCTIONS 


DESCRIPTION 


LAR 

Load auxiliary register 

LARK 

Load auxiliary register immediate 

LARP 

Load auxiliary register pointer immediate 

LDP 

Load data memory page pointer 

LDPK 

Load data memory page pointer immediate 

MAR 

Modify auxiliary register and pointer 

SAR 

Store auxiliary register 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


15 14 13 12 11 10 9 876543210 
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TABLE 2. TMS320 FIRST-GENERATION INSTRUCTION SET SUMMARY (continued) 


DESCRIPTION 

Branch unconditionally 
Branch on auxiliary register not zero 
Branch if accumulator > 0 
Branch if accumulator > 0 

Branch if accumulator < 0 
Branch if accumulator < 0 
Branch if accumulator ^ 0 

Branch on overflow 

Branch if accumulator - 0 

Call subroutine from accumulator 
Call subroutine immediately 


BRANCH INSTRUCTIONS 

NO. NO. 
CYCLES WORDS 


Return from subroutine or interrupt routine j 2 j 1 j 0 1 1 1 

T REGISTER, P REGISTER, AND MULTIPLY INSTRUCTIONS 


OPCODE 

_ INSTRUCTION REGISTER _ 

15 14 13 12 11 10 9 876543210 

1 1 1 1 100100000000 

0 0 0 0 < -BRANCH ADDRESS-► 

1 1 1 1010000000000 

0 0 0 0 ◄-BRANCH ADDRESS-► 

1 1 1 1 1 10 100000000 

0 0 0 0 A - BRANCH ADDRESS --► 

1 1 1 1 1 10000000000 

0 0 0 0 < -BRANCH ADDRESS-► 

1 1 1 1 101 100000000 

0 0 0 0 < - BRANCH ADDRESS-► 

1 1 1 1 101000000000 

0 0 0 0 ◄- BRANCH ADDRESS-► 

1111111000000000 

0 0 0 0 < - BRANCH ADDRESS ► 

1 1 1 1010100000000 

0 0 0 0 < -BRANCH ADDRESS-► 

1 1 1 1 1 1 1 100000000 

0 0 0 0 ◄-BRANCH ADDRESS-► 

0111111110001100 
1 1 1 1 100000000000 

0 0 0 0 < -BRANCH ADDRESS-► 

0111111110001101 


MNEMONIC 

DESCRIPTION 

APAC 

Add P register to accumulator 

LT 

Load T register 

LTA 

LTA combines LT and APAC into one 

instruction 

LTD 

LTD combines LT, APAC, and DMOV into 

one instruction 

MPY 

Multiply with T register, store product in 

P register 

MPYK 

Multiply T register with immediate 
operand; store product in P register 

PAC 

Load accumulator from P register 

SPAC 

Subtract P register from accumulator 


NO NO. 

CYCLES WORDS 


OPCODE 

_ INSTRUCTION REGISTER _ 

15 14 13 12 11 10 9 876543210 

0 11 1 11111 0 0 0 11 1 1 

0’ 1 10 10 10 1 < -D-► 

0 110 110 0 1 ^-D-^ 

0 110 10 11 I < -D-► 

0 110 110 11 < -D-► 

1 0 0 ◄-K-► 

0111111110001110 

0111111110010000 
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development support products 

Texas Instruments offers an extensive line of development support products to assist the user in all 
aspects of TMS320 first-generation-based design and development. These products range from 
development and application software to complete hardware development and evaluation systems such 
as the XDS/22. Table 3 lists the software and hardware support products for the first-generation TMS320 
devices. 


TABLE 3. TMS320C14 SOFTWARE AND HARDWARE SUPPORT 


SOFTWARE TOOLS 

PART NUMBER 

Macro Assembler/Linker 

VAX VMS^ 

IBM PC MS-DOS*§ 

VAX ULTRIX* 

SUN-3 UNIX^'I 

TMDS3242250-08 

TMDS3242850-02 

TMDS3242260-08 

TMDS3242550-08 

CPU Simulator 

VAX VMS* 

IBM PC MS-DOS* 5 

TMDS3240211-08 

TMDS3240811-02 

Digital Filter Design Package (DFDP) 
IBM PC MS-DOS* § 

DFDP-IBM002 

DSP Software Library 

VAX VMS* 

IBM PC MS-DOS* § 

TMDC3240212-18 

TMDC3240812-12 

HARDWARE TOOLS 

PART NUMBER 

Analog Interface Board (AIB2) 

RTC/EVM320C-06 

AIB2 Adapter Board 

RTC/ADPC14A-06 

XDS/22 Emulator 

TMDS3262214 

EPROM Programmer Adapter Socket 

TMDX3270110 

TMS320 Design Kit 

TMS320DDK 


'•‘VAX, VMS, and ULTRIX are trademarks of Digital Equipment Corporation. 

^MS-DOS is a trademark of Microsoft, Incorporated. 

S|BM PC is a trademark of IBM Corporation. 
lUNIX is a trademark of AT&T Bell Laboratories. 

^SUN is a trademark of Sun Microsystems, Incorporated. 

System development begins with the use of the Emulator (XDS). This hardware tool allows the designer 
to evaluate the processor's performance, benchmark time-critical code, and determine the feasibility of 
using a TMS320 device to implement a specific algorithm. 

Software and hardware can be developed in parallel by using the macro assembler/linker and simulator 
for software development and the XDS for hardware development. The assembler/linker translates the 
system's assembly source program into an object module that can be executed by the CPU simulator 
or XDS. The XDS provides realtime in-circuit emulation and is a powerful tool for debugging and integrating 
software and hardware modules. 

Additional support for the TMS320 products consists of extensive documentation and three-day DSP 
design workshops offered by the Tl Regional Technology Centers (RTCs). The workshops provide hands- 
on experience with the TMS320 development tools. Refer to the TMS320 Family Development Support 
Reference Guide (SPRU011) for further information about TMS320 development support products and 
DSP workshops. When technical questions arise regarding the TMS320, contact the Texas Instruments 
TMS320 DSP Hotline, (713) 274-2320. 
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documentation support 

Extensive documentation supports the first-generation TMS320 devices from product announcement through 
applications development. The types of documentation include data sheets with design specifications, cornplete 
user's guides, and 750 pages of application reports published in the book Digital Signal Processing Applications 
with the TMS320Family (SPRMMA). 

A series of DSP textbooks is being published by both Prentice Hall and John Wiley and Sops to support 
digital signal processing research and educatiohi. Prentice Hall (201) 767-5937 offers among others: Practical 
Approaches to Speech Coding, and A DSP Laboratory Using the TMS32010. John Wiley and Sons (800) 
526-5368 has published such books as Digital Filter Design, DFT/FFT and Convolution Algorithms, and 
A Practical Guide to Adaptive Filter Design. The TMS320 newsletter. Details on Signal Processing, is 
published quarterly and distributed to update TMS320 customers on product information. The TMS320 
DSP bulletin board service provides access to large amounts of information pertaining to the TMS320 family. 


Refer to the TMS320Family Development Support Reference Guide for further information about TMS320 
documentation. To receive copies of first-generation TMS320 literature, call the Customer Response Center 
at 1-800-232-3200. 


electrical specifications 

This section contains all the electrical specifications for the TMS320C14/El 4 devices, including test parameter 
measurement information. Parameters with pp subscript apply only to TMS320E14 in EPROM programming mode. 


absolute maximum ratings over specified temperature range (unless otherwise noted)'!' 


Supply voltage range, Vcc*. 

Supply voltage range, Vpp* . 

Input voltage range. 

Output voltage range.. 

Continuous power dissipation. 

Air temperature range above operating device: L version 
Storage temperature range. 


_-0.3 V to 7 V 

. . . -0.6Vto14V 
. . . -0.3 Vto 14V 

_-0.3Vto7V 

.0.5W 

.0°Cto70°C 

-55°Cto +150°C 


^Stresses beyond those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating only, 
and functional operation of the device at these or any other conditions beyond those indicated in the "Recommended Operating Conditions" 
section of this specification is not implied. Exposure to absolute-maximum-rated conditions for extended periods may affect device reliability. 
* All voltage values are with respect to Vss- 


recommended operating conditions 


_ ^ _ 

MIN NOM MAX 

UNIT 

Vcc Supply voltage 

EPROM devices 

4.75 5 5.25 

V 

EPROM devices while Fast programming 

5.75 6.0 6.25 

EPROM devices while SNAP! programming 

6.25 6.5 6.75 

All other devices 

4.5 5 5.5 

Vpp Supply voltage for Fast programming (see Note 1) 

12.25 12.5 12.75 

V 

Vpp Supply voltage for SNAPI programming (see Note 1) 

12.75 13.0 13.25 

V 

Vss Supply voltage 

0 

V 

V|H High-level input voltage 

CLKIN 

3 

V 

CLKIN, CAPO, CAP1, CMP4/CAP2/FSR, CMP5/CAP3/FSX, M 

4 

All remaining inputs 

2 

V||_ Low-level input voltage, all inputs except as noted 

0.8 

V 

V|L CAPO, CAP1, CMP4/CAP2/FSR, CMP5/CAP3/FSX, ^ 

1 

V 

Iqh High-level output current, all outputs 

-300 

mA 

Iql Low-level output current, all outputs 

2 

mA 

T^ Operating free-air temperature, L version 

o 

O 

°C 


NOTE 1: Vpp can be connected directly (except in the program mode). Vcc supply current in this case would be Iqc + Ipp- 
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electrical characteristics over specified temperature range (unless otherwise noted) 


PARAMETER 

TEST CONDITIONS 


UNIT 

Vqh High-level output voltage 

lOH = max 

2.4 3 

V 

^OH = 

Vcc-0.4t 

V 

Vql Low-level output voltage 

iql = max 

0.3 0.5 

V 

Iqz Off-state output current 

vcc = max 

Vq = 2.4 V 

20 

itA 

Vo = 0.4 V 

-20 

l| Input current 

V| = Vss to Vcc 

All inputs except CLKIN 

±20 

mA 

CLKIN 

±50 

ICC^ Supply current 

EPROM 

f = 25.6 MHz, Vcc = 5.25 V, 

Ta = 0°C to 70®C 

65 

mA 

ROM 

f = 25.6 MHz, Vcc = 5.25 V, 

Ta = 0°C to 70°C 

55 

mA 

Ippi Vpp supply current 

Vpp = Vcc = 5.5 V 

100 

liA 

Vpp supply current 

Ipp2 

(during program pulse) 

Vpp = 13 V 

30 50 

mA 

Cj Input capacitance 

Data bus 

f = 1 MHz, All other pins 0 V 

25* 

pF 

All others 

15* 


Data bus 

25* 

pF 

All others 

10* 


typical values are at V^c = 5 V, T/^ = 25°C, except Icc 70°C. 

^Values derived from characterization data and not tested. 

S|CC characteristics are inversely proportional to temperature. 

NOTE 2: This voltage specification is included for interface to HC logic. However, note that all of the other timing parameters defined 
in this data sheet are specified for TTL logic levels and will differ for HC logic levels. 


PARAMETER MEASUREMENT INFORMATION 


2.15 V 



FIGURE 1. TEST LOAD CIRCUIT 
EXTERNAL CLOCK REQUIREMENTS 


The TMS320C14/E14 uses an external frequency source for a clock. This source is applied to the CLKIN pin, 
and must conform to the specifications in the table below. 


PARAMETER 

TEST CONDITIONS 

MIN NOM MAX 

UNIT 

CLKIN input clock frequency 

Ta = 0®c to 70 ®c 

6.7 25.6 

MHz 
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CLOCK TIMING 

switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

MIN NOM MAX 

UNIT 

^c(C) CLKOUT cycle time* 

Rl = 825 Q. 

Cl = 100 pF, 

See Figure 1. 

1 

156.25 160 597 

ns 

tr(C) CLKOUT rise time 

10* 

ns 

tf(C) CLKOUT fall time 

8* 

ns 

tw(CL) Pulse duration, CLKOUT low 

72* 

ns 

tw(CH) Pulse duration, CLKOUT high 

70* 

ns 

*d(MCC) Delay time CLKINt to CLKOUTi 

45* 

ns 


^Values derived from characterization data and not tested. 

*tc(C) is the cycle time of CLKOUT, i.e., 4 x tc(MC) times CLKIN cycle time if an external oscillator is used). 

timing requirements over recommended operating conditions 


1_ 1 

MIN 

NOM 

MAX 

UNIT 

*c{MC) 

Master clock cycle time 

39.06 

40 

150 

ns 

*r{MC) 

Rise time master clock input 


5* 

10* 

ns 

*f<MC) 

Fall time master clock Input 


5* 

10* 

ns 

*w(MCP) 

Pulse duration master clock 

0-^5tc(MC)* 


0-55tc(MC)* 

ns 

*w(MCL) 

Pulse duration master clock low 

15* 

ns 

*w{MCH) 

Pulse duration master clock high 

15* 

ns 


Values derived from characterization data and not tested. 

MEMORY READ AND INSTRUCTION TIMING 
switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

MIN TYP MAX 

UNIT 

CONDITIONS 

*d1 

Delay time CLKOUTI to address bus valid 


10* 

40 

ns 

*d2 

Delay time CLKOUTi to REN i (memory access) 


0.25tc(C)-5* 

0.25tc(C) + 12 

ns 

*d3 

Delay time CLKOUTi to RENt (memory access) 


-10* 

12 

ns 

*d4 

Delay time CLKOUTI to REN i (I/O access) 


0.25tc(C)-5* 

0.25tc(C) + 12 

ns 

*d5 

Delay time CLKOUTi to^t (I/O access) 


-10* 

12 

ns 

*d6 

Delay time CLKOUTi to WEi 

Rl = 825 «, 

0-5tc(C)-5* 

0-5tc(C) + ‘'2 

ns 

*d7 

Delay time CLKOUTi to WEt 

Cl = lOOpF, 

-10* 

12 

ns 

*d8 

Delay time CLKOUTI to data bus OUT valid 

See Figure 1. 

0.25tc(C) + 52 

ns 

td9 

Time after CLKOUT i that data bus starts to be driven 


0.25tc(C)-5^ 

ns 

*d10 

Time after CLKOUTI that data bus stops being driven 


0.25tc(C) + 30* 

ns 

tv 

Data bus OUT valid after CLKOUT i 


0.25tc(C)-10 

ns 

th(A-WR) 

Address hold time after WEt, REN t 


0* 

ns 

tsu(A-REN) Address bus setup time prior to REN i | 


0.25tc(C)-35 

ns 


Values derived from characterization data and not tested. 

timing requirements over recqmmended operating conditions 



TEST CONDITIONS 

MIN NOM MAX 

UNIT 

*su(D) Setup time data bus yalid prior to CLKOUTi 

Rl = 825 0, 

40 

ns 

Hold time data bus held valid after CLKOUT i 

Cl = 100 pF, 



(see Note 3) 

See Figure 1. 

0 

ns 


NOTE 3: Data may be removed from the data bus upon RENt preceding CLKOUTi. 
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RESET (RS) TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 


UNIT 

tdi 1 Delay time WEI, and RENt from ^ 

Rl = 825 0, 

Cl = 100 pF, 

See Figure 1. 

0.5tc(C) + 50^ 

ns 

tdis(R) Data bus disable time after ^ 

0.25tc(C) + 50^ 

ns 

tdis(A) Address bus disable time after ^ low 

0.25tc(C) + 50'l^ 

ns 

ten(A) Address bus enable time after RS high 

0.25tc(C) + 50^ 

ns 


'^These values were derived from characterization data and not tested. 


timing requirements over recommended operating conditions 




UNIT 

tsu(R) Reset (RS) setup time prior to CLKOUT (see Note 4) 

40 

ns 

lw(R) ^ pulse duration 

5tc(C) 

ns 


NOTE 4: RS can occur anytime during a clock cycle. Time given is minimum to ensure synchronous operation. 

MICROCOMPUTER/MICROPROCESSOR MODE (NI^/MC/i^) 
timing requirements over recommended operating conditions 




UNIT 

lh(MC/MP)* Hold time after RS high | 

1.25tc 

ns 


^Hold time to put device in microprocessor mode. 

INTERRUPT (iNT)/NON-MASKABLE INTERRUPT (Nl^) 
timing requirements over recommended operating conditions (see Note 5) 




UNIT 

tf(iNT) fiene INT 

15^ 

ns 

tf(NMI) HMI 

15^ 

ns 

iw(INT) Pulse duration TFTf 

tc(C) 

hs 

tw(NMI) Pulse duration NMI 

tc(C) 

ns 

isu(INT) Setup time INT before CLKOUT low 

40 

ns 

tsu(NMI) Setup time NMI before CLKOUT low 

40 

ns 


^These values were derived from characterization data and not tested. 

NOTE 5: I NT and NMI are synchronous inputs and can occur at any time during the cycle. NMI and I NT are edge triggered only. 
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BIT I/O TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 


UNIT 

trfP 

Rise and fail time outputs 

Rl = 825 0, 

Cl = 100 pF, 

See Figure 1. 

20^ 

ns 

td(IOP) 

CLKOUT low to data valid outputs 

■25tc(C) + 20 

ns 


timing requirements over recommended operating conditions 



TEST CONDITIONS 


UNIT 

Irfi(IOP) inputs 

Rl = 825 0, 

Cl = 100 pF, 

See Figure 1. 

20^ 

ns 

isudOP) setup time before CLKOUT time 

20^ 

ns 

Iwl(IOP) Input pulse duration 

tc(C) + 20 

ns 


'•'These values were derived from characterization data and not tested. 

GENERAL PURPOSE TIMERS 

timing requirements over recommended operating conditions 



TEST CONDITIONS 

MIN TYP MAX 

UNIT 

fr(TIM) TCLK1, TCLK2 rise time 

Rl = 825 0, 

Cl = 100 pF, 

See Figure 1. 

20^ 

ns 

tflTIM) TCLK1, TCLK2 fall time 

20^ 

ns 

IhL(TIM) TCLK1, TCLK2 low 

1c(C) + 20 

ns 

thH(TIM) Hold time TCLK1, TCLK2 high 

tc(C) + 20 

ns 


"•^These values were derived from characterization data and not tested. 

WATCHDOG TIMER TIMING 


switching characteristics over recommended operating conditions 


1 PARAMETER 

TEST CONDITIONS 


MAX 

UNIT 

tf(WDT) 

Fall time, WDT 

Rl = 825 0, 

20^ 

ns 

td(WDT) 

CLKOUT to WDT valid 

Cl = 100 pF, 

0.25tc{C) + 20 

ns 

tw(WDT) 

WDT output pulse duration 

See Figure 1. 

1 8tc{C) - 20 8L 

c + 20 

ns 


'•^These values were derived from characterization data and not tested. 

EVENT MANAGER TIMING 

switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

MIN TYP MAX 

UNIT 

tf(CMP) 

Fall time, CMP0-CMP5 

Rl = 825 fi. 

Cl = 100 pF, 

See Figure 1. 

201 

ns 

tr(CMP) 

Rise time, CMP0-CMP5 

201 

ns 


^These values were derived from characterization data and not tested. 

timing requirements over recommended operating conditions 


1 - 

TEST CONDITIONS 

MIN TYP MAX 

UNIT 

tw(CAP) 

CAP0-CAP3 Input pulse duration 

Rl = 825 Q, 

Cl = 100 pF, 

See Figure 1. 

tc(C) + 20 

ns 

tsu(CAP) 

Capture input setup time before CLKOUT low 

20t 

ns 


'•’These values were derived from characterization data and not tested. 
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SERIAL PORT SYNCHRONOUS MODE TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

MIN MAX 

UNIT 

tc(CLK-S) Serial port clock cycle time'*^ 

Rl = 825 0. 

Cl = lOOpF, 

See Figure 1. 

tc(C) 65,536tc(C) 

ns 

tf(CLK-S) TXD/CLK fall time ^ 

20 

ns 

tr(CLK-S) TXD/CLK rise time^ 

20 

ns 

twL{CLK-S) TXD/CLK low time ^ 

0-5tc(CLK-S) - 20 0.5tc(CLK-S) + 20 

ns 

twH(CLK-S) TXD/CLK high time ^ 

0.5tc(CLK-S) - 20 0.5tc(CLK-S) + 20 

ns 

td (TX-S) RXD/D AT A output valid before TXD/CLK low ^ 

twH(CLK-S)-20 

ns 

th(TX-S) RXD/DATA hold after TXD/CLK (internal) low ^ 

'd(TX-S) + 20 

ns 

fd(TX-S) RSD/DATA output valid before TXD/CLK low^ 

twH-1-75tc(C) + 20 

ns 

f h(TX-S) RXD/DATA hold after after TXD/CLK low * 

twL+1-75tc(C) + 20 

ns 


^Internal clock 
^External clock 

timing requirements over recommended operating conditions 



TEST CONDITIONS 

MIN MAX 

UNIT 

fwL(CLK-S) TXD/CLK low time (external) * 

Rl = 825 0, 

Cl = lOOpF, 

See Figure 1. 

2tc(C) 

ns 

twH(CLK-S) TXD/CLK high time (external)* 

2tc(C) 

ns 

tsu(RX-S) RXD/DATA input setup before TXD/CLK low* 

0 

ns 

*h( RX-S) RXD/D AT A input hold after TXD/CLK low * 

2tc(C)-20 

ns 

RXD/DATA input setup before 
tsu(RX-S) TXD/CLK external low * 

20 

ns 

RXD/DATA input hold after 
th(RX-S) TXD/CLK external low * 

0.25tc(C) + 20 

ns 


'•'Internal clock 
^External clock 


SERIAL PORT-CODEC MODE TIMING 
switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

MIN MAX 

UNIT 

td(TXD-C) ^^0 output valid before CLKX low 

Rl = 825 0, 

Cl = lOOpF, 

See Figure 1. 

0-5tc(C)-20 

ns 

th(TXD-C) output hold after CLKX low 

twL+1.75tc(C)-20 

ns 


timing requirements over recommended operating conditions 



TEST CONDITIONS 

MIN MAX 

UNIT 

tc(CLK-C) CLKR, CLKX cycle time 

Rl = 825 0, 

Cl = lOOpF, 

See Figure 1. 

3tc(C)^ 

ns 

tf(CLK-C) CLKR. CLKX fall time 

20 5 

ns 

tr(CLK-C) CLKR/CLKX rise time 

20S 

ns 

twL(CLK-C) CLKR, CLKX high time 

1.5tc(C)-20l 

ns 

*wH(CLK-C) CLKR, CLKX low time 

1.5tc(C)-20l 

ns 

*su(FSX) f^SX valid before CLKX low 

0.5tc(C)-20 

ns 

*su(FSR) •^SR valid before CLKR low 

0-5tc(C)-20 

ns 

tsu(RXD-C) RXD input setup time before CLKR low 

0 

ns 

th(TXD-C) RXD input hold time after CLKR low 

tc(C) + 20 

ns 


^These values were derived from characterization data and not tested. 

iThis cycle time is only possible when CLK(R) and CLK(X) are synchronized with CLKOUT. 
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timing diagrams 

This section contains all the timing diagrams for the TMS320C 14/E 14 devices. 

Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, 
unless otherwise noted. 

clock timing 



ftd(MCC) ^w(MCP) S'"® referenced to an intermediate level of 1.5 volts on the CLKIN waveform. 

memory read timing 


- rc(C)->1 
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TBLR instruction timing 



LEGEND: 

1. TBLR INSTRUCTION PREFETCH 7. ADDRESS BUS VALID 

2. DUMMY PREFETCH 8. ADDRESS BUS VALID 

3. DATA FETCH 9. INSTRUCTION INPUT VALID 

4. NEXT INSTRUCTION PREFETCH 10. INSTRUCTION INPUT VALID 

5. ADDRESS BUS VALID 11. DATA INPUT VALID 

6. ADDRESS BUS VALID 12. INSTRUCTION INPUT VALID 


TBLV/ instruction timing 




LEGEND: 



1. 

TBLW INSTRUCTION PREFETCH 

7. 

ADDRESS BUS VALID 

2. 

DUMMY PREFETCH 

8 . 

INSTRUCTION INPUT VALID 

3. 

NEXT INSTRUCTION PREFETCH 

9. 

INSTRUCTION INPUT VALID 

4. 

ADDRESS BUS VALID 

10. 

DATA OUTPUT VALID 

5. 

ADDRESS BUS VALID 

11. 

INSTRUCTION INPUT VALID 

6. 

ADDRESS BUS VALID 
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—►I 


1. IN INSTRUCTION PREFETCH 

2. NEXT INSTRUCTION PREFETCH 

3. ADDRESS BUS VALID 

4. PERIPHERAL ADDRESS VALID 


5. ADDRESS BUS VALID 

6. INSTRUCTION INPUT VALID 

7. DATA INPUT VALID 

8. INSTRUCTION INPUT VALID 


OUT instruction timing 


|4-td9-^j 




1. OUT INSTRUCTION PREFETCH 

2. NEXT INSTRUCTION PREFETCH 

3. ADDRESS BUS VALID 

4. PERIPHERAL ADDRESS VALID 


5. ADDRESS BUS VALID 

6. INSTRUCTION INPUT VALID 

7. DATA OUTPUT VALID 

8. INSTRUCTION INPUT VALID 
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reset timing 



NOTES: 


6. RS forces REN and WE high and places data bus DO-D15 and address bus AO-A11 in a high-impedance state. AB outputs 
(an d program counter) are synchronously cleared to zero after the next complete CLK cycle from RS t. 

7. RS must be maintained for a minimum of five clock cycles. 

8. Resumption of normal program will commence after one complete CLK cycle from RSt. 

9. Due to the synchronizing action on time to execute the function can vary dependent upon when or RSi occur in 
the CLK cycle. 

10. Diagram shown is for definition purpose only. WE and REN are mutually exclusive. 


microcomputer/microprocessor mode timing diagram 
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interrupt timing 


bit I/O timing 


IOP15-IOPO 

(OUTPUT) 



IOP15-IOPO / 
(INPUT) 


general purpose timers 


TCLK1, TCLK2 


I }^thH(TIM)~»J 

J ' 

*hL(TIMl-« 
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watchdog timer 


CLKOUT 


WDT 



event manager 


CLKOUT 


CAP3-CAP0 


CMP5-CMP0 





*^tf(CMP)/tr{CMP) 


serial port - synchronous mode timing 
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serial port - codec mode timing 



RXD/OATA 
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EPROM programming 

The TMS320E14 includes a 4K x 16-bit industry-standard EPROM cell for prototyping and low-volume 
production. The TMS320C14 with a 4K-Word masked ROM then provides a migration path for cost-effective 
production. An EPROM adapter socket (part #TMDX3270110), shown in Figure 2, is available to provide 68-pin 
to 28-pin conversion for programming the TMS320E14. 

Key features of the EPROM cell include the normal programming operation as well as verification. The EPROM 
cell also includes a code protection feature that allows code to be protected against copyright violations. 

The TMS320E14 EPROM cell is programmed using the same family and device codes as the TMS27C64 8K 
X 8-bit EPROM. The TMS27C64 EPROM series are ultraviolet-light erasable, electrically programmable, read¬ 
only memories, fabricated using HVCMOS technology. They are pin-compatible with existing 28-pln ROMs 
and EPROMs. These EPROMs operate from a single 5-V supply in the read mode; however, a 12.5-V supply 
is needed for programming. All programming signals are TTL level. For programming outside the system, existing 
EPROM programmers can be used. Locations may be programmed singly, in blocks, or at random. 



FIGURE 2. EPROM ADAPTER SOCKET 
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The TMS320E14 uses 12 address lines plus WE to address the 4K-word memory in byte format (8K-byte 
memory). In word format, the most-significant byte of each word is assigned an even address and the least- 
significant byte an odd address in the byte format. Programming information should be downloaded to EPROM 
programmer memory in a high-byte to low-byte order for proper programming of the devices (see Figure 3.) 


TMS320C14 On-Chip 
Program Memory 
(Word Format) 


TMS320E14 On-Chip 
Program Memory 
(Byte Format) 


EPROM 

Programmer 

Memory 

Byte Format with 
Adapter Socket 


0{0000h) 

1234h 

O(OOOOh) 

34 h 

O(OOOOh) 

12h 

KOOOIh) 

5678h 

KOOOIh) 

12h 

KOOOIh) 

34h 

2(0002h) 

9ABCh 

2(0002h) 

78h 

2(0002h) 

56h 

3(0003h) 

DEFOh 

3(0003h) 

56h 

3(0003h) 

78h 



4|0004h) 

BCh 

4(0004h) 

9Ah 



5{0005h) 

9Ah 

5(0005h) 

BCh 



6{0006h) 

FOh 

6(0006h) 

DEh 

4095(0FFh) 


7(0007h) 

DEh 

7(0007h) 

FOh 





819K1FFFh) 



FIGURE 3. EPROM PROGRAMMING DATA FORMAT 


Figure 4 shows the wiring conversion to program the TMSi320E 14 using the 28-pin pinout of the TMS27C64. 
The table of pin nomenclature provides a description of the TMS27C64 pins. 


CAUTION 

The TMS320E14 does not support the signature mode available with some EPROM programmers. 
The signature mode puts a high voltage (12.5 V DC) on pin A9. The TMS320E14 EPROM cell is not 
designed for this feature and will be damaged if subjected to it. A 3.9 kO resistor is standard on the 
Tl programmer socket between pin A9 and the programmer. This protects the device from unintentional 
use of the signature mode. 
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FIGURE 4. TMS320E14 EPROM PROGRAMMING CONVERSION TO 
TMS27C64 EPROM PINOUT 

PIN NOMENCLATURE (TMS320E14) 


NAME 

I/O 

DEFINITION 

A12(MSB)-A0(LSB) 

1 

On-chip EPROM programming address lines 

CLKIN 

1 

Clock oscillator input 

E 

1 

EPROM,chip enable 

EPT 

1 

EPROM test mode select 

G 

1 

EPROM output enable 

GND 

1 

Ground 

PGM 

1 

EPROM write/program select 

Q8(MSB)-Q1(LSB) 

I/O 

Data lines for byte-wide programming of on-chip 8K bytes of EPROM 

RS 

1 

Reset for initializing the device 

vcc 

1 

5-V to 6.5-V power supply 

Vpp 

1 

12.5-V to 13-V power supply 
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Table 4 shows the programming levels required for programming, verifying, reading, and protecting the EPROM 
cell. 


TABLE 4. TMS320E14 PROGRAMMING MODE LEVELS 


SIGNAL 

NAMEt 

TMS320E14 

PIN 

TMS27C64 

PIN 

PROGRAM 

PROGRAM 

VERIFY 

READ 

EPROM 

PROTECT 

PROTECT 

VERIFY 

E 

19 

20 

ViL 

V|L 

V|L 

V|H 

V|L 

G 

23 

22 

V|H 

pulSe 

PUL^E 

V|H 

V|L 


16 

27 

PULSE 

V|H 

V|H 

V|H 

V|H 

Vpp 

18 

1 

Vpp 

Vpp 

Vcc 

Vpp 

VcCP 

Vcc 

4,33 

28 

VCCP 

VcCP 

Vcc 

VcCP 

vccp 

Vss 

3,34 

14 

Vss 

Vss 

Vss 

Vss 

Vss 

CLKIN 

24 

14 

Vss 

Vss 

Vss 

Vss 

Vss 

EPT 

17 

26 

Vss 

Vss 

Vss 

Vpp 

Vpp 

Q1-Q8 


19-15,13-11 

D|N 

Qout 

Qout 

Q8 = 
PULSE 

Q8 = 

RBIT 

A12-A7 

15,11,10, 

8,7,2 

25,24,23, 

21,3,2 

ADDR 

ADDR 

ADDR 

X 

X 

A6 

1 

4 

ADDR 

ADDR 

ADDR 

X 

V|L 

A5 

68 

5 

ADDR 

ADDR 

ADDR 

X 

X 

A4 

67 

6 

ADDR 

ADDR 

ADDR 

V|H 

X 

A3-A0 

66,65,56,55 

7-10 

ADDR 

ADDR 

ADDR 

X 

X 


^Signal names shown for TMS320E14 EPROM programming mode only. 

LEGEND: 

V|H = TTL high level; V|l = TTL low l evel; AD DR = byte address bit; Vpp = 12.5 V ± 0.25 V (FAST) or 13.0 V ± 0.25 V (SNAP!). 
Vcc = 5V ± 0.25 V;X = don't care; PUL^E = low-going TTL pulse. 

D|n = byte to be programmed at ADDR; QqijT = stored at ADDR. 

VCCP = 6.0 V ± 0.25 V (FAST) or 6.5 V ± 0.25 V (SNAP!) 

programming 

Since every memory bit in the cell is a logi^ 1, the programming operation reprograms certain bits to 0. Once 
programmed, these bits can only be erased u sing u ltraviolet light. The correct byte is placed on the data bus 
with Vpp set to the 12.5-V level. The PGM pin is then pulsed low to program in the zeroes. 

erasure < 

Before programming, the device must be erased by exposing it to ultraviolet light. The recommended minimum 
exposure dose (UV-intensity Xexposure-tinrie) is 15 watt-seconds per square centimeter. Atypical 12 milliwatt- 
seconds per square centimeter, filterless UV lamp will erase the device in 21 minutes. The lamp should be located 
about 2.5 centimeters above the chip during erasure. After exposure, all bits are in the high state. 

verify/read 

T o verify correct programming, the EPROM cell can be read using either the verify or read line definitions shown 
in Table 4, assuming the inhibit bit has not been programmed. 
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program inhibit 

Programming may be inhibited by maintaining a high level input on the E pin or PGM pin. 

standard programming procedure 

Before programming, the device must first be completely erased. Then the device can be programmed with 
the correct code, it is advisable to program unused sections with zeroes as a further security measure. After 
the programming is complete, the code programmed into the cell should be verified. If the cell passes verification, 
the next step is to program the ROM protect bit (RBIT). Once the RBIT programming is verified, an opaque label 
should be placed over the window to protect the EPROM cell from inadvertent erasure by ambient light. At this 
point, the programming is complete, and the device is ready to be placed into its destination circuit. 

Refer to Appendix F of the TMS320C14/E 14 User's Guide for additional information on EPROM programming. 


recommended timing requirements for programming: Vcc = 6 V and Vpp = 12.5 V (Fast) or 
VCC = 6.5 V and Vpp = 13.0 V (SNAP! Pulse), Ta = 25 (see Note 6) 


—1 

MIN NOM MAX 

UNIT 

tw(lPGM) Initial program pulse duration 

Fast programming algorithm 

0.95 1 1.05 

ms 

SNAP! Pulse programming algorithm 

95 100 105 

ftS 

^w(FPGM) ^inal pulse duration 

Fast programming only 

2.85 78.75 


tsu(A) Address setup time 

2 


'su(E) E setup time 

2 

MS 

^su(G) G setup time 

2 

MS 

tsu(D) setup time 

2 

MS 

tsu(VPP) Vpp setup time 

2 

MS 

tsu(VCC) Vcc setup time 

2 

MS 

^h(A) Address hold time 

0 

MS 

th(D) Dsts hold time 

2 

MS 


NOTE: 6. For all switching characteristics and timing measurements, input pulse levels are 0.40 V to 2.4 V and Vpp = 12.5 V ± 0.5 V 
during programming. 
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^tdis(G) ten(G( ^re characteristics of the device but must be accommodated by the programmer. 
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68-lead plastic chip carrier package (FN suffix) 



THERMAL RESISTANCE 
CHARACTERISTICS (SEE NOTE C) 


Rwa 

°c/w 

Rtfjc 

°c/w 

60 

_IZ_1 




0.81 (0.032) 

'0.66 10.026) 


1.52 (0.060) MIN 


0.64 (0.025) MIN 


0,51 (0.020) 



0.36 (0.014) 

LEAD DETAIL 


NOTES: 


A. Centerline of center pin each side is within 0,10 (0.004) of package centerline as determined by this dimension 

B. Location of each pin is within 0,27 (0.005) of true position with respect to center pin on each side. 

C. Thermal resistance calculations based on Iqq = 65mATYPatT/\ = 70®C. 

ALL LINEAR DIMENSIONS ARE IN MILLIMETERS AND PARENTHETICALLY IN INCHES. 


, Texas 
Instruments 

POST OFFICE BOX 1443 • HOUSTON. TEXAS 77001 


A-95 


ADVANCE INFORMATION 





ADVANCE INFORMATION 


TMS320C14/E14 

DIGITAL SIGNAL PROCESSORS 



NOTES; A. Centerline of center pin each side is within 0,10 (0.004) of package centerline as determined by this dimension. 

B. Location of each pin is within 0,27 (0.005) of true position with respect to center pin on each side. 

C. Glass is optional. 

D. The lead contact points are planar within 0,15 (0.006). 


\ 
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block diagram. 

capture inputs. 

clock timing. 

compare outputs. 

data and program memory. 
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High Reliability Class B Processing 

200-ns Instruction Cycle 

144-Word On-Chip Data RAM 

Currently Microprocessor Mode Only 
(All Program Memory is Extended) 

External Memory Expansion to Total 
of 4K Words at Full Speed 

16-Bit Instruction/Data Word 
32-Bit ALU/Accumulator 

16 X 16-Bit Multiply in One Instruction 
Cycle 

0 to 16-Bit Barrel Shifter 

Eight Input and Eght Output Channels 

16-Bit Bidirectional Data Bus with 
40-Megabits-per-Second Transfer Rate 

Interrupt with Full Context Save 

Signed Two's-Complement Fixed-Point 
Arithmetic 

2.4-Micron NMOS Technology 
Single 5-V Supply 

Operating Temperature Range ... -55°C 
to 100®C (S Suffix) 


SMJ32010 . . 

(TOP 


. JD PACKAGE 
VIEW) 


A1/PA1 C 

TT 

J40 

AO/PAO C 

2 

39 

MC/i^ C 

3 

38 

RS C 

4 

37 

INT C 

5 

36 

CLKOUT C 

6 

35 

XI C 

7 

34 

X2/CLKIN C 

8 

33 

BIO C 

9 

32 

vss C 

10 

31 

D8 C 

11 

30 

D9 C 

12 

29 

DIO C 

13 

28 

Dll C 

14 

27 

D12 C 

15 

26 

D13 C 

16 

25 

D14 C 

17 

24 

D15 C 

18 

23 

D7 C 

19 

22 

D6 C 

20 

21 


SMJ32010 . . . FD PACKAGE 
(TOP VIEW) 


1 44 43 42 41 40 


description 


34 [ Vcc 
33 [ A9 


18 19 20 21 22 23 24 25 26 27 28 


The SMJ32010 is a member of the TMS320 ^ 

digital signal processing family, designed to BIO J10 f WE 

support a wide range of high-speed or numeric- NC J11 34 r v 

intensive applications. This 16/32-bit single-chip Vss J12 L ^CC 

microcomputer combines the flexibility of a high- j ^ ^ 32 [ A10 

speed controller with the numerical capability of 09 J 14 L ^ ^ 

an array processor, thereby offering an ^ 

inexpensive alternative to multichip bit-slice Oil J16 29 f o*^ 

processors. The TMS320 family contains the V ^18 19 20 21 22 23 24 25 26 27 28 / ^ 

first MOS microcomputers capable of executing \ rnrnrnrnr->r^r-irnr--irr3 i r3 / 

five million instructions per second. This high ^g^goQOQQoz 

throughput is the result of the comprehensive, 
efficient, and easily programmed instruction set 

and of the highly pipelined architecture. Special instructions have been incorporated to speed the execution 
of digital signal processing (DSP) algorithms. 

The TMS320 family's unique versatility and power give the design engineer a new approach to a variety 
of complicated applications, in addition, these microcomputers are capable of providing the multiple 
functions often required for a single application. For example, the TMS320 family can synthesize and 
recognize speech, sense objects with radar or optical intelligence, and perform mechanical operations 
through digital servo loop computations. 


o CO lO 

^ Q O Q 
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architecture 

\ The TMS320 family utilizes a modified Harvard 
architecture for speed and flexibility. In a strict 
Harvard architecture, program and data memory 
lie in two separate spaces, permitting a full 
overlap of the instruction fetch and execution. 

The TMS320 family's modification of the 
Harvard architecture allows transfers between 
program and data spaces, thereby increasing the 
flexibility of the device. This modification permits 
coefficients stored in program memory to be 
read into the RAM, eliminating the need for a 
separate coefficient ROM. It also makes 
available immediate instructions and subroutines 
based on computed values. 

The SMJ32010 utilizes hardware to implement 
functions that other processors typically perform 
in software. For example, this device contains 
a hardware multiplier to perform a multiplication 
in a single 200-ns cycle. There is also a hardware 
barrel shifter for shifting data on its way into the 
ALU. Extra hardware has been included so that 
auxiliary registers, which provide indirect data 
RAM addresses, can be configured in an 
autoIncrement/decrement mode for single-cycle 
manipulation of data tables. This hardware¬ 
intensive approach gives the design engineer the type of power previously unavailable on a single chip. 

32-bit ALU/accumulator 

The SMJ32010 contains a 32-bit ALU and accumulator that support double-precision arithmetic. The ALU 
operates on 16-bit words taken from the data RAM or derived from immediate instructions. Besides the 
usual arithmetic Instructions, the ALU can perform Boolean operations, providing the bit manipulation ability 
required of a high-speed controller. 

shifters 

A barrel shifter is available for left-shifting data 0 to 16 places before it is loaded into, subtracted from, 
or added to the accumulator. This shifter extends the high-order bit of the data word and zero-fills the 
low-order bits for two's-complement arithmetic. A second shifter left-shifts the upper half of the accumulator 
0, 1, or 4 places while it is being stored in the data RAM. Both shifters are useful for scaling and bit 
extraction. 

16 X 16-bit parallel multiplier 

The SMJ32010's multiplier performs a 16 x 16-blt, two's-complement multiplication in one 200-ns 
Instruction cycle. The 16-bit T Register temporarily stores the multiplicand; the P Register stores the 32-blt 
result. Multiplier values either come from the data memory or are derived immediately from the MPYK 
(multiply immediate) instruction word. The fast on-chip multiplier allows the SMJ32010 to perform such 
fundamental operations as convolution, correlation, and filtering at the rate of 2.5 million samples per second. 


PIN NOMENCLATURE 


SIGNATURE 

i/o/zt 

DEFINITION 

All-AO/ 

0 

External address bus. I/O port address 

PA2-PA0 


multiplexed over PA2-PA0. 

Bio 

1 

External polling input. 

CLKOUT 

0 

System clock output, % crystal/CLKIN 
frequency. 

D 15-DO 

l/O/Z 

16-bit data bus. 

Mn 

0 

Data enable Indicates the processor 
accepting input data on D 15-DO. 

INT 

1 

Interrupt. 

MC/W 

1 

Memory mode select pin. High selects 
microcomputer mode. Low selects 
microprocessor mode. 

MEN 

0 

Memory enable indicates that D 15-DO 
will accept external memory 

instruction. 

RS 

1 

Reset used to initialize the device. 

vcc 

1 

Power. 

vss 

1 

Ground. 

WE 

0 

Write-enable indicates valid data 
on D15-b0. 

XI 

0 

Crystal output. 

X2/CLKIN 

1 

Crystal input or external clock Input. 


^ Input/Output/High-impedance state 
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functional block diagram 

XI 


WE 

DEN 

Bio 

MC 

iNTT 


A1 1-AO 
PA2-PA0 



^The Program ROM is available in SMJ320M10 only. 
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input/output 

The SMJ32010's 16-bit parallel data bus can be utilized to perform I/O functions at burst rates of 40 million 
bits per second. Available for Interfacing to peripheral devices are 128 input and 128 output bits consisting 
of eight 16-bit multiplexed input ports and eight 16-bit mult iplex ed output ports. In addition, a polling input 
for bit test and jump operations (BIO) and an interrupt pin (INT) have been incorporated for multi-tasking. 

interrupts and subroutines 

The SMJ32010 contains a four-level hardware stack for saving the contents of the program counter during 
interrupts and subroutine calls. Instructions are available for saving the SMJ32010's complete context. 
The Instructions, PUSH stack from accumulator, and POP stack to accumulator, permit a level of nesting 
restricted only by the amount of available RAM. The interrupts used In the SMJ32010 are maskable. 

instruction set 

The SMJ32010's comprehensive Instruction set supports both numeric-intensive operations, such as signal 
processing, and general purpose operations, such as high-speed control. The instruction set, explained 
in Tables 1 and 2, consists primarily of single-cycle single-word Instructions, permitting execution rates 
of up to five million instructions per second. Only frequently used branch and I/O Instructions are multicycle. 

The SMJ32010 also contains a number of Instructions that shift data a part of an arithmetic operation. 
These all execute In a single cycle and are very useful for scaling data In parallel with other operations. 

Three main addressing modes are available with the SMJ32010 instruction set: direct. Indirect, and 
immediate addressing. 

direct addressing 

In direct addressing, seven bits of the instruction word concatenated with the data page pointer form the 
data memory address. This implements a paging scheme in which the first page contains 128 words and 
the second page contains 16 words. In a typical application. Infrequently accessed variables, such as those 
used for servicing an interrupt, are stored on the second page. The instruction format for direct addressing 
is shown below. 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

I OPCODE I 0 I dma I 

Bit 7 = 0 defines direct addressing mode. The opcode is contained in bits 15 through 8. Bits 6 through 
0 contain data memory address. 

The seven bits of the data memory address (dma) field can directly address up to 128 words (1 page) 
of data memory. Use of the data memory page pointer Is required to address the full 144 words of data 
memory. 

Direct addressing can be used with ail instructions requiring data operands except for the immediate operand 
instructions. 
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indirect addressing 

Indirect addressing forms the data memory address from the least significant eight bits of one of two auxiliary 
registers, ARO and AR1. The auxiliary register pointer (ARP) selects the current auxiliary register. The 
auxiliary registers can be automatically incremented or decremented in parallel with the execution of any 
indirect instruction to permit single-cycle manipulation of data tables. The instruction format for indirect 
addressing is as follows: 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

r OPCODE I 1 I 0 I INC I DEC I NAR I 0 I 0 I ARP~1 

Bit 7 = 1 defines indirect addressing mode. The opcode is contained in bits 15 through 8. Bits 6 through 
0 contain indirect addressing contol bits. 

Bit 3 and bit 0 control the Auxiliary Register Pointer (ARP). If bit 3 = 0, the contents of bit 0 are loaded 
into the ARP after execution of the current instruction. If bit 3 = 1, the contents of the ARP remain 
unchanged. ARP = 0 defines the contents of ARO as a memory address. ARP = 1 defines the contents 
of AR1 as a memory address. Note that NAR indicates the new auxiliary register control bit. 

Bit 5 and bit 4 control the auxiliary registers. If bit 5 = 1, the current auxiliary register is incremented 
by 1 after execution. If bit 4 = 1, the current auxiliary register Is decremented by 1 after execution. If 
bit 5 and bit 4 are 0, then neither auxiliary register is incremented nor decremented. Bits 6, 2, and 1 are 
reserved and should always be programmed to 0. 

Indirect addressing can be used with all Instructions requiring data operands, except for the immediate 
operand instructions. 

immediate addressing 

The SMJ32010 instruction set contains special '"immediate" instructions. These Instructions derive data 
from part of the instruction word rather than from the data RAM. Some very useful immediate instructions 
are multiply immediate (MPYK), load accumulator immediate (LACK), and load auxiliary register immediate 
(LARK). 

instruction set summary 

Table 1 lists the symbols and abbreviations used in Table 2, the instruction set summary. Table 2 contains 
a short description and the opcode for each TMS320 instruction. The summary is arranged according to 
function and alphabetized within each functional group. 


TABLE 1. INSTRUCTION SYMBOLS 


SYMBOL 

MEANING 

ACC 

Accumulator 

D 

Data memory address field 

1 

Addressing mode bit 

K 

Immediate operand field 

PA 

3-bit port address field 

R 

1 -bit operand field specifying auxiliary register 

S 

4-bit left-shift code 

X 

3-bit accumulator left-shift field 
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TABLE 2. TMS320 FIRST-GENERATION INSTRUCTION SET SUMMARY 


ACCUMULATOR INSTRUCTIONS | 

MNEMONIC DESCRIPTION 

NO. 

CYCLES 

NO. 

WORDS 

OPCODE 

INSTRUCTION REGISTER 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

ABS Absolute value of accumulator 

ADD Add to accumulator with shift 

ADDH Add to high-order accumulator bits 

Add to accumulator with no sign 

ADDS 

extension 

AND AND with accumulator 

LAC Load accumulator with shift 

LACK Load accumulator immediate 

OR OR with accumulator 

Store high-order accumulator bits with 

SACH 

shift 

SACL Store low-order accumulator bits 

SUB j Subtract from accumulator with shift 

SUBC Conditional subtract (for divide) 

SUBH Subtract from high-order accumulator bits 

Subtract from accumulator with no sign 

SUBS 

extension 

XOR Exclusive OR with accumulator 

ZAC Zero accumulator 

ZALH Zero accumulator and load high-order bits 

Zero accumulator and load low-or;der bits 

ZALS 

with no sign extension 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

■ 1 

1 

1 

1 

* 1 

1 

1 

1 

1 . 

0 1 1 1 11 1 1 1 0 0 0 1 0 0 0 

0 0 0 0 ◄-S> 1 < -D-► 

0 110 0 0 0 0 1 ◄-D-► 

0 1 10 0 0 0 1 1 ^ -D-► 

0 11110 0 11 ◄-D-►* 

- 0 0 1 0 ◄-S-^ 1 ◄-D-► 

0 1111110 < --K—--► 

0 11110 10 1 < -D-► 

0 10 11 1 < -D-► 

0 10 10 0 0 0 1 < -D-► 

0 0 0 1 ◄-S> 1 < -D-► 

0 110 0 10 0 1 ◄-D-► 

0 1 1 0 0 0 1 0 1 ^ -D-^ 

0 1 10 0 0 1 1 --D-► 

0 11110 0 0 1 M -D-► 

0,111111110001001 

0 110 0 10 11 ◄-D-► 

0 110 0 110 1 < -D-► 

AUXILIARY REGISTER AND DATA PAGE POINTER INSTRUCTIONS | 

MNEMONIC DESCRIPTION 

NO. 

CYCLES 

NO. 

WORDS 

OPCODE 

INSTRUCTION REGISTER 

15 14 13 12 11 10 9 876543210 

LAR Load auxiliary register 

LARK Load auxiliary register immediate 

LARP Load auxiliary register pointer immediate 

LDP Load data memory page pointer 

LDPK Load data memory page pointer immediate 

MAR Modify auxiliary register and pointer 

SAR Store auxiliary register 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

0 0 1 1 1 0 0 R 1 ^-D-► 

0 1 1 1 0 0 0 R <4-K-► 

01 1010001 OOOOOOK 

0 110 1^1111 < -D-► 

01 1 01 1 10000000 0K 

0 1 1 0 10 0 0 1 4-D-► 

0 0 1 1 0 0 0 R 1 ◄- D-► 
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TABLE 2. TMS320 FIRST-GENERATION INSTRUCTION SET SUMMARY (CONTINUED) 


BRANCH INSTRUCTIONS 


MNEMONIC 

DESCRIPTION 

NO. 

CYCLES 

NO. 

WORDS 

B 

Branch unconditionally 

2 

2 

BANZ 

Branch on auxiliary register not zero 

2 

2 

BGEZ 

Branch if accumulator > 0 

2 

2 

BGZ 

Branch if accumulator > 0 

2 

2 

BIOZ 

Branch on BIO = 0 

2 

2 

BLEZ 

Branch if accumulator :< 0 

2 

2 

BLZ 

Branch if accumulator < 0 

2 

2 

BNZ 

Branch if accumulator 0 

2 

2 

BV 

Branch on overflow 

2 

2 

BZ 

Branch if accumulator = 0 

2 

2 

GALA 

Call subroutine from accumulator 

2 

1 

CALL 

Call subroutine immediately 

2 

2 

RET 

Return from subroutine or interrupt routine 

2 

1 


OPCODE 

INSTRUCTION REGISTER 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 


0 1 1 


10 0 10 0 

^-BRANCH 

0 1 0 0 0 0 

◄ -BRANCH 

1 10 10 0 

◄ - BRANCH 

1 10 0 0 0 

◄ -BRANCH 

0 0 0 

BRANCH 
1 0 0 
BRANCH 
; 0 0 0 
BRANCH 
0 0 0 
BRANCH 
0 10 10 0 

◄ -BRANCH 

11110 0 

◄ -BRANCH 

111110 
1 0 0 0 0 0 

◄ -BRANCH 

111110 


1 0 

< - 

1 0 

◄- 

1 1 

◄- 


0 0 0 0 
ADDRESS — 
0 0 0 0 
ADDRESS — 
0 0 0 0 
ADDRESS — 
0 0 0 0 
ADDRESS — 
0 0 0 0 
ADDRESS — 
0 0 0 0 
ADDRESS — 
0 0 0 0 
ADDRESS — 
0 0 0 0 
ADDRESS — 
0 0 0 0 
ADDRESS — 
0 0 0 0 
ADDRESS — 
0 0 11 
0 0 0 0 
ADDRESS — 
0 0 11 


0 0 

—► 

0 0 

0 0 

—► 

0 0 


0 0 

—► 

0 0 

—► 

0 0 

0 0 

—► 

0 0 

0 0 
0 0 

0 1 


T REGISTER, P REGISTER, AND MULTIPLY INSTRUCTIONS 


DESCRIPTION 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


15 14 13 12 11 10 9 876543210 


APAC Add P register to accumulator 

LT Load T register 

LTA combines LT and APAC into one 

LTA 

instruction 

LTD combines LT, APAC. and DMOV into 

LTD 

one instruction 

Multiply with T register, store product in 

MPY , 

P register 

Multiply T register with immediate 

MPYK 

operand: store product in P register 
PAC Load accumulator from P register 

SPAC Subtract P register from accumulator 


0 1 1 
0 1 1 


1 1 
0 1 


110 0 


0 1 1 


0 110 110 0 1 


011010111 <- 


0110110114 - 


10 0 4 - 


1 1 


01111111100011 
0 111111110 0 10 0 


1 0 
0 0 


Texas 

Instruments 

eOST OFFICE BO/ 1443 • HOUSTOrj, TEXAS 77001 


B-7 






GM lignin 

DIGITAL SIGNAL PROCESSOR 


TABLE 2. TMS320 FIRST-GENERATION INSTRUCTION SET SUMMARY (CONCLUDED) 


CONTROL INSTRUCTIONS 

MNEMONIC 

DESCRIPTION 

NO. 

CYCLES 

NO. 

WORDS 

OPCODE 

INSTRUCTION REGISTER 



15 

14 

13 

12 

11 

10 

9 

8 7 6 5 4 

3 

2 1 0 

DINT 

Disable interrupt 

1 


0 

1 

1 

1 

1 

1 

1 

110 0 0 

0 

0 0 1 

HINT 

Enable interrupt 

1 


0 

1 

1 

1 

1 

1 

1 

110 0 0 

0 

0 1 0 

LST 

Load status register 

1 




1 

1 



1 

1 1 ◄- 









NOP 

No operation 

1 


0 

1 

1 

1 

1 

1 

1 

1 10 0 0 

0 

0 0 0 

POP 

POP stack to accumulator 

2 


0 

1 

1 

1 

1 

1 

1 

110 0 1 

1 

1 0 1 

PUSH 

PUSH stack from accumulator 

2 


0 

1 

1 

1 

1 

1 

1 

110 0 1 

1 

1 0 0 

ROVM 

Reset overflow mode 

1 


0 

1 

1 

1 

1 

1 

1 

110 0 0 

1 

0 1 0 

SOVM 

SST 

Set overflow mode 

Store status register 

1 

■1 

0 

1 

1 

1 

1 

1 

1 

1 

1 

110 0 0 

1 

0 1 1 


0 




0 

0 1 ^ 

D 


I/O AND DATA MEMORY OPERATIONS | 

MNEMONIC 

DESCRIPTION 

NO. 

CYCLES 

NO. 

WORDS 

OPCODE 

INSTRUCTION REGISTER 



15 

14 

13 

12 

11 

10 

9 

8 76543 

2 1 0 

DMOV 

Copy contents of data memory location 

1 

1 


1 

1 





1 1 ^ 



into next higher location 









lAI 

Input data from port 


1 


1 






^ 1 ^ 











W 1 ^ 




Output data to port 




1 



1 


















Table read from program memory to data 





1 





1 I 4- 


■ 


RAM 











TBLW 

Table write from data RAM to program 





1 


1 






memory 












development support 

Together, Texas Instruments and its authorized third-party suppliers offer an extensive line of development 
support products to assist the user in all aspects of TMS320 first-generation-based design and development. 
These products range from development and application software to complete hardware development and 
evaluation systems. Table 3 lists the development support products for the first-generation TMS320 devices. 

System development may begin with the use of the simulator, evaluation module (EVM), or emulator (XDS), 
along with an assembler/linker. These tools give the TMS320 user various means of evaluation, from 
software simulation of the first-generation TMS320s (simulator) to full-speed in-circuit emulation with 
hardware and software break point trace and timing capabilities (XDS). 

Software and hardware can be developed simultaneously by using the macro assembler/linker or simulator 
for software development, the XDS for hardware development, and the EVM for both software development 
and limited hardware development. 

Many third-party vendors offer additional development support for the first-generation TMS320s, including 
assembler/linkers, simulators, high-level languages, applications software, algorithm development tools, 
application boards, software development boards, and in-circuit emulators. Refer to the TMS320 Family 
Development Support Reference Guide (SPRU011 A) for further information about TMS320 development 
support products offered by both Texas Instruments and its third-party suppliers. 


B-8 


Texas 

Instruments 

POST OFFICE BOX 1443 • HOUSTON, TEXAS 77001 















SMJ32010 
DIGITAL SIGNAL PROCESSOR 


Additional support for the TMS320 products consists of an extensive library of product and applications 
documentation. Three-day DSP design workshops are offered by the Tl Regional Technology Centers (RTCs). 
These workshops provide insight into the architecture and the instruction set of the first-generation 
TMS320s as well as hands-on training with the TMS320 development tools. When technical questions 
arise in regard to a TMS320 Family member, contact Texas Instruments TMS320 Hotline via (713) 
274-2320. Or, keep Informed on the latest Tl and third-party development support tools by accessing the 
DSP Bulletin Board Service (BBS) via (713) 274-2323. Application source code may also be accessed 
through the BBS via a 2400-, 1200-, or 300-bps modem. 

TABLE 3. TMS320 FIRST-GENERATION SOFTWARE AND HARDWARE SUPPORT 


SOFTWARE TOOLS 

PART NUMBER 

Macro Assembler/Linker I 

PC/MS-DOS 

TMDS3242850-02 

VAX/VMS 

TMDS3242250-08 

VAX ULTRIX 

TMDS3242260-08 

SUN-3 UNIX 

TMDS3242550-08 

Simulator 

PC/MS-DOS 

TMDS3240811-02 

VAX/VMS 

TMDS3240211-08 

Digital Filter Design Package (DFDP) 

IBM PC PC-DOS 

DFDP/IBM002 

DSP Software Library 

PC/MS-DOS 

TMDC3240812-12 

VAX/VMS 

TMDC3240212-18 

TMS320 Bell 212A Modem Software 

PC/MS-DOS 

TMDX3240813-12 

Data Encryption Standard Software, 

PC/MS-DOS 

TMDX3240814-12 

HARDWARE TOOLS 

PART NUMBER 

Evaluation Tools 1 

Evaluation Module (EVM) 

RTC/EVM320A-03 

Analog Interface Board 1 (AIB1) 

RTC/EVM320C-06 

Analog Interface Board 2 (AIB2) 

RTC/AIB320A-06 

EPROM DSP Starter Kit (TMS320E15) 

RTC/EVM320E-15 

XDS/22 Emulators 

TMS320C10/C15 

TMDS3262211 

TMS320C14 

TMDX3262214 

TMS320C17 

TMDX3262217 

XDS/22 Upgrade Kits 

TMS32010 - TMS320C10/C15 

TMDS3282215 

TMS320C10/C15 - TMS320C14 

TMDX3285010 and 

TMDX3285018 

TMS320C10/C15 ^ TMS320C17 

TMDX3285014 and 

TMDX3285018 

EPROM Programming Adaptor Sockets 

40- to 28-pin (TMS320E15/E17) 

RTC/PGM320A-06 

44- to 28-pin {TMS320E15/E17) 

RTC/PGM320C-06 

68- to 28-pin (TMS320E14) 

TMDX3270110 

Additional Target Connector 

1 44-pin PLCC (TMS320C10) 

TMDX3288810 
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documentation support 

Extensive documentation supports the first-generation TMS320 devices from product announcement 
through applications development. The types of documentation include data sheets with design 
specifications, complete user's guides, and 750 pages of application reports published In the book, Digital 
Signal Processing Applications with the TMS320 Family (SPRA012A). 

A series of DSP textbooks is being published by Prentice-Hall and John Wiley & Sons to support digital 
signal processing research and education. The TMS320 newsletter. Details on Signal Processing, is published 
quarterly and distributed to update TMS320 customers on product information. The TMS320 DSP bulletin 
board service provides access to large amounts of Information pertaining to the TMS320 family. 

Refer to the TMS320 Family Development Support Reference Guide (SPRU011 A) for further information 
about TMS320 documentation. To receive copies of first-generation TMS320 literature, call the Customer 
Response Center at 1 -800-232-3200. 

absolute maximum ratings over specified temperature range (unless otherwise noted) 


Supply voltage range, Vcc^ . -0.3 V to 7 V 

Input voltage range.-0.3 V to 7 V 

Output voltage range. -0.3 V to 7 V 

Continuous power dissipation.1.5 W 

Maximum operating case temperature.100®C 

Minimum operating free-air temperature.-55°C 

Storage temperature range ..-65°C to 150°C 


'^Stresses beyond those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating 
only, and functional operation of the device at these or any other conditions beyond those indicated in the "Recommended Operating 
Conditions" section of this specification is not implied. Exposure to absolute-maximum-rated conditions for extended periods may affect 
device reliability. 

^All voltage values are with respect to Vss- 


recommended operating conditions 



MIN NOM MAX 

UNIT 

Vcc Supply voltage 

4.5 5 5.5 

v 

Vss Supply voltage 

0 

V 

V|H High-level input voltage 

All inputs except CLKIN 

2 

D 

CLKIN 

2.8 

V|L Low-level input voltage 

X2/CLKIN and data 

0.8 

a 

Bio, INT, MC/^, ^ 

0.7 

Iqh High-level output current (all outputs) 

300 

mA 

Iql Low-level output current (all outputs) 

2 

mA 

Tq Maximum operating case temperature 

100 

®C 

Ta Minimum free-air temperature 

-55 

°C 
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electrical characteristics over specified temperature range (unless otherwise noted) 


PARAMETER 

TEST CONDITIONS 

MIN TYPf MAX 

UNIT 

Vqh High-level output voltage 

lOH = MAX 

2.4 3 

V 

Vql Low-level output voltage 

iql = max 

0.3 0.5 

V 

Iqz Off-state output current 

vcc = max 

Vq = 2.4 V 

20 

liA 

Vq = 0.4 V 

-20 

l| Input current 

V| = Vss to Vcc 

±50 

mA 

Iqc Supply current 

Vcc = max, fx = MAX, 

180 275 

mA 

Cj Input capacitance 

Data bus 

f = 1 MHz, All other pins 0 V 

25 

pF 

All others 

15 

Cq Output capacitance 

Data bus 

25 

All others 

10 


^All typical values are at Vqc = 5 V, T/^ = 25 °C. 


CLOCK CHARACTERISTICS AND TIMING 

The SMJ32010 can use either its internal oscillator or an external frequency source for a clock. 

internal clock option 

The internal oscillator is enabled by connecting a crystal across X1 and X2/CLKIN (see Figure 1). The 
frequency of CLKOUT is one-fourth the crystal fundamental frequency. The crystal should be fundamental 
mode, and parallel resonant, with an effective series resistance of 30 ohms, a power dissipation of 1 mW, 
and be specified at a load capacitance of 20 pF. 


PARAMETER 

TEST CONDITIONS 

MIN NOM MAX 

UNIT 

Crystal frequency, fx^ 

-SS^C to 100°c 

6.7^ 20* 

MHz 

Cl, C2 

10 

_eE_ 


^An 8 MHz crystal was used in the test. 

^Value derived from characterization data. The value is guaranteed bu+ not tested. 



FIGURE 1. INTERNAL CLOCK OPTION 
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—..... Y .. ... Ml. 

external clock option 

An external frequency source can be used by injecting the frequency directly into X2/CLKIN with X1 left 
unconnected. The external frequency injected must conform to the specifications listed in the following table. 


timing requirements over recommended operating conditions 


PARAMETER 

MIN NOM 

MAX 

UNIT 


Master clock cycle time 

50 

150 

ns 


Rise time master clock input 

5 

10§ 

ns 

ISR5I 

Fall time master clock input 

5 

10§ 

ns 

tw(MCL) 

Pulse duration master clock low, tc(MC) = 50 ns 

20 

ns 

tw(MCH) 

Pulse duration master clock high, tc(MC) = 50 ns 

20 

ns 


§CLKIN rise and fall times must be less than 10 ns. 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

MIN 

NOM MAX 

UNIT 

tc(C) 

CLKOUT cycle time 


200 

ns 

tr(C) 

CLKOUT rise time 

Rl = 825 0, 

10 

ns 

tf(C) 

CLKOUT fall time 

Cl = 100 pF, 

8 

ns 

tw(CL) 

Pulse duration, CLKOUT low 

See Figure 2 

92 

ns 

tw(CH) 

Pulse duration, CLKOUT high 


90 

ns 


PARAMETER MEASUREMENT iNFORMATiON 

ALL OTHER OUTPUTS 


FROM OUTPUT 
UNDER TEST 


V = 2.15 V 



FIGURE 2. TEST LOAD CIRCUIT 


I 



V|H (MIN) 


V|L (MAX) 


(a) INPUT 



(MIN) 

(MAX) 


FIGURE 3. VOLTAGE REFERENCE LEVELS 
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input synchronization requirements 

For systems using asynchronous inputs to the INT and BIO pins on the SMJ32010, the external hardware 
shown in the Figure 4 is recomme nded to e nsur e proper execution of interrupts and the BIOZ instruction. 
This hardware synchronizes the INT and BIO input signals with the rising edge of CLKOUT on the 
SMJ32010. The pulse width required for these input signals is tc(C)' which is one SMJ32010 clock cycle, 
plus sufficient setup time for the flip-flop (dependent upon the flip-flop used). Note that these input 
synchronization requirements apply only to NMOS versions of the SMJ32010 and not to other members 
of the SMJ320 family. 


RESET 

irST 


RESET 

Bio 



FIGURE 4. ASYNCHRONOUS INPUT SYNCHRONIZATION CIRCUITS 


clock timing 


-►I (4-tr(MC) |4-P|“tw(MCH) 

I |4-tc(MC)-^ I 


X2/CLKIN 




u-4- 


tw(MCL) 


tf(MC) - 


" tw(CH) - 


CUCOUT 




V 


K“tf(C) 

U-tw(CL) - 


-MC) 


-tc(C)- 


NOTE 1: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless 
otherwise noted. 
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MEMORY AND PERIPHERAL INTERFACE TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

CONDITIONS 

MIN 

TYP MAX 

UNIT 

td1 

Delay time CLKOUTi to address 
bus valid (see Note 2) 


lot 

60 

ns 

td2 

Delay time CLXOUTi to MENi 


*y.tcic)-iot 

y4tc(C) + i5 

ns 

td3 

Delay time CLKOUTi to WNT 


-15t 

15 

ns 

td4 

Delay time CLKOUTi to DENi 


y4tc(C)-iot 

y4tc(C) + i5 

ns 

td5 

Delay time CLKOUTi to DENT 


-15t 

15 

ns 

td6 

Delay time CLKOUTi to Wli 

Rl = 825 n. 

)4tc|C|-10t 

14tc|C) + 15 

ns 

td7 

Delay time CLKOUTi to WET 

Cl = 100 pF, 

-lot 

15 

ns 

tdS 

Delay time CLKOUTi OUT valid to data bus 

See Figure 2 

’/♦tcio + BB 

ns 

td9 

Time after CLKOUTi that data bus 

starts to be driven 


!4tc,c|-10t 

ns 

tdIO 

Time after CLKOUTi that data bus 
stops being driven 


%tc(C) + 30t 

ns 

tv 



%tc(C)-10 

ns 

th(A-WMD) 

Address bus hold time after 

WET, MENt, or DENT 


ot 

ns 

tsu(A-MD) 

Address bus setup prior to 

MfJi and DENi 


’/♦lc(C)-^5t 

ns 


NOTE 2: Address bus will be valid upon Wit, DENT, or MENT, and address bus will be valid upon MENi or DENi. 
"t^These values were derived from characterization data. The values are guaranteed but not tested. 

timing requirements over recommended operating conditions 



TEST CONDITIONS 

MIN NOM MAX 

UNIT 

tsu(D) Setup time data bus valid prior to CLKOUTi 

Rl = 825 Q, 

50 

ns 

Hold time data bus held valid after CLKOUTi 

Cl = 100 pF, 



(see Note 3) 

See Figure 2 

0 

ns 


NOTE 3: Data may be removed from the data bus upon MENt or DENt preceding CLKOUTi, 
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LEGEND; 


1. 

TBLR INSTRUCTION PREFETCH 

7. ADDRESS BUS VALID 

2. 

DUMMY PREFETCH 

8. ADDRESS BUS VALID 

3. 

DATA FETCH 

9. INSTRUCTION VALID 

4. 

NEXT INSTRUCTION PREFETCH 

10. INSTRUCTION VALID 

5. 

ADDRESS BUS VALID 

11. DATA INPUT VALID 

6. 

ADDRESS BUS VALID 

12. INSTRUCTION VALID 


NOTE 1: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 
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Instru 



LEGEND: 

1. TBLW INSTRUCTION PREFETCH 

7. 

ADDRESS BUS VALID 

2. 

DUMMY PREFETCH 

8. 

INSTRUCTION VALID 

3. 

NEXT INSTRUCTION PREFETCH 

9. 

INSTRUCTION VALID 

4. 

ADDRESS BUS VALID 

10. 

DATA OUTPUT VALID 

5. 

ADDRESS BUS VALID 

11. 

INSTRUCTION VALID 

6. 

ADDRESS BUS VALID 




^ I NOTE 1: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 
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LEGEND: 


1. 

IN INSTRUCTION PREFETCH 

5. 

ADDRESS BUS VALID 

2. 

NEXT INSTRUCTION PREFETCH 

6. 

INSTRUCTION VALID 

3. 

ADDRESS BUS VALID 

7. 

DATA INPUT VALID 

4. 

PERIPHERAL BUS VALID 

8. 

INSTRUCTION VALID 


NOTE 1: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 


IN instruction timing 






Instru 



LEGEND; 


1. 

OUT INSTRUCTION PREFETCH 

5. 

ADDRESS BUS VALID 

2. 

NEXT INSTRUCTION PREFETCH 

6. 

INSTRUCTION VALID 

3. 

ADDRESS BUS VALID 

7. 

DATA OUTPUT VALID 

4. 

PERIPHERAL ADDRESS VALID 

8. 

INSTRUCTION VALID 


CD I note 1: Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 
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RESET (RS) TIMING 


timing requirements over recommended operating conditions 


' 

MIN NOM MAX 

UNIT 

tsu(R) Reset (RS) setup time prior to CLKOUT (see Note 4) 

50 

ns 

^w(R) ^ pulse duration 

5tc(C) 

ns 


switching charactenstics over recommended operating conditions 


PARAMETER 

TEST 

CONDITIONS 

MIN TYP MAX 

UNIT 

tdi 1 Delay time DENT, WET, and MNT from M 

Rl = 825 a 

Cl = 100 pF, 

See Figure 2 

’/2tc(C) + 50^ 

ns 

tdis(R) Data bus disable time after ^ 

’/♦tp{C) + 50^ 

ns 


NOTE 4: RS can occur anytime during a clock cycle. Time given is minimum to ensure synchronous operation. 
^These values were derived from characterization data. The values are guaranteed but not tested. 


reset timing 



DATA SHOWN RELATIVE TO WE .. 

\_A\ 


ADDRESS 

BUS 


AB = ADDRESS BU S__ _ 

IIXZEZIX3EHIDC?^ 


AB PC 


0 



NOTES: 


1. Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise 
noted. _ 

5. ^ forces DEN, WE, and MEN high and three-states data bus DO through D15. AB outputs (and program counter) are 
synchronously cleared to zero after the next complete CLK cycle from iRS. 

6. RS must be maintained for a minimum of five clock cycles. 

7. Resumption of normal program will commence after one complete CLK cycle from TRS. _ _ 

8. Due to the synchronizing action on RS, time to execute the function can vary dependent upon when tRS or iRS occur in 

the CLK cycle. __ 

9. Diagram shown is for definition purpose only. DEN, WE, MEN are mutually exclusive. 

10. During a write cycle, RS may produce an invalid write address. 
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INTERRUPT (INT) TIMING 


timing rac|uirements over recommended operating cxmditions 


PARAMETER 

MIN TYP MAX 

UNIT 

ff(INT) 11) 

10 

ns 

tw(lNT) i^lse duration INT 

»c(C) 

ns 

tsu(INTL) Setup time INTA before CLKOUTi 

50 

ns 

tsu(lNTH) Setup time INTt before CLKOUTi 

50^ 

ns 

fh(INT) Hold time INTt or InTA after CLKOUTi 

50^ 

ns 


^Value derived from characterization data. The value is guaranteed but not tested. 

interrupt timing 


CLKOUT 


INT 

(SEE NOTE 12) 



NOTES: 1. Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless otherwise noted. 

11. INT fall time must b e less than 15 ns. 

12. The interrupt signal, INT, must not transition within ± 50 ns from CLKOUTi. 

I/O (BIO) TIMING 


timing requirements over recommended operating conditions 


PARAMETER 


BOB 

tf(io) Fall time liO (see Note 13) 

10 

IBISilli 

tw(lO) Pulse duration BIO 

tc(C) 

nmoiiii 

tsudOD^^P BlOA before CLKOUTi 

50 

ns 

tsudOHi^^P BIOT before CLKOUTi 

50^ 


th(iO) Hold time BIOT or BlOi after CLKOUTi 

50^ 

ns 


^Value derived from characterization data and not tested. 

BIO timing 



NOTES: 1. Timingmeasurementsarereferencedtoandfromalowvoltageof O.Bvoltsandahighvoltageof 2.0volts, unless otherwise noted. 

13. BIO fall time must be less than 15 ns. 

14. The branch control signal, BIO, must not transition within ± 50 ns from CLXOUTi. 
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40-pin JD ceramic duai-in-iine package 
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44-pad ceramic chip carrier package 



RffJA = 44.7 “C/WATT 
RpjC = 13.3°C/WATT 





111 ID 01 
DilQDIi 
@ i D D D 0 D 
0ilD00D 
S 0 D 0 Q 0 D 




3,05 (0.120) 
’1,65 (0.065) 


The checkerboard pattern is aligned vertically and is symmetrical horizontally as shown. 

ALL DIMENSIONS ARE IN MILLIMETERS AND PARENTHETICALLY IN INCHES 
Texas Instruments reserves the right to make changes at any time in order to improve design and to supply the best product possible. 
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■ • 200-ns Instruction Cycle 
I • 144-Word On-Chip Data RAM 
I • ROMIess Version - SMJ320C10 

' • 1.5K-Word On-Chip Program 

ROM - SMJ320M10 

• External Memory Expansion to a Total 
of 4K Words at Full Speed 

• 16-Bit Instruction/Data Word 

• 32-Bit ALU/Accumulator 

• 16 X 16-Bit Multiply in One Instruction 
Cycle 

• 0 to 16-Bit Barrel Shifter 

• Eight Input and Eight Output Channels 

• 16-Bit Bidirectional Data Bus with 
40-Megabits-per-Second Transfer Rate 

• Interrupt with Full Context Save 

• Signed Two's-Compiement Fixed-Point 
Arithmetic 

• CMOS Technology 

• Single 5-V Supply 

description 

The SMJ320C10 is the first low-power CMOS 
member of the Texas Instruments SMJ320 
family of Digital Signal Processors. This device 
is a CMOS pin-for-pin compatible version of the 
industry-standard TMS32010 Digital Signal 
Processor. The 165-mW typical power 
dissipation of the SMJ320C10 enables power- 
sensitive applications to take advantage of the 
SMJ320C10's high performance. The 16/32-bit 
microcomputer was designed to support a wide 
range of high-speed and numeric-intensive 
applications. The SMJ320C10 combines the 
flexibility of a high-speed controller with the 
numerical capability of an array processor, 
thereby offering an inexpensive alternative to 
multichip bit-slice processors. The highly 
pipelined architecture and efficient instruction 
set of the SMJ320C10 provide the capability of 
executing more than five million instructions per 
second. The instruction set is easily programmed 
and contains general-purpose as well as digital 
signal processing instructions. 
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functional block diagram 
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PIN NOMENCLATURE 


NAME 

I/O 

DEFINITION 

A11-A0/PA2-PA0 

0 

External address bus. I/O port address multiplexed over PA2-PA0. 

Bio 

1 

External polling input 

CLKOUT 

0 

System clock output, !4 crystal/CLKIN frequency 

D15-D0 

I/O 

16-bit parallel data bus 

DEN 

0 

Data enable for device input data on D 15-DO 

INT 

1 

External interrupt input 

MC/MP 

1 

Memory mode select pin. High selects microcomputer mode. Low selects microprocessor mode. 

Mn 

0 

Memory enable indicates that D15-D0 will accept external memory instruction. 

NC 

0 

No connection 

RS 

■■ 

Reset for initializing the device 

Vcc 

■■ 

+ 5 V supply 

Vss 

■■ 

Ground 

WE 

0 

Write enable for device output data on D 15-DO 

XI 

0 

Crystal output for internal oscillator 

X2/CLKIN 

1 

Crystal input for internal oscillator or external system clock input 


architecture 

The SMJ320 family utilizes a modified Harvard architecture for speed dnd flexibility. In a strict Harvard 
architecture, program and data memory lie in two separate spaces, permitting a full overlap of instruction 
fetch and execution. The SMJ320 family's modification of the Harvard architecture allows transfers between 
program and data spaces, thereby increasing the flexibility of the device. This modification permits 
coefficients stored in program memory to be read into the RAM, eliminating the need for a separate 
coefficient ROM. It also makes available immediate instructions and subroutines based on computed values. 

32-bit ALU/accumulator 

The SMJ320 first-generation devices contain a 32-bit ALU and accumulator for support of double-precision, 
two's-complement arithmetic. The ALU is a general-purpose arithmetic unit that operates on 16-bit words 
taken from the data RAM or derived from immediate instructions. In addition to the usual arithmetic 
instructions, the ALU can perform Boolean operations, providing the bit manipulation ability required of 
a high-speed controller. The accumulator stores the output from the ALU and is often an input to the ALU. 
It operates with a 32-bit wordlength. The accumulator is divided into a high-order word (bits 31 through 
16) and a low-order word (bits 15 through 0). Instructions are provided for storing the high- and low-order 
accumulator words in memory. 

shifters 

Two shifters are available for manipulating data. The ALU barrel shifter performs a left-shift of 0 to 16 
places on data memory words loaded into the ALU. This shifter extends the high-order bit of the data word 
and zero-fills the low-order bits for two's-complement arithmetic. The accumulator parallel shifter performs 
a left-shift of 0, 1, or 4 places on the entire accumulator and places the resulting high-order accumulator 
bits into data RAM. Both shifters are useful for scaling and bit extraction. 
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16 X 16-bit parallel multiplier 

The multiplier performs a 16 x 16-bit two's-complement multiplication with a 32-bit result in a single 
instruction cycle. The multiplier consists of three units: the T Register, P Register, and multiplier array. 
The 16-bit T Register temporarily stores the multiplicand; the P Register stores the 32-bit product. Multiplier 
values either come from the data memory or are derived immediately from the MPYK (multiply immediate) 
instruction word. The fast on-chip multiplier allows the device to perform fundamental operations such 
as convolution, correlation, and filtering. 

data and program memory 

Since the SMJ320 devices use a Harvard architecture, data and program memory reside in two separate 
spaces. The SMJ320C10 device has 144 words of on-chip data RAM and 1.5K words of on-chip program 
ROM. The SMJ320C10 is capable of executing up to 4K words of external memory at full speed for those 
applications requiring external program memory space. This allows for external RAM-based systems to 
provide multiple functionality. 

microcomputer/microprocessor operating modes 

The SMJ320C10 offers two modes of operation defined by the state of the MC/MP pin: the microcomputer 
mode (MC/MP = 1) or the microprocessor mode (MC/MP = 0). In the microcomputer mode, the on-chip 
ROM is mapped into the memory space with up to 1.5K words of internal memory and 2.5K words of 
external memory. In the microprocessor mode, 4K words of memory are external. 

interrupts and subroutines 

The SMJ320 first-generation devices contain a four-level hardware stack for saving the contents of the 
program counter during interrupts and subroutine calls. Instructions are available for saving the device's 
complete context. PUSH and POP instructions permit a level of nesting restricted only by the amount of 
available RAM. The interrupts used in these devices are maskable. 

input/output 

The 16-bit parallel data bus can be utilized to perform I/O functions In two cycles. The I/O ports are addre ssed 
by the three LSBs on the address lines, in addition, a polling input for bit test and jump operations (BIO) 
and an interrupt pin (INT) have been incorporated for multitasking. 
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instruction set 

A comprehensive instruction set supports both numeric-intensive operations, such as signal processing, 
and general-purpose operations, such as high-speed control. All of the first-generation devices are object- 
code compatible and use the same 60 instructions. The instruction set consists primarily of single-cycle 
single-word instructions, permitting execution rates of more than six million instructions per second. Only 
infrequently used branch and I/O instructions are multicycle. Instructions that shift data as part of an 
arithmetic operation execute in a single cycle and are useful for scaling data in parallel with other operations. 

Three main addressing modes are available with the instruction set: direct, indirect, and immediate 
addressing. 

direct addressing 

In direct addressing, seven bits of the instruction word concatenated with the 1 -bit data page pointer form 
the data memory address. This implements a paging scheme in which the first page contains 128 words, 
and the second page contains up to 16 words. 

indirect addressing 

Indirect addressing forms the data memory address from the least-significant eight bits of one of the two 
auxiliary registers, ARO and AR1. The Auxiliary Register Pointer (ARP) selects the current auxiliary register. 
The auxiliary registers can be automatically incremented or decremented and the ARP changed in parallel 
with the execution of any indirect instruction to permit single-cycle manipulation of data tables. Indirect 
addressing can be used with all instructions requiring data operands, except for the immediate operand 
instructions. 

immediate addressing 

Immediate instructions derive data from part of the instruction word rather than from the data RAM. Some 
useful immediate instructions are multiply immediate (MPYK), load accumulator immediate (LACK), and 
load auxiliary register immediate (LARK). 

instruction set summary 

Table 1 lists the symbols and abbreviations used in Table 2, the instruction set summary. Table 2 contains 
a short description and the opcode for each SMJ320 first-generation instruction. The summary is arranged 
according to function and alphabetized within each functional group. 


TABLE 1. iNSTRUCTION SYMBOLS 


SYMBOL 

MEANING 

ACC 

Accumulator 

D 

Data memory address field 

1 

Addressing mode bit 

K 

Immediate operand field 

PA 

3-bit port address field 

R 

1 -bit operand field specifying auxiliary register 

S 

4-bit left-shift code 

X 

3-bit accumulator left-shift field 
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TABLE 2. SMJ320 FIRST-GENERATION INSTRUCTION SET SUMMARY 


-f- 


ACCUMULATOR INSTRUCTIONS 


MNEMONIC 


DESCRIPTION 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


1514131211 10 9 87654 3210 


ABS Absolute value of accumulator 

ADD Add to accumulator with shift 

ADDH Add to high-order accumulator bits 

ADDS Add to accumulator with no sign 

extension 

AND AND with accumulator 

LAC Load accumulator with shift 

LACK Load accumulator immediate 

OR OR with accumulator 

SACH Store high-order accumulator bits with 

shift 

SACL Store low-order accumulator bits 

SUB Subtract from accumulator with shift 

SUBC Conditional subtract (for divide) 

SUBH Subtract from high-order accumulator bits 

SUBS Subtract from accumulator with no sign 

extension 

XOR Exclusive OR with accumulator 

ZAC Zero accumulator 

ZALH Zero accumulator and load high-order bits 

ZALS Zero accumulator and load low-order bits 

with no sign extension 


0 1111111,1 

0 0 0 0 < -S> 

0 1 1 0 0 0 0 0 

0 1 10 0 0 0 1 



0 11110 0 0 
0 1111111 
0 110 0 10 1 
0 110 0 110 


AUXILIARY REGISTER AND DATA PAGE POINTER INSTRUCTIONS 


DESCRIPTION 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


15 1413 12 11 10 9 876543210 


LAR Load auxiliary register 

LARK Load auxiliary register immediate 

LARP Load auxiliary register pointer immediate 

LDP Load data memory page pointer 

LDPK Load data memory page pointer immediate 

MAR Modify auxiliary register and pointer 

SAR Store auxiliary register 


0 

0 

1 1 

1 

0 

0 

R 

1 

0 

1 

1 1 

0 

0 

0 

R 

-4- 

0 

1 

1 0 

1 

0 

0 

0 

1 

0 

1 

1 0 

1 

1 

1 

1 

1 

0 

1 

1 0 

1 

1 

1 

0 

0 

0 

1 

1 0 

1 

0 

0 

0 

1 

0 

0 

1 1 

0 

0 

0 

R 

1 
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TABLE 2. SMJ320 FIRST-GENERATION INSTRUCTION SET SUMMARY (CONTINUED) 


DESCRIPTION 

CYCLI 

Branch unconditionally 2 

Branch on auxiliary register not zero 2 

Branch if accumulator >0 2 

Branch if accumulator >0 2 

Branch on BIO =0 2 

Branch if accumulator <0 2 

Branch if accumulator <0 2 

Branch if accumulator ^ 0 2 

Branch on overflow 2 

Branch if accumulator - 0 2 

Call subroutine from accumulator 2 

Call subroutine immediately 2 

Return from subroutine or interrupt routine 2 


BRANCH INSTRUCTIONS 

NO. NO. 
CYCLES WORDS 


OPCODE 

_ INSTRUCTION REGISTER _ 

1514 13 12 11 10 9 876543210 

1 1 1 1 100100000000 

0 0 0 0 ^ BRANCH ADDRESS ► 

1 1 1 1010000000000 

0 0 0 0 < BRANCH ADDRESS ► 

1 1 1 1 1 10100000000 

0 0 0 0 ◄- BRANCH ADDRESS-► 

1 1 1 1 1 10000000000 

0 0 0 0 ^ BRANCH ADDRESS ► 

1 1 1 101 1000000000 

0 0 0 0 ^ BRANCH ADDRESS ► 

1 1 1 1 101 100000000 

0 0 0 0 < BRANCH ADDRESS ► 

1 11 1 101000000000 

0 0 0 0 < - BRANCH ADDRESS-► 

1 1 1 1 1 1 1000000000 

0 0 0 0 ◄ BRANCH ADDRESS ► 

1 1 1 1010100000000 

0 0 0 0 < BRANCH ADDRESS ► 

1 1 1 1 1 1 1 100000000 

0 0 0 0 ◄ BRANCH ADDRESS ► 

0111111110001100 
1 1 1 1 100000000000 

0 0 0 0 < BRANCH ADDRESS ► 

0111111110001101 


MNEMONIC 

DESCRIPTION 

APAC 

Add P register to accumulator 

LT 

Load T register 

LTA 

LTA combines LT and APAC into one 

instruction 

LTD 

LTD combines LT, APAC, and DMOV into 

one instruction 

MPY 

Multiply with T register, store product in 

P register 

MPYK 

Multiply T register with imotediate 
operand; store product in P register 

PAC 

Load accumulator from P register 

SPAC 

Subtract P register from accumulator 


T REGISTER. P REGISTER. AND MULTIPLY INSTRUCTIONS _ 

I I OPCODE 

NO. NO. 

IIPTION INSTRUCTION REGISTER 

CYCLES WORDS 


15 14 13 12 11 10 9 876543210 

0111111110001111 

0 1 10 10 10 1 < -D-► 

0 110 110 0 1 4- D -^ 

0 110 10 11 I ◄-D-► 

0 110 110 1 I < -D-► 

1 0 0 < -K-► 

0111111110001110 

0111111110010000 
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TABLE 2. SMJ320 FIRST-GENERATION INSTRUCTION SET SUMMARY (CONCLUDED) 


CONTROL INSTRUCTIONS | 

MNEMONIC 

DESCRIPTION 

NO. 

CYCLES 

NO. 

WORDS 

OPCODE 

INSTRUCTION REGISTER 

15 14 13 12 11 

10 9 

8 

7 

6 5 4 

3 

2 

1 0 

DINT 

Disable interrupt 

1 

1 

0 1 

1 

1 

1 

1 1 

1 

1 

0 0 0 

0 

0 

0 1 

EINT 

Enable interrupt 

1 

1 

0 1 

1 

1 

1 

1 1 

1 

1 

0 0 0 

0 

0 

1 0 

LSI 

Load status register 

1 

1 

0 1 

1 

1 

1 

0 1 

1 

1 

< - 

D 

— 

—► 

NOP 

No operation 

1 

1 

0 1 

1 

1 

1 

1 1 

1 

1 

0 0 0 

0 

0 

0 0 

POP 

POP stack to accumulator 

2 

1 

0 1 

1 

1 

1 

1 1 

1 

1 

0 0 I 

1 

1 

0 1 

PUSH 

PUSH stack from accumulator 

2 


0 1 

1 

1 

1 

1 1 

1 

1 

0 0 1 

1 

1 

0 0 

ROVM 

Reset overflow mode 

1 

1 

0 1 

1 

1 

1 

1 1 

1 

1 

0 0 0 

1 

0 

1 0 

SOVM 

Set overflow mode 

1 

1 

0 1 

1 

1 

1 

1 1 

1 

1 

0 0 0 

1 

0 

1 1 

SST 

Store status register 

1 

1 

0 1 

1 

1 

1 

1 0 

0 

1 

< - 

D 

— 

—► 

I/O AND DATA MEMORY OPERATIONS | 









OPCODE 






NO. 

NO. 












MNEMONIC 

DESCRIPTION 






INSTRUCTION REGISTER 






CYCLES 

WORDS 
















15 14 13 12 11 

10 9 

8 

7 

6 5 4 

3 

2 

1 0 

DMOV 

Copy contents of data memory location 

1 

1 

0 1 

1 

0 

1 

0 0 

1 

1 

◄- 

D 

— 

—► 


into next higher location 














IN 

Input data from port 

2 

1 

0 1 

0 

0 

0 

^PA-^ 

1 

◄- 

D 

— 

—► 

OUT 

Output data to port 

2 

1 

0 1 

0 

0 

1 


1 

◄- 

D 

— 

—► 

TBLR 

Table read from program memory to data 

3 

1 

0 1 

1 

0 

0 

1 1 

1 

1 

^- 

D 

— 

—► 


RAM 














TBLW 

Table write from data RAM to program 

3 

1 

0 1 

1 

1 

1 

1 0 

1 

1 

< - 

D 

- ► 


memory 













1 


development support products 

Together, Texas Instruments and its authorized third-party suppliers offer an extensive line of development 
support products to assist the user in all aspects of TMS320 first-generation-based design and development. 
These products range from development and application software to complete hardware development and 
evaluation systems. Table 4 lists the development support products for the first-generation TMS320 devices. 

System development may begin with the use of the simulator, evaluation module (EVM), or emulator (XDS), 
along with an assembler/linker. These tools give the TMS320 user various means of evaluation, from 
software simulation of the first-generation TMS320s (simulator) to full-speed in-circuit emulation with 
hardware and software break point tracing and timing capabilities (XDS). 

Software and hardware can be developed simultaneously by using the macro assembler/linker or simulator 
for software development, the XDS for hardware development, and the evaluation module for both software 
development and limited hardware development. 

Many third-party vendors offer additional development support for the first-generation TMS320s, including 
assembler/linkers, simulators, high-level languages, applications software, algorithm development tools, 
application boards, software development boards, and in-circuit emulators. Refer to the TMS320 Family 
Development Support Reference Guide (SPRU011 A) for further Information about TMS320 development 
support products offered by both Texas Instruments and its third-party suppliers. 


B-32 


Texas 

Instruments 


POST OFFICE BOX 1443 • HOUSTON. TEXAS 77001 






SMJ320C10 
DIGITAL SIGNAL PROCESSOR 


Additional support for the TMS320 products consists of an extensive library of product and applications 
documentation. Three-day DSP design workshops are offered by the Tl Regional Technology Centers (RTCs). 
These workshops provide insight into the architecture and the instruction set of the first-generation 
TMS320S as well as hands-on training with the TMS320 development tools. When technical questions 
arise in regard to a TMS320 member, contact Texas Instruments TMS320 Hotline at (713) 274-2320. 
Or, keep informed on the latest Tl and third-party development support tools by accessing the libraries 
of application source code via the DSP Bulletin Board Service (BBS) at (713) 274-2323. The BBS provides 
access for the 2400-/1200-/300-bps modems. 

documentation support 

Extensive documentation supports the first-generation TMS320 devices from product announcement 
through applications development. The types of documentation include data sheets with design 
specifications, complete user's guides, and 750 pages of application reports published in the book Digital 
Signal Processing Applications with the TMS320 Family. 

A series of DSP textbooks is being published to support digital signal processing research and education. 
The first book, DFT/FFT and Convolution Algorithms, is now available. The TMS320 newsletter. Details 
on Signal Processing, is being published quarterly and distributed to update TMS320 customers on product 
information. The TMS320 DSP bulletin board service provides access to large amounts of information 
pertaining to the TMS320 family. 

Refer to the TMS320 Family Development Support Reference Guide for further information about TMS320 
documentation. To receive copies of first-generation SMJ320 literature, call the Customer Response Center 
at 1-800-232-3200. 
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TABLE 3. TMS320 FIRST-GENERATION SOFTWARE AND HARDWARE SUPPORT 


1 SOFTWARE TOOLS 

PART NUMBER | 

1 Macro Assembler/Linker I 

PC/MS-DOS 

TMDS3242850-02 

VAX/VMS 

TMDS3242250-08 

VAX ULTRIX 

TMDS3242260-08 

SUN-3 UNIX 

TMDS3242550-08 

Simulator 

PC/MS-DOS 

TMDS3240811-02 

VAX/VMS 

TMDS3240211-08 

Digital Filter Design Package (DFDP) 

IBM PC PC-DOS 

DF0P/iBM002 

DSP Software Library 

PC/MS-DOS 

TMDC3240812-12 

VAX/VMS 

TMDC3240212-18 

TMS320 Bell 212A Modem Software 

PC/MS-DOS 

TMDX3240813-12 

Data Encryption Standard Software 

PC/MS-DOS 

TMDX3240814-12 

HARDWARE TOOLS 

PART NUMBER 

I Evaluation Tools I 

Evaluation Module (EVM) 

RTC/EVM320A-03 

Analog Interface Board 1 (AIB1) 

RTC/EVM320C-06 

Analog Interface Board 2 (AIB2) 

RTC/AIB320A-06 

EPROM DSP Starter Kit {TMS320E15) 

RTC/EVM320E-15 

XDS/22 Emulators 

TMS320C10/C15 

TMDS3262211 

TMS320C14 

TMDX3262214 

TMS320C17 

TMDX3262217 

XDS/22 Upgrade Kits 

TMS32010 - TMS320C10/C15 

TMDS3282215 

TMS320C10/C15 - TMS320C14 

TMDX3285010 and 

TMDX3285018 

TMS320C10/C15 - TMS320C17 

TMDX3285014 and 

TMDX3285018 

EPROM Programming Adaptor Sockets 

40- to 28-pin (TMS320E15/E17) 

RTC/PGM320A-06 

44- to 28-pin (TMS320E15/E17) 

RTC/PGM320C-06 

68- to 28-pin (TMS320E14) 

TMDX3270110 

Additional Target Connector 

44-pin PLCC (TMS320C10) 

TMDX3288810 | 
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absolute maximum ratings over specified temperature range (uniess otherwise noted) t 


Supply voltage range, Vcc* .-0.3 V to 7 V 

Input voltage range.-0.3 V to 7 V 

Output voltage range.-0.3 V to 7 V 

Continuous power dissipation:.0.33 W 

Maximum operating case temperature.125®C 

Minimum operating free-air temperature.-55°C 

Storage temperature range.-65°C to -f-150®C 


f Stresses beyond those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating 
only, and functional operation of the device at these or any other conditions beyond those indicated in the "Recommended Operating 
Conditions" section of this specification is not implied. Exposure to absolute-maximum-rated conditions for extended periods may affect 
device reliability. 

^All voltage values are with respect to Vss- 


recommended operating conditions 



MIN NOM MAX 

UNIT 

Vqc Supply voltage 

4.5 5 5.5 

V 

Vss Supply voltage 

0 

v 


All inputs except CLKIN 

2 

a 


CLKIN 

3 

V||_ Low-level input voltage (All inputs) 

0.8 


IqH High-level output current (All outputs) 

-300 

HSJlii 

Iql Low-level output current (All outputs) 

2 

BuZilNI 

Ta Operating free-air temperature 

-55 

°c 

Tq Operating case temperature 

125 

oc 


electrical characteristics over specified temperature range (unless otherwise noted) 


PARAMETER 

TEST CONDITIONS 

MIN TYPS MAX 

UNIT 

VoH High-level output voltage 

lOH = max 

2.4 3 

V 

Iqh = 20 iiA (see Note 1) 

Vcc-0.4\^ 

Vql Low-level output voltage 

Iql = max 

0.3 0.5 

V 

•OZ Off-state output current 

vec = max 

Vo = 2.4 V 

20 

^A 

Vq = 0.4 V 

-20 

l| Input current 

V| = Vss- vec = max 

±50 

mA 

ICC^ Supply current 

SMJ320C10 

Vec = 5.5 V, fx = MAX 

60 

mA 

SMJ320C10-14 

Vec = 5.5 V, fx = MAX 

50 

Cj Input capacitance 

Data bus 

f = 1 MHz, All other pins 0 V 

25^ 


All others 

15^ 

Cq Output capacitance 

Data bus 

25# 

All others 

10# 


5All typical values except for Iqq are at Vqc = 5 V, = 25 °C. 

lice characteristics are inversely proportional to temperature; i.e., Iqc decreases approximately linearly with temperature. 

^alue derived from characterization data and is guaranteed to limit but not tested. 

NOTE 1: This voltage specification is included for interface to HC logic. However, note that all other timing parameters defined in this 
data sheet are specified for TTL logic levels and will differ for HC logic levels. 
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CLOCK CHARACTERISTICS AND TIMING 

The SMJ320C10 can use either its internal oscillator or an external frequency source for a clock, 
internal clock option 

The internal oscillator is enabled by connecting a crystal across X1 and X2/CLKIN (see Figure 1). The 
frequency of CLKOUT is one-fourth the crystal fundamental frequency. The crystal should be fundamental 
mode, and parallel resonant, with an effective series resistance of 30 ohms, a power dissipation of 1 mW, 
and be specified at a load capacitance of 20 pF. 


PARAMETER 

TEST CONDITIONS 

MIN 

NOM MAX 

B&ZflU 

Crystal frequency, fxY 

SMJ320C10 


6.7^ 

20.5# 


SMJ320C10-14 

-55®C to 125®C 

6.7# 

20.5# 

Cl, C2 


10 



YAh 8 MHz crystal was used in the test. 

^Value derived from characterization data and is guaranteed but not tested. 



FIGURE 1. INTERNAL CLOCK OPTION 


external clock option 

An external frequency source can be used by injecting the frequency directly Into X2/CLKIN with XI left 
unconnected. The external frecjuency Injected must conform to the specifications listed in the table below. 


timing requirements over recommended operating conditions 


i_^ ^ _1 

MIN NOM MAX 

UNIT 

tc(MC) Master clock cycle time 

SMJ320C10 

48.78 150 

ns 

SMJ320C10-14 

69.44 150 

V(MC) ^*se time master clock input (see Note 2) 

5 

ns 

^f(MC) ^sll time master clock input (see Note 2) 

5 

ns 

^w(MCP) Pulse duration master clock# 

0.475tc(MC) 0-525tc(MC) 

ns 

tw(MCL) Pulse duration master clock low, tc(MC) = us 

20 

ns 

^w(MCH) Pulse duration master clock high, tc(MC) = 50 ns 

20 



switching characteristics over recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

MIN NOM MAX 

UNIT 

^c(C) CLKOUT cycle time^ 


Rl = 825 0, 

Cl = 100 pF, 

See Figure 2 

195.12 600 

ns 

SMJ320C10-14 

278.78 600 

tr(C) CLKOUT rise time 

10 

ns 

tf(C) CLKOUT fall time 

8 

ns 

^w(CL) Pulse duration, CLKOUT low 

92 

ns 

tw(CH) Pulse duration, CLKOUT high 

90 

ns 

td(MCC) Delay time CLKINt to CLKOUTi 

o 

<D 

o 

CM 

ns 


*tc(C) is the cycle time of CLKOUT, i.e., 4*tc{MC) times CLKIN cycle time if an external oscillator is used). 
^Value derived from characterization data and is guaranteed but not tested. 

NOTE 2: CLKIN rise and fall times must be less than 10 ris. 
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SMJ320C10 
DIGITAL SIGNAL PROCESSOR 


MEMORY AND PERIPHERAL INTERFACE TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

CONDITIONS 


TYP MAX 

UNIT 

td1 

Delay time CLKOUTi to address bus valid (see Note 3) 


lot 

50 

ns 

td2 

Delay time CLKOUTi to JAENi 


’/*tc(C)-5t 

’/♦tclO + IB 

ns 

td3 

Delay time CLKOUTi to MENT 


-lot 

15 

ns 


Delay time CLKOUTi to SiNi 


’/«tc(C)-5^ 

V4tc(C) + 15 

ns 

fd5 

Delay time CLKOUTi to UeNT 

Rl = 825 0, 

-lot 

15 

ns 

td6 

Delay time CLKOUTi to Wli 

Cl = 100 pF, 

y^tclO-S^ 

’/*tc(C) + 15 

ns 

td7 

Delay time CLKOUTi to WET 

See Figure 2 

-lot 

15 

ns 

tdS 

Delay time CLKOUTi OUT valid to data bus 


%tc(C) + 65 

ns 

td9 

Time after CLKOUTi that data bus starts to be driven 


’/♦tc(C)-5t 

ns 

tdIO 

Time after CLKOUTi that data bus stops being driven 


%tc|C) + 40t 

ns 

tv 

Data bus OUT valid after CLKOUTi 


’/♦tc(C)-10 

ns 

tsu(A-MD) 

Address bus setup time prior to MENi or DENi 


’/*tc(C)-45 

ns 

th(A-WMD) Address hold time after WET, MENT, or DENt | 


ot 



NOTE 3: Address bus will be valid upon WET, DENT, or MENT. 

'•‘Value derived from characterization dal;a and is guaranteed but not tested. 


timing requirements over recommended operating conditions 


1 n 

TEST CONDITIONS 

MIN NOM MAX 

UNIT 

tsu(D) 

Setup time data bus valid prior to CLKOUTi 

Rl = 825 0. 

50 

ns 

th{D) 

Hold time data bus held valid after CLKOUTi 

(see Note 4) 

Cl = 100 pF, 

See Figure 2 

0 

ns 


NOTE 4: Data may be removed from the data bus upon MENt or DENt preceding CLKOUTi. 
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SMJ320C10 

DIGITAL SIGNAL PROCESSOR 


RESET (RS) TIMING 

switching characteristics ever recommended operating conditions 


PARAMETER 

TEST CONDITIONS 

MIN 

TYP MAX 

UNIT 

tdll 

Delay time DENt, WEt, and MENt from R§ 

Rl = 825 0, 

Cl = 100 pF, 

See Figure 2 

’/2tc(C) + 50^ 

ns 

tdis(R) 

Data bus disable time after R§ 

’/♦tc{C) + 50l^ 

ns 


^Value derived from characterization data and is guaranteed but not tested. 

timing requirements over recommended operating conditions 



MIN NOM MAX 

UNIT 

tsu(R) Reset (^) setup time prior to CLKOUT (see Note 5) 

50 

ns 

^w(R) ^ pulse duration 

5tc{C) 

ns 


NOTE 5: RS can occur anytime during a clock cycle. Time given is minimum to ensure synchronous operation. 


INTERRUPT (INT) TIMING 
timing requirements over recommended operating conditions 



MIN NOM MAX 

UNIT 

^f(INT) Is®® Not® 6) 

10 

ns 

tw(iNT) Pulse duration 

tc(C) 

ns 

tsu(lNT) Setup time TNTJ. before CLKOUTi 

50 

ns 


NOTE 6: INT fall time must be less than 15 ns. 


BIO TIMING 


timing requirements over recommended operating conditions 



MIN NOM MAX 

UNIT 

tf(io) Fall time BlU (see Note 7) 

10 

ns 

tw(lO) Pulse duration BIO 

tc(C) 

ns 

tsu(IO) Setup time Bibi before CLKOUTi 

50 

ns 


NOTE 7: BIO fall time must be less than 15 ns. 
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DIGITAL SIGNAL PROCESSOR 


PARAMETER MEASUREMENT INFORMATION 


V = 2.15 V 





(MIN) 

(MAX) 


FIGURE 3. VOLTAGE REFERENCE LEVELS 
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DIGITAL SIGNAL PROCESSOR 


TIMING DIAGRAMS 

This section contains all the timing diagrams for the SMJ320 first-generation devices. Refer to the top corner 
for the specific device. 

Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, 
unless otherwise noted. 

clock timing 



^td(MCC) tw(iyicp) are referenced to an intermediate level of 1.5 volts on the CLKIN waveform. 


memory read timing 
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DIGITAL SIGNAL PROCESSOR 


TBLR instruction timing 



LEGEND: 

1. TBLR INSTRUCTION PREFETCH 7. ADDRESS BUS VALID 

2. DUMMY PREFETCH 8. ADDRESS BUS VALID 

3. DATA FETCH 9. INSTRUCTION VALID 

4. NEXT INSTRUCTION PREFETCH 10. INSTRUCTION VALID 

5. ADDRESS BUS VALID 11. DATA INPUT VALID 

6. ADDRESS BUS VALID 12. INSTRUCTION VALID 

TBLW instruction timing 




LEGEND: 

1. TBLW INSTRUCTION PREFETCH 

7. 

ADDRESS BUS VALID 

2. 

DUMMY PREFETCH 

8. 

INSTRUCTION VALID 

3. 

NEXT INSTRUCTION PREFETCH 

9. 

INSTRUCTION VALID 

4. 

ADDRESS BUS VALID 

10. 

DATA OUTPUT VALID 

5. 

ADDRESS BUS VALID 

11. 

INSTRUCTION VALID 

6. 

ADDRESS BUS VALID 
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DIGITAL SIGNAL PROCESSOR 



—►I |4-tH 


IN INSTRUCTION PREFETCH 
NEXT INSTRUCTION PREFETCH 
ADDRESS^ BUS VALID 
PERIPHERAL ADDRESS VALID 


5. ADDRESS BUS VALID 

6. INSTRUCTION VALID 

7. DATA INPUT VALID 

8. INSTRUCTION VALID 


OUT instruction timing 



LEGEND: 

1. OUT INSTRUCTION PREFETCH 

5. 

ADDRESS BUS VALID 

2. 

NEXT INSTRUCTION PREFETCH 

6. 

INSTRUCTION VALID 

3. 

ADDRESS BUS VALID 

7. 

DATA OUTPUT VALID 

4. 

PERIPHERAL ADDRESS VALID 

8. 

INSTRUCTION VALID 
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DIGITAL SIGNAL PROCESSOR 




NOTES: A. ^ forces DEN, WE, and MEN high and places data bus DO through D15 in a high-impedance state. AB outputs (and program 
counter) are synchronously cleared to zero after the next complete CLK cycle from RSi. 

B. RS must be maintained for a minimum of five clock cycles. 

C. Resumption of normal program will commence after one complete CLK cycle from RST. 

D. Due to the synchronizing action on RS, time to execute the function can vary dependent upon when RSt or RSi occur in 
the CLK cycle. 

E. Diagram shown is for definition purpose only. DEN, WE, and MEN are mutually exclusive. 

F. During a write cycle, RS may produce an invalid write address. 


interrupt timing 
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MECHANICAL DATA 


40-pin JD ceramic duai-in-iine package 
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DIGITAL SIGNAL PROCESSOR 


MECHANICAL DATA 


44-pad ceramic chip carrier package 



R^A = 44.7«C/WATT 
R^C = 13.3 “C/WATT 



The checkerboard pattern is aligned vertically and is symmetrical horizontally as shown. 

ALL DIMENSIONS ARE IN MILLIMETERS AND PARENTHETICALLY IN INCHES 
Texas Instruments reserves the right to make changes at any time in order to improve design and to supply the best product possible. 
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■ • Instruction Cycle Timing: 

I - 160 ns (SMJ320C15-25) 

I - 200 ns (SMJ320C15) 

I • 256 Words of On-Chip Data RAM 

• 4K Words of On-Chip Program ROM 

• External Memory Expansion up to 4K Words 
at Full Speed 

• 16-Bit Instruction/Data Word 

• Object-Code and Pin-For-Pin Compatible 
with SMJ32010 and SMJ320C10 

• 32-Bit ALU/Accumulator 

• 16 X 16-Bit Multiplier with 32-Bit Product 

• 0 to 16-Bit Barrel Shifter 

• Eight Input and Eight Output Channels 

• On-Chip Clock Oscillator 

• Single 5-V ± 10% Supply 

• Device Packaging: 

- 40-Pin DIP 

- 44-Pad LCCC 

• CMOS Technology 
description 

The SMJ320 family of 16/32-bit single-chip 
digital signal processors combines the flexibility 
of a high-speed controller with the numerical 
capability of an array processor, thereby offering 
an inexpensive alternative to multichip bit-slice 
processors. The highly paralleled architecture 
and efficient instruction set provide speed and 
flexibility to produce a MOS microprocessor 
family capable of executing 6.4 MIPS (million 
instructions per second). The SMJ320 family 
optimizes speed by implementing functions in 
hardware that other processors implement 
through microcode or software. This hardware¬ 
intensive approach provides the design engineer 
with processing power previously unavailable on 
a single chip. 


SMJ320C15, SMJ320C1S-25 
DIGITAL SIGNAL PROCESSORS 


JD PACKAGE 
(TOP VIEW) 


A1/PA1 C 
AO/PAO C 
MC/I^C 
RS C 
INT C 
CLKOUT C 
XI C 
X2/CLKIN C 

m5Z 
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DIOC 
Dll C 
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37 2 
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17 24 ] 

18 23 ] 
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20 21 ] 
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A7 

A8 
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WE 
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A9 
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All 

DO 
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D3 

D4 

D5 
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CL 


I2IQC2<<Z<<<<< 
y-n iJ c crirriLJLJi^LJLja T JiLJL-j 
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D12 ]l7 
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36 [ 

35 [ 
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32 [ 
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30 [ 

29[ D1 


DEN 

WE 

Vcc 

A9 

A10 

All 

DO 


Oco<inr^<oio<cocMo 

000 


The SMJ320 family consists of two generations of digital signal processors. The first generation contains 
the SMJ32010, SMJ320C10, and the SMJ320C15. The SMJ32020 and SMJ320C25 are the second- 
generation processors, designed for higher performance. Many features are common among the SMJ320 
processors. Specific features are added in each processor to provide different cost/performance tradeoffs. 
Each processor has software and hardware tools to facilitate rapid design. 


PRODUCTION DATA documents contain information 
current as of publication date. Products conform to 
specifications par the terms of Texas Instruments 
standard warranty. Production processing does not 
necossarily include tasting of all parameters. 
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PIN NOMENCLATURE 


NAME 

I/O 

DEFINITION 

A11-A0/PA2-PA0 

0 

External address bus. I/O port address multiplexed over PA2-PA0. 

Bio 

1 

External polling input 

CLKOUT 

0 

System clock output, V* crystal/CLKIN frequency 

D15-D0 

I/O 

16-bit parallel data bus 

Mn 

0 

Data enable for device input data on D 15-DO 

INT 

1 

External interrupt input 

MC/MP 

1 

Memory mode select pin. High selects microcomputer mode. Low selects microprocessor mode. 


0 

Memory enable indicates that D15-D0 will accept external memory instruction. 

NC 

0 

No connection 


■■ 

Reset for initializing the device 

vcc 

■■ 

+ 5 V supply 

vss 

■■ 

Ground 

WE 

0 

Write enable for device output data on D 15-DO 

XI 

0 

Crystal output for internal oscillator 

X2/CLKIN 

1 

Crystal input for internal oscillator or external system clock input 


description (continued) 

The SMJ320C15 CMOS device is object-code and pin-for-pin compatible with the SMJ32010/C10 and 
offers expanded on-chip RAM of 256 words and on-chip program ROM of 4K words. This device allows 
the capability of upgrading performance and reducing power, board space, and system cost without 
hardware redesign. The SMJ320C15 is also available in a 160-ns version, the SMJ320C15-25. 

architecture 

The SMJ320 family utilizes a modified Harvard architecture for speed and flexibility. In a strict Harvard 
architecture, program and data memory lie in two separate spaces, permitting a full overlap of instruction 
fetch and execution. The SMJ320 family's modification of the Harvard architecture allows transfers between 
program and data spaces, thereby increasing the flexibility of the device. This modification permits 
coefficients stored in program memory to be read into the RAM, eliminating the need for a separate 
coefficient ROM. it also makes available immediate instructions and subroutines based on computed values. 

32-bit ALU/accumulator 

The SMJ320 first-generation devices contain a 32-bit ALU and accumulator for support of double-precision, 
two's-complement arithmetic. The ALU is a general-purpose arithmetic unit that operates on 16-bit words 
taken from the data RAM or derived from immediate instructions. In addition to the usual arithmetic 
instructions, the ALU can perform Boolean operations, providing the bit manipulation ability required of 
a high-speed controller. The accumulator stores the output from the ALU and is often an input to the ALU. 
It operates with a 32-bit wordlength. The accumulator is divided into a high-order word (bits 31 through 
16) and a low-order word (bits 15 through 0). Instructions are provided for storing the high- and low-order 
accumulator words in memory. 

shifters 

Two shifters are available for manipulating data. The ALU barrel shifter performs a left-shift of 0 to 16 
places on data memory words loaded into the ALU. This shifter extends the high-order bit of the data word 
and zero-fills the low-order bits for two's-complement arithmetic. The accumulator parallel shifter performs 
a left-shift of 0, 1, or 4 places on the entire accumulator and places the resulting high-order accumulator 
bits into data RAM. Both shifters are useful for scaling and bit extraction. 
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DIGITAL SIGNAL PROCESSORS 


functional block diagram 


CLKOUT I X2/CLKIN 


A11-AO/_ 

PA2-PA0 


INSTRUCTION 


<2 PROGRAM 
g ROM 

Q {AK WORDS) 
< 


PROGRAM BUS 


1 ARP 


ARO (16) I I 



AR1 (16) 1 
_ » 


ACC= Accumulator 
ARP = Auxiliary register pointer 
ARO = Auxiliary register 0 
AR1 = Auxiliary register 1 
DP = Data page pointer 
PC = Program counter 
P = P register 
T = T register 



DATA RAM 

(256 X 16) 


SHIFTER 

(0-16) 


\ ALU (32) 

/ 32 ^ ^ 

P ACC (32) 

-II 32 

i - 

SHIFTER (0, 4) I 16^ 

a 
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SMJ320C15, SMJ320C15-2S 
DIGITAL SIGNAL PROCESSOR^ 


16 X 16-bit parallel multiplier 

The multiplier performs a 16 x 16-bit two's-complement multiplication with a 32-bit result in a single 
instruction cycle. The multiplier consists of three units: the T Register, P Register, and multiplier array. 
The 16-bit T Register temporarily stores the multiplicand; the P Register stores the 32-bit product. Multiplier 
values either come from the data memory or are derived immediately from the MPYK (multiply immediate) 
instruction word. The fast on-chip multiplier allows the device to perform fundamental operations such 
as convolution, correlation, and filtering. 

data and program memory 

Since the SMJ320 devices use a Harvard architecture, data and program memory reside in two separate 
spaces. The first-generation devices have 144 or 256 words of on-chip data RAM and 1.5K or 4K words 
of on-chip program ROM. The SMJ320C15 is capable of executing up to 4K words of external memory 
at full speed for those applications requiring external program memory space. This allows for external RAM- 
based systems to provide multiple functionality. 

microcomputer/microprocessor operating modes 

The SMJ320C15 offers two modes of operation defined by the state of the MC/MP pin: the microcomputer 
mode (MC/MP = 1) or the microprocessor mode (MC/MP = 0). In the microcomputer mode, on-chip 
ROM is mapped into the memory space with up to 4K words of internal memory available. In the 
microprocessor mode, all 4K words of memory are external. 

interrupts and subroutines 

The SMJ320 first-generation devices contain a four-level hardware stack for saving the contents of the 
program counter during interrupts and subroutine calls. Instructions are available for saving the device's 
complete context. PUSH and POP instructions permit a level of nesting restricted only by the amount of 
available RAM. The interrupts used in these devices are maskable. 

input/output 

The 16-bit parallel data bus can be utilized to perform I/O functions in two cycles. The I/O ports are addre ssed 
by the three LSBs on the address lines. In addition, a polling input for bit test and jump operations (BIO) 
and an interrupt pin (INT) have been incorporated for multitasking. 
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instruction set 

A comprehensive instruction set supports both numeric-intensive operations, such as signal processing, 
and general-purpose operations, such as high-speed control. All of the first-generation devices are object- 
code compatible and use the same 60 instructions. The instruction set consists primarily of single-cycle 
single-word instructions, permitting execution rates of more than six million instructions per second. Oniy 
infrequently used branch and I/O instructions are multicycle. Instructions that shift data as part of an 
arithmetic operation execute in a single cycle and are useful for scaling data in parallel with other operations. 

Three main addressing modes are available with the instruction set: direct, indirect, and immediate 
addressing. 

direct addressing 

In direct addressing, seven bits of the instruction word concatenated with the 1 -bit data page pointer form 
the data memory address. This implements a paging scheme in which the first page contains 128 words, 
and the second page contains up to 128 words. 

indirect addressing 

Indirect addressing forms the data memory address from the least-significant eight bits of one of the two 
auxiliary registers, ARO and AR1. The Auxiliary Register Pointer (ARP) selects the current auxiliary register. 
The auxiliary registers can be automatically incremented or decremented and the ARP changed in parallel 
with the execution of any indirect instruction to permit single-cycle manipulation of data tables. Indirect 
addressing can be used with all instructions requiring data operands, except for the immediate operand 
instructions. 

immediate addressing 

Immediate instructions derive data from part of the instruction woid rather than from the data RAM. Some 
useful immediate instructipns are multiply immediate (MPYK), load accumulator immediate (LACK), and 
load auxiliary register immediate (LARK). 

instruction set summary 

Table 1 lists the symbols and abbreviations used in Table 2, the instruction set summary. Table 2 contains 
a short description and the opcode for each SMJ320 first-generation instruction. The summary is arranged 
according to function and alphabetized within each functional group. 


TABLE 1. INSTRUCTION SYMBOLS 


SYMBOL 

MEANING 

ACC 

Accumulator 

D 

Data memory address field 

1 

Addressing mode bit 

K 

Immediate operand field 

PA 

3-bit port address field 

R 

1 -bit operand field specifying auxiliary register 

S 

4-bit left-shift code 

x 

3-bit accumulator left-shift field 


I 
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TABLE 2. SMJ320 FIRST-GENERATION INSTRUCTION SET SUMMARY 


ACCUMULATOR INSTRUCTIONS 


MNEMONIC 


DESCRIPTION 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


15l14 13 12 11 10 9 876543210 


ABS Absolute value of accumulator 

Add Add to accumulator with shift 

ADDH Add to high-order accumulator bits 

ADDS Add to accumulator with no sign 

extension 

AND AND with accumulator 

LAC Load accumulator with shift 

LACK Load accumulator immediate 

OR OR with accumulator 

SACH Store high-order accumulator bits with 

shift 

SACL Store low-order accumulator bits 

SUB Subtract from accumulator with shift 

SUBC Conditional subtract (for divide) 

SUBH Subtract from high-order accumulator bits 

SUBS Subtract from accumulator with no sign 

extension 

XOR Exclusive OR with accumulator 

ZAC Zero accumulator 

ZALH Zero accumulator and load high-order bits 

ZALS Zero accumulator and load low-order bits 

with no sign extension 



11110 0 0 
1111111 
1 10 0 10 1 
110 0 110 


AUXILIARY REGISTER AND DATA PAGE POINTER INSTRUCTIONS 


MNEMONIC 


DESCRIPTION 


LAR 

Load auxiliary register 

LARK 

Load auxiliary register immediate 

LARP 

Load auxiliary register pointer immediate 

LDP 

Load data memory page pointer 

LDPK 

Load data memory page pointer immediate 

MAR 

Modify auxiliary register and pointer 

SAR 

Store auxiliary register 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


1514131211 10 9 876543210 


1 1 1 0 0 R 

1 1 0 0 0 R 

0 1 0 0 0 1 

0 11111 
0 1 1 1 0 0 0 0 0 

0 1 0 0 0 1 ^- 


1 
1 
1 
1 

1 1 


0 0 0 R 
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TABLE 2. SMJ320 FIRST-GENERATION INSTRUCTION SET SUMMARY (CONTINUED) 


BRANCH INSTRUCTIONS 


MNEMONIC 

DESCRIPTION 

B 

Branch unconditionally 

BANZ 

Branch on auxiliary register not zero 

BGEZ 

Branch if accumulator > 0 

BGZ 

Branch if accumulator > 0 

BIOZ 

Branch on BIO = 0 

BLEZ 

Branch if accumulator < 0 

BLZ 

Branch if accumulator < 0 

BNZ 

Branch if accumulator ^ 0 

BV 

Branch on overflow 

BZ 

Branch if accumulator = 0 

CALA 

CALL 

Call subroutine from accumulator 

Call subroutine immediately 

RET 

Return from subroutine or interrupt routine 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 


1 10 0 10 0 

0 < -BRANCH / 

10 10 0 0 0 

0 ◄-BRANCH/ 

1110 10 0 


< - BRANCH / 

1 10 0 0 0 

< -BRANCH / 

0 1 10 0 0 

< -BRANCH / 

10 1 10 0 

< - BRANCH / 

10 10 0 0 

< - BRANCH / 

11110 0 0 

< - BRANCH / 

0 10 10 0 
^ -BRANCH > 

111110 0 


◄ -BRANCH / 

111110 

1 0 0 0 0 0 

< -BRANCH / 

111110 


T REGISTER. P REGISTER. AND MULTIPLY INSTRUCTIONS 


MNEMONIC 


DESCRIPTION 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


15 14 13 12 11 10 9 876543210 


APAC 

Add P register to accumulator 

LT 

Load T register 

LTA 

LTA combines LT and APAC into one 

instruction 

LTD 

LTD combines LT, APAC, and DMOV into 

one instruction 

MPY 

Multiply with T register, store product in 

P register 

MPYK 

Multiply T register with immediate 
operand; store product in P register 

PAC 

Load accumulator from P register 

SPAC 

Subtract P register from accumulator 


01111111100011 

0 110 10 10 1 ^ -D- 

0 110 110 0 1 4-D- 

0 110 10 11 I ◄-D- 

0 110 110 1 I < -D- 


10 0^ 


0 11111111 
0 11111111 


0 0 0 1 1 
0 0 10 0 


1 0 
0 0 
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TABLE 2. SMJ320 FIRST-GENERATION INSTRUCTION SET SUMMARY (CONCLUDED) 


CONTROL INSTRUCTIONS 


MNEMONIC 

DESCRIPTION 

NO. 

CYCLES 

NO. 

WORDS 

OPCODE 

INSTRUCTION REGISTER 

1 15 14 t3 12 1110 

9 8 

7 6 5 

4 

3 

2 

1 0 

DINT 

Disable interrupt 

1 

1 

0 1 

1 1 1 

^1 1 

1 0 0 

0 

0 

0 

0 1 

EINT 

Enable interrupt 

1 

1 

0 1 

1 1 1 

1 1 

1 0 0 

0 

0 

0 

1 0 

LST 

Load status register 

1 

1 

0 1 

1 1 0 

1 .1 

1 <— 

— 

D- 

— 


NOP 

No operation 

1 

1 

0 1 

1 1 1 

1 1 

1 0 0 

0 

0 

0 

0 0 

POP 

POP stack to accumulator 

2 

1 

0 1 

1 1 1 

1 1 

1 0 0 

1 

1 

1 

0 1 

PUSH 

PUSH stack from accumulator 

2 

i 

0 1 

1 1 1 

1 1 

1 0 0 

1 

1 

1 

0 0 

ROVM 

Reset overflow mode 

1 

1 

0 1 

1 1 1 

1 1 

1 0 0 

0 

1 

0 

1 0 

SOVM 

Set overflow mode 

1 

1 

0 1 

1 1 1 

1 1 

1 0 0 

0 

1 

0 

1 1 

SST 

Store status register 

1 

1 

0 1 

1 1 1 

0 0 

1 ^ 

— 

D • 

— 



I/O AND DATA MEMORY OPERATIONS 


DESCRIPTION 


NO. 

CYCLES 


NO. 

WORDS 


OPCODE 

INSTRUCTION REGISTER 


15 14 131211109 8 7 6 5 4 3 2 1 0 


DMOV Copy contents of data memory location 

into next higher location 
IN Input data from port 

OUT Output data to port 

TBLR Table read from program memory to data 

RAM 

3LW Table write from data RAM to program 

memory 


0 110 10 0 11 

0 10 0 0 -^PA-^ I 

0 10 0 1 ^PA-^ I 

0 110 0 1111 

0 111110 11 



development support products 

Together, Texas Instruments and its authorized third-party suppliers offer an extensive line of development 
support products to assist the user in all aspects of TMS320 first-generation-based design and development. 
These products range from development and application software to complete hardware development and 
evaluation systems. Table 4 lists the development support products for the first-generation TMS320 devices. 

System development may begin with the use of the simulator, evaluation module (EVM), or emulator (XDS), 
along with an assembler/linker. These tools give the TMS320 user various means of evaluation, from 
software simulation of the first-generation TMS320s (simulator) to full-speed in-circuit emulation with 
hardware and software break point tracing and timing capabilities (XDS). 

Software and hardware can be developed simultaneously by using the macro assembler/linker or simulator 
for software development, the XDS for hardware development, and the evaluation module for both software 
development and limited hardware development. 

Many third-party vendors offer additional development support for the first-generation TMS320s, including 
assembler/linkers, simulators, high-level languages, applications software, algorithm development tools, 
application boards, software development boards, and in-circuit emulators. Refer to the TMS320 Family 
Development Support Reference Guide (SPRU011 A) for further information about TMS320 development 
support products offered by both Texas Instruments and its third-party suppliers. 
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Additional support for the TMS320 products consists of an extensive library of product and applications 
documentation. Three-day DSP design workshops are offered by the Tl Regional Technology Centers (RTCs). 
These workshops provide insight into the architecture and the instruction set of the first-generation 
TMS320s as well as hands-on training with the TMS320 development tools. When technical questions 
arise in regard to a TMS320 member, contact Texas Instruments TMS320 Hotline at (713) 274-2320. 
Or, keep informed on the latest Tl and third-party development support tools by accessing the libraries 
of application source code via the DSP Bulletin Board Service (BBS) at (713) 274-2323. The BBS provides 
access for the 2400-/1200-/300-bps modems. 

documentation support 

Extensive documentation supports the first-generation TMS320 devices from product announcement 
through applications development. The types of documentation include data sheets with design 
specifications, complete user's guides, and 750 pages of application reports published in the book Digital 
Signal Processing Applications with the TMS320 Family. 

A series of DSP textbooks is being published to support digital signal processing research and education. 
The first book, DFT/FFT and Convolution Algorithms, is now available. The TMS320 newsletter. Details 
on Signal Processing, is published quarterly and distributed to update TMS320 customers on product 
information. The TMS320 DSP bulletin board service provides access to large amounts of information 
pertaining to the TMS320 family. 

Refer to the TMS320Family Development Support Reference Guide for further information about TMS320 
documentation. To receive copies of first-generation SMJ320 literature, call the Customer Response Center 
at 1-800-232-3200. 
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TABLE 3. TMS320 FIRST-GENERATION SOFTWARE AND HARDWARE SUPPORT 


1 SOFTWARE TOOLS 

PART NUMBER | 

1 Macro Assembler/Linker I 

PC/MS-DOS 

TMDS3242850-02 

VAX/VMS 

TMDS3242250-08 

VAX ULTRIX 

TMDS3242260-08 

SUN-3 UNIX 

TMDS3242550-08 

Simulator 

PC/MS-DOS 

TMDS3240811-02 

VAX/VMS 

TMDS3240211-08 

Digital Filter Design Package (DFDP) 

IBM PC PC-DOS 

DFDP/IBM002 

DSP Software Library 

PC/MS-DOS 

TMDC3240812-12 

VAX/VMS 

TMDC3240212-18 

TMS320 Bell 212A Modem Software 

PC/MS-DOS 

TMDX3240813-12 

Data Encryption Standard Software 

PC/MS-DOS 

TMDX3240814-12 

HARDWARE TOOLS 

PART NUMBER 

1 Evaluation Tools I 

Evaluation Module (EVM) 

RTC/EVM320A-03 

Analog Interface Board 1 (AIB1) 

RTC/EVM320C-06 

Analog Interface Board 2 (AIB2) 

RTC/AIB320A-06 

EPROM DSP Starter Kit (TMS320E15) 

RTC/EVM320E-15 

XDS/22 Emulators 

TMS320C10/C15 

TMDS3262211 

TMS320C14 

TMDX3262214 

TMS320C17 

TMDX3262217 

XDS/22 Upgrade Kits 

TMS32010 - TMS320C10/C15 

TMDS3282215 

TMS320C10/C15 - TMS320C14 

TMDX3285010 and 

TMDX3285018 

TMS320C10/C15 - TMS320C17 

TMDX3285014 and 

TMDX3285018 

EPROM Programming Adaptor Sockets 

40- to 28-pin (TMS320E15/E17) 

RTC/PGM320A-06 

44- to 28-pin (TMS320E15/E17) 

RTC/PGM320C-06 

68- to 28-pin (TMS320E14) 

TMDX3270110 

Additional Target Connector 

1 44-pln PLCC (TMS320C10) 

TMDX3288810 | 
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absolute maximum ratings over specified temperature range (unless otherwise noted)'!' 


Supply voltage range, Vcc* .-0.3 V to 7 V 

Input voltage range.-0.3 V to 7 V 

Output voltage range.-0.3 V to 7 V 

Continuous power dissipation: SMJ320C15.275 mW 

SMJ320C15-25 .330 mW 

Maximum operating case temperature.125®C 

Minimum operating free-air temperature.-55®C 

Storage temperature range.-65®C to + 150®C 


^Stresses beyond those listed under "Absolute Maximum Ratings" may cause permanent damage to the device. This is a stress rating 
only, and functional operation of the device at these or any other conditions beyond those indicated in the "Recommended Operating 
Conditions" section of this specification is not implied. Exposure to absolute-maximum-rated conditions for extended periods may affect 
device reliability. 

^All voltage values are with respect to Vss- 


recommended operating conditions 



MIN NOM MAX 

UNIT 

Vec Supply voltage 

4.5 5 5.5 

V 

Vss Supply voltage 

0 

V 


All inputs except CLKIN 

2 

V 


CLKIN 

3 

. 

All inputs except MC/I^ 

0.8 

Dl 


MC/MP 

0.6 

•oh High-level output current (all outputs) 

-300 


Iql Low-level output current (all outputs) 

2 


Ta Operating free-air temperature 

-55 

°c 

Tq Operating case temperature 

125 

®c 


electrical characteristics over specified temperature range (unless otherwise noted) 


PARAMETER 

TEST CONDITIONS 

MIN TYPS MAX 

UNIT 

VoH High-level output voltage 

lOH = I^AX 

2.4 3 

V 

•oh = 20 iiA (see Note 1) 

Vcc-0.4V^ 

Vql Low-level output voltage 

Iql = •^AX 

in 

6 

CO 

d 

V 

•OZ Off-state output current 

YCC •^AX 

Vo = 2.4 V 

20 


Vo = 0.4 V 

-20 

l| Input current 

V| = Vss- Vec = •^AX 

±50 


•CC^ Supply current 

SMJ320C15 

Vec = 5.5 V, f = 20.5 MHz 

55 


SMJ320C15-25 

Vec = 5.5 V, f = 25.6 MHz 

65 

Cj Input capacitance 

Data bus 

f = 1 MHz, All other pins 0 V 

25# 

PF 

All others 

15# 

Cq Output capacitance 

Data bus 

25# 

All others 

10# 


5All typical values except for Iqc = 5 V, Ta = 25 ®C. 

lice characteristics are inversely proportional to temperature; i.e., Iqc decreases approximately linearly with temperature. 

^alue derived from characterization data and is guaranteed to limit but not tested. 

NOTE 1: This voltage specification is included for interface to HC logic. However, note that all other timing parameters defined in this 
data sheet are specified for TTL logic levels and will differ for HC logic levels. 
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CLOCK CHARACTERISTICS AND TIMING 

The SMJ320C15 can use either its internal oscillator or an external frequency source for a clock, 
internal clock optiori 

The internal oscillator is enabled by connecting a crystal across X1 and X2/CLKIN (see Figure 1). The frequency 
of CLKOUT is one-fourth the crystal fundamental frequency. The crystal should be fundamental mode, and 
parallel resonant, with an effective series resistance of 30 ohms, a power dissipation of 1 mW, and be specified 
at a load capacitance of 20 pF. 


1 PARAMETER 

TEST CONDITIONS 



UNIT 

Crystal frequency, fx 

SMJ320C15 


6.7t 

20.5^ 

MHz 

SMJ320C15-25 

- 55 °C to 125 ®C with 8 MHz crystal 

6.7t 

25.6^ 

1 Cl, C2 1 


1 10 1 



Value derived from characterization data and is guaranteed to limit but not tested. 



FIGURE 1. INTERNAL CLOCK OPTION 


external clock option 

An external frequency source can be used by injecting the frequency directly into X2/CLKIN with X1 left 
unconnected. The external frequency injected must conform to the specifications listed in the timing 
requirements table. 
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switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

SMJ320C15 

SMJ320C15-25 

UNIT 

CONDITIONS 

MIN 

NOM 

MAX 

MIN 

NOM 

MAX 

tc(C)* 

CLKOUT cycle time 


195.12 

200 

600 

156.25 

160 

600 

ns 

VlC) 

CLKOUT rise time 


10 

10 

ns 

tf(C) 

CLKOUT fall time 

Rl = 825 Q, 

8 

8 

ns 

twICL) 

Pulse duration, CLKOUT lov^ 

Cl = 100 pF 

92 

72 

ns 

tw(CH) 

Pulse duration, CLKOUT high 


90 

70 

ns 

td(MCC)^ 

Delay time CLKINt to CLKOUT^ 


15 


40 

15 


40 

ns 


Value derived from characterization data and is guaranteed to limit but not tested. 

*tc(C) cycle time of CLKOUT i.e., 4tc(MC) times CLKIN cycle time If an external oscillator is used). 


timing requirements over recommended operating conditions 




SMJ320C15 

SMJ320C15-2S 

UNIT 



MIN NOM MAX 

MIN NOM MAX 

tc(MC) 

Master clock cycle time 

48.78 

50 150 

39.06 40 150 

ns 

VlMC) 

Rise time master clock input 

5 

5 

ns 

ISISBH 

Fall time master clock input 

5 

5 

ns 

tw(MCP)^ 

Pulse duration, master clock 

0.4tc(MC) 

0.6tc(MC) 

0.45tc(MC) 0-55tc(MC) 

ns 

twIMCL) 

Pulse duration, master clock low 

20 

15 

ns 

tw(MCH) 

Pulse duration, master clock high 

20 

15 

ns 


^Value derived from characterization data and is guaranteed to limit but not tested. 
NOTE 2: CLKIN rise and fall times must be less than 10 ns. 


MEMORY AND PERiPHERAL iNTERFACE TIMING 


switching characteristics over recommended operating conditions 


PARAMETER 

SMJ320C15 

SMJ320C15-25 

UNIT 



td1 

Delay time, CLKOUTi to address 
bus valid (see Note 3) 

105 

50 

lOS 

40 

ns 

td2 

Delay time, CLKOUTi to MENi 

0.25tc(C)-55 

0.25tc(C) + 15 

0.25tc(C)-5^ 

0.25tc(C) + 12 

ns 

td3 

Delay time, CLKOUTi to MENt 

-lOS 

15 

-105 

12 

ns 

td4 

Delay time, CLKOUTi to DENi 

0.25tc{C)-55 

0.25tc(C) + 15 

0.25tc(C)-5^ 

0.25tc(C) + 12 

ns 

td5 

Delay time, CLKOUTi to DENt 

-105 

15 

-lOS 

12 

ns 

td6 

Delay time, CLKOUTi to WEi 

0.50tc(C)-5S 

0.50tc(C) + 15 

0.50tc(C)-5^ 

0.50tc(C) + 12 

ns 

td7 

Delay time, CLKOUTi to WEt 

-lOS 

15 

-105 

12 

ns 

td8 

Delay time, CLKOUTi to data bus OUT valid 

0.25tc{C) + 65 

0.25tc(C) + 52 

ns 

td9 

Time after CLKOUTi that data 

bus starts to be driven 

0.25tc(C)-55 

0.25tc(C)-5^ 

ns 

tdIO 

Time after CLKOUTi that data 
bus stops being driven 

0.25tc(C)+405 

0.25tc(C)+40S 

ns 

tv 

Data bus OUT valid after CLKOUTi 

0.25tc(C)-‘>0 

0.25tc(C)-10 

ns 

th(A-WMD) 

Address hold time after 

WET, MENt, or DENT (see Note 3) 

0§ 

os 

ns 

tsu(A-MD) 

Address bus setup time 

prior to MENi or DENi 

0.25tc{C)-45 

0.25tc(C)-35 

ns 


^Value derived from characterization data and is guaranteed to limit but not tested. 
NOTE 3: Address bus will be valid upon WEt, d£NT or MENt. 
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timing requirements over recommended operating conditions 


1 

TEST CONDITIONS 

MIN NOM MAX 

UNIT 

tsu(D) Setup time data bus valid prior to CLKOUTi 

Rl = 825 0, 

50 

ns 

Hold time data bus held valid after CLKOUTi 

Cl = 100 pF, 



(see Note 4) 

See Figure 2 

0 

ns 


NOTE 4: Data may be removed from the data bus upon MENt or DENt preceding CLKOUTi. 

RESET (^) TIMiNG 

switching characteristics over recommended operating conditions 


PARAMETER 

TEST 

CONDITIONS 

MIN TYP MAX 

UNIT 

fdll 

Delay time DENt, WEt, and MENT from RS 

Rl = 825 0, 

Cl = 100 pF, 

See Figure 5 

y*tc(C) + 50'*^ 

ns 

tdis(R) 

Data bus disable time after ^ 

%tc(C) + 50^ 

ns 


'•’Value derived from characterization data and is guaranteed to limit but not tested. 


timing requirements over recommended operating conditions 



SMJ320C15 

SMJ320C15-25 

UNIT 

MIN NOM MAX 


tsu(R) Reset (RS) setup time prior to CLKOUT (see Note 5) 

50 

40 

ns 

^w(R) ^ pulse duration 

5tc(C) 

5tc(C) 

ns 


NOTE 5: ^ can occur anytime during a clock cycle. Time given is minimum to ensure synchronous operation. 

INTERRUPT (INT) TIMING 

timing requirements over recommended operating conditions 




SMJ320C15 

SMJ320C15-25 

UNIT 



MIN NOM MAX 

MIN NOM MAX 

tf(INT) 

Fall time iNT (see Note 6) 

10 

10 

ns 

fw(INT) 

Pulse duration INT 

tc(C) 

tc(C) 

ns 

tsu(INT) 

Setup time IFTfi before CLKOUTi 

50 

40 

ns 


NOTE 6: INT fall time must be less than 15 ns. 


BIO TIMING 

timing requirements over recommended operating conditions 



SMJ320C15 

SMJ320C15-25 

UNIT 

MIN NOM MAX 

MIN NOM MAX 

ff(IO) fi'T'e Bi0 (see Note 7) 

10 

10 

ns 

tw(lO) Pulse duration Bid 

tc(C) 

tc(C) 

ns 

fsu(IO) Setup time BlUi before CLKOUTi 

50 

40 

ns 


NOTE 7: BIO fall time must be less than 15 ns. 
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PARAMETER MEASUREMENT INFORMATION 


2.15 V 


FROM OUTPUT 
UNDER TEST 



FIGURE 2. TEST LOAD CIRCUIT 




FIGURE 3. VOLTAGE REFERENCE LEVELS 
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TIMING DIAGRAMS 

This section contains all the timing diagrams for the SMJ320 first-generation devices. Refer to the top corner for 
the specific device. 

Timing measurements are referenced to and from a low voltage of 0.8 volts and a high voltage of 2.0 volts, unless 
otherwise noted. 

clock timing 



^td(MCC) ty^(MCP) SI*"® referenced to an intermediate level of 1.5 volts on the CLKIN waveform. 

memory read timing 


- tc(C) - p| 
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TBLR instruction timing 



LEGEND: 


1. TBLR INSTRUCTION PREFETCH 7. ADDRESS BUS VALID 

2. DUMMY PREFETCH 8. ADDRESS BUS VALID 

3. DATA FETCH 9. INSTRUCTION VALID 

4. NEXT INSTRUCTION PREFETCH 10. INSTRUCTION VALID 

5. ADDRESS BUS VALID 11. DATA INPUT VALID 

6. ADDRESS BUS VALID 12. INSTRUCTION VALID 


TBLW instruction timing 




LEGEND: 

1. TBLW INSTRUCTION PREFETCH 

7. 

ADDRESS BUS VALID 

2. 

DUMMY PREFETCH 

8. 

INSTRUCTION VALID 

3. 

NEXT INSTRUCTION PREFETCH 

9. 

INSTRUCTION VALID 

4. 

ADDRESS BUS VALID 

10 . 

DATA OUTPUT VALID 

5. 

ADDRESS BUS VALID 

11. 

INSTRUCTION VALID 

6. 

ADDRESS BUS VALID 
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/ 

IN instruction timing 

\ __ / \\ _ / \ _ / 



LEGEND: 


1. 

IN INSTRUCTION PREFETCH 

5. 

ADDRESS BUS VALID 

2. 

NEXT INSTRUCTION PREFETCH 

6. 

INSTRUCTION VALID 

3. 

ADDRESS BUS VALID 

7. 

DATA INPUT VALID 

4. 

PERIPHERAL ADDRESS VALID 

8. 

INSTRUCTION VALID 


OUT instruction timing 


CLKOUT 


_ / 


)®C 


WE 


D15-D0 



LEGEND: 

1. OUT INSTRUCTION PREFETCH 

2. NEXT INSTRUCTION PREFETCH 

3. ADDRESS BUS VALID 

4. PERIPHERAL ADDRESS VALID 


\ _ / \ _ ^ 

I I 




> 


5. ADDRESS BUS VALID 

6. INSTRUCTION VALID 

7. DATA OUTPUT VALID 

8. INSTRUCTION VALID 
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reset timing 



I*— •l-’sulBI I**!—'su(RI 



AB = ADDRESS BUS 

— y RB.Pc , 


NOTES: A. 

B. 

C. 

D. 

E. 

F. 


RS forces DEN, WE, and MEN high and places data bus DO through D15 in a high-impedance state. AB outputs (and program 
counter) are synchronously cleared to zero after the next complete CLK cycle from RSi. 

RS must be maintained for a minimum of five clock cycles. 

Resumption of normal program will commence after one complete CLK cycle from RST. 

Due to the synchronizing action on RS, time to execute the function can vary dependent upon when RST or RSi occur in 
the CLK cycle. 

Diagram shown is for definition purpose only. DEN, WE, and MEN are mutually exclusive. 

During a write cycle, RS may produce an invalid write address. 


interrupt timing 


y 


\ / s_/ ^ 


iNT 


p-Dj-tsu(INT) 

V 


I 


BIO timing 


CLKOUT 


BIO 


/ \ ^ 

4 <su(io) 

_/ 

|4- I 

-tw(IO)->1 


, Te3(as 
Instruments 


B-65 


POST OFFICE BOX 1443 • HOUSTON. TEXAS 77001 





SMJ320C15, SMJ320C15-2S 
DIGITAL SIGNAL PROCESSORS 


MECHANICAL DATA 


40-pin JD ceramic dual-in-line package 
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44-pad FD ceramic chip carrier package 



R^A = 44.7®C/WATT 
R^C = 13.3®C/WATT 



The checkerboard pattern is aligned vertically and is symmetrical horizontally as shown. 

ALL DIMENSIONS ARE IN MILLIMETERS AND PARENTHETICALLY IN INCHES 
Texas Instruments reserves the right to make changes at any time in order to improve design and to supply the best product possible. 
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Appendix C 

ROM Codes 


Size of a printed circuit board must be considered in many DSP applications. 
To fully utilize the board space, Texas Instruments offers two options which 
will reduce the chip count and provide a single-chip solution to Its customers. 
These options incorporate 4K words of on-chip program from either a mask 
programmable ROM or an EPROM. This allows the customer to use a code- 
customized processor for a specific application while taking advantage of the 
following: 

• Greater memory expansion 

• Lower system cost 

• Less hardware and wiring 

• Smaller PCB 

If used oTten, the routine or Entire algorithm can be programmed Into the on- 
chip ROM of a TMS320 DSP. TMS320 programs can also be expanded by 
using external memory; this reduces chip count and allows for a more flexible 
program memory. Multiple functions are easily implemented by a single de¬ 
vice, thus enhancing system capabilities. 

TMS320 Development Tools are used to develop, test, refine, and finalize the 
algorithms. The microcomputer/microprocessor (MC/MP) mode is available 
on all ROM-coded TMS320 DSP devices when accessing either on-chip or 
off-chip memory is required. The microprocessor mode is used to develop, 
test, and refine a system application. In this mode of operation, the TMS320 
acts as a standard microprocessor by using external program memory. When 
the algorithm has been finalized, the designer may submit the code to Texas 
Instruments for masking into the on-chip program ROM. At that time, the 
TMS320 becomes a microcomputer which executes customized programs out 
of the on-chip ROM. Should the code need changing or upgrading, the 
TMS320 may once again be use In the microprocessor mode. This shortens 
the field upgrade time and avoids the possibility of inventory obsolescence. 

Figure C-1 illustrates the procedural flow for TMS320 masked parts. When 
ordering, there is a one-time/non-refundable charge for mask-tooling. A 
minimum production order per year is required for any masked-ROM device. 
ROM codes will be deleted from the Tl system after one year from the last 
delivery. 

A digital signal processor with the EPROM option is the solution for low- 
volume production orders. The EPROM option allows for form-factor emu¬ 
lation. Field upgrades and changes are possible with the EPROM option. 
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TIVIS320C1X PRODUCTION 


Figure C-1. TMS320 ROM Code Flowchart 


C-2 








Appendix C - ROM Codes 


A TMS320 ROM code may be submitted in one of the following formats (the 
preferred media is 5 1/4" floppies): 

FLOPPY; Tl Cross-Assembler Format 

EPROM (others): TMS2764, TMS2508, TMS2516, TMS2532, TMS2564 
PROM: TBP28S166, TBP28S86 

MODEM (BBS): Tl Cross-Assembler Format 


When a code Is submitted to Texas Instruments for masking, the code Is re¬ 
formatted to accommodate the Tl mask generation system. System level ver¬ 
ification by the customer is therefore necessary. Although the code has been 
reformatted, it is important that the changes remain transparent to the user and 
do not affect the execution of the algorithm. The formatting changes Involve 
the removal of address re-location information (the code address begins at the 
base address of the ROM in the TMS320 device and progresses without gaps 
to the last address of the ROM on the TMS320 device) and the addition of 
data in the reserved locations of the ROM for device ROM test. Note that 
because these changes have been made, a 'checksum' comparison Is not a 
valid means of verification. 


With each masked device order, the customer must sign a disclaimer stating: 

"The units to be shipped against this order were assembled, for 
expediency purposes, on a prototype (i.e., non-production qualified) 
manufacturing line, the reliability of which Is not fully characterized. 
Therefore, the anticipated inherent reliability of these prototype units 
cannot be expressly defined." 

and a release stating: 

"Any masked ROM device may be resymbolized as Tl standard prod¬ 
uct and resold as though it were an unprogrammed version of the 
device at the convenience of Texas Instruments." 

Contact the nearest Tl Field Sales Office for more Information on procedures, 
leadtimes, and cost. 
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Appendix D 

Quality and Reliability 


The quality and reliability performance of Texas Instruments Microprocessor 
and Microcontroller Products, which includes the three generations of 
TMS320 digital signal processors, relies on feedback from: 

• Our customers 

• Our total manufacturing operation from front-end wafer fabrication fr 
final shipping inspection 

• Product quality and reliability monitoring. 

uur customer's perception of quality must be the governing criterion for 
judging performance. This concept is the basis for Texas Instruments Corpo¬ 
rate Quality Policy, which is as follows: 

"For every product or service we offer, we shall define the require¬ 
ments that solve the customer's problems, and we shall conform to 
those requirements without exception." 

Texas Instruments offers a leadership reliability qualification system, based on 
years of experience with leading-edge memory technology as well as years of 
research Into customer requirements. Quality and reliability programs at Tl are 
therefore based on customer input and internal information to achieve con¬ 
stant imorovement in quality and reliability. 

Tl Quaiitication test updates are available upon request at no charge. Tl will 
consider performing any additional reliability test(s). If requested. For more 
information on Tl quality and reliability programs, contact the nearest Tl Field 
Sales Office. 


Note: 

Texas Instruments reserves the right to make changes In MOS Semicon¬ 
ductor test limits, procedures, or processing without notice. Unless prior 
arrangements for notification have been made, Tl advises all customers to 
reverify current test and manufacturing conditions prior to relying on 
published data. 
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D.1 Reliability Stress Tests 

Accelerated stress tests are performed on new semiconductor products and 
process changes to ensure product reliability excellence. The typical test en¬ 
vironments used to qualify new products or major changes in processing are: 

• High-temperature operating life 

• Storage life 

• Temperature cycling 

• Biased humidity 

• Autoclave 

• Electrostatic discharge 

• Package integrity 

• Electromigration 

• Channel-hot electrons (performed on geometries less than 2.0 unn). 

Typical events or changes that require internal requalification of product In¬ 
clude: , 

• New die design, shrink, or layout 

• Wafer process (baseline/control systems, flow, mask, chemicals, gases, 
dopants, passivation, or metal systems) 

• Packaging assembly (baseline control systems or critical assembly 
equipment) 

• Piece parts (such as lead frame, mold compound, mount material, bond 
wire, or lead finish) 

• Manufacturing site. 

Tl reliability control systems extend beyond qualification. Total reliability 
controls and management Include a product reliability monitor and final pro¬ 
duct release controls. MOS memories, utilizing high-densify active elements, 
serve as leading indicators in wafer-process integrity at Tl MOS fabrication 
sites, enhancing all MOS logic device yields and reliability. Thousands of 
MOS devices per month are randomly tested to ensure product reliability and 
excellence. 

Table D-1 lists the microprocessor and microcontroller reliability tests, the 
duration of the test, and sample size. The following defines and describes 
those tests In the table. 

AOQ (Average Outgoing Quality) Amount of defective product in a pop¬ 
ulation, usually expressed in terms of 
parts per million (PPM). 

FIT (Failure In Time) Estimated field failure^rate In number 

of failures per billion power-on device 
hours; 1000 FITS equals 0.1 percent 
fail per 1000 device hours. 
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Operating lifetest 

Device dynamically exercised at a high 
ambient temperature (usually 125X) 
to simulate field usage that would ex¬ 
pose the device to a much lower am¬ 
bient temperature (such as 55°C). 
Using a derived high temperature, a 
SbX ambient failure rate can be cal¬ 
culated. 

High-temperature storage 

Device exposed to 150“C unbiased 
condition. Bond integrity is stressed in 
this environment. 

Biased humidity 

Moisture and bias used to accelerate 
corrosion-type failures in plastic 
packages. Conditions include 85X 
ambient temperature with 85-percent 
relative humidity (RH). Typical bias 
voltage is +5 V and ground on alter¬ 
nating pins. 

Autoclave (pressure cooker) 

Plastic-packaged devices exposed to 
moisture at 121X using a pressure of 
one atmosphere above normal pres¬ 
sure. The pressure forces moisture 
permeation of the package and accel¬ 
erates corrosion mechanisms (if pres¬ 
ent) on the device. External package 
contaminates can also be activated 
and caused to generate inter-pin cur¬ 
rent leakage paths. 

Temperature cycle 

Device exposed to severe temperature 
extremes In an alternating fashion 
(-65X for 15 minutes and 150X for 
15 minutes per cycle) for at least 1000 
cycles. Package strength, bond qual¬ 
ity, and consistency of assembly pro¬ 
cess are stressed in this environment. 

Thermal shock 

Test similar to the temperature cycle 
test, but involving a llquid-to-liquid 
transfer, per MIL-STD-883C, Method 
1011. 

FIND 

Particle Impact Noise Detection test. 
A non-destructive test to detect loose 
particles inside a device cavity. 
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Mechanical Sequence: 

Fine and gross leak 
Mechanical shock 

FIND (optional) 

Vibration, variable frequency 

Constant acceleration 

Fine and gross leak 
Electrical test 

Thermal Sequence: 

Fine and gross leak 
Solder heat (optional) 
Temperature cycle 
(10 cycles minimum) 

Thermal shock 
(10 cycles minimum) 

Moisture resistance 
Fine and gross leak 
Electrical test 

Thermal/Mechanical Sequence: 

Fine and gross leak 
Temperature cycle 
(10 cycles minimum) 

Constant acceleration 

Fine and gross leak 
Electrical test 

Electrostatic discharge 
Solderablllty 
Solder heat 

Salt atmosphere 

Lead puli 

Lead intfioritv 

Electromigration 


Resistance to solvents 


Per MIL-STD-883C, Method 1014.5 
Per MIL-STD-883C, Method 2002.3, 
1500 g, 0.5 ms. Condition B 
Per MIL-STD-883C, Method 2020.4 
Per MIL-STD-883C, Method 2007.1, 
20 g. Condition A 

Per MIL-STD-883C, Method 2001.2, 
20 kg. Condition D, Y1 Plane min 
Per MIL-STD-883C, Method 1014.5 
To data sheet limits 


Per MIL-STD-883C, Method 1014.5 
Per MIL-STD-750C, Method 1014.5 
Per MiL-STD-883C, Method 1010.5, 
-65 to +150°C, Condition C 
Per MIL-STD-883C, Method 1011.4, 
-55 to +125X, Condition B 
Per MIL-StD-883C, Method 1004.4 
Per MIL-STD-883C, Method 1014.5 
To data sheet limits 


Per MIL-STD-883C, Method 1014.5 
Per MIL-STD-883C, Method 1010.5, 
-65 to +150X, Condition C 
Per MIL-STD-883C, Method 2001.2, 
30 kg, Y1 Plane 

Per MIL-STD-883C, Method 1014.5 
To data sheet limits 

Per MIL-STD-883C, Method 3015 
Per MIL-STD-883C, Method 2003.3 
Per MIL-STD-750C, Method 2031, 

10 sec 

Per MIL-STD-883C, Method 1009.4, 
Condition A, 24 hrs min 
Per MIL-STD-883C, Method 2004.4, 
Condition A 

Per MIL-STD-883C, Method 2004.4, 
Condition B1 

Accelerated stress testing of con¬ 
ductor patterns to ensure acceptable 
lifetime of power-on operation 
Per MIL-STD-883C, Method 2015.4 
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Table D-1. Microprocessor and Microcontroller Tests 


TEST 

DURATION 

SAMPLE SIZE 
PLASTIC CERAMIC 

Operating life, 125X, 5.0 V 

1000 hrs 

129 

129 

Operating life, 150°C, 5.0 V 

1000 hrs 

IT 

77 

Storage life, 150“C 

1000 hrs 

11 

77 

Biased 85°C/85 percent RH, 5.0 V 

1000 hrs 

129 

- 

Autoclave, 121X, 1 ATM 

240 hrs 

77 

- 

Temperature cycle, -65 to 150X 

1000 eye 

129 

129 

Temperature cycle,* 0 to 125X 

3000 eye 

129 

129 

Thermal shock, -65 to 150X 

200 eye 

129 

129 

Electrostatic discharge, ±2 kV 


12 

12 

Latch-up (CMOS devices only) 


5 

5 

Mechanical sequence 


- 

38 

Thermal sequence 


- 

38 

Therhial/mechanical sequence 


- 

38 

FIND 


- 

45 

Internal water vapor 


- 

3 

Solderability 


22 

22 

Solder heat 


22 

22 

Resistance to solvents 


15 

15 

Lead integrity 


15 

15 

Lead pull 


22 

- 

Lead finish adhesion 


15 

15 

Salt atmosphere 


15 

15 

Flammability (UL94-V0) 


3 

- 

Thermal impedance 


5 

5 


*lf junction temperature does not exceed plasticity of package. 


Table D-2 provides a list of the TMS320Clx devices, the approximate number 
of transistors, and the equivalent gates. The numbers have been determined 
from design verification runs. 


Table D-2. TMS320C1x Transistors 


DEVICE 

# TRANSISTORS 

# GATES 

NMOS: 



TMS32010 (all speeds) 

50K 

17K 

CMOS: 



TMS320C10 (all speeds) 

58K 

15K 

TMS320C14 (all speeds) 

122K 

25K 

TMS320E14 (all speeds) 

125K 

26K 

TMS320C15 (all speeds) 

110K 

20 K 

TMS320E15 (all speeds) 

113K 

21 K 

TMS320C17 (all speeds) 

115K 

22K 

TMS320E17 (all speeds) 

118K 

23K 
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Appendix E 

Development Support/Part Order Information 


This section provides development support information, device part numbers, 
and support tool ordering information for all TMS320C1x (first-generation 
TMS320) products. Extensive documentation. Including application reports, 
user's guides, and textbooks, is available to support DSP design, research, and 
education. To order TIVIS320 literature, contact the Tl Customer Response 
Center (CRC) hotline number via 1 -800-232-3200. For more information 
about support products and documentation, refer to the TMS320 Family De¬ 
velopment Support Reference Guide (literature number SPRU011 A). 

The nearest Tl Field Sales Office can be contacted for support tool availability 
or further details (see list of offices and distributors at end of book). For 
technical support, contact the TMS320 DSP hotline via (713) 274-2320. 

The major topics discussed in this section are listed below. 

• Development Support (Section E.1 on page E-3) 

- TMS320C1 x/TMS320C2x Assembly Language Tools 

- TMS320C1X Simulator 
TMS320C1X Evaluation Module (EVM) 

~ TMS320C1X Emulator (XDS/22) 

TMS320C1X XDS/22 Upgrade Kit 

- TMS320 Third-party Support 

- TMS320 Analog Interface Board 
TMS320E15 EPROM DSP Starter Kit 

- Digital Filter Design Package (DFDP) 

- DSP Software Library 

TMS320 Bell 212A Modem Software 

- TMS320 DSP Hotline/Bulletin Board Service 

• Part Order Information (Section E.2 on page E-12) 

- Device part numbers 

- Software and hardware support tools part numbers 

- Device and support tool prefix designators 

- Device and support tool nomenclature 
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Figure E-2. TMS320C1x Development Tools 
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E.1 First-Generation TMS320 Development Support 

Texas Instruments offers extensive development support and complete doc¬ 
umentation with the first-generation TMS320 digital signal processors. Tools 
are provided to evaluate the performance of the processors, develop algorithm 
implementations, and fully Integrate the design's software and hardware 
modules. Developmental operations are performed with the TMS320C1 x/ 
TMS320C2x Assembly Language Tools, Simulator, Evaluation Module 
(EVM), Emulator (XDS), and other support products. 

A description and key features for each TMS320C1x development support 
tool is provided in the following subsections. For more Information about 
support products, refer to the TMS320 Family Development Support Refer¬ 
ence Guide (literature number SPRU011A). For ordering information, see 
Section E.2. 

E.1.1 TMS320C1x/TMS320C2x Assembly Language Tools 

The TMS320C1 x/TMS320C2x Assembly language Tools generate the pro¬ 
gram code for the first- and second-generation TMS320 devices. This as¬ 
sembly language package consists of the following: 

• An Assembler which translates assembly language source files into 
machine language object code In a common object file format (COFF). 

• An Archiver which allows the programmer to collect a group of files 
into a single file or to produce a "library" of macros. 

• A Linker which combines the object files into a single module for exe¬ 
cution. 

• A Format Conversion Utility which converts the files into a 
Tl-tagged, Intel, or Tektronix object format. 

Figure E-2 shows the developmental flowchart for the assembly language 
tools. The shaded area represents the basic routine for a software develop¬ 
ment. All devices which lie outside of this shaded portion are optional items. 

The TMS320C1x/TMS320C2x Assembly Lanuguage Tools create and use the 
object files which are in the common object file format (COFF). This format 
is an improvement over those object codes which were developed by earlier 
macro assemblers. The COFF files provide more efficient programming for any 
TMS320C1 x/E1 X device since the programmer is allowed to divide and sub¬ 
divide the program code into sections for modular manipulation/relocation. 


Note: 

The COFF files which are generated by the assembly language tools are 
not compatible with the Tl-tagged, Intel, or Tektronix object files. The 
code conversion utility will convert COFF files into the standard format 
when using most EPROM programmers. 


The assembly language tools are currently available for the IBM PC/MS-DOS 
and VAX/VMS operating systems. 
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E.1.2 TMS320C1X Simulator 

The TI\/IS320C1x CPU Simulator is a software prograrh that simulates opera¬ 
tion of the TMS320C1X CPU to allow program verification. The debug mode 
enables the user to monitor the state of the simulated TMS320C1x while the 
program is executing. The simulator uses the object code produced by the 
TMS320C1X Assembly Language Tool. During program execution, the internal 
registers and memory of the simulated device are modified as each instruction 
is interpreted by the host computer. Once program execution is suspended, 
the internal registers and both program and data memories can be inspected 
and/or modified. In addition, files can be associated with the I/O ports. 

The following features highlight simulator capability for effective TMS320C1 x 
software development: 

• Program debug/verification 

• Single-step option 

• Trace/breakpoint capabilities 

• Full access to simulated registers and memories 

• I/O device simulation. 

The simulator is currently available for the VAX/VMS and IBM PC/PC-DOS 
operating systems. 


Note: 

The TMS320C1 x CPU Simulator only simulates the ooeration of the CPU, 
not the peripherals. 


E.1.3 TMS320C1X Evaluation Module (EVM) 

The TMS320C1X Evaluation Module (EVM) Is a low-cost development board 
for TMS32010/C10/C15/E15 devices, used for full-speed in-circuit emulation 
and hardware debugging. (Note that the EVM does not support the 
TMS320C17/E17 devices.) It consists of a single board that enables a de¬ 
signer to evaluate certain characteristics of the processor to determine if it 
meets the requirements of an application. 

The powerful firmware package of the TMS320C1x EVM contains a debug 
monitor, assembler/reverse assembler, and software communication via three 
EIA ports. The EVM can communicate to a host computer and several pe¬ 
ripherals. The three EIA ports allow the EVM to communicate with a designer's 
terminal, a host computer, a printing device, or audio cassette. In addition, the 
EVM also supports an onboard PROM utility for programming TMS2764 EP¬ 
ROMs, used for mass program storage. 

The EVM assembles source code created on a host computer or on the EVM's 
text editor, a line-numbered editor with character-editing capabilities. The 
EVM has a one-pass assembler, which resolves both forward and reverse la¬ 
bels and converts the incoming text into executable code. Object code pro¬ 
duced by the EVM assembler Is stored in memory. The reverse assembler 
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converts object code back to assembly language mnemonics, and the patch 
assembler allows modification of the code. 

Some key features of the TMS320C1x EVM are: 

• On-board TMS32010 

• 20-MHz operation 

• Event counter for one breakpoint 

• Text editor 

• On-board EPROM programmer 

• Audio cassette interface 

• 4K words of on-board program RAM 

• Target connector for full-speed in-circuit emulation from EVM memory 

• Debug monitor including commands with full prompting 

• Line-by-line assembler/reverse assembler 

• Transparency mode for host CPU upload/download 

• Eight Instruction breakpoints available 

• Single-step execution with software trace 

• Standalone or host CPU configurable. 

The TMS320C1X EVM functions In two modes: host computer mode or PC 
mode (single-user system). In the host computer mode, object and source 
code can be uploaded/downloaded between the host computer and EVM. In 
the PC mode, the EVM can support host uploads/downloads over a single 
port to allow a single-user system, such as an IBM PC, to function as both a 
terminal and a host (see Figure E-3). Commercially available terminal emu¬ 
lation software for the single-user system is required in this configuration. 



Figure E-3. TMS320C1x EVM/Single-User System 
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E.1.4 TMS320C1X Emulator (XDS) 

The TMS320C1 x Emulator (XDS/22) is a user-friendly system that has all the 
features necessary for realtime in-circuit emulation. This allows Integration of 
hardware and software modules In the debug mode. By setting breakpoints 
based on Internal conditions or external events, execution of the program can 
be suspended and control be given to the debug mode. In the debug mode, 
all registers and memory locations can be inspected and modified. Single-step 
execution is available. Full-trace capabilities at full speed and a reverse as¬ 
sembler that translates machine code back into assembly Instructions also in¬ 
crease debugging productivity. Using a standard RS-232-C port, the object 
file is first produced by the TMS320C1x Assembly Language Tools, down¬ 
loaded into the emulator, and finally controlled through a terminal. 

The XDS/22 provides 4K x 16 words of high-speed static RAM (zero wait 
states) for program memory. It also has the capability of executing out of 
target memory to utilize the full TMS320C1 x program/data address range. Fo» 
multiprocessing configurations, up to nine emulators can be daisy-chained 
together. 

The XDS/22 emulator is a completely self-contained system with power sup¬ 
ply. With three RS-232-C ports, the XDS/22 Emulator can be Interfaced to a 
terminal, host computer for source or object downloading/uploading capabil¬ 
ities, and printer or PROM programmer. 

The TMS320C1X emulator supports in-circuit emulation on all speed versions 
of the TMS32010/C10/C15. Emulators are also available for supporting in- 
circuit emulations of the TMS320C14 and TMS320C17. 

The key features of the TMS320C1 x XDS/22 Emulator are as follows: 

• Full-speed in-circuit emulation 

• 4K words of program memory for user code 

• Hardware breakpoint on program, data, or I/O conditions 

• 2K words of full-speed hardware trace 

• Use of target system crystal or internal crystal 

• Up to ten software breakpoints 

• Single-step option 

• Assembler/reverse assembler 

• Host-Independent upload/download capabilities to/from program or 
data memory 

• Ability to inspect and modify registers and program/data memory 

• Multiprocessor system development. 

Figure E-4 shows a block diagram of a typical system configuration using the 
TMS320C1X XDS/22 Emulator. 


E-6 





Appendix E - First-Generation TMS320 Development Support 



Figure E-4. TMS320C1x XDS/22 System Configuration 


E.1.5 TMS320C1X XDS/22 Upgrade Kit 

Texas Instruments offers a TMS320C1x XDS upgrade kit, which extends the 
functions and capabilities of existing development systems at a minimal cost 
to the customer. The upgrade kit will enable a TMS32010 XDS/22 to emulate 
operation of the TMS32010/C10/C15 devices. Note that early systems sup¬ 
port TMS32010 and TMS320C10 performance. Upgrade kits allow upgrade 
only within a generation, not from a first- to a second-generation XDS. 


E.1.6 TMS320 Third-party Support 

The TMS320 family of digital signal processors Is supported and serviced by 
many Independent vendors and consultants, known as third parties. These 
products range from hardware to software, simulator to DPS utility package, 
or logic analyzer to emulator. The services range from simple speech-encod¬ 
ing or vector quantization to a more complex software/hardware design or 
system analysis. 

The TMS32G Family Development Support Reference Guide (literature nuti. 
ber SPRU011A) lists and describes a number of tools and services that aug¬ 
ment the support that Texas Instruments provides; see Section 11. These 
publications furnish Tl customers with additional information on supportive 
equipment and accessories. 
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E.1.7 TMS320 Analog Interface Board 

Two TMS320 Analog Interface Boards (AIB1 and AIB2) are presently avail¬ 
able for the first-generation TMS320 family. Both boards are capable of con¬ 
verting analog-to-digital/digital-to-analog signals. Either board can function 
as a preliminary target system with the TMS320C1x EVM, XDS, or another 
emulator. Figure E-5 shows the layout of a typical AIB system. 

Each AIB board is an excellent educational tool which provides a simple. In¬ 
expensive method for learning the digital signal processing (DSP) techniques. 
And, either board allows testing of application programs with analog I/O by 
providing an interface to the TMS320C1x EVM or XDS/22. 

Key features of the AIB1 are as follows: 

• 12-bit analog-to-digital converter with sample and hold 

• 12-bit digital-to-analog converter 

• One 16-bit input port for additional A/D or user application 

^ • One 16-bit output port for additional D/A or user application 

• Two low-pass filters 

• Audio amplifier 

• TBLW (TABLE WRITE) decoder 

• Extended I/O data memory 

• Prototyping area for user application 

Key features of the AIB2 are as follows: 

• 16-bit analog-to-digital converter with sample and hold 

• 16-bit digital-to-analog converter 

• Supports tLC3204x Analog Interface chips and TCM2918 codec chips 

• Stand-alone operation (dual 27xxx EPROM sockets and socket-type 
oscillator) 

• On-board noise and function generator 

• Sockets for TMS320C10/Cl 5/Cl 7/C25 devices 

• Socket for applicable second-generation TMS320 members 

The sample rate clock for each AIB is derived from an on-board oscillator and 
may be programmed to provide an periodic analog input, output, or both. 
There are two analog lowpass filters on the board, too. One filter minimizes 
the aliasing effects by limiting the band-width of the A/D input. The other 
filter smooths the output of the D/A. The frequency response of the filters is 
controlled by varying the external components In the filter stages. The cutoff 
of these filters Is set to 4.7 kHz, but may be (plug) programmed. An audio 
amplifier that will drive an 8-ohm speaker is provided for applications with 
audio output. Sockets for 8K words of expansion memory are also provided. 
This memory is addressed through I/O and can support direct or 
autoincrement/decrement addressing. Up to 64K words of memory may be 
addressed through the memory expansion connector via this I/O interface. 
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ANALOG 

OUT 

ANALOG 

IN 


Figure E-5. TMS320 AIB System Configuration 


E.1.8 TMS320E15 EPROM DSP Starter Kit 

To assist with developing, debugging, and testing programs, Texas Instru¬ 
ments offers the TMS320E15 EPROM DSP Starter Kit. The kit includes the 
following: 

• TMS320C1X Evaluation Module (EVM) to provide a standalone devel¬ 
opment system for the TMS32010/C10/Cl 5/El 5. 

• Two TMS320E15JDL devices (TMS320EPROM/15 - EPROM DSP 
Twin-Pack), each of which provides an on-chip 256-word RAM and 
4K-word program EPROM for realtime code development and modifi¬ 
cation. The device Is object-code and pin compatible with the 
TMS32010/C10 and features EPROM code protection for copyright se¬ 
curity. 

• 40-pin to 28-pin conversion EPROM programmer adaptor socket 
(RTC/PGM320A-06) to facilitate the TMS320E15 with programming 
when using an EVM or a standard PROM programmer which is capable 
of programming the 28-pin 64K CMOS EPROMs. 

• Documentation. 

Contact the nearest Tl Field Sales Office or distributor for availability or further 
information regarding the TMS320E15 EPROM DSP Starter Kit (part number 
RTC/EVM320E-15). 

E.1.9 Digital Filter Design Package (DFDP) i 

Available from Atlanta Signal Processors, Inc. (ASPI), the The Digital Filter 
Design Package (DFDP) is a user-friendly, menu-driven software package. 
This package shortens the design time of various filter structures which use 
digital filters with floating-point accuracy or fixed-point economy. The pack¬ 
age consists of four interactive filter design modules capable of performing the 
following functions: 

1) Designing FIR filters (Kaiser window) 

2) Designing FIR filters (Parks-McClellan) 

3) Designing HR filters (Butterworth, Chebychev I and II, and elliptic) 

4) Generating TMS320C1x assembly code by converting the ASCII file 
which contains the filter coefficients Into a fully commented assembly 
language code for TMS320C1 x devices. 
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Cascade and parallel structures as well as higher-performance lattice, normal¬ 
ized lattice, and orthogonal forms are Included in the modules. 

The DFDP can design filters to meet any piecewise linear response specifica¬ 
tion, evaluate filter characteristics before and after coefficient quantization, 
and design special-purpose FIR filters, i.e., multi-band filters, differentiators, 
Hilbert transformers, and raised-cosine filters. The DFDP can also generate 
coefficients for filter implementations on any general-purpose processor or 
signal processing chip, as well as fully commented assembly language code 
for a variety of DSP chips. Magnitude, log magnitude, and Impulse responses 
can be plotted for printer or screen display; In addition, the phase, group delay, 
and pole-zero map can be plotted for MR filters. After the filter is designed, 
the user can generate code associated with the filter using the CGEN design 
module. 

The DFDP runs on the IBM PS/2, IBM PC/XT/AT, and compatible systems. 
Operating systems must have 192K bytes of memory available. For more in¬ 
formation, contact the nearest Tl Field Sales Office. For details, contact At¬ 
lanta Signal Processors, Inc. via (404) 892-7265. 

E.1.10 DSP Software Library 

The Digital Signal Processing Software Library contains the major DSP rou¬ 
tines (FFT, FIR/IIR filtering, and floating-point operations) and application 
algorithms (echo cancellation, ADPCM, and DTMF coding/decodjng) as 
presented in the book. Digital Signal Processing Applications with the 
TMS320 Family (literature number SPRA012A). These routines and algo¬ 
rithms are written in TMS320C1x source code as well as TMS320C2x source 
code. In addition, macros for the TMS320C1x are included in this library. 

The software package consists of four diskettes for use with the IBM 
PC/MS-DOS (version 1.1 or later) or a 1600 BPI magnetic tape for the 
VAX/VMS version. All the directories on the PC/MS-DOS version are con¬ 
tained on the magnetic tape for the VMS version. Each directory contains a 
README.LIS file briefly describing the contents of the files in the directory 
and the reference to the code. The book. Digital Signal Processing Applica¬ 
tions with the TMS320 Family (literature number SPRA012A), serves as the 
major reference for theory antJ application of the algorithms; printed codes for 
the application reports are given in the appendices. 

The library can also be ordered separately through Tl (see Table E-2 for or¬ 
dering information). All of the software in the library is copyrighted by Texas 
Instruments. The library is continually being updated; to obtain current infor¬ 
mation, contact TMS320 DSP Bulletin Board via (713) 274-2323. 




Appendix E - First-Generation TMS320 Development Support 


E.1.11 TMS320 Bell 212A Modem Software 

Texas Instruments is offering a software package containing source code and 
documentation for the design and implementation of a 1200-bps Bell 212A 
modem with the TMS320C17/El 7 digital signal processor and the TMS7041 
microcontroller. 

The documentation included In the package consists of two reports. One re¬ 
port discusses in detail the theory behind the design of the modem, as well 
as the functions implemented. The second report describes the hardware, al¬ 
gorithms, and coding techniques used in the Implementation of a Bell 212A 
modem demonstration unit. This implementation has been built and tested to 
verify its operation. After reading this report, the user should be able to design 
and build a similar unit as well as understand some tradeoffs involved in 
making custom modifications. 

The source code for the TMS320 Bell 212A Modem Software package Is 
provided on a 5 1/4" floppy for PC/MS-DOS or compatible operating sys¬ 
tems. Contact the nearest Tl Field Sales Office for further Information. 

E.1.12 TMS320 DSP Hotline/Bulletin Board Service 

The TMS320 group at Texas Instruments provides a DSP Hotline to answer 
TMS320 technical questions, i.e., device problems, development tools, doc¬ 
umentation, upgrades, and new TMS320 products. The hotline operates five 
days a week from 8:00 AM to 6:00 PM Central Time. The commercial tele¬ 
phone number is (713) 274-2320. To order literature, call the Customer Re¬ 
sponse Center (CRC) at 1-800-232-3200. Additionally, the TMS320 DSP 
maintains a facsimile (FAX) hotline which may be used for technical ques¬ 
tions and other information; the FAX hotline number is (713) 274-2324. For 
details and availability of TMS320 devices or development tools, contact the 
nearest Tl Field Sales Office. 

The TMS320 DSP Bulletin Board Service is a telephone-line computer bulletin 
board that provides access to Information pertaining to TMS320 devices. 
Specification updates for current or new TMS320 devices and development 
tools are communicated via the bulletin board as the information becomes 
available. The Bulletin Board Service can be accessed by dialing (713) 274- 
2323 with a 2400-, 1200-, or 300-bps modem. 

The bulletin board contains TMS320 source code from the application reports 
included in the book. Digital Signal Processing Applications with the TMS320 
Family (literature number SPRA012A). The bulletin board also provides new 
DSP applications software as it becomes available. See the TMS320 Family 
Development Support Reference Guide (literature number SPRU011A) for 
Information on how to access the bulletin board. 
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Appendix E - Part Order Information 


E.2 Part Order Information 

This section provides the device and support tool part numbers. Table E-1 
lists the part numbers for all the first-generation members of the TMS320 
family. Table E-2 gives ordering information for TMS320C1x hardware and 
software support tools. Table E-3 provides a list and description of the de¬ 
velopment tool connections to a target system. A discussion of the TMS320 
family device and development support tool prefix and suffix designators is 
included to assist In understanding the TMS320 product numbering system. 
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Table E-1. TMS320C1x Digital Signal Processor Part Numbers 


DEVICE NAME 

— 

TECHNOLOGY 

OPERATING 

FREQUENCY 

PACKAGE 

TYPE 

TYPICAL 

POWER 

TMS32010NL 

2.4-Mm NMOS 

20 MHzt 

Plastic 

40-pin DIP 

900 mW 

TMS320C10FNL 

TMS320C10FNL25 

2.0-|Jm CMOS 
2.0-Mm CMOS 

20 MHz 

25 MHz 

Plastic 

44-lead PLCC 

165 mW 

200 mW 

TMS320C10NA 

2.0-Mm CMOS 

20 MHz 

Plastic 

40-pin DIP 

165 mW 

TMS320C10NL 

TMS320C10NL14 

TMS320C10NL25 

2.0-Mm CMOS 
2.0-Mm CMOS 
2.0-Mm CMOS 

20 MHzt 

14 MHz 

25 MHz 

Plastic 

40-pin DIP 

165 mW 

140 mW 

200 mW 

TMS320C14FNL 

1.6-Mm CMOS 

25 MHzt 

Plastic 

68-lead PLCC 

275 mW 

TMS320E14FZL 

1.6-Mm CMOS 

25 MHzt 

Plastic 

68-lead CER^OUAD 

325 mW 

TMS320C15FNL 

TMS320C15FNL25 

1.8-Mm CMOS 
1.8-Mm CMOS 

20 MHz 

25 MHz 

Plastic 

44-lead PLCC 

165 mW 

200 mW 

TMS320C15NL 

TMS320C15NL25 

1.8-Mm CMOS 

1.8-Mm CMOS 

20 MHzt 

25 MHz 

Plastic 

40-pin DIP 

165 mW 

200 mW 

TMS320E15FZL 

TMS320E15FZL25 

2.0-Mm CMOS 
2.0-Mm CMOS 

20 MHz 

25 MHz 

Ceramic 

44-lead CER-QUAD 

275 mW 

325 mW 

TIV1S320E15JDA 

2.0-Mm CMOS 

20 MHz 

Ceramic 

44-pln DIP 

275 mW 

TMS320E15JDL 

TMS320E15JDL25 

2.0-Mm CMOS 
2.0-Mm CMOS 

20 MHz 

25 MHz 

Ceramic 

40-pln DIP 

275 mW 

325 mW 

TMS320C17FNL 

1.8-Mm CMOS 

20 MHz 

Plastic 

44-lead PLCC 

250 mW 

TMS320C17NL 

1.8-Mm CMOS 

20 MHzt 

Plastic 

40-pin DIP 

250 mW 

TMS320E17FZL 

2.0-Mm CMOS 

20 MHz 

Ceramic 

44-lead CER-QUAD 

275 mW 

TMS320E17JDA 

2.0-Mm CMOS 

20 MHz 

Ceramic 

40-pin DIP 

275 mW 

TMS320E17JDL 

2.0-Mm CMOS 

20 MHz 

Ceramic 

40-pin DIP 

275 mW 


tMilitary version available, 

tMilitary versions planned; contact Tl Field Sales Office for availability. 
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Appendix E - Part Order Information 


Table E-2. TMS320C1x Support Tool Part Numbers 


TOOL DESCRIPTION 

OPERATING SYSTEM 

PART NUMBER 

SOFTWARE 

Macro Assembler/Linker 

PC/MS-DOS 

VAX/VMS 

VAX ULTRIX 

SUN-3 UNIX 

TMDS3242850-02 

TMDS3242250-08 

TMDS3242260-08 

TMDS3242550-08 

Simulator 

PC/MS-DOS 

VAX/VMS 

TMDS3240811-02 

TMDS3240211-08 

Digital Filter Design Package 

IBM PC-DOS 

DFDP/IBM002 

DSP Software Library 

PC/MS-DOS 

VAX/VMS 

TMDC3240812-12 

TMDC3240212-18 

TMS320 Bell 212A Modem Software 

PC/MS-DOS 

TMDX3240813-12 

Data Encryption Standard 

Software 

PC/MS-DOS 

TMDX3240814-12 

HARDWARE 

Evaluation Module (EVM) 


RTC/EVM320A-03 

XDS/22 Emulator 

TMS320C10/C15 

TMS320C14 

TMS320C17 


TMDS3262211 

TMDX3262214 

TMDX3262217 

XDS/22 Upgrade Kit 

TMS32010 to TMS320C10/Cl 5 
TMS320C10/Cl 5 to TMS320C14 

TMS320C10/Cl 5 to TMS320C17 


TMDS3282215 
TMDX3285010 and 
TMDX3285018 
TMDX3285014 and 
TMDX3285018 

Analog Interface Board 1 (AIB1) 

Analog Interface Board 2 {AIB2) 


RTC/EVM320C-06 

RTC/AIB320A-06 

EPROM DSP Starter Kit (TMS320E15) 


RTC/EVM320E-15 

EPROM Programmer Adaptor Socket 
40- to 28-pin (TMS320E15/E17) 
44- to 28-pin (TMS320E15/E17) 
68- to 28-pin (TMS320E14) 
Additional Target Connector 

44-lead PLCC (TMS320C10) 


RTC/PGM320A-06 

RTC/PGM320C-06 

TMDX3270110 

TMDX3288810 
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Table E-3. Development Tool Connections to a Target System 


TOOL 

TARGET CONN. 

INCL. 

OPT. 

PART NUMBER 

TMS320C10 XDS/22 

40-pin DIP 

44-lead PLCC 

X 

m 

TMDS3288810 

TMS320C10 XDS/22 
(Upgrade Kit) 

40-pin DIP 

44-lead PLCC 

X 

X 

TMDS3288810 

TMS320C14 XDS/22 

68-!ead PLCC 

X 


TMDX3262214 

TMS320C17 XDS/22 

40-pin DIP 

44-lead PLCC 

X 

m 

TMDS3288810 

TMS32010 EVM 

40-pin DIP 

X 


RTC/EVM320A-03 
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Appendix E - Part Order Information 


E.2.1 Device and Development Support Tool Prefix Designators 

To assist the user in understanding the stages in the product development 
cycle, Texas Instruments assigns prefix designators to the part numbers of all 
TMS320 devices and support tools. Each TMS320 member will have one of 
^hree prefix designators: TMX, TMP, and TMS. Tl recommends two of three 
possible prefix designators for its support tools: TMDX and TMDS. These 
prefixes represent one of the evolutionary stages of product development from 
engineering prototypes (TMX/TMDX) through fully qualified production 
devices/tools (TMS/TMDS). This development flow is defined below. 

Device Development Evolutionary Flow: 

TMX Experimental device that is not necessarily representative of the final 
device's electrical specifications. 

TMP Final silicon die that conforms to the device's electrical specifications 
but has not completed quality and reliability verification. 

TMS Fully qualified production device. 

Support Tool Development Evolutionary Flow: 

TMDX Development support product that has not yet completed Texas In¬ 
struments internal qualification testing. 

TMDS Fully qualified development support product. 


TMX and TMP devices and TMDX development support tools are shipped 
against the following disclaimer: 

"Developmental product is Intended for internal evaluation purposes." 

TMS devices and TMDS development support tools have been fully charac¬ 
terized and the quality and reliability of the device has been fully demon¬ 
strated. Texas Instruments standard warranty applies. 


Note: 

Predictions show that prototype devices (TMX or TMP) will have a greater 
failure rate than the standard production devices. Texas Instruments re¬ 
commends that these devices not be used in any production system since 
their expected end-use failure rate is still undefined. Only qualified pro¬ 
duction devices are to be used. 


E-16 





Appendix E - Part Order Information 


E.2.2 Device and Development Support Tool Nomenclature 

In addition to the prefix, the device nomenclature includes a suffix that follows 
the device family name. This suffix indicates the package type (e.g., N, FN, 
or GB) and temperature range (e.g., L). Figure E-6 provides a legend for 
reading the complete device name for any TMS320 family member. 


TMS 320 


PREFIX- 

TMX = experimental device 
TMP = prototype device 
TMS = qualified device 
SMJ = MIL-STD-883C 

DEVICE FAMILY - 

320 = TMS320 family 


TECHNOLOGY- 

C = CMOS 
E = CMOS EPROM 
No letter = NMOS 


E 15 JD L 

L TEMPERATURE RANGE 

L = 0 to 70X 
S = -55 to 100X 
M= -55 to 125X 
A = -40 to 85X 

— PACKAGE TYPE 

N = plastic DIP 
JD= ceramic DIP 
side-brazed 

J = ceramic CER-DIP 
GB= ceramic PGA 
FZ = ceramic CER-QUAD 
FN= plastic leaded CC 
FD= ceramic leadless CC 


DEVICE 

Ist-gen. DSP. 
10 

14 

15 
17 

2nd-gen. DSP: 
20 
25 

3rd-gen. DSP: 
30 


Figure E-6. TMS320 Device Nomenclature 
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Figure E-7 provides a legend for reading the part number for any TMS320 
hardware or software development tool. 


TMDS 32 4 08 1 0 - 0 2 


QUALIFICATION STATUS 

TMDX = prototype 
TMDS = qualified 


j 


DEVICE FAMILY — 

32 = TMS320 famih 


PRODUCT TYPE 

4 = software 
6 = hardware 
8 = upgrade 


L MEDIUMt 

2 = 51 /4" floppy disk 
8 = 1600 BPI magnetic tape 


*-S/W FORMATt 

0 = object code 
1 = source code 


SEQUENCE NUMBERS 


MODELS - 

11 = XDS/11 
22 = XDS/22 
88 = upgrade kits 


GENERATION^ 

1 = Ist-gen. 

2 = 2nd-gen. 

3 = 3rd-gen. 


OPERATING SYSTEMt- 

02 = Ist-gen. VAX/VMS 

08 = Ist-gen. IBM PC/MS-DOS 

22 = 2nd-gen. VAX/VMS 

28 = 2nd-gen. IBM PC/MS-DOS 

32 = 3rd-gen. VAX/VMS 

38 = 3rd-gen. IBM PC/MS-DOS 


FORMATt 

1 = Tl-tagged 
5 = COFF 


t Software only, 
t Hardware only. 

Figure E-7. TMS320 Development Tool Nomenclature 
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Appendix F 

I 

Memories, Analog Converters, Sockets, and 
Crystals 


This appendix provides product information regarding memories, analog con¬ 
verters, and sockets, which are manufactured by Texas Instruments and com¬ 
patible with the TMS320C1X. Information is also given regarding crystal 
frequencies, specifications, and vendors. 

The contents of the major areas in this appendix are listed below. 

• Tl Memories and Analog Converters (Section F.1 on page F-2) 

- EPROM memories 

- Codecs and filters 

- Analog interface circuits 

- A/D and D/A converters. 

• Tl Socketf? for DIP and PLCC Packages (Section F.2 on page F-139) 

- Production sockets 

- Burn-in /test sockets. 

• Crystals (Section F.3 on page i-i44) 

- Commonly used crystal frequencies 

- Crystal specification requirements 

- Vendors of suitable crystals. 
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F.1 Tl Memories and Analog Converters 

This section provides pages of product information taken from data sheets for 
EPROM memories, codecs, analog interface circuits, and D/A and D/A con¬ 
verters. 

All of these devices can be interfaced with TMS320C1x processors (see Sec¬ 
tion 6 for hardware interface designs). Refer to Digital Signal Processing Ap¬ 
plications with the TMS320 Family (literature number SPRA012A) for 
additional information on interfaces using memories and analog conversion 
devices. 

The following paragraphs give the name of each device and where the data 
sheet for thaf device is located In order to obtain further specification infor¬ 
mation if desired. 

Data sheets for EPROM memories are located in the MOS Memory Data Book 
(SMYD006). The name of the device and the page number in the book on 
which the device Is Introduced are listed. 

TMS27C64 (page 6-55) 

TMS27C128 (page 6-7J9) 

TMS27C256 (page 6-91) 

TMX27C512 (page 6-105) 

Another EPROM memory, TMS27C291/292, Is described in a data sheet 
(SMLS291A). 

The TCM29C13/14/16/17 codecs and filters are described in the data sheet 
beginning on page 2-111 of the Telecommunications Circuits Data Book 
(SCT001). An analog Interface for the DSP using a codec and filter Is pro¬ 
vided by the TCM29C18/19 (data sheet number SCT021). 

The data sheet for the TLC32040 analog interface circuit is provided In the 
interface Circuits Data Book (SLYD002); see page 2-271. 

In the same book, data sheets for A/D and D/A converters can be found. The 
name of the device and the introductory pages are as follows: 

TLC0820 (page 2-113) 

TLC1205/1225 (page 2-181) 

TLC7524 (page 2-243) 




TMS27C64 65,536-BIT UV ERASABLE PROGRAMMABLE READ-ONLY MEMORY 
TMS27PC64 65,536-BIT PROGRAMMABLE READ-ONLY MEMORY 


This Data Sheet is Applicable to AH 
TMS27C64S and TMS27PC64s Symbolized 
with Code "A" as Described on Page 12. 

• Organization . . . 8K x 8 

• Single 5-V Power Supply 

• Pin Compatible with Existing 64K MOS 
ROMs, PROMs, and EPROMs 

• All Inputs/Outputs Fully TTL Compatible 

• Max Access/Min Cycle Times 


Vcc ±5% 

'27C64-100 

Vcc ± 10 % 

100 ns 

'27C/PC64-120 

'27C/PC64-12 

120 ns 

'27C/PC64-1 

'27C/PC64-15 

150 ns 

'27C/PC64-2 

'27C/PC64-20 

200 ns 

'27C/PC64 

'27C/PC64-25 

250 ns 


• Power Saving CMOS Technology 

• Very High-Speed SNAP! Pulse Programming 
Cr Fast Programming Algorithms 

• 3-State Output Buffers 

• 400 mV Guaranteed DC Noise Immunity 
with Standard TTL Loads 

• Latchup Immunity of 250 mA on All Input 
and Output Lines 

• Low Power Dissipation (Vcc = 5-25 V) 

— Active ... 158 mW Worst Case 

— Standby ... 1.4 mW Worst Case 
(CMOS Input Levels) 

• PEP4 Version Available with 168 Hour 
Burn-In, and also Extended Guaranteed 
Operating Temperature Ranges 


NOVEMBER 1985-REVISED APRIL 1988 


J & N PACKAGE 
(TOP VIEW) 




PIN NOMENCLATURE 

A0-A12 

Address Inputs 

E 

Chip Enable Power Down 

G 

Output Enable 

GND 

Ground 

NC 

No Connection 

NU 

Make No External Connection 

PGM 

Program 

Q1-Q8 

Outputs 

Vcc 

5-V Power Supply 

Vpp 

12-13 V Programming Power Supply 


description 

The TMS27C64 series are 65,536-bit, ultraviolet-light erasable, electrically programmable read-only 
memories. 

The TMS27PC64 series are 65,536-bit, one-time, electrically programmable read-only memories. 

These devices are fabricated using power saving CMOS technology for high-speed and simple interface 
with MOS and bipolar circuits. All inputs (including program data Inputs) can be driven by Series 74 TTL 
circuits without the use of external pull-up resistors. Each output can drive one Series 74 TTL circuit without 
external resistors. 

The data outputs are three-state for connecting multiple devices to a common bus. The TMS27C64 and 
the TMS27PC64 are pin compatible with 28-pin 64K MOS ROMs, PROMs, and EPROMs. 


PRODUCTION DATA documents contain information 
currant as of publication data. Products conform to 
specifications per the terms of Texas Instruments 
standard warranty. Production processing does not 
nocossarily include tasting of all paramoters. 


■ . Copyright © 1985, Texas Instruments Incorporated 

Texas ^ 

Instruments 


POST OFFICE BOX 1443 • HOUSTON, TEXAS 77001 





TMS27C128 131,072-BIT UV ERASABLE PROGRAMMABLE READ-ONLY MEMORY 
TMS27PC128 131,072-BIT PROGRAMMABLE READ-ONLY MEMORY 


OCTOBER 1984 - REVISED FEBRUARY 1989 


This Data Sheet is Applicable to AH 
TMS27C128sand TMS27PCI28sSymbolized 
with Code "A "as Described on Page 11. 

Organization . . . 16K x 8 

Single 5-V Power Supply 

Pin Compatible with Existing 128K MOS 
ROMs, PROMs, and EPROMs 

All Inputs/Outputs Fully TTL Compatible 


Power Saving CMOS Technology 

Very High-Speed SNAP! Pulse Programming 
or Fast Programming Algorithms 

3-State Output Buffers 

400 mV Guaranteed DC Noise Immunity with 
Standard TTL Loads 


• Latchup Immunity of 250 mA on All Input and 
Output Lines 

• Low Power Dissipation (Vcc = 5.25 V) 

— Active ... 158 mW Worst Case 

— Standby ... 1.4 mW Worst Case 
(CMOS Input Levels) 

• PEP4 Version Available with 168 Hour Burn- 
in, and also Guaranteed Operating 
Temperature Ranges 

• 128K EPROM Available with MIL-STD-883C 
Class B High Reliability Processing 
(SMJ27C128) 

description 

The TMS27C128 series are 131,072-blt, 
ultraviolet-light erasable, electrically 
programmable read-only memories. 

The TMS27PC128 series are 131,072-bit, one¬ 
time, electrically programmable read-only 
memories. 

These devices are fabricated using power-saving 
CMOS technology for high speed and simple 
interface with MOS and bipolar circuits. All inputs 


J AND N PACKAGES 
(TOP VIEW) 

yppHi U 28 h vcc 

A12C 2 27 3 PGM 


A7[; 3 
A6 Q 4 
A5C 5 
A4C6 
A3C7 
A2C;8 


Max Access/Min Cycle Times 


1 L. 

AOC 

10 

Vcc ±5% 

Vcc ±10% 


QIC 

11 

'27C128-100 


100 ns 

Q2C 

12 

'27C128-120 

'27C128-12 

120 ns 

Q3C 

13 

'27C/PC128-1 

'27C/PC128-15 

150 ns 

gndC 

14 

'27C/PC128-2 

'27C/PC128-20 

200 ns 



'27C/PC128 

'27C/PC128-25 

250 ns 

FM PA 


14 15p Q4 


26] A13 
25] A8 
24] A9 
23] A1 1 
22 ]G 
21 ] A10 
20] E 
10 19]Q8 

18] Q7 


(TOP VIEW) 

CM CL CO 

^ O. Z) O CD ^ 

< > Z > Iq. < 



PIN NOMENCLATURE | 

A0-A13 

Address Inputs 

E 

Chip Enable/Power Down 

G 

Output Enable 

GND 

Ground 

NC 

No Connection 

NU 

Make No External Connection 

PGM 

Program 

Q1-Q8 

Outputs 

Vcc 

5-V Power Supply 

Vpp 

12-13 V Programming Power Supply 


PRODUCTION DATA documents contain information 
currant as of publication date. Products conform to 
. specifications par the terms of Texas Instruments 
standard warranty. Production procossing does not 
necessarily include tasting of all parameters. 


, Texas 
Instruments 

POST OFFICE BOX 1443 • HOUSTON, TEXAS 77001 


Copyright © 1984, Texas Instruments Incorporated 






TMS27C2S6 262,144-BlT UV ERASABLE PROGRAMMABLE READ-ONLY MEMORY 
TMS27PC256 262,144-BIT PROGRAMMABLE READ-ONLY MEMORY 


■ This Data Sheet is Applicable to AH 
I TMS27C256S and TMS27PC256s Symbolized 
I with Code "A” as Described on Page 12. 

I • Organization . . . 32K x 8 

• Single 5-V Power Supply 

• Pin Compatible with Existing 256K MOS 
ROMs, PROMS, and EPROMs 

• All Inputs/Outputs Fully TTL Compatible 

• Max Access/Min Cycle Times 

VCC ±5% Vcc ±10% 

'27C256-120 '27C256-12 120 ns 

'27C/PC256-150 '27C/PC256-15 150 ns 

'27C/PC256-1 '27C/PC256-17 170 ns 

'27C/PC256-2 '27C/PC256-20 200 ns 

'27C/PC256 '27C/PC256-25 250 ns 

• Power Saving CMOS Technology 

• Very High Speed SNAP! Pulse Programming 
or Fast Programming Algorithms 

• 3-State Output Buffers 

• 400 mV Guaranteed DC Noise Immunity 
with Standard TTL Loads 

• Latchup Immunity of 250 mA on All Input 
and Output Lines 

• Low Power Dissipation (Vcc = 5,25 V) 

— Active ... 158 mW Worst Case 

— Standby ... 1.4 mW Worst Case 
(CMOS-Input Levels) 

• PEP4 Version Available with 168 Hour Burn- 
in, and also Guaranteed Operating 
Temperature Ranges 

• 256K EPROM Available with MIL-STD-883C 
Class B High Reliability Processing 
(SMJ27C256) 

description 

The TMS27C256 series are 262,144-bit, 
ultraviolet-light erasable, electrically 
programmable read-only memories. 

The TMS27PC256 series are 262,144-bit, one¬ 
time, electrically programmable read-only 
memories. 

These devices are fabricated using power saving 
CMOS technology for high speed and simple 
interface with MOS and bipolar circuits. All 
Inputs (Including program data inputs) can 


SEPTEMBER 1984 - REVISED FEBRUARY 1989 


J AND N PACKAGES 
(TOP VIEW) 




PRODUCTION DATA documents contain information 
current as of publication date. Products conform to 
specifications per the terms of Texas Instruments 
standard warranty. Production processing does not 
necessarily include testing of all parameters. 


Texas 

iNSrlSfillNTS 


Copyright © 1984, Texas Instruments Incorporated 


POST OFFICE BOX 1443 • HOUSTON, TEXAS 77001 








TMS27C512 524,288-BIT ERASABLE PROGRAMMABLE READ-ONLY MEMORY 
TMS27PC512 524,288-BIT PROGRAMMABLE READ-ONLY MEMORY 

NOVEMBER 1985 - REVISED FEBRUARY 1989 


This Data Sheet is Applicable to AH 
TMS27C512S and TMS27PC512s 
Symbolized with Code "A " as Described on 
Page 12. 

Organization . . . 64K x 8 

Singie 5-V Power Suppiy 

Pin Compatibie with Existing 512K MOS 
ROMs, PROMs, and EPROMs 


Ail Inputs/Outputs Fully TTL Compatible 


Max Access/Min Cycle Time 


VCC ±5% 
'27C/PC512-150 
'27C/PC512-1 
'27C/PC512-2 
'27C/PC512 
'27C/PC512-3 


Vcc ± 10 % 



'27C/PC512-15 

150 

ns 

'27C/PC512-17 

170 

ns 

'27C/PC512-20 

200 

ns 

'27C/PC512-25 

250 

ns 

'27C/PC512-30 

300 

ns 


J AND N PACKAGE 
(TOP VIEW) 


A15|I 

A12[I 

A7E 

A6[I 

A5[I 

A4\Z 

A3[I 

A2C 

Aid 

AOd 

QIC 

Q2C 

Q3C 

gndC 


Usab Vcc 

27C A14 
26C A13 
25^ A8 
24^ A9 
23C A1 1 
22CG/Vpp 
21 □ A10 
20^1 
19 □QS 
18^Q7 
17 □oe 
16 □QS 
15 □QA 


FM PACKAGE 
(TOP VIEW) 


• Power Saving CMOS Technology 

• Very High-Speed SNAP! Pulse Programming 
or Fast Programming Algorithms 

• 3-State Output Buffers 

• 400 mV Guaranteed DC Noise Immunity 
with Standard TTL Loads 

• Latchup Immunity of 250 mA on All Input 
and Output Lines 

• Low Power Dissipation (Vcc = 5.25 V) 

— Active ... 158 mW Worst Case 

— Standby ... 1.4 mW Worst Case 
(CMOS Input Levels) 

• PEP4 Version Available with 168 Hour Burn-in, 
and also Guaranteed Operating Temperature 
Ranges 

• 512K EPROM Available with MIL-STD-883C 
Class B High Reliability Processing 
(SMJ27C512) 

description 

The TMS27C512 series are 524,288-bit, 
ultraviolet-light erasable, electrically 
programmable read-only memories. 


CN in CJ ^ 00 

^ 13 U»-T- 

< < < 2 > < < 
<» L-H-- I LJ T 


A6 

A5 

A4 

A3 

A2 

A1 

AO 


I5 
|6 
]7 
18 

h 
10 
11 
NCp12 
Q1 ni3 


4 3 


2 1 32 31 30 

o 


4 15 16 17 18 1920 
■ raiTTif—I r-ir—I r-ii —1 
CM Q D ^ in CO 

o o z z o o a 

O 


29 [ A8 
28 [A9 
27[ All 
26 [ NC 
25 [ G/Vpp 
24[ A10 
23 [ E 
22 [ Q8 
21 [ Q7 


PIN NOMENCLATURE | 

A0-A15 

Address Inputs 

I 

Chip Enable/Power Down 

G/Vpp 

12-13 V Programming Power Supply 

GND 

Ground 

NC 

No Connection 

NU 

Make No External Connection 

Q1-Q8 

Outputs 

Vcc 

5-V Power Supply 


The TMS27PC512 series are 524, 288-bit, one-time, electrically programmable read-only memories. 

These devices are fabricated using power-saving CMOS technology for high speed and simple interface with 
MOS and bipolar circuits. All Inputs (including program data inputs) can be driven by Series 74 TTL circuits 
without the use of external pull-up resistors. Each output can drive one Series 74 TTL circuit without external 
resistors. 


PRODUCTION DATA documents contain information 
currant as of publication data. Products conform to 
F-6 specifications par the terms of Texas Instruments 
standard warranty. Production processing does not 
nocossarily include testing of all paramotors. 


Copyright © 1985, Texas Instruments Incorporated 
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TMS27C291, TMS27C292 16,384-BIT UV 
ERASABLE PROGRAMMABLE READ-ONLY MEMORIES 
TMS27PC291 16,384-BIT PROGRAMMABLE READ-ONLY MEMORY 

SEPTEMBER 1986-REVISED APRIL 1988 


• Organization . . . 2K x 8 

• Singie 5-V Power Suppiy 

• Pin Compatibie with Existing 2K x 8 
Bipoiar/High<Speed CMOS EPROMs 
and PROMs 

• Aii inputs/Outputs TTL Compatible 

• High Speed 

• Max Access/Min Cycle Time 

VCC ± 5% 


'27C/PC291-3 

'27C292-3 

35 ns 

'27C/PC291 

'27C292 

45 ns 

'27C/PC291-5 

'27C292-5 

50 ns 

Vcc 

± 10% 


'27C/PC291-35 

'27C292-35 

35 ns 

'27C/PC291-45 

'27C292-45 

45 ns 

'27C/PC291-50 

'27C292-50 

50 ns 


• Low-Power CMOS Technology 

• 3-State Output Buffers 

• Low Power Dissipation (Vcc = 5.25 V) 
— Active . . . 394 mW Max 

• Erasable 

• 100% Pretestable 


description 

The TMS27C291 and TMS27C292 series are 
16,384-blt, ultraviolet-light erasable, electrically 
programmable read-only memories. The 
TMS27PC291 series are 16,384-bit, one-time, 
electrically programmable read-only memories. 
These devices are fabricated using CMOS 
technology for high speed and simple interface 
with MOS and bipolar circuits. All inputs 
(including program data inputs) can be driven by 
Series 74 TTL circuits without the use of 
external resistors. Each output can drive eight 
Series 74 TTL circuits without external resistors. 
The data outputs are three-state for connecting 
multiple devices to a common bus. The J and N 
dual-in-line packages are pin compatible with 
existing 24-pin bipolar PROMs and high speed 
EPROMs. 


J AND N PACKAGE 
(TOP VIEW) 



FN PACKAGE 
(TOP VIEW) 



tThese pins have different pin assignments and 
functions in the program mode (see page 3). 


READ MODE 


1 PIN NOMENCLATURE | 

A0-A10 

Address Inputs 

GND 

Ground 

NC 

No Connection 

Q1-Q8 

Outputs 

SI, S2, S3 

Chip Selects 

Vcc 

5-V Power Supply 


The TMS27C291 and TMS27C292 are offered in dual-in-line ceramic packages (J suffix). The TMS27C291 
ceramic package is designed for insertion in mounting-hole rows on 7,62-mm (300-mil) centers. The 
TMS27C292 ceramic package is designed for Insertion in mounting-hole rows on 15,24-mm (600-mil) 
centers. 


ADVANCE INFORMATION concerns new products in 
the sampling or preproduction phase of development. 
Characteristic data and other specifications are 
subject to change without notice. 


■ , Copyright © 1986, Texas Instruments Incorporated 
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TMS27C291, TMS27C292 16,384-BIT UV 
ERASABLE PROGRAMMABLE READ-ONLY MEMORIES 
TMS27PC291 16,384-BIT PROGRAMMABLE READ-ONLY MEMORY 


The TMS27PC291 PROM Is offered in dual-in-line plastic package (N suffix) designed for insertion in 
mounting-hole rows on 7,62-mm {300-mil) centers. This version of the device is still in development, and 
the ADVANCE INFORMATION notices in this data sheet pertain to the N package devices. The 
TMS27PC291 PROM is also offered in a 28-lead plastic-leaded chip carrier (FN suffix) for surface mountihg 
applications on solder lands on 1,27-mm (50-mil) centers. 

All devices are guaranteed for operation from 0®C to 70°C. 

operation 

There are eight modes of operation for the TMS27C291, TMS27C292 and the TMS27PC291 as listed 
in the following table. The read mode requires a single 5-V supply. All Inputs are TTL or CMOS levels except 
for Vpp during programming (13.5 V). 



MODE 1 

FUNCTION 

Read 

Output 

Disable^ 

Output 

Disable^ 

Output 

Disable^ 

Program 

Verify 

Program 

Inhibit 

Fast 

Program 

Blank Check 

Ones 

Blank Check 

Zeros 

Signature 

S1/Vpp^ 

V|L 

V|H 

X* 

X 

Vpp 

Vpp 

Vpp 

V|L(P)1 

V|L{P) 

V|L 

S2/VFY^ 

V|H 

X 

V|L 

X 

V|L(P) 

V|H(P) 

V|H(P) 

V|L(P) 

V|H{P) 

V|H 

S3/PGM^ 

V|H 

X 

X 

V|L 

V|H(P) 

V|H{P) 

V|L(P) 

Vh5 

Vh 

Vh 

vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

Vcc 

A9 

X 

X 

X 

X 

X 

X 

X 

X 

X 

Vpp 

Vpp 

AO 

X 

X 

X 

X 

X 

X 

X 

X 

X 

V|L 

V|H 











CODE 

Q1-Q8 

Dout 

Hl-Z 

Hl-Z 

Hl-Z 

Dout 

Hl-Z 

D|N 

Ones 

Zeros 

MFC 

DEV 











97 

02 


^Pin assignment for program mode. 

can be V|l or V|h- 
§Vh = 12 V ± 0.5 V. 

1(P) = Programming mode. 

^Output can be disabled using any of these three methods. 


read/output disable 

When the outputs of two or more of these devices are connected In parallel on the same bus, the output 
of any particular device In the circuit can be read with no interference from competing outputs of the other 
devices. To read the output of a '27C291, '27PC291, or '27C292, a low-level signal Is applied to SI and 
a high-level signal is applied to S2 and S3. Any other combination of logic states on these three inputs 
will disable the outputs. Output data is accessed at pins Q1 through Q8. 

latchup immunity 

Latchup immunity is a minimum of 250 mA on all inputs and outputs. This feature provides latchup immunity 
beyond any potential transients at the P.C. board level when the devices are interfaced to industry-standard 
TTL or MOS logic devices. The input/output layout approach controls latchup without compromising 
performance or packing density. 


F-8 
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TCM129C13. TCM129C14, TCM129C16, TCM129C17, 
TCM29C13, TCM29C14, TCM29C16, TCM29C17 
COMBINED SINGLE CHIP PCM CODEC AND FILTER 

_ D2765, APRIL 1986-REVISED JUNE 1988 

• Replaces Use of TCM2910A in Tandem feature table 

wlthTCM2912C 

• Reliable Silicon-Gate CMOS Technology 

• Low Power Consumption: 

Operating Mode ... 80 mW Typical 
Power-Down Mode ... 5 mW Typical 

• Excellent Power Supply Rejection Ratio Over 
Frequency Range of 0 to 50 kHz 

• IMo External Components Needed for 
Sample, Hold, and Auto-Zero Functions 

• Precision Internal Voltage References 

• Direct Replacement for Intel 2913, 2914, 

2916, and 2917 

• TCM29C13N-3 is Primarily Used for Low- 
Cost DSP Applications with TMS320CXX 



description 

TheTCM129C13, TCM129C14, TCM129C16, TCM129C17, TCM29C13, TCM29C14, TCM29C16, and 
TCM29C17 are single-chip pulse-code-modulated encoders and decoders (PCM codecs) and PCM line filters. 
These devices provide all the functions required to interface a full-duplex (4-wire) voice telephone circuit 
with a time-division-multiplexed (TDM) system. These devices are intended to replace the TCM2910A 
in tandem with the TCM2912C. Primary applications of the devices include: 

• Line Interface for Digital Transmission and Switching of T1 Carrier, PABX, and Central Office 
Telephone Systems 

• Subscriber Line Concentrators 

• Digital Encryption Systems 

• Digital Voice Band Data Storage Systems 

• Digital Signal Processing 


TCM129C13 . . . DW, DY. J. OR N PACKAGE 

TCM29C13 . . . DW. DY. J. OR N PACKAGE TCM129C16. TCM129C17 . . . J OR N PACKAGE 

TCM29C13N-3 . . . N PACKAGE TCM29C16, TCM29C17 . . . J OR N PACKAGE 


(TOP VIEW) 

VBBp1 U20hVcc 

PWR0+ C 2 19] GSX 

PWRO ' L 3 18] ANLG in 

GSR C 4 17 ] ANLG in + 

PDN ] 5 16] ANLG GND 

CLKSELde 15]ASEL 
DCLKR C 7 14]T^/DCLKX 
PCM IN C 8 13 ] PCM OUT 

FSR/TSRE C 9 12 ] FSX/TSXE 

DGTLGNDdlO ll]CLKR/CLKX 


(TOP VIEW) 

TCM129C14 . . . DW OR JW PACKAGE 
TCM29C14 . . . DW OR JW PACKAGE 
(TOP VIEW) 

vbb E 1 E]24 ] vcc 

PWRO + E 2 23 ] GSX 

PWRO - E 3 22 ] ANLG IN 

GSRE4 21 ] ANLG in + 

PDNEb 20] ANLG GND 

CLKSELEe 19]NC 
ANLG LOOP L 7 18 ] SIGX/ASEL 

SIGR^B 17]T^/DCLKX 
DCLKRQg le] PCM OUT 
PCM IN Q 10 15] FSX/TSXE 

FSR/TSRE [^11 14]CLKX 

dgtlgnd[;i2 i3]clkr 


VbbE 1 *^16 ] Vcc 

PWRO+112 15 ] GSX 

PWRO - C 3 14 ] ANLG IN 

PDN 4 13 ] ANLG GND 

DCLKRCb i2]TSX/DCLKX 
PCM INC 6 11 ] PCM OUT 

FSR/TSRE C 7 10 ] FSX/TSXE 

DGTL GND (] 8 _ 9 ] CLKR/CLKX 


Caution. These devices have limited built-in gate protection. The leads should be shorted together or the device 
placed in conductive foam during storage or handling to prevent electrostatic damage to the MOS gates. 


PRODUCTION DATA documents contain information 
current as of publication date. Products conform to 
specifications per the terms of Texas Instruments 
standard warranty. Production processing does not 
necessarily include testing of all parameters. 


Texas 
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TCM129C13, TCM129C14, TCM129G16, TCM129C17 
TCM29C13, TCM29C14, TCM29C16, TCM29C17 
COMBINED SINGLE CHIP PCM CODEC AND FILTER 


description (continued) 

These devices are designed to perform the transmit encoding (A/D conversion) and receive decoding (D/A 
conversion) as well as the transmit and receive filtering functions in a pulse-code-modulated system. They 
are intended to be used at the analog termination of a PCM line or trunk. 

The TCM129C13, TCM129C14, TCM129C16, TCM129C17, TCM29C13, TCM29C14, TCM29G16, and 
TCM29C17 provide the bandpass filtering of the analog signals prior to encoding and after decoding. These 
combination devices perform the encoding and decoding of voice and call progress tones as well as the 
signaling and supervision information. 

The TCM29C13N-3 is the same as the TCM29C13N except for certain parameters as indicated ih the 
specification section. 

The TCM129C13, TCM129C14, TCM129C16, and TCM129C17 are characterized for operation from 
-40°C to 85°C. The TCM29C13, TCM29C14, TCM29C16, and TCM29C17 are characterized for 
operation from 0°C to 70 °C. 

functional block diagram 



fTCM129C14 and TCM29C14 only 

*TCM129C13, TCM129C16, TCM129C17, TCM29C13, TCM29C16, and TCM29C17 only. 
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TCM129C13, TCM129C14, TCM129C16, TCM129C17 
TCM29C13, TCM29C14, TCM29C16, TCM29C17 
COMBINED SINGLE CHIP PCM CODEC AND FILTER 


PIN 





TCM129C16 



TCM129C13 

TCM129C14 

TCM129C17 

NAME 

DESCRIPTION 

TCM29C13 

TCM29C14 

TCM29C16 

TCM29C17 




1 

1 

VbB 

Most negative supply voltage; input is -5 V ±5%. 

2 

2 

2 

PWRO + 

Noninverting output of power amplifier. Can drive transformer hybrids or 
high-impedance loads directly in either a differential or a single-ended 
configuration. 

3 

3 

3 

PWRO- 

Inverting output of power amplifier; functionally identical with and 
complementary to PWRO -f . 

4 

4 


GSR 

Input to the gain-setting network on the output power amplifier. 
Transmission level can be adjusted over a 12-dB range depending upon 
the voltage at GSR. 

5 

5 

4 

PDN 

Power-down select. The device is inactive with a TTL low-level input to 
this pin and active with a TTL high-level input to the pin. 

6 

6 


CLKSEL 

Clock frequency selection. Input must be connected to Vbb- Vqc, or 
ground to reflect the master clock frequency. When tied to Vbb> CLK is 
2.048 MHz. When tied to ground, CLK is 1.544 MHz. When tied to V^C- 
CLK is 1.536 MHz. 


7 


ANLG LpOP 

Provides loopback test capability. When this input is high, PWRO-i- is 
internally connected to ANLG IN. 


8 


SIGR 

Signaling bit output, receive channel; in a fixed-data-rate mode, outputs 
the logical state of the 8th bit (LSB) of the PCM word in the most recent 
signaling frame. 

7 

9 

5 

DCLKR 

Selects fixed or variable data-rate operation. When this pin is connected 
to Vbb< the device operates in the fixed-data-rate mode. When DCLKR 
is not connected to Vbb- the device operates in the variable-data-rate 
mode, and DCLKR becomes the receive data clock, which operates at 
frequencies from 64 kHz to 2.048 MHz 

8 

10 

6 

PCM IN 

Receive PCM input. PCM data is clocked in on this pin on eight consecutive 
negative transitions of the receive data clock, which is CLKR in fixed-data- 
rate timing and DCLKR in variable-data-rate timing. 

9 

11 

7 

FSR/TSRE 

Frame synchronization clock input/time slot enable for receive channel. 

In the fixed-data-rate mode, FSR distinguishes between signaling and non¬ 
signaling frames by a double- or single-length pulse, respectively. In the 
variable-data-rate mode, this signal must remain high for the duration of 
the timeslot. The receive channel enters the standby state when FSR is 

TTL low for 300 ms. 

10 

12 

8 

DGTL GND 

Digital ground for all internal logic circuits. Not internally connected to 

ANLG GND. 

11 

13 

9 

CLKR 

Receive master clock and data clock for the fixed-data-rate mode. Receive 

master clock only for variable-data-rate mode. CLKR and CLKX are 
internally connected together for TCM129C13, TCM129C16, 
TCM129C17, TCM29C13, TCM29C16, and TCM29C17. 
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TCM129C13, TCM129C14, TCM129C16. TCIVI129C17 
TCM29C13, TCM29C14, TCM29C16, TCM29C17 
COMBINED SINGLE-CHIP PCM CODEC AND FILTER 


PIN 





TCM129C16 



TCM129C13 

TCM129C14 

TCM129C17 

NAME 

DESCRIPTION 

TCM29C13 

TCM29C14 

TCM29C16 





TCM29C17 



11 

,4 

9 

CLKX 

Transmit master clock and data clock for the fixed-data-rate mode. 

Transmit master clock only for variable data rate mode. CLKR and CLKX 
are internally connected for the TCM129C13, TCMl 29C16, TCM129C17, 
TCM29C13, TCM29C16, and TCM29C17. 

12 

15 

10 

■ 

FSX/TSXE 

Frame synchronization clock input/time-slot enable for transmit channel. 
Operates independently of, but in an analagous manner to, FSR/TSRE. 
The transmit channel enters the standby state when FSX is low for 300 ms. 

13 

16 

11 

PCM OUT 

Transmit PCM output. PCM data is clocked out on this output on eight 
consecutive positive transitions of the transmit data clock, which is CLKX 
in fixed-data-rate timing and DCLKX in variable-data-rate timing. 

14 

17 

12 

TSX/DCLKX 

Transmit channel time slot strobe (output) or data clock (input) for the 
transmit channel. In the fixed-data-rate mode, this pin is an open-drain 
output to be used as an enable signal for a three-state buffer. In the 
variable-data rate mode, DCLKX becomes the transmit data clock, which 
operates at TTL levels from 64 kHz to 2.048 MHz. 

15 

18 


SIGX/ASEL 

Used to select between A-law and ju-law operation. When connected to 
VbB' A-law is selected. When connected to V^c ground, u-law is 

selected. When not connected to Vbb- 'f 's a TTL-level input that is 
transmitted as the eighth bit (LSB) of the PCM word during signaling frames 
on the PCM OUT pin (TCM129C14 and TCM29C14 only). SIGX/ASEL 
is internally connected to provide /i-law operation for TCM129C16 and 
TCM29C16 and A-law operation for TCM129C17 and TCM29C17. 

16 

20 

13 

ANLG GND 

Analog ground return for all internal voice circuits. Not internally connected 

to DGTL GND. 

17 

21 


ANLG IN + 

Noninverting analog input to uncommitted transmit operational amplifier. 
Internally connected to ANLG GND on TCM129C16, TCM29C16, 
TCM129C17, and TCM29C17. 

18 

22 

14 

ANLG IN- 

Inverting analog input to uncommitted transmit operational amplifier. 

19 

23 

15 

GSX 

Output terminal of internal uncommitted operational amplifier. Internally, 
this is the voice signal input to the transmit filter. 

20 

24 

16 

vcc 

Most positive supply voltage, input is 5 V ± 5%. 


I 
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TCM129C13, TCM129C14, TCM129C16, TCM129C17 
TCM29C13, TCM29C14, TCM29C16, TCM29C17 
COMBINED SINGLE CHIP PCM CODEC AND FILTER 


absolute maximum ratings over operating free-air temperature range (unless otherwise noted) 


Supply voltage, Vcc (see Note 1). -0.3 V to 1 5 V 

Output voltage, Vq . -0.3 V to 15 V 

Input voltage, V|. -0.3 V to 1 5 V 

Digital ground voltage.•.. -0.3 V to 1 5 V 

Continuous total dissipation at (or below) 25°C free-air temperature . 1375 mW 

Operating free-air temperature range: TCM129C. . -40°C to 85°C 

TCM29C_.. 0°Cto70°C 

Storage temperature range . -65°C to 150°C 

Lead temperature 1,6 mm (1/16 inch) from case for 10 seconds: DW, DY, or N package . . . 260 °C 
Lead temperature 1,6 mm (1/16 inch) from case for 60 seconds: J or JW package. 300 °C 


NOTES: 1. Voltage values for maximum ratings are with respect to Vbb- 


recommended operating conditions (see Note 2) 



MIN NOM MAX 

UNIT 

Vcc Supply voltage (see Note 3) 

4.75 5 5.25 

V 

Vbb Supply voltage 

-4.75 -5 -5.25 

V 

DGTL GND voltage with respect to ANLG GND 

0 

V 

V|n High-level input voltage, all inputs except CLKSEL 

2.2 

V 

V|L Low-level input voltage, all inputs except CLKSEL 

0.8 

V 

Clock select 

Input voltage 

For 2.048 MHz 

Vbb vbb+0.5 

V 

For 1.544 MHz 

0 0.5 

For 1.536 MHz 

Vcc-0-5 Vcc 

Rl Load resistance 

At GSX 

10 

kQ 

At PWRO and/or PWRO - 

300 

Q 

Ci^ Load capacitance 

At GSX 

50 

pF 

AT PWRO -F and/or PWRO - 

100 

T/^ Operating free-air temperature 

TCM129C_ 

IT) 

00 

o 

1 

°C 

TCM29C_ 

o 

o 


NOTES: 2. To avoid any possible damage and reliability problems to these CMOS devices when applying power, the following sequence 
should be followed: 

(1) Connect ground 

(2) Connect the most negative voltage 

(3) Connect the most positive voltage 

(4) Connect the input signals 

When powering down the device, follow the above steps in reverse order. If the above procedure cannot be followed, connect 
a diode between Vbq and digital ground, cathode to DGND, anode to Vge- 
3. Voltages at analog inputs and outputs, Vqq, and Vgg terminals are with respect to the ANLG GND terminal. All other voltages 
are referenced to the DGTL GND terminal unless otherwise noted. 
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TCM129C13, TCM129C14, TCM129C16, JCM129C17 
TCM29C13, TCM29C14, TCM29C16, TCM29C17 
COMBINED SINGLE-CHIP PCM CODEC AND FILTER 


electrical characteristics over recommended ranges of supply voltage and operating free-air temperature 


supply current, fpCLK 2.048 MHz, outputs not loaded 


PARAMETER* 

TEST CONDITIONS 

TCM129C_ 

TYpf 

MAX 

TCM29C_ 

TYpt 

MAX 

UNIT 

Supply current 
from Vcc 

Operating 


8 

13 

7 

9 


Standby 

FSX or FSR at V|l after 300 ms 

0.7 

1.5 

0.5 1 

mA 

Power-down 

PDN V|L after 10 ns 

0.4 1 

0.3 

0.8 


Supply current 
from Vbb 

Operating 


-8 

-13 

_7 

-9 


Standby 

FSX or FSR at V|l after 300 ms 

-0.7 

-1.5 

-0.5 

-1 

mA 

Power-down 

PDN V|L after 10 /xs 

-0.4 

-1 

-0.3 

-0.8 


Power 

dissipation 

Operating 


80 

130 

70 

90 


Standby 

FSX or FSR at V|l after 300 ms 

7 

15 

5 

10 

mW 

Power down 

PDKi V|l after 10 

4 

10 

3 

8 



digital interface 


PARAMETER 

TEST CONDITONS 

TCM129C_ 

MIN TYP* MAX 

TCM29C_ 

MIN TYP* MAX 

UNIT 

Vqh High-level output voltage 

PCM out 

Iqh = “ 9-6 

2.4 

2.4 

V 

SIGR 

lOH = - 1.2 mA 

2.4 

2.4 

Vql Low-level output voltage at PCM out, TSX, SIGR 

•OL = 3.2 mA 

0.5 

0.4 

V 

l|H High-level input current, any digital input 

V| =2.2 V to Vcc 

12 

10 

/xA 

l|L Low-level input current, any digial input 

V| = 0 to 0.8 V 

12 

10 

mA 

Cj input capacitance 


5 10 

5 10 

PF 

Cq Output capacitance 


5 

5 

pF 


transmit amplifier input 


PARAMETER 

TEST CONDITIONS 

MIN TYP* MAX 

UNIT 

Input current at ANLG IN + , ANLG IN - 

V| = -2.17 V to 2.17 V 

±100 

nA 

Input offset voltage at ANLG IN-F, ANLG IN- 

V| = -2.17 V to 2.17 V 

±25 

mV 

Common-mode rejection at ANLG IN-f, ANLG IN- 

V| = -2.17 V to 2.17 V 

55 

dB 

Open-loop voltage amplification at GSX 


5000 


Open-loop unity-gain bandwidth at GSX 


1 

MHz 

Input resistance at ANLG IN-F, ANLG IN- 


10 

Mfi 


receive filter output 


PARAMETER 

TEST CONDITIONS 

MIN TYP* MAX 

UNIT 

Output offset voltage PWRO +, PWRO - (single-ended) 

Relative to ANLG GND 

80 

mV 

Output resistance at PWRO +, PWRO - 


1 

Q 


^All typical values are at Vbb = -5 V, Vcc = 5 V, and T/^ = 25°C. 
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TCM129C13, TCM129C14. TCM129C16, TCM129C17 
TCM29C13, TCM29C14, TCM29C16, TCM29C17 
COMBINED SINGLE CHIP PCM CODEC AND FILTER 


gain and dynamic range, Vcc ~ 5 V. Vbb ** -5 V, Ta ~ 25°C (unless otherwise noted) 
(see Notes 4, 5, and 6) 


PARAMETER 

TEST CONDITIONS 

MIN TYP MAX 

UNIT 

Encoder milliwatt response 
(transmit gain tolerance) 

Signal input = 1.064 V rms for /{-law 
Signal input = 1.068 V rms for A-law 

Standard version 

±0.04 ±0.2 

dBmO 

TCM29C13N-3 

±0.2 ±0.5 

Encoder milliwatt response 
(nominal supplies and temperature) 

Ta = 0°C to 70 °C, 

Supplies = ±5% 

±0.08 

dB 

Digital milliwatt response (receive 
tolerance gain) relative to zero- 
transmission level point 

Signal input per CCITT G.711, 

Output signal = 1 kHz 

Standard version 

±0.04 ±0.2 

dBmO 

TCM29C13N-3 

±0.2 ±0.5 

Digital milliwatt response variation 
with temperature and supplies 

Ta = 0°C to 70 oc. 

Supplies = ±5% 

±0.08 

dB 

Zero-transmission-level 

point, transmit channel 

(0 dBmO) 

/<i-law 

Rl = 600 n 

2.76 

dBm 

A-law 

2.79 

/t-law 

Rl = 900 n 

1.00 

A-law 

1.03 

Zero-transmission-level 

point, receive channel 
(0 dBmO) 

/*-law 

Rl = 600 n 

5.76 

dBm 

A-law 

5.79 

/{-law 

Rl = 900 Q 

4.00 

A-law 

4.03 


NOTES: 4. Unless otherwise noted, the analog input is a O-dBmO, 1020-Hz sine wave, where 0 dBmO is defined as the zero-reference 
point of the channel under test. This corresponds to an analog signal input of 1.064 V rms, or an output of 1.503 V rms. 

5. The input amplifier is set for unity gain, noninverting. The digital input is a PCM bit stream generated by passing a O-dBmO, 
1020-Hz sine wave through an ideal encoder. 

6. Receive output is measured single-ended in the maximum-gain configuration. To set the output amplifier for maximum gain, 
GSR is connected to PWRO- and the output is taken at PWRO-f. All output levels are (sin x)/x corrected. 

gain tracking over recommended ranges of supply voltage and operating free-air temperature, reference 
level * ~ 10 dBmO 


PARAMETER 

TEST CONDITIONS 

MIN MAX 

UNIT 

Transmit gain tracking error, sinusoidal input 

3 to - 40 dBmO 

±0.25 

dB 

- 40 to - 50 dBmO 

±0.5 

- 50 to - 55 dBmO 

±1.2 

Receive gain tracking error, sinusoidal input 

3 to - 40 dBmO 

±0.25 

dB 

40 to - 50 dBmO 

±0.5 

50 to 55 dBmO 

± 1.2 
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noise over recommended ranges of supply voltage and operating free-air temperature 


PARAMETER 

TEST CONDITIONS 

MIN MAX 

UNIT 

Transmit noise, C-message weighted 

ANLG IN-f = ANLG GND, 

ANLG IN - = GSX 

15 

dBrnCO 

Transmit noise, C-message weighted with eighth-bit 
signaling (TCMl29C14 and TCM29C14 only) 

ANLG IN-F = ANLG GND, 

ANLG IN- = GSX, 

6th frame signaling 

18 

dBrnCO 

Transmit noise, psophometrically weighted 

ANLG IN-F = ANLG GND, 

ANLG IN - = GSX 

-75 

dBmOp 

Receive noise, C-message weighted quiet code 

PCM IN = 11111111 (;i-law) 

PCM IN = 10101010 (A-law) 

measured at PWRO -f 

11 

dBrnCO 

Receive noise, C-message weighted sign 
bit toggled 

Input to PCM IN is zero code with sign bit 
toggled at 1-kHz rate 

12 

dBmCO 

Receive noise, psophometrically weighted 

PCM = lowest positive decode level 

-79 

dBmOp 


power supply rejection and crosstalk attenuation over recommended ranges of supply voltage and 
operating free-air temperature 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ MAX 

UNIT 

Vcc supply voltage 
rejection ratio, 

transmit channel 

f = 0 to 30 kHz 

Idle channel, 

supply signal = 200 mV p-p, 

f measured at PCM OUT 

-30 

dB 

f = 30 to 50 kHz 

-45 

Vbb supply voltage 
rejection ratio, 

transmit channel 

f - 0 to 30 kHz 

Idle channel, 

supply signal = 200 mV p-p, 

f measured at PCM OUT 

-30 

dB 

f = 30 to 50 kHz 

-55 

Vcc supply voltage 
rejection ratio, 

receive channel 

(single-ended) 

f = 0 to 30 kHz 

Idle channel, 

supply signal = 200 mV p-p, 
narrow-band, f measured 

at PWRO + 

-20 

dB 

f = 30 to 50 kHz 

-45 

Vbb supply voltage 
rejection ratio. 

f = 0 to 30 kHz 

Idle channel, 

supply signal = 200 mV p-p, 
narrow-band, f measured 

at PWRO -F 

-20 

dB 

receive channel 

(single-ended) 

f = 30 to 50 kHz 

-45 

Crosstalk attenuation, transmit-to-receive 
(single-ended) 

ANLG IN-f = 0 dBmO, 
f = 1.02 kHz, unity gain, 

PCM IN = lowest decode level, 

measured at PWRO + 

71 

dB 

Crosstalk attenuation, receive-to-transmit 
(single-ended) 

PCM IN = 0 dBmO, 

f = 1.02 kHz, 

Measured at PCM OUT 

71 

dB 


^All typical values are at Vbq = -5 V, = 5 V, and T/^ = 25 °C. 
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distortion over recommended ranges of supply voltage and operating free-air temperature 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ MAX 

UNIT 

Transmit signal to distortion ratio, sinusoidal 
input (CCITT G.712 - Method 2) 

ANLG IN-h = 0 to -30 dBmO 

36 

dF 

ANLG IN-f = -30 to -40 dBmO 

30 

ANLG IN-f = -40 to -45 dBmO 

25 

Receive signal to distortion ratio, sinusoidal 
input (CCITT G,712 - Method 2) 

ANLG IN-f = 0 to -30 dBmO 

36 

dB 

ANLG IN-f = -30 to -40 dBmO 

30 

ANLG IN-f = -40 to -45 dBmO 

25 

Transmit single-frequency distortion products 

AT&T Advisory #64 (3.8), Input signal = 0 dBmO 

-46 

dBmO 

Receive single-frequency distortion products 

AT&T Advisory #64 (3.8), Input signal = 0 dBmO 

-46 

dBmO 

Intermodulation distortion, end-to-end 

Spurious out-of-band signals, end-to-end 

CCITT G.712 (7.1) 

-35 

dBmO 

dBmO 

CCITT G.712 (7.2) 

-49 

CCITT G.712 (6.1) 

-25 

CCITT G.712 (9) 

-40 

Transmit absolute delay time to PCM OUT 

Fixed data rate, fcLKX = 2.048 MHz, 

Input to ANLG IN-F 1.02 kHz at 0 dBmO 

245 

fiS 

Transmit differential envelope delay time 
relative to transmit absolute delay time 

f = 500 Hz to 600 Hz 

170 

fiS 

f = 6p0 Hz to 1000 Hz 

95 

f = 1000 Hz to 2600 Hz 

45 

f = 2600 Hz to 2800 Hz 

105 

Receive absolute delay time to PWRO-f 

Fixed data rate, fcLKR == 2.048 MHz, 

Digital input is DMW codes 

190 

fiS 

Receive differentia! envelope delay time 
relative to transmit absolute delay time 

f = 500 Hz to 600 Hz 

45 

flS 

f = 600 Hz to 1000 Hz 

35 

f = 1000 Hz to 2600 Hz 

85 

f = 2600 Hz to 2800 Hz 

110 


^All typical values are at Vbb = -5 V, Vcc = 5 V, and = 25°C. 


transmit filter transfer over recommended ranges of supply voltage and operating free-air temperature 
(see Figure 1) 


PARAMETER 

TEST CONDITIONS | 

MIN MAX 

UNIT 

Gain relative to gain 

at 1.02 kHz 

Input amplifier set for unity 
gain. Noninverting maximum gain 
output. Input signal at ANLG IN + 

is 0 dBmO 

16.67 Hz 

-30 

dB 

50 Hz 

-25 

60 Hz 

-23 

200 Hz 

-1.8 -0.125 

300 Hz to 3 kHz 

-0.15 0.15 

3.3 kHz 

-0.35 0.03 

3.4 kHz 

-1 -0.1 

4 kHz 

-14 

4.6 kHz and above 

-32 

3.4 kHz (TCM29C13N-3 only) 

-1.4 -0.1 
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receive filter transfer over recommended ranges of supply voltage and operating free-air temperature 
(see Figure 2) 


PARAMETER 

TEST CONDITIONS | 

MIN MAX 

UNIT 

Gain relative to gain 

at 1.02 kHz 

Input signal at PCM IN 

is 0 dBmO 

Below 200 Hz 

0.15 

dB 

200 Hz 

-0.5 0.15 

300 Hz to 3 kHz 

-0.15 0.15 

3.3 kHz 

-0.35 0.03 

3.4 kHz 

-1 - 0.1 

4 kHz 

- 14 

4.6 kHz and above 

-30 

3.4 kHz (TCM29C13N-3 only) 

-1.4 -0.1 


clock timing requirements over recommended ranges of supply voltage and operating free-air 
temperature (see timing diagrams) 


PARAMETER 

MIN 

TYP^ 

MAX 

UNIT 

tc(CLK) 

Clock period for CLKX, CLKR (2.048-MHz systems) 

488 

ns 

tr, tf 

Rise and fall times for CLKX and CLKR 

5 


30 

ns 

tw(CLK) 

Pulse duration for CLKX and CLKR (see Note 7) 

220 

ns 

tw(DCLK) 

Pulse duration for DCLK (foCLK = Hz to 2.048 MHz) (see Note 7) 

220 

ns 

Clock duty cycle [tw(CLK)/^c(CLK)l CLKX and CLKR 

45 

50 

55 

% 


^ All typical values are at Vb 0 = -5 V, Vcc = 5 V, and = 25°C. 


transmit timing requirements over recommended ranges of supply voltage and operating free-air 
temperature, fixed-data-rate mode (see timing diagrams) 


PARAMETER 

MIN 

MAX 

UNIT 

td(FSX) 

Frame sync delay time 

100 

tcICLK)-!©© 

ns 

tsu(SIGX) 

Setup time before Bit 7 falling edge (TCM129C14 and TCM29C14 only) 

0 

ns 

th(SIGX) 

Hold time after Bit 8 falling edge (TCM129C14 and TCM29C14 only) 

0 

ns 


propagation delay times over recommended ranges of operating conditions, fixed-data-rate mode 
(see timing diagrams) 


PARAMETER | 

TEST CONDITIONS 

MIN 

MAX 

UNIT 

tpdl 

From rising edge of transmit clock to Bit 1 data valid at 

PCM OUT (data enable time on time slot entry) (see Note 8 ) 

Cl = 0 to 100 pF 

0 

145 

ns 

tpd 2 

From rising edge of transmit clock Bit n to Bit n -f- 1 data 
valid at PCM OUT (data valid time) 

Cl = 0 to 100 pF 

0 

145 

ns 

tpd3 

From falling edge of transmit clock Bit 8 to Bit 8 Hi-Z at 

PCM OUT (data float time on time slot exit) (see Note 8 ) 

o 

II 

_J 

u 

60 

215 

ns 

tpd4 

From rising edge of transmit clock Bit 1 to TSX active 
(low) (time slot enable time) 

Cl = 0 to 100 pF 

0 

145 

ns 

tpd5 

From falling edge of transmit clock Bit 8 to TSX inactive 
(high) (timeslot disable time) (see Note 8 ) 

o 

■ II 

—i 

o 

60 

190 

ns 

^pd 6 

From rising edge of channel time slot to SIGR update 
(TCM129C14 and TCM29C14 only) 


0 

2 

lis 


NOTES; 7. FSX CLK must be phase locked with the CLKX, FSR CLK must be phase locked with CLKR. 
8 . Timing parameters tpdi, tp^s, and tpcj 5 are referenced to the high-impedance state. 
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receive timing requirements over recommended ranges of supply voltage and operating freerair 
temperature, fixed-data-rate mode (see timing diagrams) 


PARAMETER 

MIN 

MAX 

UNIT 

td(FSR) 

Frame sync delay time 

100 

tc(CLK)-100 

ns 

tsuiPCM IN) 

Setup time before Bit 7 falling edge (TCM129C14 and TCM29C14 only) 

10 

ns 

th(PCM IN) 

Hold time after Bit 8 falling edge (TCM129C14 and TCM29C14 only) 

60 

ns 


transmit timing requirements over recommended ranges of supply voltage and operating free-air 
temperature, variable-data-rate mode (see timing diagrams) 


PARAMETER 

MIN 

MAX 

UNIT 

td(TSDX) 

Timeslot delay time from DCLKX (see Note 9) 


140 

td(DCLKX)~140 

ns 

'd(FSX) 

Frame sync delay time 


100 

tcICLKI-lOO 

ns 

tc(DCLKX) Clock period for DCLKX | 

488 

15620 

kHz 

propagation delay times over recommended ranges of operating conditions 
(see Note 10 and timing diagrams) 

variable-data-rate mode 

PARAMETER 

TEST CONDITIONS 

MIN 

MAX 

UNIT 

tpd? 

Data delay time from DCLKX 

Cl = 0 to 100 pF 

0 

100 

ns 

todS 

Data delay from timeslot enable to PCM OUT 

Cl = 0 to 100 pF 

0 

50 

ns 

tpd9 

Data delay from time slot disable to PCM OUT 

Cl = 0 to 100 pF 

0 

80 

ns 

TodlO 

Data delay time from FSX 

td(TSDX) = 80 ns 

0 

140 

ns 


receive timing requirements over recommended ranges of supply voltage and operating free-air 
temperature, variable-data-rate mode (see timing diagrams) 


PARAMETER | 

MIN 

MAX 

UNIT 

td(TSDR) 

Timeslot delay time from DCLKR (see Note 11) 

140 

td(DCLKR)-140 

ns 

td(FSR) 

Frame sync delay time 

100 

tc(CLK)-100 

ns 

tsuIPCM IN) 

Setup time before Bit 7 falling edge 

10 

ns 

th(PCM IN) 

Hold time after Bit 8 falling edge 

60 

ns 

tc(DCLKR) 

Data clock frequency 

488 

15620 

ns 

t(SER) 

Timeslot end receive time 

0 

ns 


64-kilobit operation timing requirements over recommended ranges of supply voltage and operating 
free-air temperature, variable-data-rate mode 


PARAMETER 

TEST CONDITIONS 

MIN MAX 

UNIT 

tpsLX Transmit frame sync minimurn down time 

FSX = TTL high for 

remainder of frame 

488 

ns 

^FSLR Receive frame sync minimum down time 

FSR = TTL high for 

remainder of frame 

1952 

ns 

tDCLK Pulse duration, data clock 


10 

ns 


NOTES: 9. tpsLX rninimum requirement overrides the t^jcrsDX) maximum requirement for 64-kH2 operation. 

10. Timing parameters tp(j 3 and tp^g are referenced to a high-impedance state. 

11. tpsLR minimum requirement overrides the t(j( 7 SDR) friaximum requirement for 64-kHz operation. 
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CLK, CLKR, and CLKX Selection Requirements for DSP Based Applications 

1) It should be noted that the CLKX, CLKR, CLK must be selected as follows: 


CLKSEL PIN 

CLK, CLKR, CLKX 

(BETWEEN 1.0 MHz to 3.0 MHz) 

DEVICE TYPE 

-5 

= (256) X (Frame Sync Frequency) 

TCM129C13/14/16/17 

TCM29C13/14/16/17 

0 V 

= (193) X (Frame Sync Frequency) 

TCM129C13/14 

TCM29C13/14 

+ 5 V 

= (192) X (Frame Sync Frequency) 

TCM129C13/14 

TCM29C13/14 


E.G.: For Frame Sync Frequency = 9.6 kHz 


CLKSEL PIN 

CLK, CLKR, CLKX 

(BETWEEN 1.0 MHz to 3.0 MHz) 

DEVICE TYPE 

-5 

= 2.4576 MHz 

TCM129C13/14/16/17 

TCM29C13/14/16/17 

0 V 

= 1.8528 MHz 

TCM129C13/14 

TCM29C13/14 

+ 5 V 

= 1.8432 MHz 

TCM129C13/14 

TCM29C13/14 


tCLKSEL is internally set to -5 V for TCM129C16/17 and TCM29C16/17. 


2) Corner frequency at 8 kHz Frame Sync Frequency = 3kHz 

Therefore, the corner frequency = (3/8) x (Frame Sync Frequency). (For nonstandard frame sync.) 


F-20 
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NOTE: This is a typical transfer function of the receive filter component. 

FIGURE 2. TRANSFER CHARACTERISTIC OF THE RECEIVE FILTER 
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^ -TIMESLOT 1- 



I# - TIMESLOT N-^ 



OUTPUT TIMING 


FIGURE 3. TRANSMIT TIMING (FIXED-DATA-RATE) 




INPUT TIMING 

FIGURE 4. RECEIVE TIMING IFIXED-DATA-RATE) 


NOTE: Inputs and driven from 0.45 V to 2.4 V. Time intervals are referenced to 2 V if the high level is indicated and 0.8 V if the low 
level is indicated. 

^Bit 1 = MSB = SIGN BIT and is clocked in first on the PCM-IN pin or clocked out first on the PCM-OUT pin. BIT 8 = LSB = LEAST 
SIGNIFICANT BIT and is clocked in last on the PCM-IN pin or is clocked out last on the PCM-OUT pin. 


Texas 

Instruments 


POST OFFICE BOX 655012 • DALLAS, TEXAS 75265 



TCM129C13, TCM129C14, TCM129C16, TCM129C17 
TCM29C13, TCM29C14, TCM29C16, TCM29C17 
COMBINED SINGLE-CHIP PCM CODEC AND FILTER 



FIGURE 5. TRANSMIT TIMING (VARIABLE-DATA-RATE) 
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NOTE: All timing parameters referenced to V||-| and V|l except tpjs and tpjg, which reference a high-impedance state. 

FIGURE 6. RECEIVE TIMING (VARIABLE-DATA-RATE) 


NOTE: All timing parameters, referenced to V|h and V||_ except tp^g and tp^g, which reference a high-impedance state. 

^Bit 1 = MSB = SIGN BIT and is clocked In first on the PCM-IN pin or clocked out first on the PCM-OUT pin. BIT 8 = LSB = LEAST 
SIGNIFICANT BIT and is clocked in last on the PCM-IN pin or is clocked out last on the PCM-OUT pin. 
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GENERAL OPERATION 


system reliability features 

The TCM129C13, TCM129C14, TCM129C16, TCM129C17, TCM29C13, TCM29C14, TCM29C16, and 
TCM29C17 are powered up in four steps: 

Vcc and Vbb supply voltages are applied. 

All clocks are connect ed. 

TTL high is applied to PDN. 

FSX and/or FSR synchronization pulses are applied. 

On the transmit channel, digital outputs PCM OUT and TSX are held in high-impedance state for 
appro xima tely four frames (500 /as) after power up or application of Vbb or VcC- After this delay, PCM 
OUT, TSX, and signaling are functional and will occur In the proper timeslot. The analog circuits on the 
transmit side require approximately 60 ms to reach their equilibrium value due to the autozero circuit settling 
time. Thus valid digital Information, such as for on/off hook detection, is available almost Immediately, 
while analog information is available after some delay. 

On the receive channel, the digital output SIGR is also held low for a maximum of four frames after power 
up or application of Vbb or VcC- SIGR will remain low until it Is updated by a signalling frame. 

To further enhance system reliability, PCM OUT and TSX will be placed in a high-impedance state 
approximately 20 /ts after an interruption of CLKX. SIGR will be held low approximately 20 /as after an 
Interruption of CLKR. These interruptions could possible occur with some kind of fault condition. 

power-down and standby operations 

To minimize power consumption, a power-down mode and three standby modes are provided. 

For power down, an external low signal is appli ed to the PDN pin. It is not sufficient to remove the high 
voltage to PDN. In the absence of a signal, the PDN pin floats to high and the device remains active. In 
the power-down mode, the average power consumption is reduced to an average of 5 mW. 

The standby modes give the user the option of putting the entire device on standby, putting only the transmit 
channel on standby, or putting only the receive channel on standby. To place the entire device on standby, 
both FSX and FSR are held at low. For transmit-only operation, FSX is high and FSR is held low. For receive- 
only operation, FSR is high and FSX is held low. See Table 1 for power down and standby procedures. 


TABLE 1. POWER DOWN AND STANDBY PROCEDURES 


DEVICE 

STATUS 

PROCEDURE 

TYPICAL POWER 

CONSUMPTION 

DIGITAL OUTPUT STATUS 

Power down 

PDN low 

3 mW 

TSX and PCM OUT are in a high-impedance state: 

SIGR goes to low within 10 /as. 

Entire device on standby 

FSX and FSR 

are low 

3 mW 

TSX and PCM OUT are in a high-impedance state; 

SIGR goes to low within 300 ms. 

Only transmit on standby 

FSX is low 

FSR is high 

40 mW 

T5X and PCM OUT are placed in a high-impedance 
state within 300 ms. 

Only receive on standby 

FSR is low 

FSX is high 

30 mW 

SIGR is placed in a high-impedance state 
within 300 ms. 
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fixed-data-rate timing (see Figure 7) 

Fixed-data-rate timing is selected by connecting DCL KR to Vbb- It uses master clocks CLKX and CLKR, 
frame synchronizer clocks FSX and FSR, and output TSX. FSX and FSR are 8-kHz inputs that set the 
sampling frequency and distinguish between signaling and nonsignaling frames by their pulse durations. 
A frame synchronization pulse one master clock period long designates a nonsignaling frame, while a double¬ 
length sync pulse enables the signaling function (TCM129C14 and TCM29C14 only). Data is transmitted 
on the PCD OUT pin on the first eight positive transitions of CLKX following the rising edge of FSX. Data 
is received on the PCM IN pin on the first eight failing edges of CLKR following FSX. A digital-to-analog 
(D/A) conversion is performed on the received digital word and the resulting analog sample is held on an 
internal sample-and-hold capacitor until transfej-red to the receive filter. 

The clock selection pin (CLKSEL) is used to select the frequency of CLKX and CLKR (TCM129C13, 
TCM129C14, TCM29C13, and TCM29C14 only). The TCM129C13, TCM129C14, TCM29C13, and 
TCM29C14 fixed-data-rate mode can operate with frequencies of 1.536 MHz, 1.544 MHz, or 2.048 MHz. 
The TCM129C16, TCM129C17, TCM29C16, and TCM29C17 fixed data rate mode operates at 2.048 MHz 
only. 


192/193/256 



By Bfi SIGX 
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variable data rate timing 

Variable-data-rate timing is selected by connecting DCLKR to the bit clock for the receive PCM highway 
rather than to Vbb- It uses master clocks CLKX and CLKR, bit clocks DCLKX and DCLKR, and frame 
synchronization clocks FSX and FSR. 

Variable-data-rate timing allows for a flexible data frequency. The frequency of the bit clocks can be varied 
from 64 kHz to 2.048 MHz. The bit clocks can be asynchronous in the TCM129C14 and TCM29C14, 
but must be synchronous in the TCM129C13, TCM129C16, TCM129C17, TCM29,C13, TCM29C16, and 
TCM29C17. Master clocks in types TCM129C13, TCM129C14, TCM29C13, and TCM29C14 are restricted 
to frequencies of operation of 1.536 MHz, 1.544 MHz, or 2.048 MHz as In the fixed-data-rate timing mode. 
The master clock for the TCM129C16, TCM129C17, TCM29C16, and TCM29C17 is restricted to 
2.048 MHz. 

While FSX/TSXE input is high, PCM data is transmitted from PCM OUT onto the highway on the next 
eight consecutive positive transitions of DCLKX. Similarly, while the FSR/TSRE input is high, the PCM 
word is received from the highway by PCM IN on the next eight consecutive negative transitions of DCLKR. 

The transmitted PCM word will be repeated in all remaining timeslots in the 125 fis frame as long as DCLKX 
is pulsed and FSX is held high. This feature, which allows the PCM word to be transmitted to the PCM 
highway more than once per frame, if desired, is available only with variable-data-rate timing. Signaling 
is allowed only in the fixed-data-rate mode because the variable-data-rate mode provides no means with 
which to specify a signaling frame. 

signaling 

The TCM29C14 (only) provides 8th-bit signaling in the fixed-data-rate timing mode. Transmit and receive 
signaling frames are independent of each other and are selected by a double-width frame sync pulse on 
the appropriate channel. During a transmit signaling frame, the signal present on SIGX Is substituted for 
the least significant bit (LSB) of the encoded PCM word. In a receive signaling frame, the codec will decode 
the seven most significant bits in accordance with CCITT G.733 recommendations, and output the logical 
state of the LSB on the SIGR pin until it is updated in the next signaling frame. Timing relationships for 
signaling operations are shown n Figure 9. The signaling path is used to transmit digital signaling information 
such as ring control, rotary dial pulses, and off-hook and disconnect supervision. The voice path Is used 
to transmit prerecorded messages as well as the call progress tones; dial tone, ring-back tone, busy tone, 
and re-order tone. 

asynchronous operation 

The TCM129C14 and TCM29C14 can be operated with asynchronous clocks in either the fixed- or variable- 
data-rate modes. In order to avoid crosstalk problems associated with special interrupt circuits, the design 
of the TCM129C13, TCM129C14, TCM29C13, and TCM29C14 Includes separate digital-to-analog 
converters and voltage references on the transmit and receive sides to allow completely independent 
operation of the two channels. 

In either timing mode, the master clock, data clock, and timeslot strobe must be synchronized at the 
beginning of each frame. Specifically, in the variable-data-rate mode the rising edge of CLKX must occur 
within td(FSX) ns before the rise of FSX, while the leading ^dge of DCLKX must occur within tjSDX ns 
of the rise of FSX. CLKX and DCLKX are synchronized once per frame but may be of different frequencies. 
The receive channel operates in a similar manner and is completely independent of the transmit timing 
(see variable data rate timing diagrams). This approach requires the provision of two separate master clocks 
but avoids the use of a synchronizer, which can cause intermittent data conversion errors. 


Texas ^^5^ 
Instruments 


POST OFFICE BOX 655012 • DALLAS, TEXAS 75265 


TCM129C13, TCM129C14, TCM129C16, TCM129C17 
TCM29C13, TCM29C14, TCM29C16, TCM29C17 
COMBINED SINGLE CHIP PCM CODEC AND FILTER 


analog loopback 

A distinctive feature of the TCM129C14 and TCM29C14 is their analog loopback capability. With this 
feature, the user can test the line circuit remotely by comparing the signals sent into the receive channel 
(PCM IN) with those generated on the transmit channel (PCM OUT). The test is accomplished by sending 
a control signal that internally connects the analog input and output ports. WhenANLG LOOP is TTL high, 
the receive output (PWRO +) is internally connected to ANLG IN +, GSR is internally connected to PWRO -, 
and ANLG IN- is internally connected to GSX (see Figure 8). 


PCM 

OU T 

DIGITIZED 

PCM 

LOOPBACK 

RESPONSE 


PCM 

IN 

DIGITIZED 

PCM 

TEST TONE 


FIGURE 8. TCM129C14 AND TCM29C14 ANALOG LOOPBACK CONFIGURATION 

Due to the difference in the transmit and receive transmission levels, a 0 dBmO code Into PCM IN will 
emerge from PCM OUT as a 3-dBmO code, an implicit gain of 3 dB. Because of this, the maximum signal 
that can be tested by analog loopback is 0 dBmO. 

precision voitage references 

No external components are required with the devices to provide the voltage references. Voltage references 
that determine the gain and dynamic range characteristics of the device are generated Internally. A difference 
in subsurface charge density between two suitably implanted MOS devices is used to derive a temperature- 
and bias-stable reference voltage. These references are calibrated during the manufacturing 
process.Separate references are supplied to the transmit and receive sections, and each is calibrated 
independently. Each reference value Is then further trimmed In the gain setting operational amplifiers to 
a final precision value. Manufacturing tolerances can be achieved of typically ±0.04 dB In absolute gain 
for each half channel, providing the user a significant margin to compensate for error in other board 
components. 
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TCM29C13, TCM29C14, TCM29C16, TCM29C17 
COMBINED SINGLE-CHIP PCM CODEC AND FILTER 


conversion laws 

The TCM129C13, TCM129C14, TCM29C13, and TCM29C14 provide pin-selectable ;<-law operation as 
specified by CCITT G.711 recommendation. A-law operation is selected when the ASEL pin is connected 
to Vbb- Signaling is not allowed during A-law operation. The TCM129C16 and TCM29C16 are ^-law only. 
The TCM129C17 and TCM29C17 are A-law only. 

The /i-law operation is effectively selected by not selecting A-law operation. If the ASEL pin is connected 
to vcc or GND, the device is in /i-law operation. If /i-law operation is selected, SIGX is a TTL-level input 
that can be used in the fixed data rate timing mode to modify the LSB of the PCM output is signaling frames. 

transmit operation 
transmit fiiter 

The input section provides gain adjustment in the passband by means of an on-chip uncommitted operational 
amplifier, the load impedance to ground (ANLG GND) at the amplifier output (GSX) must be greater than 
10 kO in parallel with less than 50 pF. The input signal on the ANLG IN -i- pin can be either ac or dc coupled. 
The input operational amplifier can also be used in the inverting mode or differential amplifier mode. 

A low-pass antialiasing section is included on the device. This section provides 35-dB attenuation at the 
sampling frequency. No external components are required to provide the necessary antialiasing function 
for the switched capacitor section of the transmit filter. 

The passband section provides flatness and stopband attenuation that fulfills the AT&T D3/D4 channel 
bank transmission specification and CCITT recommendation G.712. The device specifications meet or 
exceed digital class 5 central office switching systems requirements. 

A high-pass section configuration was chosen to reject low-frequency noise from 50- and 60-Hz power 
lines, 17-Hz European electric railroads, ringing frequencies and their harmonics, and other low-frequency 
noise. Even with the high rejection at these frequencies, the sharpness of the band edge gives low 
attenuation at 200 Hz. This feature allows the use of low-cost transformer hybrids without external 
components. 

encoding 

The encoder internally samples the output of the transmit fiiter and holds each sample on an internal sample 
and hold capacitor. The encoder performs an analog-to-digital conversion on a switched capacitor array. 
Digital data representing the sample is transmitted on the first eight data clocks bits of the next frame. 

The autozero circuit corrects for dc offset on the input signal to the encoder. The autozero circuit uses 
the sign bit averaging technique. The sign bit from the encoder output is long-term averaged and subtracted 
from the input to the encoder. All dc offset is removed from the encoder input waveform. 

receive operation 
decoding 

The serial PCM word is received at the PCM IN pin on the first ight data clock bits of the frame. Digital-to- 
anaiog conversion is performed and the corresponding analog sample is held on an internal sample-and- 
hold capacitor. This sample Is transferred to the receive filter. 

receive filter 

The receive section of the filter provides passband flatness and stopband rejection that fulfills both the 
AT&T D3/D4 specification and CCITT recommendation G.712. The filter contains the required compensation 
for the (sin x)/x response of such decoders. 


Teixas 

Instruments 

POST OFFICE BOX 655012 • DALLAS, TEXAS 75265 


F-29 


TCM129C13, TCM129C14, TCM129C16, TCM129C17 
TCM29C13, TCM29C14, TCM29C16. TCM29C17 
COMBINED SINGLECHIP PCM CODEC AND FILTER 


receive output power amplifiers 

A balanced output amplifier is provided to allow maximupn flexibility in output configuration. Either of the 
two outputs can be used single-ended (i.e., referenced to ANLG GND) to drive single-ended loads. 
Alternatively, the differential output will directly drive a bridged load. The output stage Is capable of driving 
loads as low as 300 ohms single-ended to a level of 12 dBm or 600 ohms differentially to a level of 15 dBm. 

The receive channel transmission level may be adjusted between specified limits by manipulation of the 
GSR input. GSR Is internally connected to an analog gain-setting network. When GSR Is connected to 
PWRO-, the receive level is at maximum. When GSR is connected to PWR0-I-, the level is minimum. 
The output transmission level is adjusted between 0 and - 12 dB as GSR is adjusted (with an adjustable 
resistor) between PWRO -h and PWRO -. 

Transmission levels are specified relative to the receive channel output under digital milliwatt conditions 
(i.e., when the digital input at PCM IN is the eight-code sequence specified In CCITT recommendation 
G.711). 


TYPICAL APPLICATION DATA 
output gain set design considerations (see Figure 9) 

PWRO-f- and PWRO- are low-impedance complementary outputs. The voltages at the nodes are: 

Vo + at PWRO 4- 
Vq - at PWRO - 

VOD = Vo+ - Vq— (total differential response) 

R1 and R2 are a gain-setting resistor network with the center tap connected to the GSR input. 

A value greater than 10 kl2 and less than 100 kfi for R1 + R2 is recommended because of the following: 
The parallel combination of R1 + R2 and Rl sets the total loading. 

The total capacitance at the GSR input and the parallel combination of Rl and R2 define a time constant 
that has to be minimized to avoid inaccuracies. 


V/\ represents the maximum available digital milliwatt output response (Va = 3.06 V rms). 


VOD = A*Va 


Where A = 


1 4- {R1/R2) 
4 -H (R1/R2) 
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FIGURE 9. GAIN-SETTING CONFIGURATION 
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TCM129C18, TCM129C19, TCM29C18, TCM29C19 
ANALOG INTERFACE FOR DSP 


• Reliable Silicon-Gate CMOS Technology 

• Low Power Consumption 

Operating Mode ... 80 mW 
Power-Down Mode ... 5 mW 
|i-Law Coding 

• Excellent Power Supply Rejection Ratio Over 
Frequency Range of 0 to 50 kHz 

• No External Components Needed for 
Sample, Hold, and Auto-Zero Functions 

• Precision Internal Voltage References 

• Single Chip Contains A/D, D/A, and 

Associated Filters \ 

FEATURE TABLE 

16 Pins 
/t-Law Coding 
Variabie Mode: 

64 kHz to 2.048 MHz 
Fixed Mode: 

2.048 MHz (TCM129C18, TCM29C18), 

1.536 MHz (TCM129C19, TCM29C19) 

8-Bit Resolution 

12-Bit Dynamic Range_ 


D3036, AUGUST 1987-REVISED JUNE 1988 


N DUAL-IN-LINE PACKAGE 
(TOP VIEW) 


Vbb[I'^~C7i 6 ]Vcc 

PWR0+Il]2 IbUGSX 


PWRO - C 3 
pdnC 4 
DCLKRC 5 
PCM INC 6 
FSR/TSREC 7 
DGTL GNDC 8 


14 ;]anlg in 

13 I]ANLG gnd 

12 Dtsx/dclkx 

11 I] PCM OUT 

10 Dfsx/tsxe 

9 I]CLK 


description 

The TCM129C18, TCM129C19, TCM29C18, and TCM29C19 are low-cost single-chip pulse-code- 
modulated encoders and decoders (PCM codecs) and PCM line filters. These devices incorporate both the 
A/D and D/A functions, an anti-aliasing filter (A/D), and a smoothing filter (D/A). These devices are ideal 
for use with the TMS320 family members, particularly those featuring a serial port such as the TMS32020, 
TMS32011, and TMS320C25. 

Primary applications of these devices include: 

Digital Encryption Systems 

Digital Voice-Band Data Storage Systems 

Digital Signal Processing 

These devices are designed to perform encoding of analog input signals (A/D conversion) and decoding 
of digital PCM signals (D/A conversion). They are useful for implementation in the analog interface of a 
digital-signal processing system. Both devices also provide band-pass filtering of the analog signals prior 
to encoding and smoothing after decoding. 

The analog Input is encoded into an 8-bit digital representation by use of the ^-law encoding scheme 
(CCITT G.711) which equates to 12 bits of resolution for low amplitude signals. Similarly, the decoding 
section converts 8-blt PCM data into an analog signal with 12 bits of dynamic range. The filter characteristics 
(bandpass) for the encoder and decoder are determined by a single clock input (CLK). The filter roll-off 
(-3 dB) is derived by: 

fco = k*fCLK/256 for the TCM129C18 and TCM29C18 or fco = k.fcLK/192 for the 
TCM129C19 and TCM29C19 

where k has a value of 0.44 for the high-frequency roll-off point, and a value of 0.019 for the low-frequency 
roll-off point. 


PRODUCTION DATA documents contain information 
current as of publication date. Products conform to 
specifications per the terms of Texas Instruments 
standard warranty. Production processing does not 
necessarily include testing of all parameters. 


— ^ Copyright © 1987, Texas Instruments Incorporated 
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TCM129C18, TCM129C19, TCM29C18, TCM29C19 
ANALOG INTERFACE FOR DSP 


description (continued) 

The sampling rate of the ADC is determined by the Frame Sync Clock, FSX; the sampling rate of the DAC 
is determined by the Frame Sync Clock, FSR. Once a conversion is initiated by FSX or FSR, data is clocked 
in or out on the next consecutive eight clock pulses in the fixed data rate mode. Likewise, data may also 
be transferred on the next eight consecutive clock pulses of the data clocks, DCLKX and DCLKR, in the 
variable data rate mode. In the variable data rate mode, DCLKX and DCLKR are Independent, but must 
be in the range from fCLK/32 to fCLK- 

The TCM129C18 and TCM129C19 are characterized for operation over the temperature range of -40°C 
to 85 °C. The TCM29C18 and TCM29C19 are characterized for operation over the temperature range of 
0°Cto70°C. 

functional block diagram 
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TCM129C18, TCM129C19, TCM29C18, TCM29C19 
ANALOG INTERFACE FOR DSP 


NAME 

PIN 

DESCRIPTION 

ANLG IN 

14 

Inverting analog input to uncommitted transmit operational amplifier 

ANLG GND 

13 

Analog ground return for all voice circuits. Not internally connected to digital ground. 

CLK 

9 

Master clock and data clock for the fixed data rate mode. Master (filter) clock only for variable data-rate mode. 

This clock is used for both the transmit and receive sections. 

DCLKR 

5 

When this pin is connected to V00, the device operates in the fixed-data-rate mode. When DCLKR is not connected 
to V00. the device operates in the variable-data-rate mode and DCLKR becomes the receive data clock, which 
operates at frequencies from 64 kHz to 2.048 MHz. 

DGTL GND 

8 

Digital ground for all internal logic circuits. Not internally connected to analog ground. 

FSR/TSRE 

7 

Frame sync clock input/time-slot enable for the receive channel. In the variable-data-rate-mode, this signal must 
remain high for the duration of the time-slot. The receive channel enters the standby state when FSR Is TTL low 
for 30 ms. 

FSX/TSXE 

10 

Frame synchronization clock input/time-slot enable for transmit channel. Operates independently of, but in an 
analogous manner to FSR/TSRE. The transmit channel enters the standby state when FSX is low for 300 ms. 

GSX 

15 

Output terminal of internal uncommitted operational amplifier. Internally, this is the voice signal input to the transmit 

filter. 

PCM IN 

6 

Receive PCM input. PCM data is clocked in on this pin on eight consecutive negative transitions of the receive 
data clock, which is CLKR in fixed-data-rate timing and DCLKR in variable-data-rate timing. 

PCM OUT 

11 

Transmit PCM output. PCM data is clocked out of this output on eight consecutive positive transitions of the 
transmit data clock, which is CLKX in fixed-data-rate timing and DCLKX in variable-data-rate timing. 

PDN 

4 

Power-Down Select. On the TCM129C18 and the TCM29C18, the device is inactive with a TTL low-level input 
and active with a TTL high-level input to the pin. On the TCM129C19 and the TCM29C19, this pin must be 
connected to a TTL high level. 

PWRO + 

2 

Noninverting output of power amplifier can drive transformer hybrids or high-impedance loads directly in either 
a differential or a single-ended configuration. 

PWRO- 

3 

Inverting output of power amplifier, functionally identical to PWRO -1- 

TSX/DCLKX 

12 

Transmit channel time slot strobe (output) or data clock (input). In the fixed-data-rate mode, this is an open-drain 
output to be used as an enable signal for a three-state-buffer. In the variable-data-rate mode, DCLKX becomes 
the transmit data clock, which operates at TTL levels from 64 kHz to 2.048 MHz. 

Vbb 

1 

Negative supply voltage, -5 V ±5%. 

Vcc 

16 

Positive supply voltage, 5 V ±5%. 


absolute maximum ratings over operating free-air temperature range (unless otherwise noted) 


Supply voltage, Vcc (see Note 1). -0.3 to 15 V 

Output voltage, Vq . -0.3 to 15 V 

Input voltage, digital inputs, V| .. -0.3 to 15 V 

Digital ground voltage. -0.3 to 15 V 

Operating free-air temperature range. -10°C to 80®C 

Storage temperature range . -65°C to 150°C 

Lead temperature 1,6 mm (1/16 inch) from case for 10 seconds. 260 °C 


NOTE 1: Voltage values for maximum ratings are with respect to V00. 
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TCM129C18, TCM129C19, TCM29C18, TCM29C19 
ANALOG INTERFACE FOR DSP 


recommended operating conditions (see Note 2) 



MIN NOM MAX 

UNIT 

Vcc Supply voltage (see Note 3) 

4.75 5 5.25 

V 

Vbb Supply voltage 

-4.75 -5 -5.25 

V 

DGTL GND voltage with respect to ANLG GND 

0 

V 

V||-| High-level input voltage, all inputs except ANLG IN 

2.2 

V 

V|L Low-level input voltage, all inputs except ANLG IN 

0.8 

V 

V|pp Peak-to-peak analog input voltage 

4.2 

V 

Rl Load resistance 

GSX 

10 

kO 

PWRO -I- and/or PWRO - 

300 

0 

Cl Load capacitance 

GSX 

50 

PF 

PWRO + and/or PWRO - 

100 

Ta Operating free-air temperature 

TCM129C18 or TCM129C19 

If) 

00 

o 

1 

°C 

TCM29C18 or TCM29C19 

o 

o 


NOTES: 2. To avoid any possible damage and reliability problems to these CMOS devices when applying power, the following sequence 
should be followed: 

(1) Conr^ect ground 

(2) Connect the most negative voltage 

(3) , Connect the most positive voltage 

(4) Connect the input signals. ( 

When powering down the device, follow the above steps in reverse order. If the above procedure cannot be followed, connect 
a diode between Vbb and DGTL GND, cathode to DGTL GND, anode to Vbb- 

3. Voltages at analog inputs and outputs, \/qq and Vbb terminals are with respect to the ANLG GND terminal. All other voltages 
are referenced to the DGTL GND terminal unless otherwise noted. 

4. Analog input signals that exceed 4.2 V peak-to-peak may contribute to clipping and preclude correct A/D conversion. The 
digital code representing values higher than 4.200 V is 10000000. For values more negative than 4.200 V, the code is 0000000. 


electrical characteristics over recommended ranges of supply voltage and operating free-air temperature 
supply current, fdclk « 2.048 MHz, outputs not loaded 


PARAMETER 

TEST CONDITIONS 

TCM129CXX 

TCM29CXX 

UNIT 

MIN MAX 

MIN MAX 

Supply current 
from Vcc 

operating 


14 

10 

mA 

standby 

FSX or FSR at V|l after 300 ms 

1.5 

1.2 

power down 

PDN at V|L after 10 (is 

1.2 

1 

Supply current 
from Vbb 

operating 


-14 

-10 

mA 

standby 

FSX or FSR at V(l after 300 ms 

-1.5 

-1.2 

power down 

PDN at V|L after 10 /*s 

-1.2 

-1 


digital interface 


PARAMETER 

TEST CONDITIONS 

MIN 

TYP^ 

MAX 

UNIT 

Vqh 

High-level output voltage, PCM OUT 

•oh = -9.6 mA 

2.4 


Iqh = -0.1 mA 

3.5 


Vql 

Low-level output voltage, TSX 

•OL = 3.2 mA 

0.5 

V 

l|H 

High-level input current, any digital input 

V| = 2.2 V to Vcc 

12 

mA 

l|L 

Low-level input current, any digital input 

V| = 0 to 0.8 V 

12 


Cj 

Input capacitance 



5 

10 

pF 

Co 

Output capacitance 



5 

10 

pF 


^All typical values are at Vbb = - 5 V, V^C = 5 V, and T^ = 25®C. 


Texas 

Instruments 


POST OFFICE BOX 655012 • DALLAS, TEXAS 75265 





TCM129C18, TCM129C19, TCM29C18, TCM29C19 
ANALOG INTERFACE FOR DSP 


transmit side (A/D) characteristics 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ MAX 

UNIT 

Input offset current at ANLG IN 

V| = -2.17 V to 2.17 V 

1 

pA 

Input offset voltage at ANLG IN 

V| = -2.17 V to 2.17 V 

±25 

mV 

Input bias current 

V| = -2.17 V to 2.17 V 

±100 

nA 

Open-loop voltage amplification at GSX 


5000 


Unity-gain bandwidth at GSX 


1 

MHz 

Input resistance at ANLG IN 


10 

fi 

Gain tracking error with sinusoidal input 
(see Notes 5, 6, and 7) 

3 dBmO to -40 dBmO, REF level = - 10 dBmO 

±0.5 

dB 

-40 dBmO to -50 dBmO, REF level = - 10 dBmO 

±2.5 

Transmit gain tolerance 

Vj = 1.06 V, f = 1.02 kHz 

0.95 1.19 

Vrms 

Noise 

Ref max output level: 200 Hz to 3 kHz 

-70 

dB 

Supply voltage rejection ratio, V^c o'" ^bb 

f = 0 to 30 kHz, (measured at PCM OUT) 
idle channel. Supply signal = 200 mV P-P 

-20 

dB 

Crosstalk attenuation, transmit-to-receive 

(single-ended) 

ANLG IN = 0 dBm, f = 1 kHz unity gain, 

PCM IN = lowest decode level, 

measured at PWRO -i- 

62 

dB 

Signal-to-distortion ratio, with 
sinusoidal input (see Note 8) 

ANLG IN = 0 to - 30 dBmO 

33 

dB 

ANLG IN = -30 to -40 dBmO 

27 

ANLG IN = -40 to -45 dBmO 

22 

Absolute delay time to PCM OUT 

Fixed data rate, FCLKX = 2.048 MHz, 

input to ANLG IN = 1 kHz at 0 dB 

245 

fiS 


receive side (D/A) characteristics (see Note 9) 


PARAMETER 

TEST CONDITIONS 

MIN TYPt MAX 

UNIT 

Output offset voltage PWRO + and PWRO - 
(single-ended) 

Relative to ANLG GND 

±200 

mV 

Output resistance at PWRO + and PWRO - 


1 2 

n 

Gain tracking error with sinusoidal input 
(see Notes 5, 6, and 7) 

3 dBmO to -40 dBmO, REF level - - 10 dBmO 

±0.5 

dB 

-40 dBmO to -50 dBmO, REF level = - 10 dBmO 

±2.5 

Receive gain tolerance 

Vj = 1.06 V, f = 1.02 kHz 

1.34 1.69 

Vrms 

Noise 

Ref max output level: 200 Hz to 3 kHz 

-70 

dB 

Supply voltage rejection ratio, Vqc or Vbb 
( single-ended) 

f = 0 to 30 kHz, idle channel. 

Supply signal = 200 mV P-P, 
narrow band, frequency at PWRO + 

-20 

dB 

Crosstalk attenuation, receive-to-transmit 

(single-ended) 

PCM IN = 0 dB, 

Frequency = 1 kHz at PCM OUT 

60 

dB 

Signal-to-distortion ratio, sinusoidal input 
(see Note 8) 

ANLG IN = 0 dBmO to -30 dBmO 

33 

dB 

ANLG IN = -30 dBmO to -40 dBmO 

27 

ANLG IN = -40 dBmO to -45 dBmO 

22 

Absolute delay time to PWRO + 

Fixed data rate, FCLKX = 2.048 MHz 

190 

fiS 


■•^All typical values are at Vqb = -5 V, Vcc = 5 V, and T/y = 25®C. 

NOTES: 5. Unless otherwise noted, the analog input is a O-dBmO, IO 2 O-H 2 sine wave, where 0 dBmO is defined as the zero-reference 
point of the channel under test. This corresponds to an analog signal input of 1.064 V rms, or an output of 1.503 V rms. 

6. The input amplifier is set for unity gain. The digital Input is a PCM bit stream generated by passing a O-dBmO, IO 2 O-H 2 sine 
wave through an ideal encoder. 

7. The TCM129C18, TCM129C19, TCM29C18, and TCM29C19 are internally connected to set PWRO -f- and PWRO - to OdBm. 
All output levels are (sin x)/x corrected. 

8. CCITT G.712 - Method 2. 

9. The receive side (D/A) characteristics are referenced to a 600-0 termination. 
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TCM129C18, TCM129C19, TCM29C18, TCM29C19 
ANALOG INTERFACE FOR OSP 


propagation delay times over recommended ranges of operating conditions, fixed-data-rate mode (see 
timing diagrams) 


PARAMETER | 

TEST CONDITIONS 

MIN 

MAX 

UNIT 

tpdl 

From rising edge of transmit clock to bit 1 data valid at 

PCM OUT (data enable time on time slot entry) 

Cl = 0 to lOO^pF 

0 

145 

ns 


From rising edge of transmit clock bit n to bit n +1 
data valid at PCM OUT (data valid time) 

Cl = 0 to 100 pF 

0 

145 

ns 

tpd3 

From falling edge of transmit clock bit 8 to bit 8 Hi-Z at 

PCM OUT (data float time on time slot exit) 

o 

II 

o 

60 

215 

ns 

tpd4 

From rising edge of transmit clock bit 1 to TSX active (low) 

(time slot enable time) 

Cl = 0 to 100 pF 

0 

145 

ns 

tpd5 

From falling edge of transmit clock bit 8 to TSX inactive (high) 
(timeslot disable time) 

Cl = 0 

60 

190 

ns 

propagation delay times over recommended ranges of operating conditions 

, variable-data-rate mode 

PARAMETER 

TEST CONDITIONS 

MIN 

MAX 

UNIT 

todS 

From DCLKX 

Cl = 0 to 100 pF 

0 

100 

ns 

^Dd? 

From time slot enable to PCM OUT 

Cl = 0 to 100 pF 

0 

50 

ns 

todS 

From time slot disable to PCM OUT 

Cl = 0 to 100 pF 

0 

80 

ns 

tpd9 

From FSX 

td(TSDX) = 140 ns 

0 

140 

ns 


clock timing requirements over recommended ranges of supply voltage and operating free-air 
temperature (see timing diagrams) 


PARAMETER | 

MIN 

TYpt 

MAX 

UNIT 

tc(CLK) 

Clock period for CLK, (2.048-MH2 systems) 

488 

ns 

V tf 

Rise and fall times for CLK 

5 


30 

ns 

tw(CLK) 

Pulse duration for CLK 

220 

ns 

^w(DCLK) 

Pulse duration for DCLK (fpCLK == fo 2.048 MHz) 

220 

ns 

Clock duty cycle ltw(CLK)/tc(CLK)l CLK 

45 

50 

55 

% 


transmit timing requirements over recommended ranges of supply voltage and operating free-air 
temperature, fixed-data-rate mode (see timing diagrams) 


PARAMETER 

MIN MAX 

UNIT 

^d(FSX) Frame sync delay time 

100 tc(CLK)-100 

ns 


receive timing requirements over recommended ranges of supply voltage and operating free-air 
temperature, fixed-data-rate mode (see timing diagrams) 


PARAMETER 

MIN MAX 

UNIT 

id(FSR) Frame sync delay time 

100 tc(CLK)-100 

ns 
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TCM129C18, TCM129C19, TCM29C18, TCM29C19 
ANALOG INTERFACE FOR DSP 


transmit timing requirements over recommended ranges of supply voltage and operating free-air 
temperature, variable-data-rate mode 


PARAMETER | 

MIN 

MAX 

UNIT 

tdITSDX) 

Delay time, timeslot from DCLKX (see Note 10) 

140 

tw(DCLKX)-140 

ns 

td(ESX) 

Delay time, frame sync 

100 

tcICLKI-lOO 

ns 

tw(DCLKX) 

Pulse duration, DCLKX 

488 

15620 

ns 


receive timing requirements over recommended ranges of supply voltage and operating free-air 
temperature, variable-data-rate mode 


1 PARAMETER | 

MIN 

MAX 

UNIT 

td(TSDR) 

Delay time, timeslot from DCLKR (see Note 11) 

140 

W(DCLKR)-140 

ns 

td(FSR) 

Delay time, frame sync Tq(qlk) 

100 

tcICLKI-lOO 

ns 

tsuIPCM IN) 

Setup time, before bit 7 falling edge 

10 

ns 

th(PCM IN) 

Hold time after bit 8 falling edge 

60 

ns 

tw(DCLKR) 

Pulse duration, DCLKR 

1 488 

15620 

ns 

t{SER) 

Time slot end receive time 


ns 


64-kbit operation timing requirements over recommended ranges of supply voltage and operating free-air 
temperature, variable-data-rate mode 


PARAMETER 

TEST CONDITIONS 

MIN MAX 

UNIT 

Transmit frame sync 

tpsLX 

minimum down time 

FSX = TTL high for remainder of frame 

488 

ns 

Receive frame sync 

tpsLR 

minimum down time 

FSR = TTL high for remainder of frame 

1952 

ns 

^wCLK Pulse duration, data clock 


10 

fiS 


NOTES: 10. tpsLX requirement overrides the td(jsCDX) requirement for 64-kHz operation. 
11. tpsLR requirement overrides the tc(TSDR) requirement for 64-kHz operation. 
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ANALOG INTERFACE FOR DSP 
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NOTE: This is a typical transfer function of the receiver filter component. 

FIGURE 2. TRANSFER CHARACTERISTIC OF THE RECEIVE FILTER 
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TCM129C18, TCM129C19, TCM29C18, TCM29C19 
ANALOG INTERFACE FOR DSP 



FRAME SYNCHRONIZATION TIMING 



FIGURE 3. TRANSMIT TIMING (FIXED-DATA-RATE) 




^suIPCM IN)-4I>I , 

I”#! W-'h(PCM IN) 



BIT 1 BIT 2 BIT 3 BIT 4 BITS BITS BIT 7 BITS 

VALID VALID VALID VALID VALID VALID VALID VALID 


INPUT TIMING 

FIGURE 4. RECEIVE TIMING (FIXED-DATA-RATE) 

NOTES: A. Inputs are driven from 0.45 V to 2.4 V. Time intervals are referenced to 2 V if the high level is indicated and 0.8 V if the 
low level is indicated. 

B. Bit 1 is the most significant bit (MSB) and is clocked in first on the PCM IN input or is clocked out first on the PCM OUT 
output. Bit 8 is the least significant bit (LSB) and is clocked in last on the PCM IN input or is clocked out last on the PCM OUT 
output. 
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TCM129C18, TCM129C19, TCM29C18, TCM29C19 
ANALOG INTERFACE FOR DSP 



FIGURE 5. TRANSMIT TIMING (VARIABLE-DATA-RATE) 



NOTE; All tinning parameters referenced to Vm and V|l except tp(j 7 and tp^js* which reference a high-impedance state. 

FIGURE 6. RECEIVE TIMING (VARIABLE-DATA-RATE) 
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TCM129C18, TCM129C19, TCM29C18, TCM29C19 
ANALOG INTERFACE FOR DSP 


GENERAL OPERATION 


system reliability features 

The TCM129C18, TCM129C19, TCM29C18, and TCM29C19 are powered up in four steps: 

Vcc Vbb supply voltages are applied. 

All clocks are connect ed. 

TTL high is applied to PDN. 

FSX and/or FSR synchronization pulses are applied. 

On the transmit channel, digital outputs PCM OUT and TSX are held in high-impedance state for 
appro ximately four frames (500 fis) after power up or application of Vbb or VcC- After this delay, PCM OUT, 
TSX, and signaling are functional and will occur in the proper timeslot. The analog circuits on the transmit 
side require approximately 60 ms to reach their equilibrium value due to the autozero circuit settling time. 
Thus valid digital Information, such as for on/off hook detection, is available almost immediately, while 
analog information is available after some delay. 

To further enhance system reliability, PCM OUT and TSX will be placed in a high-impedance state 
approximately 20 fis after an interruption of CLKX. These interruptions could possibly occur with some 
kind of fault condition. 

power-down and standby operations 

To minimize power consumption, a power-down mode and three standby modes are provided. 

For power down, a n ext ernal TTL low signal is applied to th e PDN pin. It is not sufficient to remove the 
TTL high voltage to PDN. In the absence of a signal, the PDN pin floats to TTL high and the device remains 
active. In the power-down mode, the average power consumption is reduced to an average of 5 mW. 

The standby modes give the user the option of putting the entire device on standby, putting only the transmit 
channel on standby, or putting only the receive channel on standby. To place the entire device on standby, 
both FSX and FSR are held at TTL low. For transmit-only operation, FSX is high and FSR is held low. For 
receive-oniy operation, FSR is high and FSX is held low. See Table 1 for power down and standby 
procedures. 


TABLE 1. POWER DOWN AND STANDBY PROCEDURES 


DEVICE 

STATUS 

PROCEDURE 

TYPICAL POWER 

CONSUMPTION 

DIGITAL OUTPUT STATUS 

Power down 

PDN = TTL low 

5 mW 

TSX and PCM OUT are in a high-impedance state 

Entire device 

on standby 

FSX and FSR 

are TTL low 

12 mW 

TSX and PCM OUT are in a high-impedance state 

Only transmit 
on standby 

FSX is TTL low 

FSR is TTL high 

70 mW 

TSX and PCM OUT are placed in a high-impedance state 

within 300 ms. 

Only receive 
on standby 

FSR is TTL low 

FSX Is TTL high 

110 mW 

1 
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TCM129C18. TCM129C19, TCM29C18, TCM29C19 
ANALOG INTERFACE FOR DSP 


fixed-data-rate timing (see Figure 3 and 4) 

Fixed-d^ta-rate timing is selected by conne cting DCLKR to Vbb* It uses master clock CLK, frame 
synchronizer clocks FSX and FSR, and output TSX. FSX and FSR are 8-kHz inputs that set the sampling 
frequency. Data is transmitted on the PCM OUT pin on the first eight positive transitions of CLK following 
the rising edge of FSX. Data is received on the PCM IN pin on the first eight falling edges of CLK following 
FSX. A digital-to-analog (D/A) conversion is performed on the received digital word and the resulting analog 
sample is held on an internal sample-and-hold capacitor until transferred to the receive filter. 

The TCM129C18 and TCM29C18 operate at 2.048 MHz only. The TCM129C19 and TCM29C19 operate 
at 1.536 MHz only. 

variable data rate timing 

Varlable-data-rate timing is selected by connecting DCLKR to the bit clock for the receive PCM highway 
rather than to Vbb- It uses master clock CLK, bit clocks DCLKX and DCLKR, and frame synchronization 
clocks FSX and FSR. 

Variable-data-rate timing allows for a flexible data frequency. The frequency of the bit clocks can be varied 
from 64 kHz to 2.048 MHz. The bit clocks must be synchronous; however, the master clock is restricted 
to 2.048 MHz. 

While FSX/TSXE Input is high, PCM data is transmitted from PCM OUT onto the highway on the next 
eight consecutive positive transitions of DCLKX. Similarly, while the FSR/TSRE input is high, the PCM 
word Is received from the highway by PCM IN on the next eight consecutive negative transitions of DCLKR. 

The transmitted PCM word will be repeated in ail remaining timeslots in the 125 fis frame as long as DCLKX 
is pulsed and FSX is held high. This feature, which allows the PCM word to be transmitted to the PCM 
highway more than once per frame, if desired, is available only with variable-data-rate timing. 

asynchronous operation 

In either timing mode, the master clock, data clock, and timeslot strobe must be synchronized at the 
beginning of each frame. Specifically, in the variable-data-rate mode the rising edge of CLK must occur 
within tci(FSX) ns before the rise of FSX, while the leading edge of DCLKX must occur within tjSDX ns 
of the rise of FSX. CLK and DCLKX are synchronized once per frame but may be of different frequencies. 
The receive channel operates in a similar manner and is completely independent of the transmit timing 
(see variable data rate timing diagrams). 

transmit operation 
transmit filter 

The input section provides gain adjustment in the passband by means of an on-chip uncommitted operational 
amplifier. The load Impedance to ground (ANLG GND) at the amplifier output (GSX) must be greater than 
10 kft In parallel with less than 50 pF. The Input signal on the ANLG IN pin can be either ac or dc coupled. 

A low-pass antialiasing section is included on the device. This section provides 35-dB attenuation at the 
sampling frequency. No external components are required to provide the necessary antialiasing function 
for the switched capacitor section of the transmit filter. 

The passband section provides flatness and stopband attenuation that fulfills the AT&T D3/D4 channel 
bank transmission specification and CCITT recommendation G.712. The device specifications meet or 
exceed digital class 5 central office switching systems requirements. 

A high-pass section configuration was chosen to reject low-frequency noise from 50- and 60-Hz power 
lines, 17-Hz European electric railroads, ringing frequencies and their harmonics, and other low-frequency 
noise. Even with the high rejection at these frequencies, the sharpness of the band edge gives low 
attenuation at 200 Hz. This feature allows the use of low-cost transformer hybrids without external 
components. 
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ANALOG INTERFACE FOR DSP 


encoding 

The encoder internally samples the output of the transmit filter and holds each sample on an internal sample 
and hold capacitor. The encoder performs an analog-to-digital conversion on a switched capacitor array. 
Digital data representing the sample Is transmitted on the first eight data clock bits of the next frame. 

The autozero circuit corrects for dc offset on the input signal to the encoder. The autozero circuit uses 
the sign bit averaging technique. The sign bit from the encoder output is long-term averaged and subtracted 
from the input to the encoder. All dc offset is removed from the encoder input waveform. 

receive operation 
decoding 

The serial PCM word is received at the PCM IN pin on the first eight data clock bits of the frame. 
Digital-to-analog conversion is performed and the corresponding analog sample Is held on an internal 
sample-and-hold capacitor. This sample is transferred to the receive filter. 

receive filter 

The receive section of the filter provides passband flatness and stopband rejection that fulfills both the 
AT&T D3/D4 specification and CCITT recommendation G.712. The filter contains the required compensation 
for the (sin x)/x response of such decoders. 

receive output power amplifiers 

A balanced output amplifier is provided to allow maximum flexibility in output configuration. Either of the 
two outputs can be used single-ended (i.e., referenced to ANLG GND) to drive single-ended loads. 
Alternatively, the differential output will directly drive a bridged load. The output stage Is capable of driving 
loads as low as 300 ohms single-ended to a level of 12 dBm or 600 ohms differentially to a level of 15 dBm. 

Transmission levels are specified relative to the receive channel output under digital milliwatt conditions 
(i.e., when the digltaUnput at PCM IN Is the eight-code sequence specified in CCITT recommendation 
0.711). 


output ga’rn 

The devices are Internally connected to set the PWRO+ and PWRO- to 0 dBm. 
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TLC320401 TLC32040C, TLC32041L TLC32041C, 
TLC32042I, TLC32042C 
ANALOG INTERFACE CIRCUITS 

D2964, SEPTEMBER 1987-REVISED SEPTEMBER 1988 


Advanced LinCMOS'** Silicon-Gate Process 
Technology 

14-Bit Dynamic Range ADC and DAC 

Variable ADC and DAC Sampling Rate Up to 
19,200 Samples per Second 

Switched-Capacitor Antialiasing Input Filter 
and Output-Reconstruction Filter 

Serial Port for Direct Interface to 
TMS32011, TMS320C17, TMS32020, and 
TMS320C25 Digital Processors 

Synchronous or Asynchronous ADC and 
DAC Conversion Rates with Programmable 
Incremental ADC and DAC Conversion 
Timing Adjustments 
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• Serial Port Interface to SN74299 Serial-to- 
Parallel Shift Register for Parallel Interface 
to TMS32010, TMS320C15, or Other 
Digital Processors 


FN PACKAGE 
(TOP VIEW) 


CE Z 2 Z ^ 


PART 

NUMBER 

DESCRIPTION 

TLC32040 

Analog Interface Circuit with internal 
reference. Also a plug-in replacement 

for TLC32041. 

TLC32041 

Analog Interface Circuit without internal 

reference. 

TLC32042 

Identical to TLC32040, but has a 
slightly wider bandpass filter bandwidth 


description 
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The TLC32040, TLC32041, and TLC32042 are 
complete analog-to-digital and digital-to-analog 
input/output systems, each on a single 
monolithic CMOS chip. This device integrates a 
bandpass switched-capacitor antialiasing input 
filter, a 14-bit-resolution A/D converter, four 
microprocessor-compatible serial port modes, a 
14-bit-resolution D/A converter, and a low-pass 

switched-capacitor output-reconstruction filter. The device offers numerous combinations of Master Clock 
input frequencies and conversion/sampling rates, which can be changed via digital processor control. 


NU —Nonusable; no external connection should be made to these 
pins. 


Typical applications for this 1C include modems (7.2-, 8-, 9.6-, 14.4-, and 19.2-kHz sampling rate), analog 
interface for digital signal processors (DSPs), speech recognition/storage systems, industrial process control, 
biomedical instrumentation, acoustical signal processing, spectral analysis, data acquisition, and 
instrumentation recorders. Four serial modes, which allow direct Interface to the TMS32011, TMS320C17, 
TMS32020, and TMS320C25 digital signal processors, are provided. Also, when the transmit and receive 
sections of the Analog Interface Circuit (AlC) are operating synchronously, it will Interface to two SN74299 


Advanced LinCMOS'" is a trademark of Texas Instruments Incorporated. 


PRODUCTION DATA documents contain information 
current as of publication date. Products conform to 
specifications per the terms of Texas Instruments 
standard warranty. Production processing doss not 
necessarily include testing of all parameters. 
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TLC32040I, TLC32040C/TLC32041I. TLC32041C, 

TLC32042I;TLC32042C 

ANALOG INTERFACE CIRCUITS 


description (continued) 

serial-to-parallel shift registers. These serial-to-parallel shift registers can then interface in parallel to the 
TMS32010, TMS320C15, other digital signal processors, or external FIFO circuitry. Output data pulses 
are emitted to inform the processor that data transmission is complete or to allow the DSP to differentiate 
between two transmitted bytes. A flexible control scheme is provided so that the functions of the IC can 
be selected and adjusted coincidentally with signal processing via software control. 

The antialiasing input filter comprises seventh-order and fourth-order CC-type (Chebyshev/elliptic 
transitional) low-pass and high-pass filters, respectively, and a fourth-order equalizer. The input filter is 
implemented In switched-capacitor technology and Is preceded by a continuous time filter to eliminate 
any possibility of aliasing caused by sampled data filtering. When no filtering is desired, the entire composite 
filter can be switched out of the signal path. A selectable, auxiliary, differential analog input is provided 
for applications where more than one analog input is required. 

The A/D and D/A converters each have 14 bits of resolution. The A/D and D/A architectures ensure no 
missing codes and mohotonic operation. An internal voltage reference is provided on the TLC32040 and 
TLC32042 to ease the design task and to provide complete control over^the performance of the IC. The 
internal voltage reference is brought out to a pin and is available to the designer. Separate analog and 
digital voltage supplies and grounds are provided to minimize noise and ensure a wide dynamic range. 
Also, the analog circuit path contains only differential circuitry to keep noise to an absolute minimum. 
The only exception is the DAC sample-and-hold, which utilizes pseudo-differential circuitry. 

The output-reconstruction filter is a seventh-order CC-type (Chebyshev/elliptic transitional low-pass filter 
with a fourth-order equalizer) and is implemented in switched-capacitor technology. This filter is followed 
by a continuous-time filter to eliminate images of the digitally encoded signal. 

The TLC32040I, TLC32041I, and TLC32042I are characterized for operation from -40°C to 85 °C, and 
the TLC32040C, TLC32041C, and TLC32042C are characterized for operation from 0°C to 70 °C. 

functional block diagram 



GND GND (DIG) ; 
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TLC32040I, TLC32040C, TLC32041I, TLC32041C, 
TLC32042I, TLC32042C 
ANALOG INTERFACE CIRCUITS 


PRINCIPLES OF OPERATION 


analog input 

Two sets of analog inputs are provided. Normally, the IN + and IN - input set is used; however, the auxiliary 
input set, AUX IN + and AUX IN -, can be used if a second input is required. Each input set can be operated 
in either differential or single-ended modes, since sufficient common-mode range and rejection are provided. 
The gain for the IN -i-, IN -, AUX IN -i-, and AUX IN - inputs can be programmed to be either 1, 2, or 4 
(see Table 2). Either input circuit can be selected via software control. It is important to note that a wide 
dynamic range is assured by the differential internal analog architecture and by the separate analog and 
digital voltage supplies and grounds. 

A/D bandpass filter, A/D bandpass filter clocking, and A/D conversion timing 

The A/D bandpass filter can be selected or bypassed via software control. The frequency response of this 
filter is presented in the following pages. This response results when the switched-capacitor filter clock 
frequency is 288 kHz. Several possible options can be used to attain a 288-kHz switched-capacitor filter 
clock. When the filter clock frequency is not 288 kHz, the filter transfer function is frequency-scaled by 
the ratio of the actual clock frequency to 288 kHz. The low-frequency roll-off of the high-pass section 
is 300 Hz. However, the high-pass section low-frequency roll-off is less steep for the TLC32042 than for 
the TLC32040 and TLC32041. 

The Internal Timing Configuration and AlC DX Data Word Format sections of this data sheet indicate the 
many options for attaining a 288-kHz bandpass switched-capacitor filter clock. These sections indicate 
that the RX Counter A can be programmed to give a 288-kHz bandpass switched-capacitor filter clocks 
for several Master Clock input frequencies. 

The A/D conversion rate is then attained by frequency-dividing the 288-kHz bandpass switched-capacitor 
filter clock with the RX Counter B. Thus, unwanted aliasing Is prevented because the A/D conversion rate 
is an integral submultiple of the bandpass switched-capacitor filter sampling rate, and the two rates are 
synchronously locked. 

A/D converter performance specifications 

Fundamental performance specifications for the A/D converter circuitry are presented in the A/D converter 
operating characteristics section of this data sheet. The realization of the A/D converter circuitry with 
switched-capacitor techniques provides an inherent sample-and-hold. 

analog output 

The analog output circuitry is an analog output power amplifier. Both noninverting and inverting amplifier 
outputs are brought out of the 1C. This amplifier can drive transformer hybrids or low-impedance loads 
directly In either a differential or single-ended configuration. 

D/A low-pass filter, D/A low-pass filter clocking, and D/A conversion timing 

The frequency response of this filter is presented In the following pages. This response results when the 
low-pass switched-capacitor filter clock frequency is 288 kHz. Like the A/D filter, the transfer function 
of this filter is frequency-scaled when the clock frequency is not 288 kHz. A continuous-time filter is provided 
on the output of the D/A low-pass filter to greatly attenuate any switched-capacitor clock feedthrough. 

The D/A conversion rate is then attained by frequency-dividing the 288-kHz switched-capacitor filter clock 
with TX Counter B. Thus, unwanted aliasing is prevented because the D/A conversion rate is an Integral 
submultiple of the switched-capacitor low-pass filter sampling rate, and the two rates are synchronously 
locked. 
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TLC32040I, TLC32040C, TLC320411 TLC32041C, 
TLC32042I, TLC32042C 
ANALOG INTERFACE CIRCUITS 


PRINCIPLES OF OPERATION (continued) 
asynchronous versus synchronous operation 

If the transmit section of the AlC (low-pass filter and DAC) and receive section (bandpass filter and ADC) 
are operated asynchronously, the low-pass and band-pass filter clocks are independently generated from 
the Master Clock signal. Also, the D/A and A/D conversion rates are independently determined. If the 
transmit and receive sections are operated synchronously, the low-pass filter clock drives both low-pass 
and bandpass filters. In synchronous operation, the A/D conv ersion timing is derived from, and is equal 
to, the D/A conversion timing. (See description of the WORD/BYTE pin In the Pin Functional Description 
Section.) 

D/A converter performance specifications 

Fundamental performance specifications for the D/A converter circuitry are presented in the D/A converter 
operating characteristics section of the data sheet. The D/A converter has a sample-and-hold that is realized 
with a switched-capacitor ladder. 

system frequency response correction 

Sin x/x correction circuitry is performed in digital signal processor software. The system frequency response 
can be corrected via DSP software to ±0.1 dB accuracy to a band-edge of 3000 Hz for all sampling rates. 
This correction is accomplished with a first-order digital correction filter, which requires only seven TMS320 
instruction cycles. With a 200-ns instruction cycle, seven instructions represent an overhead factor of 
only 1.1% and 1.3% for sampling rates of 8 and 9.6 kHz, respectively (see the sin x/x Correction Section 
for more details). 

serial port 

The serial port has four possible modes that are described in detail In the Functional Pin Description Sectio n. 
These modes are briefly described below and in the Functional Description for Pin 13, WORD/BYTE. 

1. The transmit and receive sections are operated asynchronously, and the serial port interfaces 

directly with the TMS32011 and TMS320C17. ^ 

2. The transmit and receive sections are operated asynchronously, and the serial port interfaces 
directly with the TMS32020 and the TMS320C25. 

3. The transmit and receive sections are operated synchronously, and the serial port interfaces directly 
with the TMS32011 and TMS320C17. 

4. The transmit and receive sections are operated synchronously, and the serial port interfaces directly 
with the TMS32020, TMS320C25, or two SN74299 serial-to-parallel shift registers, which can 
then interface in parallel to the TMS32010, TMS320C15, to any other digital signal processor, 
or to external FIFO circuitry. 


testing 

An addendum accompanying this data sheet fully describes the test capabilities of the 1C, provided by 
the design. 

operation of TLC32040 or TLC32042 with internal voltage reference 

The internal reference of the TLC32040 and TLC32042 eliminates the need for an external voltage reference 
and provides overall circuit cost reduction. Thus, the internal reference eases the design task and provides 
complete control over the performance of the 1C. The Internal reference is brought out to a pin and is available 
to the designer. To keep the amount of noise on the reference signal to a minimum, an external capacitor 
may be connected between REF and ANLG GND. 
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PRINCIPLES OF OPERATION (continued) 

operation of TLC32040, TLC32041, or TLC32042 with external voltage reference 

The REF pin may be driven from an external reference circuit if so desired. This external circuit must be 
capable of supplying 250 fiA and must be adequately protected from noise such as crosstalk from the 
analog input. 

reset 

A reset function is provided to initiate serial communications between the AlC and DSP and to allow fast, 
cost-effective testing during manufacturing. The reset fun ction w ill initialize all AlC registers, including 
the control register. After a negative-going pulse on the RESET pin, the AlC will be Initialized. This 
initialization allows normal serial port communications activity to occur between AlC and DSP (see AlC DX 
Data Word Format section). 

loopback 

This feature allows the user to test the circuit remotely. In loopback, the OUT + and OUT - pins are internally 
connected to the IN-»- and IN - pins. Thus, the DAC bits (d15 to d2), which are transmitted to the DX 
pin, can be compared with the ADC bits (d15 to d2), which are received from the DR pin. An ideal comparison 
would be that the bits on the DR pin equal the bits on the DX pin. However, In practice there will be some 
difference in these bits due to the ADC and DAC output offsets. 

In loopback, if the IN -i- and IN - pins are enabled, the external signals on the IN -i- and IN - pins are ignored. 
If the AUX IN + and AUX IN - pins are enabled, the external signals on these pins are added to the OUT -i- 
and OUT- signals in loopback operation. 

The loopback feature is implemented with digital signal processor control by transmitting the appropriate 
serial port bit to the control register (see AlC Data Word Format section). 


PIN 

NAME 

NO. 

I/O 

DESCRIPTION 

ANLG GND 

17,18 


Analog ground return for all internal analog circuits. Not internally connected to DGTL GND. 

AUX IN + 

24 

1 

Noninverting auxiliary analog input stage. This input can be switched into the bandpass filter and A/D converter 
path via software control. If the appropriate bit in the Control register is a 1, the auxiliary inputs will replace 
the IN + and IN - inputs. If the bit is a 0, the IN + and IN - inputs will be used (see the AlC DX Data Word 
Format section). 

AUX IN- 

23 

1 

Inverting auxiliary analog input (see the above AUX IN+ pin description). 

DGTL GND 

9 


Digital ground for all internal logic circuits. Not internally connected to ANLG GND. 

DR 

5 

0 

This pin is used to transmit the ADC output bits from the AlC to the TMS320 serial port. This transmission 
of bits from the AlC to the TMS320 serial port Is synchronized with the SHIFT CLK signal. 

DX 

12 

1 

This pin is used to receive the DAC input bits and timing and control information from the TMS320. This serial 
transmission from the TMS320 serial port to the AlC is synchronized with the SHIFT CLK signal. 

eOdr 

3 

0 

(See the WORD/BYTE pin description arid the Serial Port Timing Diagram.) During the word-mode 
timing, this signal is a low-going pulse that occurs immediately after the 16 bits of A/D information have been 
transmitted from the AlC to the TMS320 serial port. This signal can be used to interrupt a microprocessor 
upon completion of serial communications. Also, this signal can be used to strobe and enable external serial- 
to-parallel shift registers, latches, or external FIFO RAM, and to facilitate parallel data bus communications 
between the AlC and the serial-to-parallel shift registers. During the byte-mode timing, this signal goes low 
after the first byte has been transmitted from the AlC to the TMS320 serial port and is kept low until the 
second byte has been transmitted. The TMS32011 or TMS320C17 can use this low-going signal to differentiate 
between the two bytes as to which is first and which is second. 
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PIN 

NAME 

NO. 

I/O 

DESCRIPTION 

EODX 

11 

0 

(See the WORD/BYTE pin description and the Serial Port Timing Diagram.) During the word-mode 
timing, this signal is a low-going pulse that occurs immediately after the 16 bits of D/A converter and control 
or register information have been transmitted from the TMS320 serial port to the AlC. This signal can be used 
to interrupt a microprocessor upon the completion of serial communications. Also, this signal can be used 
to strobe and enable external serial-to-parallel shift registers, latches, or an external FIFO RAM, and to facilitate 
parallel data-bus communications between the AlC and the serial-to-parallel shift registers. During the byte¬ 
mode timing, this signal goes low after the first byte has been transmitted from the TMS320 serial port to 
the AlC and is kept low until the second byte has been transmitted. The TMS32011 or TMS320C17 can use 
this low-going signal to differentiate between the two bytes as to which is first and which is second. 

FSR 

4 

0 

In the serial transmission modes, which are described in the WORD/BYTE pin description, the FSR pin is held 
low during bit transmission. When the FSR pin goes low, the TMS320 serial port will begin receiving bits from 
the AlC via the DR pin of the AlC. The most significant DR bit will be present on the DR pin before F$R goes 
low. (See Serial Port Timing and Internal Timing Configuration Diagrams.) 

FSX 

14 

0 

When this pin goes low, the TMS320 serial port will begin transmitting bits to the AlC via the 
px pin of the AlC. In all serial transmission modes, which are described in the WORD/BYTE pin description, 
the FSX pin is held low during bit transmission (see Serial Port Timing and Internal Timing Configuration 
Diagrams). 

IN + 

26 

« 

Noninverting input to analog input amplifier stage 

IN- 

25 

1 

Inverting input to analog input amplifier stage 

MSTR CLK 

6 

1 

The Master Clock signal is used to derive all the key logic signals of the AlC, such as the Shift Clock, the 
switched-capacitor filter clocks, and the A/D and D/A timing signals. The Internal Timing Configuration diagram 
shows how these key signals are derived. The frequencies of these key signals are synchronous submultiples 
of the Master Clock frequency to eliminate unwanted aliasing when the sampled analog signals are transferred 
between the switched-capacitor filters and the A/D and D/A converters (see the Internal Timing Configuration). 

OUT + 

22 

0 

Noninverting output of analog output power amplifier. Can drive transformer hybrids or high-impedance loads 
directly in either a differential or a single-ended configuration. 

OUT- 

21 

0 

Inverting output of analog output power amplifier. Functionally identical with and complementary to OUT -i-. 

REF 

8 

I/O 

For the TLC32040 and TLC32042, the internal voltage reference is brought out on this pin. For the TLC32040, 
TLC32041, and TLC32042, an external voltage reference can be applied to this pin. 

RESET 

2 

1 

A reset function is provided to initialize the TA, TA', TB, RA, RA', RB, and control registers. This 
reset function initiates serial communications between the AlC and DSP. The reset function will initialize all 
AlC registers including the control register. After a negative-going pulse on the RESET 
pin, the AlC registers will be initialized to provide an 8-kHz data conversion rate for a 5.184-MHz master clock 
input signal. The conversion rate adjust registers, TA' and RA', will be reset to 1. The CONTROL register bits 
will be reset as follows (see AlC DX Data Word Format section). 

d7 = 1, d6 = 1, d5 = 1, d4 = 0, d3 = 0, d2 = 1 

This initialization allows normal serial-port communication to occur between AlC and DSP. 

SHIFT CLK 

10 


The Shift Clock signal is obtained by dividing the Master Clock signal frequency by four. This signal is used 
to clock the serial data transfers of the AlC, described in the WORD/BYTE pin description 
below (see the Serial Port Timing and Internal Timing Configuration diagram). 

Vdd 

7 


Digital supply voltage, 5 V ± 5% 

vcc + 

20 


Positive analog supply voltage, 5 V ±5% 

Vcc- 

19 


Negative analog supply voltage -5 V ±5% 


TTeixas ^5^ 
Instruments 

POST OFFICE BOX 655012 • DALLAS, TEXAS 75265 


TLC32040I, TLC32040C, TLC32041I, TLC32041C, 
TLC32042I, TLC32042C 
ANALOG INTERFACE CIRCUITS 


PIN 

NAME NO. 

I/O 

DESCRIPTION 

WORD/BYTE 13 

1 

This pin, in conjunction with a bit in the CONTROL register, is used to establish one of four serial 
modes. These four serial modes are described below. 

AlC transmit and receive sections are operated asynchronously. 

The following description applies when the AlC is configured to have asynchronous transmit and receive sections. 

If the appropriate data bit in the Control register is a 0 (see the AlC DX Data Word Format), the transmit and 
receive sections will be asynchronous. 

L Serial port directly interfaces with the serial port of the TMS32011 or TMS320C17 and communicates 

in two 8-bit bytes. The operation sequence is as follows (see Serial Port Timing diagrams). 

1. The FSX or f 5R pin is brought low. 

2. One 8-bit byte is transmitted or one 8-bit byte is received. 

3. The EODX or EODR pin is brought low. 

4. The F§X or FSR pin emits a positive frame-sync pulse that is 
four Shift Clock cycles wide. 

5. One 8-bit byte is transmitted or one 8-bit byte is received. 

6. The EODX or EODR pin is brought high. 

7. The FSX or FSR pin is brought high. 

H Serial port directly interfaces with the serial port of the TMS32020, TMS320C25, or TMS320C30 
and communicates in one 16-bit word. The operation sequence is as follows (see Serial Port Timing 
diagrams): 

1. The FSX or FSR pin is brought low. 

2. One 16-bit word is transmitted or one 16-bit word is received. 

3. The FSX or FSR pin is brought high. 

4. The EODX or EODR pin emits a low-going pulse. 

AlC transmit and receive sections are operated synchronously. 

If the appropriate data bit in the Control register is a 1, the transmit and receive sections will be configured 
to be synchronous. In this case, the bandpass switched-capacitor filter and the A/D conversion timing will 
be derived from the TX Counter A, TX Counter B, and TA, TA', and TB registers, rather than the RX Counter 
A. RX Counter B, and RA, RA', and RB registers. In this case, the AlC FSX and FSR timing will be Identical 
during primary data communication; however, F$R will not be asserted during secondary data communication 
since there is no new A/D conversion result. The synchronous operation sequences are as follows (see Serial 
Port Timing diagrams). 

L Serial port directly interfaces with the serial port of the TMS32011 or TMS320C17 and communicates 

in two 8-bit bytes. The operation sequence is as follows (see Serial Port Timing diagrams): 

1. The FSX and FSR pins are brought low. 

2. One 8-bit byte is transmitted and one 8-bit byte is received. 

3. The EODX and EODR pins are brought low. 

4. The FSX and FSR pins emit positive frame-sync pulses that are 
four Shift Clock cycles wide. 

5. One 8-bit byte is transmitted and one 8-bit byte is received. 

6. The EODX and EODR pins are brought high. 

7. The FSX and F$R pins are brought high. 

H Serial port directly interfaces with the serial port of the TMS32020, TMS320C25, or TMS320C30 

and communicates in one 16-bit word. The operation sequence is as follows (see Serial Port Timing 
diagrams): 

1. The FSX and FSR pins are brought low. 

2. One 16-bit word is transmitted and one 16-bit word is received. 

3. The FSX and F§R pins are brought high. 

4. The EODX or EODR pins emit low-going pulses. 

Since the transmit and receive sections of the AlC are now synchronous, the AlC serial port, with additional 
NOR and AND gates, will interface to two SN74299 serial-to-parallel shift registers. Interfacing the AlC to 
the SN74299 shift register allows the AlC to interface to an external FIFO RAM and facilitates parallel, data 
bus communications between the AlC and the digital signal processor. The operation sequence is the same 
as the above sequence (see Serial Port Timing diagrams). 
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INTERNAL TIMING CONFIGURATION 



SCF Clock Frequency 


Master Clock Frequency 
2 X Contents of Counter A 


NOTE: Frequency 1, 20.736 MHz, is used to show how 153.6 kHz (for a commercially available modem split-band filter clock), popular 
speech and modem sampling signal frequencies, and an internal 288-kHz switched-capacitor filter clock can be derived synchronously 
and as submultiples of the crystal oscillator frequency. Since these derived frequencies are synchronous submultiples of the crystal 
frequency, aliasing does not occur as the sampled analog signal passes between the analog converter and switched-capacitor filter 
stages. Frequency 2, 41.472 MHz, is used to show that the AlC can work with high-frequency signals, which are used by high¬ 
speed digital signal processors. 

^Split-band filtering can alternatively be performed after the analog input function via software in the TMS320. 

^These control bits are described in the AlC DX Data Word Format section. 
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explanation of internal timing configuration 

All of the internal timing of the AlC is derived from the high-frequency clock signal that drives the Master 
Clock input pin. The Shift Clock signal, which strobes the serial port data between the AlC and DSP, is 
derived by dividing the Master Clock input signal frequency by four. 


SCF Clock Frequency 


Master Clock Frequency 
2 X Contents of Counter A 


Conversion Frequency = 


SCF Clock Frequency 
Contents of Counter B 


Shift Clock Frequency = 


Master Clock Frequency 
4 


TX Counter A and TX Counter B, which are driven by the Master Clock signal, determine the D/A conversion 
timing. Similarly, RX Counter A and RX Counter B determine the A/D conversion timing. In order for the 
switched-capacitor low-pass and bandpass filters to meet their transfer function specifications, the 
frequency of the clock inputs of the switched-capacitor filters must be 288 kHz. If the frequencies of the 
clock inputs are not 288 kHz, the filter transfer function frequencies are scaled by the ratios of the clock 
frequencies to 288 kHz. Thus, to obtain the specified filter responses, the combination of Master Clock 
frequency and TX Counter A and RX Counter A values must yield 288-kHz switched-capacitor clock signals. 
These 288-kHz clock signals can then be divided by the TX Counter B and RX Counter B to establish the 
D/A and A/D conversion timings. 

TX Counter A and TX Counter B are reloaded every D/A conversion period, while RX Counter A and RX 
Counter B are reloaded every A/D conversion period. The TX Counter B and RX Counter B are loaded with 
the values In the TB and RB Registers, respectively. Via software control, the TX Counter A can be loaded 
with either the TA Register, the TA Register less the TA' Register, or the TA Register plus the TA' Register. 
By selecting the TA Register less the TA' Register option, the upcoming conversion timing will occur earlier 
by an amount of time that equals TA' times the signal period of the Master Clock. By selecting the TA 
Register plus the TA' Register option, the upcoming conversion timing will occur later by an amount of 
time that equals TA' times the signal period of the Master Clock. Thus, the D/A conversion timing can 
be advanced or retarded. An identical ability to alter the A/D conversion timing is provided. In this case, 
however, the RX Counter A can be programmed via software control with the RA Register, the RA Register 
less the RA' Register, or the RA Register plus the RA' Register. 

The ability to advance or retard conversion timing Is particularly useful for modem applications. This feature 
allows controlled changes in the A/D and D/A conversion timing. This feature can be used to enhance 
signal-to-noise performance, to perform frequency-tracking functions, and to generate nonstandard modem 
frequencies. 

If the transmit and receive sections are configured to be synchronous (see WORD/BYTE pin description), 
then both the low-pass and bandpass switched-capacitor filter clocks are derived from TX Counter A. Also, 
both the D/A and A/D conversion timing are derived from the TX Counter A and TX Counter B. When the 
transmit and receive sections are configured to be synchronous, the RX Counter A, RX Counter B, RA 
Register, RA' Register, and RB Registers are not used. 
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AlC DR or DX word bit pattern 

A/D or D/A MSB, 

1 St bit sent 1 st bit sent of 2nd byte A/D or D/A LSB 

I D15|D14^ D13] D12| DllfPIOl D9| D8| D7 [ D6 | D5 | D4 ] D3 | D2 | D1 ] DO | 


AlC DX data word format section 


d15|d14|d13|d12|d11|d1o|d9|d8|d7|d6|d5|d4 |d2|dl|d0 

COMMENTS 

primary DX serial communication protocol 


d15 (MSB) through d2 go to the D/A -♦ | 0 0 

converter register 

The TX and RX Counter A's are loaded with the TA and RA register 
values. The TX and RX Counter B's are loaded with TB and RB 

register values. 

•*- d1 5 (MSB) through d2 go to the D/A “*■ I ® ^ 

converter register 

The TX and RX Counter A's are loaded with the TA + TA' and 

RA + RA' register values. The TX and RX Counter B's are loaded 
with the TB and RB register values. NOTE: d1 =0, dO = 1 will cause 
the next D/A and A/D conversion periods to be changed by the 
addition of TA' and RA' Master Clock cycles, in which TA' and 
RA' can be positive or negative or zero. Please refer to 
Table 1. AlC Responses to Improper Conditions. 

•4- d15 (MSB) through d2 go to the D/A ^ ® 

converter register 

The TX and RX Counter A's are loaded with the TA-TA' and 

RA - RA' register values. The TX and RX Counter B's are loaded 
with the TB and RB register values. NOTE: d1 = 1, dO = 0 will cause 
the next D/A and A/D conversion periods to be changed by the 
subtraction of TA' and RA' Master Clock cycles, in which TA' and 
RA' can be positive or negative or zero. Please refer to 
Table 1. AlC Responses to Improper Conditions. 

d15 (MSB) through d2 go to the D/A | 1 1 

converter register 

The TX and RX Counter A's are loaded with the TA and RA register 

values. The TX and RX Counter B's are loaded with the TB and 

RB register values. After a delay of four Shift Clock cycles, a 
secondary transmission will immediately follow to program the AlC 
to operate in the desired configuration. 


NOTE: Setting the two least significant bits to 1 in the normal transmission of DAC information (Primary Communications) to the AlC 
will initiate Secondary Communications upon completion of the Primary Communications. 

Upon completion of the Primary Communication, FSX will remain high for four SHIFT ^LOCK cycles and will then go low and initiate 
the Secondary Communication. The timing specifications for the Primary and Secondary Communications are identical. In this manner, 
the Secondary Communication, if initiated, is interleaved between successive Primary Communications. This interleaving prevents 
the Secondary Communication from interfering with the Primary Communications and DAC timing, thus preventing the AlC from 
skipping a DAC output. It is important to note that in the synchronous mode, FSR will not be asserted during Secondary 
Communications. 
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secondary DX serial communication protocol 


X X 1 ■*“ to TA register “♦! x x| ■*“ to RA register I 0 0 

d13 and d6 are MSBs (unsigned binary) 

X 1 •*“ to TA' register -♦| x | to RA' register “*• | 0 1 

d14 and d7 are 2's complement sign bits 

X 1 to TB register “*•! x | to RB register “*■ I 1 0 

d14 and d7 are MSBs (unsigned binary) 

XX X X X X X X d7 d6 d5 d4 d3 d2 11 

1 ^ CONTROL ^ 1 

' REGISTER * 

d2 = 0/1 deletes/inserts the bandpass filter 

d3 = 0/1 disables/enables the loopback function 

d4 = 0/1 disables/enables the AUX IN + and AUX IN - pins 

d5 =0/1 asynchronous/synchronous transmit and receive sections 

d6 = 0/1 gain control bits (see Gain Control Section) 

d7 = 0/1 gain control bits (see Gain Control Section) 


reset function 

A reset function is provided to initiate serial communications between the AlC and DSP. The reset function 
will initialize all AlC registers, includi ng the control register. After power has been applied to the AlC, a 
negative-going pulse on the RESET pin will initialize the AlC registers to provide an 8-kHz A/D and 
D/A conversion rate for a 5.184 MHz master clock input signal. The AlC, excepting the CONTROL register, 
will be initialized as follows (see AlC DX Data Word Format section): 


INITIALIZED 

REGISTER 

REGISTER VALUE (HEX) 


TA 

TA' 

TB 

RA 

RA' 

RB 


9 

1 

24 

9 

1 

24 


The CONTROL register bits will be reset as follows (see AlC DX Data Word Format section); 
d7 = 1, d6 = 1, d5 = 1, d4 = 0, d3 = 0, d2 = 1 

This initialization allows normal serial port communications to occur between AlC and DSP. If the transmit 
and receive sections are configured to operate synchronously and the user wishes to program different 
conversion rates, only the TA, TA', and TB register need to be programmed, since both transmit and receive 
timing are synchronously derived from these registers (see the Pin Descriptions and AlC DX Word Format 
sections). 

The circuit shown below will provide a reset on power-up when power is applied in the sequence given 
under Power-Up Sequence. The circuit depends on the power supplies' reaching their recommended values 
a minimum of 800 ns before the capacitor charges to 0.8 V above DGTL GND. 

TLC32040/ 

TLC32041/ 

TLC32042 

I Vcc + 


RESET 

vcc- 


> 200 kfi 
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power-up sequence 

To ensure proper operation of the AlC, and as a safeguard against latch-up, it is recommmended that a 
Schottky diode with a forward voltage less than or equal to 0.4 V be connected from Vcc - to ANLG 
GND (see Figure 17). In the absence of such a diode, power should be applied In the following sequence: 
ANLG GND and DGTL GND, VcC-r then VcC-i- and VdD- Also, no input signal should be applied until 
after power-up. 

AlC responses to improper conditions 

The AlC has provisions for responding to improper conditions. These Improper conditions and the response 
of the AlC to these conditions are presented in Table 1 below. 

AlC register constraints 

The following constraints are placed on the contents of the AlC registers: 

1. TA register must be > 1. 

2. TA' register can be either positive, negative, or zero. 

3. RA register must be > 1. 

4. RA' register can be either positive, negative, or zero. 

5. (TA register ± TA' register) must be > 1. 

6. (RA register ± RA' register) must be > 1. 

7. TB register must be > 1. 


TABLE 1. AlC RESPONSES TO IMPROPER CONDITIONS 


IMPROPER CONDITION 

AlC RESPONSE 

TA register + TA' register = 0 or 1 

TA register - TA' register = 0 or 1 

Reprogram TX Counter A with TA register value 

TA register + TA' register < 0 

MODULO 64 arithmetic is used to ensure that a positive value is loaded into the TX Counter A, 
i.e., TA register + TA' register + 40 HEX is loaded into TX Counter A 

RA register + RA' register = 0 or 1 

RA register - RA' register = 0 or 1 

Reprogram RX Counter A with RA register value 

RA register + RA' register = 0 or 1 

MODULO 64 arithmetic is used to ensure that a positive value is loaded into RX Counter A, 
i.e., RA register + RA' register + 40 HEX is loaded into RX Counter A 

TA register = 0 or 1 

RA register = 0 or 1 

AlC is shut down 

TB register = 0 or 1 

Reprogram TB register with 24 HEX , 

RB register = 0 or 1 

Reprogram RB register with 24 HEX 

AlC and DSP cannot communicate 

Hold last DAC output 


improper operation due to conversion times being too close together 

If the difference between two successive D/A conversion frame syncs Is less that 1/19.2 kHz, the AlC 
operates improperly. In this situation, the second D/A conversion frame sync occurs too quickly and there 
is not enough time for the ongoing conversion to be completed. This situation can occur if the A and B 
registers are improperly programmed or if the A + A' register or A - A' register result is too small. When 
' incrementally adjusting the conversion period via the A + A' register options, the designer should be very 
careful not to violate this requirement (see diagram below). 


FRAME 

SYN C 

FSX 

OR 

F§R 




I I 

ONGOING CONVERSION-X 



t 2 - ti > 1/19.2 kHz 


56 
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asynchronous operation — more than one receive frame sync occurring between two transmit frame 
syncs 

When incrementally adjusting the conversion period via the A + A' or A - A' register options, a specific 
protocol is fo llow ed. The command to use the incremental conversion period adjust option is sent to the 
AlC during a FSX frame sync. The ongoing conversion period is then adjusted. However, either Receive 
Conversion Period A or B may be adjusted. For both transmit and receive conversion periods, the incremental 
conversion period adjustment is performed near the end of the conversion period. Therefore, if there Is 
sufficient time between t1 and t2, the receive conversion period adjustment will be performed during Receive 
Conversion Period A, Otherwise, the adjustment will be performed during Receive Conversion Period B. 
The adjustment command only adjusts one transmit conversion period and one receive conversion period. 
To adjust anot her p air of transmit and receive conversion periods, another command must be Issued during 
a subsequent FSX frame (see figure below). 





I t I 

K-RECEIVE CONV.—M—receive CONV.-^ 
PERIOD A PERIOD B 


asynchronous operation — more than one transmit frame sync occurring between two receive frame 
syncs 

When incrementally adjusting the conversion period via the A + A' or A - A' register options, a specific 
protocol is followed. For both transmit and receive conversion periods, the incremental conversion period 
adjustment is performed near the end of the conversio n pe riod. The command to use the incremental 
conversion period adjust options is sent to the AlC during a FSX frame sync. The ongoing transmit conversion 
period is then adjusted. However, three possibilities exist for the receive conversion period adjustment 
In the diagram as shown in the figure below. If the adjustment command is issued during Transmit 
Conversion Period A, Receive Conversion Period A will be adjusted if there is sufficient time between t1 
and t2. Or, if there is not sufficient time between t1 and t2. Receive Conversion Period B will be adjusted. 
Or, the receive portion of an adjustment command may be ignored if the adjustment command is sent 
during a receive conversion period, which Is already being or will be adjusted due to a prior adjustment 
command. For example, if adjustment commands are Issued during Transmit Conversion Periods A, B, 
and C, the first two commands may cause Receive Conversion Periods A and B to be adjusted, while the 
third receive adjustment command is ignored. The third adjustment command Is ignored since it was issued 
during Receive Conversion Period B, which already will be adjusted via the Transmit Conversion Period B 
adjustment command. 





I I I I 
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TLC32040I, TLC32040C, TLC32041I, TLC32041C. 
TLC32042I, TLC32042C 
ANALOG INTERFACE CIRCUITS 


asynchronous operation — more than one set of primary and secondary DX serial communication 
occurring between two receive frame sync (see AlC DX Data Word Format section) 

The TA, TA', TB, and control register information that is transmitted in the secondary communications 
is always accepted and is applied during the ongoing transmit conversion period. If there is sufficient time 
between t1 and X2. the TA, RA', and RB register information, which is sent during Transmit Conversion 
Period A, will be applied to Receive Conversion Period A. Otherwise, this information will be applied during 
Receive Conversion Period B. If RA, RA', and RB register information has already been received and Is 
being applied during an ongoing conversion period, any subsequent RA, RA', or RB Information that is 
received during this receive conversion period will be disregarded (see diagram below). 

‘1 

PRIMARY SECONDARY 


FSX 


> TRANSMIT 

H-CONVERSION- 

PERIOD A 


PRIMARY SECONDARY PRIMARY SECONDARY 



I TRAfMSMIT I TRANSMIT I 

-CONVERSION-Hi-CONVERSION- H 

PERIOD B PERIOD C 


<2 


FSR 


^-RECEIV^E^CONVERSION---RECEIVE CONVERSION PERIOD B-H 

absolute maximum ratings over operating free-air temperature range (unless otherwise noted) 

Supply voltage, Vcc+ (see Note 1). -0.3 V to 15 V 

Supply voltage, Vdd . -0.3 V to 15 V 

Output voltage, Vq .. -0.3 V to 15 V 

Input voltage, V|. -0.3 V to 15 V 

Digital ground voltage ... -0.3 V to 15 V 

Operating free-air temperature range: TLC32040I, TLC32041I, TLC32042I. -40°C to 85°C 

TLC32040C, TLC32041C, TLC32042C. 0°C to 70®C 

Storage temperature range .. . -65°C to 150°C 

Case temperature for 10 seconds: FN package. . 260°C 

Lead temperature 1,6 mm (1/16 inch) from case for 10 seconds: N package.. 260 °C 


NOTE 1: Voltage values for maximum ratings are with respect to VCC -. 
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TLC32040I, TLC32040C, TLC32041I, TLC32041C, 
TLC32042I, TLC32042C 
ANALOG INTERFACE CIRCUITS 


recommended operating conditions 


PARAMETER 

MIN 

NOM 

MAX 

UNIT 

Supply voltage, Vqc -f (see Note 2) 

4.75 

5 

5.25 

V 

Supply voltage, V^c - (see Note 2) 

-4.75 

-5 

-5.25 

V 

Digital supply voltage, Vqd (see Note 2) 

4.75 

5 

5.25 

V 

Digital ground voltage with respect to ANLG GND, DGTL GND 

0 

V 

Reference input voltage, Vref(ext) (see Note 2) 

2 


4 

V 

High-level input voltage, V||^ 

2 


Vdq + 0.3 

V 

Low-level input voltage, V|l (see Note 3) 

-0.3 


0.8 

V 

Load resistance at OUT -f- and/or OUT -, Rl 

300 

Q 

Load capacitance at OUT -i- and/or OUT -, Cl 

100 

PF 

MSTR CLK frequency (see Note 4) 

0.075 

5 

10.368 

MHz 

Analog input amplifier common mode input voltage (see Note 5) 

±1.5 

V 

A/D or D/A conversion rate 

19.2 

kHz 

Conversion rate 

1 


20 

kHz 

Operating free-air temperature, T/;^ 

TLC32040I, TLC32041I, TLC32042I 

-40 


85 

°C 

TLC32040C, TLC32041C, TLC32042C 

0 


70 


NOTES: 


2. Voltages at analog inputs and outputs, REF, Vcc + ' are with respect to the ANLG GND terminal. Voltages at 

digital inputs and outputs and Vqd are with respect to the DGTL GND terminal. 

3. The algebraic convention, in which the least positive (most negative) value is designated minimum, is used in this data sheet 
for logic voltage levels and temperature only. 

4. The bandpass and low-pass switched-capacitor filter response specifications apply only when the switched-capacitor clock 
frequency is 288 kHz. For switched-capacitor filter clocks at frequencies other than 288 kHz, the filter response is shifted 
by the ratio of switched-capacitor filter clock frequency to 288 kHz. 

5. This range applies when (IN- IN-) or (AUX IN-f- - AUX IN-) equals ±6 V. 
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TLC320401 TLC32040C, TLC32041I, TLC32041C, 
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electrical characteristics over recommended operating free-air temperature range, Vcc + » 5 V, 
Vcc- - -5 V, Vdd * 5 V (unless otherwise noted) 

total device, MSTR CLK frequency - 5.184 MHz, outputs not loaded 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ MAX 

UNIT 

Vqh High-level output voltage 

Vdd = 4.75 V. IQH = -300>A 

2.4 

V 

Vql Low-level output voltage 

Vdd = 4.75 V, Iql = 2 mA 

0.4 

V 

Ice + Supply current from Vcc -i- 

TLC3204-C 


35 

mA 

TLC3204_I 

40 

Ice - Supply current from Vcc - 

TLC3204-C 


-35 

mA 

TLC3204_I 

-40 

•dd Supply current from Vqd 

^MSTR CLK = 5.184 MHz 

7 

mA 

Vref Internal reference output voltage 


3 3.3 

V 

Temperature coefficient of internal 

“Vref 

reference voltage 


100 

ppm/^C 

fQ Output resistance at REF 


100 

kO 


receive amplifier input 


PARAMETER 

TEST CONDITIONS ^ 

MIN TYpt MAX 

UNIT 

A/D converter offset error (filters bypassed) 


25 65 

mV 

A/D converter offset error (filters in) 


25 65 

mV 

Common-mode rejection ratio at IN-F, IN-, 

” or AUX IN-F, AUX IN- 

See Note 6 

55 

dB 

Input resistance at IN -f-, IN - 

or AUX IN-F, AUX IN-, REF 1 


100 

kQ 


transmit filter output 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ MAX 

UNIT 

Output offset voltage at OUT -f or OUT - 

vnn 

(single-ended relative to ANLG GND) 


15 75 

mV 

Maximum peak output voltage swing across 

Rl at OUT-f or OUT- (single-ended) 

Rl > 300 n, 

Offset voltage = 0 

±3 

V 

Maximum peak output voltage swing between 
OUT-f and OUT- (differential output) 

Rl > 600 Q 

±6 

V 


^All typical values are at T>\ = 25 °C. 

NOTE 6: The test condition is a 0-dBm, 1-kHz input signal with an 8-kHz conversion rate. 
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TLC32040I. TLC32040C, TLC32041I. TLC32041C, 
TLC32042I. TLC32042C 
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electrical characteristics over recommended operating free-air temperature range, Vcc + *■ 5 V, 
Vcc ~ " - 5 V, Vdd " 5 V (unless otherwise noted) 

system distortion specifications, SCF clock frequency « 288 kHz 


PARAMETER 

TEST CONDITIONS 

MIN 

TYPt MAX 

UNIT 

Attenuation of second harmonic of 

single-ended 

Vjn = -0.1 dB to -24 dB referred to V^ef, 

70 

dB 

A/D input signal 

differential 

See Note 7 

62 

70 

Attenuation of third and higher 

single-ended 

Vjn = -0.1 dB to -24 dB referred to Vrgf. 

65 

dB 

harmonics of A/D input signal 

differential 

See Note 7 

57 

65 

Attenuation of second harmonic of 

single-ended 

Vjn = -0 dB to -24 dB referred to V^ef. 

70 

HQ 

D/A input signal 

differential 

See Note 7 

62 

70 

Go 

Attenuation of third and higher 

single-ended 

Vin = -0 dB to -24 dB referred to V^ef. 

66 

dB 

harmonics of D/A input signal 

differential 

See Note 7 

57 

65 


A/D channel signal-to-distortion ratio 


PARAMETER 

TEST CONDITIONS 

(see Note 7) 

Ay - 1* 

Ay - 2* 

Ay - 4* 

UNIT 

MIN MAX 

MIN MAX 

MIN MAX 

A/D channel signal-to-distortion ratio 

Vjn = -6 dB to -0.1 dB 

58 

V 

CJ1 

00 

in 

A 

dB 

Vjn = -12 dB to -6 dB 

58 

58 

V 

Ol 

00 

V|n = -18 dB to -12 dB 

56 

58 

58 

Vjn = -24 dB to -18 dB 

50 

56 

58 

Vjn = -30 dB to -24 dB 

44 

50 

56 

Vjn = -36 dB to -30 dB 

38 

44 

50 

Vjn = -42 dB to -36 dB 

32 

38 

44 

Vjn = -48 dB to -42 dB 

26 

32 

38 

Vjn = -54 dB to -48 dB 

20 

26 

32 


D/A channel signal-to-distortion ratio 


PARAMETER 

TEST CONDITIONS 

(see Note 7) 

MIN MAX 

UNIT 


Vjn = -6 dB to -0.1 dB 

58 



Vjn = -12 dB to -6 dB 

58 



Vjn = -18 dB to -12 dB 

56 



Vjn = -24 dB to - T8 dB 

50 


D/A channel signal-to-distortion ratio 

Vjn = -30 dB to -24 dB 

44 

dB 


Vjn = - 36 dB to - 30 dB 

38 



Vjn = -42 dB to -36 dB 

32 



Vjn = -48 dB to -42 dB 

26 



Vjp = -54 dB to -48 dB 

20 



gain and dynamic range 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ 

MAX 

UNIT 

Absolute transmit gain tracking error while transmitting 

into 600 Q 

-48 dB to 0 dB signal range, 

See Note 8 

±0.05 

±0.15 

dB 

Absolute receive gain tracking error 

-48 dB to 0 dB signal range, 

See Note 8 

±0.05 

±0.15 

dB 


^All typical values are at T/^ = 25 °C. 

is the programmable gain of the input amplifier. 

^A value > 58 is overrange and signal clipping occurs. 

NOTES: 7. The test condition is a 1-kHz input signal with an 8-kHz conversion rate (0 dB relative to Vref)- The load impedance for the 
DAC is 600 0. 

8. Gain tracking is relative to the absolute gain at 1 kHz and 0 dB (0 db relative to V|-ef). 
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power supply rejection and crosstalk attenuation 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ MAX 

UNIT 

Vcc + ^CC - supply voltage 

rejection ratio, receive channel 

f = 0 to 30 kHz 

Idle channel, supply signal 
at 200 mV p-p measured 
at DR (ADC output) 

30 

dB 

f = 30 kHz to 50 kHz 

45 

Vcc + Vcc - supply voltage 

rejection ratio, transmit channel 
(single-ended) 

f = 0 to 30 kHz 

Idle channel, supply signal 
at 200 mV p-p measured 

at OUT-i- 

30 

dB 

f = 30 kHz to 50 kHz 

45 

Crosstalk attenuation, transmit-to-receive (single-ended) 


80 

dB 


delay distortion, SCF clock frequency « 288 kHz ±2%, input (IN+ ^ IN-) is ±3-V sinewave 

Please refer to filter response graphs for delay distortion specifications. 


TLC32040 and TLC32041 bandpass filter transfer function (see curves), SCF clock 
frequency * 288 kHz ±2%, input (IN+ - IN-) is a ±3-V sinewave (see Note 9) 


PARAMETER 

TEST CONDITIONS | 

MIN MAX 

UNIT 

Filter Gain 

(see Note 10) 

Input signal reference is 0 dB 

f = 100 Hz 

-42 

dB 

f = 170 Hz 

-25 

300 Hz < f < 3.4 kHz 

-0.5 0.5 

f = 4 kHz 

-16 

f > 4.6 kHz 

-58 


TLC32042 bandpass filter transfer function (see curves), SCF clock frequency » 288 kHz ± 2%, 
input (IN + - IN -) is a ± 3-V sinewave (see Note 9) 


PARAMETER 

TEST CONDITIONS | 

MIN MAX 

UNIT 

Filter Gain 

(see Note 10) 

Input signal reference is 0 dB 

f = 100 Hz 

-27 

dB 

f = 170 Hz 

-2 

300 hT < f < 3.4 kHz 

-0.5 0.5 

f = 4 kHz 

-16 

f > 4.6 kHz 

-58 


low-pass filter transfer function, SCF clock frequency 288 kHz ± 2% (see Note 9) 


.PARAMETER 

TEST CONDITIONS | 

MIN MAX 

UNIT 

Filter Gain 

(see Note 10) 

Output signal reference is 0 dB 

f < 3.4 kHz 

-0.5 0.5 

dB 

f = 3.6 kHz 

-4 

f = 4 kHz 

-30 

f > 4.4 kHz 

-58 


serial port 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ 

MAX 

UNIT 

VOH 

High-level output voltage 

lOH = ~ 300 nA 

2.4 

V 

VoL 

Low-level output voltage 

Iql = 2 mA 

0.4 

V 

l| 

Input current 


±10 

mA 

C| 

Input capacitance 


15 

pF 

Co 

Output capacitance 


15 

pF 


^ All typical values are at = 25 °C. 

NOTES: 9. The above filter specifications are for a switched-capacitor filter clock range of 288 kHz ± 2%. For switched-capacitor filter 
clocks at frequencies other than 288 kHz ±2%, the filter response is shifted by the ratio of switched-capacitor filter clock 
frequency to 288 kHz. 

10. The filter gain outside of the passband is measured with respect to the gain at 1 kHz. The filter gain within the passband 
is measured with respect to the average gain within the passband. The passbands are 300 to 3400 Hz and 0 to 3400 Hz 
for the bandpass and lowpass filters respectively. 
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TLC32040I, TLC32040C, TLC320411 TLC32041C, 
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operating characteristics over recommended operating free-air temperature range, Vcc + - 5 V, 
VCC- - -5 V, VdD - 5 V 


noise (measurement includes low-pass and bandpass switched-capacitor filters) 


PARAMETER 

TEST CONDITIONS 

TYP^ MAX 

UNIT 

Transmit noise 

single-ended 

DX input = 00000000000000, constant input code 

200 

fiV rms 

differential 

300 500 

n\/ rms 

20 

dBrncO 

Receive noise (see Note 11) 

Inputs grounded, gain = 1 

300 475 

fiV rms 

20 

dBrncO 


timing requirements 

serial port recommended input signals 


PARAMETER 

MIN MAX 

UNIT 

tc(MCLK) Master clock cycle time 

95 

ns 

tr{MCLK) Master clock rise time 

10 

ns 

tf(MCLK) Master clock fall time 

10 

ns 

Master clock duty cycle 

42% 58% 


RESET pulse duration (see Note 12) 

800 

ns 

tsu(DX) DX setup time before SCLKl 

20 

ns 

^h(DX) DX hold time after SCLKl 

lc(SCLK)/4 

ns 


^All typical values are at T/^ = 25 °C. 

NOTES: 11. This noise is referred to the input with a buffer gain of one. If the buffer gain is two or four, the noise figure will be 
correspondingly reduced. The noise is computed by statistically evaluating the digital output of the A/D converter. 

12. RESET pulse duration is the amount of time that the reset pin is held below 0.8 V after the power supplies have reached 
their recommended values. 
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TLC32040I, TLC32040C, TLC32041I, TLC32041C, 
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operating characteristics over recommended operating free-air temperature range, Vcc + * 5 V, 
Vcc - * - 5 V, Vdd * 5 V (continued) 

serial port — AlC output signals 


PARAMETER | 

MiN 

MAX 

UNIT 

tc(SCLK) 

Shift clock (SCLK) cycle time 

380 

ns 

tf(SCLK) 

Shift clock (SCLK) fall time 

50 

ns 

trISCLK) 

Shift clock (SCLK) rise time 

50 

ns 

Shift clock (SCLK) duty cycle | 

45 

55 

% 

td(CH-FL) 

Delay from SCLKT to FSR/FSXi 

90 

ns 

td(CH-FH) 

Delay from SCLKT to FSR/FSXT 

90 

ns 

td(CH-DR) 

DR valid after SCLKT 

90 

ns 

tdw(CH-EL) 

Delay from SCLKT to EODX/EODRi in word mode 

90 

ns 

tdw(CH-EH) 

Delay from SCLKT to EODX/EODRT in word mode 

90 

ns 

tf(EODX) 

EODX fall time 

15 

ns 

tf(EODR) 

EODR fall time 

15 

ns 

tdb(CH-EL) 

Delay from SCLKT to EODX/EODRi in byte mode 

100 

ns 

tdb(CH-EH) 

Delay from SCLKT to EODX/EODRT in byte mode 

100 

ns 


TABLE 2. GAIN CONTROL TABLE 

(ANALOG INPUT SIGNAL REQUIRED FOR FULL-SCALE A/D CONVERSION) 



CONTROL REGISTER BITS 

ANALOG INPUT^ 

A/D CONVERSION 


d6 

d7 

RESULT 

Differential configuration 

1 

1 

±6 V 

full-scale 

Analog input = IN + - IN- 

0 

0 



= AUX IN+ - AUX IN- 

1 

0 

±3 V 

full-scale 


0 

1 

±1.5 V 

full-scale 

Single-ended configuration 

1 

1 

±3 V 

half-scale 

Analog input = IN-f- - ANLG GND 

0 

0 



= AUX IN-f - ANLG GND 

1 

0 

±3 V 

full-scale 


0 

1 

± 1.5 V 

full-scale 


^ In this example, Vpef is assumed to be 3 V. In order to minimize distortion, it is recommended that the analog input 
not exceed 0.1 dB below full scale. 


Rfb 



d6 - 0, d7 - 0 
Rfb - 2R for d6 - 1, d7 - 0 
Rfb - 4R for d6 - 0, d7 - 1 


TO MUX 


AUX 

AUX 


Rfb 



d6 - 0, d7 - 0 
Rfb - 2R for d6 - 1. d7 - 0 
Rfb - 4R for d6 - 0, d7 - 1 


FIGURE 1. IN+ AND IN- GAIN 
CONTROL CIRCUITRY 


FIGURE 2. AUX IN + AND AUX IN - 
GAIN CONTROL CIRCUITRY 
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sin x/x correction section 

The AlC does not have sin x/x correction circuitry after the digital-to-analog converter. Sin x/x correction 
can be accomplished easily and efficiently in digital signal processor (DSP) software. Excellent correction 
accuracy can be achieved to a band edge of 3000 Hz by using a first-order digital correction filter. The 
results, which are shown below, are typical of the numerical correction accuracy that can be achieved 
for sample rates of Interest. The filter requires only seven Instruction cycles per sample on the 
TMS320 DSPs. With a 200-ns instruction cycle, nine instructions per sample represents an overhead factor 
of 1.4% and 1.7% for sampling rates of 8000 Hz and 9600 Hz, respectively. This correction will add a 
slight amount of group delay at the upper edge of the 300 —3000-Hz band. 

sin x/x roll-off for a zero-order hold function 

The sin x/x roll-off for the AlC DAC zero-order hold function at a band-edge frequency of 3000 Hz for 
the various sampling rates Is shown in the table below. 


TABLE 3. sin x/x ROLL-OFF 


fs (Hz) 

sin T f/fs 
20 log ® 

X f/fs 

(f - 3000 Hz) 

(dB) 

7200 

-2.64 

8000 

-2.11 

9600 

-1.44 

14400 

-0.63 

19200 

-0.35 


Note that the actual AlC sin x/x roll-off will be slightly less than the above figures, because the AlC has 
less man a 100-% duty cycle hold interval. 

correction filter 

To compensate for the sin x/x roll-off of the AlC, a first-order correction filter shown below, is recommended. 



The difference equation for this correction filter is: 

yj + l = p2(1 -pi) (ui + i)-Kp1 yj 

where the constant pi determines the pole locations. 
The resulting squared magnitude transfer function is: 


|H(f)|2 = 


p22 n -p1)2 _ 

1 - 2p1 cos(2 X f/fs) + pl2 
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correction results 

Table 4 below shows the optimum p values and the corresponding correction results for 8000-Hz and 
9600-Hz sampling rates. 


TABLE 4 


f (Hz) 

ERROR (dB) 
fs - 8000 Hz 
pi - -0.14813 
p2 - 0.9888 

ERROR (dB) 
fs - 9600 Hz 
pi - -0.1307 
p2 - 0.9951 

300 

-0.099 

-0.043 

600 

-0.089 

-0.043 

900 

-0.054 

0 

1200 

-0.002 

0 

1500 

0.041 

0 

1800 

0.079 

0.043 

2100 

0.100 

0.043 

2400 

0.091 

0.043 

2700 

-0.043 

0 

3000 

-0.102 

-0.043 


TMS320 software requirements 

The digital correction filter equation can be written in state variable form as follows: 

Y = klY +k2U 

where k1 equals pi (from the preceding page), k2 equals (1 -p1)p2 (from the preceding page), Y is the 
filter state, and U is the next I/O sample. The coefficients k1 and k2 rriust be represented as 16-bit integers. 
The SACH instruction (with the proper shift) will yield the correct result. With the assumption that the 
TMS320 processor page pointer and memory configuration are properly initialized, the equation can be 
executed in seven instructions or seven cycles with the following program; 

ZAC 
LT K2 
MPY U 
LTA K1 
MPY Y 
APAC 

SACH (dma), (shift) 
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byte-mode timing 

-hl«-'f(SCLKI -^I^MSCLK) 


f§R, F§x 


-^tc(SCLK) 



j k-td(CH-DR) 

12 V 


DR 015 )(,014 fD13]( 09 ]f 

I 0^ 


tsu(DX)-#^ 




OX - " {~D15 


DON'T CARE 


1 

-A U-th(DX) 


-CdZXHX^OlIiIICeD- 


IOdr, eQdx 


word-mode timing 


N-tdb(CH-EL) 

—V 

J ^O 8 V _ 


-/f- 


tdb(CH-EH)->| I#- 
_ 


♦j-tc<SCLK) 


I O"' ■ 

N- 

I 

“V 

I 8 v\;_ 


FSX, FSR 


08V 08V 

td(CH-FH)-H 


j -H l^td(CH-DR) 

DR 015 yD14)(D13 ]C£2i]CHDC£L\. D1 DO 


tsu(DX)-H ^ 


^ I 

PT 


DX- ( D15l( D14]|;D13jD12]rDn^ D2 )[ D1 X DO 

n I ^ 


CARE 


|i-th(DX) 


EODX, EODR 


tdwICH-ELH H-tdv^(CH-EH) 


FIGURE 3. SERIAL PORT TIMING 
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FIGURE 4. TMS32010-TLC32040/TLC32041/TLC32042 INTERFACE CIRCUIT 


in instruction timing 



out instruction timing 



FIGURE 5. TMS32010-TLC32040/TLC32041/TLC32042 INTERFACE TIMING 
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TYPICAL CHARACTERISTICS 


AlC TRANSMIT CHANNEL FILTER 



0 1 2 3 4 5 

^ ... SCF clock frequency 

Normalized Freouency—kHz x - - p— ^ 

Zoo kHz 


NOTES: A. Maximum relative delay (0 Hz to 600 Hz) = 125 (is. 

B. Maximum relative delay (600 Hz to 3000 Hz) = ± 50 (is. 

C. Absolute delay (600 Hz to 3000 Hz) = 700 fis. 

D. Test conditions are VQQ 4 ., Vqq^, and Vqd within recommended operating conditions, SCF clock f = 288 kHz ±2%, 
input = ±3-V sinewave, and T/^ = 25 °C. 


FIGURE 6 
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ANALOG INTERFACE CIRCUITS 


TYPICAL CHARACTERISTICS 


TLC32040 and TLC32041 
RECEIVE CHANNEL FILTER 



SCF clock frequency 

Normalized Frequency—kHz x - -- 

^OD kHz 


NOTES; A. Maximum relative delay (200 Hz to 600 Hz) = 3350 /ts. 

B. Maximum relative delay (600 Hz to 3000 Hz) = ± 50 /ls. 

C. Absolute delay (600 Hz to 3000 Hz) = 1230 ns 

D. Test conditions are + . VcC-< and V^q within recommended ooerating conditions, SCF clock f = 288 kHz ±2%, 
input = ±3-V sinewave, and T/^ = 25 °C. 

FIGURE 7 
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TLC320401 TLC32040C, TLC32041I, TLC32041C, 
TLC320421 TLC32042C 
ANALOG INTERFACE CIRCUITS 


NOTES: 


TYPICAL CHARACTERISTICS 

TLC32042 

RECEIVE CHANNEL FILTER 

0.3 
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0.05 
0.1 
0.15 
0.2 

0 1 2 3 4 5 



Normalized Frequency —kHz x 


SCF clock frequency 
288 kHz 


A. Maximum relative delay (200 Hz to 600 Hz) = 3350 fis. 

B. Maximum relative delay (600 Hz to 3000 Hz) = ± 50 ns. 

C. Absolute delay (600 Hz to 3000 Hz) = 1080 fis. 

D. Test conditions are Vcc + » ^CC-* ^DD within recommended operating conditions, SCF clock f = 288 kHz ±2%, 
input = ±3-V sinewave, and T/^ = 25°C. 


FIGURE 8 
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TLC32040I, TLC32040C, TLC320411 TLC32041C, 
TLC32042h TLC32042C 
ANALOG INTERFACE CIRCUITS 



TYPICAL CHARACTERISTICS 


A/D SIGNAL-TO-DISTORTION RATIO 


vs 



Input Signal Relative to Vref —dB 

FIGURE 9 ^ 

D/A CONVERTER SIGNAL-TO-DISTORTION RATIO 


vs 



Input Signal Relative to Vref —dB 


FIGURE 11 
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FIGURE 10 
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FIGURE 12 
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NOTE: Test conditions are Vqc + - Vcc -. Vdd within recommenaed operating conditions set clock f = 288 kHz ± 2%, and T^ = 25 °C. 
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TLC32040I, TLC32040C, TLC32041I, TLC32041C, 
TLC32042I, TLC32042C 
ANALOG INTERFACE CIRCUITS 


TYPICAL CHARACTERISTICS 


ATTENUATION OF SECOND HARMONIC OF A/D INPUT 


VS 



Input Signal Relative to Vref —dB 


FIGURE 13 


ATTENUATION OF THIRD HARMONIC OF A/D INPUT 


vs 



Input Signal Relative to V^ef-dB 

FIGURE 14 
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FIGURE 16 
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FIGURE 15 

NOTE: Test conditions are V^c +» ^CC - > ^'^d V^d within recommended operating conditions set clock f = 288 kHz ± 2%, and T/^ = 25 °C. 
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TYPICAL APPLICATION INFORMATION 


TMS32020/C25 


TLC32040/TLC32041 /TLC32042 


CLKOUT 

FSX 

DX 

FSR 

DR 

CLKR 

CLKX 


cr 


MSTR CLK 

vcc+ 

FSX 

REF 

DX 

ANLG GND 

FSR 


DR 

vcc- 

SHIFT CLK 

Vdd 


OGTL GND 


i 


^(c 


BAT 42 




-T— 

^0 1 kF 


C - 0.2 lif. CERAMIC 

FIGURE 17. AlC INTERFACE TO THE TMS32020/C25 SHOWING DECOUPLING CAPACITORS 

AND SCHOTTKY DIODEt 



FOR: Vcc - 12 V. R - 7200 fi 
Vcc - 10 V. R - 5600 ft 
Vcc “ 5 V. R - 1600 ft 

FIGURE 18. EXTERNAL REFERENCE CIRCUIT FOR TLC32041 


^Thomson Semiconductors 
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Advanced LinCMOS"^ Silicon-Gate Process 
Technology 


14-Bit Dynamic Range ADC and DAC 


16-Bit Dynamic Range Input with 
Programmable Gain 


• Variable ADC and DAC Sampling Rate Up to 
19,200 Samples per Second 


• Switched-Capacitor Antialiasing Input Filter 
and Output-Reconstruction Filter 


• Serial Port for Direct Interface to 

TMS320C17, TMS32020, TMS320C25, 
and TMS320C30 Digital Processors 


• Synchronous or Asynchronous ADC and 
DAC Conversion Rates with Programmable 
Incremental ADC and DAC Conversion 
Timing Adjustments 


• Serial Port Interface to SN74299 Serial-to- 
Parallel Shift Register for Parallel Interface 
to TIVIS32010, TMS320C15, or Other 
Digital Processors 


• Internal Reference for Normal Operation and 
External Purposes, or Can Be Overridden by 
External Reference 


description 

The TLC32044 is a complete analog-to-digital 
and digital-to-analog input/output system on a 
single monolithic CMOS chip. This device 
Integrates a bandpass swItched-capacitor 
antialiasing Input filter, a 14-bit-resolution A/D 
converter, four microprocessor-compatible serial 
port modes, a 14-bit-resolution D/A converter, 
and a low-pass switched-capacItor output- 
reconstruction filter. The device offers numerous 
combinations of Master Clock Input frequencies 
and conversion/sampling rates, which can be 
changed via digital processor control. 


TLC32044I, TLC32044C 
VOICE BAND ANALOG INTERFACE CIRCUITS 

D3098, MARCH 1988-REVISED DECEMBER 1988 


N PACKAGE 
(TOP VIEW) 


NU C 

1 LJ28 

RESET C 

2 27 

EODR C 

3 26 

F^ C 

4 25 

DR E 

5 24 

MSTR CLK C 

6 23 

vdd C 

7 22 

REF C 

8 21 

DGTL GND C 

9 20 

SHIFT CLK C 

10 19 

EODX C 

11 18 

DX C 

12 17 

word/byTe C 

13 16 

F^ E 

14 15 


NU 
NU 
IN + 

IN - 

AUX IN + 
AUX IN - 
0UT + 
OUT- 

vcc + 
vcc- 

ANLG GND 
ANLG GND 
NU 
NU 


DR ]5 
MSTR CLK ]6 
VdD 
REF ]8 
DGTL GND ]9 
SHIFT CLK 
EODX 


FN PACKAGE 
(TOP VIEW) 


DC Z Z Z 


■■■ □a n jLJ Lj LJ LJ 
4 3 2 1 28 27 26 


25C IN- 
24C AUX IN H 
23C AUX IN 
22C OUT + 

21 C OUT- 

20 C Vcc + 

19 C Vcc- 


12 13 14 15 16 17 18 

n rin 


21 


D D Q Q 

z z z z 
CD CD 


O 


z z 
< < 


NU —Nonusable; no external connection should be made to these 
pins. See Table 2. 


Typical applications for this 1C include speech encryption for digital transmission, speech recognition/storage 
systems, speech synthesis, modems (7.2-, 8-, 9.6-, 14.4-, and 19.2-kHz sampling rate), analog interface 
for digital signal processors (DSPs), Industrial process controf, biomedical instrumentation, acoustical signal 
processing, spectral analysis, data acquisition, and instrumentation recorders. Four serial modes, which 
allow direct interface to the TMS320C17, TMS32020, TMS320C25, and TMS320C30 digital signal 
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TLC32044I, TLC32044C 

VOICE-BAND ANALOG INTERFACE CIRCUITS 


description (continued) 

processors, are provided. Also, when the transmit and receive sections of the Analog Interface Circuit 
(AlC) are operating synchronously, it will Interface to two SN74299 serial-to-parallel shift registers. These 
serial-to-parallel shift registers can then interface in parallel to the TMS32010, TMS320C15, other digital 
signal processors, or external FIFO circuitry. Output data pulses are emitted to inform the processor that 
data transmission is complete or to allow the DSP to differentiate between two transmitted bytes. A flexible 
control scheme is provided so that the functions of the IC can be selected and adjusted coincidentally 
with signal processing via software control. 

The antialiasing input filter comprises eighth-order and fourth-order CC-type (Chebyshev/elliptic transitional) 
low-pass and high-pass filters, respectively. The input filter is implemented in switched-capacitor technology 
and Is preceded by a continuous time filter to eliminate any possibility of aliasing caused by sampled data 
filtering. When only low-pass filtering is desired, the high-pass filter can be switched out of the signal path. 
A selectable, auxiliary, differential analog input is provided for applications where more than one analog 
input is required. 

The A/D and D/A architectures ensure no missing codes and monotonic operation. An internal voltage 
reference is provided to ease the design task and to provide complete control over the performance of 
the IC. The internal voltage reference is brought out to a pin and is available to the designer. Separate 
analog and digital voltage supplies and grounds are provided to minimize noise and ensure a wide dynamic 
range. Also, the analog circuit path contains only differential circuitry to keep noise to an absolute minimum. 
The only exception is the DAC sample-and-hold, which utilizes pseudo-differential circuitry. 

The output-reconstruction filter is an eighth-order CC-type (Chebyshev/elliptic transitional low-pass filter) 
followed by a second-order (sin x)/x correction filter) and is implemented in switched-capacitor technology. 
This filter is followed by a continuous-time filter to eliminate images of the digitally encoded signal. The 
on-board (sin x)/x correction filter can be switched out of the signal path using digital signal processor 
control, if desired. 

The TLC32044I is characterized for operation from -40°C to 85 °C, and the TLC32044C is characterized 
for operation from 0°C to 70°C. 
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TLC32044I, TLC32044C 
VOICE BAND ANALOG INTERFACE CIRCUITS 


functional block diagram 



Vcc+ Vcc- ANLG DTGL Vqd REF RESET 

GND GND {DIG) 


PRINCIPLES OF OPERATION 


analog input 

Two sets of analog inputs are provided. Normally, the IN + and IN - input set is used; however, the auxiliary 
input set, AUX IN + and AUX IN -, can be used if a second input is required. Each input set can be operated 
in either differential or single-ended modes, since sufficient common-mode range and rejection are provided. 
The gain for the IN -i-, IN -, AUX IN -i-, and AUX IN - inputs can be programmed to be either 1, 2, or 4 
(see Table 2). Either input circuit can be selected via software control. It is important to note that a wide 
dynamic range is assured by the differential internal analog architecture and by the separate analog and 
digital voltage supplies and grounds. 

A/D bandpass filter, A/D bandpass filter clocking, and A/D conversion timing 

The A/D high-pass filter can be selected or bypassed via software control. The frequency response of this 
filter is presented in the following pages. This response results when the switched-capacitor filter clock 
frequency is 288 kHz and the A/D sample rate Is 8 kHz. Several possible options can be used to attain 
a 288-kHz switched-capacitor filter clock. When the filter clock frequency is not 288 kHz, the low-pass 
filter transfer function is frequency-scaled by the ratio of the actual clock frequency to 288 kHz. The ripple 
bandwidth and 3-dB low-frequency roll-off points of the high-pass section are 150 and 100 Hz, respectively. 
However, th^ high-pass section low-frequency roll-off Is frequency-scaled by the ratio of the A/D sample 
rate to 8 kHz. 

The Internal Timing Configuration and AlC DX Data Word Format sections of this data sheet indicate the 
many options for attaining a 288-kHz bandpass switched-capacitor filter clock. These sections indicate 
that the RX Counter A can be programmed to give a 288-kHz bandpass switched-capacitor filter clock 
for several Master Clock input frequencies. 
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TLC32044I, TLC32044C 

VOICE BAND ANALOG INTERFACE CIRCUITS 


PRINCIPLES OF OPERATION (continued) 

The A/D conversion rate is then attained by frequency-dividing the 288-kHz bandpass switched-capacitor 
filter clock with the RX Counter B. Thus, unwanted aliasing is prevented because the A/D conversion rate 
is an integral submultiple of the bandpass switched-capacitor filter sampling rate, and the two rates are 
synchronously locked. 

A/D converter performance specifications 

Fundamental performance specifications for the A/D converter circuitry are presented in the A/D converter 
operating characteristics section of this data sheet. The realization of the A/D converter circuitry with 
switched-capacitor techniques provides an Inherent sample-and-hold. 

analog output 

The analog output circuitry is an analog output power amplifier. Both noninverting and inverting amplifier 
outputs are brought out of the 1C. This amplifier can drive transformer hybrids or low-impedance loads 
directly in either a differential or single-ended configuration. 

D/A low-pass filter, D/A low-pass filter clocking, and D/A conversion timing 

The frequency response of this filter Is presented in the following pages. This response results when the 
low-pass switched-capacitor filter clock frequency Is 288 kHz. Like the A/D filter, the transfer function 
of this filter is frequency-scaled when the clock frequency is not 288 kHz. A continuous-time filter Is provided 
on the output of the (sin x)/x filter to eliminate the periodic sample data signal information, which occurs 
at multiples of the 288-kHz switched-capacitor filter clock. The continuous time filter also greatly attenuates 
any switched-capacitor clock feedthrough. 

The D/A conversion rate is attained by frequency-dividing the 288-kHz switched-capacitor filter clock with 
TX Counter B. Thus, unwanted aliasing is prevented because the D/A conversion rate Is an Integral 
submultiple of the switched-capacitor low-pass filter sampling rate, and the two rates are synchronously 
locked. 

asynchronous versus synchronous operation 

If the transmit section of the AlC (low-pass filter and DAC) and receive section (bandpass filter and ADC) 
are operated asynchronously, the low-pass and bandpass filter clocks are independently generated from 
the Master Clock signal. Also, the D/A and A/D conversion rates are independently determined. If the 
transmit and receive sections are operated synchronously, the low-pass filter clock drives both low-pass 
and bandpass filters. In synchronous operation, the A/D conv ersion timing is derived from, and is equal 
to, the D/A conversion timing. (See description of the WORD/BYTE pin In the Pin Functional Description 
Section.) 

D/A converter performance specifications 

Fundamental performance specifications for the D/A converter circuitry are presented in the D/A converter 
operating characteristics section of the data sheet. The D/A converter has a sample-and-hold that is realized 
with a switched-capacitor ladder. 

system frequency response correction 

(Sin x)/x correction for the D/A converter's zero-order sample-and-hold output can be provided by an on¬ 
board second-order (sin x)/x correction filter. This (sin x)/x correction filter can be inserted into or deleted 
from the signal path by digital signal processor control. When Inserted, the (sin x)/x correction filter follows 
the switched-capacitor low-pass filter. When the TB register (see Internal Timing Configuration section) 
equals 36, the correction results of Figures 11 and 12 will be obtained. 
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PRINCIPLES OF OPERATION (continued) 

(Sin x)/x correction can also be accomplished by deleting the on-board second-order correction filter and 
performing the (sin x)/x correction in digital signal processor software. The system frequency response 
can be corrected via DSP software to ±0.1 dB accuracy to a band-edge of 3000 Hz for all sampling rates. 
This correction is accomplished with a first-order digital correction filter, which requires only seven TMS320 
instruction cycles. With a 200-ns instruction cycle, seven Instructions represent an overhead factor of 
only 1.1% and 1.3% for sampling rates of 8 and 9.6 kHz, respectively (see the (sin x)/x Correction Section 
for more-details). 

serial port 

The serial port has four possible modes that are described In detail in the Functional Pin Description Section. 
These modes are briefly described below and in the Functional Description for Pin 13, WORD/BYTE. 

1. The transmit and receive sections are operated asynchronously, and the serial port interfaces 
directly with the TMS320C17. 

2. The transmit and receive sections are operated asynchronously, and the serial port Interfaces 
directly with the TMS32020, TMS320C25, and the TMS320C30. 

3. The transmit and receive sections are operated synchronously, and the serial port interfaces directly 
with the TI\/IS320C17. 

4. The transmit and receive sections are operated synchronously, and the serial port interfaces directly 
with the TMS32020, TMS320C25, TMS320C30, or two SN74299 serial-to-parallel shift registers, 
which can then interface in parallel to the TMS32010, TMS320C1 5, to any other digital signal 
processor, or to external FIFO circuitry. 

operation of TLC32044 with internal voltage reference 

The internal reference of the TLC32P44 eliminates the need for an external voltage reference and provides 
overall circuit cost reduction. Thus, the internal reference eases the design task and provides complete 
control over the performance of the 1C. The Internal reference is brought out to a pin and is available to 
the designer. To keep the amount of noise on the reference signal to a minimum, an external capacitor 
mav be connected between REF and ANLG GND. 

operation of TLC32044 with external voltage reference 

The REF pin may be driven from an external reference circuit if so desired. This external circuit must be 
capable of supplying 250 /xA and must be adequately protected from noise such as crosstalk from the 
analog Input. 

reset 

A reset function is provided to initiate serial communications between the AlC and DSP and to allow fast, 
cost-effective testing during manufacturing. The reset fun ction w ill Initialize all AlC registers. Including 
the control register. After a negative-going pulse on the RESET pin, the AlC will be initialized. This 
initialization allows normal serial port communications activity to occur between AlC and DSP (see AlC DX 
Data Word Format section). 
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PRINCIPLES OF OPERATION (continued) 


loopback 

Thi^ feature allows the user to test the circuit remotely. In loopback, the OUT + and OUT - pins are internally 
connected to the IN+ and IN - pins. Thus, the DAC bits {d15 to d2), which are transmitted to the DX 
pin, can be compared with the ADC bits (d15 to d2), which are received from the DR pin. An ideal comparison 
would be that the bits on the DR pin equal the bits on the DX pin. However, in practice there will be some 
difference in these bits due to the ADC and DAC output offsets. 

The loopback feature is implemented with digital signal processor control by transmitting the appropriate 
serial port bit to the control register (see AlC Data Word Format section). 


PIN 

NAME 

NO. 

I/O 

DESCRIPTION 

ANLG GND 

17,18 


Analog ground return for all internal analog circuits. Not internally connected to DGTL GND. 

AUX IN + 

24 

1 

Noninverting auxiliary analog input stage. This input can be switched into the bandpass filter and A/D converter 
path via software control. If the appropriate bit in the Control register is a 1, the auxiliary inputs will replace 
the IN + and IN - inputs. If the bit is a 0, the IN + and IN - inputs will be used (see the AlC DX Data Word 

Format section). 

AUX IN- 

23 

1 

Inverting auxiliary analog input (see the above AUX IN+ pin description). 

DGTL GND 

9 


Digital ground for all internal logic circuits. Not internally connected to ANLG GND. 

DR 

5 

0 

This pin is used to transmit the ADC output bits from the AlC to the TMS320 serial port. This transmission 
of bits from the AlC to the TMS320 serial port is synchronized with the SHIFT CLK signal. 

DX 

12 

1 

This pin is used to receive the DAC input bits and timing and control information from the TMS320. This serial 
transmission from the TMS320 serial port to the AlC is synchronized with the SHIFT CLK signal. 

EODR 

3 

0 

(See the WORD/BYTE pin description and the Serial Port Timing Diagram.) During the word-mode 
timing, this signal is a low-going pulse that occurs immediately after the 16 bits of A/D information have been 
transmitted from the AlC to the TMS320 serial port. This signal can be used to interrupt a microprocessor 
upon completion of serial communications. Also, this signal can be used to strobe and enable external serial- 
to-parallel shift registers, latches, or external FIFO RAM, and to facilitate parallel data bus communications 
between the AlC and the serial-to-parallel shift registers. During the byte-mode timing, this signal goes low 
after the first byte has been transmitted from the AlC to the TMS320 serial port and is kept low until the 
second byte has been transmitted. The TMS320C17 can use this low-going signal to differentiate between 
the two bytes as to which is first and which is second. 
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PIN 

NAME 

NO. 

I/O 

DESCRIPTION 

EODX 

11 

0 

(See the WORD/BYTE pin description and the Serial Port Timing Diagram.) During the word-mode 
timing, this signal is a low-going pulse that occurs immediately after the 16 bits of D/A converter and control 
or register information have been transmitted from the TMS320 serial port to the AlC. This signal can be used 
to interrupt a microprocessor upon the completion of serial communications. Also, this signal can be used 
to strobe and enable external serial-to-parallel shift registers, latches, or an external FIFO RAM, and to facilitate 
parallel data-bus communications between the AlC and the serial-to-parallel shift registers. During the byte¬ 
mode timing, this signal goes low after the first byte has been transmitted from the TMS320 serial port to 
the AlC and is kept low until the second byte has been transmitted. The TMS320C17 can use this low-going 
signal to differentiate between the two bytes as to which is first and which is second. 


4 

0 

In the serial transmission modes, which are described in the WORD/BYTE pin description, the FSR pin is held 
low during bit transmission. When the F$R pin goes low, the TMS320 serial port vyill begin receiving bits from 
the AlC via the DR pin of the AlC. The most significant DR bit will be present on the DR pin before FSR goes 
low. (See Serial Port Timing and Internal Timing Configuration Diagrams.) 


14 

0 

When this pin goes low, the TMS320 serial port will begin transmitting bits to the AlC via the 
DX pin of the AlC. In all serial transmission modes, which are described in the WORD/BYTE pin description, 
the FSX pin is held low during bit transmission (see Serial Port Timing and Internal Timing Configuration 
Diagrams). 

IN + 

26 

1 

Noninverting input to analog input amplifier stage 

IN- 

25 

1 

Inverting input to analog input amplifier stage 

MSTR CLK 

6 

1 

The Master Clock signal is used to derive all the key logic signals of the AlC, such as the Shift Clock, the 
switched-capacitor filter clocks, and the A/D and D/A timing signals. The Internal Timing Configuration diagram 
shows how these key signals are derived. The frequencies of these key signals are synchronous submultiples 
of the Master Clock frequency to eliminate unwanted aliasing when the sampled analog signals are transferred 
between the switched-capacitor filters and the A/D and D/A converters (see the Internal Timing Configuration). 

OUT + 

22 

0 

Noninverting output of analog output power amplifier. Can drive transformer hybrids or high-impedance loads 
directly in either a differential or a single-ended configuration. 

OUT- 

21 

0 

Inverting output of analog output power amplifier. Functionally identical with and complementary to OUT +. 

REF 

8 

I/O 

The internal voltage reference is brought out on this pin. An external voltage reference can also be applied 
to this pin. 

RESET 

2 

1 

A reset function is provided to initialize the TA, TA', TB, RA, RA', RB, and control registers. This 
reset function initiates serial communications between the AlC and DSP. The reset function will initialize ail 

AlC registers including the control register. After a negative-going pulse on the RESET 
pin, the AlC registers will be initialized to provide an 8-kHz data conversion rate for a 5.184-MHz master clock 
input signal. The conversion rate adjust registers, TA' and RA', will be reset to 1. The CONTROL register bits 
will be reset as follows (see AlC DX Data Word Format section). 

d9 = 1, d7 = 1, d6 = 1, d5 = 1, d4 = 0, d3 = 0, d2 = 1 

This initialization allows normal serial-port communication to occur between AlC and DSP. 

SHIFT CLK 

10 

0 

The Shift Clock signal is obtained by dividing the Master Clock signal frequency by four. This signal is used 
to clock the serial data transfers of the AlC, described in the WORD/BYTE pin description 
below (see the Serial Port Timing and Internal Timing Configuration diagram). 

Vdd 

7 


Digital supply voltage, 5 V ±5% 

vcc + 

20 


Positive analog supply voltage, 5 V ± 5% 

vcc- 

19 


Negative analog supply voltage - 5 V ± 5% 
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PIN 

NAME NO. 

I/O 

DESCRIPTION 

WORb/|yTE 13 

1 

This pin. in conjunction with a bit in the CONTROL register, is used to establish one of four serial 

modes. These four serial modes are described below. 

AlC transmit and receive sections are operated asynchronously. 

The following description applies when the AlC is configured to have asynchronous transmit and receive sections. 

If the appropriate data bit in the Control register is a 0 (see the AlC DX Data Word Format), the transmit and 
receive sections will be asynchronous. 

L Serial port directly interfaces with the serial port of the TMS320C17 and communicates in two 

8 -bit bytes. The operation sequence is as follows (see Serial Port Timing diagrams). 

1. The FSX or fSR pin is brought low. 

2. One 8-bit byte is transmitted or one 8-bit byte is received. 

3. The e6 DX or EODR pin is brought low. 

4. The FSX or F§R pin emits a positive frame-sync pulse that is 
four Shift Clock cycles wi^e. 

5. One 8-bit byte is transmitted or one 8-bit byte is received. 

6 . The EODX or EODR pin is brought high. 

7. The FSX or FSR pin is brought high. 

H Serial port directly interfaces with the serial ports of the TMS32020, TMS320C25, and TMS320C30, 

and communicates in one 16-bit word. The operation sequence is as follows (see Serial Port Timing 
diagrams): 

1. The FSX or FSR pin is brought low. 

2. One 16-bit word is transmitted or one 16-bit word is received. 

3. The F5X or FSR pin is brought high. 

4. The EODX or EODR pin emits a low-going pulse. 

AiC transmit and receive sections are operated synchronously. 

If the appropriate data bit in the Control register is a 1, the transmit and receive sections will be configured 
to be synchronous. In this case, the bandpass switched-capacitor filter and the A/D conversion timing will 
be derived from the TX Counter A, TX Counter B, and TA, TA', and TB registers, rather than the RX Counter 
A, RX Counter B, and RA, RA', and RB registers. In this case, the AlC FSX and FSR timing will be identical 
during primary data communication; however. FSR will not be asserted during secondary data communication 
since there is no new A/D conversion result. The synchronous operation sequences are as follows (see Serial 
Port Timing diagrams). 

L Serial port directly interfaces with the serial port of the TMS320C17 and communicates in tvyo 

8 -bit bytes. The operation sequence is as follows (see Serial Port Timing diagrams): 

1 . The F6X and FSR pins are brought low. 

2. One 8-bit byte is transmitted and one 8-bit byte is received. 

3. The EObX and E6DR pins are brought low. 

4. The FSX and FSR pins emit positive frame-sync pulses that are 
four Shift Clock cycles wide. 

5. One 8-bit byte is transmitted and one 8-bit byte is received. 

6 . The EODX and EODR pins are brought high. 

7. The F5X and FSR pins are brought high. 

H Serial port directly interfaces with the serial ports of the TMS32020. TMS,320C25, and TMS320C30, 

and communicates in one 16.-bit word. The operation sequence is as follows (see Serial Port Timing 
diagrams): 

1 . The FSX and F^R pins are brought low. 

2. One 16-bit word is transmitted and one 16-bit word is received. 

3. The and FSR pins are brought high. 

4. The ^ObX or £0C)R pins emit low-going pulses. 

Since the transmit and receive sections of the AIC are now synchronous, the AIC serial port, with additional 
NOR and AND gates, will interface to two SN74299 serial-to-parallel shift registers. Interfacing the AIC to 
the SN74299 shift register allows the AIC to interface to an external FIFO RAM and facilitates parallel, data 
bus communications between the AIC and the digital signal processor. The operation sequence is the same 
as the above sequence (see Serial Port Timing diagrams). 
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INTERNAL TIMING CONFIGURATION 



NOTE: Frequency 1, 20.736 MHz, is used to show how 153.6 kHz (for a commercially available modem split-band filter clock), popular 
speech and modem sampling signal frequencies, and an internal 288-kHz switched-capacitor filter clock can be derived synchronously 
and as submultiples of the crystal oscillator frequency. Since these derived frequencies are synchronous submultiples of the crystal 
frequency, aliasing does not occur as the sampled analog signal passes between the analog converter and switched-capacitor filter 
stages. Frequency 2, 41.472 MHz, is used to show that the AlC can work with high-frequency signals, which are used by high¬ 
speed digital signal processors. 

^Split-band filtering can alternatively be performed after the analog input function via software in the TMS320.' 

^These control bits are described in the AlC DX Data Word Format section. 
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explanation of internal timing configuration ' 

All of the internal timing of the AlC is derived from the high-frequency clock signal that drives the Master 
Clock input pin. The Shift Clock signal, which strobes the serial port data between the AlC and DSP, is 
derived by dividing the Master Clock input signal frequency by four. 

Low-pass; 


SCF Clock Frequency 
(D/A or A/D Path) 


Conversion Frequency = 


High-pass: 

SCF Clock Frequency _ 
(A/D Path) 

Shift Clock Frequency = 


Master Clock Frequency 
2 X Contents of Counter A 

SCF Clock Frequency (D/A or A/D Path) 
Contents of Counter B 


A/D Conversion Frequency 

Master Clock Frequency 
4 


TX Counter A and TX Counter B, which are driven by the Master Clock signal, determine the D/A conversion 
timing. Similarly, RX Counter A and RX Counter B determine the A/D conversion timing. In order for the 
low-pass switched-capacitor filter in the D/A path to meet its transfer function specifications, the frequency 
of its clock input must be 288 kHz. If the clock frequency is not 288 kHz, the filter transfer function 
frequencies are frequency-scaled by the ratios of the clock frequency to 288 kHz. Thus, to obtain the 
specified filter response, the combination of Master Clock frequency and TX Counter A and RX Counter 
A values must yield a 288-kHz switched-capacitor clock signal. This 288-kHz clock signal can then be 
divided by the TX Counter B to establish the D/A conversion timing. 

The transfer function of the bandpass switched-capacitor filter in the A/D path is a composite of Its high- 
pass and low-pass section transfer functions. The high-frequency roll-off of the low-pass section will meet 
the bandpass filter transfer function specification when the low-pass section SCF is 288 kHz. Otherwise, 
the high-frequency roll-off will be frequency-scaled by the ratio of the high-pass section's SCF clock to 
288 kHz. The low-frequency roll-off of the high-pass section will meet the bandpass filter transfer function 
specification when the A/D conversion rate is 8 kHz. Otherwise, the low-frequency roll-off of the high- 
pass section will be frequency-scaled by the ratio of the A/D conversion rate to 8 kHz. 

TX Counter A and TX Counter B are reloaded every D/A conversion period, while RX Counter A and RX 
Counter B are reloaded every A/D conversion period. The TX Counter B and RX Counter B are loaded with 
the values in the TB and RB Registers, respectively. Via software control, the TX Counter A can be loaded 
with either the TA Register, the TA Register less the TA' Register, or the TA Register plus the TA' Register. 
By selecting the TA Register less the TA' Register option, the upcoming conversion timing will occur earlier 
by an amount of time that equals TA' times the signal period of the Master Clock. By selecting the TA 
Register plus the TA' Register option, the upcoming conversion timing will occur later by an amount of 
time that equals TA' times the signal period of the Master Clock. Thus, the D/A conversion timing can 
be advanced or retarded. An identical ability to alter the A/D conversion timing is provided. In this case, 
however, the RX Counter A can be programmed via software control with the RA Register, the RA Register 
less the RA' Register, or the RA Register plus the RA' Register. 

The ability to advance or retard conversion timing is particularly useful for modem applications. This feature 
allows controlled changes In the A/D and D/A conversion timing. This feature can be used to enhance 
signal-to-noise performance, to perform frequency-tracking functions, and to generate nonstandard modem 
frequencies. 
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If the transmit and receive sections are configured to be synchronous (see WORD/BYTE pin description), 
then both the low-pass and bandpass switched-capacitor filter clocks are derived from TX Counter A. Also, 
both the D/A and A/D conversion timing are derived from the TX Counter A and TX Counter B. When the 
transmit and receive sections are configured to be synchronous, the RX Counter A, RX Counter B, RA 
Register, RA' Register, and RB Registers are not used. 

AlC DR or DX word bit pattern 

A/D or D/A MSB, 

1 St bit sent 1 st bit sent of 2nd byte A/D or D/A LSB 

i I ^ 

I D15 I D14| Dial DI2I D11 I D10| D91 D8 ] D7 | D6 | D5 | D4 | D3 | D2 | D1 | DO | 


AlC DX data word format section 


d15|d14|d13|d12|d11|d10|d9|d8|d7|d6|d5|d4 |d3|d2|dl| dO 

COMMENTS 

primary DX serial communication protocol 


dl 5 (MSB) through d2 go to the D/A _^ | 0 0 

converter register 

The TX and RX Counter A's are loaded with the TA and RA 

register values. The TX and RX Counter B's are loaded with TB 
and RB register values. 

d15 (MSB) through d2 go to the D/A -♦ | 0 1 

converter register 

The TX and RX Counter A's are loaded with the TA + TA'and 

RA + RA' register values. The TX and RX Counter B's are loaded 
with the TB and RB register values. NOTE: d1 =0, d0 = 1 will 
cause the next D/A and A/D conversion periods to be changed 
by the addition of TA' and RA' Master Clock cycles, in which 
TA' and RA' can be positive or negative or zero. Please refer to 
Table 1. AlC Responses to Improper Conditions. 

•*- d15 (MSB) through d2 go to the D/A I ^ 0 

converter register 

The TX and RX Counter A's are loaded with the TA-TA' and 
RA - RA' register values. The TX and RX Counter B's are loaded 
with the TB and RB register values. NOTE: d1 = 1, dO = 0 will 
cause the next D/A and A/D conversion periods to be changed 
by the subtraction of TA' and RA' Master Clock cycles, in which 
TA' and RA' can be positive or negative or zero. Please refer to 
Table 1. AlC Responses to Improper Conditions. 

d15 (MSB) through d2 go to the D/A “*■ I ^ ^ 

converter register 

The TX and RX Counter A's are loaded with the TA and RA 

register converter register values. The TX and RX Counter B's 
are loaded with the TB and RB register values. After a delay of 
four Shift Clock cycles, a secondary transmission will 
immediately follow to program the AlC to operate in the desired 
configuration. 


NOTE: Setting the two least significant bits to 1 in the normal transmission of DAC information (Primary Communications) to the AlC 
will initiate Secondary Communications upon completion of the Primary Communications. 

Upon completion of the Primary Communication, FSX will remain high for four SHIFT CLOCK cycles and will then go low and initiate 
the Secondary Communication. The timing specifications for the Primary and Secondary Communications are identical. In this manner, 
the Secondary Communication, if initiated, is interleaved between successive Primary Communications. Thi^ interleaving prevents 
the Secondary Communication from interfering with the Primary Communications and DAC timing, thus preventing the AlC from 
skipping a DAC output. It Is important to note that in the synchronous mode, FSR will not be asserted during Secondary 
Communications. 


Texas ^5^ 
Instruments 


F-85 


POST OFFICE BOX 655012 • DALLAS, TEXAS 75265 



TLC32044I, TLC32044C 

VOICE BAND ANALOG INTERFACE CIRCUITS 


secondary DX serial communication protocol 


X X 1 ♦- to TA register -*• | x x | ♦- to RA register -* | 0 0 

d13 and d6 are MSBs (unsigned binary) 

X 1 ♦- to TA' register -»• [ x ] ♦- to RA' register -♦ | 0 1 

d14 and d7 are 2's complement sign bits 

X 1 to TB register -► | x | ♦- to RB register -► | 1 0 

d14 and d7 are MSBs (unsigned binary) 


d2 = 0/1 deletes/inserts the A/D high-pass filter 
d3 = 0/1 disables/enables the loopback function 
d4 = 0/1 disables/enables the AUX IN-h and AUX IN - pins 
d5 = 0/1 asynchronous/synchronous transmit and receive 
sections 

d6 = 0/1 gain control bits (see Gain Control Section) 
d7 = 0/1 gain control bits (see Gain Control Section) 
d9 = 0/1 delete/insert on-board second-order (sin x)/x 
_ correction filter __ 

reset function 

A reset function is provided to initiate serial communications between the AlC and DSP. The reset function 
will initialize all AlC register s, includ ing the control register. After power has been applied to the AlC, a 
negative-going pulse on the RESET pin will initialize the AlC registers to provide an 8-kHz A/D and D/A 
conversion rate for a 5.184 MHz master clock input signal. The AlC, excepting the CONTROL register, 
will be Initialized as follows (see AlC DX Data Word Format section): 


d9 


d7 d6 d5 d4 d3 d2 

_ CONTROL 

REGISTER 


INITIALIZED 

REGISTER 

REGISTER VALUE (HEX) 

TA 9 

TA' 1 

TB 24 

RA 9 

RA' 1 

RB 24 

The CONTROL register bits will be reset as follows (see AlC DX Data Word Format section): 

‘ d9 = 1, d7 = 1, d6 = 1, d5 = 1, d4 = 0, d3 = 0, d2 = 1 

This initialization allows normal serial port communications to occur between AlC and DSP. If the transmit 
and receive sections are configured to operate synchronously and the user wishes to program different 
conversion rates, only the TA, TA', and TB register need to be programmed, since both transmit and receive 
timing are synchronously derived from these registers (see the Pin Descriptions and AlC DX Word Format 
sections). 

The circuit shown below will provide a reset on power-up when power is applied In the sequence given 
under Power-Up Sequence. The circuit depends on the power supplies' reaching their recommended values 
a minimum of 800 ns before the capacitor charges to 0.8 V above DGTL GND. 


TLC32044 


VcCh 


vcc- 


—•--fB V 

I 200 k« 
Tfco.BMF 

-i— -5 V 
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power-up sequence 

To ensure proper operation of the AlC, and as a safeguard against latch-up, it is recommmended that 
Schottky diodes with forward voltages less than or equal to 0.4 V be connected from VcC- fo ANLG 
GND and from Vcc - fo DGTL GND (see Figure 21). In the absence of such diodes, power should be applied 
in the following sequence: ANLG GND and DGTL GND, Vcc -» ^CC -i- Vdd- Also, no input signal 
should be applied until after power-up. 

AlC responses to improper conditions 

The AlC has provisions for responding to improper conditions. These improper conditions and the response 
of the AlC to these conditions are presented in Table 1 below. 

AlC register constraints 

The following constraints are placed on the contents of the AlC registers: 

1. TA register must be > 1. 

2. TA' register can be either positive, negative, or zero. 

3. RA register must be > 1. 

4. RA' register can be either positive, negative, or zero. 

5. (TA register ± TA' register) must be > 1. 

6. (RA register ± RA' register) must be > 1. 

7. TB register must be > 1. 


TABLE 1. AlC RESPONSES TO IMPROPER CONDITIONS 


IMPROPER CONDITION 

AlC RESPONSE 

TA register -f TA' register = 0 or 1 

TA register - TA' register = 0 or 1 

Reprogram TX Counter A with TA register value 

TA register + TA' register < 0 

MODULO 64 arithmetic is used to ensure that a positive value is loaded into the TX Counter A, 
i.e., TA register -i- TA' register -f 40 HEX is loaded into TX Counter A 

RA register + RA' register = 0 or 1 

RA register - RA' register = 0 or 1 

Reprogram RX Counter A with RA register value 

RA register -i- RA' register = 0 or 1 

MODULO 64 arithmetic is used to ensure that a positive value is loaded into RX Counter A, 
i.e., RA register + RA' register + 40 HEX is loaded into RX Counter A 

TA register = 0 or 1 

RA register = 0 or 1 

AlC is shut down 

TB register = 0 or 1 

Reprogram TB register with 24 HEX 

RB register = 0 or 1 

Reprogram RB register with 24 HEX 

AlC and DSP cannot communicate 

Hold last DAC output 


improper operation due to conversion times being too close together 

If the difference between two successive D/A conversion frame syncs is less that 1/19.2 kHz, the AlC 
operates Improperly. In this situation, the second D/A conversion frame sync occurs too quickly and there 
is not enough time for the ongoing conversion to be completed. This situation can occur if the A and B 
registers are Improperly programmed or if the A + A'register or A - A'register result is too small. When 
incrementally adjusting the conversion period via the A + A' register options, the designer should be very 
careful not to violate this requirement (see diagram below). 


FRAME 

SYN C 

OR 

FSR 



I I 


M-ONGOING CONVERSION—H 


t 2 - ti > 1/19.2 kHz 


Texas ^^5^ 
Instruments 


POST OFFICE BOX 655012 • DALLAS. TEXAS 75265 



TLC32044I, TLC32044C 

VOICE BAND ANALOG INTERFACE CIRCUITS 


asynchronous operation — more than one receive frame sync occurring between two transmit frame 
syncs 

When incrementally adjusting the conversion period via the A + A' or A ^ A' register options, a specific 
protocol is followed. The command to use the incremental conversion period adjust option is sent to the 
AlC during a FSX frame sync. The ongoing conversion period is then adjusted. However, either Receive 
Conversion Period A or B may be adjusted. For both transmit and receive conversion periods, the incremental 
conversion period adjustment is performed near the end of the conversion period. Therefore, if there is 
sufficient time between t1 and t2, the receive conversion period adjustment will be performed during Receive 
Conversion Period A. Otherwise, the adjustment will be performed during Receive Conversion Period B. 
The adjustment command only adjusts one transmit conversion period and one receive conversion period. 
To adjust anot her p air of transmit and receive conversion periods, another command must be issued during 
a subsequent FSX frame (see figure below). 


I_I 

I 

-TRANSMIT CONVERSION PERIOD 

—U —LJ-L_r 

I I I 

RECEIVE CONV.—^H—RECEIVE CONV.-#| 

PERIOD A PERIOD B 



asynchronous operation — more than one transmit frame sync occurring between two receive frame 
syncs 

When incrementally adjusting the conversion period via the A + A' or A - A' register options, a specific 
protocol is followed. For both transmit and receive conversion periods, the incremental conversion period 
adjustment is performed near the end of the conversion period. The command to use the incremental 
conversion period adjust options Is sent to the AlC during a FSX frame sync. The ongoing transmit conversion 
period is then adjusted. However, three possibilities exist for the receive conversion period adjustment 
in the diagram as shown in the figure below. If the adjustment command is issued during Transmit 
Conversion Period A, Receive Conversion Period A will be adjusted if there is sufficient time between t1 
and t2. Or, if there is not sufficient time between t1 and t2. Receive Conversion Period B will be adjusted. 
Of, the receive portion of an adjustment command may be Ignored if the adjustment command is sent 
during a receive conversion period, which is already being or will be adjusted due to a prior adjustment 
command. For example, if adjustment commands are issued during Transmit Conversion Periods A, B, 
and C, the first two commands may cause Receive Conversion Periods A and B to be adjusted, while the 
third receive adjustment command is ignored. The third adjustment command is ignored since it was issued 
during Receive Conversion Period B, which already will be adjusted via the Transmit Conversion Period B 
adjustment command. 



I I I I 

K-TRANSMIT CONV. TRANSMIT CONV -H^-TRANSMIT CONV. 
PERIOD A PERIOD B PERIOD C 



I 


H-RECEIVE CONVERSION PERIOD A 


t2 


1 


I 

RECEIVE CONVERSION PERIOD B-H 


r 
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asynchronous operation — more than one set of primary and secondary DX serial communication 
occurring between two receive frame sync (see AlC DX Data Word Format section) 

The TA, TA', TB, and control register information that is transmitted in the secondary communications 
is always accepted and is applied during the ongoing transmit conversion period. If there is sufficient time 
between t1 and t2, the TA, RA', and RB register information, which is sent during Transmit Conversion 
Period A, will be applied to Receive Conversion Period A. Otherwise, this information will be applied during 
Receive Conversion Period B. If RA, RA', and RB register information has already been received and is 
being applied during an ongoing conversion period, any subsequent RA, RA', or RB information that is 
received during this receive conversion period will be disregarded (see diagram below). 


PRIMARY SECONDARY PRIMARY SECONDARY PRIMARY SECONDARY 


FSX 


• TRANSMIT I TRANSMIT I TRANSMIT I 

h-CONVERSION--CONVERSION- Hi -CONVERSION- H 

PERIOD A PERIOD B PERIOD C 


FSR 


RECEIVE CONVERSION 
PERIOD A 


^2 


I 


- RECEIVE CONVERSION PERIOD B- 
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test modes'^ 

The following paragraph provides information that allows the TLC32044 to be operated In special test 
modes. These test modes are used by Texas Instruments to facilitate testing of the device during 
manufacturing. They are not intended to be used in real applications, however, they allow the filters in 
the A/D and D/A paths to be used without using the A/D and D/A converters. 

In normal operation, the nonusable (NU) pins are left unconnected. These NU pins, are used by the factory 
to speed up testing of the TLC32044 Analog Interface Circuit (AlC). When the device is used in normal 
(non-test-mode) operation, the NU pin (pin 1) hqs an internal pull-down to -5 V. Externally connecting 
0 V or 5 V to pin 1 puts the device in test-mode operation. Selecting one of the possible test modes is 
accomplished by placing a particular voltage on certain pins. A description of these modes is provided 
in Table 2 and Figures 1 and 2. 


TABLE 2. LIST OF TEST MODES 


TEST 

PINS 

D/A PATH TEST (PIN 1 to 5 V) 

A/D PATH TEST (PIN 1 to 0) 

TEST FUNCTION 

TEST FUNCTION 

5 

The low-pass switched-capacitor filter clock is brought 
out to pin 5. This clock signal is normally internal. 

The bandpass switched-capacitor filter clock is brought 
out to pin 5. This clock signal is normally internal. 

11 

No change from normal operation. The EODX signal is 
brought out to pin 11. 

The pulse that initiates the A/D conversion is brought 
out here. This signal is normally Internal. 

3 

The pulse that initiates the D/A conversion is brought 

out here. 

No change from normal operation. The EODR signal is 
brought out. 

27 and 28 

There are no test output signals provided on these pins. 

The outputs of the A/D path low-pass or bandpass filter 
(depending upon control bit d2 — see AlC DX Data 

Word Format section) are brought out to these pins. If 
the high-pass section is inserted, the output will have a 
(sinx)/x droop. The slope of the droop will be determined 
by the ADC sampling frequency, which is the high-pass 
section clock frequency (see diagram of bandpass or 
low-pass filter test for receive section). These outputs 
will drive small (30-pF) loads. 

15 and 16 

D/A PATH LOW-PASS FILTER TEST; PIN 13 (WORD/lYTE) to -5 V 

TEST FUNCTION 

The inputs of the D/A path low-pass filter are brought out to pins 15 and 16. The D/A input to this filter is removed. 
If the (sin x)/x correction filter is inserted, the OUT + and OUT - signals will have a flat response (see Figure 2). The 
common-mode range of these inputs must not exceed ±0.5 V. 


^ In the test mode, the AlC responds to the setting of Pin 13 to - 5 V, as if Pin 13 were set to 0 V. Thus, the byte mode is selected 
for communicating between DSP and AlC. Either of the path tests (D/A or A/D) can be performed simultaneously with the D/A low-pass 
filter test. In this situation. Pin 13 must be connected to - 5 V, which initiates byte-mode communications. 
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absolute maximum ratings over operating free-air temperature range (unless otherwise noted) 


Supply voltage, Vcc+ (see Note 1). -0.3 V to 15 V 

Supply voltage, X/qd . -0.3 V to 15 V 

Output voltage, Vq . -0.3 V to 15 V 

Input voltage, V|. -0.3 V to 15 V 

Digital ground voltage. -0.3 V to 15 V 

Operating free-air temperature range: TLC32044I . -40°C to 85°C 

TLC32044C . .. . 0°C to 70°C 

Storage temperature range . -40°Cto125°C 

Case temperature for 10 seconds: FN package. 260 °C 

Lead temperature 1,6 mm (1/16 inch) from case for 10 seconds: N package. 260 °C 


NOTE 1: Voltage values for maximum ratings are with respect to VCC -. 


recommended operating conditions 


PARAMETER 

MIN 

NOM 

MAX 

UNIT 

Supply voltage, Vqc + (see Note 2) 

4.75 

5 

5.25 

V 

Supply voltage, V^C - (see Note 2) 

-4.75 

-5 

-5.25 

V 

Digital supply voltage, Vqq (see Note 2) 

4.75 

5 

5.25 

V 

Digital ground voltage with respect to ANLG GND, DGTL GND 

0 

V 

Reference input voltage, Vref(ext) (see Note 2) 

2 


4 

V 

High-level input voltage, V|h 

2 


Vdd + 0-3 

V 

Low-level input voltage, Vn_ (see Note 3) 

-0.3 


0.8 

V 

Load resistance at OUT -i- and/or OUT - , R^ 

300 

fi 

Load capacitance at OUT + and/or OUT -, Cl 

100 

PF 

MSTR CLK frequency (see Note 4) 

0.075 

5 

10.368 

MHz 

Analog input amplifier common mode input voltage (see Note 5) 

±1.5 

V 

A/D or D/A conversion rate 

19.2 

kHz 

Conversion rate 

20 

kHz 

Operating free-air temperature, T^ 

TLC32044I 

-40 


85 

Op 

TLC32044C 

0 


70 



NOTES: 2. Voltages at analog inputs and outputs, REF, Vcc + ' arid Vcc-< are with respect to the ANLG GND terminal. Voltages at 
digital inputs and outputs and Vqq are with respect to the DGTL GND terminal. 

3. The algebraic convention, in which the least positive (most negative) value is designated minimum, is used in this data sheet 

for logic voltage levels and temperature only. , 

4. The bandpass switched-capacitor filter (SCF) specifications apply only when the low-pass section SCF clock is 288 kHz and 
the high-pass section SCF clock is 8 kHz. If the low-pass SCF clock is shifted from 288 kHz, the low-pass roll-off frequency 
will shift by the ratio of the low-pass SCF clock to 288 kHz. If the high-pass SCF clock is shifted from 8 kHz, the high-pass 
roll-off frequency will shift by the ratio of the high-pass SCF clock to 8 kHz. Similarly, the low-pass switched-capacitor filter 
(SCF) specifications apply only when the SCF clock is 288 kHz. If the SCF clock is shifted from 288 kHz, the low-pass roll-off 
frequency will shift by the ratio of the SCF clock to 288 kHz. 

5. This range applies when (IN + - IN-) or (AUX \H+ - AUX IN-) equals ±6 V. 
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electrical characteristics over recommended operating free-air temperature range, Vcc + * 5 V, 
Vcc - " - 5 V, Vdd * 5 V (unless otherwise noted) 

total device, MSTR CLK frequency « 5.184 MHz, outputs not loaded 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ MAX 

UNIT 

VqH High-level output voltage 

Vdd = 4.75 V. Iqh = -300 iiA 

2.4 

V 

Vql Low-level output voltage 

Vdd = 4.75 V. Iql = 2 mA 

0.4 

V 

Icc + Supply current from Vcc + 

TLC32044I 


40 

mA 

TLC32044C 


35 

Ice - Supply current from Vcc - 

TLC32044I 


-40 

mA 

TLC32044C 


-35 

IpD Supply current from Vqq 

fMSTR CLK = 5.184 MHz 

7 

mA 

Vref Internal reference output voltage 


3 3.3 

V 

Temperature coefficient of 
internal reference voltage 


250 

ppm/°C 

Fq Output resistance at REF 


100 

kQ 


receive amplifier input 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ MAX 

UNIT 

A/D converter offset error (filters in) 


10 70 

mV 

Common-mode rejection ratio at IN -i-, IN -, 

CMRR 

or AUX IN-F, AUX IN- 

See Note 6 

55 

dB 

Input resistance at IN -i-, IN - 
or AUX IN-t-, AUX INREF 


100 

kO 


transmit filter output 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ MAX 

UNIT 

Output offset voltage at OUT + or OUT - 
(single-ended relative to ANLG GND) 


15 80 

mV 

Maximum peak output voltage swing across 

Rl at OUT-f or OUT- (single-ended) 

Rl 2: 300 fi. 

Offset voltage = 0 

±3 

V 

Maximum peak output voltage swing between 
VOM Qyj^ OUT- (differential output) 

Rl 2: 600 0 

±6 

V 


^All typical values are at = 25 °C. 

NOTE 6: The test condition is a 0-dBm, 1-kHz input signal with an 8-kHz conversion rate. 
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TLC32044I, TLC32044C 

VOICE BAND ANALOG INTERFACE CIRCUITS 


electrical characteristics over recommended operating free-air temperature range, Vcc -h 5 V, 
Vcc - “ - 5 V, VpD “ 5 V (unless otherwise noted) 

system distortion specifications, SCF clock frequency « 28^ kHz 


PARAMETER 

TEST CONDITIONS 

MIN 

TYP^ MAX 

UNIT 

Attenuation of second harmonic of 

single-ended 

Vjn = -0.1 dB to -24 dB referred to V^ef/ 

70 

dB 

A/D input signal 

differential 

See Note 7 

62 

70 

Attenuation of third and higher 

single-ended 

Vjn = -0.1 dB to -24 dB referred to V^ef. 

65 

dB 

harmonics of A/D input signal 

differential 

See Note 7 

57 

65 

Attenuation of second harmonic of 

single-ended 

Vjn = -0 dB to -24 dB referred to Vref. 

70 

dB 

D/A input signal 

differential 

See Note 7 

62 

70 

Attenuation of third and higher 

single-ended 

Vjn = -0 dB to -24 dB referred to V^gf. 

65 

dB 

harmonics of D/A input signal 

differential 

See Note 7 

57 

65 


A/D channel signal-to-distortion ratio 


PARAMETER 

TEST CONDITIONS 

(see Note 7) 

Ay - 1* 

Ay - 2* 

Ay - 4* 

UNIT 

MIN MAX 

MIN MAX 

MIN MAX 

A/D channel signal-to-distortion ratio 

/ 

Vjn = -6 dB to -0.1 dB 

58 

>58§ 

>58§ 

dB 

Vjn = -12 dB to -6 dB 

58 

58 

U) 

A 

Vjn = - 18 dB to - 12 dB 

56 

58 

58 

Vjn = -24 dB to -18 dB 

50 

56 

58 

Vjn = -30 dB to -24 dB 

44 

50 

56 

Vjn = - 36 dB to - 30 dB 

38 

44 

50 

Vjn = -42 dB to -36 dB 

32 

38 

44 

Vjn = -48 dB to -42 dB 

26 

32 

38 

Vjn = -54 dB to -48 dB 

20 

26 

32 


^ All typical values are at = 25 °C. 

^ Ay is the programmable gain of the input amplifier. 

5 A value >60 is over range and signal clipping occurs. 


D/A channel signal-to-distortion ratio 


PARAMETER 

TEST CONDITIONS 

(see Note 7) 

MIN MAX 

UNIT 

D/A channel signal-to-distortion ratio 

_^_J_ 

Vjn = -6 dB to -0.1 dB 

58 

dB 

Vjn = - 12 dB to - 6 dB 

58 

Vjn = - 18 dB to - 12 dB 

56 

Vjn = -24 dB to -18 dB 

50 

Vjn = -30 dB to -24 dB 

44 

Vjn = -36 dB to -30 dB 

38 

Vjn = -42 dB to -36 dB 

32 

Vjn = -48 dB to -42 dB 

26 

Vjn = -54 dB -48 dB 

20 


NOTE 7; The test condition is a 1 -kHz input signal with an 8-kHz conversion rate {0 dB relative to V^ef)- The load impedance for the DAC 
is 600 fi. 
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TLC32044I, TLC32044C 
VOICE BAND ANALOG INTERFACE CIRCUITS 


electrical characteristics over recommended operating free-air temperature range, Vcc + * 5 V, 
Vcc - - 5 V, VpD 5 V (unless otherwise noted) (Continued) 

gain and dynamic range 


PARAMETER 

TEST CONDITIONS 

MIN TYpt 

MAX 

UNIT 

Absolute transmit gain tracking error while transmitting 

into 600 0 

-48 dB to 0 dB signal range, 

See Note 8 

±0.05 

±0.15 

dB 

Absolute receive gain tracking error 

-48 dB to 0 dB signal range, 

See Note 8 

±0.05 

±0.15 

dB 


power supply rejection and crosstalk attenuation 


PARAMETER 

TEST CONDITIONS 

MIN TYP^ MAX 

UNIT 

Vcc+ O'" ^CC- supply voltage 
rejection ratio, receive channel 

f = 0 to 30 kHz 

Idle channel, supply signal 
at 200 mV p-p measured 
at DR (ADC output) 

30 

dB 

f = 30 kHz to 50 kHz 

45 

Vcc + O'" Vcc - supply voltage 

rejection ratio, transmit channel 
(single-ended) 

f = 0 to 30 kHz 

Idle channel, supply signal 
at 200 mV p-p measured 

at OUT + 

30 

dB 

f = 30 kHz to 50 kHz 

45 

Crosstalk attenuation, transmit-to-receive (single-ended) 


80 

dB 


^All typical values are at T/^ = 25 °C. 

NOTE 8: Gain tracking is relative to the absolute gain at 1 kHz and 0 dB (0 dB relative to Vref). 
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TLC32044I, TLC32044C 

VOICE BAND ANALOG INTERFACE CIRCUITS 


delay distortion 


bandpass filter transfer function, SCF fclock 288 kHz, input (IN+ - IN-) Is a ±3-V sinewavel’ 
(see Note 9) 


PARAMETER 

TEST CONDITION 

FREQUENCY 

RANGE 

ADJUSTMENT ADDEND^ 

MIN TYPS MAX 

UNIT 

Filter gain 

Input signal 

reference is 0 dB 

f < 50 Hz 

K1 X 0 dB 

-33 -29 -25 

dB 

f = 100 Hz 

K1 X - 0.26 dB 

-4 -2 -1 

f = 150 Hz to 3100 Hz 

K1 X 0 dB 

-0.25 0 0.25 

f = 3100 Hz to 3300 Hz 

K1 X 0 dB 

-0.3 0 0.3 

f = 3300 Hz to 3650 Hz 

K1 X 0 dB 

-0.5 0 0.5 

f = 3800 Hz 

K1 X 2.3 dB 

-5 -3 -1 

f = 4000 Hz 

K1 X 2.7 dB 

-20 -17 -16 

f ^ 4400 Hz 

K1 X 3.2 dB 

-40 

f > 5000 Hz 

K1 X 0 dB 

-65 


low-pass filter transfer function, SCF fclock * 288 kHz (see Note 9) 


PARAMETER 

TEST CONDITION 

FREQUENCY 

RANGE 

ADJUSTMENT ADDEND* 

MIN TYPS MAX 

UNIT 

Filter gain 

Input signal 

reference is 0 dB 

f = 0 Hz to 3100 Hz 

K1 X 0 dB 

-0.25 0 0.25 

dB 

f = 3100 Hz to 3300 Hz 

K1 X 0 dB 

-0.3 0 0.3 

f = 3300 Hz to 3650 Hz 

K1 X 0 dB 

-0.5 0 0.5 

f = 3800 Hz 

K1 X 2.3 dB 

-5 -3 -1 

f = 4000 Hz 

K1 X 2.7 dB 

-20 -17 -16 

f > 4400 Hz 

K1 X 3.2 dB 

-40 

f > 5000 Hz 

K1 X 0 dB 

-65 


serial port 


1 PARAMETER | 

TEST CONDITIONS 

MIN TYPS 

MAX 1 

UNIT 

VOH 

High-level output voltage 

Iqh = “ 300 /iA 

2.4 

V 

VOL 

Low-level output voltage 

Iql = 2 mA 

0.4 

V 

»l 

Input current 


±10 

nA 

Ci 

Input capacitance 


15 

pF 

Co 

Output capacitance 


15 

PF 


^ See fitter curves in typical characteristics. 

^ The MIN, TYP, and MAX specifications are given for a 288-kHz SCF clock frequency. A slight error in the 288-kHz SCF may result from 
inaccuracies in the MSTR CLK frequency, resulting from crystal frequency tolerances. If this frequency error is less than 0.25%, the 
ADJUSTMENT ADDEND should be added to the MIN. TYP, and MAX specifications, where K1 = 100 • KSCF frequency - 288 kHz)/ 
288 kHz]. For errors greater than 0.25%, see Note 10. 

^ All typical values are at Ta = 25 °C. 

NOTES: 9. The filter gain outside of the passband is measured with respect to the gain at 1 kHz. The filter gain within the passband 
is nreasured with respect to the average gain within the passband. The passbands are 150 to 3600 Hz and 0 to 3600 Hz 
for the bandpass and low-pass filters respectively. 

10. For switched-capacitor filter clocks at frequencies other than 288 kHz, the filter response is shifted by the ratio of switched- 
capacitor filter clock frequency to 288 kHz. 
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TLC320441 TLC32044C 
VOICE-BAND ANALOG INTERFACE CIRCUITS 


operating characteristics over recommended operating free-air temperature range, Vcc + * 5 V, 
VCC- - -5 V, Vdd - 5 V 

noise (measurement includes low-pass and bandpass switched-capacitor filters) 


PARAMETER 

TEST CONDITIONS 

TYP^ MAX 

UNIT 

Transmit noise 

with (sin x)/x 

DX input = 00000000000000, constant input code 

550 

/iV rms 

without (sin x)/x 

325 425 

/iV rms 

18 

dBrncO 

Receive noise (see Note 11) 

Inputs grounded, gain = 1 

300 500 

rms 

18 

dBrncO 


timing requirements 

serial port recommended input signals 


PARAMETER 

MIN MAX 

UNIT 

tc(MCLK) clock cycle time 

95 

ns 

tr(MCLK) Master clock rise time 

10 

ns 

tf(MCLK) Master clock fall time 

10 

ns 

Master clock duty cycle 

25% 75% 


RESET pulse duration (see Note 12) 

800 

ns 

tsu(DX) setup time before SCLKi 

20 

ns 

l^h(DX) DX hold time after SCLKi 

tc(SCLK)/4 

ns 


^All typical values are at T/^ = 25 °C. 

NOTES: 11. The noise is computed by statistically evaluating the digital output of the A/D converter. 

12. RESET pulse duration is the amount of time that the reset pin is held below 0.8 V after the power supplies have reached 
their recommended values. 
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TLC32044I, TLC32044C 

VOICE BAND ANALOG INTERFACE CIRCUITS 


operating characteristics over recommended operating free-air temperature range, VcC-i- - 5 V, 
VcC- * -5 V, Vdd * 5 V (continued) 

serial port — AlC output signals 


PARAMETER | 

MIN 

MAX 

UNIT 

tc(SCLK) 

Shift clock (SCLK) cycle time 

380 

ns 

ff(SCLK) 

Shift clock (SCLK) fall time 

50 

ns 

tr(SCLK) 

Shift clock (SCLK) rise time 

50 

ns 

Shift clock (SCLK) duty cycle | 

45 

55 

% 

td(CH-FL) 

Delay from SCLKT to FSR/FSXl 

90 

ns 

td(CH-FH) 

Delay from SCLKT to FSR/FSXT 

90 

ns 

fd(CH-DR) 

DR valid after SCLKT 

90 

ns 

tdwICH-EL) 

Delay from SCLKT to EODX/EODRi in word mode 

90 

ns 

tdw(CH-EH) 

Delay from SCLKT to EODX/EODRT in word mode 

90 

ns 

tf(EODX) 

EODX fall time 

15 

ns 

tf(EODR) 

EODR fall time 

15 

ns 

tdb(CH-EL) 

Delay from SCLKT to EODX/EODRi in byte mode 

100 

ns 

fdb(CH-EH) 

Delay from SCLKT to EODX/EODRT in byte mode 

100 

ns 


TABLE 2. GAIN CONTROL TABLE 

(ANALOG INPUT SIGNAL REQUIRED FOR FULL-SCALE A/D CONVERSION) 


INPUT CONFIGURATIONS 

CONTROL REGISTER BITS 

ANALOG INPUT^ 

A/D CONVERSION 

d6 

d7 

RESULT 

Differential configuration 

1 

1 

±6 V 

full-scale 

Analog input = IN4- - IN- 

0 

0 



= AUX IN+ - AUX IN- 

1 

0 

±3 V 

full-scale 


0 

1 

±1.5 V 

full-scale 

Single-ended configuration 

1 

1 

±3 V 

half-scale 

Analog input = IN -t- - ANLG GND 

0 

0 



= AUX IN+ - ANLG GND 

1 

0 

±3 V 

full-scale 


0 

1 

±1.5V 

full-scale 


^In this example, V^gf is assumed to be 3 V. In order to minimize distortion, it is recommended that the analog input 
' not exceed 0.1 dB below full scale. 


Rfb 



d6 - 0, d7 - 0 
Rfb - 2R for d6 - 1, d7 - 0 
Rfb - 4R for d6 - 0, d7 - 1 

FIGURE 3. IN+ AND IN- GAIN 
CONTROL CIRCUITRY 


Rfb 



Rfb - R for d6 - 1, d7 - 1 
d6 - 0, d7 - 0 
Rfb - 2R for d6 - 1. d7 - 6 
Rfb « 4R for d6 - 0, d7 - 1 

FIGURE 4. AUX IN-h AND AUX IN- 
GAIN CONTROL CIRCUITRY 
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TLC32044I, TLC32044C 
VOICE-BAND ANALOG INTERFACE CIRCUITS 


(sin x)/x correction section 

If the designer does not wish to use the on-board second-order (sin x)/x correction filter, correction can 
be accomplished in digital signal processor (DSP) software. (Sin x)/x correction can be accomplished easily 
and efficiently in digital signal processor (DSP) software. Excellent correction accuracy can be achieved 
to a band edge of 3000 Hz by using a first-order digital correction filter. The results, which are shown 
below, are typical of the numerical correction accuracy that can be achieved for sample rates of interest. 
The filter requires only seven instruction cycles per sample on the TMS320 DSPs. With a 200-ns instruction 
cycle, nine instructions per sample represents an overhead factor of 1.4% and 1.7% for sampling rates 
of 8000 Hz and 9600 Hz, respectively. This correction will add a slight amount of group delay at the upper 
edge of the 300 —3000-Hz band. 

(sin x)/x roll-off for a zero-order hold function 

The (sin x)/x roll-off for the AlC DAC zero-order hold function at a band-edge frequency of 3000 Hz for 
the various sampling rates is shown in the table below. 


TABLE 3. (sin x)/x ROLL-OFF 


fs (Hz) 

sin ir f/fe 
20 log " 

TT f/fs 

(f - 3000 Hz) 

(dB) 

7200 

-2.64 

8000 

-2.11 

9600 

- 1.44 

14400 

-0.63 

19200 

-0.35 


Note that the actual AlC (sin x)/x roll-off will be slightly less than the above figures, because the AlC has 
less than a 100% duty cycle hold interval. 

correction filter 

To compensate for the (sin x)/x roll-off of the AlC, a first-order correction filter shown below, is 
recommended. 



The difference equation for this correction filter is: 


yi + 1 = p2(1 -pi) (uj + '|)-^p1 yj 


where the constant pi determines the pole locations. 
The resulting squared magnitude transfer function is: 


|H(f)l2 = 


p22 (1 -p1)2 _ 

1 - 2p1 cos(2 ir f/fs) + pl2 
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TLC32044I. TLC32044C 

VOICE BAND ANALOG INTERFACE CIRCUITS 


correction results 

Table 4 below shows the optimum p values and the corresponding correction results for 8000-Hz and 
9600-H2 sampling rates. 


TABLE 4 


f (Hz) 

ERROR (dB) 
fs - 8000 Hz 
pi - -0.14813 
p2 - 0.9888 

ERROR (dB) 
fs - 9600 Hz 
pi - -0.1307 
p2 - 0.9951 

300 

-0.099 

-0.043 

600 

-0.089 

-0.043 

900 

-0.054 

0 

1200 

-0.002 

0 

1500 

0.041 

0 

1800 

0.079 

0.043 

2100 

0.100 

0.043 

2400 

0.091 

0.043 

2700 

-0.043 

0 

3000 

-0.102 

-0.043 


TMS320 software requirements 

The digital correction filter equation can be written in state variable form as follows: 

Y = k1Y +k2U 

where k1 equals pi (from the preceding page), k2 equals (1 -p1)p2 (from the preceding page), Y is the 
filter state, and U is the next I/O sample. The Coefficients k1 and k2 must be represented as 16-blt Integers. 
The SACH instruction (with the proper shift) will yield the correct result. With the assumption that the 
TI\/IS320 processor page pointer and memory configuration are properly initialized, the equation can be 
executed in seven instructions or seven cycles with the following program: 

ZAC 
LT K2 
MPY U 
LTA K1 
MPY Y 
APAC 

SACH (dma), (shift) 
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TLC32044I, TLC32044C 
VOICE BAND ANALOG INTERFACE CIRCUITS 


byte-mode timing 


-hl^'flSCLK) -^I^MSCLK) 

\2V^ /—V2V^e 


-H-^c(SCLK) 


tdlCH-FL)-#! k- I 


F§R. f§x 


DR 


DX 


*"^0 8 V 


—Mk-td(CH FH) 
M 


I k-td(CH-FL) 


tdICH-FHHH 


-ff- 


I k-tdlCH-DR) 

12 V , 






-r(l- 


D15 


~ y 07 02 \ D1 DO 


tsu{DX)-H 


- (015^014X01^ D9 X D8 } ■ 

I I I 


DON'T CARE 


eOdM. EOBX 

word-mode timing 


SHIFT CLK 


U-th(DX) 
Hh- 


I 

k-tdb(CH-EL) 


-CEJCHX ^ X-2£ 




\ 

■ yo 8 V 


-ff- 


tdb(CH-EH)->| !•- 

_P“ 


k-M-tc(SCLK) 

I I 


FSX, FSR 




P-,, 

1 -H k-td(CH-DR} 

1 

1 

DO 1 

DR 

D15 ]Ld14Xd13 5d12] 

1 X D2 \ D1 


tsu(DX)-H U- 
1 1 


1 

! 

DX- 

-(015X014]{d13Jd12)| 

t>2 X D’ 1 

(Do'y- 


I I 


k-th(DX) 


DON'T CARE 


EODX, EOOR 


tdw(CH-EL)-H k-H k-tdw(CH-EH) 

0 8 _/ 


FIGURE 5. SERIAL PORT TIMING 
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TLC32044I, TLC32044C 

VOICE BAND ANALOG INTERFACE CIRCUITS 



FIGURE 6. TMS32010/TMS320C15-TLC32044 INTERFACE CIRCUIT 


in instruction timing 



out instruction timing 



FIGURE 7. TMS32010/TMS320C15-TLC32044 INTERFACE TIMING 
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TLC320441 TLC32044C 
VOICE BAND ANALOG INTERFACE CIRCUITS 


TYPICAL CHARACTERISTICS 
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FIGURE 8 


FIGURE 9 


AlC RECEIVE-CHANNEL BANDPASS FILTER 
20 

10 

0 

- 10 
CO 

■? -20 
0) 

T3 

2 -30 
I -40 
-50 
-60 
-70 
-80 

0 0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 

Frequency —kHz 

FIGURE 10 
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TLC32044I, TLC32044C 

VOICE BAND ANALOG INTERFACE CIRCUITS 


TYPICAL CHARACTERISTICS 


AlC RECEIVE CHANNEL BANDPASS FILTER 



0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 

Frequency— kHz 


FIGURE 12 


AlC (SIN X)/X CORRECTION FILTER 




6 1 I _I_^_I_^_I_I_ \ _I V, J 

0 0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 


Normalized Frequency —kHz x 

288 kHz 

FIGURE 14 


A/D SIGNAL-TO-DISTORTION RATIO 
vs 

INPUT SIGNAL 

100 I-^-1-^--- 

1-kHz input signal 
90 - 8-kHz conversion rate 

a QQ - 1- \ -- 


I 



o 


(D 30 —- 

c 

Oi 

w 20- 

10 -- 

-50 -40 -30 -20 -10 0 10 

Input Signal Relative to V|-ef —dB 

FIGURE 15 
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TLC32044I, TLC32044C 
VOICE BAND ANALOG INTERFACE CIRCUITS 


TYPICAL CHARACTERISTICS 

A/D GAIN TRACKING 

(GAIN RELATIVE TO GAIN AT 0 dB INPUT SIGNAL) 



Input Signal Relative to V^ef —dB 

FIGURE 16 


D/A CONVERTER SIGNAL-TO-DISTORTION RATIO 


vs 

INPUT SIGNAL LEVEL 



Input Signal Relative to V^ef —dB 


FIGURE 17 
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TLC32044I, TLC32044C 

VOICE-BAND ANALOG INTERFACE CIRCUITS 


TYPICAL CHARACTERISTICS 


D/A GAIN TRACKING 
(GAIN RELATIVE TO GAIN 
AT 0 dB INPUT SIGNAL LEVEL) 
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A/D SECOND HARMONIC DISTORTION 


vs 

INPUT SIGNAL 



FIGURE 18 


FIGURE 19 


D/A SECOND HARMONIC DISTORTION 


vs 



Input Signal Relative to Vi-ef —dB 


FIGURE 20 
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TLC32044I, TLC32044C 
VOICE BAND ANALOG INTERFACE CIRCUITS 


TYPICAL CHARACTERISTICS 

A/D THIRD HARMONIC DISTORTION 


vs 

INPUT SIGNAL 



FIGURE 21 

D/A THIRD HARMONIC DISTORTION 


vs 



Input Signal Relative to V^ef —dB 


FIGURE 22 
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TLC32044I, TLC32044C 

VOICE-BAND ANALOG INTERFACE CIRCUITS 


TYPICAL APPLICATION INFORMATION 


TMS32020/C25 TLC32044 



FIGURE 23. AlC INTERFACE TO THE TMS32020/C25 SHOWING DECOUPLING CAPACITORS AND 

SCHOTTKY DIODE t 



FOR: Vcc - 12 V, R - 7200 fl 
Vcc - 10 V, R - 5600 fi 
Vcc - 5 V, R - 1600 n 

FIGURE 24. EXTERNAL REFERENCE CIRCUIT FOR TLC32044 


^Thomson Semiconductors 
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TLC0820A, TLC0820B, ADC8828B, ADC882BC 
Advanced LinCMOS^ HIGH-SPEED 8 BIT ANALOG-TD-OIGITAL 
CONVEBTEBS USING MODIFIED "FLASH" TECHNIQUES 

D2873, SEPTEMBER 1986-REVISED FEBRUARY 1989 


• Advanced LinCMOS"* Silicon-Gate 
Technology 

• 8-Bit Resolution 

• Differential Reference Inputs 

• Parallel Microprocessor Interface 

• Conversion and Access Time Over 
Temperature Range 

Write-Read Mode . . . 1.18 /is and 1.92 fis 
Read Mode . . . 2.5 pis Max 

• No External Clock or Oscillator Components 
Required 


ALL TYPES . . . DW OR N PACKAGE 
TLC0820_M . . . J PACKAGE 
(TOP VIEW) 


ANLG INC 

TT 

J20 

Hvcc 

(LSB) DO C 

2 

19 

Unc 

D1 C 

3 

18 

UOFLW 

D2 C 

4 

17 

I]D7 (MSB) 

D3C 

5 

16 

JDG 

Wr/rdy C 

6 

15 

I|D5 

model 

7 

14 



8 

13 

I]cs 

WfZ 

9 

12 

I|REF + 

gndL 

10 

11 

Href- 


• On-Chip Track-and-Hold 

• Low Power Consumption ... 50 mW Typ 


TLC0820_M . . . FK PACKAGE 
TLC0820_L TLC0820_C . . . FN PACKAGE 
ADC0820__CL ADC0820_C . . . FN PACKAGE 


• Single 5-V Supply 


(TOP VIEW) 


• TLC0820B is Direct Replacement for 

National Semiconductor ADC0820B/BC and 
Analog Devices AD7820L/C/U; 

TLC0820A is Direct Replacement for 
National Semiconductor ADC0820C/CC and 
Analog Devices AD7820K/B/T 

description 

The TLC0820A, TLC0820B, ADC0820B, and 
ADC0820C are Advanced LInCMOS™ 8-bit 
analog-to-digital converters each consisting of 
two 4-bit "flash” converters, a 4-bit digital-to- 
analog converter, a summing (error) amplifier, 
control logic, and a result latch circuit. The 
modified "flash" technique allows low-power 
integrated circuitry to complete an 8-bit 
conversion In 1.18 fis over temperature. The on- 
chip track-and-hold circuit has a 100 ns sample 
window and allows these devices to convert 
continuous analog signals having slew rates of 
up to 100 mV//ts without external sampling 
components. TTL-compatIble three-state output 
drivers and two modes of operation allow 
Interfacing to a variety of microprocessors. 
Detailed information on interfacing to most 
popular microprocessors is readily available from 
the factory. 


00 

C/) 


-- o z 


u 

CJ o 


Q Q < > Z 




NC —No internal connection 


The M-suffix devices are characterized for operation over the full military temperature range of -55°C 
to 125 °C. The l-suffix devices are characterized for operation from - 40 °C to 85 °C. The C-suffIx devices 
are characterized for operation from 0°C to 70°C. See Available Options. 


Advanced LinCMOS is a trademark of Texas Instruments Incorporated. 


PRODUCTION DATA documents contain information 
current as of publication date. Products conform to 
specifications per the terms of Texas Instruments 
standard warranty. Production processing does not 
necessarily include testing of all parameters. 
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TLC0820A, TLC0820B, ADC8828B, ADC882BC 
Advanced LinCMOS™ HIGH-SPEED 8-BIT ANALOG-TO-DIGITAL 
CONVERTERS USING MODIFIED "FLASH" TECHNIQUES 


AVAILABLE OPTIONS 


SYMBOLIZATION t 

OPERATING 

TEMPERATURE 

RANGE 

TOTAL 

UNADJUSTED 

ERROR 

DEVICE 

PACKAGE 

SUFFIX 

TLC0820AC 

DW, FN, N 

0°C to 70 °C 

±1 LSB 

TLC0820AI 

DW, FN, N 

-40°C to 85 °C 

±1 LSB 

TLC0820AM 

DW, FK, J, N 

-55°C to 125°C 

±1 LSB 

TLC0820BC 

DW, FN, N 

O^C to 70 °C 

±0.5 LSB 

TLC0820BI 

DW, FN, N 

-40°C to 85 °C 

±0.5 LSB 

TLC0820BM 

DW, FK, J, N 

-55°C to 125°C 

±0.5 LSB 

ADC0820BC 

DW, FN, N 

0°C to 70 °C 

±0.5 LSB 

ADC0820BCI 

DW, FN, N 

-40°C to 85°C 

±0.5 LSB 

ADC0820CC 

DW, FN, N 

0°C to 70 °C 

±1 LSB 

ADC0820CCI 

DW, FN, N 

-40°C to 85 °C 

±1 LSB 


^In many instances, these ICs may have both TLC0820 and ADC0820 labeling 
on the package. 


functional block diagram 
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DO (LSB) ' 
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• D4 
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TLC0820A, TLC0820B, ADC0820B, ADC0820C 
Advanced LinCMOS"' HIGH-SPEED 8-BIT ANALOG-TO-DIGITAL 
CONVERTERS USING MODIFIED "FLASH” TECHNIQUES 


PIN 

DESCRIPTION 

NAME 

NUMBER 

ANLG IN 1 

Analog input 

CS 

13 

This input must be low in order for ^ or WR to be recognized by the ADC. 

DO 

2 

Three-state data output, bit 1 (LSB) 

D1 

3 

Three-state data output, bit 2 

D2 

4 

Three-state data output, bit 3 

D3 

5 

Three-state data output, bit 4 

D4 

14 

Three-state data output, bit 5 

D5 

15 

Three-state data output, bit 6 

D6 

16 

Three-state data output, bit 7 

D7 

17 

Three-state data output, bit 8 (MSB) 

GND 

10 

Ground 

iNT 

9 

In the WRITE-READ mode, the interrupt output, INT, going low indicates that the internal count-down delay time, 
td(int)' is complete and the data result is in the output latch. t(j(jnt) is typically 800 ns starting after the rising 
edge of the WR input (see operating characteristics and Figure 3). If RD goes low prior to the end of tcj(jnt)' 
TnT goes low at the end of t^RiL and the conversion results are available sooner (see Figure 2). INT is reset by the 
rising edge of either ^ or CS. 

MODE 

7 

Mode-selection input. It is internally tied to GND through a 50-/xA current source, which acts like a pull-down 

resistor. 

READ mode: Occurs when this input is low. 

WRITE-READ mode; Occurs when this input is high. 

NC 

19 

No internal connection 

OFLW 

18 

Normally the OFLW output is a logical high. However, if the analog input is higher than the Vp^p +, OFLW 
will be low at the end of conversion. It can be used to cascade 2 or more devices to improve resolution (9 

or 10-bits). 

RD 

8 

In the WRITE-READ mode with CS low, the 3-state data outputs DO through D7 are activated when RD goes 
low. RD can also be used to increase the conversion speed by reading data prior to the end of the internal 
count-down delay time. As a result, the data transferred to thei output latch is latched after the falling edge of RD. 
In the READ mode with CS low, the conversion starts with ^ going low. RD also enables the three-state 
data outputs upon completion of the conversion. The RDY output going into the high-impedance state and 
INT going low indicates completion of the conversion. 

REF- 

11 

This input voltage is placed on the bottom of the resistor ladder. 

REF + 

12 

This input voltage is placed on the top of the resistor ladder. 

vcc 

20 

Power supply voltage 

WR/RDY 

6 

In the WRITE-READ mode with CS low, the conversion is started on the falling edge of the WR input signal. 
The result of the conversion is strobed into the output latch after the internal count-down delay time, tcj(jnt). 
provided that the RD input does not go low prior to this time, tci(int) 'S approximately 800 ns. 

In the READ mode, RDY (an open-drain output) will go low after the falling edge of CS, and will go into the 
high-impedance state when the conversion is strobed into the output latch. It is used to simplify the interface 
to a microprocessor system. 
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TLC0820A, TLC0820B, ADC0820B, ADC0820C 
Advanced LinCIMOS'" HIGH-SPEED 8-BIT ANALOG-TO-DIGITAL 
CONVERTERS USING MODIFIED "FLASH” TECHNIQUES 


absolute maximum ratings over operating free-air temperature range (uniess otherwise noted) 



TLC0820_M 

TLC0820 I 

ADC0820 CI 

TLC0820 C 

ADC0820 C 

UNIT 

Supply voltage, Vcc (see Note 1) 

10 

10 

10 

V 

Input voltage range, all inputs (see Note 1) 

-0.2 to 

Vcc+ 0.2 

-0.2 to 

Vcc+ 0.2 



Output voltage range, all outputs (see Note 1) 

-0.2 to 

Vcc+ 0.2 

-0.2 to 

Vcc + 0.2 


D 

Operating free-air temperature range 

-55 to 125 

-40 to 85 

0 to 70 

°C 

Storage temperature range 

- 65 to 150 

-65 to 150 

-65 to 150 

°C 

Case temperature for 60 seconds: FK package 

260 

. ! 


°c 

Case temperature for 10 seconds: FN package 


260 

260 

°c 

Lead temperature 1,6 mm (1/16 inch) from case 
for 60 seconds: J package 

300 



°c 

Lead temperature 1,6 mm (1/16 inch) from case 
for 10 seconds: DW or N package 

260 

260 

260 

°c 


NOTE 1: All voltages are with respect to network ground terminal, pin 10. 


recommended operating conditions 





TLC0820_M 

TLC0820_ 

ADC0820_ 

_CI 

TLC0820_ 

ADC0820- 

_c 

_c 

UNIT 




MIN 

NOM MAX 

MIN NOM 

MAX 

MIN NOM 

MAX 


Supply voltage, Vcc 

4.5 

5 8 

4.5 5 

8 

4.5 . 5 

8 

V 

Analog input voltage 

-0.1 

Vcc+0.1 

-0.1 Vcc+0.1 

-0.1 Vcc+0.1 

V 

Positive reference voltage, Vref + 

Vref- 

Vcc 

Vref- 

Vcc 

Vref- 

Vcc 

V 

Negative reference voltage, Vpg 

F- 


VrEF + 

GND 

VreF + 

GND 

Vref + 

V 

High-level input 

Vcc = 4.75 V 

Us, WR/RDY, W 

2 


2 


2 



voltage, V|h 

to 5.25 V 

MODE 

3.5 


3.5 


3.5 



Low-level input 

Vcc = 4.75 V 

UU, WR/RDY, RD 


0.8 


0.8 


0.8 

— 

voltage, V||_ 

to 5.25 V 

MODE 


1.5 


1.5 


1.5 

MM 

Delay to next conversion, t^iisjc) 

(see Figures 1, 2, 3, and 4) 

500 

500 

500 


Delay time from WR to in write-read mode, 

fdWR (see Figure 2) 

0.4 

0.4 

0.4 

|B 

Write-pulse duration in write-read mode, t^yy 
(see Figures 2, 3, and 4) 

0.5 

50 

0.5 

50 

0.5 

50 

mm 

Operating free-air temperature, T/\ 

-55 

125 

-40 

85 

0 

70 
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TLC0820A, TLC0820B, ADC0820B, ADCB82BC 
Advanced LinCMOS’" HIGH-SPEED 8 BIT ANALOG TO-DIGITAL 
CONVERTERS USING MODIFIED "FLASH" TECHNIQUES 


electrical characteristics at specified operating free-air temperature, Vcc = 5 V (unless otherwise noted) 


PARAMETER 

TEST CONDITONS 

MIN TYPt MAX 

UNIT 

Vqh High-level output voltage 

Any D, INT, or OFLW 

Vcc = 4.75 V, 

Iqh = -360 fiA 

Full range 

2.4 

V 

Vcc = 4.75 V, 

Iqh = -10/xA 

Full range 

4.5 

25°C 

4.6 

Vql Low-level output voltage 

Any D, OFLW, iFTf. 
or WR/RDY 

Vcc = 5.25 V, 

•OL = 1-6 mA 

Full range 

0.4 

V 

25°C 

0.34 

l|l-l High-level input current 

CS or RD 

V|H = 5 V 

Full range 

0.005 1 

fiA 

^/RDY 

Full range 

3 

25°C 

0.1 0.3 

MODE 

Full range 

200 

25°C 

50 170 

l|L Low-level input current 

CS. WR/RDY, 
or MODE 

V|L = 0 

Full range 

-0.005 -1 

mA 

Off-state (high-impedance 

Iqz 

state) output current 

Any D or WR/RDY 

Vq = 5 V 

Full range 

3 

mA 

25°C 

0.1 0.3 

Vo = 0 

Full range 

-3 

25°C 

-0.1 -0.3 

l| Analog input current 

at 5 V, 

V| = 5 V 

Full range 

3 

fiA 

25 °C 

0.3 

^ at 5 V, 

V| = 0 

Full range 

-3 

25°C 

-0.3 

Iqs Short-circuit output current 

Any D, OFLW, INT, 

or WR/RDY 

Vq = 5 V 

Full range 

7 

mA 

25°C 

8.4 14 

Any D or OFLW 

>° 

Full range 

-6 

25 °C 

-7.2 -12 

iNT 

Full range 

-4.5 

25°C 

-5.3 -9 

Rref Reference resistance 


Full range 

1.25 6 

kfi 

25°C 

1.4 2.3 5.3 

•CC Supply current 

CS, WR/RDY, 
and ^ at 0 V 

Full range 

15 

mA 

25°C 

7.5 13 

Cj Input capacitance 

Any digital 


Full range 

5 

pF 

ANLG IN 

45 ^ 

Cq Output capacitance 

Any digital 


Full range 

5 

PF 


^All typical values are at = 25°C. 
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TLCQ820A, TLC0820B, ADC0820B, ADC0820C 
Advanced LinCMOS^^ HIGH-SPEED 8-BIT ANALOG-TO-DIGITAL 
CONVERTERS USING MODIFIED "FLASH" TECHNIQUES 


operating characteristics, Vqc * 5 V, VreF+ * 5 V, Vref~ - 0 , tr = tf = 20 ns, Ta = 25 °C 
(unless otherwise noted) 






TLC0820B 

TLC0820A 




PARAMETER 

TEST CONDITIONS 

ADC0820B 

ADC0820C 

UNIT 





MIN TYP 

MAX 

MIN TYP 

MAX 


kSVS 

Supply voltage 
sensitivity 

Vcc = 5 V ± 5%. Ta = min to MAX 

±1/16 

±1/4 

± 1/16 

±1/4 

LSB 

Total unadjusted error 

MODE pin at 0 V, Ta 

= MIN to MAX 

1/2 

1 

LSB 

^convR 

Read mode 

conversion time 

MODE pin at 0 V, See Figure 1 

1.6 

2.5 

1.6 

2.5 

ns 

^d(int) 

Internal count¬ 
down delay time 

MODE pin at 5 V, 

See Figures 3 and 4 

Cl = 50 pF, 

800 

1300 

800 

1300 

ns 

taR 

Access time from 

MODE pin at 0 V, See Figure 1 

fconvR 
+ 20 

iconvR 
+ 50 

fconvR 
+ 20 

^convR 
+ 50 

ns 


Access time from RDi 

MODE pin at 5 V, 

Cl = 15 pF 

190 

280 

190 

280 


faRI 

tdWR < td(int)- 
See Figure 2 

Cl = 100 pF 

210 

320 

210 

320 

ns 


Access time from 

MODE pin at 5 V, 

Cl, = 15 pF 

70 

120 

70 

120 


faR2 

fdWR > fd(int) 

See Figure 3 

Cl = TOO pF 

90 

150 

90 

150 

ns 

^alNT 

Access time from INTi 

MODE pin at 5 V, See Figure 4 

20 

50 

20 

50 

ns 

^dis 

Disable time from 

Rl = 1 kfi. Cl = 10 pF, 

See Figures 1,2,3, and 5 

70 

95 

70 

95 

ns 

fdRDY 

Delay time from 

CSi to RDYi 

MODE pin at 0 V, 

See Figure 1 

Cl = 50 pF, 

50 

100 

50 

100 

ns 

tdRIH 

Delay time from 

RDT to INTT 

Cl = 50 pF, 

See Figures 1, 2, and 3 

125 

2'25 

125 

225 

ns 

tdRIL 

Delay time from 

RDi to 

MODE pin at 5 V, 

See Figure 2 

tdWR < td(int)' 

200 

290 

200 

290 

ns 

fdWIH 

Delay time from 

WRt to MTI 

MODE pin at 5 V, 

See Figure 4 

Cl = 50 pF, 

175 

270 

175 

270 

ns 

1 Slew rate tracking 


0.1 

0.1 

V/^s 


^ Total unadjusted error includes offset, full-scale, and linearity errors. 
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TLC0820A, TLC0820B, A0C8828B, ADCB82eC 
Advanced LinCMOS"* HIGH SPEED 8 BIT ANALOG-TO-DIGITAL 
CONVERTERS USING MODIFIED "FLASH" TECHNIQUES 


PARAMETER MEASUREMENT INFORMATION 



WR/RDY 



_ f. 


i'< I — 

‘aRI— H K- ! I 

—W |4— tdls 

FIGURE 2. WRITE-READ MODE WAVEFORMS 
[MODE PIN HIGH AND tdWR < td[int)l 


X 



FIGURE 3. WRITE-READ WAVEFORMS 
[MODE PIN HIGH AND tdWR > td(int)] 



FIGURE 4. WRITE-READ MODE WAVEFORMS 
(STAND-ALONE OPERATION, MODE PIN HIGH, AND RD LOW) 
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TLC0820A, TLC0820B, ADC0820B, ADC0820C 
Advanced LinCMOS^ HIGH-SPEED 8 BIT ANALOG TO-DIGITAL 
CONVERTERS USING MODIFIED “FLASH" TECHNIQUES 


PARAMETER MEASUREMENT INFORMATION 




Dn - DO . . . D7 

TEST CIRCUIT VOLTAGE WAVEFORMS 

FIGURE 5. TEST CIRCUIT AND VOLTAGE WAVEFORMS 
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TLC0820A, TLC0820B, ADC0820B, ADC0820C 
Advanced LinCMOS™ HIGH SPEED 8-BIT ANALOG-TO-DIGITAL 
CONVERTERS USING MODIFIED "FLASH" TECHNIQUES 


PRINCIPLES OF OPERATION 

The TLC0820A, TLC0820B, ADC0820B and ADC0820C each employ a combination of "sampled-data" 
comparator techniques and "flash" techniques common to many high-speed converters. Two 4-bit "flash" 
analog-to-digital conversions are used to give a full 8-blt output. 

The recommended analog input voltage range for conversion is -0.1 V to Vcc + 0.1 V. Analog input signals 
that are less than Vref_ -i- Va LSB or greater than Vref+ - Va LSB convert to 00000000 or 11111111 
respectively. The reference inputs are fully differential with common-mode limits defined by the supply rails. 
The reference input values define the full-scale range of the analog Input. This allows the gain of the ADC to 
be varied for ratiometric conversion by changing the Vref+ and Vref_ voltages. 

The device operates In two modes, read (only) and write-read, which are selected by t he M ODE pin (pin 7). 
The converter is set to the read (only) mode when pin 7 is low. In the read mode, the WR/RDY pin is used 
as an output and is referred to as the "ready" pin. In this mode, a low on the "ready" pin while CS is low 
indicates that the de vice is busy. Conversion starts on the falling edge of RD and is completed no more than 
2.5 fis later when INT falls and the "ready" pin returns to a high-impedance state. Data out puts 
also change from high-impedance to active states at this time. After the data is read, RD is taken high, INT 
returns high, and the data outputs return to their high-impedance states. 

The converter is set to the write-read mode when pin 7 is high and WR/RDY Is referred to as the "write" pin. 
Taking CS and the "write" pin low selects the converter and Initiates measurement of the input signal. 
Approximately 60 0 ns after the "write" pin returns high, the conversion is completed. Conversion starts on 
the rising edge of WR/RDY in the write-read mode. 

The high-order 4-blt "flash" ADC measures the input by means of 16 comparators operating simultaneously. 
A high precision 4-bit DAC then generates a discrete analog voltage from the result of that conversion. After 
a time delay, a second bank of comparators does a low-order conversion on the analog difference between 
the input level and the high-order DAC output. The results from e ach of these conversions enter an 8-bit latch 
and are output to the three-state buffers on the falling edge of RD. 


Texas ^5^ 
Instruments 


POST OFFICE BOX 655012 • DALLAS, TEXAS 75265 


TLC0820A, TLC0820B, ADC8828B, ADCB828C 
Advanced LinCMOS™ HIGH SPEED 8 BIT ANALOG-TO-DIGITAL 
CONVERTERS USING MODIFIED "FLASH" TECHNIQUES 


TYPICAL APPLICATION DATA 
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TLC1225A, TLC1225B 
SELF-CALIBRATING 12-BIT-PLUS-SIGN UNIPOLAR OR BIPOLAR 

ANALOG-TO-DIGITAL CONVERTERS 

D2982, FEBRUARY 1987-REVISED JANUARY 1989 


Advanced LinCMOS'** Technology 

Self-Calibration Eiiminates Expensive 
Trimming at Factory and Offset Adjustment 
in the Field 

12-Bit Pius Sign Bipolar or 12-Blt Unipolar 

±1/2 and ±1 LSB Linearity Error in Unipolar 
Configuration 

10 ps Conversion Time (clock = 2.6 MHz) 

Compatible with Ail Microprocessors 

True Differential Analog Voltage inputs 

0 to 5 V Analog Voltage Range with Single 
5-V Supply (Unipolar Configuration) 

~ 5 V to 5 V Anaiog Voltage Range with 
±5-V Supplies (Bipolar Configuration) 


J OR N DUAL-IN-LINE PACKAGE 


ANLG Vcc- 
IN- 
IN-f 

ANLG GND 
REF 

ANLG Vcc-F 
TIE HIGH 
CLK IN 

— 

RD 

DGTL GND 
READY OUT 

Int 


(TOP VIEW) 



DGTL Vcc 

D12 

Dll 

DIO 

D9 

08 

D7 

D6 > 

D5/DI5 

D4/DI4 

D3/DI3 

D2/DI2 

D1/DI1 

DO/DIO ^ 


I/O 

BUS 


• Low Power... 25 mW Maximum 


description 

The TLC1225A and TLC1225B converters are manufactured with Texas Instruments highly efficient Advanced 
LinCMOS™ technology. Either of the TLC1225A or TLC1225B CMOS analog-to-digital converters can be 
operated as a unipolar or bipolar converter. A unipolar input{0 to 5 V) can be accommodated with a single 5-V 
supply; a bipolar Input (-5 V to 5 V) requires the addition of a 5-V negative supply. Conversion is performed 
via the successive-approximation method. The TLC1225A and TLC1225B output the converted data In a 
parallel word and interfaces directly to a 16-bit data bus. Negative numbers are giyen In the two’s complement 
data format. All digital signals are fully TTL and CMOS compatible. 

These converters utilize a self-calibration technique by which seven of the Internal capacitors in the capacitive 
ladder of the A/D conversion circuitry can be automatically calibrated. The internal capacitors are calibrated 
during a nonconversion, capacitor-callbrate cycle in which all seven of the Internal capacitors are calibrated at 
the same time. A conversion requires only lOps (2.6 MHz clock) after the nonconversion, capacitor- 
calibrating cycle has been completed. The calibration or conversion cycle may be Initiated at any time by 
Issuing the proper command word to the data bus. The self-calibrating technique eliminates the need for 
expensive trimming of thin-film resistors at the factory and provide excellent performance at low cost. 

The TLC1225AM and TLC1225BM are characterized for operation over the full military temperature range of 
-55°C to 125°C. The TLC1225AI and TLC1225BI are characterized for operation from -40°C to 85°C. 


Advanced LinCMOS™ is a trademark of Texas Instruments Incorporated 


PRODUCT PREVIEW documents contain information 
on products in the formative or design phase of 
development. Characteristic data and other 
specifications are design goals. Texas Instruments 
reserves the right to change or discontinue these 
products without notice. 


■ , Copyright © 1987, Texas Instruments Incorporated 
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TLC1225A, TLC1225B 

SELF-CALIBRATING 12-BIT-PLUS-SIGN UNIPOLAR OR BIPOLAR 
ANALOG-TO-DIGITAL CONVERTERS 


functional block diagram 
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TLC1225A, TLC1225B 
SELF-CALIBRATING 12-BIT-PLUS-SIGN UNIPOLAR OR BIPOLAR 

ANALOG-TO-DIGITAL CONVERTERS 


operation description 

calibration of comparator offset 

The following actions are performed to calibrate the comparator offset: 

1. The IN+ and IN- inputs are internally shorted together in order that the comparator input is zero. A 
course comparator offset calibration is performed by storing the offset voltages of the Interconnecting 
comparator stages on the coupling capacitors that connect these stages. Refer to Figure 1. The storage 
of offset voltages is accomplished by closing all switches and then opening switches A and then 
switches B and B', and then C and C\ This process continues until all Interconnecting stages of the 
comparator are calibrated. After this action, some of the comparator offset still remains uncalibrated. 



FIGURE 1 


2. An A/D conversion is done on the remaining offset with the 8-bit calibration DACs and 8-bit SAR and the 
result is stored in the RAM. 

capacitor calibration of the ADC’s capacitive ladder 

The following actions are performed to calibrate capacitors in the 13-bit DACs that comprise the ADC’s 
capacitive ladder: 

1. The IN -I- and IN- Inputs are internally disconnected from the 13-bit capacitive DACs. 

2. The most significant bit (MSB) capacitor is tied to REF, while the rest of the ladder capacitors are tied to 
GND. The A/D conversion result for the remaining comparator offset, obtained in Step 2 above, Is 
retrieved from the RAM and Is input to the S-bit DACs. 

3. Step 1 of the Calibration of Comparator Offset sequence is performed. The 8-bit DAC Input Is returned to 
zero and the remaining comparator offset is then subtracted. Thus, the comparator offset Is completely 
corrected. 

4. Now the MSB capacitor is tied to GND, while the rest of the ladder capacitors, Cx, are tied to REF. An 
MSB capacitor voltage error (see Figure 2) on the comparator output will occur if the MSB capacitor 
does not equal the sum of the other capacitors in the capacitive ladder. This error voltage is converted to 
an 8-blt word from which a capacitor error is computed and stored in the RAM. 

5. The capacitor voltage error for the next most significant capacitor is calibrated by keeping the MSB 
capacitor grounded and then performing the above Steps 1 -4 while using the next most significant 
capacitor in lieu of the MSB capacitor. The seven most significant capacitors can be calibrated in this 
manner. 
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TLC1225A, TLC1225B 

SELF-CALIBRATING 12-BIT-PLUS-SIGN UNIPOLAR OR BIPOLAR 
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Vref (Step 3) 
GND (Step 4) 



MSB CAPACITOR 
VOLTAGE ERROR 
(Step 4) 


FIGURE 2 


analog-tO’digital conversion 

The following steps are performed in the analog-to-digital conversion process: 

1. Step 1 of the Calibration of Comparator Offset Sequence is performed. The A/D conversion result for the 
remaining comparator offset, which was obtained in Step 2 of the Calibration of Comparator Offset, is 
retrieved from the RAM and is input to the 8-bit DACs. Thus the comparator offset is completely 
corrected. 

2. IN-h and IN- are sampled onto the 13-blt capacitive ladders. 

3. The 13-bit analog-to-digital conversion is performed. As the successive-approximation conversion 
proceeds successively through the seven most significant capacitors, the error for each of these 
capacitors Is recovered from the RAM and accumulated in a register. This register controls the 8-bit 
DACs so the total accumulated error for these capacitors is subtracted out during the conversion 
process. 


absolute maximum ratings over operating free-air temperature range (unless otherwise noted) 

Supply voltage (ANLG Vcc+ and DGTL Vcc) (see Note 1)... 15 V 

Supply voltage, ANLG Vcc- ..... -15 V 

Control and Clock input voltage range . .. -0.3 V to +15 V 

Analog input (IN+, IN-) voltage range, 

Vn- and V|_ .ANLG VcC- -0.3 V to ANLG Vcc+ +0.3 V 

Reference voltage range, Vref ... -0.3 V to ANLG Vcc+ +0.3 V 

Pin 7 voltage range, Vqs . -0.3 V to ANLG Vcc+ +0.3 V 

Output voltage range . -0.3 V to DGTL Vcc +0.3 V 

Input current (per pin)..±5 mA 

Input current (per package) . . ±20 mA 

Operating free-air temperature range: 

TLC1225AM, TL1225BM .. -55°C to 125"C 

TLC1225AI,TLC1225BI. -40°Cto85'’C 

Storage temperature range.. -65°C to 150°C 

Lead temperature 1,6 mm (1/16 inch) from.the case for 60 seconds: J package. 300°C 

Lead temperature 1,6 mm (1/16 inch) from the case for 10 seconds: N package . 260°C 

NOTE 1: All analog voltages are referred to ANLG GND and all digital voltages are referred to DGTL GND. 
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recommended operating conditions 



MIN 

MAX 

UNIT 


ANLG Vcc-F 

4.5 

6 


Supply voltage 

ANLG Vcc- 

-5.5 

ANLG GND 

V 


DGTLVcc 

4.5 

6 


High-level input voltage, Vm. all digital inputs except CLK IN 
(Vcc = 4-75 V to 5.25 V) 

2 

V 

Low-level input voltage, V|l, all digital inputs except CLK IN 
(Vcc = ^‘75 V to 5.25 V) 

0.8 

V 

Analog input voltage, V 14 ., V|_ 

Bipolar range 

ANLG Vcc- - 0 05 

ANLG Vcc-f + 0.05 

V 

Unipolar range 

ANLG GND - 0.05 

ANLG Vcc+ + 0.05 

Pin 7 (TIE HIGH) 

2 

V 

Clock input frequency, fciock 

0.3 

2.6 

MHz 

Clock duty cycle 

40% 

60% 


Pulse duration, CS and WR both low, ty^ (^ WR) 

50 

ns 

Setup time before WRt or CSt, tgu 

, 50 

ns 

Hold time after WRf or CSt, th 

50 

ns 

Operating free-air temperature, Ta 

TLC1225AM, TLC1225BM 

-55 

125 

°C 

TLC1225AI, TLC1225BI 

-40 

85 



electrical characteristics over recommended operating free-air temperature range, 

ANLG Vcc+ = DGTL Vcc = Wet = 5 V, ANLG Vcc- = -5 V (for bipolar input range), 
ANLG Vcc- = ANLG GND (for unipolar input range) (unless otherwise noted) (see Note 2) 


PARAMETER 

TEST CONDITIONS 

MIN 

MAX 

UNIT 

VOH 

High-level output voltage 

DGTL Vcc = 4.75 V 

lO = -1.8 mA 

2.4 

V 

lO = -50 |iA 

4.5 


VOL 

Low-level output voltage 

DGTL Vcc = 4.75 V, 

lo = 8 mA 

0.4 

V 

vt-f 

Clock positive-going threshold voltage 


2.7 

3.5 

V 

Vt- 

Clock negative-going threshold voltage 


1.4 

2.1 

V 

Vhys 

Clock input hysteresis 

Vj+ min - Vj_ max 

0.6 

V 

Vt+ max - Vj- min 

2.1 


•"ref 

Input resistance, REF terminal 

__^_ 

1 10 

Mfl 

•iH 

High-level input current 

< 

II 

01 

< 

1 

|JlA 

«IL 

Low-level input current 

V| = 0 

-1 

pA 

'oz 

High-impedance-state 

Vo = 0 

-3 

pA 

output leakage current 

Vo == 5V 

3 

'0 

Output current 

0 

> 0 ' 

-6 

mA 

Vo = 5V 

8 

dgtl Ice 

Supply current from DGTL Vcc 

fclk = 2.6 MHz, 

CS high 

3 

mA 

ANLG Icc-F 

Supply current from ANLG Vcc-f 

fclk = 2.6 MHz, 

CS high 

3 

mA 

ANLG ICC- 

Supply current from ANLG Vec- 

fclk = 2.6 MHz, 

CS high 

-3 

mA 


NOTE 2; Bipolar input range is defined as: V|+ = -5.05 Vto5.05 V, \/|_ = -5.05 Vto 5.05 V, and | V|+ - V|_ | ^ 5.05 V. The unipolar input 
voltage range is defined as: V|+ = -0.05 V to 5.05 V, V|_ = -0.05 V to 5.05 V, and | V 14 . - V|_ ] s 5.05 V. 
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operating characteristics over recommended operating free-air temperature range, 

ANLG Vcc+ = DGTL Vcc = Wet = 5 V, ANLG VcC- = -5 V (for bipolar input range), 
ANLG Vqo^ - ANLG GND (for unipolar input range), fclock = 2.6 MHz (unless otherwise 
noted) (see Note 2) 


PARAMETER 

TEST CONDITIONS 

MIN MAX 

UNIT 

El Linearity error 

Unipolar input range 

TLC1225A 

±1 

LSB 

TLC1225B 

±0.5 

Bipolar input range 

TLC1225A 

±2 

TLC1225B 

±1.5 

Zero error 


±0.5 

LSB 

Adjusted positive and negative 
full-scale error (see Note 3) 

Unipolar input range 

±1 

LSB 

Adjusted positive and negative 
full-scale error (see Note 4) 

Bipolar input range 

±1 

LSB 

Temperature coefficient of gain 


15 

ppmrC 

Temperature coefficient of offset point 


1.5 

ppm/'C 

Supply voltage 
sensitivity 

Zero error 

ANLG Vcc-F = 5 V ± 5%, 

ANLG Vcc- = -5 V ± 5%, 

DGTLVcc = 5V ± 5% 

±0.75 

LSB 

Positive and negative 
full-scale error 

±0.75 

Linearity error 

±0.25 

tc Conversion time (1/fclk) 


27 

clock 

cycles 

^ Access time (delay from falling edge of 

CS-^ to data output) 

Cl= 100 pF 

110 

ns 

Disable time, output (delay from rising 
edge of ^ to high-impedance state 

RL=10ka CL=10pF 


ns 

RL = 2kn. CL=100pF 

60 

td(READY) ^ O'' ^ to READY OUT delay 


140 

ns 

td(lNT) ^ or WR to reset of TnT delay 


400 

ns 


NOTES: 2 . Bipolar input range is defined as: V 14 . = -5,05 V to 5.05 V, V|_ = -5,05 V to 5,05 V, and lV|+ -V|_| < 5.05 V. The unipolar input 
voltage range is defined as: V|+ = -0.05 V to 5.05 V. V|_ = -0.05 V to 5.05 V, and |V|+ -V|_| < 5.05 V. 

3. See the Positive and Negative Full-Scale Adjustment section, Unipolar Inputs. 

4. See the Positive and Negative Full-Scale Adjustment section, Bipolar Inputs, 
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COMMAND TO CALIBRATE COMMAND TO 

7 CAPACITORS & OFFSET INITIATE CONVERSION 
(REQUIRES 105 CLOCK CYCLES) 

FIGURE 3. TIMING DIAGRAM 
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PARAMETER MEASUREMENT INFORMATION 




FIGURE 4. LOAD CIRCUITS AND WAVEFORMS 


PRINCIPLES OF OPERATION 

power-up calibration sequence 

Power-Up calibration is not automatic and calibration is initiated by writing control words to the six least 
significant bits of the data bus. If addressed or initiated, conversion can begin after the first clock cycle. 
However, full A/D conversion accuracy is not established until after internal capacitor calibration. 

conversion start sequence 

The writing of the conversion command word to the six least significant bits of the data bus, when either CS or 
WR goes high, initiates the conversion sequence. 

analog sampling sequence 

Sampling of the input signal occurs during clock cycles 3 thru 10 of the conversion sequence. 

completed A/D conversion 

When INT goes low, conversion is complete and the A/D result can be read. A new conversion can begin 
immediately. The A/D conversion is complete at the end of clock cycle 27 of the conversion sequence. 

aborting a conversion in process and beginning a new conversion 

If a conversion is initiated while a conversion sequence is In process, the ongoing conversion will be aborted 
and a new conversion sequence will begin. 

reading the conversion resuit 

When both CS and RD go low, all 13 bits of conversion data are output to the I/O bus. The format of the output 
is extended sign with 2’s complement, right justified data. For both unipolar and bipolar cases, the sign bit 
D12 is low If V|+ - V|_ Is positive and high if V|+ - Vj- is negative. 
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general 

reset INT 

When reading the conversion data, the falling edge of tjie first low-going combination of CS and ^ will reset 
INT. The falling edge of the low-going combination of CS and WR will also reset INT. 

ready out 

For high-speed microprocessors, READY OUT allows the TLC1225 to insert a wait state in the 
microprocessor’s read or write cycle. 

reference vo'^age (Vref) 

This voltage defines the range for | V|+ - V|_ |. When | V|-|- - V|~ | equals Vref, fhe highest conversion data 
value results. When | V|+ ~ V|_ | equals 0, the conversion data value is zero. Thus, for a given input, the 
conversion data changes ratiometrically with changes in Vref. 

TIE HIGH 

This pin is a digital Input and should be tied high. 

calibration and conversion considerations 

Calibration of the Internal capacitor and A/D conversion are two separate actions. Each action is 
Independently initiated. A calibration command that calibrates all seven internal capacitors is normally issued 
before conversion. A conversion command then initiates the A/D conversion. Subsequent conversions can be 
performed by issuing additional conversion commands. The calibration and conversion commands are totally 
Independent from one another and can be initiated in any order. Calibration and conversion commands 
require 105 and 27 clock cycles, respectively. 

The calibrate and conversion commands are Initiated by writing control words on the six least significant bits 
of the data bus. These control words are written Into the IC when either CS or WR goes high. The initiation of 
these commands is Illustrated in the Timing Diagram. The bit patterns for the commands are shown in 
Tablet. 


TABLE 1. CONVERSION COMMANDS 


COMMAND 

CS + WR 

DI5 

DI4 

I/O BUS 

DI3 Di2 

DI1 

DIO 

REQUIRED NUMBER 

OF CLOCK CYCLES 

Conversion 

t 

H 

L 

X 

X 

X 

L 

27 

Calibratet 

T 

L 

X 

L 

L 

L 

L 

105 


■fCalibration is lost when clock is stopped. 


analog inputs 

differential inputs provide common-mode rejection 

The differential inputs reduce common-mode noise. Common-mode noise is noise common to both IN-f and 
IN- inputs, such as 60-Hz noise. There is no time interval between the sampling of the IN+ and IN- so these 
inputs are truly differential. Thus, no conversion errors result from a time interval between the sampling of the 
IN+ and IN- inputs. 

input bypass capacitors 

Input bypass capacitors may be used for noise filtering. However, the charge on these bypass capacitors will 
be depleted during the Input sampling sequence when the internal sampling capacitors are charged. Note 
that the charging of the bypass capacitors through the differential source resistances must keep pace with the 
charge depletion of the bypass capacitors during the input sampling sequence. Higher source resistances 
reduce the amount of charging current for the bypass capacitors. Also, note that fast, successive conversion 
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will have the greatest charge depletion effect on the bypass capacitors. Therefore, the above phenomenon 
becomes more significant as source resistances and the converssion rate (i.e., higher clock frequency and 
conversion initiation rate) increase. 

In addition, if the above phenomenon prevents the bypass capacitors from fully charging between 
conversions, voltage drops across the source resistances will result due to the ongoing bypass capacitor 
charging currents. The voltage drops will cause a conversion error. Also, the voltage drops increase with 
higher | V|+ - V|_ | values, higher source resistances, and lower charge on the bypass capacitors (i.e., faster 
conversion rate). 

For low-source-resistance applications (Rsource < 100 fl), a 0.001-)iF bypass capacitor at the inputs will 
prevent pickup due to the series lead inductance of a long wire. A lOO-H resistor can be placed between the 
capacitor and the output of an operational amplifier to isolate the capacitor from the operational amplifier. 

input leads 

The input leads should be kept as short as possible, since the coupling of noise and digital clock signals to the 
inputs can cause errors. 

power supply considerations 

Noise spikes on the Vcc can cause conversion error. Low-inductance tantalum capacitors (> 1 pF) with 
short leads should be used to bypass ANLG Vcc DGTL VcC- A separate regulator for the TLC1225A or 
TLC1225B and other analog circuitry will greatly reduce digital noise on the supply line. 

positive and negative full-scale adjustment 
unipolar inputs 

Apply a differential input voltage that is 0.5 LSB below the desired analog full-scale voltage (Vps) and adjust 
the magnitude of the REF input so that the output code is just changing from 0 1111 1111 1110 to 
0 1111 1111 1111. If this transition is desired for a different input voltage, the reference voltage can be 
adjusted accordingly. 

bipolar inputs 

First, follow the procedure for the unipolar case. 

Second, apply a differential input voltage so that the digital output code is just changing from 
1 0000 0000 0001 to 1 0000 0000 0000. Call this actual differential voltage Vx- The ideal differential voltage 
for this transition is: 


-vfs + 


VfS 

8192 


( 1 ) 


The difference between the actual and ideal differential voltages is: 


Delta = Vx 


-Vfs + 


Vfs 

8192 


( 2 ) 


Then apply a differential input voltage of: 


Vx 


Delta 

2 


( 3 ) 


and adjust Vref so the digital output code is just changing from 1 0000 0000 0001 to 1 0000 0000 0000. This 
procedure produces positive and negative full-scale transitions with symmetrical minimum error. 
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NOTES: 


TYPICAL APPLICATIONS 





SEE NOTE A f 

1 


^ 0 1 CF 

-X 




SIGNAL GNO 


X 


db POWER GND 


INI-F) 

TIE HIGH 

DGTL Vcc 

IN{-) 

ANLG Vcc 

Vref 

V- 

ANLG GND 


DGTL GNO 



ti 


M-f- 

-J-O.l nf “i^io fiF 


-X-0.1 mF 10 nF , 




mF 




L The analog input must have some current return path to ANALOG GND. 

J. Bypass capacitor leads must be as short as possible. 

FIGURE 6. ANALOG CONSIDERATIONS 
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■ • Advanced LinCMOS'** Silicon-Gate 

■ Technology 

I • Easily Interfaced to Microprocessors 

I • On-Chip Data Latches 

• Monotonic over the Entire A/D Conversion 
Range 


• Segmented High-Order Bits Ensure Low- 
Glitch Output 


• Designed to be Interchangeable with Analog 
Devices AD7524, PMI PM-7524, and Micro 
Power Systems MP7524 

• Fast Control Signaling for Digital Signal 
Processor Applications Including Interface 
with TMS320 


KEY PERFORMANCE SPECIFICATIONS | 

Resolution 

8 Bits 

Linearity error 

y 2 LSB Max 

Power dissipation 
at Vdd = 5 V 

5 mW Max 

Settling time 

100 ns Max 

Propagation delay 

80 ns Max 


TLC7524 

Advanced LinCMOS" 8-BlT MULTIPLYING 
DIGITAL-TO-ANALOG CONVERTER 

D3008, SEPTEMBER 1986-REVISED OCTOBER 1988 


D OR N PACKAGE 
(TOP VIEW) 


OUT1 

OUT2 

GND 

DB7 

DB6 

DB5 

DB4 

DBS 


1 

'^le 

HRfb 

2 

15 

Href 

3 

14 

11 Vdd 

4 

13 

H WR 

5 

12 

Jcs 

6 

11 

H DBO 

7 

10 

Hdbi 

8 

9 

HDB2 


FN PACKAGE 
(TOP VIEW) 


CN r- 

I— h- 
D D U 
O O z tr oc 


QQ U. 


y—CTLTcrizrcT 

f 3 2 1 20 19 


GND 

]4 

'l8[ 

DB7 

]5 

17C 

NC 

36 

16C 

DB6 


15C 

DB5 

]8 

14C 





CO ffl z CO m 
Q Q Q Q 


NC —No internal connection 


VPD 

WR 

CS 

DBO 


description 

The TLC7524 is an Advanced LinCMOS™ 8-bit digital-to-analog converter (DAC) designed for easy interface 
to most popular microprocessors. 

The TLC7524 is an 8-bit multiplying DAC with input latches and with a load cycle similar to the “write" 
cycle of a random access memory. Segmenting the high-order bits minimizes glitches during changes in 
the most-significant bits, which produce the highest glitch impulse. The TLC7524 provides accuracy to 
LSB without the need for thin-film resistors or laser trimming, while dissipating less than 5 milliwatts 
typically. 

Featuring operation from a 5-V to 15-V single supply, the TLC7524 Interfaces easily to most microprocessor 
buses or output ports. Excellent multiplying (2 or 4 quadrant) makes the TLC7524 an ideal choice for many 
microprocessor-controlled gain-setting and signal-control applications. 

The TLC7524I is characterized for operation from -25°C to 85 °C, and the TLC7524C is characterized 
for operation from 0°C to 70°C. 


I 


Advanced LinCMOS is a trademark of Texas Instruments Incorporated. 


PRODUCTION DATA documents contain information 
current as of publication date. Products conform to 
specifications per the terms of Texas Instruments 
standard warranty. Production processing does not 
necessarily include testing of all parameters. 
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Rfb 

OUT1 

OUT2 

GND 


DATA INPUTS 
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absolute maximum ratings over operating free-air temperature range (unless otherwise noted) 

Supply voltage, Vdd . -0.3 V to 16.5 V 

Digital Input voltage, V| .. -0.3 V to Vdd+0-3 V 

Reference voltage, Vref. ±25 V 

Peak digital input current, l|. 10 /lA 

Operating free-air temperature range: TLC7524I . -25°C to 85°C 

TLC7524C.. 0°C to 70°C 

Storage temperature range . -65°C to 150®C 

Case temperature for 10 seconds: FN package. 260 °C 

Lead temperature 1,6 mm (1/16 inch) from case for 10 seconds: D or N package . 260°C 


recommended operating conditions 



Vdd - 5 v 

Vdd - 15 V 

UNIT 

MIN NOM MAX 

MIN NOM MAX 

Supply voltage, Vdd 

4.75 5 5.25 

14.5 15 15.5 

V 

Reference voltage, Vref 

±10 

±10 

V 

High-level input voltage, Vm 

2.4 

13.5 

V 

Low-level input voltage, V(l 

0.8 

1.5 

V 

CS setup time, tsu(CS) 

40 

40 

ns 

CS hold time, th(CS) 

0 

0 

ns 

Data bus input setup time, tsu(D) 

25 

25 

ns 

Data bus input hold time, t^jD) 

10 

10 

ns 

Pulse duration, WR low, t^y/iwR) 

40 

40 

ns 

Operating free-air temperature, 

TLC7524I 

-25 85 

-25 85 

°C 

TLC7524C 

0 70 

0 70 


electrical characteristics over recommended operating free-air temperature range, Vref ^ ± 10 V, 
OUT1 and OUT2 at GND (unless otherwise noted) 


PARAMETER 

TEST CONDITIONS 

Vdd - 5 V 

Vdd - 15 V 

UNIT 

MIN TYP MAX 

MIN TYP MAX 

l|H High-level input current 

V| = Vdd 

10 

10 

mA 

l|L Low-level input current 

V| = 0 

- 10 

-10 

/.A 

Output leakage 

current 

OUT1 

DB0-DB7 at 0 V, WR. CS at 0 V, 
Vref = ±10 V 

±400 

±200 

nA 

OUT2 

DB0-DB7 at Vdd» ^ at 0 V. 

Vref = ±10 V 

±400 

±200 

Idd Supply current 

Quiescent 

DB0-DB7 at V||-|min or V|Lmax 

1 

2 

mA 

Standby 

DB0-DB7 at 0 V or Vdd 

500 

500 

mA 

Supply voltage sensitivity, 
Again/AVDD 

AVdd = ± 10% 

0.01 0.16 

0.005 0.04 

%FSR/% 

Input capacitance, 

' DB0-DB7, WR, CS 

V| = 0 

5 

5 

PF 

Cq Output capacitance 

OUT1 

DB0-DB7 at 0 V, 

WR and at d V 

30 

30 

PF 

OUT2 

120 

120 

Cq Output capacitance 

OUT1 

DB0-DB7 at Vdd* 

120 

120 

pF 

OUT2 

WR and Us at 0 V 

30 

30 

Reference input impedance 
(Pin 1 5 to GND) 


5 20 

5 20 

kfi 
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operating characteristics over recommended operating free-air temperature range, Vref *■ ±10 V, 
0UT1 and 0UT2 at GND (unless otherwise noted) 


PARAMETER 

TEST CONDITIONS 

Vdd - 5 V 

Vdd - 15 V 

UNIT 

MIN TYP MAX 

MIN TYPi MAX 

Linearity error 


±0.5 

±0.5 


Gain error 


bhhbheeei 

±2.5 

HSU 

Settling time (to Vi LSB) 



100 

ns 

Propagation delay from 
digital input to 90% of 
final analog output current 

See Note 2 

80 

80 

ns 

Feedthrough at OUTl or OUT2 

Vref = ± 10 V (100-kHz sinewave) 
WR and CS at 0 V, DB0-DB7 at 0 V 

0.5 

0.5 

%FSR 

Temperature coefficient of gaiii 

TA = 25°CtoMAX 

±0.004 

±0.001 

%FSR/°C 


NOTES: 1. Gain error is measured using the internal feedback resistor. Nominal Full Scale Range (FSR) = Vref ~ ^ LSB. 
2. OUT1 load = 100 Q, Cgxt = 13 pF, WR at 0 V, CS at 0 V, DB0-DB7 at 0 V to Vqd or Vqd to 0 V. 


principles of operation 

The TLC7524 is an 8-bit multiplying D/A converter consisting of an inverted R-2R ladder, analog switches, 
and data input latches. Binary weighted currents are switched between the OUT1 and OUT2 bus lines, 
thus maintaining a constant current in each ladder leg independent of the switch state. The high-order 
bits are decoded and these decoded bits, through a modification in the R-2R ladder, control three equally 
weighted current sources. Most applications only require the addition of an external operational amplifier 
and a voltage reference. 

The equivalent circuit for all digital Inputs low is seen in Figure 1. With all digital inputs low, the entire 
reference current, Iref^ is switched to OUT2. The current source I/256 represents the constant current 
flowing through the termination resistor of the R-2R ladder, while the current source l|kg represents leakage 
currents to the substrate. The capacitances appearing at OUTl and OUT2 are dependent upon the digital 
input code. With all digital inputs high, the off-state switch capacitance (30 pF maximum) appears at OUT2 
and the on-state switch capacitance (120 pF maximum) appears at OUT1. With all digital inputs low, the 
situation Is reversed as shown in Figure 1. Analysis of the circuit for all digital Inputs high Is similar to 
Figure 1; however, in this case, Iref would be switched to OUTl. 

Inte rfac ing the TLC7524 D/A convert er to a microprocessor is accomplished via the data bus and the CS 
and WR control signals. When CS and WR are both low, the TLC7524 analog output responds to the data 
activity on the DB0-DB7 data bus Inputs. In this mode, the Input latch es are transparent and Input data 
directly affects the analog output. When eit her the CS signal or WR signal goes high, the data on the 
DB0-DB7 Inputs are latched until the CS an d W R signals go low again. When CS is high, the data inputs 
are disabled regardless of the state of the WR signal. 

The TLC7524 is capable of performing 2-quadrant or full 4-quadrant multiplication. Circuit configurations 
for 2-quadrant or 4-quadrant multiplication are shown in Figures 2 and 3. Input coding for unipolar and 
bipolar operation are summarized in Tables 1 and 2, respectively. 
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Advanced LinCMOS^” 8-BIT MULTIPLYING 
DIGITAL-TO-ANALOG CONVERTER 


principles of operation (continued) 



FIGURE 1. TLC7524 EQUIVALENT CIRCUIT WITH ALL DIGITAL INPUTS LOW 


Vref Vdd 



Vref Vdd 



NOTES: 3. and Rg used only if gain adjustment is required. 

4. C phase compensation (10-15 pF) is required when using high-speed amplifiers to prevent ringing or oscillation. 
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principles of operation (continued) 


TABLE 1. UNIPOLAR BINARY CODE 


DIGITAL INPUT 

(SEE NOTE 5) 

ANALOG OUTPUT 

MSB LSB 


11111111 

-Vref (255/256) 

10000001 

-Vref (129/256) 

10000000 

-Vref (128/256) = -Vref/2 

01111111 

-Vref (127/256) 

00000001 

-Vref (1/256) 

00000000 

0 


NOTES: 5. LSB = 1/256 (Vref). 

6 . LSB = 1/128 (Vref). 

microprocessor interfaces 


TABLE 2. BIPOLAR (OFFSET BINARY) CODE 


DIGITAL INPUT 

(SEE NOTE 6) 

ANALOG OUTPUT 

MSB LSB 


11111111 

Vref (127/128) 

10000001 

Vref (1/128) 

10000000 

0 

01111111 

-Vref (1/128) 

00000001 

-Vref (127/128) 

00000000 

~ Vref 



FIGURE 4. TLC7524-Z-80A INTERFACE 


FIGURE 5. TLC7524-6800 INTERFACE 
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microprocessor interfaces (continued) 



FIGURE 6. TLC7524-8051 INTERFACE 
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Advanced LinCMOS^ 8 BIT MULTIPLYING 
DIGITALTO-ANALOG CONVERTER 


TYPICAL APPLICATION DATA / 

^ voltage-mode operation 

It is possible to operate the TLC7524 current multiplying D/A converter in a voltage mode. In the voltage 
mode, a fixed voltage is placed on the current output pin. The analog output voltage Is then available at 
the reference voltage pin. Figure 7 is an example of a current multiplying D/A, which is operated in voltage 
mode. 



OUTl (FIXED INPUT VOLTAGE) 
0UT2 


The relatjonship between the fixed Input voltage and the analog output voltage is given by the following 
equation: 

Vo = V| (D/256) 
where 

Vo = analog output voltage 
V| = fixed input voltage 
D = digital input code converted to decimal 

In voltage-mode operation, the TLC7524 will meet the following specification: 


PARAMETER 

TEST CONDITIONS 

MIN MAX 

UNIT 

Linearity error at REF 

Vdd = 5 V, OUTl = 2.5 V, OUT2 at GND, Ta = 0°C to 70°C 

1 

LSB 
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F.2 Tl Sockets 

The sockets produced by Texas Instruments are designed for high-densitv 
packaging needs. The production sockets and burn-in/test sockets for DIP 
and PLCC packages, described in the following pages, are compatible with 
' TMS320C1X devices. 

For additional Information about Tl sockets, contact the nearest Tl sales office 
or contact: 

Texas Instruments Incorporated 
Connector Systems Dept, MS 14-3 
Attleboro, MA 02703 
(617) 699-5242/5269 
Telex: 92-7708 
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PERFORMANCE SPECIFICATIONS C7X SERIES - SCREW MACHINE 


Mechanical 

Accommodates 1C leads 0.011 ± 0.003 in by 
0.018 ± 0.003 

Recommended PCB thickness range: 0.062 in to 0.092 in 
Recommended PCB hole size range: 0.032 in to 0.042 in 
Recommended hole grid pattern: 0.100 in ± 0.003 in each 
direction 

Vibration: 15 G, 10-2000 Hz per MIL-STD 1344A, 
Method 2005.1 Test Condition III. 

Shock: 100 G, sawtooth waveform, 2 shocks each direction 
per MIL-STD 202, Method 213, Test Condition I 
Durability: 5 cycles, 10 mfi max contact resistance change 
per MIL-STD 1344, Method 2016 
Solderability: per MIL-STD 202, Method 208 
Insertion force (C7X and C86): 16 oz (454 g) per pin max 
Insertion force (C50): 12 oz per pin max 
Withdrawal force: (40 g) per pin min 



C7X SERIES 

PART NUMBER SYSTEM 


Electrical 

Contact rating: 1.0 A per contact 
Contact resistance: 20 mfi max initial 
Insulation resistance: 1000 MJ2 at 500 V dc per 
MIL-STD 1344, Method 3003 
Dielectric withstanding voltage: 1000 V ac rms per 
MIL-STD 1344, Method 3001.1 
Capacitance: 1.0 pF max per MIL-STD 202, Method 305 

Environmental 

Operating temperature: -55°C to 125°C, gold; -40°C 
to 100°C, tin 

Corrosive atmosphere: 10 ml2 max contact resistance 
change when exposed to 22% ammonium sulfide for 
4 hours 

Gas tight: 10 mi] max contact resistance change when 
exposed to nitric acid vapor for 1 hour 
Temperature soak: 10 mfi max contact resistance change 
when exposed to 105°C temperature for 48 hours 
Shelf life: 12 months min 

Materials (C7X, C50, and C86) 

Body — PBT polyester U/L 94 VO rating 
C7X & C50 Contacts — Outer sleeve: brass 
Clip: BECU or PHBR 

Contact finish — clip 30 /xin gold over 50 /tin nickel or 
Specified by tin/lead over 50 /tin nickel 

Part Number “ sleeve 10 n'm gold over 50 ^in nickel 
or 50 /tin tin/lead over 50 /tin nickel 
C86 Contacts — Phosphor bronze base metal 
C86 Contact-finish — Tin plate 200 /tin over copper flash 


C7X 


(X) XX - X X 

Variations 
Solder Tail 

9 - Pin length 0.105/0.150 
Wire Wrap 

3 — Pin length 0.510 


Number of 
Positions 


I——Plating (Sleeve/Clip) 
0 - Gold/Gold 
5 - Tin/Gold 


I—S — Single-in-line package (where applicable) 


‘—Screw Machine Socket 

1 — wire wrap 

2 — solder tail 



C86 SERIES 

PART NUMBER SYSTEM 

C 86 XX - 01 


Variation 

01 — Standard product 


Number of positions 


*-Tin Dual Face Wipe Single Beam 

'—Tl Socket Series 
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1C SOCKETS 
BURN IN/TEST DIP 


PERFORMANCE SPECIFICATtONS 


PART NUMBER SYSTEM 


Mechanical 

Accommodates 1C leads 0.011 in by 0.018 in NOM 
Recommended PCB thickness range: 0.062 in to 0.092 in 
Recommended PCB hold size range: 0.032 in to 0.042 in 
Durability: 10K cycles — CM Series, 5K cycles — CP/CQ 
Solderability: per MIL-STD 202, Method 208 
Electrical 

Contact rating: 1.0 A per contact 
Contact resistance: 20 mQ max initial 
Insulation resistance: 1000 MQ at 500 V dc 
Dielectric withstanding voltage: 1000 V ac rms 
Capacitance: 1.0 pF max per MIL-STD 202, Method 305 
Environmental 

Operating temperature: -65°Cto 170°C — CP/CM Series, 
-65°C to 150°C — CQ Series 
Humidity: 10 ml] max contact resistance 
Temperature Soak: 10 mQ max contact resistance change 

MATERIALS 

Body — PPS (polyphenylen sulfide) glass filled U/L 94 VO 
Contacts — Higher performance copper nickel alloy 
Plating:"^ 4 pn of gold min over 100 /lin of nickel min 

"•^For additional plating options consult the factory 


BURN-IN/TEST DIP SOCKETS 



C X 37 XX 

_ — I — 


22 


S 


X 


Pin to pin 
A —0.100 centers 
B —0.070 centers 


-PPS high temperature 

body material 


'-Copper nickel alloy 

Soldertail 


I-Number of positions 


L '-Overall gold plate 

Series Features 
Q— Auto unloadable 
P— High density mounting 
M —Shrink 0.070 centers 


I— Tl Socket Series 


CQ37 SERIES 


Number of 
Positions 

A 

±0.01 

Length 

D 

±0.02 

C 

±0.01 

Width 

B 

±0.01 

Contact 

14 

20,32 (0.800) 




16 

22,35 (0.880) 

12,70 

15,24 

7,62 

18 

24,89 (0.980) 

(0.500) 

(0.600) 

(0.300) 

20 

27,43 (1.080) 




24 

32,51 (1,280) 




28 

37,59 (1.480) 

19,05 

22,86 

15,24 

40 

52,83 (2.080) 

(0.750) 

(0.900) 

(0.600) 

42 

55,37 (2.180) 





CP37 SERIES 


CQ37 SERIES 


CP37 SERIES 



Number of 
Positions 

A 

max 

Length 

B 

±0.02 

C 

max 

Width 

8 

14 

16 

18 

20 

11,68 (0.460) 
17,78 (0.700) 
20,32 (0.800) 
22,86 (0.900) 
25,40 (1.000) 

7,62 

(0.300) 

12,70 

(0.500) 

24 

28 

40 

30,48 (1.200) 
35,56 (1.400) 
50,80 (2.000) 

15,24 

(0.600) 

20,32 

(0.800) 


CM37 SERIES 


CM37 SERIES 



Number of 
Positions 

A 

±0.016 

Length 

B 

±0.02 

C 

±0.016 

Width 

28 

27,18 (1.070) 

10,67 

(0.420) 

17,20 

(0.677) 

40 

42 

54 

37,85 (1.490) 
39,62 (1.560) 
50,29 (1.980) 

16,51 

(0.650) 

23,11 
(0.910) 

64 

59,18 (2.330) 

20,32 

(0.800) 

26,92 

(1.060) 


L-0,50 

( 0 . 020 ) 


Dimensions in parentheses are inches 
Contact factory for detailed information 
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1C SOCKETS 

PLASTIC LEADED CHIP CARRIER 


PERFORMANCE SPECIFICATIONS 
Mechanical 

Recommended PCB thickness range: 0.062 in to 0.092 in 
Recommended PCB hole size range: 0.032 in to 0.042 in 
Vibration: 1 5 G 
Shock: 100 G 

Solderability: Per MIL-STD 202, Method 208 
Insertion force: 0.59 lbs per position 
Withdrawal force: 0.25 lbs per position 
Normal force: 200 g min, 450 g typ 
Wipe: 0.075 in min 
Durability: 5 cycles min 
Contact retention: 1.5 lbs min 

Electrical 

Current carrying capacity: 1 A 
Insulation resistance: 5000 Mfi min 
Dielectric withstanding voltage: 1000 V ac rms min 
Capacitance: 1.0 pF max 

Environmental 

Operating temperature: 

Operating: - 40°C to 85 °C 
Storage: -40°C to 95 °C 

Temperature cycling with humidity: will conform to final EIA 
specifications 
Shelf life: 1 year min 

MATERIALS 

Body — Ryton R-4 (40% glass) U/L 94-VO rating 
Contacts — CDA 510 spring temper 
Contact finish — 90/10 tin (200 ^l\r^ - 400 ^in) over 40 /iin 
copper 

I 

Contact factory for detailed information 


PLASTIC LEADER CHIP CARRIER CPR SERIES 





UNIQUE, HIGH 
NORMAL FORCE 
CONTACT 


CLOSED BOTTOM 
DESIGN 


EASILY 

AUTO INSERTED 


DEVICE GUIDE 
BARRIERS 



PART NUMBER SYSTEM 

CPR PH XXX - X - X - 0 

"f-Contact surface 1 — tin lead 
plating 

L-Contact spacing 1 — 0.050 in 
— Number of pos (044, 052, 068, 084) 
L-Plated thru hole, solder tail 
— Tl socket Series 

Plastic leaded chip carrier 


lO.IOo/TYp-n 1*- ^STANDOFF 

J.i 

2,54 

am am- 

(0.100) TYP 

■ ■ 1 , 1 ■ ■ 

9 S \ / 9 9 

T 

9 9 -9 9 

9 9 9 9 

n.r 



Pos 

A 

B 

C 

44 

21,43 

(0.844 

17,78 

(0.700) 

1 2,70 
(0.500) 

52 

23,98 

(0.944) 

20,32 

(0.800) 

15,24 

(0.600) 

68 

29,06 

(1.144) 

25,40 

(1.000) 

20,32 

(0.800) 

84 

34,14 

(1.344) 

30,48 

(1.200) 

25,40 

(1.000) 


Extraction tool available, consult factory. 
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1C SOCKETS 
PLCC BURN-IN/TEST 


PRODUCT FEATURES 

Can be loaded by top actuated insertion or press-in 
insertion, either manually or automatically 
High reliability due to high pressure contact point 
Open body and high stand-off design provide high efficiency 
in heat dissipation 
High durability up to 10,000 cycles 
Compact design 

PERFORMANCE SPECIFICATIONS 
Mechanical 

Durability; 10,000 cycles 
Operating Temperature: 180°C max 

Electrical 

Contact rating: 1.0 A per contact 

Contact resistance: 30 mO max 

Insulation resistance: 1000 MO min 

Dielectric withstanding voltage: 500 V ac rms min 

MATERIALS 

Body — ultem glass filled (U/L 94 VO) 

Contact — copper alloy 
Plating — overall gold plate 

PLCC BURN-IN/TEST SOCKETS CPJ SERIES 



PART NUMBER SYSTEM 


CPJ AA33A - 


XXX 

I 


B 


Number of positions 


I— TI series socket 



2,54 



SIZES: 18 PIN 
22 PIN 



Dimensions in parentheses are inches 
Contact factory for detailed information 
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F.3 Crystals 

This section lists the commonly used crystal frequencies, crystal specification 
requirements, and the names of suitable vendors. 


Table F-1 lists the commonly used crystal frequencies and the devices with 
which they can be used. 

Table F-1. Commonly Used Crystal Frequencies 


FREQUENCY 

DEVICE 

14 MHz 

TMS32010-14, TMS320C10-14 

, 18.432 MHz 

TMS32010/Cl0, TMS320C15/El 5, TMS320C17/El7 

20 MHz 

TMS32010/Cl 0, TMS320C16/El 5, TMS320C17/El 7 

20.48 MHz 

TMS32010/Cl 0, TMS320C15/El 5, TMS320C17/El 7 

25.6 MHz 

TMS32010/C10, TMS320C15/E15, TMS320C17/El 7 


A crystal connected across X1 and X2/CLKIN on the TMS320 processor ena¬ 
bles the internal oscillator, as shown In Figure F-1. The frequency of CLKOUT 
Is one-fourth the crystal fundamental frequency. Crystal specification re¬ 
quirements are listed below. 

Load capacitance = 20 pF 
Series resistance = 30 ohm 
Power dissipation = 1 mW 
Parallel resonant 

14-MHz and 20-MHz crystals use fundamental mode. 

25-MHz operation may require third-overtone crystal. 



Figure F-1. Crystal Connection 
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Vendors of crystals suitable for use with TMS320 devices are listed below. 

RXD, Inc. N.E.L. Frequency Controls, Inc. 

Norfolk, NB Burlington, Wl 

(800) 228-8108 (414) 763-3591 

CTS Knight, Inc. 

Contact the local distributor 
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Appendix G 

Programming the TMS320E15/E17 EPROM Cell 


This appendix presents the TMS320E15/El 7 EPROM cells which are featured 
in the First-Generation Digital Signal Processors data sheet. Both devices, 
TMS320E15/E1 7, include one 4K x 16-bit EPROM which is implemented 
from a standard EPROM cell. This expands their capabilities in the areas of 
prototyping, early field testing, and production. When used with either 
4K-word masked-ROM TMS320C15/Cl 7, the appropriate TMS320E1 5/El 7 
yields a more cost-effective production as a result of more migration paths for 
data. 

EPROM adaptor sockets are available which provide pin-to-pin conversion for 
programming the TMS320E15/El 7. One adaptor socket (part number 
RTC/PGM320A-06) is shown in Figure G-1 and is capable of converting a 
40-pin DIP device into an equivalent 28-pin device. Another socket (part 
number RTC/PGM320C-06), not shown, permits a 44- to 28-pin conversion. 



Key features of the EPROM cell include standard programming and verifica¬ 
tion. The EPROM cell also includes a code protection feature that allows code 
to be protected against copyright violations. The protection feature can be 
used to protect reading the EPROM contents. This appendix describes erasure, 
FAST programming and verification, and EPROM protection and verification. 
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G.1 FAST Programming and Verification 

Both TMS320E15/El 7 EPROM cells are similar to the TMS27C64 8K x 8-blt 
EPROM. Their memories can be erased by using an ultraviolet light source 
and electrically programmed by using the same family and device codes. The 
TMS320E15/E17, like the TMS27C64, devices operate from a 5-V supply for 
reading and a 12.5-V supply for programming. All programming signals are 
TTL level. For programming outside the system, existing EPROM program¬ 
mers can be used. Locations may be systematically or randomly programmed 
as a singular or blocked address. When programmed in a block format, each 
byte of data is separately loaded into the EPROM cell with the high byte pre¬ 
ceding the low byte. The manufacturing process is largely responsible for their 
dissimilarity. Due to HVCMOS technology, the TMS27C64 has a read-only 
memory; the memories of TMS320E15/E17 have both reading and writing 
capabilities. The TMS27C64 is pin-to-pin compatible with all 28-pln ROMs 
and EPROMs. 

The TMS320E15/E17 uses 13 address lines to address the 4K-word memory 
in byte format (8K-byte memory). In word format, the most-significant byte 
of each word is assigned an even address while the least-significant byte is 
assigned an odd address In the byte format. Programming information must 
be downloaded into the EPROM programmer memory In a high-byte to low- 
byte order for proper programming (see Figure G-2). 




TMS320E15/El 7 On-Chip EPROM 

Program Memory Programmer Memory 

(Word Format) (Byte Format) 


O(OOOOh) 

1234h 

O(OOOOh) 

12h 

1(0001h) 

5678h 

1(0001h) 

34h 

2(0002h) 

9ABCh 

2(0002h) 

56h 

3(0003h) 

ODEFOh 

3(0003h) 

78h 



4(0004h) 

9Ah 



5(0005h) 

OBCh 



6(0006h) 

ODEh 



7(0007h) 

OFOh 

4095(0FFFh) 


8191(1FFFh) 



Figure G-2. EPROM Programming Data Format 
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Figure G-3 shows the wiring diagram for programming the TMS320E15/El 7 
by using the TI\/IS27C64 in its 28-pin output form. The illustration furnishes 
a table for each pin nomenclature on the TMS27C64 with a description of that 
pin. Programming the code into either EPROM device should be done in the 
serial mode. 


Caution: 

Although acceptable by some EPROM programmers, the signa¬ 
ture mode cannot be used on any TMS320E1x device. The sig¬ 
nature mode will input a high-level voltage (12.5 Vdc) onto pin 
A9. Since the TMS320E1x EPROM cell is not designed for high 
voltage, the cell will be damaged. To prevent an accidental 
application of voltage, Texas Instruments has inserted a 3.9 kQ 
resistor between pin A9 of the Tl programmer socket and the 
programmer itself. 
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PIN NOMENCLATURE 


NAME 

I/O 

DEFINITION 

A12(MSB)-A0(LSB) 

1 

On-chip EPROM programming address lines 

CLKIN 

1 

Clock oscillator input 

E 

1 

EPROM chip select 

EPT 

1 

EPROM test mode select 

G 

1 

EPROM read/verify select 

GND 

1 

Ground 


1 

EPROM write/program select 

Q8(MSB)-Q1(LSB) 

I/O 

Data lines for byte-wide programming of on-chip 8K bytes of EPROM 

RS 

1 , 

Reset for initializing the device 

vcc 

1 

5-V power supply 

Vpp 

1 

12.5-V power supply 


Figure G-3. TMS320E15/E17 EPROM Conversion to TMS27C64 

EPROM Pinout 
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Table G-1 shows the programming levels required for programming, verifying, 
and reading the EPROM cell. Following the table, individual paragraphs de¬ 
scribe the function of each programming level. 


Table G>1. TMS320E15/E17 Programming Mode Levels 


SIGNAL 

NAMEt 

TMS320E15/ 
E17 DIP PIN 

TMS27C64 
DIP PIN 

PROGRAM 

PROGRAM 

VERIFY 

PROGRAM 

INHIBIT 

READ 

OUTPUT 

DISABLE 

I 

25 

20 

V|L 

V|L 

V|H 

V|L 

V|L 


24 

22 

V|H 

FUIfi 

X 

Fursi 

V|H 


23 

27 

FuTS'E 

V|H 

X 

V|H 

V|H 

Vpp 

3 

1 

Vpp 

Vpp 

Vpp 

V cc 

Vcc 

Vcc 

30 

28 


Vcc'^'l 

Vcc+1 

V CC 

Vcc 

Vss 

10 

14 

Vss 

Vss 

Vss 

V ss 

Vss 

CLKIN 

8 

14 

Vss 

Vss 

Vss 

V ss 

Vss 

r5 

4 

14 

Vss 

Vss 

Vss 

V ss 

Vss 

EPT 

5 

26 

Vss 

Vss 

Vss 

V ss 

Vss 

Q8-Q1 

18-11 

19-15,13-11 

D|N 

Qqut 

Hl-Z 

Qqut 

Hl-Z 

A12-A10 

26-28 

2,23,21 

ADDR 

ADDR 

X 

ADDR 

X 

A9-A7 

29,34,35 

24,25,3 

ADDR 

ADDR 

X 

ADDR 

X 

A6 

36 

4 

ADDR 

ADDR 

X 

ADDR 

X 

A5 

37 

5 

ADDR 

ADDR 

X 

ADDR 

X 

A4 

38 

6 

ADDR 

ADDR 

X 

ADDR 

X 

A3-A0 

39,40,1,2 

7-10 

ADDR 

ADDR 

X 

ADDR 

X 


LEGEND: 

t = in accordance with TMS27C64. 

V|H = TTL high level; V|l = TTL low level; ADDR = byte address bit 
Vpp = 12.5 ± 0.25 V; Vcc = 5 ± 0.25 V; X = don't care 
PULSE = low-going TTL level pulse; D||vj = byte to be programmed at ADDR 
Qqut hyte stored at ADDR. 


Erasure 

Before programming, the memory must be erased by exposing high-intensity 
ultraviolet through Its transparent lid. Note that normal ambient light contains 
the correct wavelength for erasure. Therefore, the window should be covered 
with an opaque label after programming either the TMS320E15/E17. The re¬ 
commended minimum exposure dose (UV-intensIty x exposure-time) Is 15 
watt-seconds per square centimeter. If located about 2.5 centimeters above 
the transparent lid, a typical 12 milliwatt per square centimeter, filterless UV 
lamp will erase the device in 21 minutes. After erasing the memory, all bits 
are in a high state. 
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FAST Programming 

After erasing, all memory bits in the cell are a logic one. Logic zeroes must 
be programmed into their desired locations. The FAST Programming algo¬ 
rithm, shown in Figure G-4, is normally used to program the entire EPROM 
contents, although individual locations may be programmed separately. A 
programmed logic zero can only be erased by ultraviolet light. Data is pre¬ 
sented in parallel (eight bits) on pins Q8-Q1. Once addresses and data are 
stable, PGM is pulsed. The programming mode is achieved when Vpp = 12.5 
V, PGM = VjL, Vcc = 6.0 V, G = V|h, and E = V|l. More than one 
TMS320E15/E17 can be programmed when the devices are connected in 
parallel. Locations can be programmed in any order. 

FAST Programming uses two types of programming pulses: prime and final. 
The length of the prime pulse is 1 ms. After each prime pulse, the byte being 
programmed is verified. If correct data is read, the final programming pulse is 
applied; If correct data Is not read, an additional 1 -ms prime pulse is applied 
up to a maximum of 15 times. The final programming pulse Is 4 ms times the 
number of prime programming pulses applied. This sequence of programming 
and verification is performed at Vcc 6.0 V, and Vpp = 12.5 V. When the full 
FAST Programming routine is complete, all bits are verified with Vcc Vpp 
= 5 V. 


Program Verify 

Programmed bits may be verified with Vpp = 12.5 V when G = Vil, E = V|Lr 
and PGM = ViH- Figure G-5 shows the timing for the program and verify op¬ 
eration for the FAST programs. 


Program Inhibit 

Programming may be inhibited by maintaining a high level Input on the I pin 
or PGM pin. 


Read 

The EPROM contents may be read Independent of the programming cycle, 
provided the RBIT (ROM protect bit) has not been programmed. The read is 
accomplished by setting I to zero and pulsing G low. The contents of the 
EPROM location selected by the value on the address inputs appear on 
08-01. 


Output Disable 

During the EPROM programming process, the EPROM data outputs may be 
disabled. If desired, by establishing the output disable state. This state Is se¬ 
lected by setting the G and E pins high. While output disable is selected, 
08-01 are placed in the high-impedance state. 
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Figure G-5. Fast Programming Timing 
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G.2 EPROM Protection and Verification 

This section describes the code protection feature included in the EPROM cell, 
which protects code against copyright violations. Table G-2 shows the pro¬ 
gramming levels required for protecting the EPROM and verifying the pro¬ 
tection. Following the table, individual paragraphs describe the protect and 
verify functions. 

Table G-2. TMS320E15/E17 EPROM Protect and Protect Verify Mode Levels 


SIGNAL 

NAMEt 

TMS320E15/E17 
DIP PIN 

TMS27C64 

DIP PIN 

EPROM 

PROTECT 

PROTECT 

VERIFY 

E 

25 

20 

V|H 

V|L 

(1 

24 

22 

V,H 

V|L 

pSm 

23 

27 

V|H 

V|H 

Vpp 

3 

1 

Vpp 

Vcc*"'* 

Vcc 

30 

28 

Vcc+1 

Vcc^l 

Vss 

10 

14 

Vss 

Vss 

CLKIN 

8 

14 

Vss 

Vss 

RS 

4 

14 

Vss 

Vss 

EPT 

5 

26 

Vpp 

Vpp 

Q8-Q1 

18-11 

19-15,13-11 

Q8=PULSE 

Q8=RBIT 

A12-A10 

26-28 

2,23,21 

X 

X 

A9-A7 

29,34,35 

24,25,3 

X 

X 

A6 

36 

4 

X 

V|L 

A5 

37 

5 

X 

X 

A4 

38 

6 

V|H 

X 

A3-A0 

39,40,1,2 

7-10 

X 

X 


LEGEND: 

t = in accordance with TMS27C64. 

V|H = TTL high level; V|l =■ low-level TTL, Vcc = 5 ± 0.25 V 
Vpp = 12.5 ± 0.25 V; X = don't care 

PULSE = low-going TTL level pulse; RBIT = ROM protect bit 


EPROM Protection 

The EPROM protection facility is used to completely disable reading of the 
EPROM contents to guarantee security of proprietary algorithms. This facility 
is implemented through a unique EPROM cell called the RBIT (ROM protect 
bit) cell. Once the contents to be protected are programmed into the EPROM, 
the RBIT is programmed, disabling access to the EPROM contents and disa¬ 
bling the microprocessor mode on the device. Once programmed, the RBIT 
can only be cleared by erasing the entire EPROM array with ultraviolet light, 
thereby maintaining security of the proprietary algorithm. Programming the 
RBIT is accomplished using the EPROM protection cycle, which consists of 
setting the E, G, PGM, and A4 pins high, Vpp and EPT to 12.5 ± 0.25 V, and 
pulsing 08 low. The complete sequence of operations involved In program¬ 
ming the RBIT is shown in the flowchart of Figure G-6. The required setups 
in the figure are detailed In Table G-2. 
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Protect Verify 

Protect verify is used following the EPROM protection to verify correct pro¬ 
gramming of the RBIT (see Figure G-6). When using protect verify, Q8 out¬ 
puts the state of the RBIT. When RBIT = 1, the EPROM Is unprotected; when 
RBIT = 0, the EPROM is protected. The EPROM protection and verify timings 
are shown in Figure G-7. 



tvpp = 12.5 V and Vqc = 6-0 V for Fast Programming. 

Figure G-7. EPROM Protection Timing 
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ALABAMA: Huntsvill* (205) 837-7530. 

ARIZONA: Pho«nlx (602) 995-1007; 

Tucson (602) 292-2640. 

CALIFOR)*IIA: Irvin* (714) 660-1200; 

R 0 S*vlll* (916) 786-9208; 

San DI*go (619) 278-9601; 

Santa Clara (408) 980-9000; 

Torrane* (213) 217-7010; 

Woodland HIH* (818) 704-7759. 

COLORADO: Aurora (303) 368-8000. 
CONNECTICUT: Wallingford (203) 269-0074. 

FLORIDA: Altamont* Springs (305) 260-2116; 
Ft. Laudardal* (305) 973-8502; 

Tampa (813) 885-7411. 

GEORGIA: Norcross (404) 662-7900. 

ILLINOIS: Arlington Haights (312) 640-2925. 

INDIANA: Carm«l (317) 573-6400; 

Ft. Wayn* (219) 424-5174. 

IOWA: C*dar Rapids (319) 395-9550. 

KANSAS; Ov*rland Park (913) 451-4511. 
MARYLAND: Columbia (301) 964-2003. 
MASSACHUSETTS: Waltham (617) 895-9100. 

MICHIGAN: Farmington Hills (313) 553-1569; 
Grand Rapids (616) 957-4200. 

MINNESOTA: Edan Prairl* (612) 828-9300. 
MISSOURI: St. Louis (314) 569-7600. 

NEW JERSEY: Isalin (201) 750-1050. 

NEW MEXICO: Albuquarqu* (505) 345-2555. 

NEW YORK: East Syraeus* (315) 463-9291; 
Malvlll* (516) 454-6600; 

PIttsford (716) 385-6770; 

Poughkaapsl* (914) 473-2900. 

NORTH CAROLINA: Charlott* (704) 527-0933; 
Ralalgh (919) 876-2725. 

OHIO: Baachwood (216) 464-6100; 

Baavar Craak (513) 427-6200. 

OREGON: Baavarton (503) 643-6758. 
PENNSYLVANIA: Blua Ball (215) 825-9500. 
PUERTO RICO: Hato Ray (809) 753-8700. 
TENNESSEE: Johnson City (615) 461-2192. 

TEXAS: Austin (512) 250-7655; 

Houston (713) 778-6592; 

RIcliardson (214) 680-5082; 

San Antonio (512) 496-1779. 

UTAH: Murray (801) 266-8972. 

WASHINGTON; Radmond (206) 881-3080. 
WISCONSIN: Brookfiald (414) 782-2899. 


Richmond Hill, Ontario (416) 884-9181; 
St. LauranL Quabac (514) 336-1860. 


TI Regional 
Technology Centers 

CALIFORNIA: Irvin* (714) 660-8105; 

Santa Clara (408) 748-2220; 

GEORGIA; Norcross (404) 662-7945. 

ILLINOIS Arlington Haights (312) 640-2909. 
MASSACHUSETTS: Waltham (617) 895-9196. 

TEXAS: Richardson (214) 680-5066. 

CANADA: Napaan, Ontario (613) 726-1970. 


TI AUTHORIZED DISTRIBUTORS 
Arrow/Klerulff Electronics Group 
Arrow (Canada) 

Future Electronics (Canada) 

GRS Electronics Co., Inc. 
Hall-Mark Electronics 
Marshall Industries 
Newark Electronics 
Schweber Electronics 
Time Electronics 
Wyle Laboratories 
Zeus Components 

-OBSOLETE PRODUCT ONLY- 
Rochester Electronics, Inc. 
Newburyport, Massachusetts 
(508) 462-9332 


Hall-Mark (205) 837-8700; Marshall (205) 881-9235; 
Schweber (205) 895-0480. 

ARIZONA: Arrow/Klerulff (602) 437-0750; 

Hall-Mark (602) 437-1200; Marshall (602) 496-0290; 
Schweber (602) 431-0030; Wyle (602) 866-2888. 

CALIFORNIA: Los Angalas/Oranga County: 
Arrow/Klerulff (818) 701-7500, (714) 838-5422; 
Hall-Mark (818) 773-4500. (714) 669-4100; 

Marshall (818) 407-0101, (818) 459-5500, 

(714) 458-5395; Schweber (818) 880-9686; 

(714) 863-0200, (213) 320-8090; Wyle (818) 880-9000, 
[714) 863-9953; Zeus (714) 921-9000; (818) 889-3838; 
Sacramento: Hall-Mark (916) 624-9781; 

Marshall (916) 635-9700; Schweber (916) 364-0222; 
Wyle (916) 638-5282; 

San Diego: Arrow/Klerulff (619) 565-4800; 

Hall-Mark (619) 268-1201; Marshall (619) 578-9600; 
Schweber (619) 450-0454; Wyle (619) 565-9171; 

San Francisco Bay Area: Arrow^lerulff (408) 745-6600, 
Hall-Mark (408) 432-0900; Marshall (408) 942-4600; 
Schweber (408) 432-7171; Wyle (408) 727-2500; 

Zeus (408) 998-5(121. 

COLORADO: Arrow/Klerulff (303) 790-4444; 

Hall-Mark (303) 790-1662; Marshall (303) 451-8383; 
Schweber (303) 799-0258; Wyle (303) 457-9953. 

CONNETICUT: Arrow/Klerulff (203) 265-7741; 
Hall-Mark (203) 271-2844; Marshall (203) 265-3822; 
Schweber (203) 264-4700. 

FLORIDA: Ft. Laudardaia: 

Arrow/Klerulff (305) 429-8200; Hall-Mark (305) 971-9280; 
Marshall (305) 977-4880; Schweber (305) 977-7511; 
Orlando: Arrow/Klerulff (407) 323-0252; 

Hall-Mark (407) 830-5855; Marshall (407) 767-8585; 
Schweber (407) 331-7555; Zeus (407) 365-3000; 
Tampa: Hall-Mark (813) 530-4543; 

Marshall (813) 576-1399; Schweber (813) 541-5100. 

GEORGIA: Arrow/Klerulff (404) 449-8252; 

Hall-Mark (404) 447-8000; Marshall (404) 923-5750; 
Schweber (404) 449-9170. 

ILLINOIS: Arrow/Klerulff (312) 250-0500; 

Hall-Mark (312) 860-3800; Marshall (312) 490-0155; 
Newark (312) 784-5100; Schweber (312) 364-3750. 


INDIANA: Indianapolis: Arrow/Klerulff (317) 243-9353; 
Hall-Mark (317) 872-8875; Marshall (317) 297-0483; 
Schweber (317) 843-1050. 

IOWA: Arrow/Klerulff (319) 395-7230; 

Schweber (319) 373-1417. 

KANSAS: Kansas City: Arrow/Klerulff (913) 541-9542; 
Hall-Mark (913) 888-4747; Marshall (913) 492-3121; 
Schweber (913) 492-2922. 


Texas 

Instruments 


MARYLAND: Arrow/Klerulff (301) 995-6002; 
Hall-Mark (301) 988-9800; Marshall (301) 235-9464; 
Schweber (301) 840-5900; Zeus (301) 997-1118. 

MASSACHUSETTS Arrow/Klerulff (508) 658-0900; 
Hall-Mark (508) 667-0902; Marshall (508) 656-0810; 
Schweber (617) 275-5100; Time (617) 532-6200; 
Wyle (617) 273-7300; Zeus (617) 863-8800. 

MICHIGAN: DatroH: Arrow/Klerulff (313) 462-2290; 
Hall-Mark (313) 462-1205; Marshall (313) 525-5850; 
Newark (313) 967-0600; Schweber (313) 525-8100; 
Grand Rapids: Arrow/Klerulff (616) 243-0912. 

MINNESOTA: Arrow/Klerulff (612) 830-1800; 
Hall-Mark (612) 941-2600; Marshall (612) 559-2211; 
Schweber (612) 941-5280. 


Hall-Mark (314) 291-5350; Marshall (314) 't9l-4650; 
Schweber (314) 739-0526. 

NEW HAMPSHIRE: Arrow/Klerulff (603) 668-6968; 
Schweber (603) 625-2250. 

NEW JERSEY: Arrow/Klerulff (201) 538-0900, 

(609) 596-8000; GRS Electronics (609) 964-8560; 
Hall-Mark (201) 575-4415, (201) 882-9773, 

(609) 235-1900; Marshall (201) 882-0320, 

(609) 234-9100; Schweber (201) 227-7880. 

NEW MEXICO: Arrow/Klerulff (505) 243-4566. 

NEW YORK: Long Island: 

Arrow/Klerulff (516) 231-1009; Hall-Mark (516) 737-0600; 
Marshall (516) 273-2424; Schweber (516) 334-7474; 
Zeus (914) 937-7400; 

Rochester: Arrow/Klerulff (716) 427-0300; 

Hall-Mark (716) 425-3300; Marshall (716) 235-7620; 
Schweber (716) 424-2222; 

Syracusa: Marshall (607) 798-1611. 

NORTH CAROLINA: Arrow/Klerulff (919) 876-3132, 
(919) 725-8711; Hall-Mark (919) 872-0712; 

Marshall (919) 878-9882; Schweber (919) 876-0000. 

OHIO: Clavaland: Arrow/Klerulff (216) 248-3990; 
Hall-Mark (216) 349-4632; Marshall (216) 248-1788; 
Schweber (216) 464-2970; 

Columbus: Hall-Mark (614) 888-3313; 

Dayton: Arrow/Klerulff (513) 435-5563; 

Marshall (513) 898-4480; Schweber (513) 439-1800. 

OKLAHOMA: Arrow/Klerulff (918) 252-7537; 
Schweber (918) 622-8003. 

OREGON: Arrow/Klerulff (503) 645-6456; 

Marshall (503) 644-5050; Wyle (503) 640-6000. 

PENNSYLVANIA: Arrow/Klerulff (412) 856-7000, 

(215) 928-1800; GRS Electronics (215) 922-7037; 
Marshall (412) 963-0441; Schweber (215) 441-0600, 
(412) 963-6804. 

TEXAS: Austin: Arrow/Klerulff (512) 835-4180; 
Hall-Mark (512) 258-8848; Marshall (512) 837-1991; 
Schweber (512) 339-0088; Wyle (512) 834-9957; 
Dallas: Arrow/Klerulff (214) 380-6464; 

Hall-Mark (214) 553-4300; Marshall (214) 233-5200; 
Schweber (214) 661-5010; Wyle (214) 235-9953; 

Zeus (214) 783-7010; 

El Paso: Marshall (915) 593-0706; 

Houston: Arrow/Klerulff (713) 530-4700; 

Hall-Mark (713) 781-6100; Marshall (713) 895-9200; 
Schweber (713) 784-3600; Wyle (713) 879-9953. 

UTAH: Arrow/Klerulff (801) 973-6913; 

Hall-Mark (801) 972-1008; Marshall (801) 485-1551; 
Wyle (801) 974-9953. 

WASHINGTON: Arrow/Klerulff (206) 575-4420; 
Marshall (206) 486-5747; Wyle (206) 881-1150. 

WISCONSIN: Arrow/Klerulff (414) 792-0150; 

Hall-Mark (414) 797-7844; Marshall (414) 797-8400; 
Schweber (414) 784-9020. 

CANADA: Calgary: Future (403) 235-5325; 
Edmonton: Future (403) 43^2858; 

Montreal: Arrow Canada (514) 735-5511; 

Future (514) 694-7710; 

Ottawa: Arrow Canada (613) 226-6903; 

Future (613) 820-8313; 

Quebec City: Arrow Canada (418) 871-7500; 

Toronto: Arrow Canada (416) 672-7769; 

Future (416) 638-4771; Marshall (416) 674-2161; 
Vancouvar: Arrow Canada (604) 291-2986; 

Future (604) 294-1166. 


Customer 
Response Center 

TOLL FREE: (800)232-3200 

OUTSIDE USA: (214)995-6611 

(8:00 a.m. - 5:00 p.m. CST) 
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